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Section 1 
8051 FAMILY OVERVIEW 



The Signetics 8051 family of products is based on the 
industry standard for 8-bit high performance micro- 
controllers. The architecture for the family has been 
optimized for sequential real time control applications. 
The 8051 family of products are used in a wide range of 
applications from those that are relatively simple to 
applications in medical instrumentation and automobile 
control systems. All of the devices included in the family 
are available in versions that have either internal ROM, 
EPROM, or CPU only. With the exception of the 
83C751 and 752 (which are limited to on-board memory) 
all of the devices in the family can address up to 64k 
bytes of both program and data memory. 

The 8051 family of microcontrollers includes the devices 
listed in Table 1. The basic architecture of these devices 
is shown in Figure 1. 

8051 

The 8051 is the original member of the family. Among 
the features of the 8051 are: 

• 8-bit CPU optimized for control applications 

• Extensive Boolean processing (single bit logic) capa- 
bilities 

• 32 bi-directional and individual addressable I/O lines 

• 128 bytes of on-chip data RAM 

• Two 16-bit timer/counters 

• Full duplex UART 

• 5-source interrupt structure with 2 priority levels 

• On-chip clock oscillator 

• 4K bytes of on-chip program memory 

• 64K bytes program memory address space 

• 64K bytes data memory address space 

• 40-pin DIP and 44-pin PLCC packages 

The 8031 is a CPU only version of the 8051 and only 
differs from the 8051 in that it does not have on-chip 
ROM. The 8031 fetches all instructions from external 
memory. 

8051AH 

The 8051AH is identical to the 8051, but is fabricated 
with HMOS II technology. It is pin-for-pin compatible 
with the 8051. The ROMless version of the 8051AH is 
the 8031 AH. 



80C51BH 

The 80C51BH is the CHMOS version of the 8051. 
Functionally it is fully compatible with the 8051, but 
being CMOS it draws less current than its HMOS coun- 
terpart. 

The ROMless version of the 80C51BH is the 80C31BH. 
The EPROM version is the 87C51. 

8052AH 

The 8052AH is an enhanced version of the 8051. It is 
fabricated with HMOS II technology, and is upwards 
compatible with the 8051. Its enhancements over the 
8051 include: 

• 256 bytes of on-chip data RAM 

• Three counter/timers 

• A 6-source interrupt structure 

• 8K bytes of on-chip program memory 

• 40-pin DIP and 44-pin PLCC packages 

The ROMless version of the 8052AH is the 8032AH. 
83C451 

The 83C451 is an extended I/O version of the 80C51 
with the following features: 

• Seven 8-bit quasi-bidirectional I/O ports (PLCC ver- 
sion) . 

• Six 8-bit and one 4-bit quasi-bidirectional I/O 
ports (DIP version). 

• Mailbox port (port 6) features: 

Q Operation as normal quasi-bidirectional I/O port 

□ 4 handshake control pins 

□ Control status register 

□ Input and output buffer registers making port 6 
suitable for: 

■ direct MPU interface 

■ parallel printer interface 

• 64-pin DIP and 68-pin packages. 

All other aspects of the 83C451 are identical to the 
80C51. The 87C451 is the EPROM version of this de- 
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83C552 

The 83C5S2 is an 
following features: 



extended function 80C51 with the 



• 8k bytes of ROM 

• 256 bytes of RAM 

• 10-bit 8 channel A/D 

• Counter/timer array with high speed outputs and cap- 
ture inputs 

• 4 counter/timers (including a watchdog timer) 

• 2 PWM outputs 

• 2 serial ports 

• 6 8-bit I/O ports 

• I2C serial port 

• 68-pin PLCC package 

The 83C552 is 100% code compatible with the 80C51. 
The ROMless version of the 83C552 is the 80C5S2 and 
the EPROM version is the 87C552. 

83C652 

The 83C652 is an 80C51 with the following additions: an 
8k ROM, 256 bytes RAM and I2C serial port. 

The 83C652 is pin-for-pin compatible with the 80C51 
except for minor DC specifications on the I2C serial 
port pins. 

The ROMless version of the 83C652 is the 80C652. 
83C7S1 

■ 

The 83C751 is a 24-pin version of the 80C51, where 
small size and cost are of prime consideration. The 
83C751 is packaged in a 24-pin "skinnydip" (.300 wide) 
and in a 28-pin PLCC package. 

The following differences exist between the 83C751 and 
the 80C51. The 83C751 has: 

• 2K bytes ROM 

• 64 bytes RAM 

• I2C serial port (no UART) 



• 19 I/O lines 

• Single level interrupt structure 

• One counter/timer with 16-bit autoload 

• No external memory expandability (data memory can 
be expanded using the I2C serial port and I2C com- 
patible memory devices). 

Note that since there is no external exp a ndab il ity, the 
external memory addressing signals: WR, RD, PSEN, 
EA, and ALE are not present. Because of these differ- 
ences, instructions LTMP, LCALL, and MOVX have no 
meaning. 

For all other instructions the 83C751 is 100% code 
compatible with the 80C51 and operates at full 80C51 
speed. 

The EPROM version of the 83C751 is the 87C751 . 
83C752 

The 83C752 is a derivative version of the 80C51 that is 
intended for use in automotive, electro-mechanical, and 
consumer applications. The emphasis of the device is on 
high integration and small packaging. The 83C752 con- 
tains most of the features of the 80C51 with the following 
exceptions: 

• 2K bytes ROM 

• 64 bytes RAM 

• Single level interrupt structure 

• One 16-bit counter/timer (mode 2 only) with 16-bit 
autoload 

• Two 8-bit and one 5-bit bidirectional I/O ports 

• I2C serial interface 

• One PWM with timer, including overflow interrupt 
capability 

• 5 channels of 8-bit A/D 

• 28-pin packages, both DIP and SMD 

The 83C752 does not have external memory expand- 
ability. The EPROM versions of the 83C752 is the 
87C752. 



Table 2. 80C51 Derivative Comparisons 



Device 


A/D 


Ports 


PWM 


Timers 


UART 


80C51 




4 




Two standard 


Standard 


83C451 




7 




Two standard 


Standard 


83C552 


8 channel/ 
10 bit 


6 


- 

2 


Two standard, 
timer 2, 
watchdog 
(4 total) 


Standard, |2C 


83C652 




4 




Two standard 


Standard, |2C 


83C751 




2-3/8 




One standard, 
extended to 
1 6-bit autoload 


|2C 


83C752 


5 channel/ 
8 bit 


2-5/8 


1 


One standard, 
extended to 
16-bit autoload 


(2d 
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8051 ARCHITECTURE 

MEMBERS OF THE FAMILY 

The basic architecture of the 8051 devices is as follows: 
8051 

The 8051 is the original member of the family (see 
Figure 2). Among the features of the 8051 are: 

• 8-bit CPU optimized for control applications 

• Extensive Boolean processing (single-bit logic) 
capabilities 

• 32 bi-directional and individually addressable I/O lines 

• 128 bytes of on-chip data RAM 

• Two 16-bit timer/counters 

• Full duplex UART 

• 5 source interrupt structure with 2 priority levels 

• On-chip clock oscillator 

• 4K bytes of on-chip program memory 

• 64K program memory address space 

• 64K data memory address space 

The 8031 differs from the 8051 in not having the on-chip 
program ROM. Instead, the 8031 fetches all instructions 
from external memory. 

8051AH 

The 8051AH is identical to the 8051, but is fabricated 
with HMOS II technology. It is pin-for-pin compatible 
with the 8051. The ROMless version of the 8051AH is 
the 8031 AH. 

80C51BH 

The 80C51BH is the CHMOS version of the 8051. 
Functionally, it is fully compatible with the 8051, but 
being CMOS it draws less current than the HMOS 
counterpart. To further exploit the power savings avail- 
able in CMOS circuitry, two reduced power modes are 
added: 

1. Software-invoked idle mode, during which the CPU 
is turned off while the RAM and other on-chip pe- 
ripherals continue operating. In this mode, current 
draw is reduced to about 15% of the current drawn 
when the device is fully active. 

2. Software-invoked power down mode, during which all 
on-chip activities are suspended. The on-chip RAM 
continues to hold its data. In this mode the device 
typically draws less than lOuA. 

Although the 80C51BH is functionally compatible with its 
HMOS counterpart, specific differences between the two 
types of devices must be considered in the design of an 
application circuit if one wishes to ensure complete 
interchangeability between the HMOS and CHMOS de- 
vices. The ROMless version of the 80C51BH is the 
80C31BH. The EPROM version is the 87C51. 



8051 Family Architecture 



8051 FAMILY DEVICES 
MEMORY ORGANIZATION 

All 8051 devices have separate address spaces for pro- 
gram and data memory, as shown in Figure 3. The 
logical separation of program and data memory allows 
the data memory to be accessed by 8-bit addresses, 
which can be more quickly stored and manipulated by an 
8-bit CPU. Nevertheless, 16-bit data memory addresses 
can also be generated through the DPTR register. 

Program memory can only be read, not written to. 
There can be up to 64K bytes of program memory. In 
the 8051, 8051AH, 80C51BH, and their EPROM ver- 
sions, the lowest 4K bytes of program memory are on- 
chip. In the ROMless versions (8031, 8031AH, 
80C31BH) all program memory is externa l. The read 
strobe for external program memory is the PSEN (pro- 
gram store enable). 

Data Memory occupies a separate address space from 
Program Memory. Up to 64K bytes of external RAM can 
be addressed in the external Data Me mory spac e. T he 
CPU generates read and write signals, RD and WR, as 
needed during external Data Memory accesses. 

External Program Memory and external Data Me mory 
may b e combined if desired by applying the RD and 
PSEN signals to the inputs of an AND gate and using 
the output of the gate as the read strobe to the external 
Program/Data memory. 

PROGRAM MEMORY 

Figure 4 shows a map of the lower part of the Program 
Memory. After reset, the CPU begins execution from 
location 00O0H. As shown in Figure 4, each interrupt is 
assigned a fixed location in Program Memory. The inter- 
rupt causes the CPU to jump to that location, where it 
commences execution of the service routine. External 
Interrupt 0, for example, is assigned to location 0003H. 
If External Interrupt is going to be used, its service 
routine must begin at location 0003H. If the interrupt is 
not going to be used, its service location is available as 
general purpose Program Memory. 

The interrupt service locations are spaced at 8-byte 
intervals: 0003H for External Interrupt 0, 000BH for 
Timer 0, 0013H for External Interrupt 1, 001BH for 
Timer 1, etc. If an interrupt service routine is short 
enough (as is often the case in control applications), it 
can reside entirely within that 8-byte interval. Longer 
service routines can use a jump instruction to skip over 
subsequent interrupt locations, if other interrupts are in 
use. 

The lowest 4K bytes of Program Memory can either be 
in the on-chip ROM or in an ex ternal ROM. This 
selection is made by strapping the EA (External Access) 
pin to either Vcc, or Vss. 
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Figure 2. 8051 Block Diagram 
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Figure 3. 8051 Memory Structure 
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In the 8051, if the EA pin is strapped to Vcc, then the 
program fetches to addresses 0000H through OFFFH are 
directed to the internal ROM. Program fetches to ad- 
dresses 1000H through FFFFH are directed to external 
ROM. 

If the EA pin is strapped to Vss, then all program 
fetches are directed to external ROM. The ROMless 
parts (8031, 80C31, etc..) must have this pin externally 
strapped to Vss to enable them to execute from external 
Program Memory. 



The read strobe to external ROM, PSEN, is used for all 
external program fetches. PSEN is not activated for 
internal program fetches. 

The hardware configuration for external program execu- 
tion is shown in Figure 5. Note that 16 I/O lines (Ports 
and 2) are dedicated to bus functions during external 
Program Memory fetches. Port (P0 in Figure 5) serves 
as a multiplexed address/data bus. It emits the low byte 
of the Program Counter (PCL) as an address, and then 
goes into a float state awaiting the arrival of the code 
byte from the Program Memory. During the time that 
the low byte of the Program Counter is valid on Port 0, 
the signal ALE (Address Latch Enable) clocks this byte 
into an address latch. Meanwhile, Port 2 (P2 in Figure 
5) e mits the high byte of the Program Counter (PCH). 
Then PSEN strobes the EPROM and the code byte is 
read into the microcontroller. 

Program Memory addresses are always 16 bits wide, 
even though the actual amount of Program Memory used 
may be less than 64K bytes. External program execution 
sacrifices two of the 8-bit ports, P0 and P2, to the 
function of addressing the Program Memory. 

DATA MEMORY 

The right half of Figure 3 shows the internal and exter- 
nal Data Memory spaces available to the 8051 user. 
Figure 6 shows a hardware configuration for accessing 
up to 2K bytes of external RAM. The CPU in this case 
is executing from internal ROM. Port serves as a 
multiplexed address/data bus to the RAM, and 3 lines of 
Port 2 are being use d to page the RAM. The CPU 
generates RD and WR signals as needed during external 
RAM accesses. There can be up to 64K bytes of exter- 
nal Data Memory. External Data Memory addresses can 
be either 1 or 2 bytes wide. One-byte addresses are 
often used in conjunction with one or more other I/O 
lines to page the RAM, as shown in Figure 6. 

Two-byte addresses can also be used, in which case the 
high address byte is emitted at Port 2. 

Internal Data Memory is mapped in Figure 7. The 
memory space is shown divided into three blocks, which 
are generally referred to as the Lower 128, the Upper 
128, and SFR space. 



INTERRUPT 
LOCATIONS 



» 



(0033H) 

002BH 

0023H 

001 BH 

001 JH 
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0003H 
001 
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Figure 4. 8051 Program Memory 
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Figure 5. Executing from External 
Program Memory 




Figure 6. Accessing External Data Memory. 
If the Program Memory is Internal, the other 
Bits of P2 are Available as I/O 
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Figure 7. Internal Data Memory 

Internal Data Memory addresses are always one byte 
wide, which implies an address space of only 256 bytes. 
However, the addressing modes for internal RAM can in 
fact accommodate 384 bytes, using a simple trick. Di- 
rect addresses higher than 7FH access one memory 
space, and indirect addresses higher than 7FH access a 
different memory space. Thus Figure 7 shows the Upper 
128 and SFR space occupying the same block of ad- 
dresses, 80H through FFH, although they are physically 
separate entities. 

The Lower 128 bytes of RAM are present in all 8051 
devices as mapped in Figure 8. The lowest 32 bytes are 
grouped into 4 banks of 8 registers. Program instructions 
call out these registers as R0 through R7. Two bits in 
the Program Status Word (PSW) select which register 
bank is in use. This allows more efficient use of code 
space, since register instructions are shorter than in- 
structions that use direct addressing. 

The next 16 bytes above the register banks form a block 
of bit-addressable memory space. The 8051 instruction 
set includes a wide selection of single-bit instructions, 
and the 128 bits in this area can be directly addressed 
by these instructions. The bit addresses in this area are 
00H through 7FH. 

All of the bytes in the Lower 128 can be accessed by 
either direct or indirect addressing. The Upper 128 
(Figure 9) can only be accessed by indirect addressing. 

■ 

Figure 10 gives a brief look at the Special Function 
Register (SFR) space. SFRs include the Port latches, 
timers, peripherals controls, etc. These registers can 
only be accessed by direct addressing. Sixteen addresses 
in SFR space are both byte- and bit-addressable. The 
bit-addressable SFRs are those whose address ends in 
OH or 8H. The bit addresses in this area are 80H 
through FFH. 
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Figure 8. Lower 128 Bytes of Internal RAM 




Figure 9. Upper 128 Bytes of Internal RAM 
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Figure 10. SFR Space 
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8051 FAMILY INSTRUCTION SET 

The 8051 instruction set is optimized for 8-bit control 
applications. It provides a variety of fast addressing 
modes for accessing the internal RAM to facilitate byte 
operations on small data structures. The instruction set 
provides extensive support for one-bit variables as a 
separate data type, allowing direct bit manipulation in 
control and logic systems that require Boolean proc- 
essing. 

PROGRAM STATUS WORD 



8051 Family Architecture 

ADDRESSING MODES 

The addressing modes in the 8051 instruction set are as 
follows: 

DIRECT ADDRESSING 

In direct addressing the operand is specified by an 8-bit 
address field in the instruction. Only internal Data RAM 
and SFRs can be directly addressed. 

INDIRECT ADDRESSING 



The Program Status Word (PSW) contains several status 
bits that reflect the current state of the CPU. The PSW, 
shown in Figure 11, resides in SFR space. It contains 
the Carry bit, the Auxiliary Carry (for BCD operations), 
the two register bank select bits, the Overflow flag, a 
Parity bit, and two user-definable status flags. 

The Carry bit, other than serving the function of a Carry 
bit in arithmetic operations, also serves as the "Accumu- 
lator" for a number of Boolean operations. 

The bits RSO and RSI are used to select one of the four 
register banks shown in Figure 8. A number of instruc- 
tions refer to these RAM locations as R0 through R7. 
The selection of which of the four is being referred to is 
made on the basis of the RSO and RSI at execution 
time. 

The Parity bit reflects the number of Is in the Accumu- 
lator: P = 1 if the Accumulator contains an odd number 
of Is, and P = if the Accumulator contains an even 
number of Is. Thus the number of Is in the Accumulator 
plus P is always even. Two bits in the PSW are un- 
committed and may be used as general purpose status 
flags. 



In indirect addressing the instruction specifies a register 
which contains the address of the operand. Both internal 
and external RAM can be indirectly addressed. 

The address register for 8-bit addresses can be R0 or 
Rl of the selected bank, or the Stack Pointer. The 
address register for 16-bit addresses can only be the 16- 
bit "data pointer" register, DPTR. 

REGISTER INSTRUCTIONS 

The register banks, containing registers R0 through R7, 
can be accessed by certain instructions which carry a 3- 
bit register specification within the opcode of the in- 
struction. Instructions that access the registers this way 
are code efficient, since this mode eliminates an address 
byte. When the instruction is executed, one of the eight 
registers in the selected bank is accessed. One of four 
banks is selected at execution time by the two bank 
select bits in the PSW. 

REGISTER-SPECIFIC INSTRUCTIONS 

Some instructions are specific to a certain register. For 
example, some instructions always operate on the Accu- 
mulator, or Data Pointer, etc., so no address byte is 
needed to point to it. The opcode itself does that. 
Instructions that refer to the Accumulator as A assemble 
as accumulator specific opcodes. 



| CT | AC | FO | RS1 | RSO | OV | 



PSW 

CARRY FLAG RECEIVES CARRY OUT 
FROM BIT 7 OF ALU OPERANDS 



PSW 6 - 

AUXILIARY CARRY FLAG RECEIVES 
CARRY OUT FROM BIT 3 OF 
ADDITION OPERANDS 

PSW 5 - 

GENERAL PURPOSE STATUS FLAG 



PSW i - 
REGISTER BANK SELECT BIT 1 



ZD 



r 



PSW 

PARITY OF ACCUMULATOR SET 
BY HARDWARE TO 1 IF IT CONTAINS 
AN ODD NUMBER OF IS. OTHERWISE 
IT IS RESET TO 

PSW 1 

USER DEFINABLE FLAG 



PSW 2 

OVERFLOW FLAG SET BY 
ARITHMETIC OPERATIONS 

PSW 3 

REGISTER BANK SELECT BIT 



Figure 11. PSW (Program Status Word) Register in 8051 Devices 
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IMMEDIATE CONSTANTS 

The value of a constant can follow the opcode in Pro- 
gram Memory. For example, 

MOV A, #100 

loads the Accumulator with the decimal number 100. 
The same number could be specified in hex digits as 
64H. 

INDEXED ADDRESSING 

Only program Memory can be accessed with indexed 
addressing, and it can only be read. This addressing 
mode is intended for reading look-up tables in Program 
Memory. A 16-bit base register (either DPTR or the 
Program Counter) points to the base of the table, and 
the Accumulator is set up with the table entry number. 
The address of the table entry in Program Memory is 
formed by adding the Accumulator data to the base 
pointer. 

Another type of indexed addressing is used in the "case 
jump" instruction. In this case the destination address of 
a jump instruction is computed as the sum of the base 
pointer and the Accumulator data. 



ARITHMETIC INSTRUCTIONS 

The menu of arithmetic instructions is listed in Table 3. 
The table indicates the addressing modes that can be 
used with each instruction to access the <byte> oper- 
and. For example, the ADD A,<byte> instruction can 
be written as: 

ADD A, 7FH (direct addressing) 

ADD A, @R0 (indirect addressing) 

ADD A, R7 (register addressing) 

ADD A, #127 (immediate constant) 

The execution times listed in Table 3 assume a 12MHz 
clock frequency. All of the arithmetic instructions exe- 
cute in Ins except the INC DPTR instruction, which 
takes 2us, and the Multiply and Divide instructions, 
which take 4ns. 

Note that any byte in the internal Data Memory space 
can be incremented without going through the Accumu- 
lator. 

One of the INC instructions operates on the 16-bit Data 
Pointer. The Data Pointer is used to generate 16-bit 
addresses for external memory, so being able to incre- 
ment it in one 16-bit operation is a useful feature. 



Table 3. 8051 Arithmetic Instructions 



Mnemonic 


Operation 


Addressing Modes 


Execution 
Time (u.s) 


Dir 


Ind 


Reg 


Imm 


ADD A,<byte> 


A = A + <byte> 


X 


X 


X 


X 


1 


ADDC A,<byte> 


A = A + <byte> + C 


X 


X 


X 


X 


1 


SUBB A,<byte> 


A = A - <byte> - C 


X 


X 


X 


X 


1 


INC A 


A = A + 1 


Accumulator only 


1 


INC <byte> 


<byte> = <byte> + 1 


X 


X 


X 




1 


INC DPTR 


DPTR = DPTR + 1 


Data Pointer only 


2 


DEC A 


A = A - 1 


Accumulator only 


1 


DEC <byte> 


<byte> = <byte> - 1 


X 


X 


X 




1 


MUL AB 


B:A = B x A 


ACC and B only 


4 


DIV AB 


A - Int [A/B] 
B = Mod [A/B] 


ACC and B only 


4 








DA A Decimal Adjust 


Accumulator only 


1 
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The MUL AB instruction multiplies the Accumulator by 
the data in the B register and puts the 16-bit product 
into the concatenated B and Accumulator registers. 

The DIV AB instruction divides the Accumulator by the 
data in the B register and leaves the 8-bit quotient in the 
Accumulator, and the 8-bit remainder in the B register. 

Oddly enough, DIV AB finds less use in arithmetic 
"divide" routines than in radix conversions and program- 
mable shift operations. An example of the use of DIV 
AB in a radix conversion will be given later. In shift 
operations, dividing a number by 2n shifts its n bits to 
the right. Using DIV AB to perform the division com- 
pletes the shift in 4us and leaves the B register holding 
the bits that were shifted out. The DA A instruction is 
for BCD arithmetic operations. In BCD arithmetic, 
ADD and ADDC instructions should always be followed 
by a DA A operation, to ensure that the result is also in 
BCD. Note that DA A will not convert a binary number 
to BCD. The DA A operation produces a meaningful 
result only as the second step in the addition of two BCD 
bytes. 

LOGICAL INSTRUCTIONS 

Table 4 shows the list of 8051 logical instructions. The 
instructions that perform Boolean operations (AND, OR, 
Exclusive OR, NOT) on bytes perform the operation on a 
bit-by-bit basis. That is, if the Accumulator contains 
00110101B and byte contains 01010011B, then: 



ANL A, <byte> 

will leave the Accumulator holding 00010001B. 

The addressing modes that can be used to access the 
<byte> operand are listed in Table 4. 

The ANL A, <byte> instruction may take any of the 
forms: 

ANL A.7FH (direct addressing) 
ANL A,@R1 (indirect addressing) 
ANL A,R6 (register addressing) 
ANL A,#53H (immediate constant) 

All of the logical instructions that are Accumulator- 
specific execute in lus (using a 12MHz clock). The 
others take 2us. 

Note that Boolean operations can be performed on any 
byte in the internal Data Memory space without going 
through the Accumulator. The XRL <byte>, #data in- 
struction, for example, offers a quick and easy way to 
invert port bits, as in XRL PI, #OFFH. 

If the operation is in response to an interrupt, not using 
the Accumulator saves the time and effort to stack it in 
the service routine. 

The Rotate instructions (RL A, RLC A, etc.) shift the 
Accumulator 1 bit to the left or right. For a left 
rotation, the MSB rolls into the LSB position. For a 
right rotation, the LSB rolls into the MSB position. 



Table 4. 8051 Logical Instructions 





Operation 


Addressing Modes 


Execution 
Time (u,s) 






Dlr 


Ind 


Reg 


Imm 


ANL A,<byte> 


A = A. AND. <byte> 


X 


X 


X 


X 




ANL <byte>,A 


<byte> = <byte> .AND. A 


X 










ANL <byte>,#data 


<byte> = <byte> .AND. #data 


X 










ORL A,<byte> 


A = A .OR. <byte> 


X 


X 


X 


X 




ORL <byte>,A 


<byte> = <byte> .OR. A 


X 




















ORL <byte>,#data 


<byte> = <byte> .OR. #data 


X 






















XRL A,<byte> 


A = A.XOR. <byte> 


X 


X 


X 


X 




XRL <byte>,A 


<byte> = <byte> .XOR. A 


X 




















XRL <byte>,#data 


<byte> = <byte> .XOR. #data 


X 










CRL A 


A = 00H 


Accumulator only 




CPL A 


A = .NOT. A 


Accumulator only 




RL A 


Rotate ACC Left 1 bit 


Accumulator only 




RLC A 


Rotate Left through Carry 


Accumulator only 




RR A 


Rotate ACC Right 1 bit 


Accumulator only 




RRC A 


Rotate Right through Carry 


Accumulator only 




SWAP A 


Swap Nibbles in A 


Accumulator only 
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The SWAP A instruction interchanges the high and low 
nibbles within the Accumulator. This is a useful opera- 
tion in BCD manipulations. For example, if the Accu- 
mulator contains a binary number which is known to be 
less than 100, it can be quickly converted to BCD by the 
following code: 

MOV B,#10 
DIV AB 
SWAP A 
ADD A,B 

Dividing the number by 10 leaves the tens digit in the 
low nibble of the Accumulator, and the ones digit in the 
B register. The SWAP and ADD instructions move the 
tens digit to the high nibble of the Accumulator, and the 
ones digit to the low nibble. 

DATA TRANSFERS 

INTERNAL RAM 

Table 5 shows the menu of instructions that are avail- 
able for moving data around within the internal memory 
spaces, and the addressing modes that can be used with 
each one. With a 12MHz clock, all of these instructions 
execute in either 1 or 2us. 

The MOV <dest>, <src> instruction allows data to be 
transferred between any two internal RAM or SFR loca- 
tions without going through the Accumulator. Remember 
the Upper 128 byes of data RAM can be accessed only 
by indirect addressing, and SFR space only by direct 
addressing. 

Note that in all 8051 devices, the stack resides in on- 
chip RAM, and grows upwards. The PUSH instruction 
first increments the Stack Pointer (SP), then copies the 
byte into the stack. PUSH and POP use only direct ad- 
dressing to identify the byte being saved or restored, but 
the stack itself is accessed by indirect addressing using 
the SP register. This means the stack can go into the 
Upper 128, if they are implemented, but not into SFR 
space. 



The Upper 128 are not implemented in the 8051, 
8051AH, or 80C51BH, nor in their ROMless or EPROM 
counterparts. With these devices, if the SP points to the 
Upper 128, PUSHed bytes are lost, and POPed bytes 
are indeterminate. 

The Data Transfer instructions include a 16-bit MOV 
that can be used to initialize the Data Pointer (DPTR) 
for look-up tables in Program Memory, or for 16-bit 
external Data Memory accesses. 

The XCH A, <byte> instruction causes the Accumula- 
tor and addressed byte to exchange data. The XCHD A, 
@Ri instruction is similar, but only the low nibbles are 
involved in the exchange. 

To see how XCH and XCHD can be used to facilitate 
data manipulations, consider first the problem of shifting 
an 8-digit BCD number two digits to the right. Figure 
12 shows how this can be done using direct MOVs, and 
for comparison how it can be done using XCH instruc- 
tions. To aid in understanding how the code works, the 
contents of the registers that are holding the BCD 
number and the content of the Accumulator are shown 
alongside each instruction to indicate their status after 
the instruction has been executed. 

After the routine has been executed, the Accumulator 
contains the two digits that were shifted out on the right. 
Doing the routine with direct MOVs uses 14 code bytes 
and 9us of execution time (assuming a 12MHz clock). 
The 
cutes 



same operation with XCHs uses less code and exe- 
s almost twice as fast. 



To right-shift by an odd number of digits, a one-digit 
shift must be executed. 

Figure 13 shows a sample of code that will right-shift a 
BCD number one digit, using the XCHD instruction. 
Again, the contents of the registers holding the number 
and of the Accumulator are shown alongside each in- 
struction. 



Table 5. Data Transfer Instructions that Access Internal Data Memory Space 



Mnemonic 


Operation 


Addressing Modes 


Execution 
Time (u,s) 


Dlr 


ind 


Reg 


Imm 


MOV A,<src> 


A = <src> 


X 


X 


X 


X 


1 


MOV <dest>,A 


<dest> = A 


X 


X 


X 




1 


MOV <dest>, <src> 


<dest> = <src> 


X 


X 


X 


X 


2 


MOV DPTR,#data16 


DPTR = 1 6-bit immediate constant. 








X 


2 


PUSH <src> 


INC SP:MOV"@SP",<src> 


X 








2 


POP <dest> 


MOV <dest>, "@SP" : DECSP 


X 








2 


XCH A,<byte> 


ACC and < byte > exchange data 


X 


X 


X 




1 


XCHD A,@Ri 


ACC and @Ri exchange low nibbles 




X 






1 
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EXTERNAL RAM 







2A 


2B 


2C 


2D 


2E 


ACC 


MOV 


A.2EH 


00 


12 


34 


56 


78 


78 


MOV 


2EH.2DH 


00 


12 


34 


56 


56 


78 


MOV 


2DH.2CH 


00 


12 


34 


34 


56 


78 


MOV 


2CH.2BH 


00 


12 


12 


34 


56 


78 


MOV 


2BH,#0 


00 


00 


12 


34 


56 


78 



(a) Using direct MOVs: 14 bytes, 9 us 







2A 


2B 


2C 


2D 


2E 


ACC 


CLR 


A 


00 


12 


34 


56 


78 


00 


XCH 


A.2BH 


00 


00 


34 


56 


78 


12 


XCH 


A.2CH 


00 


00 


12 


56 


78 


34 


XCH 


A.2DH 


00 


00 


12 


34 


78 


56 


XCH 


A.2EH 


00 


00 


12 


34 


56 


78 



(b) Using XCHs: 9 bytes, 5 us 



Figure 12. Shifting a BCD Number 
Two Digits to the Right 





2A 


2B 


2C 


2D 


2E 


ACC 


MOV R1,#2EH 


00 


12 


34 


56 


78 


XX 


MOV R0,#2DH 


00 


12 


34 


56 


78 


XX 


loop for R1 = 2EH: 














LOOP: MOV A,@R1 


00 


12 


34 


56 


78 


78 


XCHD A,@R0 


00 


12 


34 


58 


78 


76 


SWAP A 


00 


12 


34 


58 


78 


67 


MOV ®R1,A 


00 


12 


34 


58 


67 


67 


DEC R1 


00 


12 


34 


58 


67 


67 


DEC R0 


00 


12 


34 


58 


67 


67 


CJNE R1,#2AH,LOOP 














loop for R1 = 2DH: 


00 


12 


38 


45 


67 


45 


loop for R1 = 2CH: 


00 


18 


23 


45 


67 


23 


loop for R1 = 2BH: 


08 


01 


23 


45 


67 


01 


CLR A 


08 


01 


23 


45 


67 


00 


XCH A.2AH 


00 


01 


23 


45 


67 


08 



Figure 13. Shifting a BCD Number 
One Digit to the Right 

First, pointers Rl and R0 are set up to point to the two 
bytes containing the last four BCD digits. Then a loop is 
executed which leaves the last byte, location 2EH, hold- 
ing the last two digits of the shifted number. The point- 
ers are decremented, and the loop is repeated for loca- 
tion 2DH. The CJNE instruction (Compare and Jump if 
Not Equal) is a loop control that will be described later. 
The loop executed from LOOP to CJNE for Rl = 2EH, 
2DH, 2CH and 2BH. At that point the digit that was 
originally shifted out on the right has propagated to lo- 
cation 2 AH. Since that location should be left with Os, 
the lost digit is moved to the Accumulator. 



Table 6 shows a list of the Data Transfer instructions 
that access external Data Memory'. Only indirect ad- 
dressing can be used. The choice is whether to use a 
one-byte address, @Ri, where Ri can be either RO or 
Rl of the selected register bank, or a two-byte address, 
@DPTR. The disadvantage to using 16-bit addresses if 
only a few K bytes of external RAM are involved is that 
16-bit addresses use all 8 bits of Port 2 as address bus. 
On the other hand, 8-bit addresses allow one to address 
a few bytes of RAM, as shown in Figure 6, without hav- 
ing to sacrifice all of Port 2. All of these instructions 
execute in 2us, with a 12MHz clock. 

Table 6. 8051 Data Transfer Instructions that 
Access External Data Memory Space 



Address 
Width 


Mnemonic 


Operation 


Execution 
Time (u.s) 


8 bits 


MOVX A,@Ri 


Read external 
RAM @Ri 


2 


8 bits 


MOVX @Ri,A 


Write external 
RAM @Ri 


2 


16 bits 


MOVX A,@DPTR 


Read external 
RAM ODPTR 


2 


16 bits 


MOVX @DPTR,A 


Write external 
RAM SDPTR 


2 



Note that in all external Data RAM accesses, the Ac- 
cumulator is always either the destination or source of 
the data. 

The read and write strobes to external RAM are acti- 
vated only during the execution of a MOVX instruction. 
Normally these signals are inactive, and in fact if 
they're not going to be used at all, their pins are avail- 
able as extra I/O lines. More about that later. 

LOOKUP TABLES 

Table 7 shows the two instructions that are available for 
reading lookup tables in Program Memory. Since these 
instructions access only Program Memory, the lookup 
tables can only be read, not updated. 

If the table acces s is to external Program Memory, then 
the read strobe is PSEN. 

Table 7. 8051 Lookup Table Read Instructions 



Mnemonic 


Operation 


Execution 
Time (u.«) 


MOVC A,®A + DPTR 


Read Pgm Memory 
at (A + DPTR) 


2 


MOVC A,<8A + PC 


Read Pgm Memory 
at (A + PC) 


2 
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Hie mnemonic is MOVC for "move constant". The first 
MOVC instruction in Table 7 can accommodate a table 
of up to 256 entries numbered through 255. The 
number of the desired entry is loaded into the Accumu- 
lator, and the Data Pointer is set up to point to begin- 
ning of the table. Then: 

MOVC A,@A+DPTR 

copies the desired table entry into the Accumulator. 

The other MOVC instruction works the same way, ex- 
cept the Program Counter (PC) is used as the table 
base, and the table is accessed through a subroutine. 
First the number of the desired entry is loaded into the 
Accumulator, and the subroutine is called: 

MOV A,ENTRY NUMBER 
CALL TABLE 

The subroutine "TABLE" would look like this: 

TABLE: MOVC A,@A+PC 
RET 

The table itself immediately follows the RET (return) 
instruction in Program Memory. This type of table can 
have up to 255 entries, numbered 1 through 255. 
Number cannot be used, because at the time the 
MOVC instruction is executed, the PC contains the ad- 
dress of the RET instruction. An entry numbered 
would be the RET opcode itself. 

BOOLEAN INSTRUCTIONS 

8051 devices contain a complete Boolean (single-bit) 
processor. The internal RAM contains 128 addressable 
bits, and the SFR space can support up to 128 other ad- 
dressable bits. All of the port lines are bit-addressable, 
and each one can be treated as a separate single-bit 
port. The instructions that access these bits are not just 
conditional branches, but a complete menu of move, set, 
clear, complement, OR, and AND instructions. These 
kinds of bit operations are not easily obtained in other 
architectures with any amount of byte-oriented software. 

The instruction set for the Boolean processor is shown in 
Table 8. All bit accesses are by direct addressing. 

Bit addresses 00H through 7FH are in the Lower 128, 
and bit addresses 80H through FFH are in SFR space. 

Note how easily an internal flag can be moved to a port 
pin: 

MOV C.FLAG 
MOV P1.0.C 

In this example, FLAG is the name of any addressable 
bit in the Lower 128 or SFR space. An I/O line (the 
LSB of Port 1, in this case) is set or cleared depending 
on whether the flag bit is 1 or 0. 



8051 Family Architecture 



Table 8. 8051 Boolean Instructions 



Mnemonic 


Operation 


Execution 
Time (_fxs) 


AMI r* hit 
MINL 0,DII 


r- — f Akin hit 
O — U .MrMU. Oil 


o 
c 


A Ml C /hit 


C — (*• A MR WHT hit 
\j — \j .AINU. .INU 1 . DIT 


9 

c 


r\D\ {* hit 


C" — C" flQ hit 


9 


r\oi r" /Ki* 
UnL 0,/Dli 


r* — r* no wr*T Kit 


9 


IlilOX/ r- hit 

MUV O.DIt 


— hit 

U — Dlt 


1 


I1A\/ Kit 

MUV Dlt,U 


Dlt — U 


9 




o — U 


1 


r-l D kit 

OLH Dlt 


Dlt — U 


1 






l 


SETB bit 


bit = 1 


1 


CPL C 


C = .NOT. C 


1 


CPL bit 


bit = .NOT. bit 


1 


JC rel 


Jump if C = 1 


2 


JNC rel 


Jump if C = 


2 


JB bit.rel 


Jump if bit = 1 


2 


JNB bit,rel 


Jump if bit = 


2 


JBC bit.rel 


Jump if bit = 1;CLR bit 


2 



The Carry bit in the PSW is used as the single-bit 
Accumulator of the Boolean processor. Bit instructions 
that refer to the Carry bit as C assemble as Carry- 
specific instructions (CLR C, etc). The Carry bit also 
has a direct address, since it resides in the PSW regis- 
ter, which is bit-addressable. 

Note that the Boolean instruction set includes ANL and 
ORL operations, but not the XRL (Exclusive OR) opera- 
tion. An XRL Operation is simple to implement in soft- 
ware. Suppose, for example, it is required to form the 
Exclusive OR of two bits: 

C = bitl .XRL. bit2 

The software to do that could be as follows: 

MOV C,bitl 
JNB bit2,OVER 
CPL C 
OVER: (continue) 

First, bitl is moved to the Carry. If bit2 = 0, then C 
now contains the correct result. That is, bitl .XRL. bit2 
- bitl if bit2 = 0. On the other hand, if bit2 = 1, C now 
contains the complement of the correct result. It need 
only be inverted (CPL C) to complete the operation. 

This code uses the JNB instruction, one of a series of 
bit-test instructions which execute a jump if the ad- 
dressed bit is set (JC, JB, JBC) or if the addressed bit 
is not set (JNC, JNB). In the above case, bit2 is being 
tested, and if bit2 = the CPL C instruction is jumped 
over. 
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JBC executes the jump if the addressed bit is set, and 
also clears the bit. Thus a flag can be tested and 
cleared in one operation. 

All the PSW bits are directly addressable, so the Parity 
bit, or the general purpose flags, for example, are also 
available to the bit-test instructions. 

RELATIVE OFFSET 

The destination address for these jumps is specified to 
the assembler by a label or by an actual address in Pro- 
gram memory. However, the destination address as- 
sembles to a relative offset byte. This is a signed (two's 
complement) offset byte which is added to the PC in 
two's complement arithmetic if the jump is executed. 

The range of the jump is therefore -128 to + 127 Pro- 
gram Memory bytes relative to the first byte following 
the instruction. 

JUMP INSTRUCTIONS 

Table 9 shows the list of unconditional jumps with execu- 
tion time for a 12MHz clock. 



Table 9. Unconditional Jumps In 8051 Devices 



Mnemonic 


Operation 


Execution 
Time (u*) 


JMP addr 


Jump to addr 


2 


JMP SA + DPTR 


Jump to A + DPTR 


2 


CALL addr 


Call subroutine at addr 


2 


RET 


Return from subroutine 


2 


RETI 


Return from interrupt 


2 


NOP 


No operation 


1 



The Table lists a single "JMP addr" instruction, but in 
fact there are three SJMP, LJMP and AJMP, which dif- 
fer in the format of the destination address. JMP is a 
generic mnemonic which can be used if the programmer 
does not care which way the jump is encoded. 

The SJMP instruction encodes the destination address as 
a relative offset, as described above. The instruction is 2 
bytes long, consisting of the opcode and the relative off- 
set byte. The jump distance is limited to a range of -128 
to +127 bytes relative to the instruction following the 
SJMP. 

The LJMP instruction encodes the destination address as 
a 16-bit constant. The instruction is 3 bytes long, con- 
sisting of the opcode and two address bytes. The destina- 
tion address can be anywhere in the 64K Program Mem- 
ory space. 

The AJMP instruction encodes the destination address as 
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an 11-bit constant. The instruction is 2 bytes long, con- 
sisting of the opcode, which itself contains 3 of the 11 
address bits, followed by another byte containing the low 
8 bits of the destination address. When the instruction is 
executed, these 11 bits are simply substituted for the low 
11 bits in the PC. The high 5 bits stay the same. Hence 
the destination has to be within the same 2K block as 
the instruction following the AJMP. 

In all cases the programmer specifies the destination 
address to the assembler in the same way: as a label or 
as a 16-bit constant. The assembler will put the destina- 
tion address into the correct format for the given instruc- 
tion. If the format required by the instruction will not 
support the distance to the specified destination address, 
a "Destination out of range" message is written into the 
List file. 

The JMP @A+DPTR instruction supports case jumps. 
The destination address is computed at execution time as 
the sum of the 16-bit DPTR register and the Accumula- 
tor. Typically, DPTR is set up with the address of a 
jump table, and the Accumulator is given an index to the 
table. In a 5-way branch, for example, an integer 
through 4 is loaded into the Accumulator. The code to 
be executed might be as follows: 

MOV DPTR,#JUMP TABLE 

MOV A, INDEX-NUMBER 

RL A 

JMP @A+DPTR 

The RL A instruction converts the index number (0 
through 4) to an even number on the range through 8, 
because each entry in the jump table is 2 bytes long: 

JUMP TABLE: 

AJMP CASE 

AJMP CASE 1 

AJMP CASE 2 

AJMP CASE 3 

AJMP CASE 4 

Table 9 shows a single "CALL addr" instruction, but 
there are two of them, LCALL and ACALL, which differ 
in the format in which the subroutine address is given to 
the CPU. CALL is a generic mnemonic which can be 
used if the programmer does not care which way the ad- 
dress is encoded. 

The LCALL instruction uses the 16-bit address format, 
and the subroutine can be anywhere in the 64K Program 
Memory space. The ACALL instruction uses the 11-bit 
format, and the subroutine must be in the same 2K block 
as the instruction following the ACALL. 

In any case the programmer specifies the subroutine ad- 
dress to the assembler in the same way: as a label or as 
a 16-bit constant. The assembler will put the address in- 
to the correct format for the given instructions. 

Subroutines should end with a RET instruction, which re- 
turns execution to the instruction following the CALL. 
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RETI is used to return from an interrupt service routine. 
The only difference between RET and RETT is that 
RETT tells the interrupt control system that the interrupt 
in progress is done. If there is no interrupt in progress 
at the time RETI is executed, then the RETT is func- 
tionally identical to RET. 

Table 10 shows the list of conditional jumps available to 
the 8051 user. All of these jumps specify the destination 
address by the relative offset method, and so are limited 
to a jump distance of -128 to + 127 bytes from the in- 
struction following the conditional jump instruction. Im- 
portant to note, however, the user specifies to the as- 
sembler the actual destination address the same way as 
the other jumps: as a label or a 16-bit constant. 

There is no Zero bit in the PSW. The JZ and JNZ in- 
structions test the Accumulator data for that condition. 

The DJNZ instruction (Decrement and Jump if Not Ze- 
ro) is for loop control. To execute a loop N times, load 
a counter byte with N and terminate the loop with a 
DJNZ to the beginning of the loop, as shown below for N 
= 10: 

MOV COUNTER,#10 
LOOP: (begin loop) 



(end loop) 

DJNZ COUNTER,LOOP 
(continue) 



The CJNE instruction (Compare and Jump if Not Equal) 
can also be used for loop control as in Figure 13. Two 
bytes are specified in the operand field of the instruc- 
tion. The jump is executed only if the two bytes are not 
equal. In the example of Figure 13, the two bytes were 
data in Rl and the constant 2AH. The initial data in Rl 
was 2EH. Every time the loop was executed, Rl was 
decremented, and the looping was to continue until the 
Rl data reached 2AH. 

Another application of this instruction is in "greater 
than, less than" comparisons. The two bytes in the oper- 
and field are taken as unsigned integers. If the first is 
less than the second, then the Carry bit is set (1). If the 
first is greater than or equal to the second, then the 
Carry bit is cleared. 



CPU TIMING 

All 8051 microcontrollers have an on-chip oscillator 
which can be used if desired as the clock source for the 
CPU. To use the on-chip oscillator, connect a crystal or 
ceramic resonator between the XTAL1 and XTAL2 pins 
of the microcontroller, and capacitors to ground as 
shown in Figure 14. 



OUARTZ CRYSTAL 

OR CERAUIC * 
RESONATOR 



HMOS 
OR CHUOS 



XTAL1 

vss 



Figure 14. Using the On-Chip Oscillator 

Examples of how to drive the clock with an external os- 
cillator are shown in Figure 15. Note that in the HMOS 
devices (8051, etc.) the signal at the XTAL2 pin actually 
drives the internal clock generator. In the CHMOS de- 
vices (80C51BH, etc.), the signal at the XTAL1 pin 
drives the internal clock generator. The internal clock 
generator defines the sequence of states that make up 
the 8051 machine cycle. 

MACHINE CYCLES 

A machine cycle consists of a sequence of 6 states, 
numbered SI through S6. Each state time lasts for two 
oscillator periods. Thus a machine cycle takes 12 oscil- 
lator periods or lus if the oscillator frequency is 
1 2MHz. 

Each state is divided into a Phase 1 half and a Phase 2 
half. Figure 16 shows that fetch/execute sequences in 
states and phases for various kinds of instructions. Nor- 
mally two program fetches are generated during each 
machine cycle, even if the instruction being executed 
doesn't require it. If the instruction being executed 
doesn't need more code bytes, the CPU simply ignores 
the extra fetch, and the Program Counter is not 
incremented. 



Table 10. Conditional Jumps in 8051 Devices 



Mnemonic 


Operation 


Addressing Modes 


Execution 
Time (jus) 


DIr Ind 


Reg 


Imm 


JZ rel 


Jump if A = 


Accumulator only 


2 


JNZ rel 


Jump if A 


Accumulator only 


2 


DJNZ <byte>,rel 


Decrement and jump if not zero 


X 




X 




2 


CJNE A,<byte>,rel 


Jump if A ¥= <byte> 


X 






X 


2 


CJNE <byte>,#data,rel 


Jump if <byte> # #data 




X 


X 




2 
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CLOCK 
Signal 



J-VB 



A. HMOS or CHMOS 



OCTTRNAL 
CLOCK - 
SIGNAL 



XTALl 

vss 



B. HMOS Only 



EXTIRNAL 
CLOCK - 
SIGNAL 



C. CHMOS Only 



Figure 15. Using an External Clock 

Execution of a one-cycle instruction (Figure 16A and B) 
begins during State 1 of the machine cycle, when the 
opcode is latched into the Instruction Register. A second 
fetch occurs during S4 of the same machine cycle. Exe- 
cution is complete at the end of State 6 of this machine 
cycle. 

The MOVX instructions take two machine cycles to exe- 
cute. No program fetch is generated during the second 
cycle of a MOVX instruction. This is the only time pro- 
gram fetches are skipped. The fetch/execute sequence 
for MOVX instructions is shown in Figure 16D. 

The fetch/execute sequences are the same whether the 
Program Memory is internal or external to the chip. Ex- 
ecution times do not depend on whether the Program 
Memory is internal or external. 

Figure 17 shows the signals and timing involved in pro- 
gram fetches when the Program Memory is external. If 
Program Me mory i s external, then the Program Memory 
read strobe PSEN is normally activated twice per ma- 
chine cycle, as shown in Figure 17(A). 

If an access to external Data Memory occurs, as shown 
in Figure 17(B), two PSENs are skipped, because the 
address and data bus are being used for the Data Mem- 
ory access. 

Note that a Data Memory bus cycle takes twice as much 
time as a Program Memory bus cycle. Figure 17 shows 
the relative timing of the addresses being emitted at 



Ports and 2, and of ALE and PSEN. ALE is used to 
latch the low address byte from PO into the address 
latch. 



When the CPU 



executing 



from internal Program 
Memory, PSEN is not activated, and program addresses 
are not emitted. However, ALE continues to be activated 
twice per machine cycle and so it is available as a clock 
output signal. Note, however, that one ALE is skipped 
during the execution of the MOVX instruction. 

INTERRUPT STRUCTURE 

The 8051, 8051AH, 80C51BH, 83C451, and their 
ROMless and EPROM versions, provide 5 interrupt 
sources: 2 external interrupts, 2 timer interrupts, and the 
serial port interrupt. 

What follows is an overview of the interrupt structure for 
these devices. More detailed information for specific 
members of the 8051 family is provided in later chapters 
of this handbook. 

INTERRUPT ENABLES 

Each of the interrupt sources can be individually enabled 
or disabled by setting or clearing a bit in the SFR 
named IE (Interrupt Enable). This register also contains 
a global disable bit, which can be cleared to disable all 
interrupts at once. Figure 18 shows the IE register for 
the 8051 devices. 

INTERRUPT PRIORITIES 

Each interrupt source can also be individually pro- 
grammed to one of two priority levels by setting or 
clearing a bit in the SFR named IP Interrupt Priority). 
Figure 19 shows the IP register in the 8051. 

A low-priority interrupt can be interrupted by a high- 
priority interrupt, but not by another low-priority inter- 
rupt. A high-priority interrupt can't be interrupted by any 
other interrupt source. 

If two interrupt requests of different priority levels are 
received simultaneously, the request of higher priority 
level is serviced. If interrupt requests of the same prior- 
ity level are received simultaneously, an internal polling 
sequence determines which request is serviced. Thus 
within each priority level there is a second priority struc- 
ture determined by the polling sequence. 

Figure 20 shows, for the 8051, how the IE and IP regis- 
ters and the polling sequence work to determine which if 
any interrupt will be serviced. 

In operation, all the interrupt flags are latched into the 
interrupt control system during State 5 of every machine 
cycle. The samples are polled during the following ma- 
chine cycle. If the flag for an enabled interrupt is found 
to be set (1), the interrupt system generates an LCALL 
to the appropriate location in Program Memory, unless 
some other condition blocks the interrupt. Several con- 
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S1 
P1 P2 



S2 
P1 P2 



S3 
P1 P2 



S4 

PI P2 



se 

P1 P2 



S1 
P1 P2 



S2 
PI P2 



S3 
P1 P2 



S4 
PI P2 



S6 
P1 P2 



S1 
P1 P2 



™ijwumnjiiii^^ 

m i ! r n rn Lm n Lj 



■ 



- READ OPCODE. READ NEXT 
■ OPCODE 



I 



r— UKt-UUC 

| (DISCARD). | j" - 



READ NEXT OPCODE AGAIN. 



[ 81 | S2 | S3 | S4 | S5 | S6~~| 



(A) 1 -byte. 1-cycle Infraction, e.g., INC A. 



-READ OPCODE. 



r-READ 2ND BYTE. | ^_reaD NEXT OPCODE. 

I _ I I 

81 | S2 | S3 | S4 | SS | S6 | 



(B) 2-byle. 1-cycle Instruction, e.g., ADD A, Kdeta 
I 



I 
I 


READ OPCODE. | 

READ NEXT I 
OPCODE (DISCARD) 


READ NEXT OPCODE AGAIN. 


I 




I 




i 



82 S3 84 S5 



| SI | S2 | S3 | S4 | S5 [ S6 | 



I 

(C) 1-byte, 2-cycle Ineluctlon, e.g.. INC DPTR. 
I 



I 



i— READ OPCODE 
(MOVX). 



READ NEXT OPCODE AGAIN- +-i 



READ NEXT 

OPCODE (DISCARD) , 



NO 

FETCH. NO FETCH. 

NO ALE 



I i Let*" I 

| 81 ] S2 | S3 | 84 | S5 | 86 | S1 | 82 | S3 



(D) MOVX (1-byte, 2-cycle) 
I 



ACCESS EXTERNAL MEMORY 



Figure 16. State Sequence in 8051 Family devices 



ditions can block an interrupt, among them that an in- 
terrupt of equal or higher priority level is already in 

progress. 

The hardware-generated LCALL causes the contents of 
the Program Counter to be pushed into the stack, and 
reloads the PC with the beginning address of the service 
routine. As previously noted (Figure 4), the service rou- 
tine for each interrupt begins at a fixed location. 

Only the Program Counter is automatically pushed onto 



the stack, not the PSW or any other register. Having 
only the PC be automatically saved allows the program- 
mer to decide how much time to spend saving which 
other registers. This enhances the interrupt response 
time, albeit at the expense of increasing the program- 
mer's burden of responsibility. As a result, many inter- 
rupt functions that are typical in control applications 
toggiing a port pin for exampie, or reloading a timer, or 
unloading a serial buffer can often be completed in less 
time than it takes other architectures to complete. 
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ONE MACHINE CYCLE > 

82 I S3 I S4 I SS I S6 



-ONE MACHINE CYCLE - 
S2 I S3 I S4 I SS 



J L 



i r 



P2 PCHOUtX~| PCHOUT "X 1 PCHOUT X t PCHOUT X j PCH OUT X PCH OUT 

i ! 



(A) 

WITHOUT A 
MOVX. 




LPCLOUT 
VALID 



1 PCL OUT 
VALID 



S1 | S2 | S3 | S4 | SS | SS 



CYCLE 2 - 

S2 | S3 | S4 




DPH OUT OR P2 OUT X I PCHOUT X PCHOUT 



(B) 
WITH A 
MOVX. 



1 ADDR OUT 
VALID 



IpCL OUT 
VALID 



Figure 17. Bus Cycles in 8051 Family Devices Executing from External Program Memory 



SIMULATING A THIRD PRIORITY LEVEL 
IN SOFTWARE 

Some applications require more than two priority levels 
that are provided by on-chip hardware in 8051 devices. 
In these cases, relatively simple software can be written 
to produce the same effect as a third priority level. First 
interrupts that are to have higher priority than 1 are as- 
signed to priority 1 in the Interrupt Priority (IP) regis- 
ter. The service routines for priority 1 interrupts that 
are supposed to be interruptable by "priority 2" inter- 
rupts are written to include the following code: 

PUSH IE 

MOV IE,#MASK 

CALL LABEL 
********** 

(execute service routine) 
********** 

POP IE 
RET 

LABEL: RETI 



As soon as any priority interrupt is acknowledged, the 
Interrupt Enable (IE) register is redefined so as to dis- 
able all but "priority 2" interrupts. Then a CALL to LA- 
BEL executes the RETI instruction, which clears the 
priority 1 interrupt-in-progress flip-flop. At this point 
any priority 1 interrupt that is enabled can be serviced, 
but only "priority 2" interrupts are enabled. 

POPing IE restores the original enable byte. Then a 
normal RET (rather than another RETI) is used to ter- 
minate the service routine. The additional software adds 
lOus (at 12MHz) to priority 1 interrupts. 
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(MSB) 


(LSB) 




^ |x| 


X | ES | ET1 | EX1 | ETO | EXO | 


Symbo 


IE.7 


disables all interrupts. If EA = 0, no 
interrupt will be acknowledged. 11 ES - 1 , 
each interrupt source is individually 
enabled or disabled by setting or clearing 
its enable bit. 




IE.6 


reserved. 




IE.5 


reserved. 


ES 


IE.4 


enables or disables the Serial Port 
interrupt. If ES = 0, the Serial Port 
interrupt is disabled. 


ET1 


IE.3 


enables or disables the Timer 1 Overflow 
interrupt. If ET1 = 0, the Timer 1 interrupt 
is disabled. 


EX1 
ETO 


IE.2 
IE.1 


enables or disables External Interrupt 1 . If 
EX1 - 0. External Interrupt 1 is disabled. 

enables or disables the Timer Overflow 
interrupt. If ETO - 0, the Timer interrupt 
is disabled. 


EXO 


IE.0 


enables or disables External Interrupt 0. If 
EXO = 0, External Interrupt is disabled. 











(MSB) 


(LSB) 




| x |x| X 


| PS | PT1 | PX1 | PTO | PXO | 


Sym* 


H Position 

IP.7 
IP.6 
IP.5 


reserved 
reserved 
reserved 


PS 


IP.4 


defines the Serial Port interrupt priority 

■v v fli ■ ' o i p i u y f ai iici ii io in© n ly ner 

priority level. 


PT1 


IP.3 


defines the Timer 1 interrupt priority 
level. PT1 - 1 programs it to the higher 
priority level. 


PX1 


IP 2 


ripf I np<l I hp F vtpr nal I niorri int 1 r\ r i nr i fw 

«oi 1 1 too i mo cxiei i ioi i utci i ufji i pri or Tiy 

level. PX1 - 1 programs It to the higher 
priority level. 


PT0 


IP.1 


defines the Timer interrupt priority 
level. PTO - 1 programs It to the higher 
priority level. 


PXO 


IP.O 


defines the External interrupt priority 
level. PXO - 1 programs it to the higher 
priority level. 



Figure 18. Interrupt Enable (IE) Register 



Figure 19. Interrupt Priority (IP) Register 
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LOW PRIORITY 
' INTERRUPT 



Figure 20. Interrupt Control System 
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HARDWARE DESCRIPTION 

This chapter provides a detailed description of the 8051 
microcontrollers (see Figure 21). Included in this de- 
scription are: 



• The port drivers and how they function both as ports 
and, for Ports and 2, in bus operations 

• The Timers/Counters 

• The Serial Interface 

• The Interrupt System 

• Reset 

• The Reduced Power Modes in CHMOS devices 

• The EPROM version of the 80C51BH 
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SPECIAL FUNCTION REGISTERS PROGRAM STATUS WORD 



A Map of the on-chip memory area called Special Func- 
tion Register (SFR) space is shown in Figure 22. 

Note that in the SFRs not all of the addresses are occu- 
pied. Unoccupied addresses are not implemented on the 
chip. Read accesses to these addresses will in general 
return random data, and write accesses will have no ef- 
fect. 

User software should not write Is to these unimple- 
mented locations, since they may be used in other 8051 
Family products to invoke new features. The function of 
the SFRs are described in the text that follows. 

■ 

ACCUMULATOR 

ACC is the Accumulator register. The mnemonics for 
Accumulator-Specific instructions, however, refer to the 
Accumulator simply as A. 

B REGISTER 

The B register is used during multiply and divide opera- 
tions. For other instructions it can be treated as another 
scratch pad register. 



The PSW register contains program status information as 
detailed in Figure 23. 

STACK POINTER 

The Stack Pointer register is 8 bits wide. It is incre- 
mented before data is stored during PUSH and CALL 
executions. While the stack may reside anywhere in on- 
chip RAM, the Stack Pointer is initialized to 07H after 
a reset. This causes the stack to begin at locations 08H. 

DATA POINTER 

The Data Pointer (DPTR) consists of a high byte (DPH) 
and a low byte (DPL). Its intended function is to hold a 
16-bit address. It may be manipulated as a 16-bit regis- 
ter or as two independent 8-bit registers. 

PORTS TO 3 

P0, PI, P2 and P3 are the SFR latches of Ports 0, 1, 2, 
and 3 respectively. 
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Figure 22. 8051 SFR Memory Map 
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(MSB) 



(ISB) 



AC F0 RS1 RSO OV 



Nmb> ind Slflnlflonc< 



CY 
AC 



F0 



PSW.7 
PSW.6 



PSW.5 



PSW.4 
PSW.3 



Carry flag. 
Auxiliary Carry flag. 
(For BCD operations.) 
FlagO 

(Available to the user for general 
purposes.) 

Register bank select control bits 1 & 
0. Set/cleared by software to 
determine working register bank (see 
Note). 



OV PSW.2 Overflow flag. 

— PSW.1 User definable flag. 

P PSW.O Parity flag. 

Set/cleared by hardware each 
instruction cycle to indicate an odd/ 
even number of "one" bits in the 
Accumulator, i.e., even parity. 



NOTE: 

The contents of (RS1, RSO) 
follows: 

(0.0)— Bank 
(0.1)— Bank 1 

(1.0) — Bank 2 

(1.1) -Bank3 



(00H-07H) 
(08H-OFH) 
(10H-17H) 
(18H-1FH) 



Figure 23. Program Status Word (PSW) Register 



SERIAL DATA BUFFER 



The Serial Buffer is actually two separate registers, a 
transmit buffer and a receive buffer register. When data 
is moved to SBUF, it goes to the transmit buffer is held 
for serial transmission. (Moving a byte to SBUF is what 
initiates the transmission.) When data is moved from 
SBUF, it comes from the receive buffer. 

TIMER REGISTERS BASIC TO 8051 

Register pairs (TH0, TLO), and (TH1, TL1) are the 
16-bit Counting registers for Timer/Counters 0, and 1 
respectively. 

CONTROL REGISTERS FOR THE 8051 

Special Function Registers IP, IE, TMOD, TCON, 
SCON, and PCON contain control and status bits for the 
interrupt system, the Timer/Counters, and the serial 
port. They are described in later sections. 

PORT STRUCTURES AND 
OPERATION 

All four ports in the 8051 are bidirectional. Each con- 
sists of a latch (Special Function Registers PO through 
P3), an output driver, and an input buffer. 

The output drivers of Ports and 2, and the input buffers 
of Port 0, are used in accesses to external memory. In 
this application, Port outputs the low byte of the exter- 
nal memory address, time-multiplexed with the byte 
being written or read. 

Port 2 outputs the high byte of the external memory ad- 
dress when the address is 16 bits wide. Otherwise, the 
Port 2 pins continue to emit the P2 SFR content. 



All the Port 3 pins are multifunctional. They are not only 
port pins, but also serve the functions of various special 
features as listed below: 

Port 

Pin Alternate Function 

P3.0 RxD (serial input port) 

P3.1 TxD (serial output port) 

P3.2 INTO (external interrupt) 

P3.3 INT1 (external interrupt) 

P3.4 TO (Timer/Counter external input) 

P3.5 Tl ( Timer/Counter 1 external input) 

P3.6 WR (external Data Memory write strobe) 

P3.7 RD (external Data Memory read strobe) 

The alternate functions can only be activated if the cor- 
responding bit latch in the port SFR contains a 1. Oth- 
erwise the port pin remains at 0. 

I/O CONFIGURATIONS 

Figure 24 shows a functional diagram of a typical bit 
latch and I/O buffer in each of the four ports. The bit 
latch (one bit in the port's SFR) is represented as a 
Type D flip-flop, which will clock in a value from the in- 
ternal bus in response to a "write to latch" signal from 
the CPU. The Q output of the flip-flop is placed on the 
internal bus in response to a "read latch" signal from the 
CPU. The level of the port pin itself is placed on the in- 
ternal bus in response to a "read pin" signal from the 
CPU. Some instructions that read a port activate the 
"read latch" signal, and others activate the "read pin" 
signal. 

As shown in Figure 24, the output drivers of Port and 
2 are switchable to an internal ADDR and ADDR/ DA- 
TA bus by an internal CONTROL signal for use in exter- 
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ADDR/DATA 

CONTROL 





A. Port Bit 



ADOR 

CONTROL 



B. Port'1 Bit 

ALTERNATE 

OUTPUT 
FUNCTION 




READ . 
LATCH 



INT BUS 






O P3.X O 
LATCH 

CL Q 


WRITE 

TO ' 

LATCH 







*CC 




INTERNAL 
PULL-UP* 
P3.X1 



ALTERNATE 

INPUT 
FUNCTION 



C. Port 2 Bit 



0. Port 3 Bit 



Figure 24. 8051 Port Bit Latches and I/O Buffers 

*See Figure 25 for details of the internal pullup. 



nal memory accesses. During external memory accesses, 
the P2 SFR remains unchanged, but the P0 SFR gets Is 
written to it. 

Also shown in Figure 24, is that if a P3 bit latch con- 
tains a 1, then the output level is controlled by the signal 
labeled "alternate output function". The actual P3.X pin 
level is always available to the pin's alternate input func- 
tion, if any. 

Ports 1, 2, and 3 have internal pullups. Port has open 
drain outputs. Each I/O line can be independently used 
as an input or an output. (Port and 2 may not be used 
as general purpose I/O when being used as the ADDR/ 
DATA BUS). To be used as an input, the port bit latch 
must contain a 1, which turns off the output driver FET. 
Then, for Ports 1, 2, and 3, the pin is pulled high by the 
internal pullup, but can be pulled low by an external 
source. 

Port differs in not having internal pullups. The pullup 



FET in the P0 output driver (see Figure 24) is used only 
when the port is emitting Is during external memory ac- 
cesses. Otherwise the pullup FET is off. Consequently P0 
lines that are being used as output port lines are open 
drain. Writing a 1 to the bit latch leaves both output 
FETs off, so the pin floats. In that condition it can be 
used a high-impedance input. 

Because Ports 1, 2, and 3 have fixed internal pullups 
they are sometimes called "quasi-bidirectional" ports. 
When configured as inputs they pull high and will source 
current (Iil, in the data sheets) when externally pulled 
low. Port 0, on the other hand, is considered "true" 
bidirectional, because when configured as an input it 
floats. 

All the port latches in the 8051 have Is written to them 
by the reset function. If a is subsequently written to a 
port latch, it can be reconfigured as an input by writing 
a 1 to it. 
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v C c 



6r> 




. ENHANCEMENT MODE FET 
.DEPLETION MODE FET 



Vv ss 

A. HMOS Configuration. The enhancement mode transistor 
Is turned on tor 2 osc. periods after Q makes a 1-to-O transition. 

Vcc v oc v cc 



2 OSC. PERIODS 



O D- 

FROMPORT 
LATCH 




INPUT 
DATA 



READ 
PORT PIN 



B. CHMOS Configuration. pFET 1 1s turned on for 2 osc. periods after Q 
makes a 1-to-O transition. During this time, pFET 1 also turns on pFET 3 
through the inverter to form a latch which holds the 1. pFET 2 is also on. 



Figure 25. Ports 1 and 3 HMOS and CHMOS Internal Pullup Configurations 
Port 2 is similar except that it holds the strong pullup on while emitting 
Is that are address bits. (See Accessing External Memory). 



WRITING TO A PORT 

In the execution of an instruction that changes the value 
in a port latch, the new value arrives at the latch during 
S6P2 of the final cycle of the instruction. However, port 
latches are in fact sampled by their output buffers only 
during Phase 1 of any clock period. (During Phase 2 the 
output buffer holds the value it saw during the previous 
Phase 1). Consequently, the new value in the port latch 
won't actually appear at the output pin until the next 
Phase 1, which will be at S1P1 of the next machine cy- 
cle. 

If the change requires a 0-to-l transition in Port 1, 2, 
or 3, an additional pullup is turned on during S1P1 and 
S1P2 of the cycle in which the transition occurs. This is 
done to increase the transition speed. The extra pullup 
can source about 100 times the current that the normal 
pullup can. It should be noted that the internal pullups 



are field-effect transistors, not linear resistors. The 
pullup arrangements are shown in Figure 25. 

In HMOS versions of the 8051, the fixed part of the 
pullup is a depletion mode transistor with the gate wired 
to the source. This transistor will allow the pin to source 
about 0.25mA when shorted to ground. In parallel with 
the fixed pullup is an enhancement mode transistor, 
which is activated during SI whenever the port bit does 
a 0-to-l transition. During this interval, if the port pin 
is shorted to ground, this extra transistor will allow the 
pin to source an additional 30mA. 

In the CHMOS versions, the pullup consists of three 
pFETs. It should be noted that an n-channel FET 
(nFET) is turned on when a logical 1 is applied to its 
gate, and is turned off when a logical is applied to its 
gate. A p-channel FET (PFET is the opposite: it is on 
when its gate sees a 0, and off when its gate sees a 1. 
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pFETl in Figure 25 is the transistor that is turned on 
for 2 oscillator periods after a 0-to-l transition in the 
port latch. While it's on, it turns on pFET3 (a weak 
pullup), through the inverter. This inverter and pPET 
form a latch which hold the 1. 

Note that if the pin is emitting a 1, a negative glitch on 
the pin from some external source can turn off pFET3, 
causing the pin to go into a float state. pFET is a very 
weak pullup which is on whenever the nFET is off, in 
traditional CMOS style. It's only about 1/10 the strength 
of pFET3. Its function is to restore a 1 to the pin in the 
event the pin had a 1 and lost it to a glitch. 

PORT LOADING AND INTERFACING 



It is not obvious that the last three instructions in this 
list are read-modify-write instructions, but they are. 
They read the port byte, all 8 bits, modify the addressed 
bit, then write the new byte back to the latch. 

The reason that read-modify-write instructions are di- 
rected to the latch rather than the pin is to avoid a pos- 
sible misinterpretation of the voltage level at the pin. 
For example, a port bit might be used to drive the base 
of a transistor. When a 1 is written to the bit, the tran- 
sistor is turned on. If the CPU then reads the same port 
bit at the pin rather than the latch, it will read the base 
voltage of the transistor and interpret it as a 0. Reading 
the latch rather than the pin will return the correct val- 
ue of 1. 



The output buffers of Ports 1, 2, and 3 can each drive 4 
LS TIL inputs. These ports on HMOS versions can be 
driven in a normal manner by any TIL or NMOS cir- 
cuit. Both HMOS and CHMOS pins can be driven by 
open-collector and open-drain outputs, but note that 0- 
to-1 transitions will not be fast. 

In the HMOS device, if the pin is driven by an open- 
collector output, a 0-to-l transition will have to be driv- 
en by the relatively weak depletion mode FET in Figure 
25(A). In the CHMOS device, an input turns off 
pullup pFET3, leaving only the very weak pullup pFET2 
to drive the transition. 

Port output buffers can each drive 8 LS TTL inputs. 
They do, however, require external pullups to drive 
NMOS inputs, except when being used as the AD- 
DRESS/DATA bus. 

READ-MODIFY-WRITE FEATURE 

Some instructions that read a port read the latch and 
others read the pin. Which ones do which? The instruc- 
tions that read the latch rather than the pin are the ones 
that read a value, possibly change it, and then rewrite it 
to the latch. These are called "read-modify-write" in- 
structions. The instructions listed below are read-modify- 
write instructions. When the destination operand is a 
port, or a port bit, these instructions read the latch 
rather than the pin: 



ANL 
ORL 
XRL 

JBC 

CPL 

INC 

DEC 

DJNZ 

MOV.PX.Y.C 

CLR PX.Y 
SET PX.Y 



(logical AND, e.g. ANL PI, A) 
(logical OR, e.g. ORL P2,A) 
(logical EX-OR, e.g. XRL 
P3,A) 

(jump if bit = 1 and clear 
bit, e.g. JBC P 1.1, LABEL) 
(complement bit, e.g. 

(increment, e.g. INC P2) 
(decrement, e.g. DEC P2) 
(decrement and jump if not 
zero, e.g. DJNZ P3, LABEL) 
(move carry bit to bit Y of 
Port X) 

(clear bit Y of Port X) 
(set bit Y of Port X) 



ACCESSING EXTERNAL 
MEMORY 

Accesses to external memory are of two types: accesses 
to external Program Memory and accesses to external 
Data Mem ory. Ac cesses to external Program Memory 
use signal PSEN (program store enable) as the read 
strobe. Accesses to external Data Memory use RD or 
WR (alternate functions of P3.7 and P3.6) to strobe the 
memory. Fetches from external Program Memory always 
use a 16-bit address. Accesses to external Data Memory 
can use either a 16-bit address (MOVX @ DPTR) or an 
8-bit address (MOVX @Ri). 

Whenever a 16-bit address is used, the high byte of the 
address comes out on Port 2, where it is held for the 
duration of the read or write cycle. Note that the Port 2 
drivers use the strong pullups during the entire time that 
they are emitting address bits that are Is. This is during 
the execution of a MOVX @DPTR instruction. During 
this time the Port 2 latch (the Special Function Regis- 
ter) does not have to contain Is, and the contents of the 
Port 2 SFR are not modified. If the external memory 
cycle is not immediately followed by another external 
memory cycle, the undisturbed contents of the Port 2 
SFR will reappear in the next cycle. 

If an 8-bit address is being used (MOVX @Ri), the con- 
tents of the Port 2 SFR remain at the Port 2 pins 
throughout the external memory cycle. This will facili- 
tate paging. 

In any case, the low byte of the address is time- 
multiplexed with the data byte on Port 0. The ADDR/ 
DATA signals drives both FETs in the Port output 
buffers. Thus, in this application the Port pins are not 
open-drain outputs, and do not require external pullups. 
ALE (Address Latch Enable) should be used to capture 
the address byte into an external latch. The address byte 
is valid at the negative transition of ALE. Then, in a 
write cycle, th e da ta byte to be written appears on Port 
jus t be fore WR is activated, and remains there until 
after WR is deactivated. In a read cycle, the incoming 
byte is accepted at Port just before the read strobe is 
deactivated. 
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During any access to external memory, the CPU writes 
OFFH to the Port latch (the Special Function Regis- 
ter), thus obliterating whatever information the Port 
SFR may have been holding. 

External Program Memory is accessed under two condi- 
tions: Whenever signal EA is active; or whenever the 
program counter (PC) contains a number that is larger 
than OFFFH (in the 8051). 

This requires that the ROMless versions have EA wired 
low to enable the lower 4K program bytes to be fetched 
from external memory. 

When the CPU is executing out of external Program 
Memory, all 8 bits of Port 2 are dedicated to an output 
function and may not be used for general purpose I/O. 
During external program fetches they output the high 
byte of the PC. During this time the Port 2 drivers use 
the strong pullups to emit PC bits that are Is. 

TIMER/COUNTERS 

The 8051 has two 16-bit Timer/Counter registers: Timer 
and Timer 1. Both can be configured to operate either 
as timers or event counters (see Figure 26). 

In the "Timer" function, the register is incremented eve- 
ry machine cycle. Thus, one can think of it as counting 
machine cycles. Since a machine cycle consists of 12 
oscillator periods, the count rate is 1/12 of the oscillator 
frequency. 



In the "Counter" function, the register is incremented in 
response to a l-to-0 transition at its corresponding ex- 
ternal input pin, TO or Tl. In this function, the external 
input is sampled during S5P2 of every machine cycle. 

When the samples show a high in one cycle and a low in 
the next cycle, the count is incremented. The new count 
value appears in the register during S3P1 of the cycle 
following the one in which the transition was detected. 
Since it takes 2 machine cycles (24 oscillator periods) 
to recognize a l-to-0 transition, the maximum count rate 
is 1/24 of the oscillator frequency. There are no restric- 
tions on the duty cycle of the external input signal, but 
to ensure that a given level is sampled at least once be- 
fore it changes, it should be held for at least one full 
cycle. In addition to the "Timer" or "Counter" selection, 
Timer and Timer 1 have four operating modes from 
which to select. 

TIMER AND TIMER 1 

The "Timer" or "Counter" function is selected by control 
bits C/T in the Special Function Register TMOD. These 
two Timer/Counters have four operating modes, which 
are selected by bit-pairs (Ml, MO) in TMOD. Modes 0, 
1, and 2 are the same for both Timers/Counters. Mode 3 
is different. The four operating modes are described in 
the following text. 







(MSB) 






(LSB) 




GATE | C/T | Ml | MO 


GATE 


C/T 


| M1 ] MO | 




^ A J 




Timer 1 




* 

Timer 


GATE Gating control when set. Timer/Counter "x" is enabled 
only while "INTx" pin is high and "TRx" control pin is 
set. When cleared Timer "x" is enabled whenever 
"TRx" control bit is set. 


M1 





MO 



1 


Operating Mode 

8048 Timer "TLx" serves as 5-0lt prescaler. 

16-bit Timer/Counter "THx" and "TLx" are 
cascaded; there is no prescaler. 


C/T Timer or Counter Selector cleared for Timer operation 
(input from internal system clock). Set for Counter 
operation (input from "Tx" input pin). 


1 





8-bit auto-reload Timer/Counter "THx" holds a 
value which is to be reloaded into "TLx" each 
time it overflows. 






1 


1 


(Timer 0) TL0 is an 8-bit Timer/Counter 
controlled by the standard Timer control bits. 
TH0 is an 8-bit timer only controlled by Timer 1 
control bits. 






1 


1 


(Timer 1) Timer/Counter 1 stopped. 





Figure 26. Timer/Counter Mode Control (TMOD) Register 
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MODE 

Putting either Timer into Mode makes it look like an 
8048 Timer, which is an 8-bit Counter with a divide-by- 
32 prescaler. Figure 27 shows the Mode operation as 
it applies to Timer 1. 

In this mode, the Timer register is configured as a 13- 
bit register. As the count rolls over from all Is to all 
0s, it sets the Timer interrupt flag TF1. The counted in- 
put is enabled to the Timer when TR1 = 1 and either 
GATE - or INT1 = 1. (Setting GATE = 1 allows the 
Timer to be controlled by external input INT1, to facili- 
tate pulse width measurements). TR1 is a control bit in 
the Special Function Register TCON (Figure 28). 
GATE is in TMOD. 



The 13-Bit register consists of all 8 bits of TH1 and the 
lower 5 bits of TL1. The upper 3 bits of TL1 are inde- 
terminate and should be ignored. Setting the run flaj 
(TR1) does not clear the registers. 



ag 



Mode operation is the same for the Timer as for 
Timer 1. Substitute TRO, TFO and INTO for the corre- 
sponding Timer 1 signals in Figure 27. There are two 
different GATE bits, one for Timer 1 (TMOD.7) and 
one for Timer (TMOD. 3). 

MODE 1 

Mode 1 is the same as Mode 0, except that the Timer 
register is being run with all 16 bits. 

MODE 2 

Mode 2 configures the Timer register as an 8-bit 
Counter (TL1) with automatic reload, as shown in Fig- 
ure 29. Overflow from TL1 not only sets TF1, but also 
reloads TL1 with the contents of TH1, which is preset by 
software. The reload leaves TH1 unchanged. 



Mode 2 operation is the same for Timer/Counter 0. 
MODE 3 

Timer 1 in Mode 3 simply holds its count. The effect is 
the same as setting TR1 = 0. 

Timer in Mode 3 establishes TL0 and TH0 as two 
separate counters. The logic for Mode 3 on Timer is 
shown in Figure 30. TL0 uses the Timer control bits: 
C/T, GATE, TRO, INTO, and TFO. TH0 is locked into a 
timer function (counting machine cycles) and takes over 
the use of TR1 and TF1 from Timer 1. Thus, TH0 now 
controls the "Timer 1" interrupt. 

Mode 3 is provided for applications requiring an extra 
8-bit timer on the counter. With Timer in Mode 3, an 
8051 can look like it has three Timer/Counters. When 
Timer is in Mode 3, Timer 1 can be turned on and off 
by switching it out of and into its own Mode 3, or can 
still be used by the serial port as a baud rate generator, 
or in fact, in any application not requiring an interrupt. 

STANDARD SERIAL INTERFACE 

The serial port is full duplex, meaning it can transmit 
and receive simultaneously. It is also receive-buffered, 
meaning it can commence reception of a second byte 
before a previously received byte has been read from the 
register. (However, if the first byte still hasn't been read 
by the time reception of the second byte is complete, 
one of the bytes will be lost). The serial port receive 
and transmit registers are both accessed at Special 
Function Register SBUF. Writing to SBUF loads the 
transmit register, and reading SBUF accesses a physi- 
cally separate receive register. 

The serial port can operate in 4 modes: 



osc 















c/T = o 












TL1 


TH1 


(SBItl) 


(8BIU) 



■ INTERRUPT 



CONTROL 



Figure 27. Timer/Counter 1 Mode 0: 13-Bit Counter 
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(MSB) 






(LSB) 






TF1 | TR1 | TFO | TRO 


,E, 


| IT1 | IE0 


ITO | 


Symbol 


PMttlon 


Nam* and Significance 


Symbo 


1 Portion 


Name and Significance 


TF1 


TCON.7 


Timer 1 overflow Flag. Set by 
hardware on Timer /Counter overflow. 
Cleared by hardware when processor 
vectors to interrupt routine. 


IE1 


TCON.3 


Interrupt 1 Edge flag. Set by hardware 
when external interrupt edge 
□etecteo. oieareo wnen interrupt 
processed. 


TR1 


TCON.6 


Timer 1 Run control bit. Set/cleared 
by software to turn Timer/Counter on/ 
off. 


IT1 


TCON.2 


Interrupt 1 Type control bit. Set/ 
cleared by software to specify falling 
edge/low level triggered external 


TFO 


TCON.5 


Timer overflow Flag. Set by 
hardware on Timer/Counter overflow. 
Cleared by hardware when processor 
vectors to interrupt routine. 


IE0 


TCON.1 


interrupts. 

Interrupt Edge flag. Set by hardware 
when external interrupt edge 
detected. Cleared when interrupt 


TRO 


TCON.4 


Timer Run control bit Set/cleared 
by software to turn Timer/Counter on/ 
off. 


ITO 


TCON.0 


processed. 

Interrupt Type control bit. Set/ 
cleared by software to specify falling 
edge/low level triggered external 
interrupts. 




Figure 29. Timer/Counter 1 Mode 2: 8-Bit Auto-Load 
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1/W 'OSC 



1/12 'OSC- 



1^1 

Jdt = i 



TLO 
<lblt») 




THO 
(8MI» 



Figure 30. Timer/Counter Mode 3: Two 8-Bit Counters 



Mode 0: Serial data enters and exits through RxD. 
TxD outputs the shift clock. 8 bits are transmitted/re- 
ceived (LSB first). The baud is fixed at 1/12 the oscilla- 
tor frequency. 

Mode t: 10 bits are transmitted (through TxD) or re- 
ceived (through Rx D): a start bit (0), 8 data bits (LSB 
first), and a stop bit (1). On receive, the stop bit goes 
into RB8 in Special Function Register SCON. The baud 
rate is variable. 

Mode 2: 11 bits are transmitted (through TxD) or re- 
ceived (through RxD): start bit (0), 8 data bits (LSB 
first), a programmable 9th data bit, and a stop bit (1). 
On Transmit, the 9th data bit (TB8 in SCON) can be 
assigned the value of or 1. Or, for example, the parity 
bit (P, in the PSW) could be moved into TB8. On re- 
ceive, the 9th data bit goes into RB8 in Special Func- 
tion Register SCON, while the stop bit is ignored. The 
baud rate is programmable to either 1/32 or 1/62 the 
oscillator frequency. 

Mode 3: 11 bits are transmitted (through TxD) or re- 
ceived (through RxD): a start bit (0), 8 data bits (LSB 
first), a programmable 9th data bit and a stop bit (1). 
In fact, Mode 3 is the same as Mode 2 in all respects 
except baud rate. The baud rate in Mode 3 is variable. 

In all four modes, transmission is initiated by any in- 
struction that uses SBUF as a destination register. Re- 
ception is initiated in Mode by the condition RI = 
and REN - 1. Reception is initiated in the other modes 
by the incoming start bit if REN = 1. 



MULTIPROCESSOR COMMUNICATIONS 

Modes 2 and 3 have a special provision for multiproces- 
sor communications. In these modes, 9 data bits are re- 
ceived. The 9th one goes into RB8. Then comes a stop 
bit. The port can be programmed such that when the 
stop bit is received, the serial port interrupt will be ac- 
tivated only if RB8 - 1. This feature is enabled by set- 
ting bit SM2 in SCON. A way to use this feature in 
multiprocessor systems is as follows: 

When the master processor wants to transmit a block of 
data to one of several slaves, it first sends out an ad- 
dress byte which identifies the target slave. An address 
byte differs from a data byte in that the 9th bit is 1 in 
an address byte and in a data byte. With SM2 - 1, no 
slave will be interrupted by a data byte. An address byte, 
however, will interrupt all slaves, so that each slave can 
examine the received byte and see if it is being ad- 
dressed. The addressed slave will clear its SM2 bit and 
prepare to receive the data bytes that will be coming. 
The slaves that weren't being addressed leave their 
SM2s set and go on about their business, ignoring the 
coming data bytes. 

SM2 has no effect in Mode 0, and in Mode 1 can be 
used to check the validity of the stop bit. In a Mode 1 
reception, if SM2 = 1, the receive interrupt will not be 
activated unless a valid stop bit is received. 

SERIAL PORT CONTROL REGISTER 

The serial port control and status register is the Special 
Function Register SCON, shown in Figure 31. This reg- 
ister contains not only the mode selection bits, but also 
the 9th data bit for transmit and receive (TB8 and RB8), 
and the serial port interrupt bits (Tl and Rl). 
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■ 



(MSB) 
SMO 



SM2 REN TBS 



(ISB) 
Rl 



Where SMO, SM1 specify the serial port mode, as follows: 



3 



shift register 

8- bit UART 

9- bit UART 



9-bit UART 



W/12 
variable 
W./64 

or 
'osc/32 



TBS 



• RB8 



SM2 



REN 



enables the multiprocessor 
communication feature in Modes 
2 and 3. In Mode 2 or 3, if SM2 is 
set to 1 then Rl will not be 
activated if the received 9th data 
bit (RB8) is 0. In Mode 1, if SM2 
= 1 then Rl will not be activated 
if a valid stop bit was not 
received. In Mode 0. SM2 should 
beO. 

enables serial reception. Set by 
software to enable reception. 



is the 9th data bit that will be 
transmitted in Modes 2 and 3. Set or 
clear by software as desired, 
in Modes 2 and 3, is the 9th data bit 
that was received. In Mode 1 , if SM2 
= 0, RB8 is the stop bit that was 
received. In Mode 0. RB8 is not used, 
is transmit interrupt flag. Set by 
hardware at the end of the 8th bit time 
in Mode 0, or at the beginning of the 
stop bit in the other modes, in any 
serial transmission. Must be cleared 
by software. 

is receive interrupt flag. Set by 
hardware at the end of the 8th bit time 
in Mode 0, or halfway through the stop 
bit time in the other modes, in any 
serial reception (except see SM2). 
Must be cleared by software. 



Figure 31. Serial Port Control (SCON) Register 



BAUD RATES 



The baud rate in Mode is fixed: Mode Baud Rate - 
Oscillator Frequency / 12. The baud rate in Mode 2 de- 
pends on the value of bit SMOD in Special Function 
Register PCON. If SMOD - (which is the value on re- 
set), the baud rate is 1/64 the oscillator frequency. If 
SMOD - 1, the baud rate is 1/32 the oscillator fre- 
quency. 

Mode 2 Baud Rate = 
2SMOD 

64 x (Oscillator Frequency) 

In the 8051, the baud rates in Modes 1 and 3 are de- 
termined by the Timer 1 overflow rate. 

USING TIMER 1 TO GENERATE BAUD RATES 

When Timer 1 is used as the baud rate generator, the 
baud rates in Modes 1 and 3 are determined by the 
Timer 1 overflow rate and the value of SMOD as fol- 
lows: 

Mode 1, 3 Baud Rate - 



2SMOD 



32 x (Timer 1 Overflow Rate) 



The Timer 1 interrupt should be disabled in this applica- 
tion. The Timer itself can be configured for either "tim- 
er" or "counter" operation, and in any of its 3 running 
modes. In the most typical applications, it is configured 
for "timer" operation, in the auto-reload mode (high 
nibble of TMOD = 0010B). In that case the baud rate is 
given by the formula: 

Mode 1, 3 Baud Rate = 

2SMOD Oscillator Frequency 
32 x 12 X [256 - (TH1)] 

One can achieve very low baud rates with Timer 1 by 
leaving the Timer 1 interrupt enabled, and configuring 
the Timer to run as a 16-bit timer (high nibble of 
TMOD = 0001B), and using the Timer 1 interrupt to do 
a 16-bit software reload. Figure 32 lists various com- 
monly used baud rates and how they can be obtained 
from Timer 1. 

MORE ABOUT MODE 

Serial data enters and exists through RxD. TxD outputs 
tie shift clock. 8 bits are transmitted/received: 8 data 
bits (LSB first). The baud rate is fixed at 1/12 the oscil- 
lator frequency. 

Figure 33 shows a simplified functional diagram of the 
serial port in Mode 0, and associated timing. 
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Timer 1 


Baud Rate 


fosc 


SMOD 


C/T 


Mode 


Reload 
Value 


Mode Max: 1 MHZ 


12 MHZ 


X 


X 


X 


X 










Mode 2 Max: 375K 


12 MHZ 


1 


X 


X 


X 


Modes 1,3: 62.5K 


12 MHZ 


1 





2 


FFH 


19.2K 


11.059 MHZ 


1 





2 


FDH 


9.6K 


11.059 MHZ 








2 


FDH 


4.8K 


11.059 MHZ 








2 


FAH 


2.4K 


11.059 MHZ 








2 


F4H 


1.2K 


11.059 MHZ 








2 


E8H 


137.5 


11.986 MHZ 








2 


1DH- 


110 


6 MHZ 








2 


72H 


110 


12 MHZ 








1 


FEEBH 



Figure 32. Timer 1 Generated Commonly Used Baud Rates 



Transmission is initiated by any instruction that uses 
SBUF as a destination register. The "write to SBUF" 
signal at S6P2 also loads a 1 into the 9th position of the 
transmit shift register and tells the TX Control block to 
commence a transmission. The internal timing is such 
that one full machine cycle will elapse between "write to 
SBUF", and activation of SEND. 

SEND enables the output of the shift register to the al- 
ternate output function line of P3.0 and also enables 
SHIFT CLOCK to the alternate output function line of 
P3.1. SHIFT CLOCK is low during S3, S4, and S5 of 
every machine cycle, and high during S6, SI and S2. At 
S6P2 of every machine cycle in which SEND is active, 
the contents of the transmit shift are shifted to the right 
one position. 

As data bits shift out to the right, zeros come in from 
the left. When the MSB of the data byte is at the output 
position of the shift register, then the 1 that was initially 
loaded into the 9th position, is just to the left of the 
MSB, and all positions to the left of that contain zeros. 
This condition flags the TX Control block to do one last 
shift and then deactivate SEND and set Tl. Both of 
these actions occur at S1P1 of the 10th machine cycle 
after "write to SBUF". 

Reception is initiated by the condition REN = 1 and Rl 
- 0. At S6P2 of the next machine cycle, the RX Control 
unit writes the bits 11111110 to the receive shift regis- 
ter, and in the next clock phase activates RECEIVE. 

RECEIVE enables SHIFT CLOCK to the alternate out- 
put function line of P3.1. SHIFT CLOCK makes transi- 
tions at S3P1 and S6P1 of every machine cycle. At 
S6P2 of every machine cycle in which RECEIVE is ac- 
tive, the contents of the receive shift register are shifted 
to the left one position. The value that comes in from 



the right is the value that was sampled at the P3.0 pin 
at S5P2 of the same machine cycle. 

As data bits come in from the right, Is shift out to the 
left. When the that was initially loaded into the right- 
most position arrives at the leftmost position in the shift 
register, it flags the RX Control block to do one last 
shift and load SBUF. At S1P1 of the 10th machine cycle 
after the write to SCON that cleared RI, RECEIVE is 
cleared as RI is set. 

MORE ABOUT MODE 1 

Ten bits are transmitted (through TxD), or received 
(through RxD): a start bit (0), 8 data bits (LSB first), 
and a stop bit (1). On receive, the stop bit goes into 
RB8 in SCON. In the 8051 the baud rate is determined 
by the Timer 1 overflow rate. 

Figure 34 shows a simplified functional diagram of the 
serial port in Mode 1, and associated timings for trans- 
mit receive. 

Transmission is initiated by any instruction that uses 
SBUF as a destination register. The "write to SBUF" 
signal also loads a 1 into the 9th bit position of the 
transmit shift register and flags the TX Control unit that 
a transmission is requested. Transmission actually com- 
mences at S1P1 of the machine cycle following the next 
rollover in the divide-by-16 counter. (Thus, the bit times 
are synchronized to the divide-by-16 counter, not to the 
"write to SBUF" signal). 

The transmission begins with activation of SEND which 
puts the start bit at TxD. One bit time later, DATA is 
activated, which enables the output bit of the transmit 
shift register to TxD. The first shift pulse occurs one bit 
time after that. 
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Figure 33. Serial Port Mode 
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Figure 34. Serial Port Mode 1 



As data bits shift out to the right, zeros are clocked in 
from the left. When the MSB of the data byte is at the 
output position of the shift register, then the 1 that was 
initially loaded into the 9th position is just to the left of 
the MSB, and all positions to the left of that contain ze- 
ros. This condition flags the TX Control unit to do one 
last shift and then deactivate SEND and set TT. This 
occurs at the 10th divide-by-16 rollover after "write to 
SBUF". 



Reception is initiated by a detected l-to-0 transition at 
RxD. For this purpose RxD is sampled at a rate of 16 
times whatever baud rate has been established. When a 
transition is detected, the divide-by-16 counter is imme- 
diately reset, and 1FFH is written into the input shift 
register. Resetting the divide-by-16 counter aligns its 
rollovers with the boundaries of the incoming bit times. 
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The 16 states of the counter divide each bit time into 
16ths. At the 7th, 8th, and 9th counter states of each bit 
time, the bit detector samples the value of RxD. The 
value accepted is the value that was seen in at least 2 of 
the 3 samples. This is done for noise rejection. If the 
value accepted during the first bit time is not 0, the re- 
ceive circuits are reset and the unit goes back to looking 
for another l-to-0 transition. This is to provide rejection 
of false start bits. If the start bit proves valid, it is shift- 
ed into the input shift register, and reception of the rest 
of the frame will proceed. 

As data bits come in from the right, Is shift out to the 
left. When the start bit arrives at the leftmost position in 
the shift register, (which in mode 1 is a 9-bit register), 
it flags the RX Control block to do one last shift, load 
SBUF and RB8, and set RI. The signal to load SBUF 
and RB8, and to set RI, will generated if, and only if, 
the following conditions are met at the time the final 
shift pulse is generated. 



1. RI = 0, and 

2. Either SM2 ■ 



0, or the received stop bit - 1 



If either of these two conditions is not met, the received 
frame is irretrievably lost. If both conditions are met, 
the stop bit goes into RB8, the 8 data bits go into SBUF, 
and RI is activated. At this time, whether the above con- 
ditions are met or not, the unit goes back to looking for 
a l-to-0 transition in RxD. 

MORE ABOUT MODES 2 AND 3 

Eleven bits are transmitted (through TxD), or received 
(through RxD): a start bit (0), 8 data bits (LSB first), a 
programmable 9th data bit, and a stop bit (1). On 
transmit, the 9th data bit (TB8) can be assigned the val- 
ue of or 1. On receive, the 9th data bit goes into RB8 
in SCON. The baud rate is programmable to either 1/32 
or 1/64 the oscillator frequency in Mode 2. Mode 3 may 
have a variable baud rate generated from Timer 1. 

Figures 35 and 36 show a functional diagram of the se- 
rial port in Modes 2 and 3. The receive portion is ex- 
actly the same as in Mode 1. The transmit portion dif- 
fers from Mode 1 only in the 9th bit of the transmit shift 
register. 

Transmission is initiated by any instruction that uses 
SBUF as a destination register. The "write to SBUF" 
signal also loads TB8 into the 9th bit position of the 
transmit shift register and flags the TX Control unit that 
a transmission is requested. Transmission commences 
at S1P1 of the machine cycle following the next roll-over 
in the divide-by-16 counter (thus, the bit times are syn- 
chronized to the divide-by-16 counter, not to the "write 
to SBUF" signal). 

The transmission begins with activation of SEND, which 
puts the start bit at TxD. One bit time later, DATA is 
activated, which enables the output bit of the transmit 
shift register to TxD. The first shift pulse occurs one bit 
time after that. The first shift clocks a 1 (the stop bit) 



into the 9th bit position of the shift register. Thereafter, 
only zeros are clocked in. Thus, as data bits shift out to 
the right, zeros are clocked in from the left. When TB8 
is at the output position of the shift register, then the 
stop bit is just to the left of TB8, and all positions to the 
left of that contain zeros. This condition flags the TX 
Control unit to do one last shift and then deactivate 
SEND and set TI. This occurs at the 11th divide-by-16 
rollover after "write to SUBF". 

Reception is initiated by a detected l-to-0 transition at 
RxD. For this purpose RxD is sampled at a rate of 16 
times whatever baud rate has been established. When a 
transition is detected, the divide-by-16 counter is imme- 
diately reset, and 1FFH is written to the input shift reg- 
ister. 

At the 7th, 8th and 9th counter states of each bit time, 
the bit detector samples the value of R-D. The value ac- 
cepted is the value that was seen in at least 2 of the 3 
samples. If the value accepted during the first bit time is 
not 0, the receive circuits are reset and the unit goes 
back to looking for another l-to-0 transition. If the start 
bit proves valid, it is shifted into the input shift register, 
and reception of the rest of the frame will proceed. 

As data bits come in from the right, Is shift out to the 
left. When the start bit arrives at the leftmost position in 
the shift register (which in Modes 2 and 3 is a 9-bit reg- 
ister), it flags the RX Control block to do one last shift, 
load SBUF and RB8, and set RI. 

The signal to load SBUF and RB8, and to set RI, will be 
generated if, and only if, the following conditions are 
met at the time the final shift pulse is generated. 



1. RI = 0, and 

2. Either SM2 • 



or the received 9th data bit - 1 



If either of these conditions is not met, the received 
frame is irretrievably lost, and RI is not set. If both 
conditions are met, the received 9th data bit goes into 
RB8, and the first 8 data bits go into SBUF. One bit 
time later, whether the above conditions were met or 
not, the unit goes back to looking for a l-to-0 transition 
at the RxD input. 

INTERRUPTS 

The 8051 provides 5 interrupt sources. These are shown 
in Figure 37. The External Interrupts INTO and InTT 
can each be either level-activated or transition-activated, 
depending on bits IT0 and IT1 in Register TCON. The 
flags that actually generate these interrupts are bits IE0 
and IE1 in TCON. When an external interrupt is gener- 
ated, the flag that generated it is cleared by the hard- 
ware when the service routine is vectored to only if the 
interrupt was transition-activated. If the interrupt was 
level activated, then the external requesting source is 
what controls the request flag, rather than the on-chip 
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Figure 35. Serial Port Mode 2 



February 1989 1-35 



Signetics Microprocessor Products 



User's Guide 



Section 1 8051 Family Hardware Description 



TIMER 1 
OVERFLOW 



SMOD 
SMOD = . 
= 1 



1051 INTERNAL BUS 




»TXD 



TRANSITION! HSTART 

DETECTOR 



+ 16 — | 



RX CLOCK Rl 

RX CONTROL 



LOAD 
SBUF 
SHIFT 
1FFH 



HE 



BIT 
DETECTOR 



Li 



LOAD 
SBUF 



INPUT SHIFT REG. „J 
(9 BITS) 
~TT~ ^ FSHIFT 

SBUF 



SBUF 

READ \ / 

SBUF \/ 

L 



8051 INTERNAL BUS 



T X 

(CLOCK! l 



| WRITE TO SBUF 



1 Send 

DATA L S1P1 r 



TXD 
Tl 



JL 



STOP BIT GEN 
RX 
B CLOCK | 



16 RESET 

JU IL. 



"""biTDETECTOrI"" 1 " 7 / f I H I P2 _ 



SAMPLE TIMES m 



ji w czbe: 



_M_ 



-JWL 



Jl_ 



3 "M /STOP 
I M BIT 



Figure 36. Serial Port Mode 3 



February 1989 



1-36 



Signetics Microprocessor Products 



User's Guide 



Section 1 8051 Family Hardware Description 



-J" 

WTO —or rr 

U 
l_ 


> 

I 






IE0 






TFO 

SffT— o^rr 
L 








IE1 




INTERRUPT 
f SOURCES 


TF1 




























Bl 


o 












TF2 














EXF2 








! ONLY) 












poo 







Figure 37. 8051 Family Interrupt Sources 



The Timer and Timer 1 Interrupts are generated by 
TFO and TF1, which are set by a rollover in their re- 
spective Timer/Counter registers (except see Timer in 
Mode 3). When a timer interrupt is generated, the flag 
that generated it is cleared by the on-chip hardware 
when the service routine is vectored to. 

The Serial Port Interrupt is generated by the logical OR 
of RI and TI. Neither of theses flags is cleared by hard- 
ware when the service routine is vectored to. In fact, the 
service routine will normally have to determine whether 
it was RI or TI that generated the interrupt, and the bit 
will have to be cleared in software. 

All of the bits that generate interrupts can be set or 
cleared by software, with the same result as though it 
had been set or cleared by hardware. That is, interrupts 
can be generated or pending interrupts can be canceled 
in software. 

Each of these interrupt sources can be individually en- 
abled or disabled by setting or clearing a bit in Special 
Function Register IE_ (Figure 38). IE also contains a 
global disable bit, EA, which disables all interrupts at 
once. 

PRIORITY LEVEL STRUCTURE 

Each interrupt source can also be individually pro- 
grammed to one of two priority levels by setting or 
clearing a bit in Special Function Register IP (Figure 
39). A low-priority interrupt can itself be interrupted by 
a high-priority interrupt, but not by another low-priority 
interrupt. A high-priority interrupt can't be interrupted 
by any other interrupt source. 





(MSB) 






U | x | 


X | ES | ET1 | EX1 | ETO | EXO | 


Symbo 

ES 


Position 

IE.7 


Function 

disables ail interrupts. If EA = 0, no 
interrupt will be acknowledged. If EA = 1 , 

oarh interrupt <;niim« i« inHiuiriuallv 
™w i ii iivi i upt auui is ii luiviuumiy 

enabled or disabled by setting or clearing 
its enable bit. 




IE.6 


reserved 


— 


IE.5 


reserved 


ES 


IE.4 


enables or disables the Serial Port 
interrupt. If ES = 0, the Serial Port 
interrupt is disabled. 


ET1 


IE.3 


enables or disables the Timer 1 Overflow 
interrupt. If 6T1 = 0, the Timer 1 interrupt 
is disabled. 


EX1 


IE.2 


enables or disables External Interrupt 1. II 
EX1 = 0, External Interrupt 1 is disabled. 


ETO 


IE.1 


enables or disables the Timer Overflow 
Interrupt. If ETO = 0, the Timer interrupt 
is disabled. 


EXO 


IE.0 


enables or disables External Interrupt 0. If 
EXO - 0, External Interrupt is disabled. 


Figure 38. Interrupt Enable Register (IE) 
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X | X | 


X | PS | PT1 | PX1 | PTO | PXO | 


Symbol Position 

IP.7 


Function 

reserved 




IP.6 


reserved 




IP.5 


reserved 


PS 


IP.4 


defines the Serial Port Interrupt priority 
level. PS-1 programs It to the higher 
priority level. 


PT1 


IP.3 


defines the Timer 1 Interrupt priority 
level. PT1-1 programs It to the higher 
priority level. 


PX1 


IP.2 


defines the External Interrupt 1 priority 
level. PX1-1 programs It to the higher 
priority level. 


PTO 


IP.1 


defines the Timer Interrupt priority 
level. PTO-1 programs It to the higher 
priority level. 


PXO 


IP.O 


defines the External Interrupt priority 
level. PX0-1 programs it to the higher 
priority level. 



Figure 39. Interrupt Priority Register (TP) 



If two requests of different priority levels are received 
simultaneously, the request of higher priority level is 
serviced. If requests of the same priority level are re- 
ceived simultaneously, an internal polling sequence de- 
termines which request is serviced. Thus within each pri- 
ority level there is a second priority structure determined 
by the polling sequence as follows: 
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Source Priority Within Level 

1. IEO (highest) 

2. TFO 

3. IE1 

4. TF1 

5. RI+T1 (lowest) 

Note that the "priority within level" structure is only used 
to resolve simultaneous requests of the same priority lev- 
el. 

The IP register contains a number of unimplemented 
bits. IP. 7, IP. 6 and IP. 5 are reserved in the 8051s. User 
software should not write Is to these positions, since they 
may be used in other 8051 Family products. 

HOW INTERRUPTS ARE HANDLED 

The interrupt flags are sampled at S5P2 of every ma- 
chine cycle. The samples are polled during the following 
machine cycle. If one of the flags was in a set condition 
at S5P2 of the preceding cycle, the polling cycle will 
find it and the interrupt system will generate an LCALL 
to the appropriate service routine, provided this 
hardware-generated LCALL is not blocked by any of the 
following conditions: 

1. An interrupt of equal or higher priority level is al- 
ready in progress. 

2. The current (polling) cycle is not the final cycle in 
the execution of the instruction in progress. 

3. The instruction in progress is RETI or any write to 
the IE or IP registers. 

Any of these three conditions will block the generation of 
the LCALL to the interrupt service routine. Condition 2 
ensures that the instruction in progress will be completed 
before vectoring to any service routine. Condition 3 en- 
sures that if the instruction in progress is RETI or any 
access to IE or IP, then at least one more instruction 
will be executed before any interrupt is vectored to. 

The polling cycle is repeated with each machine cycle, 
and the values polled are the values that were present at 
S5P2 of the previous machine cycle. Note than that if an 
interrupt flag is active but not being responded to for 
one of the above conditions, if the flag is not still active 
when the blocking condition is removed, the denied in- 
terrupt will not be serviced. In other words, the fact that 
the interrupt flag was once active but not serviced is not 
remembered. Every polling cycle is new. 

The polling cycle/LCALL sequence is illustrated in Fig- 
ure 40. 

Note that if an interrupt of higher priority level goes ac- 
tive prior to S5P2 of the machine cycle labeled C3 in 
Figure 40, then in accordance with the above rules it 
will be vectored to during C5 and C6, without any in- 
struction of the lower priority routine having been exe- 



Thus the processor acknowledges an interrupt request by 
executing a hardware generated LCALL to the appropri- 
ate servicing routine. In some cases it also clears the 
flag that generated the interrupt, and in other cases it 
doesn't. It never clears the Serial Port or Timer 2 flags. 
This has to be done in the user's software. It clears an 
external interrupt flag (IEO or IE1) only if it was transi- 
tion-activated. The hardware-generated LCALL pushes 
the contents of the Program Counter on to the stack (but 
it does not save the PSW) and reloads the PC with an 
address that depends on the source of the interrupt being 
vectored to, as shown below: 



Source Vector Address 
IEO 0003H 
TFO 0O0BH 
IE1 0013H 
TF1 001BH 
RI+TI 0023H 



Execution proceeds from that location until the RETI in- 
struction is encountered. The RETI instruction informs 
the processor that this interrupt routine is no longer in 
progress, then pops the top two bytes from the stack and 
reloads the Program Counter. Execution of the inter- 
rupted program continues from where it left off. 

Note that a simple RET instruction would also have re- 
turned execution to the interrupted program, but it would 
have left the interrupt control system thinking an inter- 
rupt was still in progress. 

EXTERNAL INTERRUPTS 

The external sources can be programmed to be level- 
activated or transition-activated by setting or clearing bit 
IT1 or IT0 in Register TCON. If ITx = 0, external in- 
terrupt x is triggered by a detected low at the INTx pin. 
If ITx = 1, external interrupt x is edge triggered. In this 
mode if successive samples of the INTx pin show a high 
in one cycle and a low in the next cycle, interrupt re- 
quest flag IEx in TCON is set. Flag bit IEx then re- 
quests the interrupt. 

Since the external interrupt pins are sampled once each 
machine cycle, an input high or low should hold for at 
least 12 oscillator periods to ensure sampling. If the ex- 
ternal interrupt is transition-activated, the external 
source has to hold the request pin high for at least one 
cycle, and then hold it low for at least one cycle. This is 
done to ensure that the transition is seen so that inter- 
rupt request flag IEx will be set. IEx will be auto- 
matically cleared by the CPU when the service routine is 
called. 

If the external interrupt is level-activated, the external 
source has to hold the request active until the requested 
interrupt is actually generated. Then it has to deactivate 
the request before the interrupt service routine is com- 
pleted, or else another interrupt will be generated. 
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INTERRUPT INTERRUPT 
GOES LATCHED 
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This is the fastest possible n 



INTERRUPTS 
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LONG CALL TO 
INTERRUPT 
VECTOR ADDRESS 



INTERRUPT ROUTINE 



when C2 is the final cycle of an instruction other than RETI or an access to IE or IP. 



Figure 40. Interrupt Response Timing Diagram 



RESPONSE TIME 



The INTO and INT1 levels are inverted and latched into 
IE0 and IE1 at SSP2 of every machine cycle. The values 
are not actually polled by the circuitry until the next 
machine cycle. If a request is active and conditions are 
right for it to be acknowledged, a hardware subroutine 
call to the requested service routine will be the next in- 
struction to be executed. The call itself takes two cycles. 
Thus, a minimum of three complete machine cycles 
elapse between activation of an external interrupt request 
and the beginning of execution of the first instruction of 
the service routine. Figure 40 shows interrupt response 
timings. 

A longer response time would result if the request is 
blocked by one of the 3 previously listed conditions. If an 
interrupt of equal or higher priority level is already in 
progress, the additional wait time obviously depends on 
the nature of the other interrupts service routine. If the 
instruction in progress is not in its final cycle, the addi- 
tional wait time cannot be more the 3 cycles, since the 
longest instructions (MUL and DIV) are only 4 cycles 
long, and if the instruction in progress is RETI or an 
access to IE or IP, the additional wait time cannot be 
more than 5 cycles (a maximum of one more cycle to 
complete the instruction in progress, plus 4 cycles to 
complete the next instruction if the instruction is MUL 
or DIV). 

Thus, in a single-interrupt system, the response time is 
always more than 3 cycles and less than 9 cycles. 

SINGLE-STEP OPERATION 

The 8051 interrupt structure allows single-step execution 
with very little software overhead. As previously noted, an 
interrupt request will not be responded to while an inter- 
rupt of equal priority level is still in progress, nor will it 
be responded to after RETI until at least one other in- 
struction has been executed. Thus, once an interrupt rou- 
tine has been entered, it cannot be re-entered until at 
least one instruction of the interrupted program is exe- 



cuted. One way to use this feature for single-step opera- 
tion is to program one of the external interrupts (e.g. 
INTO) to be level-activated. The service routine for the 
interrupt will terminate with the following code: 



JNB 
JB 

RETI 



P3.2,$ 
P3.2,$ 



;Wait Till INTO Goes High 
;Wait Till INTO Goes Low 
:Go Back and Execute One Instruction 



Now if the INTO pin, which is also the P3.2 pin, is held 
normally low, the CPU will go right in to the External 
Interrupt routine and stay there until INTO is pulsed 
(from low to high to low). Then it will execute RETI, go 
back to the task program, execute one instruction, and 
immediately re-enter the External Interrupt routine to 
await the next pulsing of P3.2. One step of the task pro- 
gram is executed each time P3.2 is pulsed. 

RESET 

The reset input is the RST pin, which is the input to a 
Schmitt Trigger. A reset is accomplished by holding the 
RST pin high for at least two machine cycles (24 oscilla- 
tor periods), while the oscillator is running. The CPU 
responds by generating an internal reset, with the timing 
shown in Figure 41. 

The external reset signal is asynchronous to the internal 
clock. The RST pin is sampled during State 5 Phase 2 
of every machine cycle. The port pins will maintain their 
current activities for 19 oscillator periods after a logic 1 
has been sampled at the RST pin; that is, for 19 to 31 
oscillator periods after the external reset signal has been 
applied to the RST pin. 

The internal reset algorithm writes 0s to all the SFRs 
except the port latches, the Stack Pointer, and SBUF. 
The port latches are initialized to FFH, the Stack Point- 
er to 07H, and SBUF is indeterminate. Table 11 lists the 
SFR reset values. The internal RAM is not affected by 
reset. On power up the RAM content is indeterminate. 
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Figure 41. Reset Timing 



Table 11. 8051 SFR Reset Values 



Register 


Reset Value 


PC 


0000H 


ACC 


OOH 


B 


OOH 


PSW 


OOH 


SP 


07H 


DPTR 


0000H 


P0-P3 


FFH 


IP 


XXX00000B 


IE 


0XX00000B 


TMOD 


OOH 
OOH 


TCON 


THO 


OOH 


TLO 


OOH 


TH1 


OOH 


TL1 


OOH 


SCON 


OOH 


SBUF 


Indeterminate 


PCON (HMOS) 


OXXXXXXXB 


PCON (CHMOS) 


OXXXOOOOB 



POWER-ON RESET 

An automatic reset can be obtained when Vcc is turned 
on by connecting the RST pin to Vcc through a lOuf 
capacitor and to Vss through an 8.2K resistor, providing 
the Vcc rise time does not exceed a millisecond and the 
oscillator start-up time does not exceed 10 milliseconds. 
This power-on reset circuit is shown in Figure 42. The 
CHMOS devices do not require the 8.2K pulldown resis- 
tor, although its presence does no harm. 

When power is turned on, the circuit holds the RST pin 
high for an amount of time that depends on the value of 
the capacitor and the rate at which it charges. To ensure 
a good reset, the RST pin must be high long enough to 
allow the oscillator time to start-up (normally a few 
msec) plus two machine cycles. 



Note that the port pins will be in a random state until 
the oscillator has started and the internal reset algorithm 
has written Is to them. 

With this circuit, reducing Vcc quickly to causes the 
RST pin voltage to momentarily fall below 0V. However, 
this voltage is internally limited, and will not harm the 
device. 



For applications where power consumption is critical the 
CHMOS version provides power reduced modes of opera- 
tion as a standard feature. The power down mode in 
HMOS devices is no longer a standard feature. 

CHMOS POWER REDUCTION MODE 

CHMOS versions have two power reducing modes, Idle 
and Power Down. The input through which backup power 
is supplied during these operations is Vcc- Figure 43 
shows the internal circuitry which implements these fea- 
tures. In the Idle modes (IDL = 1), the oscillator con- 
tinues to run and the Interrupt, Serial Port, and Timer 
blocks continue to be clocked, but the clock signal is 
gated off to the CPU. In Power Down (PD = 1), the os- 
cillator is frozen. The Idle and Power Down Modes are 
activated by setting bits in Special Function Register 
PCON. The address of this register is 87H. Figure 44 
details its contents. 

In the HMOS devices the PCON register only contains 
SMOD. The other four bits are implemented only in the 
CHMOS devices. User software should never write Is to 
unimplemented bits, since they may be used in other 
8051 Family products. 



POWER -SAVING MODES OF OPERATION 
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Figure 42. Power On Reset Circuit 
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Figure 43. Idle and Power Down Hardware 
IDLE MODE 

An instruction that sets PCON.O causes that to be the 
last instruction executed before going into the Idle 
mode, the internal clock signal is gated off to the CPU 
but not to the Interrupt, Timer and Serial Port functions. 
The CPU status is preserved in its entirety; the Stack 
Pointer, Program Counter, Program Status Word, Accu- 
mulator, and all other registers maintain their data dur- 
ing Idle. The port pins hold the logica l states they had at 
the time Idle was activated. ALE and PSEN hold at log- 
ic high levels. 



(MSB) 




(LSB) 


j SMOD 


• I - 


■ | GF1 [ GFO | PD | IDL | 


Symbol 


Position 


Name and Function 


SMOD 


PCON.7 


Double Baud rate bit. When set to a 1 
and Timer i is used to generate baud 
rate, and the Senal Port is used in 
modes 1 , 2, or 3. 




PCON.6 


(Reserved) 




PCON.5 


(Reserved) 




PCON.4 


(Reserved) 


GF1 


PCON.3 


General-purpose flag bit. 


GFO 


PCON. 2 


General-purpose flag bit. 


PD 


PCON.1 


Power Down bit. Setting this bit 
activates power down operation. 


IDL 


PCON.O 


Idle mode bit. Setting this bit activates 
idle mode operation. 


if Is are written to PD and IDL at the same time. PD takes 
precedence. The reset value of PCON Is (0XXX0000). 
In the HMOS devices the PCON register only contains 
SMOD. The other four bits are implemented only in the 
CHMOS devices. User software should never write 1s to 
unimplemented bits, since they may be used in future 
products. 



Figure 44. Power Control (PCON) Register 



There are two ways to terminate the Idle. Activation of 
any enabled interrupt will cause PCON.O to be cleared 
by hardware, terminating the Idle mode. The interrupt 
will be serviced, and following RETI, the next instruction 
to be executed will be the one following the instruction 
that put the device into Idle. 

The flag bits GFO and GF1 can be used to give an indi- 
cation if an interrupt occurred during normal operation 
or during an Idle. For example, an instruction that acti- 
vates Idle can also set one or both flag bits. When Idle 
is terminated by an interrupt, the interrupt service rou- 
tine can examine the flag bits. The other way of termi- 
nating the Idle mode is with a hardware reset. Since the 
clock oscillator is still running, the hardware reset needs 
to be held active for only two machine cycles (24 oscilla- 
tor periods) to complete the reset. 

The signal at the RST pin clears the IDL bit directly 
and asynchronously. At this time the CPU resumes pro- 
gram execution from where it left off; that is, at the in- 
struction following the one that invoked the Idle Mode. 
As shown in Figure 41, two or three machine cycles of 
program execution may take place before the internal 
reset algorithm takes control. On-chip hardware inhibits 
access to the internal RAM during this time, but access 
to the port pins is not inhibited. To eliminate the possi- 
bility of unexpected outputs at the port pins, the instruc- 
tion following the one that invokes Idle should not be one 
that writes to a port pin or to external Data RAM. 

POWER DOWN MODE 

An instruction that sets PCON.l causes that to be the 
last instruction executed before going into the Power 
Down mode. In the Power Down mode, the on-chip os- 
cillator is stopped. With the clock frozen, all functions 
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are stopped, the contents of the on-chip RAM and Spe- 
cial Function Registers are maintained. The port pins 
output the values held by their respective SFRs. The 
ALE and PSEN output are held low. 

The only exit from Power Down is a hardware reset. 
Reset redefines all the SFRs, but does not change the 
on-chip RAM. 

In the Power Down mode of operation, Vcc can be re- 
duced to as low as 2V. Care must be taken, however, to 
ensure that Vcc is not reduced before the Power Down 
mode is invoked, and that Vcc is restored to its normal 
operating level, before the Power Down mode is termi- 
nated. The reset that terminates Power Down also frees 
the oscillator. The reset should not be activated before 



Vcc is restored to its normal operating level, and must 
be held active long enough to allow the oscillator to re- 
start and stabilize (normally less than 10msec). 

THE ON-CHIP OSCILLATORS 

HMOS Versions 

The on-chip oscillator circuitry for the HMOS (-1 and 
-II) members of the 8051 family is a single stage linear 
inverter (Figure 45), intended for use as a crystal- 
controlled, positive reactance oscillator (Figure 46). In 
this application the crystal is operated in its fundamental 
response mode as an inductive reactance in parallel 
resonance with capacitance external to the crystal. 
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Figure 45. On-Chip Oscillator in the HMOS Version of the 8051 Family 
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Hie crystal specifications and capacitance values (CI 
and C2 in Figure 46) are not critical. 30pF can be used 
in these positions at any frequency with good quality crys- 
tals. A ceramic resonator can be used in place of the 
crystal in cost-sensitive applications. When a ceramic 
resonator is used, CI and C2 are normally selected to 
be of somewhat higher values, typically, 47pF. The manu- 
facturer of the ceramic resonator should be consulted for 
recommendation on the values of these capacitors. 

To drive the HMOS parts with an external clock source, 
apply the external clock signal to XTAL2, and ground 
XTAL1, as shown in Figure 47. A pullup resistor may be 
used (to increase noise margin), but is optional if Voh 
of the driving gate exceeds the Vih minimum specifica- 
tion of XTAL. 



Vcc 



08CILLATOR V< 

I 
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Figure 47. Driving the HMOS 8051 Family 
Parts with an External Clock 

CHMOS VERSIONS 

The on-chip oscillator circuitry for the 80C51BH, shown 
in Figure 48, consists of a single stage linear inverter 
intended for use as a crystal-controlled, positive reac- 
tance oscillator in the same manner as the HMOS parts. 
However, there are some important differences. 

One difference is that the 80C51BH is able to turn off 
its oscillator under software control (by writing a 1 to 
the PD bit in PCON). Another difference is that, in the 
80C51BH, the internal clocking circuitry is driven by the 
signal at XTAL1, whereas in the HMOS versions it is by 
the signal at XTAL2. 

The feedback resistor Rf in Figure 48 consists of paral- 
leled n-and p-channel FETs controlled by the PD bit, 
such that Rf is opened when PD = 1. The diodes Dl and 
D2, which act as clamps to Vcc and Vss, are parasitic 
to the Rf FETs. The oscillator can be used with the 
same external components as the HMOS versions, as 
shown in Figure 49. Typically, CI - C2 = 30pF when 
the feedback element is a quartz, and CI = C2 = 47pF 



when a ceramic resonator is used. 

To drive the CHMOS parts with an external clock 
source, apply the external clock signal to XTAL1, and 
leave XTAL2 float, as shown in Figure 50. 

The reason for this change from the way the HMOS part 
is driven can be seen by comparing Figures 46 and 48. 
In the HMOS devices the internal timing circuits are 
driven by the signal at XTZL2. In the CHMOS devices 
the internal timing circuits are driven by the signal at 
XTAL1. 

INTERNAL TIMING 

Figures 51 through 54 show when the various strobe and 
port signals are clocked internally. The figures do not 
show rise and fall times of the signals, nor do they show 
propagation delays between the XTAL2 signal and events 
at other pins. 

Rise and fall times are dependent on the external 
loading that each pin must drive. They are often taken to 
be something in the neighborhood of lOnsec, measured 
between 0.8V and 2.0V. 

Propagation delays are different for different pins. For a 
given pin they vary with pin loading, temperature, Vcc, 
and manufacturing lot. If the XTAL2 waveform is taken 
as the timing reference, prop delays may vary from 25 to 
125nsec. 

The AC Timings section of the data sheets do not refer- 
ence any timing to the XTAL2 waveform. Rather, they 
relate the critical edges of control and input signals to 
each other. The timings published in the data sheets in- 
clude the effects of propagation delays under the speci- 
fied test conditions. 

8051 PIN DESCRIPTIONS 

ALE/PROG: Address Latch Enable output pulse for 
latching the low byte of the address during accesses to 
external memory. ALE is emitted at a constant rate of 
1/6 of the oscillator frequency, for external timing or 
clocking purposes, even when there are no accesses to 
external memory. (However, one ALE pulse is skipped 
during each access to external Data Memory.) This pin 
is also the program pulse (PROG during EPROM pro- 
gramming). 



PSEN: Program Store Enable is the read strobe to ex- 
ternal Program Memory. When the device is executing 
out of external Program Memory, PSEN is activated 
twice each machine cycle (except that two PSEN activa- 
tions are skipp ed during accesses to external Data 
Memory). PSEN is not activated when the device is exe- 
cuting out of internal Program Memory. 
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Figure 48. On-Chip Oscillator Circuitry in the CHMOS Versions of the 8051 Family 
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Figure 49. Using the CHMOS On-Chip Oscillator 




EA/Vpp: When EA is held high the CPU executes out of 
internal Program Memory (unless the Program Counter 
exceeds OFFFH in the 8051 or 80C51). Holding EA low 
forces the CPU to execute out of external memory re- 
gardless of the Program Counter value. In the 8031AH, 
EA must be externally wired low. In the EPROM de- 
vices, this pin also receives the programming supply 
voltage (Vpp) during EPROM programming. 

XTAL1: Input to the inverting oscillator amplifier. 

XTAL2: Output from the inverting oscillator amplifier. 



Figure 50. Driving the CHMOS Family 
Parts with an External Clock Source 
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Port 0: Port is an 8-bit open drain bidirectional port. 
As an open drain output port, it can sink eight LS TTL 
loads. Port pins that have Is written to them float, and 
in that state will function as high impedance inputs. Port 
is also the multiplexed low-order address and data bus 
during accesses to external memory. In this application 
it uses strong internal pullups when emitting Is. Port 
also emits code bytes during program verification. In 
that application, external pullups are required. 

Port 1: Port 1 is an 8-bit bi-directional I/O port with in- 
ternal pullups. Port 1 pins that have Is written to them 
are pulled high by the internal pullups, and in that state 
can be used as inputs. As inputs, port 1 pins that are 
externally being pulled low will source current because 
of the internal pullups. 

Port 2: Port 2 is an 8-bit bidirectional I/O port with in- 
ternal pullups. Port 2 emits the high-order address byte 
during accesses to external memory that use 16-bit ad- 
dresses. In this application, it uses the strong internal 
pullups when emitting Is. 



Port 3: Port 3 is an 8-bit bidirectional I/O port with in- 
ternal pullups. It also serves the functions of various 
special features of the 8051 Family as follows: 

Port Pin Alternate Function 

P3.0 RxT) (serial input port) 

P3.1 TxD (serial output port) 

P3.2 INTO (external interrupt 0) 

P3.3 INT1 (external interrupt 1) 

P3.4 TO (timer external input) 

P3.5 Tl (timer 1 external input) 

P3.6 WR (external data memory write strobe) 

P3.7 RD (external data memory read strobe) 

Vcc: Supply voltage 

Vss: Circuit ground potential 



XTAL2: 



I STATE 1 1 STATE 2 I STATE 3 1 STATE 4 I STATE 5 I STATE 6 I STATE 1 I STATE 2 I 
I P1 I P» I PI I P2 I PI I P2 | PI I P2 I PI | P2 | P, | p;, | p, | „ | p, | „ | 

n n_ 



L 



P0: 



_ 




DATA 
SAMPLED 






















DATA 
SAMPLED 








DATA 
SAMPLED 








PCL 








PCL 








PCL 








OUT 








OUT 








OUT 



PCM OUT 



PCHOUT 



PCM OUT 



Figure 51. External Program Memory Fetches 
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I STATE 4 1 STATE S I STATE 6 1 STATE 1 I STATE 2 I STATE 3 I STATE 4 1 STATE S I 
I PI I P2 I P1 I P2 I PI I P2 I PI I P2 I PI I P2 I PI I P2 I P1 | P2 I P1 | P2 I 



XTAL2: 



RD: 



P0: 



OPL OR Rl 
OUT 



OATA SAMPLED - 
FLOAT 



FLOAT 



PCL OUT IF 
PROGRAM MEMORY 
EXTERNAL 



P2: 



PCH OR 
P2 SFR 



DPH OR P2 SFR OUT 



PCH OR 
P2SFR 



Figure 52. External Data Memory Read Cycle 



I STATE 4 1 STATE 5 I STATE 6 I STATE 1 I STATE 2 | STATE 3 | STATE 4 I STATE 5 I 
I PI I P2 I P1 I P2 I P1 | P2 I P1 I P2 | P1 | P2 I P1 | P2 I P1 | P2 | pi | P2 | 



XTAL2: 




ALE: 



WR: 



PO: 



PCL OUT IF 
- PROGRAM MEMORY 
IS EXTERNAL 



OPL OR Rl 
OUT 


DATA OUT 


PCL 
OUT 





P2 



PCH OR 



DPH OR P2 SFR OUT 



PCH OR 
P2SFR 



Figure 53. External Data Memory Write Cycle 
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INPUTS SAMPLED 



| STATE 4 1 STATE S I STATE 6 1 STATE 1 I STATE 2 l STATE 3 I STATE 4 | STATE 5 1 
I PI I P2 I PI I P2 I P1 I P2 I PI I P2 I PI I P2 I PI I P2 I PI | P2 I PI | P2 | 

J1MAMM1I1M1MJUL 



-P0, PI 

-P2, P3, RST 



P0.P1 

P2, n, RST 




MOV PORT, SRC: OLD DATA 



NEW DATA 



SERIAL PORT 
SHIFT CLOCK 
(MODE 0) 



— H RXD PIN SAMPLED RXD SAMPLED — H I*— 



Figure 54. Port Operation 
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MEMORY ORGANIZATION 
PROGRAM MEMORY 

The 8051 has separate address spaces for program and 
data memory. The Program memory can be up to 64K 
bytes long. The lower 4K can reside on-chip. Figure 55 
shows a map of the 8051 program memory. 

The 8051 can address up to 64K bytes of data memory 
to the chip. The MOVX instruction is used to access the 
external data memory. 

The 8051 has 128 bytes of on-chip RAM, plus a number 
of Special Function Registers (SFRs). The lower 128 
bytes of RAM can be accessed either by direct address- 
ing (MOV data addr) or by indirect addressing (MOV 
@Ri). Figure 56 shows the Data Memory organization. 

DIRECT AND INDIRECT ADDRESS AREA 

The 128 bytes of RAM which can be accessed by both 
direct and indirect addressing can be divided into three 
segments as listed below and shown in Figure 57. 



bytes). The device after reset defaults to register 
bank 0. To use the other register banks, the user 
must select them in software. Each register bank 
contains eight 1-byte registers through 7. Reset ini- 
tializes the stack pointer to location 07H and it is 
incremented once to start from location 08H which 
is the first register (R0) of the second register bank. 
Thus in order to use more than one register bank, 
the SP should be initialized to a different location of 
the RAM where it is not used for data storage, (i.e. 
the higher part of the RAM). 

2. Bit Addressable Area: 16 bytes have been assigned 
for this segment, 20H-2FH. Each one of the 128 
bits of this segment can be directly addressed 
(0-7FH). The bits can be referred to in two ways 
both of which are acceptable by most assemblers. 
One way is to refer to their address (i.e. 0— 7FH). 
The other way is with reference to bytes 20H to 
2FH. Thus, bits 0-7 can also be referred to as bits 
20.0-20.7, and bits 8-FH are the same as 
21.0-21.7, and so on. Each of the 16 bytes in this 
segment can also be addressed as a byte. 

3. Scratch Pad Area: 30H through 7FH are available to 
the user as data RAM. However, if the data pointer 
has been initialized to this area, enough bytes should 
be left aside to prevent SP data destruction. 

Figure 56 shows the different segments of the on-chip 
RAM. 



FFFF 



60 K 



OR ■ 



64K 
BYTES 
EXTERNAL 



4K BYTES 



Figure 55. 8051 Program Memory 
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OFFF 




Figure 56. 8051 Data Memory 



-H 



7» 
70 
55 
SO 
58 
50 
4* 



57 
5F 
67 
4F 
47 
3F 
37 



SCRATCH 
PAD 
AREA 



,7F 



20 
15 



» BIT 

ADDRESSABLE 
„ SEQUENT 



1F 
17 
OF 
07 
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Table 12. 8051, 80CS1 Special Function Registers 



Symbol 


~ 

Name 


A rlrlr^cc 


*ACC 


Accumulator 


0E0H 


*B 


B Register 


0F0H 


•PSW 


Program Status Word 


0D0H 


SP 


Stack Pointer 


81H 


DPTR 


Data Pointer 2 Bytes 


82H 


DPL 


Low Byte 


DPH 


High Byte 


83H 


*P0 


Port 


80H 


*P1 


Port 1 


90H 


*P2 


Port 2 


0A0H 


•P3 


Port 3 


0B0H 


*IP 


Interrupt Priority Control 


0B8H 


•IE 


Interrupt Enable Control 


0A8H 


TMOD 


Timer/counter Mode Control 


89H 


•TCON 


Timer/counter Control 


88H 


THO 


Timer/counter High Byte 


8CH 


TLO 


Timer/counter Low Byte 


8AH 


TH1 


Timer/counter 1 High Byte 


8DH 


TL1 


Timer/counter 1 Low Byte 


8BH 


•SCON 


Serial Control 


98H 


SBUF 


Serial Data Buffer 


99H 


PCON 


Power Control 


87H 



• - Bit addressable 



Table 13. Contents of SFRs After a Reset 



Register 


Value in Binary 


•ACC 


oooooouo 


*B 


uuuuuuuu 


•PSW 


LH.H_Ka.MJUU 


SP 


A/VWI1 1 1 

uuuuuiii 


DPTR 




DPL 


LHJUUUUUU 


DPH 


uuuuuuuu 


*P0 


11111111 


•PI 


11111111 


*P2 


11111111 

11111111 


*P3 
•IP 


11111111 


xxxOOOOO 


•IE 


OxxOOOOO 


TMOD 


00000000 


•TCON 


00000000 


THO 


00000000 


TLO 


00000000 


TH1 


00000000 


TL1 


00000000 


•SCON 


00000000 


SBUF 


Indeterminate 


PCON 


HMOS Oxxxxxxx 
CHMOS OxxxOOOO 



= Undefined 
Bit addressable 













8 BYTES 




F8 


















FF 


FO 


B 
















F7 


E8 


















EF 


EO 


ACC 
















E7 


D8 


















DF 


DO 


PSW 
















D7 


C8 


















CF 


CO 


















C7 


B8 


IP 
















BF 


BO 


P3 
















B7 


AB 


IE 
















AF 


AO 


P2 
















A7 


98 


SCON 


SBUF 














9F 


90 


P1 
















97 


88 


TCON 


TMOD 


TLO 


TL1 


THO 


TH1 






8F 


80 


PO 


SP 


DPL 


DPH 








PCON 


87 




ADDRESSABLE 





Figure 58. 8051 SFR Memory Map 
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Those SFRs that have their bits assigned for various functions are listed in this section. A brief description of each bit 
is provided for quick reference. For more detailed information refer to the Architecture Chapter of this book. 



PSW: PROGRAM STATUS WORD. BIT ADDRESSABLE. 



CY 


AC 


CY 


PSW. 7 


AC 


PSW.6 


F0 


PSW.5 


RSI 


PSW.4 


RSO 


PSW. 3 


OV 


PSW.2 




PSW.l 


P 


PSW.O 



F0 



RS1 



Carry Flag. 
Auxiliary Carry Flag. 

Flag available to the user for general purpose. 
Register Bank selector bit 1 (SEE NOTE 1). 
Register Bank selector bit (SEE NOTE 1). 
Overflow Flag. 

Usable as a general purpose flag. 

Parity flag. Set/cleared by hardware each instruction cycle to indicate an odd/even number of 
T bits in the accumulator. 

NOTE: 

1 . The value presented by RSO and RS1 selects the corresponding register bank. 



RS1 


RSO 


Register Bank 


Address 











00H-07H 





1 . 


1 


08H-0FH 


1 





2 


10H-17H 


1 


1 


3 


18H-1FH 



PCON: POWER CONTROL REGISTER. NOT BIT ADDRESSABLE. 



SMOD 








GF1 


GFO 












PD 


IDL 



SMOD Double baud rate bit. If Timer 1 is used to generate baud rate and SMOD = 1, the baud rate is doubled 
when the Serial Port is used in modes 1, 2, or 3. 

— Not implemented, reserved for future use.* 

— Not implemented, reserved for future use. * 

— Not implemented, reserved for future use.* 
GF1 General purpose flag bit. 

GFO General purpose flag bit. 

PD Power Down bit. Setting this bit activates Power Down operation in the 80C51BH. (Available only in 
CHMOS). 

IDL Idle Mode bit. Setting this bit activates Idle Mode operation in the 80C51BH. (Available only in CHMOS). 
If Is are written to PD and IDL at the same time, PD takes precedence. 

•User software should not write 1s to reserved bits. These bits may be used in future 8051 products to invoke new 
features. 
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INTERRUPTS: 

In order to use any of the interrupts in the 8051 Family, the following three steps must be taken. 



1. Set the EA (enable all) bit in the IE register to 1. 

2. Set the corresponding individual interrupt enable bit in the IE register to 1. 

3. Begin the interrupt service routine at the corresponding Vector Address of that interrupt. See 
Table below. 



Interrupt 


Vector 


Source 


Address 


IE0 


0003H 


TFO 


000 BH 


IE1 


001 3H 


TF1 


001 BH 


Rl & Tl 


0023H 



In addition, for external interrupts, pins INTO and INT1 (P3.2 and P3.3) must be set to 1, and depending on whether 
the interrupt is to be level or transition activated, bits IT0 or IT1 in the TCON register may need to be set to 1. 

ITx = o level activated 

iTx = 1 transition activated 



IE: INTERRUPT ENABLE REGISTER. BIT ADDRESSABLE. 

If the bit is 0, the corresponding interrupt is disabled. If the bit is 1, the corresponding interrupt is enabled. 



EA 






ES 


ET1 


EX1 


ET0 


EX0 



EA 


IE.7 




IE.6 




IE.5 


ES 


IE.4 


ET1 


IE.3 


EX1 


IE.2 


ET0 


IE.l 


EX0 


IE.0 



1, each interrupt 



Disables all interrupts. If EA = 0, no interrupt will be acknowledged. If EA = 
source is individually enabled or disabled by setting or clearing its enable bit. 

Not implemented, reserved for future use.* 

Not implemented, reserved for future use.* 

Enable or disable the serial port interrupt. 

Enable or disable the Timer 1 overflow interrupt. 

Enable or disable External Interrupt 1 . 

Enable or disable the Timer overflow interrupt. 

Enable or disable External Interrupt 0. 

♦User software should not write Is to reserved bits. These bits may be used in future 8051 products 
to invoke new features. 
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ASSIGNING HIGHER PRIORITY TO ONE OR MORE INTERRUPTS: 

In order to assign higher priority to an interrupt the corresponding bit in the IP register must be set to 1. 
Remember that while an interrupt service is in progress, it cannot be interrupted by a lower or same level interrupt. 

PRIORITY WITHIN LEVEL: 

Priority within level is only to resolve simultaneous requests of the same priority level. 

From high to low, interrupt sources are listed below: 

IE0 
TFO 
IE1 
TF1 

RI or TI 

IP: INTERRUPT PRIORITY REGISTER. BIT ADDRESSABLE. 

If the bit is 0, the corresponding interrupt has a lower priority and if the bit is 1 the corresponding interrupt has a 
higher priority. 









PS 


PT1 


PX1 


PTO 



PXO | 



— IP. 7 Not implemented, reserved for future use.* 

— IP. 6 Not implemented, reserved for future use.* 

— IP. 5 Not implemented, reserved for future use.* 
PS IP. 4 Defines the Serial Port interrupt priority level. 
PT1 IP. 3 Defines the Timer 1 interrupt priority level. 
PX1 IP. 2 Defines External Interrupt 1 priority level. 
PTO IP. 1 Defines the Timer interrupt priority level. 
PXO IP. Defines the External Interrupt priority level. 

•User software should not write Is to reserved bits. These bits may be used in future 8051 products to invoke 
new features. 
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TCON: TIMER/COUNTER CONTROL REGISTER. BIT ADDRESSABLE. 



TF1 


TR1 


TFO 


TRO 


IE1 


IT1 


IE0 


ITO 



TCON. 4 
TCON. 3 



TF1 TCON. 7 Timer 1 overflow flag. Set by hardware when the Timer/Counter 1 overflows. Cleared by hard- 
ware as processor vectors to the interrupt service routine. 

TCON. 6 Timer 1 run control bit. Set/cleared by software to turn Timer/Counter 1 ON/OFF. 

TCON. 5 Timer overflow flag. Set by hardware when the Timer/Counter overflows. Cleared 
ware as processor vectors to the service routine. 

Timer run control bit. Set/cleared by software to turn Timer/Counter ON/OFF. 

External Interrupt 1 edge flag. Set by hardware when External Interrupt edge is 
Cleared by hardware when interrupt is processed. 

TCON. 2 Interrupt 1 type control bit. Set/cleared by software to specify falling edge/low level 
External Interrupt. 

TCON. 1 External Interrupt edge flag. Set by hardware when External Interrupt edge detected, 
by hardware when interrupt is processed. 

TCON. Interrupt type control bit. Set/cleared by software to specify falling edge/low level 
External Interrupt. 

■ 

TMOD: TIMER/COUNTER MODE CONTROL REGISTER. NOT BIT 
ADDRESSABLE. 



TRl 
TFO 

TRO 
IE1 

IT1 

IE0 

ITO 



by hard- 



detected, 
triggered 
Cleared 
triggered 



GATE 


C/T 


M1 


MO 


GATE 


C/T 


M1 


MO 








J 


V 






> 



TIMER 1 



GATE 

C/T 

Ml 
MO 

NOTE 1: 



TIMER 

When TRx (in TCON) is set and GATE = 1, TIMER/COUNTERx will run only while INTx pin is high 
(hardware control). When GATE = 0, TIMER/COUNTERx will run only while TRx = 1 (software 
control). 

Timer or Counter selector. Cleared for Timer operation (input from internal system clock). Set for Coun- 
ter operation (input from Tx input pin). 

Mode selector bit. (NOTE 1) 

Mode selector bit. (NOTE 1) 



M1 


MO 


Operating Mode 











13-bit Timer (8048 compatible) 





1 


1 


16-bit Timer/Counter 


1 





2 


8-bit Auto-Reload Timer/Counter 


1 


1 


3 


(Timer 0) TLO is an 8-bit Timer/Counter controlled by the standard Timer 
control bits, THO is an 8-bit Timer and is controlled by Timer 1 control bits. 


1 


1 


3 


(Timer 1) Timer/Counter 1 stopped. 
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TIMER SET-UP 

Tables 14 through 17 give some values for TMOD which can be used to set up Timer in different modes. 

It is assumed that only one tinier is being used at a time. If it is desired to run Timers and 1 simultaneously, in any 
mode, the value in TMOD for Timer must be ORed with the value shown for Timer 1 (Table 16 and 17). 

For example, if it is desired to run Timer in mode 1 GATE (external control), and Timer 1 in mode 2 COUNTER, 
then the value that must be loaded into TMOD is 69H (09H from Table 14 ORed with 60H from Table 17). 

Moreover, it is assumed that the user, at this point, is not ready to turn the timers on and will do that at a different 
point in the program by setting bit TRx (in TCON) to 1 . 

TIMER/COUNTER 



As a Timer: 

Table 14 







TMOD 


MODE 


TIMER 
FUNCTION 


INTERNAL 
CONTROL 
(NOTE 1) 


EXTERNAL 
CONTROL 
(NOTE 2) 





1 3-bit Timer 


00H 


08H 


1 


1 6-bit Timer 


01 H 


09H 


2 


8-bit Auto-Reload 


02H 


OAH 


3 


two 8-bit Timers 


03H 


OBH 



As a Counter: 

Table IS 







TMOD 


MODE 


COUNTER 


INTERNAL 


EXTERNAL 


FUNCTION 


CONTROL 


CONTROL 






(NOTE 1) 


(NOTE 2) 





1 3-bit Timer 


04H 


OCH 


1 


16-bit Timer 


05H 


ODH 


2 


8-bit Auto-Reload 


06H 


OEH 


3 


one 8-bit Counter 


07H 


OFH 



NOTES: 

1 . The Timer is turned ON/OFF by setting/clearing bit TRO in the so ftware. 

2. The Timer is turned ON/OFF by the 1 to transition on INTO (P3.2) when TRO = 1 
(hardware control). 
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As a Timer: 

Table 16 



MODE 


TIMER 1 
FUNCTION 


TMOD 


INTERNAL 
CONTROL 
(NOTE 1) 


EXTERNAL 
CONTROL 
(NOTE 2) 





1 3-bit Timer 


00H 


BOH 


1 


1 6-bit Timer 


10H 


90H 


2 


8-bit Auto-Reload 


20H 


AOH 


3 


does not run 


30H 


BOH 



As a Counter: 

Table 17 







TMOD 


MODE 


COUNTER 1 


INTERNAL 


EXTERNAL 


FUNCTION 


CONTROL 


CONTROL 






(NOTE 1) 


(NOTE 2) 





13-bit Timer 


40H 


COH 


1 


16-bit Timer 


50H 


DOH 


2 


8-bit Auto-Reload 


60H 


EOH 


3 


not available 







NOTES: 

1. The Timer is turned ON/OFF by setting/clearing bit TR1 in the s oftware. 

2. The Timer is turned ON/OFF by the 1 to transition on INT1 (P3.3) when TR1 = 1 
(hardware control). 
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SCON: (SOCON IN THE 83C652 AND 83C552) SERIAL PORT CONTROL REGISTER. 
BIT ADDRESSABLE 



SMO 


SM1 


SM2 


REN 


TB8 


RB8 


Tl 


Rl 



SMO SCON. 7 Serial Port mode specifier. (NOTE 1). 
SMI SCON. 6 Serial Port mode specifier. (NOTE 1). 

SM2 SCON. 5 Enables the multiprocessor communication feature in modes 2 & 3. In mode 2 or 3, if SM2 is set 
to 1 then RI will not be activated if the received 9th data bit (RB8) is 0. In mode 1, if SM2 = 1 
then RI will not be activated if a valid stop bit was not received. In mode 0, SM2 should be 0. 
(See Table 18). 

SCON. 4 Set/Cleared by software to Enable/Disable reception. 

SCON. 3 The 9th bit that will be transmitted in modes 2 & 3. Set/Cleared by software. 

SCON. 2 In modes 2 & 3, is the 9th data bit that was received. In mode 1, if SM2 = 0, RB8 is the stop bit 
that was received. In mode 0, RB8 is not used. 

SCON. 1 Transmit interrupt flag. Set by hardware at the end of the 8th bit time in mode 0, or at the 
beginning of the stop bit in the other modes. Must be cleared by software. 

SCON. Receive interrupt flag. Set by hardware at the end of the 8th bit time in mode 0, or halfway 
through the stop bit time in the other modes (except see SM2). Must be cleared by software. 



REN 
TB8 
RB8 

TI 

RI 

NOTE 1: 



SMO 


SM1 


Mode 


Description 


Baud Rate 













SHIFT REGISTER 


Fosc/12 







1 


1 


8-Bit UART 


Variable 




1 





2 


9-Bit UART 


Fosc./64 OR 












Fosa/32 




1 


1 


3 


9-Bit UART 


Variable 





SERIAL PORT SET-UP: 



Table 18 



MODE 


SCON 


SM2 VARIATION 



1 
2 
3 


10H 
50H 
90H 
DOH 


Single Processor 
Environment 
(SM2 = 0) 



1 
2 
3 


NA 
70H 
BOH 
FOH 


Multiprocessor 
Environment 
(SM2 = 1) 



GENERATING BAUD RATES 
Serial Port in Mode 0: 

Mode has a fixed baud rate which is 1/12 of the oscillator frequency. To run the serial port in this mode none of 
the Timer/Counters need to be set up. Only the SCON register needs to be defined. 



Baud Rate = 



OscFreq 
12 



Serial Port in Mode 1: 

Mode 1 has a variable baud rate. The baud rate is generated by Timer 1 . 
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USING TIMER/COUNTER 1 TO GENERATE BAUD RATES: 

:load). Refer to Timer Sei 
K x Oscillator Freq. 



For this purpose, Timer 1 is used in mode 2 (Auto-Reload). Refer to Timer Setup section of this chapter. 



Baud Rate = 



32x12x[256 - (TH1)] 



If SMOD = 0, then K = 1. 

If SMOD = 1, then K = 2. (SMOD is the PCON register). 

Most of the time the user knows the baud rate and needs to know the reload value for TH1. 
Therefore, the equation to calculate TH1 can be written as: 

TH1 - 256 Kx0SCFr6q - 



384 x baud rate 



TH 1 must be an integer value. Rounding off TH 1 to the nearest integer may not produce the desired baud rate. In 
this case, the user may have to choose another crystal frequency. 

Since the PCON register is not bit addressable, one way to set the bit is logical ORing the PCON register, (ie, ORL 
PCON,#80H). The address of PCON is 87H. 

SERIAL PORT IN MODE 2: 

The baud rate is fixed in this mode and is % 2 or % 4 of the oscillator frequency depending on the value of the SMOD 
bit in the PCON register. 

In this mode none of the Timers are used and the clock comes from the internal phase 2 clock. 
SMOD = 1, Baud Rate = %, Osc Freq. 
SMOD = 0, Baud Rate = '/,« Osc Freq. 

To set the SMOD bit: ORL PCON,#80H. The address of PCON is 87H. 

SERIAL PORT IN MODE 3: 

The baud rate in mode 3 is variable and sets up exactly the same as in mode 1. 
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8051 FAMILY INSTRUCTION SET 



Table 19. 8051 Instruction Set Summary 



Interrupt Response Time: Refer to Hardware De- 
scription Chapter. 

Instructions that Affect Flag Settings! 1) 



OV AC 



Instruction 




Flag 




Instruction 






C 


OV 


AC 




C 


ADD 


X 


X 


X 


CLRC 


o 


ADDC 


X 


X 


X 


CPLC 


X 


SUBB 


X 


X 


X 


ANLCbit 


X 


MUL 


o 


X 




ANL C,/bit 


X 


DIV 


o 


X 




ORL C,bit 


X 


DA 


X 






ORL C,/bit 


X 


RRC 


X 






MOVCbit 


X 


RLC 


X 






CJNE 


X 


SETBC 


1 











0)Note that operations on SFR byte address 208 or 
bit addresses 209-215 (i.e., the PSW or bits in the 
PSW) will also affect flag settings. 

Note on instruction set and addressing modes: 

Rn — Register R7-R0 of the currently se- 
lected Register Bank. 
8-bit internal data location's address. 
This could be an Internal Data RAM 
location (0-127) or a SFR [i.e., I/O 
port, control register, status register, 
etc. (128-255)]. 

8-bit internal data RAM location (0- 
255) addressed indirectly through reg- 
ister Rl or R0. 

8-bit constant included in instruction. 
16-bit constant included in instruction. 
16-bit destination address. Used by 
LCALL & LJMP. A branch can be 
anywhere within the 64K-byte Pro- 
gram Memory address space, 
addrll — 11 -bit destination address. Used by 
ACALL & AJMP. The branch will be 
within the same 2K-byte page of pro- 
gram memory as the first byte of the 
following instruction. 
Signed (two's complement) 8-bit offset 
byte. Used by SJMP and all condition- 
al jumps. Range is — 128 to + 127 
bytes relative to first byte of the fol- 
lowing instruction. 

Direct Addressed bit in Internal Data 
RAM or Special Function Register. 



direct — I 



@Ri — i 



#data 
#data 16 
addrl6 



rel — ! 



bit — 1 



Mnemonic 


Description 


Byte 


Oscillator 
Period 


ARITHMETIC OPERATIONS 






ADD 


A Rn 


AHH ronietor tn 


1 


12 






Afvi imi ilatnr 






ADD 


M.UIltfOl 


AHH Hirar*t Kv/to Ia 
nUU UlioOl UylO IU 


2 


12 






Am imi ilatnr 






ADD 


A @Ri 


Arid inriimrt RAM 


1 


12 






t/-\ A r*r*i i mi ilatnr 

lo AvcLuniuidiyr 




Ann 


A striata 

f\, sf uaia 


AHH immArliolA 


9 


19 






data to 










Ac pi imi ilatnr 






ADDC 


A Rn 


AHH rAnietAr tn 

muu reyi&ibi 10 


1 
1 


TiS 






Ar»r*i imi ilatnr 










u/ith r^arrv 

wiui v_iai i y 






ADDC 


A Hi rant 


AHH Hiropt b\vt« tn 
nuu uiruoi uyw iu 


9 


19 
















u/ith f^arru 

wiui wairy 








A (SRi 


AHH irkHirof"*t 
nUQ IllUliSul 




12 






□ AM tn 










Accu m u lator 










wun oarry 






ADDC 


A striata 
M, W data 


AHH immAHiatA 
MUU IlllflloUldlW 


2 


12 






data to Acc 










u/ith C\ami 
Willi v/HIiy 






SUBB 


A,Rn 


Subtract Register 


1 


12 






from Acc with 










borrow 






SUBB 


A.direct 


Cuktrnnt Aim*** 

oUDtract direct 


2 


12 






byte from Acc 










u/ith Kaitauj 

wun oorrow 






SUBB 


A,® HI 


Subtract indirect 


1 


12 






DAM fmm Af^P 

n/\M irom t\\j\s 










with borrow 






SUBB 


A, # data 


Suhtraot 


2 


12 






immediate data 










from Acc with 










borrow 






INC 


A 


Increment 


1 


12 






Accumulator 






INC 


Rn 


Increment register 


1 


12 


INC 


direct 


Increment direct 


2 


12 






byte 






INC 


@Ri 


Increment indirect 


1 


12 






RAM 






DEC 


A 


Decrement 


1 


12 






Accumulator 






DEC 


Rn 


Decrement 


1 


12 






Register 






DEC 


direct 


Decrement direct 


2 


12 






byte 






DEC 


@Ri 


Decrement 


1 


12 






indirect RAM 
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Table 19. 8051 Instruction 



Mnemonic Description Byte 

ARITHMETIC OPERATIONS (Continued) 



INC 


DPTR 


Increment Data 
Pointer 


1 


24 


MUL 


AB 


Multiply A & B 


1 


48 


DIV 


AB 


Divide A by B 


1 


48 


DA 


A 


Decimal Adjust 
Accumulator 


1 


12 


LOGICAL OPERATIONS 






ANL 


A,Rn 


and Hegister to 
Accumulator 


1 


12 


ANL 


A.direct 


and direct byte 
to Accumulator 


2 


12 


ANL 


A,@Ri 


AND indirect 
RAM to 
Accumulator 




12 


ANL 


A, # data 


AND immediate 
data to 
Accumulator 


2 


12 


ANL 


direct.A 


AND Accumulator 
to direct byte 


2 


12 


ANL direct,* data 


AND immediate 


3 


24 






data to direct byte 






ORL 


A,Rn 


OR register to 
Accumulator 




12 


ORL 


A.direct 


OR direct byte to 
Accumulator 


2 


12 


ORL 


A,@Ri 


OR indirect RAM 
to Accumulator 




12 


ORL 


A, # data 


OR immediate 
data to 
Accumulator 


2 


12 


ORL 


direct.A 


OR Accumulator 
to direct byte 


2 


12 


ORL 


direct,* data 


OR immediate 
data to direct byte 


3 


24 


XRL 


A,Rn 


Exclusive-OR 
register to 
Accumulator 


1 


12 


XRL 


A.direct 


Exclusive-OR 
direct byte to 
Accumulator 


K 




XRL 


A,@Ri 


Exclusive-OR 
indirect RAM to 
Accumulator 


-J 




XRL 


A, # data 


Exclusive-OR 
immediate data to 
Accumulator 


2 


12 


XRL 


direct.A 


Exclusive-OR 
Accumulator to 
direct byte 


2 


12 


XRL 


direct,* data 


Exclusive-OR 
immediate data 
to direct byte 


3 


24 


CLR 


A 


Clear 

Accumulator 


1 


12 


CPL 


A 


Complement 
Accumulator 


1 


12 



Summary (Continued) 



Mnemonic 


Description 


Byte 


Oscillator 
Period 


LOGICAL OPERATIONS (Continued) 






RL 


A 


Rotate 

Accumulator Lett 


1 


12 


RLC 


A 


Rotate 

Accumulator Left 


1 


12 






through the Carry 


1 




RR 


A 


Rotate 

Accumulator 

Right 


12 


RRC 


A 


Rotate 
Accumulator 
Hight through 
the Carry 


1 


12 


SWAP 


A 


Swap nibbles 
within the 
Accumulator 


1 


12 


DATA TRANSFER 








MOV 


A.Rn 


Move 
register to 
Accumulator 


1 


12 


MOV 


A.direct 


Move direct 


2 


12 






byte to 










Accumulator 






MOV 


A,@Ri 


Move indirect 

□All *- 

nAM TO 

Accumulator 


1 


12 


MOV 


A, # data 


Move 
immediate 
data to 
Accumulator 


2 


12 


MOV 


Rn,A 


Move 

Accumulator 
to register 


1 


12 


MOV 


Rn.direct 


Move direct 
byte to 
register 


2 


24 


MOV 


Rn,*data 


Move 

immediate data 
to register 


2 


12 


MOV 


direct,A 


Move 

Accumulator 
to direct byte 


2 


12 


MOV 


direct.Rn 


Move register 
to direct byte 


2 


24 


MOV 


direct.direct 


Move direct 
byte to direct 


3 


24 


MOV 


direct, @Ri 


IvIUVW IIIUIIUUl 

RAM to 
direct byte 


2 


24 


MOV 


direct,* data 


Move 

immediate data 
to direct byte 


3 


24 


MOV 


@Ri,A 


Move 

Accumulator to 
indirect RAM 


1 


12 
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Table 19. 8051 Instruction Set Summary (Continued) 



Mnemonic 


Description 


Byte 


Oscillator 
Period 


DATA TRANSFER (Continued) 






MOV @Ri,direct 


Move direct 


2 


24 




byte to 








indirect RAM 






MOV @Ri,#data 


Move 


2 


12 




immediate 








data to 








indirect RAM 






MOV DPTR,#data16 


Load Data 


3 


24 




Pointer with a 








1 6-bit constant 






MOVC A,@A + DPTR 


Move Code 


1 


24 




byte relative to 








DPTR to Acc 






MOVC A,@A + PC 


Move Code 


1 


24 




byte relative to 








PC to Acc 






MOVX A,@Ri 


Move 


1 


24 




External 








RAM (8-bit 






MOVX A.SDPTR 


addr) to Acc 






Move 


1 


24 




External 








RAM (16-bit 








addr) to Acc 






MOVX @Ri,A 


Move Acc to 


1 


24 




External RAM 








(8-bit addr) 






MOVX @DPTR,A 


Move Acc to 


1 


24 




External RAM 








(16-bit addr) 






PUSH direct 


Push direct 


2 


24 




byte onto 








stack 






POP direct 


Pop direct 


2 


24 




byte from 








stack 






XCH A,Rn 


Exchange 


1 


12 




register with 








Accumulator 






XCH A,direct 


Exchange 


2 


12 




direct byte 








with 








Accumulator 






XCH A,@Ri 


Exchange 


1 


12 




indirect RAM 








with 








Accumulator 






XCHD A,@Ri 


Exchange low- 


1 


12 




order Digit 








indirect RAM 








with Acc 















Oscillator 


Mner 


nonic 


Description E 


yte 


Period 


BOOLEAN VARIABLE MANIPULATION 




CLR 


C 


Clear Carry 


1 


12 


CLR 


bit 


Clear direct bit 


2 


12 


SETB 


C 


Set Carry 


1 


1 c. 


SETB 


bit 


Set direct bit 


2 


12 


CPL 


C 


Complement 
Carry 


1 


i 9 
1 tL 


CPL 


bit 


Complement 
direct bit 


2 


12 


ANL 


Cbit 


AND direct bit 


2 


24 






to CARRY 






ANL 


C,/bit 


AND complement 
of direct bit 
to Carry 


2 


24 


ORL 


Cbit 


OR direct bit 
to Carry 


2 


24 


ORL 


C,/bit 


OR complement 
of direct bit 


2 


24 






to Carry 






MOV 


Cbit 


Move direct bit 
to Carry 


2 


12 


MOV 


bit,C 


Move Carry to 
direct bit 


2 


24 


JC 


m 


Jump if Carry 
is set 


2 


24 


JNC 


rel 


Jump if Carry 
not set 


2 


24 


JB 


bit.rel 


Jump if direct 
Bit is set 


3 


24 


JNB 


bitrel 


Jump if direct 
Bit is Not set 


3 


24 


JBC 


brt.rel 


Jump if direct 
Bit is set & 
clear bit 


3 


24 


PROGRAM BRANCHING 






ACALL 


addn 1 


Absolute 

Subroutine 

Call 


2 


24 


LCALL 


addr16 


Long 

Subroutine 
Call 


3 


24 


RET 




Return from 
Subroutine 


1 


24 


RETI 




Return from 
interrupt 


1 


24 


AJMP 


addn 1 


Absolute 
Jump 


2 


24 


LJMP 


addr16 


Long Jump 


3 


24 


SJMP 


rel 


Short Jump 
(relative addr) 


2 


24 
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Table 19. 8051 Instruction Set Summary (Continued) 



Mnemonic 


Description 


3yte 


rkcrlllntnr 

Period 


PROGRAM BRANCHING (Continued) 






JMP SA + DPTR 


Jump indirect 


1 


24 




relative to the 








DPTR 






JZ rel 


Jump if 


2 


24 




Accumulator 








is Zero 






JNZ rel 


Jump if 


2 


24 




Accumulator 








is Not Zero 






CJNE A,direct,rel 


Compare 


3 


24 




direct Dyte to 








Acc and Jump 








if Not Equal 






CJNE A,#data,rel 


Compare 


3 


24 




immediate to 








Acc and Jump 








if Not Equal 















Mnemonic 


Description 


Byte 


Oscillator 
Period 


PROGRAM BRANCHING (Continued) 






CJNE Rn,#data,rel 


Compare 


3 


24 




immediate to 








register and 








li imn if Nrvt 








Equal 






CJNE @Ri t #data,rel 


Compare 


3 


24 




immediate to 








indirect and 








Jump if Not 








Equal 






DJNZ Rn.rei 


Decrement 


2 


24 




register and 








Jump if Not 








Zero 






DJNZ direct,rel 


Decrement 


3 


24 




direct byte 








and Jump if 








Not Zero 






NOP 


No Operation 


1 


12 
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INSTRUCTION DEFINITIONS 



ACALL addr11 



Function: Absolute Call 

Description: ACALL unconditionally calls a subroutine located at the indicated address. The instruction 
increments the PC twice to obtain the address of the following instruction, then pushes the 
16-bit result onto the stack (low-order byte first) and increments the Stack Pointer twice. The 
destination address is obtained by successively concatenating the five high-order bits of the 
incremented PC, opcode bits 7-5, and the second byte of the instruction. The subroutine called 
must therefore start within the same 2K block of the program memory as the first byte of the 
instruction following ACALL. No flags are affected. 

Example: Initially SP equals 07H. The label "SUBRTN" is at program memory location 0345 H. After 
executing the instruction, 

ACALL SUBRTN 



Cycles: 



at location 0123H, SP will contain 09H, internal RAM locations 08H and 09H will contain 
25H and 01H, respectively, and the PC will contain 0345H. 



Encoding: 
Operation: 



a10 a9 a8 1 



1 



a7 a6 a5 a4 a3 a2 a1 aO 



ACALL 

(PC) <— (PC) + 2 
(SP) «— (SP) + 1 
((SP)) <- (PC7.0) 
(SP) «— (SP) + 1 
((SP)) <- (PCi5- 8 ) 
( pc 10-o) *— page address 
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ADD A, < arc-byte > 



_ 



Function: 
Description: 



Example: 



ADD A,Rn 

Bytes: 
Cycles: 

Encoding: 
Operation: 

ADD A,direct 
Bytes: 
Cycles: 

Encoding: 
Operation: 



Add 

ADD adds the byte variable indicated to the Accumulator, leaving the result in the Accumula- 
tor. The carry and auxiliary-carry flags are set, respectively, if there is a carry-out from bit 7 or 
bit 3, and cleared otherwise. When adding unsigned integers, the carry flag indicates an 
overflow occured. 

OV is set if there is a carry-out of bit 6 but not out of bit 7, or a carry-out of bit 7 but not bit 6; 
otherwise OV is cleared. When adding signed integers, OV indicates a negative number pro- 
duced as the sum of two positive operands, or a positive sum from two negative operands. 

Four source operand addressing modes are allowed: register, direct, register-indirect, or imme- 
diate. 

The Accumulator holds 0C3H (1100001 IB) and register holds OAAH (10101010B). The 
instruction, 

ADD A,R0 

will leave 6DH (01 101 101B) in the Accumulator with the AC flag cleared and both the carry 
flag and OV set to I. 



10 1 r r r 



ADD 

(A) «- (A) + (Rn) 




10 



10 1 



direct address 



ADD 

(A) «- (A) + (direct) 
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ADD A,@Ri 

Bytes: 
Cycles: 

Encoding: 
Operation: 



10 



1 1 i 



ADD 

(A) «- (A) + ((Ri)) 



ADD A, # data 
Bytes: 
Cycles: 

Encoding: 
Operation: 



1 1 



ADD 

(A) <- (A) + #data 



ADDC A,<src-byte> 



immediate data 



Function: Add with Carry 

Description: ADDC simultaneously adds the byte variable indicated, the carry flag and the Accumulator 
contents, leaving the result in the Accumulator. The carry and auxiliary-carry flags are set, 
respectively, if there is a carry-out from bit 7 or bit 3, and cleared otherwise. When adding 
unsigned integers, the carry flag indicates an overflow occured. 

OV is set if there is a carry-out of bit 6 but not out of bit 7, or a carry-out of bit 7 but not out of 
bit 6; otherwise OV is cleared. When adding signed integers, OV indicates a negative number 
produced as the sum of two positive operands or a positive sum from two negative operands. 

Four source operand addressing modes are allowed: register, direct, register-indirect, or imme- 
diate. 

Example: The Accumulator holds 0C3H (1 100001 IB) and register holds 0AAH (10101010B) with the 
carry flag set. The instruction, 

ADDC A,R0 

will leave 6EH (01 101 1 10B) in the Accumulator with AC cleared and both the Carry flag and 
OV set to 1. 
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ADDC A,Rn 



Cycles: 1 



11 



1 r r r 



Operation: ADDC 

(A) 4- (A) + (C) +fR„) 

ADDC A.dlrect 

Bytes: 2 
Cycles: 1 



Encoding: 



11 



10 1 



direct address 



Operation: ADDC 

(A) «- (A) + (C) + (direct) 

ADDC A,@RI 



Cycles: 1 



11 



1 1 i 



ADDC 

(A)*- (A) + (O + ((RO) 



ADDC A, # data 



Cycles: 1 
Encoding: 



11 



10 



immediate data 



Operation: ADDC 

(A) «— (A) + (Q + #data 
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AJMP addr11 







Function: Absolute Jump 



Description: AJMP transfers program execution to the indicated address, which is formed at run-time by 
concatenating the high-order five bits of the PC (after incrementing the PC twice), opcode bits 
7-5, and the second byte of the instruction. The destination must therefore be within the same 
2K block of program memory as the first byte of the instruction following AJMP. 

Example: The label "JMPADR" is at program memory location 0123H. The instruction, 
AJMP JMPADR 



Cycles: 

Encoding: 
Operation: 



is at location 0345H and will load the PC with 0123H. 

2 

2 



a10 a9 a8 1 



a7 a6 a5 a4 a3 a2 al aO 



AJMP 

(PC) *- (PC) + 2 
(PCim) « 



ANL <dest-byte>,<src-byte> 



Function: 



Logical-AND for byte variables 

ANL performs the bitwise logical-AND operation between the variables indicated and stores 
the results in the destination variable. No flags are affected. 

The two operands allow six addressing mode combinations. When the destination is the Accu- 
mulator, the source can use register, direct, register-indirect, or immediate addressing; when 
the destination is a direct address, the source can be the Accumulator or immediate data. 

Note: When this instruction is used to modify an output port, the value used as the original 
port data will be read from the output data latch, not the input pins. 

If the Accumulator holds 0C3H (1 100001 IB) and register holds 55H (01010101B) then the 
instruction, 



ANL A,R0 



will leave 41H (01000001B) in the Accumulator. 



When the destination is a directly addressed byte, this instruction will clear combinations of 
bits in any RAM location or hardware register. The mask byte determining the pattern of bits 
to be cleared would either be a constant contained in the instruction or a value computed in 
the Accumulator at run-time. The instruction, 

ANL P1,#01110011B 



will clear bits 7, 3, and 2 of output port I. 
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AWL 



1 

Cycles: 1 
Encoding: 



10 1 



1 r r r 



ANL 

(A) <- (A) A (Rn) 



ANL A,direct 

Bytes: 2 
Cycles: 1 



Encoding: 



10 1 



10 1 



direct address 



Operation: ANL 

(A)«-(A) A (direct) 



ANL A,@Ri 



Cycles: 1 



10 1 



1 1 i 



ANL 

(A)*- (A) A «Ri» 



ANL A, # data 



2 
1 



■ 



10 1 



10 



immediate data 



ANL 

(A) «- (A) A #data 



ANL dlrecLA 

Bytes: 2 
Cycles: 1 



Encoding: 



10 1 



10 



direct address 



Operation: ANL 

(direct) *- (direct) A (A) 
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ANL direct, # data 
Bytes: 3 
Cycles: 2 



Encoding: 



10 1 



11 



direct address 



immediate data 



Operation: ANL 

(direct) «— (direct) A #data 

ANL C,<src-blt> 



Function: Logical-AND for bit variables 

If the Boolean value of the source bit is a logical then clear the carry flag; otherwise leave the 
carry flag in its current state. A slash ("/") preceding the operand in the assembly language 
indicates that the logical complement of the addressed bit is used as the source value, but the 
source bit itself is not affected. No other flags are affected. 

Only direct addressing is allowed for the source operand. 
Set the carry flag if, and only if, P1.0 = I, ACC. 7 = 1, and OV = 0: 

MOV C.P1.0 ;LOAD CARRY WITH INPUT PIN STATE 

ANL C.ACC.7 ;AND CARRY WITH ACCUM. BIT 7 

ANL C./OV ;AND WITH INVERSE OF OVERFLOW FLAG 



Example: 



ANL C.blt 

Bytes: 
Cycles: 

Encoding: 
Operation: 

ANL C,/bit 

Bytes: 
Cycles: 

Encoding: 
Operation: 



10 



ANL 

(Q<- 



10 11 



10 







ANL 

(C) <— (C) A ~1 (bit) 



bit address 



bit address 
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CJNE < dest-byte > , < src-byte > , rel 



Function: Compare and Jump if Not Equal. 

Description: CJNE compares the magnitudes of the first two operands, and branches if their values are not 
equal. The branch destination is computed by adding the signed relative-displacement in the 
last instruction byte to the PC, after incrementing the PC to the start of the next instruction. 
The carry flag is set if the unsigned integer value of < dest-byte > is less than the unsigned 
integer value of < src-byte >; otherwise, the carry is cleared. Neither operand is affected. 

The first two operands allow four addressing mode combinations: the Accumulator may be 
compared with any directly addressed byte or immediate data, and any indirect RAM location 
or working register can be compared with an immediate constant. 

The Accumulator contains 34H. Register 7 contains 56H. The first instruction in the se- 
quence, 



Example: 



NOT EQ: 



CJNE R7,#60H, NOT EQ 

JC 



R7 = 60H. 
IF R7 < 60H. 
R7 > 60H. 



sets the carry flag and branches to the instruction at label NOT EQ. By testing the carry flag, 

this instruction determines whether R7 is greater or less than 60H. 

If the data being presented to Port 1 is also 34H, then the instruction, 

WAIT: CJNE A,P1,WAIT 

clears the carry flag and continues with the next instruction in sequence, since the Accumula- 
tor does equal the data read from PI. (If some other value was being input on PI, the program 
will loop at this point until the PI data changes to 34H.) 



CJNE A,direct,rel 
Bytes: 3 
Cycles: 2 



Encoding: 
Operation: 



10 11 



10 1 



direct address 



rel. address 



(PC) *- (PC) + 3 
IF (A) < > (direct) 
THEN 

(PC) <— (PC) + relative offset 

IF (A) < (direct) 
THEN 

(Q<-i 

ELSE 

(C)<-0 
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CJNE A,#data,rel 
Bytes: 3 
Cycles: 2 



Encoding: 



10 11 



10 



immediate data 



rel. address 



Operation: (PC) ■*- (PC) + 3 



IF (A) <> 
THEN 

(PC) *— (PC) + relative offset 

IF (A) < data 
THEN 

(Q«*-l 

ELSE 

(C) — 



CJNE Rn,#data,rel 



Bytes: 
Cycles: 

Encoding: 



10 11 



1 r r r 



immediate data 
' 



rel. address 







Operation: (PC) <- (PC) + 3 
IF (Rn) < > data 
THEN 

(PC) *- (PC) + relative offset 

IF (Rn) < data 
THEN 

(C)<-1 

ELSE 

(C)<-0 



CJNE @Ri,#data,rel 
Bytes: 3 
Cycles: 2 



Encoding: 



10 11 



1 1 



immediate data 



Operation: (PC) <- (PC) + 3 
IF ((Ri)) < > data 
THEN 

(PC) *— (PC) + relative offset 

IF ((Ri)) < data 
THEN 

(C)<-1 

ELSE 

(C)<-0 



rel. address 
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Function: Clear Accumulator 
ascription: The Accumulator is cleared (all bits reset to zero). No flags are affected. 
Example: The Accumulator contains 5CH (01011 100B). The instruction, 
CLR A 

will leave the Accumulator set to 00H (OOOOOOOOB). 
Bytes: 1 
Cycles: 1 



Encoding: 



CLR bit 



1111 



10 



Operation: CLR 

(A)*-0 



Function: Clear bit 

Description: The indicated bit is cleared (reset to zero). No other flags are affected. CLR can operate on the 
carry flag or any directly addressable bit. 



Example: Port 1 has previously been written with 5DH (01011101B). The instruction, 
CLR P1.2 

will leave the port set to 59H (01011001B). 



CLR C 



Bytes: 1 
Cycles: 1 



Encoding: 



110 



11 



Operation: CLR 

(Q«-o 



CLR bit 



Bytes: 2 
Cycles: 1 



Encoding: 



110 



10 



Operation: CLR 

(bit) <- 



bit address 
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CPL A 



Function: 
Description: 

Example: 



Bytes: 
Cycles: 

Encoding: 
Operation: 



Complement Accumulator 

Each bit of the Accumulator is logically complemented (one's complement). Bits which previ- 
ously contained a one are changed to a zero and vice-versa. No flags are affected. 

The Accumulator contains 5CH (01011100B). The instruction, 
CPL A 

will leave the Accumulator set to 0A3H (1010001 IB). 

1 

1 



1111 10 



CPL 

(A)«-~|(A) 



CPL bit 



Function: 
Description: 



Example: 



CPL C 



Bytes: 
Cycles: 

Encoding: 



Complement bit 

The bit variable specified is complemented. A bit which had been a one is changed to zero and 
vice-versa. No other flags are affected. CLR can operate on the carry or any directly address- 
able bit. 

Note: When this instruction is used to modify an output pin, the value used as the original data 
will be read from the output data latch, not the input pin. 

Port 1 has previously been written with 5BH (01011101B). The instruction sequence, 
CPL Pl.l 
CPL P1.2 

will leave the port set to 5BH (0101 101 IB). 



10 11 11 



CPL 

(Q+--|(Q 
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CPL bit 



Bytes: 2 
Cycles: 1 



Encoding: 



DA A 



10 11 



10 



— 



bit address 




Operation: CPL 

(bit) *- H (bit) 



Function: Decimal-adjust Accumulator for Addition 

Description: DA A adjusts the eight-bit value in the Accumulator resulting from the earlier addition of two 
variables (each in packed-BCD format), producing two four-bit digits. Any ADD or ADDC 
instruction may have been used to perform the addition. 



If Accumulator bits 3-0 are greater than nine (xxxxlOlO-xxxxllll), or if the AC flag is one, 
six is added to the Accumulator producing the proper BCD digit in the low-order nibble. This 
internal addition would set the carry flag if a carry-out of the low-order four-bit field propagat- 
ed through all high-order bits, but it would not clear the carry flag otherwise. 

If the carry flag is now set, or if the four high-order bits now exceed nine (1010xxxx-l 1 lxxxx), 
these high-order bits are incremented by six, producing the proper BCD digit in the high-order 
nibble. Again, this would set the carry flag if there was a carry-out of the high-order bits, but 
wouldn't clear the carry. The carry flag thus indicates if the sum of the original two BCD 
variables is greater than 100, allowing multiple precision decimal addition. OV is not affected. 

All of this occurs during the one instruction cycle. Essentially, this instruction performs the 
decimal conversion by adding 00H, 06H, 60H, or 66H to the Accumulator, depending on 
initial Accumulator and PSW conditions. 

Note: DA A cannot simply convert a hexadecimal number in the Accumulator to BCD nota- 
tion, nor does DA A apply to decimal subtraction. 
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Example: The Accumulator holds the value 56H (010101 10B) representing the packed BCD digits of the 
decimal number 56. Register 3 contains the value 67H (01 10011 IB) representing the packed 
BCD digits of the decimal number 67. The carry flag is set. The instruction sequence. 

ADDC A,R3 
DA A 

will first perform a standard twos-complement binary addition, resulting in the value 0BEH 
(10111110) in the Accumulator. The carry and auxiliary carry flags will be cleared. 

The Decimal Adjust instruction will then alter the Accumulator to the value 24H 
(00100100B), indicating the packed BCD digits of the decimal number 24, the low-order two 
digits of the decimal sum of 56, 67, and the carry-in. The carry flag will be set by the Decimal 
Adjust instruction, indicating that a decimal overflow occurred. The true sum 56, 67, and 1 is 
124. 



BCD variables can be incremented or decremented by adding 01H or 99H. If the Accumulator 
initially holds 30H (representing the digits of 30 decimal), then the instruction sequence, 



ADD A,#99H 
DA A 



Bytes: 
Cycles: 

Encoding: 



will leave the carry set and 29H in the Accumulator, since 30 + 99 = 129. The low-order 
byte of the sum can be interpreted to mean 30 - 1 = 29. 

1 

1 



110 1 



10 



DA 

-contents of Accumulator are BCD 
IF [[(A3.0) > 9] V [(AC) = 1]] 
THEN(A3_o) <- (A 3 _o) + 6 
AND 

IF [[(A M ) > 9] V [(C) = 1]] 
THEN (A7.4) «- (Am) + 6 
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DEC byte 

Function: Decrement 

Description: The variable indicated is decremented by 1 . An original value of 00H will underflow to OFFH. 

No flags are affected. Four operand addressing modes are allowed: accumulator, register, 
direct, or register-indirect. 

Note: When this instruction is used to modify an output port, the value used as the original 
port data will be read from the output data latch, not the input pins. 

Example: Register contains 7FH (0111111 IB). Internal RAM locations 7EH and 7FH contain 00H 
and 40H, respectively. The instruction sequence, 

DEC @R0 

DEC R0 

DEC @R0 

will leave register set to 7EH and internal RAM locations 7EH and 7FH set to OFFH and 
3FH. 



DEC A 



Bytes: 
Cycles: 

Encoding: 
Operation: 



1 10 



DEC 

(A) * (A) — 1 



DEC Rn 

Bytes: 
Cycles: 

Encoding: 
Operation: 



1 1 r r r 



DEC 

(Rn) <— (Rn) - 1 
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DEC direct 



Cycles: 

Encoding: 
Operation: 



2 
1 



1 1 1 



DEC 

(direct) «— (direct) - 1 



direct address 



DEC @Ri 

Bytes: 
Cycles: 

Encoding: 
Operation: 

DIV AB 



1 1 1 i 



DEC 

((Ri)) «- ((Ri)) - 1 



■ 



Function: 
Description: 



Example: 



Bytes: 
Cycles: 

Encoding: 
Operation: 



Divide 

DIV AB divides the unsigned eight-bit integer in the Accumulator by the unsigned eight-bit 
integer in register B. The Accumulator receives the integer part of the quotient; register B 
receives the integer remainder. The carry and OV flags will be cleared. 

Exception: if B had originally contained 00H, the values returned in the Accumulator and B- 
register will be undefined and the overflow flag will be set. The carry flag is cleared in any 
case. 

The Accumulator contains 251 (0FBH or 1 1 1 1 101 IB) and B contains 18 (12H or 00010010B). 
The instruction, 

DIV AB 

will leave 13 in the Accumulator (0DH orOOOOHOlB) and the value 17 (11H or OOOIOOOIB) 
in B, since 251 = (13 X 18) + 17. Carry and OV will both be cleared. 



10 



10 



DIV 

(A) 15-8 
(Bb-0 ' 



■ (A)/(B) 
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DJNZ <byte>,<rel-addr> 



Function: 
Description: 



Example: 



DJNZ Rn.rel 
Bytes: 
Cycles: 

Encoding: 
Operation: 



Decrement and Jump if Not Zero 

DJNZ decrements the location indicated by 1, and branches to the address indicated by the 
second operand if the resulting value is not zero. An original value of 00H will underflow to 
OFFH. No flags are affected. The branch destination would be computed by adding the signed 
relative-displacement value in the last instruction byte to the PC, after incrementing the PC to 
the first byte of the following instruction. 

The location decremented may be a register or directly addressed byte. 

Note: When this instruction is used to modify an output port, the value used as the original 
port data will be read from the output data latch, not the input pins. 

Internal RAM locations 40H, 50H, and 60H contain the values 01H, 70H, and 15H, respec- 
tively. The instruction sequence, 



DJNZ 40H.LABEL 1 

DJNZ 50H, LABEL 2 

DJNZ 60H, LABEL 3 

will cause a jump to the instruction at label LABEL 2 with the values 00H, 6FH, and 1 5H in 

the three RAM locations. The first jump was not taken because the result was zero. 

This instruction provides a simple way of executing a program loop a given number of times, 
or for adding a moderate time delay (from 2 to 512 machine cycles) with a single instruction. 
The instruction sequence, 



TOGGLE: 



MOV 

CPL 

DJNZ 



R2,#8 
P1.7 

R2,TOGGLE 



will toggle P1.7 eight times, causing four output pulses to appear at bit 7 of output Port 1. 
Each pulse will last three machine cycles; two for DJNZ and one to alter the pin. 



110 1 



1 r r r 



it. address 



DJNZ 

(PC) «— (PC) + 2 
(Rn) «~ (Rn) - 1 
IF (Rn) > or (Rn) < 
THEN 

(PC) <- (PC) + rel 
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DJNZ direct.rel 



Cycles: 

Encoding: 
Operation: 



110 1 



10 1 



direct address 



rel. address 



DJNZ 

(PC) <- (PC) + 2 
(direct) < — (direct) — 1 
IF (direct) > or (direct) < 
THEN 

(PC) «- (PC) + rel 



INC <byte> 



Function: Increment 



Example: 



INC A 



Bytes: 
Cycles: 

Encoding: 
Operation: 



INC increments the indicated variable by 1 . An original value of OFFH will overflow to 00H. 
No flags are affected. Three addressing modes are allowed: register, direct, or register-indirect. 

Note: When this instruction is used to modify an output port, the value used as the original 
port data will be read from the output data latch, not the input pins. 

Register contains 7EH (0111111 10B). Internal RAM locations 7EH and 7FH contain OFFH 
and 40H, respectively. The instruction sequence, 



INC @R0 
INC R0 
INC @R0 



will leave register set to 7FH and internal RAM locations 7EH and 7FH holding (respective- 
ly) 00H and 41 H. 



- 



1 



INC 

(A) * (A) + 1 



■ 
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Bytes: 1 
Cycles: 1 



Encoding: 







1 r r r 



Operation: INC 

(Rn) +— (Rn) + 1 



INC direct 



Cycles: 1 
Encoding: 







10 1 



Operation: INC 

(direct) «- (direct) + 1 

INC @RI 

Bytes: 1 
Cycles: 1 



Encoding: 







1 1 i 



Operation: INC 

«Ri» — «Ri» + 1 



INC DPTR 



direct address 



Function: Increment Data Pointer 

Description: Increment the 16-bit data pointer by 1. A 16-bit increment (modulo 2 16 ) is performed; an 
overflow of the low-order byte of the data pointer (DPL) from 0FFH to OOH will increment 
the high-order byte (DPH). No flags are affected. 

This is the only 16-bit register which can be incremented. 
Example: Registers DPH and DPL contain 12H and OFEH, respectively. The instruction sequence, 

INC DPTR 
INC DPTR 
INC DPTR 

will change DPH and DPL to 13H and 01H. 
Bytes: 1 
Cycles: 2 

Encoding: 

Operation: INC 

(DPTR) «- (DPTR) + 1 



10 10 



11 
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JB bit.rel 



Function: Jump if Bit set 



Example: 



Bytes: 
Cycles: 

Encoding: 
Operation: 



If the indicated bit is a one, jump to the address indicated; otherwise proceed with the next 
instruction. The branch destination is computed by adding the signed relative-displacement in 
the third instruction byte to the PC, after incrementing the PC to the first byte of the next 
instruction. The bit tested is not modified. No flags are affected. 

The data present at input port 1 is 1 1001010B. The Accumulator holds 56 (010101 10B). The 
instruction sequence, 

JB P1.2,LABEL1 

JB ACC.2,LABEL2 

will cause program execution to branch to the instruction at label LABEL2. 

3 

2 



10 







bit address 



rel. address 



JB 

(PC) «- (PC) + 3 
IF (bit) = 1 
THEN 

(PC) *- (PC) + rel 



JBC bit,rel 



Function: Jump if Bit is set and Clear bit 

Description: If the indicated bit is one, branch to the address indicated; otherwise proceed with the next 
instruction. The bit will not be cleared if it is already a zero. The branch destination is comput- 
ed by adding the signed relative-displacement in the third instruction byte to the PC, after 
incrementing the PC to the first byte of the next instruction. No flags are affected. 

Note: When this instruction is used to test an output pin, the value used as the original data 
will be read from the output data latch, not the input pin. 

Example: The Accumulator holds 56H (010101 10B). The instruction sequence, 

JBC ACC.3,LABEL1 
JBC ACC.2.LABEL2 

will cause program execution to continue at the instruction identified by the label LABEL2, 
with the Accumulator modified to 52H (01010010B). 
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Bytes: 
Cycles: 

Encoding: 
Operation: 



1 







bit address 



rel. address 



JBC 

(PC) ■*— (PC) + 3 
IF (bit) = 1 
THEN 

(bit)<- 
(PQ + 



o 

■ (PC) + rel 



JC rel 



Function: 
Description: 



Bytes: 
Cycles: 

Encoding: 
Operation: 





Jump if Carry is set 

If the carry flag is set, branch to the address indicated; otherwise proceed with the next 
instruction. The branch destination is computed by adding the signed relative-displacement in 
the second instruction byte to the PC, after incrementing the PC twice. No flags are affected. 



Example: The carry flag is cleared. The instruction sequence, 



JC LABEL 1 
CPL C 
JC LABEL 2 

will set the carry and cause program execution to continue at the instruction identified by the 
label LABEL2. 



10 







rel. address 



JC 

(PC) <- (PC) + 2 
IF (C) = 1 
THEN 

(PC)* 



(PC) + rel 
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JMP @A + DPTR 



Function: Jump indirect 



Description: 



Add the eight-bit unsigned contents of the Accumulator with the sixteen-bit data pointer, and 
load the resulting sum to the program counter. This will be the address for subsequent instruc- 
tion fetches. Sixteen-bit addition is performed (modulo 2 16 ): a carry-out from the low-order 
eight bits propagates through the higher-order bits. Neither the Accumulator nor the Data 
Pointer is altered. No flags are affected. 

An even number from to 6 is in the Accumulator. The following sequence of instructions will 
branch to one of four AJMP instructions in a jump table starting at JMP TBL: 

MOV DPTR, # JMP TBL 

JMP ©A + DPTR 

JMP TBL: AJMP LABELO 

AJMP LABEL 1 

AJMP LABEL2 

AJMP LABEL3 



Cycles: 



If the Accumulator equals 04H when starting this sequence, execution will jump to label 
LABEL2. Remember that AJMP is a two-byte instruction, so the jump instructions start at 
every other address. 

1 

2 



Encoding: 



111 11 



Operation: JMP 

(PC) <— (A) + (DPTR) 
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JNB bit,rel 



Function: Jump if Bit Not set 



Example: 



Bytes: 
Cycles: 

Encoding: 
Operation: 



If the indicated bit is a zero, branch to the indicated address; otherwise proceed with the next 
instruction. The branch destination is computed by adding the signed relative-displacement in 
the third instruction byte to the PC, after incrementing the PC to the first byte of the next 
instruction. The bit tested is not modified. No flags are affected. 

The data present at input port 1 is 1 1001010B. The Accumulator holds 56H (010101 10B). The 
instruction sequence, 

JNB P1.3,LABEL1 
JNB ACC.3,LABEL2 

will cause program execution to continue at the instruction at label LABEL2. 

3 
2 



11 







bit address 



— 



rel. 



JNB 

(PC) *— (PC) + 3 
IF (bit) = 

THEN (PC) <— (PC) + rel. 



JNC rel 

Function: 
Description: 



Jump if Carry not set 

If the carry flag is a zero, branch to the address indicated; otherwise proceed with the next 
instruction. The branch destination is computed by adding the signed relative-displacement in 
the second instruction byte to the PC, after incrementing the PC twice to point to the next 
instruction. The carry flag is not modified. 

Example: The carry flag is set. The instruction sequence, 

JNC LABEL 1 

CPL C 

JNC LABEL2 



Bytes: 
Cycles: 

Encoding: 
Operation: 



will clear the carry and cause program execution to continue at the instruction identified by 
the label LABEL2. 

2 

2 



10 1 







rel. 



JNC 

(PC) *— (PC) + 2 
IF (C) = 

THEN (PC)< 



■ (PC) + rel 
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JNZ rel 



Function: Jump if Accumulator Not Zero 

ascription: If any bit of the Accumulator is a one, branch to the indicated address; otherwise proceed with 
the next instruction. The branch destination is computed by adding the signed relative-dis- 
placement in the second instruction byte to the PC, after incrementing the PC twice. The 
Accumulator is not modified. No flags are affected. 

Example: The Accumulator originally holds 00H. The instruction sequence, 

JNZ LABEL 1 

INC A 

JNZ LABEL2 



Bytes: 
Cycles: 

Encoding: 
Operation: 



will set the Accumulator to 01H and continue at label LABEL2. 

2 

2 



111 







JNZ 

(PC) *- (PC) + 2 
IF (A) # 

THEN (PC) • 



rel. address 



• (PC) + rel 



JZ rel 



Function: Jump if Accumulator Zero 

ascription: If all bits of the Accumulator are zero, branch to the address indicated; otherwise proceed with 
the next instruction. The branch destination is computed by adding the signed relative-dis- 
placement in the second instruction byte to the PC, after incrementing the PC twice. The 
Accumulator is not modified. No flags are affected. 

Example: The Accumulator originally contains 01H. The instruction sequence, 

JZ LABEL 1 

DEC A 

JZ LABEL2 



Bytes: 2 
Cycles: 2 



will change the Accumulator to 00H and cause program execution to continue at the instruc- 
tion identified by the label LABEL2. 



Encoding: 
Operation: 



1 1 



rel. address 



JZ 

(PC) <— (PC) + 2 
IF (A) = 

THEN (PC) <- (PC) + rel 
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LCALL addr16 (Not implemented in 8xC751 and 8xC752) 



Function: Long call 



Description: 



LCALL calls a subroutine located at the indicated address. The instruction adds three to the 
program counter to generate the address of the next instruction and then pushes the 16-bit 
result onto the stack (low byte first), incrementing the Stack Pointer by two. The high-order 
and low-order bytes of the PC are then loaded, respectively, with the second and third bytes of 
the LCALL instruction. Program execution continues with the instruction at this address. The 
subroutine may therefore begin anywhere in the full 64K-byte program memory address space. 
No flags are affected. 



Initially the Stack Pointer equals 07H. The label "SUBRTN" is 
location 1234H. After executing the instruction, 



to program memory 



LCALL SUBRTN 



Bytes: 
Cycles: 



Encoding: 
Operation: 



at location 0123H, the Stack Pointer will contain 09H, internal RAM locations 08H and 09H 
will contain 26H and 01H, and the PC will contain 1235H. 



1 



LCALL 

(PC) «- (PC) + 3 
(SP) *- (SP) + 1 
((SP)) <- (PC7.0) 
(SP) *- (SP) + 1 
((SP)) <- (PC 15 . 8 ) 
(PC) «— addri 5 _o 



10 



addrl 5-addr8 



addr7-addr0 



LJMP addr16 (Implemented in 87C751 and 87C752, for use in in-circuit emulation). 



Function: Long Jump 



Example: 



LJMP causes an unconditional branch to the indicated address, by loading the high-order and 
low-order bytes of the PC (respectively) with the second and third instruction bytes. The 
destination may therefore be anywhere in the full 64K program memory address space. No 
flags are affected. 

The label "JMPADR" is assigned to the instruction at program memory location 1234H. The 
instruction, 



LJMP JMPADR 



at location 0123H will load the program counter with 1234H. 
Bytes: 3 
Cycles: 2 



Encoding: 







10 



addrl 5-addr8 



addr7-addr0 



LJMP 

(PC) <— addr 15 .o 
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MOV <de8t-byte>,<src-byte> 



Function: Move byte variable 



Example: 



The byte variable indicated by the second operand is copied into the location spec: 
first operand. The source byte is not affected. No other register or flag is affected. 



the 



This is by far the most flexible operation. Fifteen combinations of source and destination 
addressing modes are allowed. 

Internal RAM location 30H holds 40H. The value of RAM location 40H is 10H. The data 
present at input port 1 is 11001010B (OCAH). 



MOV R0,#30H 

MOV A,@R0 

MOV R1,A 

MOV R,@R1 

MOV @R1,P1 

MOV P2.P1 



R0 < = 30H 
A <= 40H 
Rl < = 40H 
B < = 10H 

RAM (40H) < = OCAH 
P2 #0CAH 



leaves the value 30H in register 0, 40H in both the Accumulator and register 1, 10H in register 
B, and OCAH (11001010B) both in RAM location 40H and output on port 2. 



MOV A,Rn 



Cycles: 

Encoding: 
Operation: 



1110 



1 r r r 



MOV 

(A) <- (Rn) 



•MOV A,dlrect 
Bytes: 
Cycles: 



Operation: 



1110 



10 1 



direct address 



MOV 

(A) #- (direct) 



•MOV A.ACC Is not a valid Instruction. 
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Encoding: 



1110 



1 1 i 



Operation: MOV 

(A) <- ((Ri)) 

MOV A, # data 

Bytes: 2 
Cycles: 1 



Encoding: 



111 



10 



immediate data 



Operation: MOV 

(A) «— #data 

MOV Rn,A 

Bytes: 1 
Cycles: 1 



Encoding: 



1111 



1 r r r 



Operation: MOV 

(Rn) <— (A) 

MOV Rn,dlrect 

Bytes: 2 
Cycles: 2 



Encoding: 



10 10 



1 r r r 



Operation: MOV 

(Rn) «— (direct) 

MOV Rn,#data 

Bytes: 2 
Cycles: 1 



Encoding: 



111 



1 r r r 



immediate data 



Operation: MOV 

(Rn) *— #data 
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MOV direct,A 
Bytes: 
Cycles: 

Encoding: 
Operation: 

MOV direct.Rn 
Bytes: 
Cycles: 

Encoding: 
Operation: 

MOV dlrect,direct 
Bytes: 3 
Cycles: 2 

Encoding: 
Operation: 

MOV direct, @Ri 
Bytes: 
Cycles: 

Encoding: 
Operation: 



1111 



10 1 



MOV 
(direct) ■ 



(A) 



10 



1 r r r 



MOV 

(direct) - 



(Rn) 



10 



10 1 



MOV 
(direct) < 



■ (direct) 



10 





1 1 i 



MOV 
(direct) • 



direct address 



direct address 



dir. addr. (src) 



direct addr. 



dir. addr. (dest) 



■«R>)) 



MOV direct, # data 
Bytes: 3 
Cycles: 2 



Encoding: 
Operation: 



111 



10 1 



MOV 
(direct) • 



direct address 



immediate data 



February 1989 



1-89 



Signetics Microprocessor Products 



User's Guide 



Section 1 



8051 Family Programmer's Guide and Instruction Set 



MOV @Ri,A 

Bytes: 1 
Cycles: 1 



Encoding: 



1111 



1 1 



MOV 

«Ri» <- (A) 



MOV @RI,dlrect 



Cycles: 2 
Encoding: 



Operation: MOV 

((Ri)) «- (direct) 

MOV @RI,#data 

Bytes: 2 
Cycles: 1 



Encoding: 



111 



1 1 i 



Operation: MOV 

((RI)) «- #data 



10 10 


1 1 i 




direct addr. 



immediate data 



MOV <dest-blt>,<src-blt> 







Function: Move bit data 



Description: The Boolean variable indicated by the second operand is copied into the location specified by 
the first operand. One of the operands must be the carry flag; the other may be any directly 
addressable bit. No other register or flag is affected. 

Example: The carry flag is originally set. The data present at input Port 3 is 11000101B. The data 
previously written to output Port 1 is 35H (00110101B). 



MOV P1.3.C 
MOV C.P3.3 
MOV P1.2.C 

will leave the carry cleared and change Port 1 to 39H (00111001B). 
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MOV C.bit 



Cycles: 1 
Encoding: 



Encoding: 



10 10 



10 



MOV 

(C) «- (bit) 



MOV blt,C 

Bytes: 2 
Cycles: 2 



10 1 



10 



Operation: MOV 

(bit) <- (C) 



bit address 



bit address 



MOV DPTR,#data16 



Function: Load Data Pointer with a 16-bit constant 

Description: The Data Pointer is loaded with the 16-bit constant indicated. The 16-bit constant is loaded 
into the second and third bytes of the instruction. The second byte (DPH) is the high-order 
byte, while the third byte (DPL) holds the low-order byte. No flags are affected. 

This is the only instruction which moves 16 bits of data at once. 

Example: The instruction, 

MOV DPTR,#1234H 

will load the value 1234H into the Data Pointer: DPH will hold 12H and DPL will hold 34H. 
Bytes: 3 
Cycles: 2 



Encoding: 



10 1 







immed. datal 5-8 



immed. data7-0 



MOV 

(DPTR) <— #datai5_o 

DPH □ DPL *- #datai 5 . 8 □ #data 7 ^ 
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MOVC A,@A+ <base-reg> 



Function: Move Code byte 

Description: The MOVC instructions load the Accumulator with a code byte, or constant from program 
memory. The address of the byte fetched is the sum of the original unsigned eight-bit Accumu- 
lator contents and the contents of a sixteen-bit base register, which may be either the Data 
Pointer or the PC. In the latter case, the PC is incremented to the address of the following 
instruction before being added with the Accumulator; otherwise the base register is not al- 
tered. Sixteen-bit addition is performed so a carry-out from the low-order eight bits may 
propagate through higher-order bits. No flags are affected. 

Example: A value between and 3 is in the Accumulator. The following instructions will translate the 
value in the Accumulator to one of four values defined by the DB (define byte) directive. 



REL_PC: INC A 



MOVC A,@A + PC 
RET 

DB 66H 



DB 
DB 
DB 

If the subroutine is called with the Accumulator equal to 01H, it will return with 77H in the 
Accumulator. The INC A before the MOVC instruction is needed to "get around" the RET 
instruction above the table. If several bytes of code separated the MOVC from the table, the 
corresponding number would be added to the Accumulator instead. 



77H 



99H 



MOVC A,@A + DPTR 
Bytes: 1 
Cycles: 2 



Encoding: 



10 1 



11 



Operation: MOVC 

(A) *r> ((A) + (DPTR)) 



MOVC A,@A + PC 



Bytes: 
Cycles: 

Encoding: 



10 



11 



MOVC 

(PC) «*- (PC) + 1 
(A) <- ((A) + (PC)) 
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MOVX <dest-byte>,<src-byte> (Not implemented in 8xC751 and 8xC752) 



Function: Move External 

Description: The MOVX instructions transfer data between the Accumulator and a byte of external data 
memory, hence the "X" appended to MOV. There are two types of instructions, differing in 
whether they provide an eight-bit or sixteen-bit indirect address to the external data RAM. 

In the first type, the contents of R0 or Rl in the current register bank provide an eight-bit 
address multiplexed with data on P0. Eight bits are sufficient for external I/O expansion 
decoding or for a relatively small RAM array. For somewhat larger arrays, any output port 
pins can be used to output higher-order address bits. These pins would be controlled by an 
output instruction preceding the MOVX. 

In the second type of MOVX instruction, the Data Pointer generates a sixteen-bit address. P2 
outputs the high-order eight address bits (the contents of DPH) while P0 multiplexes the low- 
order eight bits (DPL) with data. The P2 Special Function Register retains its previous con- 
tents while the P2 output buffers are emitting the contents of DPH. This form is faster and 
more efficient when accessing very large data arrays (up to 64K bytes), since no additional 
instructions are needed to set up the output ports. 

It is possible in some situations to mix the two MOVX types. A large RAM array with its 
high-order address lines driven by P2 can be addressed via the Data Pointer, or with code to 
output high-order address bits to P2 followed by a MOVX instruction using R0 or Rl. 

Example: An external 256 byte RAM using multiplexed address/data lines is connected to 
the 8051 Port 0. Port 3 provides control lines for the external RAM. Ports 1 
and 2 are used for normal I/O. Registers and 1 contain 12H and 34H. Loca- 
tion 34H of the external RAM holds the value 56H. The instruction sequence, 

MOVX A,@R1 

MOVX @R0,A 

copies the value 56H into both the Accumulator and external RAM location 12H. 
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MOVX A,@Ri 

Bytes: 1 
Cycles: 2 



1110 



1 i 



Operation: MOVX 

(A) <- ((Ri)) 



MOVX A,@DPTR 
Bytes: 
Cycles: 

Encoding: 
Operation: 

MOVX @RI,A 
Bytes: 
Cycles: 



1110 







MOVX 
(A) *- ((DPTR)) 



Encoding: 



1111 



1 i 



Operation: MOVX 

«Ri» <- (A) 

MOVX @DPTR,A 

Bytes: 1 
Cycles: 2 



Encoding: 



1111 







Operation: MOVX 

(DPTR) «- (A) 
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NOP 



Function: 
Description: 

Example: 



No Operation 

Execution continues at the following instruction. Other than the PC, no registers or flags are 
affected. 

It is desired to produce a low-going output pulse on bit 7 of Port 2 lasting exactly 5 cycles. A 
simple SETB/CLR sequence would generate a one-cycle pulse, so four additional cycles must 
be inserted. This may be done (assuming no interrupts are enabled) with the 
sequence, 



Bytes: 
Cycles: 

Encoding: 
Operation: 



CLR P2.7 

NOP 

NOP 

NOP 

NOP 

SETB P2 7 

1 

1 











NOP 

(PC) <— (PC) + 1 



MUL AB 



Function: 
Description: 

Example: 



Bytes: 
Cycles: 

Encoding: 
Operation: 



Multiply 

MUL AB multiplies the unsigned eight-bit integers in the Accumulator and register B. The 
low-order byte of the sixteen-bit product is left in the Accumulator, and the high-order byte in 
B. If the product is greater than 255 (0FFH) the overflow flag is set; otehrwise it is cleared. 
The carry flag is always cleared. 

Originally the Accumulator holds the value 80 (50H). Register B holds the value 160 (0A0H). 
The instruction, 

MUL AB 

will give the product 12,800 (3200H), so B is changed to 32H (001 10010B) and the 
tor is cleared. The overflow flag is set, carry is cleared. 

1 

4 



10 10 10 



MUL 

(A) 7 -0 «- (A) X < 

(B) t5-8 
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Function: Logical-OR for byte variables 



Description: 



ORL performs the bitwise logical-OR operation between the indicated variables, storing the 
results in the destination byte. No flags are affected. 

The two operands allow six addressing mode combinations. When the destination is the Accu- 
mulator, the source can use register, direct, register-indirect, or immediate addressing; when 
the destination is a direct address, the source can be the Accumulator or immediate data. 

Note: When this instruction is used to modify an output port, the value used as the original 
port data will be read from the output data latch, not the input pins. 

If the Accumulator holds 0C3H (1100001 IB) and R0 holds 55H (01010101B) then the in- 
struction, 



Encoding: 



ORL A,R0 

will leave the Accumulator holding the value 0D7H (1101011 IB). 

When the destination is a directly addressed byte, the instruction can set combinations of bits 
in any RAM location or hardware register. The pattern of bits to be set is determined by a 
mask byte, which may be either a constant data value in the instruction or a variable computed 
in the Accumulator at run-time. The instruction, 

ORL P1,#00110010B 

will set bits 5, 4, and 1 of output Port 1. 



ORL A,Rn 

Bytes: 1 
Cycles: 1 



10 



1 r r r 



Operation: ORL 

(A) ■*- (A) V (Rn) 
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ORL A,direct 

Bytes: 2 
Cycles: 1 



Encoding: 



10 



10 1 



Operation: ORL 

(A) <— (A) V (direct) 

ORL A,@Ri 

Bytes: 1 
Cycles: 1 



Encoding: 



10 



1 1 i 



Operation: ORL 

(A) <- (A) V ((Ri)) 

ORL A, # data 

Bytes: 2 
Cycles: 1 



Encoding: 



10 



10 



Operation: ORL 

(A)*- (A) V #data 

ORL direct.A 

Bytes: 2 
Cycles: 1 



Encoding: 



10 



10 



direct address 



Operation: ORL 

(direct) *— (direct) V (A) 



immediate data 



i 



direct address 



ORL direct,* data 
Bytes: 3 
Cycles: 2 



Encoding: 



10 



11 



direct addr. 



immediate data 



Operation: ORL 

(direct) <— (direct) V #data 
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ORL C,<src-bit> 







Function: 
Description: 



ORL C,blt 

Bytes: 
Cycles: 

Encoding: 
Operation: 

ORL C,/blt 



Cycles: 

Encoding: 
Operation: 



Logical-OR for bit variables 



Set the carry flag if the Boolean value is a logical 1; leave the carry in its current state 
otherwise . A slash ("/") preceding the operand in the assembly language indicates that the 
logical complement of the addressed bit is used as the source value, but the source bit itself is 
not affected. No other I 



Set the carry flag if and only if P1.0 = 1, ACC. 7 = 1, or OV = 0: 
MOV C,P 1.0 ;LOAD CARRY WITH INPUT PIN P10 
ORL CACC.7 ;OR CARRY WITH THE ACC. BIT 7 
ORL C/OV ;OR CARRY WITH THE INVERSE OF OV. 



111 10 



bit address 



ORL 

(Q *- (Q V (bit) 



10 10 







bit address 



ORL 

(C) <- (C) V (bit) 
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POP direct 



Function: 


Pop from stack. 






Description: 

Eyamnle- 


The contents of the internal RAM location addressed by the Stack Pointer is read, and the 
Stack Pointer is decremented by one. The value read is then transferred to the directly ad- 
dressed byte indicated. No flags are affected. 

The Stack Pointer originally contains the value 32H, and internal RAM locations 30H 
through 32H contain the values 20H, 23H, and 01H, respectively. The instruction sequence, 




POP DPH 










POP DPL 










will leave the Stack Pointer equal to the value 30H and the Data Pointer set to 0123H. At this 
point the instruction, 




POP SP 










will leave the Stack Pointer set to 20H. Note that in this special case the Stack Pointer was 
decremented to 2FH before being loaded with the value popped (20H). 


Bytes: 


2 








Cycles: 


2 








Encoding: 


110 1 







direct address 


Operation: 


POP 

(direct) <- ((SP)) 
(SP) <- (SP) - 1 






PUSH direct 











Function: 
Description: 

Example: 



Push onto stack 

The Stack Pointer is incremented by one. The contents of the indicated variable is then copied 
into the internal RAM location addressed by the Stack Pointer. Otherwise no flags are affect- 
ed. 

On entering an interrupt routine the Stack Pointer contains 09H. The Data Pointer holds the 
value 0123H. The instruction sequence, 



PUSH DPL 
PUSH DPH 



Bytes: 
Cycles: 

Encoding: 
Operation: 



will leave the Stack Pointer set to 0BH and store 23H and 01H in internal RAM locations 
0AH and 0BH, respectively. 

2 
2 



110 







direct address 



PUSH 

(SP) <— (SP) + 1 
((SP)) <- (direct) 
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RET 



Function: Return from subroutine 

Description: RET pops the high- and low-order bytes of the PC successively from the stack, decrementing 
the Stack Pointer by two. Program execution continues at the resulting address, generally the 
instruction immediately following an ACALL or LCALL. No flags are affected. 

Example: The Stack Pointer originally contains the value OBH. Internal RAM locations OAH and OBH 
contain the values 23H and 01H, respectively. The instruction, 

RET 



Bytes: 
Cycles: 

Encoding: 



will leave the Stack Pointer equal to the value 09H. Program execution will continue at 
location 0123H. 

1 

2 



1 1 



Operation: RET 

(PClS-g) *- ((SP)) 
(SP) <- (SP) - 1 
(PC™) ((SP)) 
(SP) <- (SP) - 1 



RETI 



Function: Return from interrupt 

Description: RETI pops the high- and low-order bytes of the PC successively from the stack, and restores 
the interrupt logic to accept additional interrupts at the same priority level as the one just 
processed. The Stack Pointer is left decremented by two. No other registers are affected; the 
PSW is not automatically restored to its pre-interrupt status. Program execution continues at 
the resulting address, which is generally the instruction immediately after the point at which 
the interrupt request was detected. If a lower- or same-level interrupt had been pending when 
the RETI instruction is executed, that one instruction will be executed before the pending 
interrupt is processed. 

Example: The Stack Pointer originally contains the value OBH. An interrupt was detected during the 
instruction ending at location 0122H. Internal RAM locations OAH and OBH contain the 
values 23H and 01H, respectively. The instruction, 

RETI 

will leave the Stack Pointer equal to 09H and return program execution to location 0123H. 
Bytes: 1 
Cycles: 2 



Encoding: 



11 



10 



Operation: RETI 

(PC 15 . 8 ) *- ((SP)) 
(SP) <— (SP) - 1 
(PC 7 . ) *~ ((SP)) 
(SP) «- (SP) - 1 
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RL A 



Function: Rotate Accumulator Left 

Description: The eight bits in the Accumulator are rotated one bit to the left. Bit 7 is rotated into the bit 
position. No flags are affected. 

Example: The Accumulator holds the value 0C5H (1 1000101B). The instruction, 
RL A 

leaves the Accumulator holding the value 8BH (1000101 IB) with the carry unaffected. 
Bytes: 1 
Cycles: 1 



Encoding: 



10 



11 



Operation: RL 

(An+1)«— (An), n - - 6 
(A0)«-(A7) 



RLC A 



Function: 
Description: 

Example: 



Bytes: 
Cycles: 

Encoding: 



Rotate Accumulator Left through the Carry flag 



The eight bits in the Accumulator and the carry flag are together rotated one bit to the left. Bit 
7 moves into the carry flag; the original state of the carry flag moves into the bit position. No 
other flags are affected. 

The Accumulator holds the value 0C5H (11000101B), and the carry is zero. The ii 
RLC A 

leaves the Accumulator holding the value 8BH (10001010B) with the carry set. 

1 
1 



11 



11 



RLC 

(An+l)<-(An), n - - 6 

(A0)«-(C) 

(C)«-(A7) 
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RR A 



Function: Rotate Accumulator Right 

Description: The eight bits in the Accumulator are rotated one bit to the right. Bit is rotated into the bit 7 
position. No flags are affected. 

Example: The Accumulator holds the value 0C5H (1 1000101B). The instruction, 
RR A 



Bytes: 
Cycles: 



leaves the Accumulator holding the value 0E2H (11100010B) with the carry unaffected. 



Encoding: 
Operation: 







11 



RR 

(An)«— (An+1), n - - 6 
(A7) +- (AO) 



RRC A 



Function: Rotate Accumulator Right through Carry flag 

Description: The eight bits in the Accumulator and the carry flag are together rotated one bit to the right. 

Bit moves into the carry flag; the original value of the carry flag moves into the bit 7 
position. No other flags are affected. 

Example: The Accumulator holds the value 0C5H (1 1000101B), the carry is zero. The instruction, 
RRC A 



Bytes: 
Cycles: 

Encoding: 
Operation: 



leaves the Accumulator holding the value 62 (01 100010B) with the carry set. 

1 

1 



1 



11 



RRC 

(An)« 

(A7)< 

(Q<- 



-(An+1), n = O - 6 
-(C) 
(AO) 
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SETB <bit> 

Function: Set Bit 

Description: SETB sets the indicated bit to one. SETB can operate on the carry flag or any directly 
addressable bit. No other flags are affected. 

Example: The carry flag is cleared. Output Port 1 has been written with the value 34H (001 10100B). The 

instructions, 

SETB C 
SETB P1.0 

will leave the carry flag set to 1 and change the data output on Port 1 to 35H (00110101B). 



SETB C 



Bytes: 1 
Cycles: 1 

Encoding: 



110 1 



11 



Operation: SETB 

(C)<-1 

SETB bit 

Bytes: 2 
Cycles: 1 



Encoding: 



110 1 


10 




bit address 



Operation: SETB 

(bit) +- 1 
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Function: Short Jump 

Description: Program control branches unconditionally to the address indicated. The branch destination is 
computed by adding the signed displacement in the second instruction byte to the PC, after 
incrementing the PC twice. Therefore, the range of destinations allowed is from 128 bytes 
preceding this instruction to 127 bytes following it. 

Example: The label "RELADR" is assigned to an instruction at program memory location 0123H. The 
instruction, 



SJMP RELADR 



will assemble into location 0100H. After the instruction is executed, the PC will contain the 
value 0123H. 



(Note: Under the above conditions the instruction following SJMP will be at 102H. Therefore, 
the displacement byte of the instruction will be the relative offset (0123H-0102H) = 21H. Put 
another way, an SJMP with a displacement of OFEH would be a one-instruction infinite loop.) 



Bytes: 2 
Cycles: 2 



Encoding: 
Operation: 



10 







SJMP 

(PC) <— (PC) + 2 
(PC) «— (PC) + rel 



rel. address 
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SUBB A,<src-byte> 



Function: Subtract with borrow 



Description: 



Example: 



SUBB A,Rn 

Bytes: 
Cycles: 

Encoding: 
Operation: 



SUBB subtracts the indicated variable and the carry flag together from the Accumulator, 
leaving the result in the Accumulator. SUBB sets the carry (borrow) flag if a borrow is needed 
for bit 7, and clears C otherwise. (If C was set before executing a SUBB instruction, this 
indicates that a borrow was needed for the previous step in a multiple precision subtraction, so 
the carry is subtracted from the Accumulator along with the source operand.) AC is set if a 
borrow is needed for bit 3, and cleared otherwise. OV is set if a borrow is needed into bit 6, but 
not into bit 7, or into bit 7, but not bit 6. 

When subtracting signed integers OV indicates a negative number produced when a negative 
value is subtracted from a positive value, or a positive result when a positive number is 
subtracted from a negative number. 

The source operand allows four addressing modes: register, direct, register-indirect, or imme- 
diate. 

The Accumulator holds 0C9H (11001001B), register 2 holds 54H (01010100B), and the carry 
flag is set. The instruction, 

SUBB A,R2 

will leave the value 74H (01 1 10100B) in the accumulator, with the carry flag and AC cleared 
but OV set. 

Notice that 0C9H minus 54H is 75H. The difference between this and the above result is due 
to the carry (borrow) flag being set before the operation. If the state of the carry is not known 
before starting a single or multiple-precision subtraction, it should be explicitly cleared by a 
CLR C instruction. 



10 1 1 r r r 



SUBB 

(A) «- (A) - (C) - (Rn) 
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SUBB A,direct 

Bytes: 2 
Cycles: 1 



Encoding: 



10 1 



10 1 



direct address 



Operation: SUBB 

(A) *- (A) - (C) - (direct) 

SUBB A,@RI 

Bytes: 1 
Cycles: 1 



10 1 



1 1 i 



Encoding: 

Operation: SUBB 

(A) <- (A) - (C) - ((Ri)) 

SUBB A, # data 

Bytes: 2 
Cycles: 1 



10 1 10 



immediate data 



Operation: SUBB 

(A) «- (A) - (C) - #data 



SWAP A 



Function: Swap nibbles within the Accumulator 

Description: SWAP A interchanges the low- and high-order nibbles (four-bit fields) of the Accumulator 
(bits 3-0 and bits 7-4). The operation can also be thought of as a four-bit rotate instruction. No 
flags are affected. 

Example: The Accumulator holds the value 0C5H (1 1000101B). The instruction, 
SWAP A 

leaves the Accumulator holding the value 5CH (01011100B). 
Bytes: 1 
Cycles: 1 



Encoding: 



110 



10 



SWAP 

(A3-o) ~Z (A7.4) 
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XCH A,<byte> 



Function: 
Description: 



Example: 



Exchange Accumulator with byte variable 



XCH A,Rn 

Bytes: 
Cycles: 

Encoding: 
Operation: 

XCH A,dlrect 
Bytes: 
Cycles: 

Encoding: 



XCH loads the Accumulator with the contents of the indicated variable, at the same time 
writing the original Accumulator contents to the indicated variable. The source/destination 
operand can use register, direct, or register-indirect addressing. 

RO contains the address 20H. The Accumulator holds the value 3FH (0011 HUB). 
RAM location 20H holds the value 75H (01110101B). The instruction, 

XCH A,@R0 

will leave RAM location 20H holding the values 3FH (001111 11B) and 75H (01110101B) in 
the accumulator. 



110 1 r r r 



XCH 

(A) Z (Rn) 



110 



10 1 



direct address 



XCH 

(A) t- (direct) 



XCH A,@RI 

Bytes: 



1 



Cycles: 1 



Encoding: 
Operation: 



1 1 1 1 i 



XCH 

(A) Z «Ri» 
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XCHD A,@RI 



Function: Exchange Digit 



Description: 



Example: 



Bytes: 
Cycles: 



XCHD exchanges the low-order nibble of the Accumulator (bits 3-0), generally representing a 
hexadecimal or BCD digit, with that of the internal RAM location indirectly addressed by the 
specified register. The high-order nibbles (bits 7-4) of each register are not affected. No flags 
are affected. 

R0 contains the address 20H. The Accumulator holds the value 36H (00110110B). Internal 
RAM location 20H holds the value 75H (01110101B). The instruction, 

XCHD A,@R0 

will leave RAM location 20H holding the value 76H (01 1 101 10B) and 35H (001 10101B) in the 
Accumulator. 

1 

1 



Encoding: 



110 1 1 1 i 



XCHD 

(A3.0) Z ((Ri 3 -o)) 



XRL < dest-byte > , < src-byte > 



Function: Logical Exclusive-OR for byte variables 

Description: XRL performs the bitwise logical Exclusive-OR operation between the indicated variables, 
storing the results in the destination. No flags are affected. 

The two operands allow six addressing mode combinations. When the destination is the Accu- 
mulator, the source can use register, direct, register-indirect, or immediate addressing; when 
the destination is a direct address, the source can be the Accumulator or immediate data. 

(Note: When this instruction is used to modify an output port, the value used as the original 
port data will be read from the output data latch, not the input pins.) 

Example: If the Accumulator holds 0C3H (1 100001 IB) and register holds 0AAH (10101010B) then 
the instruction, 



XRL A,R0 



will leave the Accumulator holding the value 69H (01101001B). 

When the destination is a directly addressed byte, this instruction can complement combina- 
tions of bits in any RAM location or hardware register. The pattern of bits to be complement- 
ed is then determined by a mask byte, either a constant contained in the instruction or a 
variable computed in the Accumulator at run-time. The instruction, 

XRL P1,#00110001B 



will complement bits 5, 4, and of output Port 1. 



February 1989 



1-108 



Signetics Microprocessor Products 



User's Guide 



Section 1 



8051 Family Programmer's Guide and Instruction Set 



XRL A,Rn 

Bytes: 1 
Cycles: 1 



Encoding: 



110 



1 r r r 



Operation: XRL 

(A)*- (A) V (Rn) 

XRL A.direct 

Bytes: 2 
Cycles: 1 



Encoding: 



110 



10 1 



Operation: XRL 

(A) «- (A) V (direct) 

XRL A,@RI 

Bytes: 1 
Cycles: 1 



Encoding: 



110 



1 1 i 



Operation: XRL 

(A) <- (A) V ((Ri)) 

XRL A, # data 

Bytes: 2 
Cycles: 1 



Encoding: 



110 



10 



Operation: XRL 

(A)*- (A) V #data 

XRL dlrect,A 

Bytes: 2 
Cycles: 1 



Encoding: 



110 



10 



Operation: XRL 

(direct) <— (direct) V (A) 



direct address 



immediate data 



direct address 
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XRL direct, # data 



Cycles: 2 
Encoding: 



110 



11 



direct address 



XRL 

(direct) «— (direct) V #daU 



immediate data 
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EPROM PRODUCTS 

All 80C51 derivative products offered by Signetics are 
supported with an EPROM version. Currently available 
EPROM parts are the 87C51, 87C451, and the 87C751. 
EPROM versions of the 83C552, 83C652, and 83C752 
are now in development. 

All EPROM products are available in both windowed 
DIP and OTP package configurations. The windowed 
DIP package allows the EPROM to be erased under a 
strong UV light source making program development 
easier and faster. The OTP (One Time Programmable) 
version cannot be erased because there is no window 
through which the die could be exposed to UV light. 
While the EPROM can only be programmed once in the 
OTP package, the part costs less than in windowed DIP 
and therefore offers an advantage for those not desiring 
to use the masked ROM version of the part. 

The EPROM products are fully supported on the industry 
standard EPROM programmers. 

PROGRAMMING THE 87C51, 87C4S1 AND 87C552 

The setup for programming the microcontroller is shown 
in Figure 59. Note that the part is running with a 4 to 6 
MHz oscillator. The clock must be running because the 
device is executing internal address and program data 
transfers during the programming. 



To program the SC87C51, SC87C451, or SC87C552, the 
address of the EPROM location to be programmed is 
applied to ports 1 and 2 as shown in Figure 59. The 
code byte to be programmed into this location is applied 
to port 0. RST, PSEN and the pins of ports 2 and 3 
specified in Table 20 are held at the "Progr am Co de 
Data" levels specified in the table. The ALE/PROG is 
then pulsed low 25 times to program the addressed loca- 
tion. 

ENCRYPTION TABLE 

The encryption table is a feature of the SC87C51, and 
its derivatives, that protects the code from being easily 
read by anyone other than the programmer. The encryp- 
tion table is 16 bytes of code that are exclusive NORed 
with the program code data as it is read out. The first 
byte is XNORed with the first location read, the second 
with the second read, etc. through the sixteenth byte 
read. The seventeenth byte is XNORed with the first byte 
of the encryption table, the eighteenth with the second, 
etc. and on in sixteen byte groups. 

After the Encryption table has been programmed the us- 
er has to know its contents in order to correctly decode 
the program code data. The encryption table itself can- 
not be read out. 

The encryption table is programmed in the same manner 
as the program memory, but using the "Pgm Encryption 
Table" levels specified in Table 20. After the encryption 
table is programmed verification cycles will produce only 
encrypted information. 



A0-A7 . 
1 ■ 
1 • 



r 

T_ 





Vcc 


PI 


P0 


RST 


EA/Vpp 


P3.6 


ALE/PROG 


P3.7 


SC87C51 

PSEN 


XTAL2 


P2.7 




P2.6 




P2.0 


XTAL1 


-P2.3 



PGM DATA 

+12.7SV 



25 100US PULSES 
TO GROUND 



A8-A1 1 



Figure 59. Programming Configuration 
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Air /PROP 
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P2.7 


P2.6 


P3.7 


P3.6 


Read signature 
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I 
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o 
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0* 
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1 
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1 
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1 












Pgm encryption table 


1 





0* 


Vpp 


1 





1 





Pgm lock bit 1 


1 






Vpp 


1 1 


1 


1 


Pgm lock bit 2 


1 





0* 


Vpp 


1 


1 








NOTES: 

1. "0" = valid low for that pin, "1" = valid high for that pin. 

2. Vpp = 12.7SV ±0.25V. 

3. Vcc ■ 5V ±10% during programming and verification. 

*ALE/PROG receives 25 programming pulses while Vpp is held at 12.75V. Each programming pulse is low for IOOjis 
(±10jis) and high for a minimum of lOus. 



LOCK BIT 

There are two lock bits on the SC87C51 that, when set, 
prevent the program data memory from being read out 
or programmed further. To program the lock bits repeat 
the programming sequence using the "Pgm Lock Bit" 
levels specified in Table 20. 

After the first lock bit is programmed, further program- 
ming of the code memory or the encryption table is dis- 
abled. The other lock bit can of course still be pro- 
grammed. With only lock bit one programmed, the 
memory can still be read out for program verification. 
After the second lock bit is programmed, it is no longer 
possible to read out (verify) the program memory. 



PROGRAM VERIFICATION 

If lock bit 2 has not been programmed the on-chip pro- 
gram memory can be read out for program verification. 
To verify the contents of the program memory, the ad- 
dress of the location to be read is applied to ports 1 and 
2 as shown in Figure 60. The other pins are held at the 
"Verify Code Data" levels indicated in Table 20. The 
contents of the addressed location will appear on port 0. 
For this operation external pull-ups are required on port 
as shown in figure 60. Note that if the encryption table 
has been programmed the data presented at port will 
be the exclusive NOR of the program byte with a byte 
from the encryption table. 



A0-A7 

1 ■ 
1 ■ 
1 • 



r 

"Li 



+5V 





Vcc 


P1 


P0 


RST 


EA/Vpp 


P3.6 


ALE/PROG 


P3.7 


SC87C51 PSE* 


XTAL2 


P2.7 




P2.6 




P2.0 


XTAL1 


-P2.3 


Vss 






PGM DATA 
1 
1 





(ENABLE) 



A8-A1 1 



Figure 60. Program Verification 
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SIGNATURE BYTES 

The SC87C51 contains two signature bytes that can be 
read and used by an EPROM programming system to 
identify the device. The signature bytes identify the de- 
vice as an SC87CS1 manufactured by Signetics . 

The signature bytes are read by the same procedure as a 
normal verification of locations 030H and 031H, except 
that P3.6 and P3.7 need to be pulled to a logic low. The 
values are: 

(030H) = 1SH indicates the part made by Signetics 
(03 1H) = 90H 87C451 94H 87C552 

91H 87C751 95H 87C752 

92H 87C51 96H 87C550 

93H 87C652 97H 87C52 

EPROM ERASURE 

Erasure of the EPROM occurs when the chip is exposed 
to light with wavelengths shorter than 4000 angstroms. 
Sunlight and fluorescent lighting have wavelengths in this 
range, so exposure to these light sources over an ex- 
tended period of time (about 1 week in sunlight, or 3 
years in room level fluorescent lighting) could cause in- 
advertent erasure. It is recommended, for this reason, 
that an opaque label be placed over the window. If the 
part is subject to elevated temperatures or an environment 
where solvents are used, Kapton tape (Fluorglas part number 
2345-5 or its equivalent) can be used. 

The recommended erasure procedure is to expose the 
chip to ultraviolet light (at 2537 angstroms) to an inte- 
grated dose of at least 15W-sec/cm2. Exposing the 
EPROM to an ultraviolet lamp of 12,000uW/cm2 rating 
for 20 to 40 minutes, at a distance of 1 inch, is ade- 
quate. 

PROGRAMMING THE 87C751 AND 87C752 

The 87C751 and 87C752 are programmed using a Quick- 
pulse programming algorithm that is similar to that used 
for the 87C51. It differs from the 87C51 in that a serial 
data stream is used to place the 87C751 in the pro- 
gramming mode. 

Figure 61 shows a block diagram of the programming 
configuration for the 87C751. Port pin P0.2 is used for 
the programming voltage supply input (Vpp signal). Port 
pin P0.1 is used for the program (PGM) signal. 

Port 3 accepts the address input for the EPROM loca- 
tion to be programmed. Both the high and low compo- 
nents of the eleven bit address are presented to the part 
through port 3. Multiplexing of the address components 
is performed using ASEL (PO.0). 

Port 1 is used as a bidirectional data bus during pro- 
gramming and verify operations. During the program- 
ming mode, it accepts the byte to be programmed. In 
the verify mode, it returns the contents of the specified 
address location. 



The XI pin is the oscillator input and receives the mas- 
ter system clock. This clock should be between 1.2 and 
6MHz. 

The RESET pin is used to accept the serial data stream 
that places the 87C751 into various programming modes. 
This pattern consists of a 10-bit code with the LSB sent 
first. Each bit is synchronized to the clock input XI. 

To program the 87C751 the part must be put into the 
programming mode by presenting the proper serial code 
(see Table 21) to the RESET pin. To do this RESET 
should be held high for at least two machine cycles. Port 
pins P0.1 and P0.2 will be at VOH as a result of this, 
but they must be driven high prior to sending the serial 
data stream on the RESET pin. The serial data bits can 
now be transmitted over the RESET pin placing the 
87C751 into one of the programming modes. Following 
the transmission of the last data bit the reset pin should 
be held low. 

Next the address information for the location to be pro- 
grammed is placed on Port 3 and ASEL is used to per- 
form the address multiplexing. ASEL should be driven 
high and then Port 3 driven with the high order address 
bits. ASEL is then driven low latching the high order 
bits internally. Port 3 can now be driven with the low 8 
bits of the address, completing the addressing of the lo- 
cation to be programmed. 

A high voltage Vpp level is now applied to the Vpp in- 
put. This sets Port 1 as an input port. The data to be 
programmed to the EPROM array should be placed on 
Port 1. A series of 25 programming pulses is now ap- 
plied to the PGM pin (P0.1) to program the addressed 
EPROM location. 

PROGRAM VERIFICATION 

The EPROM array can be verified by placing the part in 
the programming mode as described above and forcing 
the Vpp pin to the Voh level. Four machine cycles after 
addressing a location the contents of the addressed loca- 
tion will appear on Port 1. 

87C7S1 AND 87C7S2 SIGNATURE BYTES 

The signature bytes for the 87C751 and 87C752 are read 
differently and are in different locations than those on 
the 87C51. Due to its reduced pin count, the part has to 
be put into "Signature Byte Read Mode" by placing a 10- 
bit serial data stream on the Reset pin. The proper code 
and the conditions of P0.1 and P0.2, for this mode, are 
shown in Table 21. 

Once the part has been placed into the Signature Byte 
Read Mode, the signature bytes can be read by the same 
procedure as a normal verification of locations 01EH 
and 01FH. The values are: 

01EH = 15H indicates the part was made by Signetics 
01FH = 91H - 87C751 
01FH = 95H - 87C752 
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PROGRAMMING FEATURES 

The 87C751 has all of the special programming features 
incorporated within its EPROM array that the 87C51 
has. It has an encryption key table and two security bits 
(lock bits). These function exactly as they do in the 
87C51. They are programmed or verified by sending the 
proper code over the RESET pin (see table 21) and then 
following the 87C751 programming procedure as de- 
scribed previously. 

ERASURE CHARACTERISTICS 



The erasure procedure is exactly the same as that de- 
scribed for the 87C51. 

Table 21. Implementing Program/Verify Modes 



Operation 



Program user EPROM 
Verify user EPROM 
Program key EPROM 
Verify key EPROM 
Program security bit 1 
Program security bit 2 
Verify security bits 
Read signature bytes 



Serial Code 



296H 
296H 
292H 
292H 
29AH 
298H 
29AH 
19CH 



P0.1 (PGM/) 



NOTE: 

•Pulsed from V !H to V !L and returned to Vi H . 



Vih 

-* 

Vih 



Vih 
_Yih_ 



P0.2 (V PP ) 



Vpp 
Vih 
Vpp 
Vih 
Vpp 
Vpp 
Vih 
_Yjh_ 



AO-A7/AB-A10 



Vpp/V, H VOLTAGE 
SOURCE 



vcc 
Vss 



P0.1 
P0.2 
XTAL1 



- DATA BUS 



Figure 61. Programming Configuration 
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DESCRIPTION 

The Signetics SCN8031 AH/SCN8051 AH 
is a high-performance microcontroller 
fabricated using the Signetics highly reli- 
able +5V, depletion-load, N -channel, sili- 
con-gate, N500 MOS process technol- 
ogy. It provides the hardware features, 
architectural enhancements and instruc- 
tions that are necessary to make it a 
powerful and cost-effective controller for 
applications requiring up to 64K bytes of 
program memory and/or up to 64K bytes 
of data storage. 

The SCN8051 AH contains a 4K X 8 
read-only program memory, a 128 X 8 
read/write data memory, 32 I/O lines, 
two 16-bit timer/counters, a five-source 
two-priority-level nested interrupt struc- 
ture, a serial I/O port for either multi- 
processor communications, I/O expan- 
sion, or full-duplex UART, and on-chip 
oscillator and clock circuits. The SCN- 
8031 AH is identical, except that it lacks 
the program memory. For systems that 
require extra capability, the SCN8051 AH 
can be expanded using standard TTL 
compatible memories and byte oriented 
peripheral controllers. 

The SCN8051AH microcontroller, like its 
SCN8048 predecessor, is efficient both 
as a controller and as an arithmetic 
processor. It has extensive facilities for 
binary and BCD arithmetic and excels in 
bit-handling capabilities. Efficient use of 
program memory results from an instruc- 
tion set consisting of 44% one-byte, 
41% two-byte, and 15% three-byte in- 
structions. With a 12MHz crystal, 58% 
of the instructions execute in 1us, 40% 
in 2us and multiply and divide require on- 
ly 4us. 



FEATURES 

• Reduced supply current 

• 4K X 8 ROM (SCN8051AH) 

• 128 X 8 RAM 

• Four 8-bit ports, 32 I/O lines 

• Two 1 6-bit timer/event 
counters 

• High-performance full-duplex 
serial channel 

• External memory expandable to 
128K 

• Boolean processor 

• Industry standard 8051 
architecture: 

- Non— paged jumps 

- Direct addressing 

- Four 8-register banks 

- Stack depth up to 128-bytes 

- Multiply, divide, subtract, 
compare 

• Most instructions execute 
in 1 us 

• 4 us multiply and divide 



LOGIC SYMBOL 



PIN CONFIGURATION 




P1.0 

P1.1 

P1.2 
P1.3 
P1.4 
P1.5 
P1.6 
P1.7 
RST 
RxD/P3.0 
TxD/P3.1 
INT0 /P3.2 
INT1/P3.3 
T0/P3.4 
T1/P3.5 
WR/P3.6 
RD/P3.7 
XTAL2 
XTAL1 
Vss 




Vcc 

P0.0/AD0 

P0.1/AD1 

P0.2/AD2 

P0.3/AD3 

P0.4/AD4 

P0.5/AD5 

P0.6/AD6 

P0.7/AD7 

EA 

ALE 

PSEN 

P2.7/A15 

P2.6/A14 

P2.5/A13 

P2.4/A12 

P2.3/A11 

P2.2/A10 

P2.1/A9 

P2.0/A8 



TOP VIEW 

INDEX 
CORNER 6 1 




17C 329 

*ts cr 

18 26 
TOP VIEW 



Pin 


Function 


Pin 


Function 


1 


NC 


23 


NC 


2 


P1.0 


24 


P2.0/A8 


3 


P1.1 


25 


P2.1/A9 


4 


P1.2 


26 


P2.2/A10 


5 


P1.3 


27 


P2.3/A1 1 


6 


P1.4 


28 


P2.4/A12 


7 


P1.6 


29 


P2.5/A13 


8 


P1.6 


30 


P2.6/A14 


9 


P1.7 


31 


P2.7/A15 


10 


RST 


32 


PSEN 


11 


RxD/P3.0 


33 


ALE 


12 


NC 


34 


NC 


13 


TxD/P3.1 


35 


E5 


14 


1RT5/P3.2 


36 


P0.7/AD7 


15 


INT1/P3.3 


37 


P0.6/AD6 


16 


T0/P3.4 


38 


P0.5/AD5 


17 


T1/P3.5 


39 


P0.4/AD4 


18 


WR/P3.6 


40 


P0.3/AD3 


19 


RD/P3.7 


41 


P0.2/AD2 


20 


XTAL2 


42 


P0.1/AD1 


21 


XTAL1 


43 


P0.0/AD0 


22 


Vss 


44 


Vcc 
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ORDERING INFORMATION 
SCN80 □□Hanoan (CPxxxx) 



ROM/RAM (bytes) 

31 - Ext/128 
51 - 4K/128 

Power 

Consumption 
H - Reduced 
Power AH 



Custom ROM Pattern No. 

Applies to masked ROM versions 
only. Number will be assigned by 
Signetics. Contact Signetics sales 
office for ROM pattern submission 
requirements. 

■-Pins 

40 = 40-pin 
44 - 44-pin 

Package 

A - Plastic LCC 
I - Ceramic DIP 
N - Plastic DIP 



- Speed 

C - 3.6 to 12MHz 
F - 3.5 to 15MHz 

-Operating Temperature Range 

A - -40 °C to +85°C 
C - 0°C to +70°C 



PART NUMBER SELECTION 


ROMIess 


ROM 


Temperature and 
Package 


Frequency 


SCN8031 HACN40 


SCN8051 HACN40 


-40 to +85°C plastic DIP 


3.5 to 12MHz 


SCN8031 HCCN40 


SCN8051 HCCN40 


to +70°C plastic DIP 


3.5 to 12MHz 


SCN8031 HCFN40 


SCN8051 HCFN40 


to +70°C plastic DIP 


3.5 to 15MHz 


SCN8031 HAFN40 


SCN8051 H AFN40 


-40 to +85°C plastic DIP 


3.5 to 15MHz 


SCN8031 HCCA44 


SCN8051 HCCA44 


to +70°C plastic PLCC 


3.5 to 12MHz 


SCN8031 HACA44 


SCN8051 HACA44 


-40 to +85°C plastic PLCC 


3.5 to 12MHz 


SCN8031 HCFA44 


SCN8051 HCFA44 


to +70°C plastic PLCC 


3.5 to 15MHz 


SCN8031 HAFA44 


SCN8051 HAFA44 


-40 to +85°C plastic PLCC 


3.5 to 15MHz 



BLOCK DIAGRAM 
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t 



I PORT 2 I 



I i i raw i 
.( ^ * *— — -• 



I REGISTER 






UP2 


I 
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TH0 


TL0 


TH1 


TL1 










SBUF 


IE 


IP 


INTERRUPT. SERIAL 


PORT AND TIMER 




BLOCKS 





PROGRAM 
ADDRESS 
RECISTER 



INCHEM ENTER r 



PROGRAM 
COUNTER 



3 



[ XTAL1 



PORT 1 
I LATCH 



PORT 1 
DRIVERS 



n 



PORT 3 
LATCH 
— 



PORT 3 
DRIVERS 



^ wm -touf 



J 



February 1989 



1-116 



Signetics Microprocessor Products 



Product Specification 



Single-Chip 8-Bit Microcontroller 



SCN8031 AH/SCN8051 AH 



PIN DESCRIPTION 





PIN NO. 




' 


MNEMONIC 








NAME AND FUNCTION 


DIP 


LCC 


TYPE 


Vss 


20 


22 


I 


Ground: 0V reference. 


Vcc 


40 


44 


I 


Power Supply: This is the power supply voltage for normal, idle, and power-down op- 
eration. 


P0.0-P0.7 


39-32 


43-36 


I/O 


Port 0: Port is an open-drain, bidirectional I/O port. Port pins that have 1s written 
to them float and can be used as high-impedance inputs. Port is also the multiplexed 
low-order address and data bus during accesses to external program and data mem- 
ory. In this application, it uses strong internal pullups when emitting 1s. 


P1.0-P1.7 


1-8 


2-9 


I/O 


Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pull-ups. Port 1 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 

innnt^l A 1 ? inmit^i nnrt 1 nine; that arc* £>Yiama\\\i ruilloH irwm infill omirfd <->iirran+ K/-n->i. •c-n 
IM K ul °' niJ hi^uio, i i ^tiia uiai ai cr caici I idtly JJUIIUU IUW Will ovJUiCt? L-Ullclll DtiCaUSG 

of the internal pull-ups. (See DC Electrical Characteristics: l|J. 


P2.0-P2.7 


21-28 


24-31 


I/O 


Port 2: Port 2 is an 8-bit bidirectional I/O port with internal pull-ups. Port 2 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 2 pins that are externally being pulled low will source current 
because of the internal pullups. (See DC Electrical Characteristics: l| L ). Port 2 emits the 
high— order address byte during fetches from external program memory and during 
accesses to external data memory that use 16— bit addresses (MOVX @DPTR). In this 
application, it uses strong internal pull-ups when emitting 1s. During accesses to 
exter- nal data memory that use 8-bit addresses (MOVX @Ri), port 2 emits the 


P3.0-P3.7 


10-17 






contents of the P2 special function register. 


11, 
13-19 


I/O 


Port 3: Port 3 is an 8-bit bidirectional I/O port with internal pullups. Port 3 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 3 pins that are externally being pulled low will source current 
because of the pull-ups. (See DC Electrical Characteristics: l| L ). Port 3 is also used for 
the special features listed below: 




10 


11 


I 


RxD (P3.0): Serial input port 




11 


13 





TxD (P3.1): Serial output port 




12 


14 


I 


INTO (P3.2): External interrupt 




1 "X 
l o 


1 5 


I 


INT1 (P3.3): External interrupt 




14 


16 


I 


TO /PT A\' Timpr n prtprnal innnt 




15 


17 


I 


T1 (P3.5): Timer 1 external input 




16 


18 





WR (P3.6): External data memory write strobe 




17 


19 





RD (P3.7): External data memory read strobe 


RST 


Q 

y 


1 


I 


Reset: A high on this pin for two machine cycles while the oscillator is running, resets 
the device. An internal diffused resistor to Vss permits a power-on reset using only an 


















external capacitor to Vcc- 


ALE 


30 


33 


I/O 


Address Latch Enable: Output pulse for latching the low byte of the address during an 
access to external memory. In normal operation, ALE is emitted at a constant rate of 
1/6 the oscillator frequency, and can be used for external timing or clocking. Note that 
one ALE pulse is skipped during each access to external data memory 


PSEN 


29 


32 


o 


Program Store Enable: The read strobe to external proqram memory. When the device 
is executing code from external proqram memorv. PSEN is activated twice each 
machine cycle, except that two PSEN activations are skipped during each access to 
external data memory. PSEN is not activated during fetches from internal program 










memory. 


EA 


31 


35 


I 


External Access Enable: EA must be externally held low to enable the device to fetch 
code from external program memory locations O0OOH and 0FFFH. If EA is held high, the 
device executes from internal program memory unless the program counter contains an 
address greater than 0FFFH. 


XTAL1 


19 


21 


I 


Crystal 1: Input to the inverting oscillator amplifier. 


XTAL2 


18 


20 





Crystal 2: Output from the inverting oscillator amplifier and input to the internal clock 
generator circuits. 
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OSCILLATOR CHARACTERISTICS 

XTAL1 and XTAL2 are the input and out- 
put, respectively, of an inverting ampli- 
fier. The pins can be configured for use 
as an on-chip oscillator, as shown in the 
logic symbol, page 1 . 



To drive the device from an external 
clock source, XTAL2 should be driven 
while XTAL1 is left unconnected. There 
are no requirements on the duty cycle of 
the external clock signal, because the 
input to the internal clock circuitry is 
through a divide-by-two flip-flop. How- 
ever, minimum and maximum high and 
low times specified in the data sheet 
must be observed. 



DESIGN CONSIDERATIONS 

At power-on, the voltage on Vcc and 
RST should come up at the same time 
for a proper start-up. 



ABSOLUTE MAXIMUM RATINGS 1 ' 2 3 



PARAMETER 


RATING 


UNIT 


Storage temperature range 


-65 to +150 


°C 


All voltages with respect to ground 


-0.5 to +7.0 


V 


Power dissipation 


1.0 


w 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C , V cc - 4.5 to 5.5V, V SS - 0V>. 5 



Symbol 


Parameter 


Test Conditions 


Limits 


Unit 


Min 


Max 


VlL 


Input low voltage 




-0.5 


0.8 


V 


vim 


Input high voltage, except RST and XTAL2 




2 


Vcc+0.5 


V 


V|H1 


Input high voltage to RST for reset, XTAL2 


XTAL1 to V ss 


2.5 


Vcc+0.5 


V 


Vol 


Output low voltage, ports 1, 2, 3 6 


Iql - 1.6mA 




0.45 


V 


Voli 


Output low voltage, port 0, ALE, PSEN 6 


l L - 3.2mA 




0.45 


V 


Voh 


Output high voltage, ports 1, 2, 3 


l OH - "80uA 


2.4 




V 


V H1 


Output high voltage port 0, ALE, PSEN)3 


l OH " -400uA 


2.4 




V 


l|L 


Logical input current, ports 1, 2, 3 


V, N - 0.45V 




-500 


uA 


•|H1 


Input high curent to RST for reset 


ViN < v oc - 15V 




500 


uA 


iu 


Input leakage current, port 0, EA 


0.45 < V| N < V CC 




±10 


uA 


l|L2 


Logical input current for XTAL2 


XTAL1 - V SSi V| N - 0.45V 




-3.2 


mA 


I{JC 


Power supply current: 


All outputs disconnected 
and EA - Vcc 




125 


mA 


Cio 


Pin capacitance 






10 


pF 


T A = -40°C to +85°C - Extended temperature range - SCN8051HAC only 


V|H 


Input high voltage, except RST and XTAL2 




2.2 


Vcc+0.5 


V 


V,H1 


Input high voltage to RST for reset, XTAL2 


XTAL1 to V ss 


2.7 




V 


ice 


Power supply current: 


All outputs disconnected 
and EA - Vqc 




175 


mA 



NOTES; 



1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics sec- 
tion of this specification is not implied. 

2 For operating at elevated temperatures, the device must be derated based on +150°C maximum junction temperature. 

3. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

4. Parameters are valid over operating temperature range unless otherwise specified. 

5. All voltage measurements are referenced to ground. For testing, all input signals swing between 0.45V and 2.4V with a transition time of 
20ns maximum. All time measurements are referenced at input voltages of 0.8V and 2.0V and at output voltages of 0.8V and 2.0V as 
appropriate. 

6. VOL is degraded when the device rapidly discharges external capacitance. This AC noise is most pronounced during emission of address 
data. When using external memory, locate the latch or buffer as close to the device as possible. 

Emitting Degraded 
Datum Ports I/O Lines VOL (Peak Max) 

Address P2, P0 P1, P3 0.8V 

Write Data P0 P1, P3, ALE 0.8V 

7. CL - 100pF for port 0, ALE and PSEN outputs; Cl - 80pF for ail other ports. 
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AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or -40°C to +85°C, V cc - 5V ±20%, V SS - OVL « 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min | Max 


Min Max 


Proqram Memory 


1/tci_CL 


1 


Oscillator frequency: Speed Versions 
SCN8051 C 
SCN8051 F 






3.5 
3.5 


12 
15 


MHz 
MHz 


•lhll 


1 


ALE pulse width 


127 




2t CLCL -40 




ns 


*AVLL 


1 


Address valid to ALE low 






'CLCL" 4 " 






'llax 


1 


Address hold after ALE low 


48 




'CLCL -35 




ns 


t|_LIV 


1 


ALE low to valid instruction in 




233 




"tCLCL-100 


ns 


t|_LPL 


1 


ALE low to PSEN low 


58 




tCLCL-25 




ns 


tpLPH 


1 


PSEN pulse width 


215 




3t CLCL~ 35 




ns 


tpLIV 


1 


PSEN low to valid instruction in 




125 




3t CLCL -125 


ns 


•pxix 


1 


Input instruction hold after PSEN 












ns 


»PXIZ 


1 


Input instruction float after PSEN 




63 




tCLCL-20 


ns 


Uviv 


1 


Address to valid instruction in 




302 




5t C LCL-115 


ns 


tpLAZ 


1 


PSEN low to address float 




20 




20 


ns 


'PXAV 


1 


PSEN to address valid 


75 




tcLCL- 8 




ns 


Data Memory 


'rlrh 


2, 3 


RD pulse width 


400 




6tCLCL-100 




ns 


tWLWH 


2, 3 


WR pulse width 


400 




6tCLCL-100 




ns 


tRLDV 


2, 3 


RD low to valid data in 




252 




S'CLCL -165 


ns 


tRHDX 


2, 3 


Data hold after RD 












ns 


tRHDZ 


2. 3 


Data float after RD 




97 




2tcLCL"70 


ns 


'lldv 


2, 3 


ALE low to valid data in 




517 




8tci_CL-150 


ns 


'avdv 


2, 3 


Address to valid data in 




585 




91CLCL-165 


ns 


tLLWL 


2, 3 


ALE low to RD or WR low 


200 


300 


3t CL CL-50 


3'CLCL+50 


ns 


'avwl 


2, 3 


Address valid to WR low or RD low 


203 




4t C LCL-130 




ns 


tovwx 


2, 3 


Data valid to WR transition 


23 




tcLCL" 60 




ns 


tQVWH 


2, 3 


Data vaid to WR high 


433 




7t CLCL -150 




ns 


•wHQX 


2, 3 


Data hold after WR 


33 




tCLCL-8 




ns 


tRLAZ 


2, 3 


RD low to address float 




20 




20 


ns 


•WHLH 


2, 3 


RD or WR high to ALE high 


43 


123 


tCLCL-40 


«CLCL+40 


ns 


External Clock 


*CHCX 


5 


High time 


20 




20 




ns 


'CLOX 


5 


Low time 


20 




20 




ns 


'CLCH 


5 


Rise time 




20 




20 


ns 


'CHCL 


5 


Fall time 




20 




20 


ns 


Shift Register 


'XLXL 


4 


Serial port clock cycle time 


1.0 




12t CLCL 




us 


Iqvxh 


4 


Output data setup to clock rising edge 


700 




10t CLCL -133 




ns 


•XHQX 


4 


Output data hold after clock rising edge 


50 




2t C LCL-117 




ns 


txHDX 


4 


Input data hold after clock rising edge 












ns 


'XHDV 


4 


Clock rising edge to input data valid 




700 




10t C LCL-133 


ns 



NOTES: 

1. Parameters are valid over operating te mperat ure range unless otherwise specified. 

2. Load capacitance for port 0. ALE. and PSEN - 100pF. load capacitance for all other outputs ■ 



80pF. 



EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is 

always T (- time). The other characters, depending on their 

positions, indicate the name of a signal or the logical status of 

that signal. The designations are: 

A - Address 

C - Clock 

D - Input data 

H - Logic level high 

I - Instruction (program memory contents) 
L - Logic level low, or ALE 



PS~EN 

- CJutput data 

- RD signal 
Time 



V - Valid 

W - WR signal 

X - No longer a valid logic level 
Z - Float 

Examples: t AV LL - Time ,or address vali d to A LE low. 

'LLPL ~ Time ,or A LE low to PSEN low. 
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ALE 



PORT 2 



Jr \ / v 



«(• *PLPH • 



X 



A0-A7 



>- "PLAZ f 
<J 



■ l AVIV" 



«-t, 



'pxix-» 




>x 



A8-A1 5 



A8-A15 



Figure 1. External Program Memory Read Cycle 



PORT 2 



>: 



x 



A0-A7 . 
FROM Rl OR DPI A 



AVWL 



'AVDV - 



A V 



•WHLH 



< ' DATA IN )^> > ^ A0-A7 FROM PCL 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



y 



INSTR IN 



A8-A15 FROM PCH 



Figure 2. External Data Memory Read Cycle 
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ALE 



PSEN 



WR 



PORT 



PORT 2 



v \ 

y 



>: 



LLWL 



'WLWH^ 



A0-A7 

FROM Rl OR DPI 



y 



A V 



Vhlh 



DATA OUT 



' * t WHQX 

XX A0-A7 FROM PCL > <INSTR IN 







P2.0-P2.7 OR A8-A15 FROM DPH ~~ A8-A15 FROM PCH 




Figure 3. External Data Memory Write Cycle 



INSTRUCTION I I 1 I 2% J 3 | 4 | 6 | 8 | ? | 8 | 



ALE 





• — 'xLXL — • 





CLOCK 























OUTPUT DATA 

' T ' 

WRITE TO SBUF 



INPUT DATA 

T 




Figure 4. Shift Register Mode Timing 
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'CLCX- 



' *CHCX 1 



'CLCH 



'CLCL 



Figure 5. External Clock Drive 









0.2Vcc+0.9 \V 

^V. 0.2Vcc-0.1 ^\ 
0.45V ' ^= ' > 


„ V LOAD^V<^ Timing ,r\V OH -0.1V 
LOAD \ Reference J 
V LOAD-°- 1V N P ° in,S f Vq^O.IV 


AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V il max for a logic "0". 




For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded Vqh'VOL level occurs. i oh /i ol^± 20mA. 



Figure 6. AC Testing Input/Output 



7. Float Waveform 



CLOCK . 
SIGNAL 



. <NC)- 





Vcc 




P0 


RST 


EX 


XTAL1 




XTAL2 




Vss 





Vcc 
Ice"" 

1 



3 



Figure 8. I cc Test Condition, Active I 
All other pins are disconnected 















Vcc-0.5 


jf~ 0.7VCC ^ 


s 




y 


' N 




0.45V 7 


^- 0.2VCC-0.1 




k A 












*CHCL — • 








" 'CHCX * 










■ 'CLCX— • 


i 


*~~ 'CLCH 










CLCL 





Figure 9. Clock Signal Waveform for l cc Tests in Active and Idle Modes 
*CLCH = t C HCL = 5ns 



February 1989 



1-122 



Signetics 



Microprocessor Division 



SC80C31 B/SC80C51 B 

CMOS Single-Chip 8-Bit 
Microcontroller 



Product Specification 



DESCRIPTION 

The Signetics SC80C31 B/SC80C51 B is a 
high-performance microcontroller fabri- 
cated with Signetics high-density CMOS 
technology. The CMOS SC80C31B/ 
SC80C51 B is functionally compatible 
with the NMOS SCN8031/SCN8051 mi- 
crocontrollers. The Signetics CMOS 
technology combines the high speed and 
density characteristics of HMOS with 
the low power attributes of CMOS. 
Signetics' epitaxial substrate minimizes 
latch-up sensitivity. 

The SC80C31B/SC80C51B contains a 
4K x 8 ROM, a 128 x 8 RAM, 32 I/O 
lines, two 16-bit counter/timers, a five- 
source, two priority level nested interrupt 
structure, a serial I/O port for either 
multi-processor communications, I/O ex- 
pansion or full duplex UART, and on-chip 
oscillator and clock circuits. 

In addition, the SC80C31 B/SC80C51 B 
has two software selectable modes of 
power reduction - idle mode and power- 
down mode. The idle mode freezes the 
CPU while allowing the RAM, timers, se- 
rial port, and interrupt system to con- 
tinue functioning. The power-down mode 
saves the RAM contents but freezes the 
oscillator, causing all other chip func- 
tions to be inoperative. 

LOGIC SYMBOL 




FEATURES 

• SCN8031/SCN8051/SC80C51 
compatible 

- 4K x 8 ROM 

- 128 x 8 RAM 

- Two 16-bit counter/timers 

- Full duplex serial channel 

- Boolean processor 

• Memory addressing capability 

- 64K ROM and 64K RAM 

• Power control modes: 

- idle mode 

- Power-down mode 

• CMOS and TTL compatible 

• Three speed ranges at V cc = 

5V ±20% 

- 3.5 to 12MHz 

- 3.5 to 16MHz 

- 0.5 to 12MHz 

• Three package styles 

PIN CONFIGURATION 



PIN CONFIGURATION (Cont) 



P1.0 

P1.1 

P1.2 
P1.3 
P1.4 
P1.5 
P1.6 
P1.7 
RST 
RxD/P3.0 
TxD/P3.1 
INT0/P3.2 
INT1/P3.3 
T0/P3.4 
T1/P3.5 
WR/P3.6 
RD/P3.7 
XTAL2 
XTAL1 
Vss 



2 
3 
4 
5 
6 
7 

IS 

_9_ 

10 

i_i 
Ti 

13 

77 

I 5 
1 

I 7 
i 



DIP 



Vcc 

P0.0/AD0 

P0.1/AD1 

P0.2/AD2 

P0.3/AD3 

P0.4/AD4 

P0.5/AD5 

P0.6/AD6 

P0.7/AD7 

EA 

ALE 

PSEN 

P2.7/A15 

P2.6/A14 

P2.5/A13 

P2.4/A12 

P2.3/A11 

P2.2/A10 

P2.1/A9 

P2.0/A8 



TOP VIEW 



INDEX 
CORNE! 



V I 
—8- 



LCC 





TOP VIEW 




Pin 


Function 


Pin 


Function 


1 


NC 


23 


NC 


2 


P1.0 


24 


P2.0/A8 


3 


P1.1 


25 


P2.1/A9 


4 


P1.2 


26 


P2.2/A10 


5 


P1.3 


27 


P2.3/A11 


6 


P1.4 


28 


P2.4/A12 


7 


P1.S 


29 


P2.5/A13 


8 


P1.6 


30 


P2.6/A14 


9 


P1.7 


31 


P2.7/A15 


10 


RST 


32 


PSTTC 


11 


RxD/P3.0 


33 


ALE 


12 


NC 


34 


NC 


13 


TxD/P3.1 


35 




14 


THT67P3.2 


36 


P0.7/AD7 


15 


ifTTT/P3.3 


37 


P0.6/AD6 


16 


T0/P3.4 


38 


P0.5/AD5 


17 


T1/P3.5 


39 


P0.4/AD4 


18 


WR/P3.6 


40 


P0.3/AD3 


19 


RD/P3.7 


41 


P0.2/AD2 


20 


XTAL2 


42 


P0.1/AD1 


21 


XTAL1 


43 


P0.0/AD0 


22 


Vss 


44 


Vcc 



7-^T 



40 

or 39 



18 28 
TOP VIEW 



Pin 


Function 


Pin 


Function 


1 


NC 


23 


Vss 


2 


P1.0 


24 


P2.0/A8 


3 


P1.1 


25 


P2.1/A9 


4 


P1.2 


26 


P2.2/A10 


5 


PI .3 


27 


P2.3/A11 


6 


P1.4 


28 


P2.4/A12 


7 


P1.5 


29 


P2.5/A13 


8 


P1.6 


30 


P2.6/A14 


9 


P1.7 


31 


P2.7/A15 


10 


RST 


32 


PSETi 


11 


RxD/P3.0 


33 


ALE 


12 


NC 


34 


NC 


13 


TxD/P3.1 


35 


ES 


14 


TRT67P3.2 


36 


P0.7/AD7 


15 


INT1/P3.3 


37 


P0.6/AD6 


16 


T0/P3.4 


38 


P0.5/AD5 


17 


T1/P3.5 


39 


P0.4/AD4 


18 


WR/P3.6 


40 


P0.3/AD3 


19 


RD/P3.7 


41 


P0.2/AD2 


20 


XTAL2 


42 


P0.1/AD1 


21 


XTAL1 


43 


P0.0/AD0 


22 


Vss 


44 


Vcc 
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ORDERING INFORMATION 
SC80C □^□□□□O (CPxxxx) 



ROMIess/ROM 

3 - ROMIess 
5 - ROM 



Custom ROM Pattern No. 

Applies to masked ROM versions 
only. Number will be assigned by 
Signetics. Contact Signetics sales 
office for ROM pattern submission 
requirements. 

-Pins 

40 - 40-pin 
44 - 44-pin 

- Package 

A - Plastic LCC 
N - Plastic DIP 
B - Plastic QFP 

- Speed 

B - 0.5 to 12MHz 
C - 3.5 to 12MHz 
G - 3.5 to 16MHz 

-Operating Temperature Range 

A - -40°C to +85°C 
C - 0°C to +70°C 



PART NUMBER SELECTION 


ROMIess 


ROM 


Temperature and 
Package 


Frequency 


SC80C31 BCCN40 


SC80C51 BCCN40 


to +70°C plastic DIP 


3.5 to 12MHz 


SC80C31BCGN40 


SC80C51 BCGN40 


to +70°C plastic DIP 


3.5 to 16MHz 


SC80C31 BCBN40 


SC80C51 BCBN40 


to +70°C plastic DIP 


0.5 to 12MHz 


SC80C31 BCCA44 


SC80C51 BCCA44 


to +70°C plastic LCC 


3.5 to 1 2MHz 


SC80C31 BCGA44 


SC80C51BCGA44 


to +70°C plastic LCC 


3.5 to 1 6MHz 


SC80C31 BCBA44 


SC80C51 BCBA44 


to +70°C plastic LCC 


0.5 to 12MHz 


SC80C31 BACN40 


SC80C51 BACN40 


-40 to +85°C plastic DIP 


3.5 to 12MHz 


SC80C31 BAGN40 


SC80C51 BAGN40 


-40 to +85°C plastic DIP 


3.5 to 16MHz 


G f** Qf"*f"^*31 Q A A A A 

oOoUOol OAOA44 


oOOUUOl BAOA44 


-40 to +85°C plastic LCC 


J.o To 1 dMnz 


SC80C31 BAGA44 


SC80C51 BAGA44 


-40 to +85°C plastic LCC 


3.5 to 16MHz 


SC80C31 BCCB44 


SC80C51BCCB44 


to +70°C plastic QFP 


3.5 to 12MHz 


SC80C31 BCGB44 


SC80C51 BCGB44 


to +70°C plastic QFP 


3.5 to 16MHz 



BLOCK DIAGRAM 



mifflU r^n 



ALE * 
EA - 
RST- 



port o 

DRIVERS 
■fV -r 



PORT 2 



TEL 



1 



] c=3 



r 



] c 



] c 



STACK 
POINTER 



TIUINS 
AM) 
CONTROL 


h 


| PD 





PCON 


SOON 


TUOD 


TOON 




TH0 


TL0 


TH1 


TL1 










SBUF 


IE 


IP 


WTERRUPT, SERIAL 


PORT AND TIMER 




BLOCKS 





PROGRAM 
ADDRESS 
REGISTER 



IMCPEV1ENTOI r 



PROGRAM ' > 



[ XTAL1 



HDr- 



T 

LATCH 

port" 1 



PORT 3 
LATCH 



I >J PORT 3 I 

> J DRIVERS I 



- -wm ism 

P1.0-P1.7 P10-P3.7 



J 
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PIN DESCRIPTION 





PIN NO. 




NAME AND FUNCTION 

j 


MNEMONIC 


DIP 


LCC/ 
QFP 


TYPE 


Vss 


20 


22 


I 


Ground: 0V reference. 




23 


I 


Ground: 0V reference. (QFP only) 


Voc 


40 


44 


I 


Power Supply: This is the power supply voltage for normal, idle, and power-down op- 








eration. 


P0.0-P0.7 


39-32 


43-36 


I/O 


Port 0: Port is an open-drain, bidirectional I/O port. Port pins that have 1s written 
to them float and can be used as high-impedance inputs. Port is also the multiplexed 
low-order address and data bus during accesses to external program and data mem- 
ory. In this application, it uses strong internal pullups when emitting 1s. Port also 
outputs the code bytes during program verification in the SC80C31 B/SC80C51 B. Ex- 
ternal pull-ups are required during program verification. 


P1.0-P1.7 


1-8 


2-9 


I/O 


Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pullups. Port 1 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 1 pins that are externally pulled low will source current because 
of the internal pullups. (See DC Electrical Characteristics: l !L ). Port 1 also receives the 
low-order address byte during program memory verification. 


P2.0-P2.7 


21-28 


24-31 


I/O 


Port 2: Port 2 is an 8-bit bidirectional I/O port with internal pullups. Port 2 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 2 pins that are externally being pulled low will source current 
because of the internal pullups. (See DC Electrical Characteristics: Port 2 emits the 
high-order address byte during fetches from external program memory and during 
accesses to external data memory that use 16-bit addresses (MOVX @DPTR). In this 
application, it uses strong internal pullups when emitting 1s. During accesses to exter- 
nal data memory that use 8-bit addresses (MOVX @Ri), port 2 emits the contents of the 
P2 special function register. 


P3.0-P3.7 


10-17 


11, 
13-19 


I/O 


Port 3: Port 3 is an 8-bit bidirectional I/O port with internal pullups. Port 3 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 3 pins that are externally being pulled low will source current 
because of the pull-ups. (See DC Electrical Characteristics: l||_). Port 3 also serves the 
special features of the SC80C51 family, as listed below: 




10 


11 




RxD (P3.0): Serial input port 




11 


13 





TxD (P3.1): Serial output port 




12 


14 


I 


INTO (P3.2): External interrupt 




13 


15 


I 


INT1 (P3.3): External interrupt 




14 


16 


I 


TO (P3.4): Timer external input 




15 


17 


I 


T1 (P3.5): Timer 1 external input 




16 


18 


o 


WR (P3.6): External data memory write strobe 




1 "7 
1 / 


-1 Q 





RD (P3.7): External data memory read strobe 


RST 


9 


10 


I 


Reset: A high on this pin for two machine cycles while the oscillator is running, resets 
the device. An internal diffused resistor to V ss permits a power-on reset using only an 
external capacitor to Vcc- 


ALE 


30 


33 


I/O 


Address Latch Enable: Output pulse for latching the low byte of the address during an 
access to external memory. In normal operation, ALE is emitted at a constant rate of 
1/6 the oscillator frequency, and can be used for external timing or clocking. Note that 
one ALE pulse is skipped during each access to external data memory. 


PSEN 


29 


32 





Proqram Store Enable: The read strobe to external proqram memory. When the SC80- 
C31 B/SC80C51 B is executinq code from external proqram memory, PSEN is activated 
twice each machine cycle, except that two PSEN activations are skipped durinq each 
access to external data memory. PSEN is not activated during fetches from internal 










program memory. 


EA 


31 


35 


I 


External Access Enable: EA must be externally held low to enable the device to fetch 
code from external program memory locations 0000H and 0FFFH. If EA is held high, the 
device executes from internal program memory unless the program counter contains an 
address greater than 0FFFH. 


XTAL1 


19 


21 


I 


Crystal 1: Input to the inverting oscillator amplifier and input to the internal clock gen- 
erator circuits. 


XTAL2 


18 


20 


O 


Crystal 2: Output from the inverting oscillator amplifier. 
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OSCILLATOR CHARACTERISTICS 

XTAL1 and XTAL2 are the input and out- 
put, respectively, of an inverting ampli- 
fier. The pins can be configured for use 
as an on-chip oscillator, as shown in the 
logic symbol, page t. 

To drive the device from an external 
clock source, XTAL1 should be driven 
while XTAL2 is left unconnected. There 
are no requirements on the duty cycle of 
the external clock signal, because the 
input to the internal clock circuitry is 
through a divide-by-two flip-flop. How- 
ever, minimum and maximum high and 
low times specified in the data sheet 
must be observed. 



RESET 

A reset is accomplished by holding the 
RST pin high for at least two machine 
cycles (24 oscillator periods), while the 
oscillator is running. To insure a good 
power-on reset, the RST pin must be 
high long enough to allow the oscillator 
time to start up (normally a few milli- 
seconds) plus two machine cycles. At 
power-on, the voltage on Vcc a " d R ST 
must come up at the same time for a 
proper start-up. 

IDLE MODE 

In the idle mode, the CPU puts itself to 
sleep while all of the on-chip peripherals 
stay active. The instruction to invoke the 
idle mode is the last instruction executed 
in the normal operating mode before the 



idle mode is activated. The CPU con- 
tents, the on-chip RAM, and all of the 
special function registers remain intact 
during this mode. The idle mode can be 
terminated either by any enabled inter- 
rupt (at which time the process is picked 
up at the interrupt service routine and 
continued), or by a hardware reset 
which starts the processor in the same 
manner as a power-on reset. 

POWER-DOWN MODE 

In the power-down mode, the oscillator 
is stopped and the instruction to invoke 
power-down is the last instruction exe- 
cuted. Only the contents of the on-chip 
RAM are preserved. A hardware reset is 
the only way to terminate the power- 
down mode. The control bits for the re- 
duced power modes are in the special 
function register PCON. 

Table 1 shows the state of I/O ports 
during low current operating modes. 



Table 1. External Pin Status During Idle and Power-Down Modes 



Mode 


Program Memory 


ALE 


PSEN 


Port 


Port 1 


Port 2 


Port 3 


Idle 


Internal 


1 


1 


Data 


Data 


Data 


Data 


Idle 


External 


1 


1 


Float 


Data 


Address 


Data 


Power-down 


Internal 








Data 


Data 


Data 


Data 


Power-down 


External 








Float 


Data 


Data 


Data 
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ABSOLUTE MAXIMUM RATINGS 1 ' 2, 3 



PARAMETER 


RATING 


UNIT 


Storage temperature range 


-65 to +150 


°C 


Voltage on any other pin to V S s 


-0.5 to + 6.5 


V 


Power dissipation (based on package heat transfer 
limitations, not device power consumption) 


1.5 


w 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics sec- 
tion of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages are with respect to V S s unless otherwise 
noted. 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V CC - 5V ±20%, V ss - 0V 



Symbol 


Parameter 


Test Conditions 


Limits 


Unit 


Min 


Typical! 


Max 


VlL 


Input low voltage, except EA 




-0.5 




0.2V CC -0.1 


V 


Vii i 


Input low voltage to EA 









0.2V cc -0.3 


V 


V| H 


Input high voltage, except XTAL1, RST 




0.2V cc +.9 




Vcc+0.5 


V 


V| H 1 


Input high voltage, XTAL1, RST 




0.7V CC 




Vcc+0.5 


V 


Vol 


Output low voltage, ports 1, 2, 3 


Iql - 1 .6mA2 






0.45 


V 


V L1 


Output low voltage, port 0, ALE, PSEN 


l L - 3.2mA2 






0.45 


V 


V H 


Output high voltage, ports 1, 2, 3 


V cc - 5V±10%, 
l OH - -60uA 


2.4 






V 


l 0H " -25uA 


0.75V CC 






V 


l 0H - "10uA 


0.9V CC 






V 


VOH1 


Output high voltage (port in external bus 
mode, ALE, PSENJ3 


V cc - 5V±10%, 
l 0H - -800(iA 


2.4 






V 


l 0H - -300uA 


0.75V CC 






V 


l 0H " -80uA 


0.9V CC 






V 


l|L 


Logical input current, ports 1, 2, 3 


V| N - 0.45V 






-50 


uA 


Itl 


Logical 1-to-0 transition current, ports 1, 2, 3 


See note 4 






-650 


uA 


Ili 


Input leakage current, port 


V| N - V| L or V| H 






±10 


uA 


ice 


Power supply current: 
Active mode @ 12MHz5 
Idle mode @ 12MHz5 
Power down mode 


See note 6 




11.5 
1.3 
3 


25 
4 

50 


mA 
mA 
uA 


R RST 


Internal reset pulldown resistor 




50 




300 


kfi 


C|0 


Pin capacitance 








10 


pF 



NOTES: 



1. Typical ratings are based on a limited number of samples taken from early manufacturing lots and are not guaranteed. The values listed are 
at room temperature, 5V. 

2. Capacitive loading on ports and 2 may cause spurious noise to be superimposed on the Vols of ALE and ports 1 and 3. The noise is due 
to external bus capacitance discharging into the port and port 2 pins when these pins make 1-to-0 transitions during bus operations. 
In the worst cases (capacitive loading > tOOpF), the noise pulse on the ALE pin may exceed 0.8V. In such cases, it may be desirable to 
qualify ALE with a Schmitt Trigger, or use an address latch with a Schmi tt Trig ger STROBE input. 

3. Capacitive loading on ports and 2 may cause the VOH on ALE and PSEN to momentarily fall below the 0.9VCC specification when the 
address bits are stabilizing. 

4. Pins of ports 1, 2, and 3 source a transition current when they are being externally driven from 1 to 0. The transition current reaches its 
maximum value when V|N is approximately 2V. 

5. ICCMAX at other frequencies is given by: 
Active mode: ICCMAX - 0.94 X FREQ + 13.71 
Idle mode: ICCMAX - 0.14 X FREQ + 2.31 

where FREQ is the external oscillator frequency in MHz. ICCMAX is given in mA. See Figure 8. 

6. See Figures 9 through 12 for ICC test conditions. 
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SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min | Max 


Min Max 


Program Memory 


1 /'CLCL 


1 


Oscillator frequency: Speed Versions 

SC80C31B/SC80C51B B 
SC80C31B/SC80C51B C 
SC80C31B/SC80C51B G 






0.5 
3.5 
3.5 


12 
12 
16 


MHz 
MHz 
MHz 


( LHLL 


1 


ALE pulse width 


127 




2t C LCL-40 




ns 


'avll 


1 


Address valid to ALE low 


28 




'CLCL-55 




ns 


'llax 


1 


Address hold after ALE low 


48 




tCLCL-35 




ns 


'lliv 


1 


ALE low to valid instruction in 




234 




4t C LCL-100 


ns 


'llpl 


1 


ALE low to PSEN low 


43 




tCLCL-40 




ns 


tpLPH 


1 


PSEN pulse width 


205 




3t C LCL-45 




ns 


'PLIV 


1 


PSEN low to valid instruction in 




145 




3t C LCL-1°5 


ns 


tpxix 


1 


Input instruction hold after PSEN 












ns 


IpXIZ 


1 


Input instruction float after PSEN 




59 




'CLCL -25 


ns 


'AVIV 


1 


Address to valid instruction in 




312 




5tcLCL-105 


ns 


'PLAZ 


1 


PSEN low to address float 




10 




10 


ns 


Data Memory 


tRLRH 


2, 3 


RD pulse width 


400 




6tCLCL-100 




ns 


<WLWH 


2, 3 


WR pulse width 


400 




6t C LCL-10° 




ns 


tRLDV 


2, 3 


RD low to valid data in 




252 




5t CL CL-165 


ns 


Irhdx 


2, 3 


Data hold after RD 












ns 


*RHDZ 


2. 3 


Data float after RD 




97 




2t C LCL-70 


ns 


'lldv 


2, 3 


ALE low to valid data in 




517 




8tcLCL-150 


ns 


tAVDV 


2, 3 


Address to valid data in 




585 




9t LCL-165 


ns 


*LLWL 


2, 3 


ALE low to RD or WR low 


200 


300 


3t C LCL-50 


3t CLCL +50 


ns 


'AVWL 


2, 3 


Address valid to WR low or RD low 


203 




4t CL CL-130 




ns 


'QVWX 


2, 3 


Data valid to WR transition 


23 




'CLCL -60 




ns 


W:HCr< 


2, 3 


Data hold after WR 


33 




tCLCL-50 




ns 


'rlaz 


2, 3 


RD low to address float 












ns 


t\VHLH 


2. 3 


RD or WR high to ALE high 


43 


123 


tCLCL-40 


t CLCL +40 


ns 


External Clock 


'CHCX 


5 


High time 


20 




20 




ns 


'CLCX 


5 


Low time 


20 




20 




ns 


'CLCH 


5 


Rise time 




20 




20 


ns 


'CHCL 


5 


Fall time 




20 




20 


ns 


Shift Register 


'XLXL 


4 


Serial port clock cycle time 


1.0 




12 toLCL 




us 


'qvxh 


4 


Output data setup to clock rising edge 


700 




10tCLCL-133 




ns 


*XHQX 


4 


Output data hold after clock rising edge 


50 




2t C LCL-117 




ns 


'XHDX 


4 


Input data hold after clock rising edge 












ns 


'XHDV 


4 


Clock rising edge to input data valid 




700 




10*CLCL-133 


ns 



NOTES: 

1. Parameters are valid over operating te mperat ure range unless otherwise specified. 

2. Load capacitance for port 0, ALE, and PSEN - 100pF. load capacitance for all other outputs - 80pF. 



EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is 

always T (- time). The other characters, depending on their 

positions, indicate the name of a signal or the logical status of 

that signal. The designations are: 

A - Address 

C - Clock 

D - Input data 

H - Logic level high 

I - Instruction (program memory contents) 
L - Logic level low, or ALE 



P- PSEN 

Q - Output data 

R - RD signal 

t - Time 

V - Valid 

W - WR signal 

X - No longer a valid logic level 
Z - Float 

Examples: t AV |j_ - Time for address vali d to A LE low. 

'llpl - Time for ALE low to PSEN low. 
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ALE 



x \ / V 



PSEN 



^x 



>-<: 



'llpl ■ — — — Vlph ■ 

"til 



AVIV" 



'pxix-» 




X 



Figure 1. External Program Memory Read Cycle 



PSEN 



s — \ 
ix — 



PORT 2 



>: 



A V 



LLWL 



A0-A7 
FROM Rl OR DPI 



'AVWL 



\vHLH 



V 



< [ DATA IN ^j > ( A0-A7 FROM PCL — (iNSTR IN 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



A8-A15 FROM PCH 



Figure 2. External Data Memory Read Cycle 



February 1989 



1-129 



Signetics Microprocessor Products 



Product Specification 



CMOS Single-Chip 8-Bit Microcontroller SC80C31B/SC80C51B 



ALE 



WR 



'avll 



>: 



X 



A0-A7 
FROM Rl OR DPI 



X 



AVWL 



" 'wLWH" 



QVWX 



A V 



'WHLH 



y 



DATA OUT 



'WHQX 

XX 



A0-A7 FROM PCL ) ( INSTR IN 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



A8-A15 FROM PCH 



Figure 3. External Data Memory Write Cycle 
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Vcc-0.5 
0.45V 



0.7VCC 
0.2VCC-0.1 



'CHCL • 



'CLCH 



CLOL 



Figure 5. External Clock Drive 



Vcc-0.5 ■ 
0.45V ■ 



X 



0.2VCC+0.9 
0.2VCC-0.1 



X 



AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V il max for a logic "0". 



Figure 6. AC Testing Input/Output 



i 

< 
E 

8 



— C Reference J 

).1v Nr Poin < s 7* V OL t0.1 



V OL +0.1V 

For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded V OH /VOL level occurs. Ioh/Iql^± 20mA. 



Figure 7. Float Waveform 









/ 






/ 
















u 


V 




/ 















MAX 

ACTIVE MODE 



TYP(1) 

ACTIVE MODE 



MAX 

IDLE MODE 

TYP(1) 
IDLE MODE 



4MHz 8MHz 12MHz 16MHz 
FREQ AT XTAL1 



Figure & l C c vs- FREQ 
Valid only within frequency specifications of the device 
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CLOCK 
SIGNAL 



. <NC)- 





Vcc 




PO 


RST 


EE 


XTAL2 




XTAL1 




Vss 





Vcc 
Ice 



Figure 9. Ice Test Condition, Active Mode 
All other pins are disconnected 



r 



CLOCK . 
SIGNAL 



(NC)- 





Vcc 


RST 


PO 




Ea" 


XTAL2 




XTAL1 




Vss 





Vcc 
cc 



vcc 



Figure 10. Ice Test Condition, idle I 
All other pins are < 



' 0.7VCC 
.2VCC-0.1 



Figure 11. Clock Signal Waveform for l C c Tests in Active and Idle 
tcLCH = tcHCL = 5"s 



(NC)- 





Vcc 


RST 


PO 






XTAL2 




XTAL1 




Vss 





Figure 12. Ice Test Conditions, Power Down Mode 
All other pins are disconnected. Vcc = 2V *° 5 5v 
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DESCRIPTION 

The Signetics SC87C51 is a high-per- 
formance microcontroller fabricated with 
Signetics high-density CMOS technol- 
ogy. The CMOS SC87C51 is functionally 
compatible with the NMOS SCN8031/ 
SCN8051 and SC80C51 microcontrollers. 
The Signetics CMOS technology com- 
bines the high speed and density charac- 
teristics of HMOS with the low power at- 
tributes of CMOS. Signetics' epitaxial 
substrate minimizes latch-up sensitivity. 

The SC87C51 contains a 4K x 8 
EPROM, a 128 x 8 RAM, 32 I/O lines, 
two 16-bit counter/timers, a five-source, 
two priority level nested interrupt struc- 
ture, a serial I/O port for either multi- 
processor communications, I/O expan- 
sion or full duplex UART, and on-chip 
oscillator and clock circuits. 

In addition, the SC87C51 has two soft- 
ware selectable modes of power reduc- 
tion - idle mode and power-down mode. 
The idle mode freezes the CPU while al- 
lowing the RAM, timers, serial port, and 
interrupt system to continue functioning. 
The power-down mode saves the RAM 
contents but freezes the oscillator, caus- 
ing all other chip functions to be inop- 
erative. 



FEATURES 

• SCN8031/SCN8051/SC80C51 
compatible 

- 4K x 8 EPROM 

- 128 x 8 RAM 

- Two 16-bit counter/timers 

- Full duplex serial channel 

- Boolean processor 

• Memory addressing capability 

- 64K ROM and 64K RAM 

• Power control modes: 

- Idle mode 

- Power-down mode 

• CMOS and TTL compatible 

• Three speed ranges at Vcc = 

5 V ±10% 

- 3.5 to 12MHz 

- 3.5 to 16MHz 

- 0.5 to 12MHz 

• Four package styles 

• Extended temperature ranges 

• OTP package available 



PIN CONFIGURATION 



LOGIC SYMBOL 



■ —31 — —I— — ■ 

'< XTAL2 



w \j_ RST 

ffl 



Ea/M>p — 
psEn_— 

ALE/PROG* — ■ 



/RxO- 

rRTTJ— 
IRTt- 
T0- 



9 

< 

a 



3 



C1. C2 - 30pF +10pF for crystals 
C1. C2 - 40pF +10pF for cwamic 




P1.0 
P1.1 
P1.2 
P1.3 
P1.4 
P1.5 
P1.6 
P1.7 
RST 
FUD/P3.0 
TxD/P3.1 
INT0/P3.2 
INT1/P3.3 
T0/P3.4 
T1/P3.S 
WR/P3.6 
RD/P3.7 
XTAL2 
XTAL1 
Vss 



TOP VIEW 

INDEX 
CORNER 6 1 4 
JO- 




Pin 


Function 


Pin 


Function 


1 


NC 


23 


NC 


2 


P1.0 


24 


P2.0/A8 


3 


PT.1 


25 


P2.1/A9 


4 


P1.2 


26 


P2.2/A10 


5 


P1.3 


27 


P2.3/A11 


6 


P1.4 


28 


P2.4/A12 


7 


P1.5 


29 


P2.5/A13 


e 


P1.6 


30 


P2.6/A14 


9 


P1.7 


31 


P2.7/A15 


10 


RST 


32 


pSen 


11 


RXD/P3.0 


33 


ALE/PRTJg 


12 


NC 


34 


NC 


13 


TxD/P3.1 


35 


ES/Vpp 


14 


InTo7P3.2 


36 


P0.7/AD7 


15 


INT1/P3.3 


37 


P0.6/AD6 


16 


T0/P3.4 


38 


P0.5/AD5 


17 


T1/P3.5 


39 


P0.4/AD4 


18 


WR7P3.6 


40 


P0.3/AD3 


19 


RT5/P3.7 


41 


P0.2/AD2 


20 


XTAL2 


42 


P0.1/AD1 


21 


XTAL1 


43 


P0.0/AD0 


22 


Vss 


44 


Vcc 
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ORDERING INFORMATION 



SC87C51 □□□<□□ 



OPERATING 
TEMPERATURE RANGE - 

A - -40 °C to +85 °C 
C - °C to +70 °C 

SPEED - 

B - 0.5 to 12MHz 
C - 3.5 to 12MHz 
G - 3.5 to 16MHz 



- 40 = 40 pin DIP 
44 = 44 pin LCC 

-PACKAGE 

A - Plastic LCC 
F - Ceramic DIP 
L - Ceramic LCC 
N - Plastic DIP 



PART NUMBER SELECTION 


Part Number 


Speed 


Temperature and Package 


SC87C51 CCF40 


3.5 to 12MHz 


to +70°C, ceramic DIP 


SC87C51 CGF40 


3.5 to 16MHz 


to +70°C, ceramic DIP 


SC87C51 CBF40 


0.5 to 1 2MHz 


to +70°C, ceramic DIP" 


QCRIC*,! CCA AA 


3 5 \ 1 2MHz 


to +70°C, ceramic LCC 


^CfUC^I CC\ AA 

O wO / k_*D 1 vVJLHn 


3.5 to 1 6MHz 


to +70°C, ceramic LCC 


RPATPMPRI AA 


0.5 to 1 2MHz 


to +70°C, ceramic LCC* 


■^PR7P^1 CCt^SAO 


3 5 to 1 2MHz 


to +70°C, plastic DIP 


OL-O / liO 1 \_/UIN**U 


o.j i u id ivi n z 


ft ti-i +7ft°P nlanti<~ DIP 

U LvJ T/U pidbUv L/ 1 n 




u.d 10 i^rivirii 


ft in J.7(1°P rilactic HIP* 
U lO T/U \j, pidollL, LMr 




*3 A trt 1 9MM7 


ft tn -*-~7r\°C nlactii- 1 CC 
U Oj t/u \j , pid.bli(- l_>_<\_/ 




o,5 [O l DM (1Z 


ft in 4.7fl f n 1 act ir- 1 CC 
U lO T/U \j, pidbUC, Lu*j 


SC87C51 CBA44 


0.5 to 1 2MHz 


to +70°C, plastic LCC" 


SC87C51ACN40 


3.5 to 12MHz 


-40 to +85°C, plastic DIP 


SC87C51 AGN40 


3.5 to 16MHz 


-40 to +85°C, plastic DIP 


SC87C51 ACA44 


3.5 to 12MHz 


-40 to +85°C, plastic LCC 


SC87C51AGA44 


3.5 to 16MHz 


-40 to +85°C, plastic LCC 


SC87C51ABN40 


0.5 to 12MHz 


-40 to +85°C, plastic DIP* 


SC87C51ABA44 


0.5 to 12MHz 


-40 to t85°C, plastic LCC* 


SC87C51ACF40 


3.5 to 12MHz 


-40 to +85°C, ceramic DIP 


SC87C51ACL44 


3.5 to 12MHz 


-40 to t85°C, ceramic LCC 


SC87C51ABL44 


0.5 to 12MHz 


-40 to +85°C, ceramic LCC* 


SC87C51AGL44 


3.5 to 16MHz 


-40 to +85°C, ceramic LCC 


SC87C51AGF40 


3.5 to 16MHz 


-40 to +85 C, ceramic DIP 


SC87C51ABF40 


0.5 to 12MHz 


-40 to +85°C, ceramic DIP* 



BLOCK DIAGRAM 



4c. 
I 



r 



ALE/PRCO- 1 

EA/Vpp-I . 



4iipj- 



P1C-P2.7 

tmtttt 



JL 



"1 



[RAH ADDR >j 77Z 
REGISTER A 

' — J V 



3t 



n 



STACK 
POINTER 



I M 



PCON 


SCON 


TUOD 


TCON 




THO 


TL0 


TH1 


TL1 










S8UF 


IE 


IP 


INTERRUPT, SERIAL 
PORT AND TIUER 
BLOCKS 







PROGRAM 
ADDRESS 
REGISTER 



^ XTAL1 



TT 



HI 



I PORT 3 I 
I LATCH I 

IT 
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PIN DESCRIPTION 



MNEMONIC 



PIN NO. 



LCC 



TYPE 



NAME AND FUNCTION 



V SS 
Vcc 

P0.0-P0.7 



P1.0-P1.7 



P2.0-P2.7 



P3.0-P3.7 



RST 



ALE/PROG 



PSEN 

EA/Vpp 

XTAL1 
XTAL2 



20 
40 



39-32 



1-8 



21-28 



10-17 



10 
11 
12 
13 
14 
15 
16 
17 



30 



29 



31 



18 



22 
44 



43-36 



24-31 



11, 

13-19 



11 
13 
14 
15 
16 
17 
18 
19 
10 



33 



32 



35 



21 
20 



I/O 



I/O 



I/O 



I/O 



I 

o 
I 
I 
I 
I 



I 



I/O 



Ground: 0V reference. 

Power Supply: This is the power supply voltage for normal, idle, and power-down op- 
eration. 

Port 0: Port is an open-drain, bidirectional I/O port. Port pins that have 1s written 
to them float and can be used as high-impedance inputs. Port is also the multiplexed 
low-order address and data bus during accesses to external program and data mem 
ory. In this application, it uses strong internal pullups when emitting 1s. Port also 
outputs the code bytes during program verification in the SC87C51. External pull-ups 
are required during program verification. 
Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pull-ups. Port 1 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 1 pins that are externally pulled low will source current because 
of the internal pull-ups. (See DC Electrical Characteristics: . Port 1 also receives the 
low-order address byte during program memory verification. 
Port 2: Port 2 is an 8-bit bidirectional I/O port with internal pull-ups. Port 2 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 2 pins that are externally being pulled low will source current 
because of the internal pullups. (See DC Electrical Characteristics: l| L ). Port 2 emits the 
high-order address byte during fetches from external program memory and during 
accesses to external data memory that use 16-bit addresses (MOVX @DPTR). In this 
application, it uses strong internal pull-ups when emitting 1s. During accesses to 
external data memory that use 8-bit addresses (MOVX @Ri), port 2 emits the contents 
of the P2 special function register. 
Port 3: Port 3 is an 8-bit bidirectional I/O port with internal pullups. Port 3 pins that 
have 1s written to them are pulled high by the internal pullups and can be used as 
inputs. As inputs, port 3 pins that are externally being pulled low will source current 
because of the pull-ups. (See DC Electrical Characteristics: l ]L ). Port 3 also serves the 
special features of the SC80C51 family, as listed below: 
RxD (P3.0): Serial input port 
TxD (P3.1): Serial output port 
INTO (P3.2): External interrupt 
INT1 (P3.3): External interrupt 
TO (P3.4): Timer external input 
T1 ( P3.5): Timer 1 external input 
WR (P3.6): External data memory write strobe 
BD (P3.7): External data memory read strobe 

Reset: A high on this pin lor two machine cycles while the oscillator is running, resets 
the device. An internal diffused resistor to Vss permits a power-on reset using only an 
external capacitor to Vcc- 

Address Latch Enable/Program Pulse: Output pulse for latching the low byte of the 
address during an access to external memory. In normal operation, ALE is emitted at a 
constant rate of 1/6 the oscillator frequency, and can be used for external timing or 
clocking. Note that one ALE pulse is skipped during each access to external data 
memory. This pin is also the progam pulse input (PROG) during EPROM programming. 
Program Store Enable: The read strobe to external prog ram m emory. When the 
SC87C51 is executing code from ex ternal program memory, PSEN is activated twice 
each machine cycle, exce pt that two PSEN activations are skipped during each access 
to external data memory. PSEN is not activated during fetches from internal program 
memory. 

External Access Enable/Programming Supply Voltage: EA must be externally held low 
to enable the device to fetch code from external program memory locations 0000H 
through 0FFFH. If EA is held high, the device executes from internal program memory 
unless the program counter contains an address greater than 0FFFH. This pin also 
receives the 12.75V programming supply voltage (V PP ) during EPROM programming. 
Crystal 1: Input to the inverting oscillator amplifier and input to the internal clock gen- 
erator circuits. 

Crystal 2: Output from the inverting oscillator amplifier. 
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XTAL1 and XTAL2 are the input and out- 
put, respectively, of an inverting ampli- 
fier. The pins can be configured for use 
as an on-chip oscillator, as shown in the 
logic symbol, page 1. 

To drive the device from an external 
clock source, XTAL1 should be driven 
while XTAL2 is left unconnected. There 
are no requirements on the duty cycle of 
the external clock signal, because the 
input to the internal clock circuitry is 
through a divide-by-two flip-flop. How- 
ever, minimum and maximum high and 
low times specified in the data sheet 
must be observed. 

IDLE MODE 

In the idle mode, the CPU puts itself to 
sleep while all of the on-chip peripherals 
stay active. The instruction to invoke the 
idle mode is the last instruction executed 



... i.ui.liui -f- ~. u ... ,y HIOUB UCIVIC uitr 

idle mode is activated. The CPU con- 
tents, the on-chip RAM, and all of the 
special function registers remain intact 
during this mode. The idle mode can be 
terminated either by any enabled inter- 
rupt (at which time the process is picked 
up at the interrupt service routine and 
continued), or by a hardware reset 
which starts the processor in the same 
manner as a power-on reset. 

POWER-DOWN MODE 

In the power-down mode, the oscillator 
is stopped and the instruction to invoke 
power-down is the last instruction exe- 
cuted. Only the contents of the on-chip 
RAM are preserved. A hardware reset is 
the only way to terminate the power- 
down mode. The control bits for the re- 
duced power modes are in the special 
function register PCON. 



ueoiun OUNSIUEHATIONS 

At power-on, the voltage on Vcc and 
RST must come up at the same time for 
a proper start-up. 

When the idle mode is terminated by a 
hardware reset, the device normally 
resumes program execution, from where 
it left off, up to two machine cycles be- 
fore the internal reset algorithm takes 
control. On-chip hardware inhibits ac- 
cess to internal RAM in this event, but 
access to the port pins is not inhibited. 
To eliminate the possibility of an un- 
expected write when idle is terminated 
by reset, the instruction following the 
one that invokes idle should not be one 
that writes to a port pin or to external 
memory. 

Table 1 shows the state of I/O ports 
during low current operating modes. 



Table 1. External Pin Status During Idle and Power-Down Modes 



Mode 


Program Memory 


ALE 


PSEN 


Port 


Port 1 


Port 2 


Port 3 


Idle 


Internal 


1 


1 


Data 


Data 


Data 


Data 


Idle 


External 


1 


1 


Float 


Data 


Address 


Data 


Power-down 


Internal 








Data 


Data 


Data 


Data 


Power-down 


External 








Float 


Data 


Data 


Data 



Electrical Deviations from Commercial Specifications 
for Extended Temperature Range 

D.C. and A.C. parameters not included here are the same as in 
the commercial temperature range table. 

DC ELECTRICAL CHARACTERISTICS T A - -40°C to +85°C, V cc - 5V ±10%, V ss - 0V 



Symbol 


Parameter 


Test Conditions 


Limits 


Unit 


Min 


Max 


V) L 


Input low volatage (except EA) 




-0.5 


0.2V CC -0.15 


V 


VlLI 


EA 







0.2V cc -0.35 


V 


VlH 


Input high voltage (except XTAL1, RST) 




0.2V CC +1 


Vcc+0.5 


V 


V(m 


Input high voltage to XTAL1 , RST 




0.7V CC +0.1 


Vcc+0.5 


V 


lit 


Logical input current (port 1, 2, 3) 


V| N - 0.45V 




-75 


uA 


Itl 


Logical 1 to transition current (ports 1, 2, 3) 


V, N - 2.0V 




-750 


uA 


ice 


Power supply current 
Active mode 
Idle mode 
Power down mode 


V C c " 4.5-5.5V, 
Frequency range - 
3.5 to 12MHz 




35 
6 

50 


mA 
mA 
uA 
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ABSOLUTE MAXIMUM RATINGS 1 2 3 



PARAMETER 


RATING 


UNIT 


Operating temperature under bias 


to +70 or 
-40 to +85 


°C 


Storage temperature range 


-65 to +150 


°C 


Voltage on EA/Vpp pin to Vgs 


to +13.0 


V 


Voltage on any other pin to Vss 


-0.5 to + 6.5 


V 


Power dissipation (based on package heat transfer 
limitations, not device power consumption) 


1.5 


w 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics sec- 
tion of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages are with respect to Vss unless otherwise 
noted. 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or -40°C to +85°C, V cc = 5V ±10%, V ss - 0V 



Symbol 


Parameter 


Test Conditions 


Limits 


Unit 


Min 


Typical 


Max 


V|L 


Input low voltage, except EA 7 




-0.5 




0.2V CC -0.1 


V 


V|L1 


Input low voltage to EA 7 









0.2V cc -0.3 


V 


V,H 


Input high voltage, except XTAL1 , RST 7 




0.2V cc +.9 




Vcc+0.5 


V 


V|H1 


Input high voltage, XTAL1, RST 7 




0.7 V CC 




Vcc+0.5 


V 


Vol 


Output low voltage, ports 1, 2, 3 


Iql - 1.6mA2 






0.45 


V 


VOLI 


Output low voltage, port 0, ALE, PSEN 


Iol - 3.2mA2 






0.45 




V H 


Output high voltage, ports 1, 2, 3, ALE, PSEN 3 


Ioh - -60pA 
l OH - "25uA 
l 0H - -10uA 


2.4 
0.75V CC 
0.9V CC 






V 
V 
V 


v OH1 


Output high voltage (port in external bus 
mode) 


l 0H - -800uA 

I h 300uA 

l H - "8°^ 


2.4 
0.75V CC 
0.9V CC 






V 
V 
V 


l|L 


Logical input current, ports 1, 2, 3 7 


V| N - 0.45V 






-50 


uA 


hi 


Logical 1-to-0 transition current, ports 1, 2, 3 7 


See note 4 






-650 


uA 


Ili 


Input leakage current, port 


V| N - V| L or V| H 






±10 


uA 


!CC 


Power supply current: 7 
Active mode @ 12MHz5 
Idle mode @ 12MHz5 
Power down mode 


See note 6 




11.5 
1.3 
3 


25 
4 

50 


mA 
mA 
uA 


R RST 


Internal reset pulldown resistor 




50 




300 


kQ 




Pin capacitance 








10 


PF 



NOTES: 



1. Typical ratings are not guaranteed. The values listed are at room temperature, 5V. 

2. Capacitive loading on ports and 2 may cause spurious noise to be superimposed on the Vols of ALE and ports 1 and 3. The noise is due 
to external bus capacitance discharging into the port and port 2 pins when these pins make 1-to-0 transitions during bus operations. 
In the worst cases (capacitive loading > 100pF). the noise pulse on the ALE pin may exceed 0.8V. In such cases, it may be desirable to 
qualify ALE with a Schmitt Trigger, or use an address latch with a Schmi tt Trig ger STROBE input. 

3. Capacitive loading on ports and 2 may cause the VOH on ALE and PSEN to momentarily fall below the 0.9VCC specification when the 
address bits are stabilizing. 

4. Pins of ports 1, 2, and 3 source a transition current when they are being externally driven from 1 to 0, The transition current reaches its 
maximum value when V|N is approximately 2V. 

5. ICCMAX at other frequencies is given by: 
Active mode: ICCMAX - 0.94 X FREQ + 13.71 
Idle mode: ICCMAX - 0.14 X FREQ + 2.31 

where FREQ is the external oscillator frequency in MHz. ICCMAX is given in mA. See Figure 8. 

6. See Figures 9 through 12 for ICC test conditions. 

7. These values apply only to T^ - 0°C to +70°C. For Tj\ - -40°C to +85°C, see table on page 4. 
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AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or -40°C to +85°C, V CC " 5V +10%, V ss - OVL 2 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min | Max 


Min Max 


Proaram Memorv 


1/tCLCL 


1 


Oscillator frequency: Speed Versions 
B 

O O / \_y -J 1 l— 1 

SC87C51 C 
SC87C51 G 






0.5 
3.5 
3.5 


12 
12 
16 


MHz 
MHz 
MHz 


*LHLL 


1 


ALE pulse width 


127 




2'CLCL-"0 




ns 


tAVLL 


1 


Address valid to ALE low 


28 




'CLCL-55 




ns 


tLLAX 


1 


Address hold after ALE low 


48 




tCLCL -35 




ns 


'luv 


1 




ALE low to valid instruction in 




234 




4t CLCL -100 


ns 


'llpl 


1 


ALE low to PSEN low 


43 




tCLCL-40 




ns 


'PLPH 


1 


PSEN pulse width 


205 




3t CL CL-45 




ns 


'PLIV 


1 


PSEN low to valid instruction in 




145 




3t CLCL -105 


ns 


*PXIX 


1 


Input instruction hold after PSEN 












ns 


'PXIZ 


1 


Input instruction float after PSEN 




59 




tCLCL-25 


ns 


»AVIV 


1 


Address to valid instruction in 




312 




5t CLCL -105 


ns 


'PLAZ 


1 


PSEN low to address float 




10 




10 


ns 


Data Memory 


'RLRH 


2, 3 


RD pulse width 


400 




6t CLCL -100 




ns 


tWLWH 


2, 3 


WR pulse width 


400 




6t CLCL -100 




ns 


«RLDV 


2, 3 


RD low to valid data in 




252 




5tCLCL-165 


ns 


•rhdx 


2, 3 


Data hold after RD 












ns 


tRHDZ 


2, 3 


Data float after RD 




97 




2t CL CL-70 


ns 


'lldv 


2, 3 


ALE low to valid data in 




517 




8t CLCL -150 


ns 


<AVDV 


2, 3 


Address to valid data in 




585 




9t CLCL -165 


ns 


•llwl 


2, 3 


ALE low to RD or WR low 


200 


300 


3t CLC L-50 


3t C LCL+50 


ns 


'avwl 


2, 3 


Address valid to WR low or RD low 


203 




4t CL CL-130 




ns 


tQVWX 


2. 3 


Data valid to WR transition 


23 




'CLCL-60 




ns 


'WHQX 


2, 3 


Data hold after WR 


33 




'CLCL-50 




ns 


Irlaz 


2, 3 


RD low to address float 












ns 


%HLH 


2, 3 


RD or WR high to ALE high 


43 


123 


'CLCL-40 


tCLCL+40 


ns 


External Clock 


'CHCX 


5 


High time 


20 




20 




ns 


'CLCX 


5 


Low time 


20 




20 




ns 


'CLCH 


5 


Rise time 




20 




20 


ns 


'CHCL 


5 


Fall time 




20 




20 


ns 


Shift Reg 


ister 


'XLXL 


4 


Serial ptSrt clock cycle time 


1.0 




12tcLCL 




us 


'qvxh 


4 


Output data setup to clock rising edge 


700 




10t C LCL-133 




ns 


'XHQX 


4 


Output data hold after clock rising edge 


50 




2t C LCL-H7 




ns 


'XHDX 


4 


Input data hold after clock rising edge 












ns 


'XHDV 


4 


Clock rising edge to input data valid 




700 




10<CLCL-133 


ns 



1. Parameters are valid over operating te mperat ure range unless otherwise specified. 

2. Load capacitance for port 0. ALE. and PSEN - lOOpF, load capacitance for all other outputs *= 80pF. 

EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is 
always 't' (- time). The other characters, depending on their 
positions, indicate the name of a signal or the logical status of 
that signal. The designations are: 
A - Address 
C - Clock 
D - Input data 
H - Logic level high 

I - Instruction (program memory contents) 
L - Logic level low, or ALE 



P- PSEN 
Q - ^utput data 
R - RD signal 
t - Time 
V - Valid 
W - WR signal 

X - No longer a valid logic level 
Z - Float 

Examples: t A vu_ " Time for address valid to ALE low. 

•llpl - Time for ALE low to PSEN low. 
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PORT 



PORT 2 



x \ x 



X 



X 



>— < A0-A7 > <J 



"AVIV" 



'pxix-* 




Figure 1. External Program Memory Read Cycle 



-X X 



PORT 



PORT 2 



>: 



A0-A7 > 
FROM Rl OR DPI 



RLRH ' 



RHDX . 



A V 



*WHLH 



DATA IN 



2zz*\ 



A0-A7 FROM PCL 



' INSTR IN 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



A8-A15 FROM PCH 



Figure 2. External Data Memory Read Cycle 
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ALE 



PSEN 



J — V 
v 



A V 



*WHLH 



_/ 



>: 



1\ 



A0-A7 
FROM BJ flR DPI 



X 



' 'WLWH" 



WHQX 



XX 



A0-A7 FROM PCL >— — CINSTRIN 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



A8-A15 FROM PCH 



Figure 3. External Data Memory Write Cycle 



INSTRUCTION I | 1 I " 2' | 3 I 4 I 5 | 6 I | 7 | 8 | 

-JUULfUlXflXfULfLf^ 




'QVXH 



OUTPUT DATA 



WRITE TO SBUF 



XXXXXXXX/ 

1 * 



t 

SET Tl 




Figure 4. Shift Register Mode Timing 
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Vcc-0.5 
0.45V. 



' 0.7Vcc 
-0.2VCC-0.1 



l CHCL — • 



'CLCX- 



Figure 5. External Clock Drive 



X0.2VCC+0.9 \/~ 
0.2VCC-Q.1 /\_ 



AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V n_ max for a logic "0". 



Figure 6. AC Testing Input/Output 



LOAD 



C ^> Reference <T y 
-0.1 vN r Points 7 * V OL t0.1 



For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded V oh /Vol level occurs. i oh"olS± 20mA. 



Figure 7. Float Waveform 



EPROM CHARACTERISTICS 

The SC87C51 is programmed by using a 
modified Quick-Pulse Programming 1 * al- 
gorithm. It differs from older methods in 
the value used for Vpp (programming 
supply voltage) and in the width and 
number of the ALE/PROG pulses. 

The SC87C51 contains two signature 
bytes that can be read and used by an 
EPROM programming system to identify 
the device. The signature bytes identify 
the device as an SC87C51 manufactured 
by Signetics Corporation. 

Table 2 shows the logic levels for 
reading the signature byte, and for pro- 
gramming the program memory, the en- 
cryption table, and the lock bits. The 
circuit configuration and waveforms for 
quick-pulse programming are shown in 
Figures 13 and 14. Figure 15 shows the 
circuit configuration for normal program 
memory verification. 

QUICK-PULSE PROGRAMMING 

The setup for microcontroller quick-pulse 
programming is shown in Figure 13. Note 
that the SC87C51 is running with a 4 to 
6MHz oscillator. The reason the oscilla- 
tor needs to be running is that the de- 
vice is executing internal address and 
program data transfers. 

The address of the EPROM location to 
be programmed is applied to ports 1 and 
2, as shown in Figure 13. The code byte 
to be programmed into that location is 



applied to port 0. RST, PS EN and pins 
of ports 2 and 3 specified in Table 2 are 
held at the "Program Code Data" levels 
indicated in Table 2. The ALE/PROG is 
pulsed low 25 times as shown in Figure 
14. 

To program the encryption table, repeat 
the 25 pulse programming sequence for 
addresses through 1FH, using the 
"Pgm Encryption Table" levels. Do not 
forget that after the encryption table is 
programmed, verification cycles will pro- 
duce only encrypted data. 

To program the lock bits, repeat the 25 
pulse programming sequence using the 
"Pgm Lock Bit" levels. After one lock bit 
is programmed, further programming of 
the code memory and encryption table is 
disabled. However, the other lock bit 
can still be programmed. 

Note that the EA/Vpp pin must not be al- 
lowed to go above the maximum speci- 
fied Vpp level for any amount of time. 
Even a narrow glitch above that voltage 
can cause permanent damage to the de- 
vice. The Vpp source should be well reg- 
ulated and free of glitches and over- 
shoot. 

Program Verification 

If lock bit 2 has not been programmed, 
the on-chip program memory can be 
read out for program verification. The 
address of the program memory locations 
to be read is applied to ports 1 and 2 as 



shown in Figure 15. The other pins are 
held at the "Verify Code Data" levels in- 
dicated in Table 2. The contents of the 
address location will be emitted on port 
0. External pull-ups are required on port 
for this operation. 

If the encryption table has been pro- 
grammed, the data presented at port 
will be the exclusive NOR of the gram 
byte with one of the encryption bytes. 
The user will have to know the encryp- 
tion table contents in order to correctly 
decode the verification data. The en- 
cryption table itself cannot be read out. 

Reading the Signature Bytes 

The signature bytes are read by the 
same procedure as a normal verification 
of locations 030H and 031 H, except that 
P3.6 and P3.7 need to be pulled to a 
logic low. The values are: 

(030H) - 15H indicates manufactured by 

Signetics 
(031 H) - 92H indicates SC87C51 

Program/Verify Algorithms 

Any algorithm in agreement with the 
conditions listed in Table 2, and which 
satisfies the timing specifications, is suit- 
able. 



"Trademark phrase of Intel Corp. 
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Erasure Characteristics 

Erasure of the EPROM begins to occur 
when the chip is exposed to light with 
wavelengths shorter than approximately 
4,000 angstroms. Since sunlight and flu- 
orescent lighting have wavelengths in 
this range, exposure to these light 
sources over an extended time (about 1 
week in sunlight, or 3 years in room level 
fluorescent lighting) could cause inadver- 
tent erasure. For this and secondary ef- 
fects, it is recommended that an 
opaque label be placed over the win- 
dow. For elevated temperature or sol- 
vent environments, use Kapton tape 
Fluorglas part number 2345-5 or equiv- 
alent. 



The recommended erasure procedure is 
exposure to ultraviolet light (at 2537 
angstroms) to an integrated dose of at 
least 15W-sec/cm2. Exposing the 
EPROM to an ultraviolet lamp of 
12,000uW/cm2 rating for 20 to 39 min- 
utes, at a distance of about 1 inch, 
should be sufficient. 

Erasure leaves the array in an all 1s 
state. 



Table 2. EPROM Programming Modes 



MODE 


RST 


PSEN 


ALE/PROG 


EA/Vpp 


P2.7 


P2.6 


P3.7 


P3.6 


Read signature 


1 





1 


1 














Program code data 


1 





0* 


V PP 


1 





1 


1 


Verify code data 


1 





1 


1 








1 


1 


Pgm encryption table 


1 





0" 


V PP 


1 





1 





Pgm lock bit 1 


1 





0* 


Vpp 


1 


1 


1 


1 


Pgm lock bit 2 


1 





0* 


Vpp 


1 


1 









NOTES: 

1. "0" - valid low for that pin, "1" - valid high for that pin. 

2. Vpp = 12.75V +0.25V. 

3- Vcc - 5V ±10% during programming and verification. 

"ALE/PROG receives 25 programming pulses while V PP is held at 12.75V. Each programming pulse is low for 100us (±10us) and 
high for a minimum of 10us. 



< 
E 

o 
2 




MAX 

ACTIVE MODE 



TYP(1) 

ACTIVE MODE 



4MHz 8MHz 12MHz 16MHz 
FREQ AT XTAL1 



Figure 8. Ice vs - FREQ 
Valid only within frequency specifications of the device under I 
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CLOCK 
SIGNAL 



(NC)- 





Voc 




PO 


RST 


Ea 


XTAL2 




XTAL1 




Vss 





Ice 

1 

v 

Id 



CLOCK ■ 
SIGNAL 



. (NC)- 





Vcc 


RST 


PO 




m 


XTAL2 




XTAL1 




Vss 





Vcc 
Ice" 



Figure 9. I cc Test Condition, Active Mode 
All other pins are disconnected 



Figure 10. l C c Test Condition, Idle Mode 
All other pins are disconnected 




Figure 11. Clock Signal Waveform for l C c Tests in Active and Idle Modes 
»CLCH = *CHCL : 



(NC)- 





Vcc 
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PO 






XTAL2 
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Figure 12. I cc Test Conditions, Power Down Mode 
All other pins are disconnected. v cc = 2V to 5.5V 
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Figure 13. Programming Configuration 
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Figure 14. PROG Waveform 
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Figure 15. Program Verification 
EPROM PROGRAMMING AND VERIFICATION CHARACTERISTICS T A - 21°C to +27°C, V cc - 5V±10%, V ss - OV (see Figure 16) 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


Vp P 


Programming supply voltage 


12.5 


13.0 


V 


Ipp 


Programming supply current 




50 


ItlA 


1/'CLCL 


Oscillator frequency 


4 


6 


MHz 


UvGL 


Address setup to PROG low 


48t C LCL 






'GHAX 


Address hold after PROG 


48t C LCL 






'dvgl 


Data setup to PROG low 


48t C LCL 






<GHDX 


Data hold after PROG 


48tcL_CL 






'ehsh 


P2.7 (ENABLE) high to Vpp 


48t C LCL 






*SHGL 


V PP setup to PROG low 


10 




us 


'ghsl 


Vpp hold after PROG 


10 




us 


'glgh 


PROG width 


90 


110 


us 


UVQV 


Address to data valid 




48t CL CL 




'elqv 


ENABLE low to data valid 




48t C LCL 




'ehqz 


Data float after ENABLE 





48t C |_CL 




'ghgl 


PROG high to PROG low 


10 




.LIS 
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•FOR PROGRAMMING VERIFICATION SEE FIGURE 13. 
FOR VERIFICATION CONDITIONS SEE FIGURE 15. 



Figure 16. EPROM Programming and Verification 
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8032/8052 OVERVIEW 

The 80S2/8032 are identical to the 8051/8031 respec- 
tively except for added features. The 8052/8032 has: 

8K ROM (8052 only) 
256 bytes RAM 
Counter/timer 2 

As a result, there are some additions to the interrupt 
structure, I/O pin alternate functions, and baud rate 
generation for the serial channel. 

Since the similarity is so close, only the additional fea- 
tures of the 8052/8032 are described. Where necessary, 
some repetition of 8051 information will be made for the 
sake of clarity. The 8052 is pin for pin and fully code 
compatible with the 8051. 

DIFFERENCES FROM THE 8051 

PROGRAM MEMORY 

The data and program memory are organized virtually 
identically to the 8051. The 8052 jjossesses 8K bytes of 
on-chip program memory. When EA is high, the 8052 
fetches instructions from the internal ROM unless the 
address exceeds 1FFFH. Locations 2000H to FFFFH are 
fetched from external program memory. When EA is 
held low all instruction fetches are from external mem- 
ory. The program memory space is shown in Figure 1. 



The data memory organization is identical to the 8051 
except that the 8052 has an additional 128 bytes of RAM 
overlapped with the special function register space. This 
additional RAM is addressed using indirect addressing 
only and is available as stack space. The 8052 data 
memory space is shown in Figure 2. 

SPECIAL FUNCTION REGISTERS 

The special function register space is the same as the 

8051 except that the 8052 contains the additional special 
function registers T2CON, RCAP2L, RCAP2H, TL2 and 
TH2. Since the standard 8051 on-chip functions are 
identical in the 8052, the SFR locations, bit locations 
and operation are likewise identical. The only exceptions 
are in the interrupt mode and interrupt priority SFR's 
(see Table 1). 

TIMER/COUNTERS 

In addition to timer/counters and 1 of the 8051, the 

8052 contains timer/counter 2. Like timers and 1, tim- 
er 2 can operate as either an event timer or as an event 
counter. This is selected by bit C/T2 in the special func- 
tion register T2CON (see Figure 3). It has three operat- 
ing modes:capture, auto-load, and baud rate generator, 
which are selected by bits in the T2CON as shown in 
Table 2. 

In the Capture Mode there are two options which are se- 
lected by bit EXEN2 in T2CON. If EXEN2 = 0, then 
Timer 2 is a 16-bit timer or counter which upon over- 



2000 



56 K 
BYTES 
EXTERNAL 



8K BYTES 
INTERNAL 



J 







FFFF 



■OR 



0000 



84 K 
BYTES 
EXTERNAL 



Figure 1. 8052 Program Memory 
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FFFF 



L 



INDIRECT 

ADDRESSING ONLY 
SOH TO FFH 



DIRECT 

ADDRESSING 

ONLY 



DIRECT A 
INDIRECT 
ADDRESSING 



MK 



Figure 2. 8052 Data Memory 



flowing sets bit TF2, the Timer 2 overflow bit, which can 
be used to generate an interrupt. If EXEN2 = 1, then 
Timer 2 still does the above, but with the added feature 
that a l-to-0 transition at external input T2EX causes 
the current value in the Timer 2 registers, TL2 and TH2 
to be captured into registers RCAP2L and RCAP2H, re- 
spectively. (RCAP2L and RCAP2H are new Special 
Function Registers in the 8052.) In addition, the transi- 
tion at T2EX causes bit EXF2 in T2CON to be set, and 
EXF2 like TF2, can generate an interrupt. The Capture 
Mode is illustrated in Figure 4. 

In the auto-reload mode there are again two options, 
which are selected by bit EXEN2 in T2CON. If EXEN2 
= 0, then when Timer 2 rolls over it not only sets TF2 
but also causes the Timer 2 registers to be reloaded with 
the 16-bit value in registers RCAP2L and RCAP2H, 
which are preset by software. If EXEN2 = 1, then Timer 
2 still does the above, but with the added feature that a 
l-to-0 transition at external input T2EX will also trigger 
the 16-bit reload and set EXF2. The auto-reload mode 
is illustrated in Figure 5. 

The baud rate generation mode is selected by RCLK = 1 
and/or TCLK = 1. It will be described in conjunction 
with the serial port. 

SERIAL PORT 

The serial port of the 8052/8032 is identical to that of 
the 8051 except that counter/timer 2 can be used to 
generate baud rates. 

In the 8052, Timer 2 is selected as the baud rate gen- 
erator by setting TCLK and/or RCLK in T2CON (see 



Figure 3). Note that the baud rate for transmit and re- 
ceive can be simultaneously different. Setting RCLK 
and/or TCLK puts Timer 2 into its baud rate generator 
mode, as shown in Figure 6. 

The baud rate generator mode is similar to the auto- 
reload mode, in that a rollover in TH2 causes the Timer 
2 registers to be reloaded with the 16-bit value in regis- 
ters RCAP2H and RCAP2L, which are preset by soft- 
ware. 

Now, the baud rates in Modes 1 and 3 are determined by 
Timer 2's overflow rate as follows: 



Timer 2 Overflow Rate 



Modes 1, 3 Baud Rate = 



16 



The Timer can be configured for either "timer" or 
"counter" operation. In the most typical applications, it 
is configured for "timer" operation (C/T2 = 0). "Timer" 
operation is a little different for Timer 2 when it's being 
used as a baud rate generator. Normally, as a timer it 
would increment every machine cycle (thus at 1/12 the 
oscillator frequency). As a baud rate generator, however, 
it increments every state time (thus at 1/2 the oscillator 
frequency). In that case the baud rate is given by the 
formula 



Modes 1,3 Oscillator Frequency 
Baud Rate 



32x [65536 - (RCAP2H, RCA2L)] 

where (RCAP2H, RCAP2L) is the content of RCAP2H 
and RCAP2L taken as a 16-bit unsigned integer. 
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(MSB) 




(LSB) 


TF2 


| EXF2 


RCLK | TCLK | EXEN2 | TR2 | C/T5 | CP/RT2 | 


Symbol 


Position 


Name and Slejnrflcance 


TF2 


T2CON.7 


Timer 2 overflow flag set by a Timer 2 overflow and must be cleared by software. 
TF2 will not be set when either RCLK - 1 or TCLK - 1. 


EXF2 


T2CON.6 


Timer 2 external flag set when either a capture or reload is caused by a negative 
transition on T2EX and EXEN2 - 1 . When Timer 2 interrupt is enabled, EXF2 = 1 
will cause the CPU to vector to the Timer 2 interrupt routine. EXF2 must be 
cleared by software. 


RCLK 


T2CON.5 


Receive clock flag. When set, causes the serial port to use Timer 2 overflow 
pulses for its receive clock in Modes 1 and 3. RCLK - causes Timer 1 overflow 
to be used for the receive dock. 


TCLK 


T2CON.4 


Transmit clock flag. When set, causes the serial port to use Timer 2 overflow 
pulses for its transmit clock In modes 1 and 3. TCLK = causes Timer 1 
overflows to be used for the transmit clock. 


EXEN2 


T2CON.3 


Timer 2 external enable flag. When set, allows a capture or reload to occur as a 
result of a negative transition on T2EX if Timer 2 is not being used to clock the 
serial port. EXEN2 = causes Timer 2 to ignore events at T2EX. 






TR2 


T2CON.2 


Start/ stop control for Timer 2. A logic 1 starts the timer. 


C/T2" 


T2CON.1 


Timer or counter select. (Timer 2) 

- Internal timer (OSC/12) 

1 = External event counter (failing edge triggered). 


CP/RT5 


T2CON.0 


Capture/Reload flag. When set, captures will occur on negative transitions at 
T2EX if EXEN2 = 1 . When cleared, auto-reloads will occur either with Timer 2 
overflows or negative transitions at T2EX when EXEN2 = 1 . When either RCLK 
= 1 or TCLK - 1 , this bit is ignored and the timer is forced to auto-reload on 
Timor 2 overflow. 



Figure 3. Timer/Counter 2 (T2CON) Control Register 
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Figure 4. Timer 2 in Capture Mode 
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Figure 5. Timer 2 in Auto-Reload Mode 
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Figure 6. Timer 2 in Baud Rate Generator MOde 
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Table 1. Special Function Registers 



Symbol 


Description 


Direct 
Address 


Bit Address, Symbol or Alternative Port Function 
MSB LSB 


Reset Value 




Accumulator 


EOH 


E7 


E6 


E5 


E4 


E3 


E2 


El 


E0 


OOH 


ID 


B register 


run 


r / 


r o 


rj 


r4 






r 1 


F0 


OOH 


DPTR: 
DPH 
DPL 


Data pointer (2 bytes) 
Data pointer high 
Data pointer low 


83H 
82H 


AF 


AE 


AD 


AC 


AB 


AA 


A9 


A8 


OOH 
OOH 


IE* 


Interrupt enable 


A8H 


EA 




ET2 


ES 


ET1 


EX1 


ETO 


EXO 


OxOOOOOOB 








BF 


BE 


BD 


BC 


BB 


BA 


B9 


B8 




IP* 


Interrupt priority 


B8H 






PT2 


PS 


PT1 


PX1 


PTO 


PXO 


xxOOOOOOB 






87 


86 


85 


84 


83 


82 


81 


80 




PO* 


Port 


80H 


AD7 


AD6 


AD5 


AD4 


AD3 


AD2 


AD1 


ADO 


FFH 








97 


96 


95 


94 


93 


92 


91 


90 




PI* 


Port 1 


90H 






- 




- 


- 


T2EX 


T2 


FFH 








A7 


A6 


A5 


A4 


A3 


A2 


Al 


AO 




P2* 


Port 2 


AOH 


A15 


A14 


A13 


A12 


All 


A10 


A9 


A8 


FFH 








B7 


B6 


B5 


B4 


B3 


B2 


Bl 


B0 




P3* 


Port 3 


BOH 


RD 


WR 


TO 


Tl 


INT1 


INTO 


TxD 


RxD 


FFH 


PCON 


Power control 


87H 


SMOD 


- 


- 


- 


GF1 


GFO 


PD 


IDL 


OxxxxxxxB 








D7 


D6 


D5 


D4 


D3 


D2 


Dl 


DO 




PSW* 


Program status word 


DOH 


CY 


AC 


F0 


RSI 


RSO 


OV 




P 


OOH 


RCAP2H* 
RCAP2L# 


Capture high 
Capture low 


CBH 
CAH 


















OOH 
OOH 


SBUF 


Serial data buffer 


99H 


















xxxxxxxxB 








9F 


9E 


9D 


9C 


9B 


9A 


99 


98 




SCON* 


Serial controller 


98H 


SMO 


SMI 


SM2 


REN 


TB8 


RB8 


TI 


RI 


OOH 


SP 


Stack pointer 


81H 


















07H 








8F 


8E 


8D 


8C 


8B 


8A 


89 


88 




1 1_(J1N* 


Timer control 


88H 


TF1 


TR1 


TFO 


TRO 


IE1 


IT1 


IE0 


IT0 


OOH 








CF 


CE 


CD 


CC 


CB 


CA 


C9 


C8 




T2CON*# 


Timer 2 control 


C8H 


TF2 


EXF2 


rclk|tclk 


EXEN2 


TR2 


C/T2 


CP/RL2 


OOH 


THO 

THl 

TH2# 

TLO 

TLl 

TL2# 


Timer high 
Timer high 1 
Timer high 2 
Timer low 
Timer low 1 
Timer low 2 


8CH 
8DH 
CDH 
8AH 
8BH 
CCH 




OOH 
OOH 
OOH 
OOH 
OOH 
OOH 


TMOD 


Timer mode 


89H 


GATE 


C/T 


Ml 


MO 


GATE 


C/T 


Ml 


M0 


OOH 



* = Bit addressable 



# = SFRs are modified from or added to the 80C51 Timer 2 as a baud rate generator is shown in Figure 6. 

SFRs. This Figure is valid only if RCLK + TCLK = 1 in 

T2CON. Note that a rollover in TH2 does not set TF2, 
Table 2. Timer 2 Operating Modes and will not generate an interrupt. Therefore, the Timer 



RCLK + TCLK 


CIVRL2 


TR2 


Mode 








1 


16-bit Auto-reload 





1 


1 


16-bit Capture 


1 


X 


1 


Baud rate generator 


X 


X 





(off) 



2 interrupt does not have to be disabled when Timer 2 is 
in the baud rate generator mode. Note too, that if 
EXEN2 is set, a l-to-0 transition in T2EX will set EXF2 
but will not cause a reload from (RCAP2H, RCAP2L) to 
(TH2, TL2). Thus when Timer 2 is in use as a baud rate 
generator, T2EX can be used as an extra external inter- 



rupt, if desired. 
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It should be noted that when Timer 2 is running (TR2 = 
1) in "timer" function in the baud rate generator mode, 
one should not try to read or write TH2 or TL2. Under 
these conditions the Timer is being incremented every 
state time, and the results of a read or write may not be 
accurate. The RCAP registers may be read, but should 



not be written to, because a write might overlap a reload 
and cause write and/or reload errors. Turn the Timer off 
(clear TR2) before accessing the Timer 2 or RCAP reg- 
isters, in this case. 

The serial port in Modes 1 and 3 with the timer 2 baud 
rate interface is shown in Figures 7 and 8. 



TIMER 1 
OVERFLOW 



TIMER 2 
OVERFLOW 



8052 INTERNAL BUS 
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in 
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4 
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Figure 7. Serial Port Mode 1 in the 8052 
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TIMER 1 TIMER 2 

OVERFLOW OVERFLOW 



8052 INTERNAL BUS 
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Figure 8. Serial Port Mode 3 In the 8052 
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TIMER/COUNTER 2 SET-UP 

Except for the baud rate generator mode, the values giv- 
en for T2CON do not include the setting of the TR2 bit. 
Therefore, bit TR2 must be set, separately, to turn the 
Timer on. See table 3 for set-up of timer 2 as a timer. 
See table 4 for set-up of timer 2 as a counter. 



Table 3. Timer 2 as a Timer 





T2CON 


Mode 


Internal 


External 




Control 


Control 




(Note 1) 


(Note 2) 


16-bit Auto-Reload 


00H 


08H 


16-bit Capture 


01H 


09H 


Baud rate generator receive and 






transmit same baud rate 


34H 


36H 


Receive only 


24H 


26H 


Transmit only 


14H 


16H 



Table 4. Timer 2 as a Counter 





TMOD 


Mode 


Internal Control 


External Control 




(Note 1) 


(Note 2) 


16-bit 


02H 


OAH 


Auto-Reload 


03H 


OBH 



NOTES: 

1. Capture/reload occurs only on timer/counter overflow. 

2. Capture/reload occurs on timer/counter overflow and 
a 1 to transition on T2EX (Pl.l) pin except when 
timer 2 is used in the baud rate generator mode. 



USING TIMER/COUNTER 2 
TO GENERATE BAUD RATES 

For this purpose, Timer 2 must be used in the baud rate 
generating mode. If Timer 2 is being clocked through 
pin T2 (P1.0) the baud rate is: 

Timer 2 Overflow Rate 

Baud Rate = 

16 

And if it is being clocked internally the baud rate is: 
Osc Freq 

Baud Rate = 

32 x [65536 - (RCAP2H, RCAP2L)] 

To obtain the reload value for RCAP2H and RCAP2L 
the above equation can be rewritten as: 

Osc Freq 

RCAP2H, RCAP2L = 65536 

32 x Baud Rate 



INTERRUPTS 

The 8052 has 6 interrupt sources as shown in Figure 9. 
All except TF2 and EXF2 are identical sources to those 
in the 8051. 
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Figure 9. 8052/8032 Interrupt Sources 



The Interrupt Enable Register and the Interrupt Priority 
Register are modified to include the additional 8052 in- 
terrupt sources. The operation of these registers is iden- 
tical to the 8051. The registers are detailed in Figures 
10, 11 and 12. 

In the 8052, the Timer 2 Interrupt is generated by the 
logical OR of TF2 and EXF2. Neither of these flags is 
cleared by hardware when the service routine is vectored 
to. In fact, the service routine may have to determine 
whether it was TF2 or EXF2 that generated the inter- 
rupt, and the bit will have to be cleared in software. 

All of the bits that generate interrupts can be set or 
cleared by software, with the same result as though it 
had been set or cleared by hardware. That is, interrupts 
can be generated or pending interrupts can be canceled 
in software. 

The interrupt vector addresses and the interrupt priority 
for requests in the same priority level are given in the 
following: 
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INTO- 




» — o^o-cyio 



INDIVIDUAL 
ENABLES 



HIGH PRIORITY 
' INTERRUPT 



O- 



c- 
^5- 



o- 



o- 



o- 



GLOBAL 
DISABLE 



LOW PRIORITY 
' INTERRUPT 



Figure 10. 8052 Interrupt Control System 



Source 

1. IEO 

2. TFO 

3. IE1 

4. TF1 

5. RI + XT 

6. TF2 + EXF2 



Vector Address 

0003H 
000BH 
0013H 
001 BH 
0023H 
002BH 



Priority Within 
Level 

(highest) 



(lowest) 



Note that they are identical to those in the 8051 except 
for the addition of the Timer 2 (TF1 and EXF2) inter- 
rupt at 002BH and at the lowest priority within a level. 

PORT STRUCTURES 

The port structures are identical in both parts, except 
that on the 8052/8032 ports P1.0 and Pl.l include the 
Timer 2 alternate functions as follows: 

P1.0 T2 (Timer/counter 2 external input) 

Pl.l T2EX (Timer/counter 2 capture/reload trigger) 

As with the 8051, these alternate functions can only be 
activated if the corresponding bit latch in the port SFR 
contains a 1. 
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8032/8052 











(MSB) 


(LSB) 




I ES |x| 


ET2 | ES | ET1 | EX1 | ETO | EXO | 


Symtx 

ES 


>l Position 

IE.7 


Function 

disables all interrupts. If ES - 0, no 
interrupt will be acknowledged. If ES = 1, 
each interrupt source is individually 
enabled or disabled by setting or clearing 

it« anahlc Kit 
Ms ollauio Oil, 


- 


IE.6 


reserved. 


ET2 


IE.5 


enables or disables the Timer 2 Overflow 
or capture interrupt If ET2 = 0, the Timer 
2 interrupt is disabled. 


es 


IE.4 * 


enables or disables the Serial Port 
interrupt If ES = 0, the Serial Port 
interrupt is disabled. 


ET1 


IE.3 


enables or disables the Timer 1 Overflow 
intenupt. If ET1 = 0, the Timer 1 interrupt 
is disabled. 


EX1 


IE.2 


enables or disables External Intenupt 1 . If 
EX1 - 0, External Intenupt 1 is disabled. 


ETO 


IE.1 


enables or disables the Timer Overflow 
intenupt If ETO = 0, the Timer intenupt 
is disabled. 


EXO 


IE.0 


enables or disables External Interrupt 0. If 
EXO - 0, External Intenupt is disabled. 











(MSB) 


(LSB) 




| X | X | PT2 


| PS | PT1 | PX1 | PT0 | PX0 | 


*? 


1 Position 






IP.7 


reserved 




IP.6 


reserved 


PT2 


IP.5 


defines the Timer 2 interrupt priority 
level. PT2 - 1 programs it to the 
higher priority level. 


PS 


IP.4 


defines the Serial Port interrupt priority 
level. PS = 1 programs it to the 
higher priority level. 


PT1 


IP.3 


defines the Timer 1 intenupt priority 
level. PT1 = 1 programs it to the 
higher priority level. 


PX1 


IP.2 


defines the External Intenupt 1 priority 
level. PX1 ■ 1 programs it to the 
higher priority level. 


PT0 


IP.1 


defines the Timer interrupt priority 
level. PT0 = 1 programs it to the 
higher priority level. 


PX0 


IP.O 


defines the External Interrupt priority 

r,X"W^r msrt,o,he 



Figure 11. 8052 Interrupt Enable (IE) Register 



Figure 12. 8052 Interrupt Priority (IP) Register 
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SC N 8032 AH/SC N 8052 AH 

Single-Chip 8-Bit Microcontroller 



Product Specification 



DESCRIPTION 

The Signetics SCN8032AH/SCN8052AH 
is a high-performance microcontroller 
fabricated using the Signetics highly reli- 
able +5V, depletion-load, N-channel, sili- 
con-gate, N500 MOS process technol- 
ogy. It provides the hardware features, 
architectural enhancements and instruc- 
tions that are necessary to make it a 
powerful and cost-effective controller for 
applications requiring up to 64K bytes of 
programming memory and up to 64K 
bytes of data storage. 

The SCN8032AH contains 256 bytes of 
read/write data memory, 32 I/O lines 
configured as four 8-bit ports, three 16- 
bit timer/counters, a six-source two- 
priority-level nested interrupt structure, a 
programmable serial I/O port and an on- 
chip oscillator and clock circuitry. The 
SCN8052AH has all of these features 
plus 8K bytes of non-volatile read-only 
program memory. Both microcontrollers 
have memory expansion capabilities of 
up to 64K bytes of data storage and 64K 
bytes of program memory that may be 
realized with standard TTL compatible 
memories. 

Because of its extensive BCD/binary 
arithmetic and bit-handling facilities, the 
SCN8032AH/SCN8052AH microcontrol- 
ler is efficient at both computational and 
control-oriented tasks. Efficient use of 
program memory is also achieved by us- 
ing the familiar compact instruction set 
of the 8031/8051. Forty-four percent of 
the instructions are one-byte, 41% two- 
byte, and 15% three-byte instructions. 
With a 12MHz crystal, the majority of 
the instructions execute in just 1.0us. 
The longest instructions, multiply and di- 
vide, require only 4us at 12MHz. 



FEATURES 

• SCN8032AH - control-oriented 
CPU with RAM and I/O 

• SCN80S2AH - an SCN8032AH 
with factory mask-program- 
mable ROM 

• 8K X 8 ROM (SCN8052AH only) 

• 256 X 8 RAM 

• 32 I/O lines (four 8-bit ports) 

• Three 16-bit timer/counters 

• Programmable full-duplex serial 
channel 

— Variable transmit/receive 
baud rate capability 

• Timer 2 capture capability 

• External memory addressing 

- 64K ROM and 64K RAM 

• Boolean processor 

• 128 user bit-addressable 
locations 

• Upward compatible with 
SCN8031 AH/SCN8051 AH 



LOGIC SYMBOL 



PIN CONFIGURATION 





18 28 
TOP VIEW 



Pin 


Function 


Pin 


Function 


1 


NC 


23 


NC 


2 


T2/P1.0 


24 


P2.0/A8 


3 


T2EX/P1.1 


25 


P2.1/A9 


4 


P1.2 


26 


P2.2/A10 


5 


P1.3 


27 


P2.3/A11 


6 


P1.4 


28 


P2.4/A12 


7 


P1.5 


29 


P2.5/A13 


8 


P1.6 


30 


P2.6/A14 


9 


P1 .7 


31 


P2.7/A15 


10 


PiST 


32 


FSETl 


11 


P.XD/P3.0 


33 


ALE 


12 


NC 


34 


NC 


13 


TxD/P3.1 


35 


Ea 


14 


IRT67P3.2 


36 


P0.7/AD7 


15 


HTTT/P3.3 


37 


P0.6/AD6 


16 


T0/P3.4 


38 


P0.5/AD5 


17 


T1/P3.5 


39 


P0.4/AD4 


18 


WR/P3.6 


40 


P0.3/AD3 


19 


RB/P3.7 


41 


P0.2/AD2 


20 


XTAL2 


42 


P0.1/AD1 


21 


XTAL1 


43 


P0.0/AD0 


22 


Vss 


44 


Vcc 
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. — .. .. wnivm ■ iwii 



SCN80 noHgnncin (cpxxxx) 



ROM/RAM (bytes) 

32 - Ext/256 
52 - 8K/256 

Power 

Consumption 
H - Reduced 
Power AH 



Custom ROM Pattern No. 

Applies to masked ROM versions 
only. Number will be assigned by 
Signetics. Contact Signetics sales 
office for ROM pattern submission 
requirements. 

■-Pins 

40 - 40-pin 
44 - 44-pin 

- Package 

A - Plastic LCC 
I - Ceramic DIP 
N - Plastic DIP 

- Speed 

C - 3.5 to 12MHz 
F - 3.5 to 15MHz 



-Operating Temperature Range 

A - -40°C to +85°C 
C - 0°C to +70°C 



PART NUMBER SELECTION 


ROMIess 


ROM 


Temperature and 
Package 


Frequency 




Cr^MflrtC^U/^^M»in 

oONoUo*inOt>IN4U 


to +70°C, plastic DIP 


O-O to I tM nZ 


OOlNOUotnljL/M'I'i 




to +/U o, plastic 


) n 1 OkiL|7 


SCN8032HACN40 


SCN8052HACN40 


— 4U to +oo o, piasiic \j\r 


3.5 to 12MHz 


SCN8032HACA44 


SCN8052HACA44 


—dfl to +ft e i r; nlactir' 1 CC 

*tU \K> tOO v/ t (JldaMU 


3.5 to 12MHz 


SCN8032HCFN40 


SCN8052HCFN40 


to +70°C, plastic DIP 


3.5 to 15MHz 


SCN8032HCFA44 


SCN8052HCFA44 


to +70°C, plastic PLCC 


3.5 to 15MHz 


SCN8032HAFN40 


SCN8052HAFN40 


-40 to +85°C, plastic DIP 


3.5 to 15MHz 


SCN8032HAFA44 


SCN8052HAFA44 


-40 to +85°C, plastic PLCC 


3.5 to 15MHz 



BLOCK DIAGRAM 



I 



r 







PORT 1 
IPJVERS I 



I RAM ADDR 
I REGISTER 



jVERS^J 



P2.0-P2.7 
tttttttt 



mm 



Rap 



I REGISTER 



] [ 




PCON 


SCON 


TMOO 


TCON 


T2C0N 


THO 


TLO 


TH1 


TL1 


TH2 


TL2 


RCAP2H 


RCAP2L 


SBUF 


IE 


IP 


INTERRUPT. SERIAL 
PORT AND TIMER 
BLOCKS 







: 







PROGRAM 
ADDRESS 
RECISTER 



^ BUFFER fr zj 



I INCREMENTS h 



PROGRAM 
COUNTER 



HDr- 



PORT 1 
_UTCH_ 



;r 



PORT 1 I 
I DRIVERS I 

mm- 

P1.0-P1.7 



H 



PORT 3 
LATCH 



I U PORT 3 I 

J, DRIVERS I 



J 



P10-P3.7 
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PIN DESCRIPTION 



MNEMONIC 


PIN NO. 


TYPE 


NAME AND FUNCTION 


DIP 


LCC 


Vss 


20 


22 


I 


Ground: 0V reference. 


Vcc 


40 


44 


I 


Power Supply: This is the power supply voltage for normal operation. 


P0.0-P0.7 


39-32 


43-36 


I/O 


Port 0: Port is an open-drain, bidirectional I/O port. Port is also the multiplexed 
low-order address and data bus during accesses to external program and data mem- 
ory. In this application, it uses strong internal pullups when emitting 1s. Port also 
outputs the code bytes during program verification. 


P1.0-P1.7 


1-8 


2-9 


I/O 


Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pull-ups. Pins P1.0 and 
P1.1 also correspond to the special functions T2, timer 2 counter trigger input, and 
T2EX, external input to timer 2. The output latch on these two special functions must 
be programmed to one for that function to operate. Port 1 also receives the low-order 
address byte during program verification. 




1 
2 


2 
3 


I 


T2 (P1.0): Timer/counter 2 trigger input. 

T2EX (P1.1): Timer/counter 2 external count input. 


P2.0-P2.7 


21-28 


24-31 


I/O 


Port 2: Port 2 is an 8-bit bidirectional I/O port with internal pull-ups. Port 2 emits the 
high-order address byte during fetches from external program memory and during 
accesses to external data memory that use 16-bit addresses (MOVX @DPTR). During 
accesses to external data memory that use 8-bit addresses (MOVX @Ri), port 2 emits 
the contents of the P2 special function register. 


P3.0-P3.7 


10-17 


IT, 
13-19 


I/O 


Port 3: Port 3 is an 8-bit bidirectional I/O port with internal pullups. Port 3 is also used 
for the special features listed below: 




10 
11 
12 
13 
14 
15 
16 
17 


11 
13 
14 
15 
16 
17 
18 
19 


I 

o 
I 
I 
I 

o 
o 


RxD (P3.0): Serial input port 

TxD fP3 1V Serial outnut nort 

INTO (P3.2): External interrupt 

INT1 (P3.3): External interrupt 

TO (P3.4): Timer external input 

T1 (P3.S): Timer 1 external input 

WR (P3.6): External data memory write strobe 

RD (P3.7): External data memory read strobe 


RST 


9 


10 


I 


Reset: A high on this pin for two machine cycles while the oscillator is running, resets 
the device. A small external pull-down resistor (= 8.2KQ) from RST to Vss permits 
power-on reset when a capacitor (= 10uf) is also connected from this pin to Vqq. 


ALE 


30 


33 


I/O 


Address Latch Enable: Output pulse for latching the low byte of the address during an 
access to external memory. In normal operation, ALE is emitted at a constant rate of 
1/6 the oscillator frequency, and can be used for external timing or clocking. Note that 
one ALE pulse is skipped during each access to external data memory 


PSEN 


29 


32 





Program Store Enable: The read strobe to external proqram memory. When the device 
is executing code from external program memorv. PSEN is activated twice each 
machine cycle, except that two PSEN activations are skiDDed during each access to 
cAtcniai uaid iiitjiiiuiy. rocn i;» nui dcuvdtecj cjuring retcnes Trom internal program 
memory. 


EA 


31 


35 


I 


External Access Enable: EA must be externally held low to enable Jhe device to fetch 
code from external program memory locations 0000H and 1FFFH. If EA is held high, the 
device executes from internal program memory unless the program counter contains an 
address greater than 1FFFH. 


XTAL1 


19 


21 


I 


Crystal 1: Input to the inverting oscillator amplifier and input to the internal clock 
generator circuits. 


XTAL2 


18 


20 





Crystal 2: Output from the inverting oscillator amplifier. 
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OSCILLATOR CHARACTERISTICS 

XTAL1 and XTAL2 are the input and out- 
put, respectively, of an inverting ampli- 
fier. The pins can be configured for use 
as an on-chip oscillator, as shown in the 
logic symbol, page 1 . 



To drive the device from an external 
clock source, XTAL2 should be driven 
while XTAL1 should be grounded. There 
are no requirements on the duty cycle of 
the external clock signal, because the 
input to the internal clock circuitry is 
through a divide-by-two flip-flop. How- 
ever, minimum and maximum high and 
low times specified in the data sheet 
must be observed. 



RESET 

A reset is accomplished by holding the 
RST pin high for at least two machine 
cycles (24 oscillator periods), while the 
oscillator is running. 



ABSOLUTE MAXIMUM RATINGS 1 ' 2- 3 



PARAMETER 


RATING 


UNIT 


Storage temperature range 


-65 to +150 


°C 


All voltages with respect to ground 




-0.5 to +7.0 


V 


Power dissipation 


2.0 


W 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C , V cc - 5V ±10%, V ss - 0V". 5 



Symbol 


Parameter 


Test Conditions 


Limits 


Unit 


Min 


Max 


VlL 


Input low voltage 




-0.5 


0.8 


V 


V|H 


Input high voltage, except RST and XTAL2 




2 


Vcc+0.5 


V 


V,H1 


Input high voltage to RST for reset, XTAL2 


XTAL1 to V ss 


2.5 


Vcc+0.5 


V 


Vol 


Output low voltage, ports 1, 2, 3 6 


Iql " 1.6mA 




0.45 


V 


V L1 


Output low voltage, port 0, ALE, PSEN 6 


l 0L - 3.2mA 




0.45 


V 


v 0H 


Output high voltage, ports 1, 2, 3 


Ioh " -80uA 


2.4 




V 


V H1 


Output high voltage port in external bus 
mode, ALE, PSENJ3 


Ioh - -400uA 


2.4 




V 


IlL 


Logical input current, ports 1, 2, 3 


V| N - 0.45V 




-800 


MA 


l|H1 


Input high curent to RST for reset 


Vin " Vcc - 1-5V 




500 


uA 


III 


Input leakage current, port 0, EA 


0.45 < V, N < V CC 




±10 


UA 


l|L2 


Logical input current for XTAL2 


XTAL1 - V ss V| N - 0.45V 




-3.2 


mA 


ice 


Power supply current 


All outputs disconnected 
and EA - Vcc 




175 


mA 


C|0 


Pin capacitance 


f c - 1MHz, T A - 25°C 




10 


PF 


T A = -40°C to +85°C - Extended temperature range - SCN8052HAC only 


V| H 


Input high voltage, except RST and XTAL2 




2.2 


Vcc+0.5 


V 


V|H1 


Input high voltage to RST for reset, XTAL2 


XTAL1 to V ss 


2.7 




V 




Power supply current 


All outputs disconnected 
and EA - V c c 




175 


mA 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics sec- 
tion of this specification is not implied. 

2 For operating at elevated temperatures, the device must be derated based on +150°C maximum junction temperature. 

3. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

4. Parameters are valid over operating temperature range unless otherwise specified. 

5. All voltage measurements are referenced to ground. For testing, all input signals swing between 0.45V and 2:4V with a transition time of 
20ns maximum. All time measurements are referenced at input voltages of 0.6V and 2.0V and at output voltages of 0.8V and 2.0V as 
appropriate. 

6. VOL is degraded when the device rapidly discharges external capacitance. This AC noise is most pronounced during emission of address 
data. When using external memory, locate the latch or buffer as close to the device as possible. 

Emitting Degraded 
Datum Ports I/O Lines VOL (Peak Max) 

Address P2, P0 P1.P3 8V 

Write Data P0 P1, P3, ALE 0.8V 

7. CL - 100pF for port 0, ALE and PSEN outputs; C|_ - 80pF for all other ports. 
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AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or -40°C to +85°C, V c c - 5V ±10%, V ss - OVL 2 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min | Max 


Min Max 


Proaram Memory 


1 /fCLCL 




Oscillator frequency: Speed Versions 

SCN8052 C 
SCN8052 F 






3.5 
3.5 


12 
15 


MHz 
MHz 


'lhll 


1 


ALE pulse width 


127 




2tcLCL-40 




ns 


•avll 




Address valid to ALE low 


43 




'CLCL- 40 




ns 


*llax 




Address hold after ALE low 


48 




tCLCL -35 




ns 


*LLIV 




ALE low to valid instruction in 




233 




4tCLCL-100 


ns 


*LLPL 




ALE low to PSEN low 


58 




tCLCL-25 




ns 


tpLPH 




PSEN pulse width 


215 




3t CLCL-35 




ns 


'PUV 




PSEN low to valid instruction in 




125 




3tcLCL"125 


ns 


tpxix 




Input instruction hold after PSEN 












ns 


tpxiz 




Input instruction float after PSEN 




63 




tCLCL-20 


ns 


'aviv 




Address to valid instruction in 




302 




StcLCL-115 


ns 


'PLAZ 




PSEN low to address float 




20 




20 


ns 


•PXAV 




PSEN to address valid 


75 




tCLCL-8 




ns 


Data Memory 


'RLRH 


2 


RD pulse width 


400 




6t CLCL -100 




ns 


*WLWH 


3 


WR pulse width 


400 




6t CLCL -100 




ns 


tRLDV 


2 


RD low to valid data in 




252 




StcLCL -165 


ns 


«RHDX 


2 


Data hold after RD 












ns 


Irhdz 


2 


Data float after RD 




97 




2t C LCL-70 


ns 


•lldv 


2 


ALE low to valid data in 




517 




8tcLCL-150 


ns 


*AVDV 


2 


Address to valid data in 




585 




9*CLCL-165 


ns 


'llwl 


2, 3 


ALE low to RD or WR low 


200 


300 


3t C LCL-50 


3t C LCL+50 


ns 


'avwl 


2, 3 


Address valid to WR low or RD low 


203 




4tcLCL-130 




ns 


*QVWX 


3 


Data valid to WR transition 


23 




'CLCL- 60 




ns 


'qvwh 


3 


Data vaid to WR high 


433 




7t CLCL -150 




ns 


tWHQX 


3 


Data hold after WR 


33 




•CLCL- 8 




ns 


'RLAZ 


2 


RD low to address float 




20 




20 


ns 


'WHLH 


2, 3 


RD or WR high to ALE high 


43 


123 


tCLCL-40 


tCLCL+40 


ns 


External Clock 


'CHCX 


5 


High time 






20 




ns 


*CLCX 


5 


Lr.w time 






20 




ns 


*CLCH 


5 


Rise time 








20 


ns 


'CHOL 


5 


Fall time 








20 


ns 


Shift Register 


*XLXL 


4 


Serial port clock cycle time 


1.0 




12, CLCL 




us 


*QVXH 


4 


Output data setup to clock rising edge 


700 




10t CLCL -133 




ns 


'XHQX 


4 


Output data hold after clock rising edge 


50 




2t C LCL-117 




ns 


'XHDX 


4 


Input data hold after clock rising edge 












ns 


'XHDV 


4 


Clock rising edge to input data valid 




700 




10t CLCL -133 


ns 



NOTES: 

1. Parai 

2. Load capacitance for port 0, ALE, and 



1. Parameters are valid over operating te mperat ure range unless otherwise specified. 

PSEN - 100pF, load capacitance for all other outputs - 80pF. 



EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is 
always T (- time). The other characters, depending on their 
positions, indicate the name of a signal or the logical status of 
that signal. The designations are: 
A - Address 
C - Clock 
D - Input data 
H - Logic level high 

I - Instruction (program memory contents) 
L - Logic level low, or ALE 



P- PSEN 
Q - CXitput data 
R - RD signal 
t - Time 
V - Valid 
W - WR signal 

X - No longer a valid logic level 
Z - Float 

Examples: tAVLL - T' me ,or address vali d to A LE low. 

'LLPL - Tirne ,or ALE low to PSEN low. 
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ALE 



P3ETJ 



PORT 



> S / V 



y 



PORT 2 



zx 



>PLAZ ' 
K 




X 



A0-A7 



X 



A8-A1 5 



Figure 1. External Program Memory Read Cycle 




PORT 2 



Figure 2. External Data Memory Read Cycle 



y — \ 



-y 



AVLL 



>: 



A V 



X 



A0-A7 

FROM Bl OR r?pi 



X 



y 



'WHLH 



X 



V 



DATA OUT 



XX 



A0-A7 FROM PCL 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



A8-A15 FROM PCH 



Figure 3. External Data Memory Write Cycle 
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INSTRUCTION |o|l|2|3|4|5|6|7|a| 

«JUTJUUULfLfLfUUU^ 



OUTPUT DATA 

' T ' 

WRITE TO SBUF 
| INPUT DATA | 



CLEAR Rl 



|< *XLXL -»| 



'QVXH 




Figure 4. Shift Register Mode Timing 











Vcc-0.5 


7*- 0.7VCO N 


N 






/ \ 






0.45V 7* 


-0.2VCO-0.1 




* A 


/ 










'CHCL — » 




• 'cLCX • 




' 'cHCX * 
**" *CLCH 










'CLCL 





Figure 5. External Clock Drive 



Vcc-0.5 ' 
0.45V ' 



XT: 



i.2Vco+0.9 
2VCC-0.1 



AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V | L max for a logic "0". 



Figure 6. AC Testing Input/Output 



LOAD 



LOAD 



Timing 
Reference 
Points 



V o| _t0.1V 



For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded v oh /vol level occurs. Ioh' i olS± 20mA. 



Figure 7. Float Waveform 
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8XC451 OVERVIEW 

He SC80C451, the SC83C451, and the SC87C451 
(hereafter referred to collectively as the 83C451) are 
I/O expanded versions of the 80C51. Three I/O ports 
have been added to the basic 80C51 architecture for a 
total of 7 on-chip I/O ports. The LCC version has a total 
of 68 pins. The 



control lines 
functions. 



to 



DIP version has 64 pins. Port 6 has 4 
facilitate high-speed asynchronous I/O 



The 83C451/87C451 includes a 4K X 8 ROM/EPROM, a 
128 X 8 RAM, 56 (LCC) or 52 (DIP) I/O lines, two 16- 
bit timer/counters, a five source, two priority, level nest- 
ed interrupt structure, a serial I/O port for either full 
duplex UART, I/O expansion, or multiprocessor commu- 
nications, and an on-chip oscillator and clock circuits. 
The 80C451 includes all of the 83C451 features except 
the on-board 4K X 8 ROM. 

The 83C451 has two software selectable modes of re- 
duced activity for further power reduction: idle mode and 
power-down mode. Idle mode freezes the CPU while al- 
lowing the RAM, timers, serial port, and interrupt sys- 
tem to continue functioning. Power-down mode freezes 
the oscillator, causing all other chip functions to be in- 
operative while maintaining the RAM contents. 

The 83C451 features include: 

• 80C51 based architecture 

• 68-pin LCC and 64-pin DIP packages 

• Seven 8-bit I/O ports (LCC Version) 

• Six 8-bit ports and one 4-bit port (DIP version) 

• 4K X 8 ROM or EPROM 

• 128 X 8 RAM 

• Two 16-bit counter/timers 

• Two external interrupts 

• External memory addressing capability 

- 64K ROM and 64K RAM 

• Low power consumption 

- Idle Mode 

- Power-down mode 



1 FROM THE 8051 
SPECIAL FUNCTION REGISTERS 

The SFRs are identical to those of the standard 80C51 
with the exception of four registers that have been added 
to allow control of the three additional I/O ports P4, P5, 
and P6. The additional registers are P4, P5, P6, and 
CSR. Registers P4, P5, and P6 function as port latches 
for ports 4, 5, and 6 respectively. These registers oper- 
ate identically to those for ports through 3 of the 
80C51. 

The Control Status Register (CSR) is used to control the 
mode of operation of port 6 and indicates the current 
status of port 6. All control status register bits can be 
read and written by the CPU except bits and 1, which 
are read only. A Reset writes ones to bits 2-7 and zeros 
to bits and 1. See Table 5 for the specific function of 
each bit in the Control Status register. 

The SFR addresses for the 83C451 are identical to those 
in the 80C51 except for the additional registers P4, P5, 
P6, and CSR. Table 6 lists the SFR addresses, bit 
names and addresses (where applicable), and reset val- 
ues for the 83C451. Table 7 is a detailed expansion of 
the special function registers. 

I/O PORT STRUCTURE 

The 8XC451 has a total of seven parallel I/O ports. The 
first four ports, P0 through P3, are identical in function 
to those present on the 80C51 family. The added ports 4 
and 5 are identical in function to port 1, that is, they are 
standard quasi-bidirectional ports with no alternate func- 
tions and the standard output drive characteristics. Note 
that on the 68-pin LCC packages, port 4 is an 8-bit port, 
while on the 64-pin DIP packages, only the lower four 
bits of port 4 are available. Port 6 is a specialized 8-bit 
bidirectional I/O port with internal pullups. This special 
port can sink/source three LS TTL inputs and drive 
CMOS inputs without external pullups. The flexibility of 
this port facilitates high-speed parallel data communica- 
tions. Port 6 operating modes are controlled by the port 



Table 5. Control Status Register (CSR) 



Bit 7 


Bit 6 


BitS 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


Bit 


MB1 


MB0 


MA1 


MAO 


OBFC 


IDSM 


OBF 


IBF 


BFLAG Mode Select 


AFLAG Mode Select 


Output Buffer 
Flag Clear 
Mode 


Input Data 
Strobe Mode 


Output Buffer 
Full Flag 


Input Buffer 
Full Flag 


0/0 - Logic output" 
0/1 - Logic 1 output' 
1/0 - IBF output 
1/1 - PE input 
(0 - Select) 
(1 - Disable I/O) 


0/0 - Logic output 
0/1 - Logic 1 output 
1/0 - OBF output* 
1/1 - SEL input 

(0 - Data) 
(1 - Control/status) 


- Negative 
edge of ODS 

1 - Positive 
edge of ODS 


- Positive 
edge of IDS 

1 - Low level 
of IDS 


- Output 
data buffer 

empty 

1 - Output 
data buffer full 


- Input 
data buffer 

empty 

1 - Input 
data buffer full 



NOTE: 

"Output-always mode: 
the OBF flag. 



MB1 - 0, MA1 - 1, and MAO - 0. In this mode, port 6 is always enabled for output. ODS only clears 
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Table 6. Special Function Register Addresses 



REGISTER ADDRESS 


BIT ADDRESS 


Name 


Symbol 


Address 


MSB 












LSB 


Port 4 


P4 


CO 


C7 


C6 


C5 


C4 C3 


C2 


C1 


CO 


Port 5 


P5 


C8 


CF 


CE 


CD 


CC CB 


CA 


C9 


C8 


Port 6 data 


P6 


D8 


DF 


DE 


DD 


DC DB 


DA 


D9 


D8 


Port 6 control status 


CSR 


E8 


EF 


EE 


ED 


EC EB 


EA 


E9 


E8 



6 Control Status Register (CSR). Port 6 and the CSR 
are addressed at the Special Function Addresses shown 
in Table 6. Port 6 can be used as a standard I/O port, 
or in strobed modes of operation in conjunction with the 
four port 6 control lines listed below: 



ODS 
IDS 
BFLAG 



AFLAG 



Output data strobe (active low) 
Input data strobe (active low) 
Bidirectional I/O pin. Can be programmed 
to output the Input Buffer Full flag (IBF), 
input an active low Port Enable (PE) sig- 
nal, or output a high or low logic level. 
Bidirectional I/O pin. Can be programmed 
to output the Output Buffer Full (OBF) 
flag, input a register select signal (SEL), 
or output a high or low logic level. 



Port 6 can be used in a number of different ways to fa- 
cilitate data communication. It can be used as a proces- 
sor bus interface, as a standard quasi-bidirectional I/O 
port, or as a parallel printer port (either polled or in- 
terrupt driven). 

PROCESSOR BUS INTERFACE 

Port 6 allows the use of an 83C451 as an element on a 
microprocessor type bus. The host processor could be a 
general purpose MPU or the data bus of a microcon- 
troller like the 83C451 itself. Setting up the 83C451 as a 
processor bus interface allows single or multiple 
microcontrollers to be used on a bus as flexible periph- 
eral processing elements. Applications can include: 
keyboard scanners, serial I/O controllers, servo control- 
lers, etc. 



STANDARD QUASI-BIDIRECTIONAL I/O PORT 

To use port 6 as a common I/O port, all of the control 
pins should be tied to ground. On hardware reset, bits 
2-7 of the CSR are set to one. With the control pins 
grounded, the Port's operation and electrical characteris- 
tics will be identical to port 1 on the 80CS1. No further 
software initialization is required. 

PARALLEL PRINTER PORT 

The 83C451 has the capacity to permit all of the intelli- 
gent features of a common printer to be handled by a 
single chip. The features of Port 6 allow a parallel port 
to be designed with only line driving and receiving chips 
required as additional hardware. The onboard UART al- 
lows RS232 interfacing with only level shifting chips add- 
ed. The 8-bit parallel ports to 6 are ample to drive 
onboard control functions, even when ports are used for 
external memory access, interrupts, and other functions. 
The RAM addressing ability of ports to 2 can be used 
to address up to 64K bytes of a hardware buffer/spooler. 

In addition, either end of a parallel interface can be im- 
plemented using port 6, and the interfaces can be inter- 
rupt driven or polled in either case. For more detailed 
information on port 6 usage, refer to the application 
notes contained in Section 3, entitled "80C451 Operation 
of Port 6" and "256K Centronics Printer Buffer Using 
the SC87C451 Microcontroller". 



On reset, Port 6 is programmed correctly (that is Spe- 
cial Function registers CSR and P6) for use as a bus in- 
terface. This prevents the interface from disrupting data 
on the bus of a host processor during power-up. 
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Table 7. 8X451 Special Function 



Symbol 


Description 


Direct 






Bit Names and Addresses 






Address 


MSB 














LSB 


ACC* 


Accumulator 


EOH 


E7 


E6 


E5 


E4 


E3 


E2 


El 


EO 


B* 


B register 


FOH 


F7 


F6 


F5 


F4 


F3 


F2 


Fl 


FO 






EF 


EE 


ED 


EC 


EB 


EA 


E9 


E8 


CSR*# 


Port 6 command/status 


E8H 


MB1 


MBO 


MAI 


MAO 


OBFC 


IDSM 


OBF 


IBF 


DPTR: 


Data pointer (2 bytes): 




















DPH 


High byte 


83H 


















DPL 


Low byte 


82H 
























rir 


BE 


BD 


BC 


BB 


BA 




"DO 


IP* 


Interrupt priority 


B8H 




- 




PS 


PT1 


PX1 


PTO 


PXO 








A I 


AE 


AD 


AC 


AB 


AA 


A9 


A8 


IE* 


Interrupt enable 


A8H 


EA 






ES 


ET1 


EX1 


ETO 


EXO 


P0* 


Port 


80H 


87 


B6 


85 


84 


83 


82 


81 


80 


PI* 


Port 1 


90H 


97 


96 


95 


94 


93 


92 


91 


90 


P2* 


Port 2 


AOH 


A7 


A6 


A5 


A4 


A3 


A2 


Al 


AO 


P3* 


Port 3 


BOH 


B7 


B6 


B5 


B4 


B3 


B2 


Bl 


BO 


P4*# 


Port 4 


COH 


C7 


C6 


C5 


C4 


C3 


C2 


CI 


CO 


P5*# 


Port 5 


C8H 


CF 


CE 


CD 


CC 


CB 


CA 


C9 


C8 


P6*# 


Port 6 


D8H 


DF 


DE 


DD 


DC 


DB 


DA 


D9 


D8 


PCON 


Power control 


87H 


SMOD 


— 


~ 




GF1 


GFO 


PD 


IDL 








D7 


D6 


D5 


D4 


D3 


D2 


Dl 


DO 


PSW* 


Program status word 


DOH 


CY 


AC 


FO 


RSI 


RSO 


OV 




P 


SBUF 


Serial data buffer 


99H 
























9F 


9E 


9D 


9C 


9B 


9A 


99 


98 


SCON* 


oenal port control 


yon 


SMO 


SMI 


SM2 


REN 


TB8 


RB8 


n 


RI 


CD 

or 


Stack pointer 


81H 
























8F 


8E 


8D 


8C 


8B 


8A 


89 


88 


TCON* 


Timer/counter control 


88H 


TF1 


TR1 


TFO 


TRO 


IE1 


IT1 


IEO 


ITO 










TMOD 


Timer/counter mode 


89H 


GATE 


C/T 


Ml 


MO 


GATE 


C/T 


Ml 


MO 


THO 


Timer high byte 


8CH 


















TH1 


Timer 1 high byte 


8DH 


















TLO 


Timer low byte 


8AH 


















TL1 


Timer 1 low byte 


8BH 



















Reset Value 



00H 
00H 

FCH 

00H 
00H 

xxxOOOOOB 



OxxOOOOOB 

FFH 
FFH 
FFH 
FFH 
FFH 
FFH 
FFH 



OxxxOOOOB 



00H 

xxxxxxxxB 



00H 
07H 

00H 

00H 

00H 
00H 
00H 
00H 



•SFRs are bit addressable. 

#SFRs are modified from or added to the 80C51 SFRs. 
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DESCRIPTION 

The Signetics SC80C451/SC83C451 is 
an I/O expanded, single-chip micro- 
controller fabricated with Signetics high- 
density CMOS technology. Signetics 
epitaxial substrate minimizes latch-up 
sensitivity. 

The SC80C451/SC83C451 is a functional 
extension of the SC80C51 microcontrol- 
ler with three additional I/O ports and 
four I/O control lines. The LCC version 
has a total of 68 pins. Four control lines 
associated with port 6 facilitate high 
speed asynchronous I/O functions. 

The SC83C451 includes a 4K X 8 ROM, 
a 128 X 8 RAM, 56 (LCC) or 52 (DIP) 
I/O lines, two 16-bit timer/counters, a 
five source, two priority level, nested in- 
terrupt structure, a serial I/O port for ei- 
ther a full duplex UART, I/O expansion, 
or multiprocessor communications, and 
an on-chip oscillator and clock circuits. 
The SC80C451 includes all the SC- 
83C451 features except the on-board 4K 
X 8 ROM. 

The SC80C451/SC83C451 has two soft- 
ware selectable modes of reduced activ- 
ity for further power reduction: idle mode 
and power-down mode. Idle mode freez- 
es the CPU while allowing the RAM, tim- 
ers, serial port, and interrupt system to 
continue functioning. Power-down mode 
freezes the oscillator, causing all other 
chip functions to be inoperative while 
maintaining the RAM contents. 



FEATURES 

• User programmable microcontroller 

• SC80C61 based architecture 

• 68-pin LCC and 64-pin DIP 
packages: 

- Seven 8-bit I/O ports (LCC 
version) 

- Six 8-bit ports and one 4-bit 
port (DIP version) 

• Port 6 features: 

- 8 data pins 

- 4 control pins 

- Direct MPU bus interface 

- Parallel printer interface 

• On the microcontroller 

- 4K X 8 ROM (SC83C451 only) 

- 128 X 8 RAM 

- Two 16-bit counter/timers 

- Two external interrupts 

• External memory addressing 
capability 

- 64K ROM and 64K RAM 

• Low power consumption: 

- Normal operation: less than 
24mA at 5V, 12MHz 

- Idle mode 

- Power-down mode 

LOGIC SYMBOL 



PIN CONFIGURATIONS 




EA I 
P2.0/A8 [ 
P2.1/A9f 
P2.2/A10[ 
P2.3/A1 1 
P2.4/A12I 
P2.5/A13I 
P2.6/A14[ 
P2.7/A15[ 
P0.7/AO7[ 
P0.6/AD6p 
P0.5/AD5[ 
P0.4/AD4[ 
P0.3/AD3[ 
P0.2/AD2P 
P0.1/AD1I 
PO.O/ADof 
Vccf 
P4.3f 
P4.2I: 
P4.1| 
P4.o[j 

pi.of 
P1.1 1 

P1.2[l 
P1.3f 
PI.4F 
P1.5N 
P1.6N 
P1.7f 

rstF 

P3.0/Rxd[ 



ALE 

PSEN 

P6.7 

P6.6 

P6.5 

P6.4 

P6.3 

P6.2 

P6.1 

P6.0 

AFLAG 

BFLAG 

IDS 

ODS 

Vss 

XTAL1 

XTAL2 

P5.7 

P5.6 

P5.5 

P5.4 

P5.3 

P5.2 

P5.1 

P5.0 

P3.7/RD 

P3.6/WR 

P3.5/T1 

P3.4 /T0 

P3.3/INT1 

P3.2/INT0 

P3.1/TxD 



TOP VIEW 



INDEX 
CORNER 



26C 




27 43 
TOP VIEW 



See next page for LCC pin functions 
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ORDERING INFORMATION 

SC8oC4Slannoa (CPxxxx) 



ROMIess/ROM 

- ROMIess 
3 - ROM 



Custom ROM Pattern No. 

Applies to masked ROM versions 
only. Number will be assigned by 
Signetics. Contact Signetics sales 
office for ROM pattern submission 
requirements. 

-Pins 

64 - 64-pin DIP 
68 - 68-pin PLCC 

" Package 

A - Plastic PLCC 
N - Plastic DIP 

" Speed 

B - 0.5 to 12MHz 
C - 3.5 to 12MHz 
G - 3.5 to 16MHz 

- Operating Temperature Range 

A - -40 °C to +85°C 
C - 0°C to +70°C 



PART NUMBER SELECTION 


ROMIess 


ROM 


Temperature and Package 


SC80C451CCN64 


SC83C451CCN64 


to +70°C plastic DIP 


SC80C451CGN64 


SC83C451CGN64 


to +70°C plastic DIP 


SC80C451CBN64 


SC83C451CBN64 


to +70°C plastic DIP 


SC80C451CCA68 


SC83C451CCA68 


to +70°C plastic LCC 


SC80C451CGA68 


SC83C451CGA68 


to +70°C plastic LCC 


SC80C451CBA68 


SC83C451CBA68 


to +70°C plastic LCC 


SC80C451ACN64 


SC83C451ACN64 


-40 to +85°C plastic DIP 


SC80C451AGN64 


SC83C451AGN64 


-40 to +85°C plastic DIP 


SC80C451ACA68 


SC83C451ACA68 


-40 to +85°C plastic LCC 


SC80C451AGA68 


SC83C451AGA68 


-40 to +8S°C plastic LCC 



LCC PIN FUNCTIONS 





INDEX 












CORNER 




1 61 








<a 




5 "l 


360 










LCC 








26C 






344 








■n— 


ET 










27 


43 










TOP VIEW 






Pin 


Function 


Pin 


Function 


Pin 


Function 


1 


EA 


24 


P4.2 


47 


P5.3 


2 


P2.0/A8 


25 


P4.1 


48 


P6.4 


3 


P2.1/A9 


26 


P4.0 


49 


P5.5 


4 


P2.2/A10 


27 


P1.0 


50 


P5.6 


5 


P2.3/A11 


28 


P1.1 


51 


P5.7 


6 


P2.4/A12 


29 


P1.2 


52 


XTAL2 


7 


P2.5/A13 


30 


P1.3 


53 


XTAL1 


8 


P2.6/A14 


31 


P1.4 


54 


Vss 


9 


P2.7/A15 


32 


P1.S 


55 


ODS 


10 


P0.7/AD7 


33 


P1.6 


56 


IDS 


11 


P0.6/AD6 


34 


P1.7 


57 


BFLAG 


12 


P0.5/AD5 


35 


RST 


58 


AFLAG 


13 


P0.4/AD4 


36 


P3.0/RxD 59 


P6.0 


14 


P0.3/AD3 


37 


P3.1/TXD 


60 


P6.1 


15 


P0.2/AD2 


38 


P3.2/INT0 61 


P6.2 


16 


P0.1/AD1 


39 


P3.3/INT1 62 


P6.3 


17 


P0.0/AD0 


40 


P3.4/T0 


63 


P6.4 


18 


Vcc 


41 


P3.5/T1 


64 


P6.5 


19 


P4.7 


42 


P3.6/WR 


65 


P6.6 


20 


P4.6 


43 


P3.7/RD 


66 


P6.7 


21 


P4.5 


44 


P5.0 


67 


PSEN 


22 


P4.4 


45 


P5.1 


68 


ALE 


23 


P4.3 


46 


P5.2 
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PIN DESCRIPTION 



MNEMONIC 


PIN 
DIP 


NO. 
PLCC 


TYPE 


NAME AND FUNCTION 


V SS 


50 


54 


I 


Ground: 0V reference. 


v cc 


18 


18 


I 


Power Supply: This is the power supply voltage for normal, idle, and power-down operation. 


P0.0-P0.7 


17-10 


17-10 


I/O 


Port 0: Port is an 8-bit open-drain, bidirectional I/O port. Port is also the multiplexed data 








imu^rHar aHrir^cc hi ic Hurinn arrp^Qp^ tr» pxtprnal mpmorv External DuliuDS are reauired 
during program verification. Port can sink/source eight LS TTL inputs. 


P1.0-P1.7 


23-30 


27-34 


I/O 


Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pullups. Port 1 receives the low- 
order address bytes during program memory verification. Port 1 can sink/source three LS TTL 

Inniiic anH Hriwa PMOQ innntc uuithrtiit pytprnal niilliir»Q 

inputs, aiicj orivts oiviv^o inputs wiuiuui tJAitJiiidi uuiiupa. 


P2.0-P2.7 


2-9 


2-9 


I/O 


Port 2: Port 2 is an 8-bit bidirectional I/O port with internal pullups. Port 2 emits the high-order 
address bytes during access to external memory and receives the high-order address bits and 

p/inlrnl cinnalc rtiirinn nrnnram vprifipatinn Port P pan <link/^OliTCP thrpp I S I I I inDUtS and 
OOIlllUI ol y I I a 1 o vJUlllty w i w y 1 a 11 1 V01lllv*Qll*Jll. r Ul l £- v>ai I oilli\/o*yui**c mice i — — i ■ i — n ipuu aiiu 

drive CMOS inputs without external pullups. 


P3.0-P3.7 


32-39 


36-43 


I/O 


r> „ o . Dnrt o tm *• ri o Kit K i ,H i r a/- 1 i /-\n o 1 I/O i~.r\rl uiith internal rtiilliinc Pprt pan cinU /cm irro 

port o: Kort o is an o-dii Dioirecnonai i/u pon wnn iiiimiicti puiiupa. rui i c. uan &iiii\/s,L»uit*fci 
three LS TTL inputs and drive CMOS inputs without external pullups. Port 3 also serves the 
special functions listed below: 




32 


36 


I 


RxD (P3.0): Serial input port 




33 


37 





TxD (P3.1): Serial output port 




34 


38 


I 


INTO (P3.2): External interrupt 




35 


39 


I 


INT1 (P3.3): External interrupt 1 




36 


40 


I 


TO (P3.4): Timer external input 




37 


41 


I 


T1 (P3.5): Timer 1 external input 




38 


42 





WR (P3.6): External data memory write strobe 




39 


43 


o 


RD (P3.7): External data memory read strobe 


P4.0-P4.3 


22-19 




I/O 


Port 4: Port 4 is a 4/8-bit (DIP/LCC) bidirectional I/O port with internal pullups. Port 4 can 


P4.0-P4.7 




26-19 


I/O 


sink/source three LS TTL inputs and drive CMOS inputs without external pullups. 


P5.0-P5.7 


40-47 


44-51 


I/O 


Port 5: Port 5 is an 8-bit bidirectional I/O port with internal pullups. Port 5 can sink/source 
three LS TTL inputs and drive CMOS inputs without external pullups. 


P6.0-P6.7 


55-62 


59-66 


I/O 


Port 6: Port 6 is a specialized 8-bit bidirectional I/O port with internal pullups. This special 
port can sink/source three LS TTL inputs and drive CMOS inputs without external pullups. 
Port 6 can be used in a strobed or non-strobed mode of operation. Port 6 works in conjunc- 
tion with four control pins that serve the functions listed below: 
Port 6 Control Lines: 


ODS 


51 


55 


I 


ODS: Output data strobe 


IDS 


52 


56 


I 


IDS: Input data strobe 


BFLAG 


53 


57 


1 1 r> 
l/U 


BFLAG: Bidirectional I/O pin with internal pullups 


AFLAG 


54 


58 


I/O 


AFLAG: Bidirectional I/O pin with internal pullups 


RST 


31 


35 


1 


Reset: A high on this pin, for two machine cycles while the oscillator is running, resets the 
device. An internal pull-down resistor permits a power-on reset using only a capacitor connect- 
ed to Vcc- 


ALE 


64 


68 





Address Latch Enable: Output pulse for latching the low byte of the address during accesses 
to external memory. ALE is activated at a constant rate of 1/6 the oscillator frequency except 
during an external data memory access, at which time one ALE is skipped. ALE can 
sink/source eight LS TTL inputs and drive CMOS inputs without an external pullup. 


PSEN 


63 


67 





Program Store Enable: The read strobe to external program memory. PSEN is activated twice 
each machine evele during fetches from external program memory. However, when executing 
out of external program memory, two activations of PSEN are skipped durinq each access to 
external data memory. PSEN is not activated during fetches from internal program memory, 
PSEN can sink/source eight LS TTL inputs and drive CMOS inputs without an external pullup. 


CM 


1 


1 


1 


Instruction Execution Control: When EA is held high, the CPU executes out of internal program 
memory, unless the program counter exceeds 0FFFH. When EA is held low, the CPU executes 
out of external program memory. EA must never be allowed to float. 


XTAL1 


49 


53 


1 


Crystal 1: Input to the inverting amplifier that forms the oscillator. This input receives the ex- 
ternal oscillator when an external oscillator is used. 


XTAL2 


48 


52 





Crystal 2: An output of the inverting amplifier that forms the oscillator. This pin should be 
floated when an external oscillator is used. 
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PORTS 4 AND 5 

Ports 4 and 5 are bidirectional I/O ports 
with internal pullups. Port 4 is an 8-bit 
port (LCC version) or a 4-bit port (DIP 
version). Port 4 and port 5 pins with 
ones written to them, are pulled high by 
the internal pullups, and in that state can 
be used as inputs. Port 4 and 5 are ad- 
dressed at the special function register 
addresses shown in Table 1 . 

PORT 6 

Port 6 is a special 8-bit bidirectional I/O 
port with internal pullups (see Figure 1). 
This port can be used as a standard I/O 
port, or in strobed modes of operation in 
conjun ction with four special control 
lines: ODS, IDS, AFLAG, and BFLAG. 
Port 6 operating modes are controlled by 
the port 6 control status register (CSR). 
Port 6 and the CSR are addressed at the 
special function register addresses 
shown in Table 1. The following four 
control pins are used in conjunction with 
port 6: 



OD S - Output data strobe input for port 
6. ODS can be programmed to control 
the port 6 output drivers and the output 
buffer full flag (OBF), or to clear only 
the OBF flag bit in the CSR (output- 
always mode). ODS is active low for 
output driver control. The OBF flag can 
be programmed to be cle ared on the 
negative or positive edge of ODS. 

IDS- Input data strobe for port 6. IDS is 
used to control the port 6 input latch and 
input buffer full flag (IBF) bit in the CSR. 
The input data latch can be p rogrammed 
to be transparent when IDS is low and 
latched on the positive transition of IDS, 
or to la tch only on the positive transition 
of IDS. Correspondingly, the IBF flag is 
se t on the negative or positive transition 
of IDS. 

AFLAG - AFLAG is a bidirectional I/O 
pin which can be programmed to be an 
output set high or low under program 



control, or to output the state of the 
output buffer full flag. AFLAG can also 
be programmed to be an input which se- 
lects whether the contents of the output 
buffer, or the contents of the port 6 con- 
trol status register will be output on port 
6. This feature grants complete port 6 
status to external devices. 

BFLAG - BFLAG is a bidirectional I/O 
pin which can be programmed to be an 
output, set high or low under program 
control, or to output the state of the in- 
put buffer full flag. BFLAG can also be 
programmed to input an enable signal for 
port 6. When BFLAG is used as an en- 
able input, port 6 output drivers are in 
the high-impedance state, an d the input 
latch does not respond to the I DS strobe 
when BFLAG is high. Both features are 
enabled when BFLAG is low. This fea- 
ture facilitates the use of the SC80C451/ 
SC83C451 in bused multiprocessor 
systems. 



Table 1. Special Function Register Addresses 



REGISTER ADDRESS 




BIT ADDRESS 






Name 


Symbol 


Address 


MSB 






LSB 


Port 4 


P4 


CO 


C7 C6 


C5 C4 C3 C2 


C1 


CO 


Port 5 


P5 


C8 


CF CE 


CD CC CB CA 


C9 


C8 


Port 6 data 


P6 


D8 


DF DE 


DD DC DB DA 


D9 


D8 


Port 6 control status 


CSR 


E8 


EF EE 


ED EC EB EA 


E9 


E8 



AFLAG 



BFLAG 5B3 



BFLAG/5DS 
MODE 
(CSR.6/.7) 



INPUT BUFFER 
FULL (CSR.O) 



AFLAG 
MODE 
(CSR.4/.S) 



OUTPUT BUFFER 
FULL (CSR.1) 



PORT 6 



OUTPUT 
DRIVERS 









[2 



CONTROL/STATUS 
REGISTER (CSR) 



INPUT BUFFER 
(P6 READ) 







I 


OUTPUT BUFFER 
(P6 WRITE) 



IDS 





ICS 




MODE 



EDGE/LEVEL 
SELECT (CSR. 2) 



INTERNAL BUS 



Figure 1. Port 6 Block Diagram 
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CONTROL STATUS REGISTER 

The control status register (CSR) estab- 
lishes the mode ot operation for port 6 
and indicates the current status of port 6 
I/O registers. All control status register 
bits can be read and written by the CPU, 
except bits and 1 , which are read on- 
ly. Reset writes ones to bits 2 through 7, 
and writes zeros to bits and 1 (see Ta- 
ble 2). 

CSR.O Input Buffer Full Flag (IBF) (Read 
Only) - The IBF bit is set to a logic 1 
when port 6 data is loa ded into the input 
buffer under control of IDS. This can oc- 
cur on the negative or positive edge of 
IDS, as determined by CSR. 2. IBF is 
cleared when the CPU reads the input 
buffer register. 

CSR.1 Output Buffer Full Flag (OBF) 
(Read Only) - The OBF flag is set to a 
logic 1 when the CPU writes to the port 
6 output data buffer. OBF is cl eared by 
the positive or negative edge of ODS, as 
determined by CSR. 3. 

CSR. 2 IDS Mode Select (IDSM) - When 
CS R. 2 - 0, a low-to-high transition on 
the TDS" pin sets the IBF flag. The port 6 



input buffer is loaded on the IDS positive 
edge. When CSR. 2 - 1, a high-to-low 
transition on the IDS pin sets the IBF 
flag. When port 6 input buffer is trans- 
paren t w hen IDS is low, and latched 
when IDS is high. 

CSR.3 Output Buffer Full Flag Clear 
Mode (OBFC) - Whe n CS R.3 - 1, the 
positive edge of the ODS input clears 
the OBF flag. When CSR .3 - 0, the 
negative edge of the ODS input clears 
the OBF flag. 

CSR.4, CSR.5 AFLAG Mode Select (MAO, 
MA1) - Bits 4 and 5 select the mode of 
operation for the AFLAG pin, as follows: 

MA1 MAO AFLAG Function 

Logic output 

1 Logic 1 output 

1 OBF flag output (CSR.1) 
1 1 Select (SEL) input mode 

The select (SEL) input mode is used to 
determine whether the port 6 data regis- 
ter or the control status register is output 
on port 6. When the select feature is 
enabled, the AFLAG input controls the 



Table 2. Control Status Register (CSR) 



source of port 6 output data. A logic 
on AFLAG input selects the port 6 data 
register, and a logic 1 on AFLAG input 
selects the control status register. 

CSR.6, CSR.7 BFLAG Mode Select (MBO, 
MB1) - Bits 6 and 7 select the mode 
operation as follows: 

MB1 MBO AFLAG Function 

Logic output 

1 Logic 1 output 

1 IBF flag output (CSR.O) 
1 1 Port enable (PE) 

In the port enable mode, IDS and ODS 
inputs are disabled when BFLAG input is 
high. When the BFLAG input is low, the 
port is enabled for I/O. 

SPECIAL FUNCTION REGISTER 
ADDRESSES 

Special function register addresses for 
the SC80C451/SC83C451 are identical 
to those of the SC80C51, except for the 
additional registers listed in Table 1 . 



Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


Bit 


MB1 


MBO 


MA1 


MAO 


OBFC 


IDSM 


OBF 


IBF 


BFLAG Mode Select 


AFLAG Mode Select 


Output Buffer 
Flag Clear 
Mode 


Input Data 
Strobe Mode 


Output Buffer 
Full Flag 


Input Buffer 
Full Flag 


0/0 - Logic output' 
0/1 - Logic 1 output* 
1/0 - IBF output 
1/1 - PE input 
(0 - Select) 
(1 - Disable I/O) 


0/0 - Logic output 
0/1 - Logic 1 output 
1/0 - OBF output* 
1/1 - SEL input 

(0 - Data) 
(1 - Control/status) 


- Negative 
edge of ODS 

1 - Positive 
edge of ODS 


- Positive 
edge of IDS 

1 - Low level 
of IDS 


- Output 
data buffer 

empty 

1 - Output 
data buffer full 


- Input 
data buffer 

empty 

1 - Input 
data buffer full 



NOTE: 

"Output-always mode: MB1 
the OBF flag. 



0, MA1 - 1, and MAO - 0. In this mode, port 6 is always enabled for output. ODS only clears 
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ABSOLUTE MAXIMUM RATINGS 1 . 2. 3 



PARAMETER 


RATING 


UNIT 


Operating temperature under bias 


to +70 
-40 to +85 


°C 


Storage temperature range 


-65 to +150 


°C 


Voltage on any other pin to V ss 


-0.5 to + 6.5 


V 


Power dissipation (based on package heat transfer 
limitations, not device power consumption) 


1.5 


w 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics sec- 
tion of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages are with respect to V S s unless otherwise 
noted. 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V cc - 5V ±20%, V SS - 0V 



Symbol 


Parameter 


Test Conditions 


Limits 


Unit 


Min 


Typicall 


Max 


V|L 


Input low voltage, except EA 




-0.5 




0.2V CC -0.1 


V 


Viu 


Input low voltage to EA 









0.2V cc -0.3 


V 


V|H 


Input high voltage, except XTAL1, RST 




0.2V CC +-9 




V cc +0.5 


V 


V|H1 


Input high voltage, XTAL1, RST 




0.7V OC 




Vco+0.5 


V 


Vol 


Output low voltage, ports 1, 2, 3 


I l - 1.6mA2 






0.45 


V 


Voli 


Output low voltage, port 0, ALE, PSEN 


Iql - 3.2mA2 






0.45 


V 


V H 


Output high voltage, ports 1, 2, 3 


Iqh " -60uA 
l 0H " -25uA 
l 0H - -10uA 


2.4 
0.75V CC 
0.9V CC 






V 
V 
V 


VOH1 


Output high voltage (port in external bus 
mode, ALE, PSENJ3 


l 0H - -800uA 
l OH " -300uA 
l 0H " -80uA 


2.4 
0.75V CC 
0.9V CO 






V 
V 
V 


IlL 


Logical input current, ports 1, 2, 3 


V, N - 0.45V 






-50 


ma 


In, 


Logical 1-to-0 transition current, ports 1. 2, 3 


See note 4 






-650 


uA 


111 


Input leakage current, port 


V| N - V ]L or V| H 






±10 


|JA 


ice 


Power supply current: 
Active mode @ 12MHz5 
Idle mode @ 12MHz5 
Power down mode 


See note 6 




11.5 
1.3 

3 


25 
4 

50 


mA 
mA 
uA 


Rrst 


Internal reset pulldown resistor 




50 




300 


kQ. 




Pin capacitance7 - DIP package 
- PLCC package 








15 
10 


PF 
PF 



NOTES: 



1. Typical ratings are based on a limited number of samples taken from early manufacturing lots and are not guaranteed. The values listed are 
at room temperature, 5V. 

2. Capacitive loading on ports and 2 may cause spurious noise to be superimposed on the VOLS of ALE and ports 1 and 3. The noise is due 
to external bus capacitance discharging into the port and port 2 pins when these pins make 1-to-0 transitions during bus operations. In 
the worst cases (capacitive loading > 100pF), the noise pulse on the ALE pin may exceed 0.8V. In such cases, it may be desirable to qualify 
ALE with a Schmitt Trigger, or use an address latch with a Schmitt Trigg er STR OBE input. 

3. Capacitive loading on ports and 2 may cause the VOH on ALE and PSEN to momentarily fall below the 0.9VCC specification when the 
address bits are stabilizing. 

4. Pins of ports 1, 2, and 3 source a transition current when they are being externally driven from 1 to 0. The transition current reaches its 
maximum value when V|N is approximately 2V. 

5. ICCMAX at other frequencies is given by: 
Active mode: ICCMAX - 0.94 X FREQ + 13.71 
Idle mode: ICCMAX - 0.14 X FREQ + 2.31 

where FREQ is the external oscillator frequency in MHz. ICCMAX is given in mA. See Figure 13. 

6. See Figures 14 through 17 for Ice test conditions. 

7. C| applies to Ports 1, 2, 3, 4, 5, 6, AFLAG, BFLAG, XTAL1, XTAL2. 
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AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V cc - 5V ±20%, V ss - OVL 2 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min 


Max 


Min 


Max 


Program Memory 


1/tQLCL 


2 


Oscillator frequency: Speed Versions 

SC80C451/SC83C451 C 
SC80C451/SC83C451 G 






5 
3.5 
3.5 


1 2 
12 
16 


MHz 
MHz 
MHz 


<LHLL 


2 


ALE pulse width 


127 




2t C LCL-"0 




ns 


'avll 


2 


' 

Address valid to ALE low 


28 




tCLCL-55 




ns 


'llax 


2 


Address hold after ALE low 


48 




tCLCL" 35 




ns 


'lliv 


2 


ALE low to valid instruction in 




234 




4tcLCL-10 n 


ns 


'llpl 


2 


ALE low to PSEN low 


43 




tCLCL-40 




ns 


tpLPH 


2 


PSEN pulse width 


205 




3tCLCL"45 




ns 


tpLIV 


2 


PSEN low to valid instruction in 




145 




3tCLCL-105 


ns 


<pxix 


2 


Input instruction hold after PSEN 












ns 


'PXIZ 


2 


Input instruction float after PSEN 




59 




•CLCL" 25 


ns 


tAVIV 


2 


Address to valid instruction in 




312 




5tcLCL-105 


ns 


tpLAZ 


2 


PSEN low to address float 




10 




10 


ns 


Data Memory 


•rlrh 


3, 4 


RD pulse width 


400 




6 *CLCL- 100 




ns 


%LWH 


3, 4 


WR pulse width 


400 




etcLCL" 100 




ns 


•rldv 


3, 4 


RD low to valid data in 




252 




StCLCL -165 


ns 


•rhdx 


3, 4 


Data hold after RD 












ns 


tRHDZ 


3, 4 


Data float after RD 




97 




2t C LCL~70 


ns 


'lldv 


3, 4 


ALE low to valid data in 




517 




8*CLCL"150 


ns 


'avdv 


3, 4 


Address to valid data in 




585 




9<CLCL-165 


ns 


tLLWL 


3, 4 


ALE low to RD or WR low 


200 


300 


3t C LCL-50 


3t CLCL +50 


ns 


*AVWL 


3, 4 


Address valid to WR low or RD low 


203 




4t CLCL -130 




ns 


*QVWX 


3, 4 


Data valid to WR transition 


23 




'CLCL" 60 




ns 


'WHQX 


3, 4 


Data hold after WR 


33 




•CLCL-50 




ns 


'rlaz 


3, 4 


RD low to address float 












ns 


'WHLH 


3, 4 


RD or WR high to ALE high 


43 


123 


«CLCL-40 


'CLCL+40 


ns 


Shift Register 


'XLXL 


5 


Serial port clock cycle time 


1.0 




1 2tcLCL 




us 


'qvxh 


5 


Output data setup to clock rising edge 


700 




10t C |_CL-133 




ns 


<XHQX 


5 


Output data hold after clock rising edge 


50 




2t C LCL-H'' 




ns 


'XHDX 


5 


Input data hold after clock rising edge 












ns 


'XHDV 


5 


Clock rising edge to input data valid 




700 




10t C LCL-133 


ns 



NOTES: 

1. Parameters are valid over operating te mperat ure range unless otherwise specified. 

2. Load capacitance for port 0, ALE. and PSEN - lOOpF. load capacitance for all other outputs - 80pF. 
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AC ELECTRICAL CHARACTERISTICS (Continued) 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min 


Max 


Min 


Max 


Port 6 Input (input rise and fall times = 5ns) 


'flfh 


8 


PE width 


270 




3t C LCL+20 




ns 


'iLIH 


8 


IDS width 


270 




3t CLCL+ 20 




ns 


*DVIH 


8 


Data setup to IDS high or PE high 












ns 


'iHDX 


8 


Data hold after IDS high or PE high 


30 




30 




ns 


'iVFV 


9 


IDS to BFLAG (IBF) delay 




130 




130 


ns 


Port 6 Output 


'OLOH 


6 


ODS width 


270 




3tCLCL+20 




ns 


'fvdv 


7 


SEL to data out delay 




85 




85 


ns 


'OLDV 


6 


ODS to data out delay 




80 




80 


ns 


•OHDZ 


6 


ODS to data float delay 




35 




35 


ns 


'OVFV 


6 


ODS to AFLAG (OBF) delay 




100 




100 


ns 


'fldv 


6 


PE to data out delay 




120 




120 


ns 


*OHFH 


7 


ODS high to AFLAG (SEL) delay 


100 




100 




ns 


External Clock 


'CHCX 


10 


High time 


20 




20 




ns 


'CLCX 


10 


Low time 


20 




20 




ns 


'CLCH 


10 


Rise time 




20 




20 


ns 


tCHCL 


10 


Fall time 




20 




20 


ns 



EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is 
always T (- time). The other characters, depending on their 
positions, indicate the name of a signal or the logical status of 
that signal. The designations are: 



A - Address 

C - Clock 

D - |nput data 

F - PE, SEL, or IBF 

H - Logic level high 

I - Instruction (program memory contents), or input data strobe 

L - Logic level low, or ALE 

- Outpu t data strobe 

P- PSEN 

Q - Output data 

R - RD signal 

t - Time 

V - Valid 

W-WR signal 

X - No longer a valid logic level 
Z - Float 

Examples: t AVLL - Time for address vali d to A LE low. 

t|_LPL " Time ,or ALE low to PSEN low.L - Logic I 
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ALE 



PSEN 



x \ / V 



LLPL 



WlX-» 



w V 



INSTR IN 




A0-A7 



X 



Figure 2. External Program Memory Read Cycle 



y \ 

x — 



AVLL 



PORT 2 



>: 



• 'llov ■ 



'llwl" 



X 



A0-A7 
FROM Rl flR HPI 



RLDV 



RLAZ 



x 



A V 



•wHLH 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



y 



y 



A8-A15 FROM PCH 



Figure 3. External Data Memory Read Cycle 



February 1989 



2-30 



Signetics Microprocessor Products 



Product Specification 



CMOS Single-Chip 8-Bit Microcontroller 



SC80C451/SC83C451 



V H 



PORT 



>: 



'llwl " 



•"'llax" 



A0-A7 — 

FROM BJ OR DPI 



X 



'*WL 



QVWX 



A V_ 



V 



y 



DATA OUT 



'wHOX 

XX 



A0-A7 F 



.7 OR A8-A15 FROM DPH 



X 



A8-A15 FROM PCH 



Figure 4. External Data Memory Write Cycle 



INSTRUCTION I 8 J £ T T 4 1 >,'' ' T , « 1 < ' S | | 8 | J , . <J 8 | 

J1J1J1J1J1J1J1J1J1J1J1^ 



ALE 



|« — *XLXL —J 



OUTPUT DATA 




WRITE TO SBUF 



Figure 5. Shift Register Mode Timing 
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OBF (AFLAG) 



PE (BFLAG) 



PORT 6 ■ 



3^ 



7^ 



OLOH _!^~ 







Figure 6. Port 6 Output 



SEL (AFLAG) 



tK 



PORTS DATA ^( CSR DATA ^ 



Figure 7. Port 6 Select Mode 



PE (BFLAG) 



'flfh ' 



7^ 



t 



• *DVIH 



PORT 6 ( 



Figure 8. Port 6 Input 




Figure 9. IBF Flag Output 
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Vcc-0.5 


7^" 0.7VCC ^ 


\ 




/ 


/ N 


\ 




0.4SV 7 


^■0.2Vcc-0.1 




k / 












'CHCL — • 








" 'cHCX " 










« *CLCX » 




*~~ 'CLCH 










'CLCL 





Figure 10. External Clock Drive 



Vcc-0.5 v y. v / 

\T 0.2VCC+0.9 \y 

/ \. 0.2VCC-0.1 /\ 

0.4SV ' ^ ' ^ 

AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V n_ max for a logic "0". 



Figure 11. AC Testing Input/Output 



LOAD 



LOAD 



— ^ Reference y 

■ 1vN T Poinls 7 * V OL +0.1 



For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded v oh /vol level occurs. i oh' i olS± 20mA. 



Figure 12. Float Waveform 



1 15 

8 



10 















/ 





































MAX 

ACTIVE MODE 



TYP(1) 

ACTIVE MODE 



MAX 

IDLE MODE 



TYP(1) 
IDLE MODE 



4MHz 8MHz 12MHz 16MHz 
FREQ AT XTAL1 



Figure 13. Ice vs - FREQ 
Valid only within frequency specifications of the device under 1 
TYP(1) - See DC Electrical Characteristics 
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Vcc 
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RST 


EA 


XTAL2 
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Vss 


?5rjs" 



Vcc 
Ice 



Vcc 



Figure 14. I cc Test Condition, Active 
All other pins are disconnected 
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OT33" 



-J 



Figure 15. l C c Test Condition, Idle 
All other pins are disconnected 



Vcc-0.5 



0.7Vcc 
0.4SV "A " 0.2VCC-0.1 



'CHCL — • 



'CLCX- 



'CLCL" 



Figure 16. Clock Signal Waveform for l C c Tests in Active and Idle 
*CLCH = *CHCL = 5ns 
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(NC)- 





Vcc 


RST 


PO 






XTAL2 




XTAL1 




Vss 






IDS" 




0155" 





VLC 



Vcc 



Figure 17. I cc Test Conditions, Power Down Mode 
All other pins are disconnected. V cc = 2V to 5.5V 
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Product Specification 



DESCRIPTION 

The Signetics SC87C451 is an I/O ex- 
panded, single-chip microcontroller fabri- 
cated with Signetics high-density CMOS 
technology. Signetics epitaxial substrate 
minimizes latch-up sensitivity. 

The SC87C451 has 4K of EPROM on- 
chip as program memory and is other- 
wise identical to the SC83C451. 

The SC87C451 is a functional extension 
of the SC87C51 microcontroller with 
three additional I/O ports and four I/O 
control lines. The LCC version has a total 
of 68 pins. Four control lines associated 
with port 6 facilitate high speed asyn- 
chronous I/O functions. 

The SC87C451 includes a 4K X 8 
EPROM, a 128 X 8 RAM, 58 (LCC) or 54 
(DIP) I/O lines, two 16-bit timer/count- 
ers, a five source, two priority level, 
nested interrupt structure, a serial I/O 
port for either a full duplex UART, I/O 
expansion, or multiprocessor communica- 
tions, and an on-chip oscillator and clock 
circuits. 

The SC87C451 has two software select- 
able modes of reduced activity for fur- 
ther power reduction: idle mode and 
power-down mode. Idle mode freezes 
the CPU while allowing the RAM, timers, 
serial port, and interrupt system to con- 
tinue functioning. Power-down mode 
freezes the oscillator, causing all other 
chip functions to be inoperative while 
maintaining the RAM contents. 



FEATURES 

• User programmable microcontroller 

• SC80C51 based architecture 

• 68-pin LCC and 64-pin DIP 
packages: 

- Seven 8-bit I/O ports (LCC 
version) 

- Six 8-bit ports and one 4-bit 
port (DIP version) 

• Port 6 features: 

- 8 data pins 

- 4 control pins 

- Direct MPU bus interface 

- Parallel printer interface 

• On the microcontroller 

- 4K X 8 EPROM 

- 128 X 8 RAM 

- Two 16-bit counter/timers 

- Two external interrupts 

• External memory addressing 
capability 

- 64K ROM and 64K RAM 

• Low power consumption: 

- Normal operation: less than 
24mA at 5V, 12MHz 

- Idle mode 

- Power-down mode 

LOGIC SYMBOL 



PIN CONFIGURATIONS 



153 



1 



REN ■ 



/RxD- 



! J IDS — • 
|"j BFLAG «— • 
' I^AFUS — ■ 



a 

i 
n 



3 



His 
1 



a 



EA/VPP 
P2.0/A8 
P2.1/A9I 
P2.2/A10[ 
P2.3/A11 I 
P2.4/A12I 
P2.5/A1 3 I 
P2.6/A14[ 
P2.7/A15[ 
P0.7/AD7[ 
P0.6/AD6[ 
P0.5/AD5r 
P0.4/AD4[ 
P0.3/AD3[ 
P0.2/AD2P 
P0.1/AD1 1 
P0.0/AD0[ 
Vcc[ 
P4.3r 
P4.2p 
P4.1 [ 
P4.o[; 
P1.of 
P1.1 I 
P1.2I: 
P1.3p 
P1.4M 
P1.5|j 
P1.6P 
P1.7f 

rst[ 

P3.07RxDt 




| ALE/P ROG 

PSEN 

P6.7 
JP6.6 
] P6.5 
j P6.4 

P6.3 
|P6.2 

P6.1 
IP6.0 
] AFLAG 
] BFLAG 
I IDS 
lODS 
jVss 
1XTAL1 
JXTAL2 
] P5.7 

P5.6 
]P5.5 
1 P5.4 
]P5.3 
I P5.2 

Ips.i 
Jps.o 

P3.7/RD 
] P3.6/WR 
j P3.5/T1 
| P3.4/T0 
P3.3 /INT1 
P3.2/INT0 
P3.1/TxD 



360 



344 



27 43 
TOP VIEW 



; for LCC pin functions 
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ECN 94521 



SC87C451 □□□□□ 



OPERATING 
TEMPERATURE RANGE - 

A - -40 °C to +85 °C 
C - °C to +70 °C 

SPEED - 

B - 0.5 to 12MHz 
C - 3.5 to 12MHz 
G - 3.5 to 16MHz 



-64 = 64 pin DIP 
68 = 68 pin LCC 

-PACKAGE 

A - Plastic LCC 
I - Ceramic DIP 
L - Ceramic LCC 
N - Plastic DIP 



PART NUMBER SELECTION 



Part No. 

SC87C451CCI64 

SC87C451CGI64 

SC87C451CBI64 

SC87C451CCL68 

SC87C451CGL68 

SC87C451CBL68 

SC87C451CCN64 

SC87C451CGN64 

SC87C451CBN64 

SC87C451CCA68 

SC87C451CGA68 

SC87C451CBA68 



Speed 

3.5 to 12MHz 
3.5 to 16MHz 
0.5 to 12MHz 
3.5 to 12MHz 
3.5 to 16MHz 
0.5 to 12MHz 
3.5 to 12MHz 
3.5 to 16MHz 
0.5 to 12MHz 
3.5 to 12MHz 
3.5 to 16MHz 
0.5 to 12MHz 



•PRELIMINARY SPECIFICATION 



Temperature and Package 

to +70°C ceramic DIP 
to +70°C ceramic DIP* 
to +70°C ceramic DIP 
to +70°C ceramic LCC 
to +70°C ceramic LCC" 
to +70°C ceramic LCC 
to +70°C plastic DIP 
to +70°C plastic DIP* 
to +70°C plastic DIP 
to +70°C plastic LCC 
to +70°C plastic LCC* 
to +70°C plastic LCC 



LCC PIN FUNCTIONS 



INDEX 
CORNEI 



V 



27 43 
TOP VIEW 



Pin 


Function 


Pin 


Function 


Pin 


Function 


1 


EA/VPP 


24 


P4.2 


47 


P5.3 


2 


P2.0/A8 


25 


P4.1 


48 


PS.4 


3 


P2.1/A9 


26 


P4.0 


49 


P5.5 


4 


P2.2/A10 


27 


P1.0 


50 


P5.6 


5 


P2.3/A1 1 


28 


P1.1 


51 


P5.7 


6 


P2.4/A12 


29 


P1.2 


52 


XTAL2 


7 


P2.5/A13 


30 


PI .3 


53 


XTAL1 


8 


P2.6/A14 


31 


P1.4 


54 


Vss 


9 


P2.7/A15 


32 


P1.5 


55 


ODS 


10 


P0.7/AD7 


33 


P1.6 


56 


IDS 


11 


P0.6/AD6 


34 


P1.7 


57 


BFLAG 


12 


P0.5/AD5 


35 


RST 


58 


AFLAG 


13 


P0.4/AD4 


36 


P3.0/RxD 


59 


P6.0 


14 


P0.3/AD3 


37 


P3.1/TxD 


60 


P6.1 


15 


P0.2/AD2 


38 


P3.2/INT0 


61 


P6.2 


16 


P0.1/AD1 


39 


P3.3/INT1 


62 


P6.3 


17 


P0.0/AD0 


40 


P3.4/T0 


63 


P6.4 


18 


Vcc 


41 


P3.5/T1 


64 


P6.5 


19 


P4.7 


42 


P3.6/WR 


65 


P6.6 


20 


P4.6 


43 


P3.7/RD 


66 


P6.7 


21 


P4.5 


44 


P5.0 


67 


PSEN 


22 


P4.4 


45 


P5.1 


68 


ALE/PROG 


23 


P4.3 


46 


P5.2 
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I LATCH 


pi 




DRIVI 


• 

:rs 



port e 

CONTROL/STATUS 



PORT 3 
LATCH 
J V — 



] 



PORT 3 
DRIVERS 



-TO ™-i-± t i MT 

P1.0-P1.7 Pe.O-PS.7 IDS CDS AFLAG BFLAG P3.0-P3.7 



J 



DO 
p 

o 
o 
:* 
d 
> 



o 



Signetics Microprocessor Products 



Product Specification 



CMOS Single-Chip 8-Bit EPROM Microcontroller SC87C451 



PIN DESCRIPTION 



MNEMONIC 


PIN NO. 






DIP 


LCC 


TYPE 


NAME AND FUNCTION 


Vss 


50 


54 


I 


Ground: 0V reference. 


v C c 


18 


18 


I 


Power Supply: This is the power supply voltage for normal, idle, and power-down operation. 


P0.0-P0.7 


17-1C 


17-10 


I/O 


Port 0: Port is an 8-bit open-drain, bidirectional I/O port. Port is also the multiplexed data 
and low-order address bus during accesses to external memory. External pullups are required 
during program verification. Port can sink/source eight LS TTL inputs. 


P1.0-P1.7 


23-30 


27-34 


I/O 


Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pullups. Port 1 receives the low- 
order address bytes during program memory verification. Port 1 can sink/source three LS TTL 
inputs, and drive CMOS inputs without external pullups. 


P2.0-P2.7 


2-9 


2-9 


I/O 


Port 2" Port ? is an R-oit bidirectional I/O oort with internal niillnnc Port O omitc tho 
r wi i . n i c is ail o^jii uiui 1 1.1.11UI idi i/kj ^jui 1 Willi nimiiiai puiiupo. rUI 1 £. clllllo lllc 

high — order address bytes during access to external memory and receives the high-order 
address bits and control signals during program verification. Port 2 can sink/source three LS 
TTL inputs and drive CMOS inputs without external pullups. 


P3.0-P3.7 


32-39 


36-43 


I/O 


Port 3' Port 3 is an R— hit bidirectional I/O nort with internal niillnnc Port can cinb/cniirr'a 
' — '* 1 »*■ i >J 13 an u uii uiunckjiiuiiai I / v_/ |JU| l Willi lllldlldl ^.)UIIU|_l3. rUll £ v^dll all IK/ SOU! (,C 










three LS TTL inputs and drive CMOS inputs without external pullups. Port 3 also serves the 
special functions listed below: 












32 


36 


I 


RxD (P3.0): Serial input port 




33 


37 





TxD (P3.1): Serial output port 




34 


38 


I 


INTO (P3.2): External interrupt 




35 


39 


I 


INT1 (P3.3): External interrupt 1 




36 


40 


I 


TO (P3.4): Timer external input 




37 


41 


I 


T1 (P3.5): Timer 1 external input 




38 


42 





WR (P3.6): External data memory write strobe 




39 


43 





RD (P3.7): External data memory read strobe 


P4.0-P4.3 


22-19 




I/O 


Port 4: Port 4 is a 4/8-bit (DIP/LCC) bidirectional I/O port with internal pullups. Port 4 can 


P4.0-P4.7 




26-19 


I/O 


sink/source three LS TTL inputs and drive CMOS inputs without external pullups. 


P5.0-P5.7 


40-47 


44-51 


I/O 


Port 5: Port 5 is an 8-bit bidirectional I/O port with internal pullups. Port 5 can sink/source 
three LS TTL inputs and drive CMOS inputs without external pullups. 


P6.0-P6.7 


55-62 


59-66 


I/O 


Port 6: Port 6 is a SDeciali7ed R— hit bidirectional I/O nort with internal niillnnc This eneoial 
■ vi > v. , vii v 13 a g^cviailLUU v Ull UlUllljljIIUIiai ll\J put I Willi llllcllldl L)UIIUL/3. Illli> oUcClal 

port can sink/source three LS TTL inputs and drive CMOS inputs without external pullups. 
Port 6 can be used in a strobed or non-strobed mode of operation. Port 6 works in conjunc- 
tion with four control pins that serve the functions listed below: 
Port 6 Control Lines: 




51 


55 




OPS: Output data strobe 




52 


56 




IDS: Input data strobe 




53 


57 




BFLAG: Bidirectional I/O pin with internal pullups 




54 


58 




AFLAG: Bidirectional I/O pin with internal pullups 


RST 


31 


35 


■i 


Reset: A high on this pin, for two machine cycles while the oscillator is running, resets the 
device. An internal pull-down resistor permits a power-on reset using only a capacitor connect- 
ed to V cc . 


ALE/PROG 


64 


68 


I/O 


Address Latch Enable/Program Pulse: Output pulse for latching the low byte of the address 
during accesses to external memory. ALE is activated at a constant rate of 1/6 the oscillator 
frequency except during an external data memory access, at which time one ALE is skipped. 
ALE can sink/source eight LS TTL inputs and drive CMOS inputs without an external pullup. 
This pin is also the program pulse during EPROM programming. 


PSEN 


63 


67 


I/O 


Program Store Enable: The read strobe to external program memory. PSEN is activated twice 
each machine cycle during fetches from external proqram memorv. However when executing 
out of external program memorv. two activations of PSEN are skipped during each access to 
external data memory. PSEN is not activated during fetches from internal program memory. 
PSEN can sink/source eight LS TTL inputs and drive CMOS inputs without an external pullup. 










This pin should be tied low during programming. 


EA/Vpp 


1 


1 




Instruction Execution Control/Programming Supply Voltage: When EA is held high, the CPU 
executes out of internal program memory, unless the program counter exceeds 0FFFH. When 
EA is held low, the CPU executes out of external program memory. EA must never be allowed 
to float. This pin also receives the 12.75V programming supply voltage (V PP ) during EPROM 
programming. 


XTAL1 


49 


53 


I 


Crystal 1: Input to the inverting amplifier that forms the oscillator. This input receives the ex- 
ternal oscillator when an external oscillator is used. 


XTAL2 


48 


52 


O 


Crystal 2: An output of the inverting amplifier that forms the oscillator. This pin should be 
floated when an external oscillator is used. 
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PORTS 4 AND S 

Ports 4 and 5 are bidirectional I/O ports 
with internal pullups. Port 4 is an 8-bit 
port (LCC version) or a 4-bit port (DIP 
version). Port 4 and port 5 pins with 
ones written to them, are pulled high by 
the internal pullups, and in that state can 
be used as inputs. Port 4 and 5 are ad- 
dressed at the special function register 
addresses shown in Table 1 . 

PORT 6 

Port 6 is a special 8-bit bidirectional I/O 
port with internal pullups (see Figure 1). 
This port can be used as a standard I/O 
port, or in strobed modes of operation in 
conjun ction with four special control 
lines: ODS, IDS, AFLAG, and BFLAG. 
Port 6 operating modes are controlled by 
the port 6 control status register (CSR). 
Port 6 and the CSR are addressed at the 
special function register addresses 
shown in Table 1. The following four 
control pins are used in conjunction with 
port 6: 



OP S - Output data strobe input for port 
6. ODS can be programmed to control 
the port 6 output drivers and the output 
buffer full flag (OBF), or to clear only 
the OBF flag bit in the CSR (output- 
always mode). ODS is active low for 
output driver control. The OBF flag can 
be programmed to b e cleared on the 
negative edge of ODS. 

IDS— Input data strobe for port 6. TDS is 
used to control the port 6 input latch and 
input buffer full flag (IBF) bit in the CSR. 
The input data latch can be p rogrammed 
to be transparent when IDS is low and 
latched on the positive transition of IDS, 
or to la tch only on the positive transition 
of IDS. Correspondingly, the IBF flag is 
set on the negative or positive transition 
of IDS. 

AFLAG - AFLAG is a bidirectional I/O 
pin which can be programmed to be an 
output set high or low under program 



control, or to output the state of the 
output buffer full flag. AFLAG can also 
be programmed to be an input which se- 
lects whether the contents of the output 
buffer, or the contents of the port 6 con- 
trol status register will be output on port 
6. This feature grants complete port 6 
status to external devices. 

BFLAG - BFLAG is a bidirectional I/O 
pin which can be programmed to be an 
output, set high or low under program 
control, or to output the state of the in- 
put buffer full flag. BFLAG can also be 
programmed to input an enable signal for 
port 6. When BFLAG is used as an en- 
able input, port 6 output drivers are in 
the high-impedance state, an d the input 
latch does not respond to the IDS strobe 
when BFLAG is high. Both features are 
enabled when BFLAG is low. This fea- 
ture facilitates the use of the SC87C451 
in bused multiprocessor systems. 



Table 1. Special Function Register Addresses 



REGISTER ADDRESS 


BIT ADDRESS 


Name 


Symbol 


Address 


MSB 






LSB 


Port 4 


P4 


CO 


C7 C6 


C5 C4 C3 C2 


C1 


CO 


Port 5 


P5 


C8 


CF CE 


CD CC CB CA 


C9 


C8 


Port 6 data 


P6 


D8 


DF DE 


DD DC DB DA 


D9 


D8 


Port 6 control status 


CSR 


E8 


EF EE 


ED EC EB EA 


E9 


E8 



AFLAG 



BFLAG 6Tj§" 



PORT 6 



BFLAG/6T53 
MODE 
(CSR.6/.7) 



INPUT BUFFER 
FULL (CSR.OI 



OUTPUT 
DRIVERS 



AFLAG 
MODE 
(CSR.4/.S) 



OUTPUT BUFFER 
FULL (CSR.1) 



CONTROL/STATUS 
REGISTER (CSR) 



I 



IDS 



INPUT BUFFER 
(P8 READ) 







I 


OUTPUT BUFFER 
(P6 WRITE) 



IBS 
MODE 



EDGE/LEVEL 
SELECT (CSR. 2) 



INTERNAL BUS 



Figure 1. Port 6 Block Diagram 
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CONTROL STATUS REGISTER 

The control status register (CSR) estab- 
lishes the mode of operation for port 6 
and indicates the current status of port 6 
I/O registers. All control status register 
bits can be read and written by the CPU, 
except bits and 1, which are read on- 
ly. Reset writes ones to bits 2 through 7, 
and writes zeros to bits and 1 (see Ta- 
ble 2). 

CSR.0 Input Buffer Full Flag (IBF) (Read 

Only) - The IBF bit is set to a logic 1 
when port 6 data is loa ded into the input 
buffer under control of IDS. This can oc- 
cur^ on the negative or positive edge of 
IDS, as determined by CSR. 2. IBF is 
cleared when the CPU reads the input 
buffer register. 

CSR.1 Output Buffer Full Flag (OBF) 
(Read Only) - The OBF flag is set to a 
logic 1 when the CPU writes to the port 
6 output data buffer. OBF is cl eared by 
the positive or negative edge of ODS, as 
determined by CSR. 3. 

CSR.2 IDS Mode Select (IDSM) - When 
CS R. 2 - 0, a low^o-tiigh transition on 
the IDS pin sets the IBF flag. The port 6 



input buffer is loaded on the IDS positive 
edge. When CSR .2 - 1, a high-to-low 
transition on the IDS pin sets the IBF 
flag. When po rt 6 input buffer is trans- 
paren t w hen IDS is low, and latched 
when IDS is high. 

CSR.3 Output Buffer Full Flag Clear 
Mode (OBFC) - Whe n CS R.3 - 1, the 
positive edge of the ODS input clears 
the OBF flag. When 03R.3 - 0, the 
negative edge of the ODS input clears 
the OBF flag. 

CSR. 4, CSR. 5 AFLAG Mode Select (MAO, 
MA1) - Bits 4 and 5 select the mode of 
operation for the AFLAG pin, as follows: 

MA1 MAO AFLAG Function 

Logic output 

1 Logic 1 output 

1 OBF flag output (CSR.1) 
1 1 Select (SEL) input mode 

The select (SEL) input mode is used to 
determine whether the port 6 data regis- 
ter or the control status register is output 
on port 6. When the select feature is 
enabled, the AFLAG input controls the 



Table 2. Control Status Register (CSR) 



source of port 6 output data. A logic 
on AFLAG input selects the port 6 data 
register, and a logic 1 on AFLAG input 
selects the control status register. 

CSR.6, CSR.7 BFLAG Mode Select (MBO, 
MB1) - Bits 6 and 7 select the mode 
operation as follows: 

MA1 MAO AFLAG Function 

Logic output 

1 Logic 1 output 

1 IBF flag output (CSR.0) 
1 1 Port enable (PE) 

In the port enable mode, IDS and ODS 
inputs are disabled when BFLAG input is 
high. When the BFLAG input is low, the 
port is enabled for I/O. 

SPECIAL FUNCTION REGISTER 
ADDRESSES 

Special function register addresses for 
the SC87C451 are identical to those of 
the SC80C51, except for the ad 
registers listed in Table 1 . 



Bit 7 


Bit 6 


Bit 5 


Bit 4 


Bit 3 


Bit 2 


Bit 1 


Bit 


MB1 


MBO 


MA1 


MAO 


OBFC 


IDSM 


OBF 


IBF 


BFLAG Mode Select 


AFLAG Mode Select 


Output Buffer 
Flag Clear 
Mode 


Input Data 
Strobe Mode 


Output Buffer 
Full Flag 


Input Buffer 
Full Flag 


0/0 - Logic output* 
0/1 - Logic 1 output* 
1/0 - IBF output 
1/1 - PE input 
(0 - Select) 
(1 - Disable I/O) 


0/0 - Logic output 
0/1 - Logic 1 output 
1/0 - OBF output" 
1/1 - SEL input 

(0 - Data) 
(1 - Control/status) 


- Negative 
edge of ODS 

1 - Positive 
edge of ODS 


- Positive 
edge of IDS 

1 - Low level 
of IDS 


- Output 
data buffer 

empty 

1 - Output 
data buffer full 


- Input 
data buffer 

empty 

1 - Input 
data buffer full 



NOTE: 

"Output-always mode: 
the OBF flag. 



MB1 - 0, MA1 - 1, and MAO - 0. In this mode, port 6 is always enabled for output. ODS only clears 
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ABSOLUTE MAXIMUM RATINGS 1 2 . 3 



PARAMETER 


RATING 


UNIT 


Operating temperature under bias 


to +70 
-40 to +85 


°C 


Storage temperature range 


-65 to +150 


°C 


Voltage on EA/Vpp pin to Vss 


to +13.0 


V 


Voltage on any other pin to Vss 


-0.5 to + 6.5 


V 


Power dissipation (based on package heat transfer 
limitations, not device power consumption) 


1.5 


w 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics sec- 
tion of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages are with respect to V S s unless otherwise 
noted. 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V cc - 5V ±10%, V S s - 0V 



Symbol 


Parameter 


Test 
Conditions 


Limits 


Unit 


Min 


Typical 1 


Max 


VlL 


Input low voltage, except EA 




-0.5 




0.2V CC -0.1 


V 


V,L1 


Input low voltage to EA 









0.2V cc -0.3 


V 


V,H 


Input high voltage, except XTAL1, RST 




0.2V cc +.9 




Vcc+0-5 


V 


V|H1 


Input high voltage, XTAL1, RST 




0.7V CO 




Vcc+0.5 


V 


Vol 


Output low voltage, ports 1, 2, 3, 4, 5, 6 


l 0L - 1.6mA 2 






0.45 


V 


Voli 


Output low voltage, port 0, ALE, PSEN 


l 0L - 3.2mA 2 






0.45 


V 


Voh 


Output high voltage, ports 1, 2, 3, 4, 5, 6 


l 0H " -60uA 
l 0H " -25uA 
l 0H - -10uA 


2.4 
0.75V CC 
0.9V CC 






V 
V 
V 


V H1 


Output high voltage (port in external bus 
mode, ALE, PSEN)3 


Iqh " -800uA 

Ioh 300uA 

Ioh - -80uA 


2.4 

0.75V CC 
0.9V CC 






V 
V 
V 


IlL 


Logical input current, ports 1, 2, 3, 4, 5, 6 


V| N - 0.45V 






-50 


uA 


Itl 


Logical 1-to-0 transition current, ports 1, 2, 3, 4, 5, 6 


See note 4 






-650 


uA 


lg 


Input leakage current, port 


Vin - V||_ or 
VlH 






±10 


uA 


Ice 


Power supply current: 
Active mode @ 12MHzS 
Idle mode @ 12MHz5 
Power down mode 


See note 6 




11.5 
1.3 
3 


25 
4 

50 


mA 
mA 
uA 


R RST 


Internal reset pulldown resistor 




50 




300 


kO 




Pin capacitance7 - DIP package 
- PLCC package 








15 
10 


PF 
PF 



NOTES: 



1. Typical ratings are based on a limited number of samples taken from early manufacturing lots and are not guaranteed. The values listed are 
at room temperature, 5V. 

2. Capacitive loading on ports and 2 may cause spurious noise to be superimposed on the Vols of ALE and ports 1 and 3. The noise is due 
to external bus capacitance discharging into the port and port 2 pins when these pins make 1-to-0 transitions during bus operations. In 
the worst cases (capacitive loading > 100pF). the noise pulse on the ALE pin may exceed 0.8V. In such cases, it may be desirable to qualify 
ALE with a Schmitt Trigger, or use an address latch with a Schmitt Trigg er ST ROBE input. 

3. Capacitive loading on ports and 2 may cause the VOH on ALE and PSEN to momentarily fall below the 0.9VCC specification when the 
address bits are stabilizing. 

4. Pins of ports 1, 2, and 3 source a transition current when they are being externally driven from 1 to 0. The transition current reaches its 
maximum value when V|N is approximately 2V. 

5. ICCMAX at other frequencies is given by: 
Active mode: ICCMAX - 0.94 X FREQ + 13.71 
Idle mode: ICCMAX - 0.14 X FREQ + 2.31 

where FREQ is the external oscillator frequency in MHz. ICCMAX is given in mA. See Figure 13. 

6. See Figures 14 through 17 for ICC test conditions. 

7. C| applies to Ports 1, 2, 3, 4, 5, 6, AFLAG, BFLAG, XTAL1 , XTAL2. 
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AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V CC - 5V ±10%, V ss - OVL 2 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min 


Max 


Min 


Max 


Program Memory 


1/tfJLCL 


2 


Oscillator frequency: Speed Versions 

SC87C451 B 

SC87C451 G 






0.5 
3.5 
3.5 


12 
12 
16 


MHz 
MHz 
MHz 


'lhll 


2 


ALE pulse width 


127 




2tOLCL-"0 




ns 


UVLL 


2 


Address valid to ALE low 


28 




'CLCL -55 




ns 


'llax 


2 


Address hold after ALE low 


48 




'CLCL -35 




ns 


'lliv 


2 


ALE low to valid instruction in 




234 




4t C LCL-100 


ns 


l LLPL 


2 


ALE low to PSEN low 


43 




tCLCL-40 




ns 


IPLPH 


2 


PSEN pulse width 


205 




3t C LCL-45 




ns 


*PLIV 


2 


PSEN low to valid instruction in 




145 




3tcLCL-1°5 


ns 


'pxix 


2 


Input instruction hold after PSEN 












ns 


'pxiz 


2 


Input instruction float after PSEN 




59 




'CLCL" 25 


ns 


'AVIV 


2 


Address to valid instruction in 




312 




5t C LCL-105 


ns 


tpLAZ 


2 


PSEN low to address float 




10 




10 


ns 


Data Memory 


tRLRH 


3, 4 


RD pulse width 


400 




6t CLCL- 100 




ns 


*WLWH 


3, 4 


WR pulse width 


400 




6t CLCL -100 




ns 


'rldv 


3, 4 


RD low to valid data in 




252 




5tcLCL-l65 


ns 


'rhdx 


3, 4 


Data hold after RD 












ns 


'rhdz 


3, 4 


Data float after RD 




97 




2tCLCL"70 


ns 


'lldv 


3, 4 


ALE low to valid data in 




517 




8tcLCL-150 


ns 


'avdv 


3, 4 


Address to valid data in 




585 




9tCLCL"165 


ns 


Illwl 


3, 4 


ALE low to RD or WR low 


200 


300 


3t C LCL-50 


3 'CLCL+50 


ns 


•avwl 


3, 4 


Address valid to WR low or RD low 


203 




4tcLCL-130 




ns 


'qvwx 


3, 4 


Data valid to WR transition 


23 




tCLCL -60 




ns 


'WHQX 


3, 4 


Data hold after WR 


33 




tCLCL-50 




ns 


*RLAZ 


3, 4 


RD low to address float 












ns 


'WHLH 


3, 4 


RD or WR high to ALE high 


43 


123 


'CLCL™ 40 


'CLCL+40 


ns 


Shift Register 


'XLXL 


5 


Serial port clock cycle time 


1.0 




12t C LCL 




us 


'qvxh 


5 


Output data setup to clock rising edge 


700 




10t CLCL -133 




ns 


*XHQX 


5 


Output data hold after clock rising edge 


50 




2t C LCL-H7 




ns 


*XHDX 


5 


Input data hold after clock rising edge 












ns 


*XHDV 


5 


Clock rising edge to input data valid 




700 




1°'CLCL-133 


ns 



NOTES: 

1. Parameters are valid over operating temperature range unless otherwise specified. 

2. Load capacitance for port 0. ALE, and PSEN - 100pF, load capacitance for all other outputs - 80pF. 
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AC ELECTRICAL CHARACTERISTICS (Continued) 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min 


Max 


Min 


Max 


Port 6 Input (input rise and fall times = 5ns) 


'flfh 


8 


PE width 


270 




31CLCL+20 




ns 


•|LIH 


8 


IDS width 


270 




3t CLCL +20 




ns 


*DVIH 


8 


Data setup to IDS high or PE high 












ns 


tlHDX 


8 


Data hold after IDS high or PE high 


30 




30 




ns 


tlVFV 


9 


IDS to BFLAG (IBF) delay 




130 




130 


ns 


Port 6 Output 


*OLOH 


6 


ODS width 


270 




3tcLCL+20 




ns 


'fvdv 


7 


SEL to data out delay 




85 




85 


ns 


tOLDV 


6 


ODS to data out delay 




80 




80 


ns 


tOHDZ 


6 


ODS to data float delay 




35 




35 


ns 


•oVFV 


6 


ODS to AFLAG (OBF) delay 




100 




100 


ns 


•fldv 


6 


PE to data out delay 




120 




120 


ns 


•OHFH 


7 


ODS high to AFLAG (SEL) delay 


100 




100 




ns 


External Clock 


'CHCX 


10 


High time 


20 




20 




ns 


<CLCX 


Low time 


20 




20 




ns 


tCLCH 


10 


Rise time 




20 




20 


ns 


•CHCL 


10 


Fall time 




20 




20 




ns 



EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is 
always T (- time). The other characters, depending on their 
positions, indicate the name of a signal or the logical status of 
that signal. The designations are: 

A - Address 

C - Clock 

D - Input data 

F - PE, SEL, or IBF 

H - Logic level high 

I - Instruction (program memory contents), or input data strobe 

L - Logic level low, or ALE 

O - Outpu t data strobe 

P- PSEN 

Q - Output data 

R - RD signal 

t - Time 

V - Valid 

W - WR signal 

X - No longer a valid logic level 
Z - Float 

Examples: tAVLL ~ Time ,or address vali d to A LE low. 

•llpl - Time f° r ALE low to PSEN low.L - Logic I 
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P5ER 



PORTO 



PORT 2 



1 \ 



>-<: 
zx 



LLAX 



y v 



'llpl > •)« — ' PLPH — ' 

«-t»„ , -J" — 'lliv • 



A0-A7 



'pxix-» 



A0-A7 



X 



Figure 2. External Program Memory Read Cycle 



ALE 



-/ \ 



RD 



■ 'lldv ' 



'llwl " 



X 



A0-A7 
FROM Rl OR nPI >f 



'AVWL 



RLRH ' 



A V 



V/H 



\ datain 



A0-A7 FROM PCL > C INSTR IN 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



A8-A15 FROM PCH 



Figure 3. External Data Memory Read Cycle 
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./ \ 



PSEN 



WB 



'avll 



>: 



LLWL 



A0-A7 
FROM Rl OR DPI 



X 



" 'WLWH" 



A V 



'WHLH 



XX 



y 



y 



A0-A7 FROM PCL > ( INSTR IN 



P2.0-P2.7 OR A8-A15 FROM DPH 



A8-A15 FROM PCH 



Figure 4. External Data Memory Write Cycle 



INSTRUCTION I [ v 1 I ' . S ] V 3 j 4 | r 6 | « | V » I 8 | 

|«— -'xLXL -»| 



CLOCK 



OUTPUT DATA 

' T ' 

WRITE TO SBUF 
INPUT DATAj 



CLEAR Rl 




Figure 5. Shift Register Mode Timing 
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OBF (AFLAG) 



PE (8FLAG) 



^ 







2L 



'oVFV 



7^ 



l OLDV 



OVFV 



3^ 



OHDZ 



Figure 6. Port 6 Output 



ODS 



SEL (AFLAG) 



PORT 6 DATA 



X ™ X 



> 



Figure 7. Port 6 Select Mode 




Figure & Port 6 Input 




Figure 9. IBF Flag Output 
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CHCX 
*CLCH 



" 'CLCL 1 



Figure 10. External Clock Drive 



Vcc-0.5 ■ 



0.45V 



XI 



2VCC+0.9 
.2Vcc-0.1 



X 



AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V il max for a logic "0". 



Figure 11. AC Testing Input/Output 




For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded V oh /vol level occurs. loH/'OL^fc 20mA. 



Figure 12. Float Waveform 



EPROM CHARACTERISTICS 

The SC87C451 is programmed by using a 
modified Quick-Pulse Programming'" al- 
gorithm. It differs from older methods in 
Hhe value used for Vpp (programming 
supply voltage) a nd in t he width and 
number of the ALE/PROG pulses. 

The SC87C451 contains two signature 
bytes that can be read and used by an 
EPROM programming system to identify 
the device. The signature bytes identify 
the device as an SC87C451 manufac- 
tured by Signetics Corporation. 

Table 3 shows the logic levels for read- 
ing the signature byte, and for program- 
ming the program memory, the encryp- 
tion table, and the lock bits. The circuit 
configuration and waveforms for quick- 
pulse programming are shown in Figures 
18 and 19. Figure 20 shows the circuit 
configuration for normal program memory 
verification. 

QUICK-PULSE PROGRAMMING 

The setup for microcontroller quick-pulse 
programming is shown in Figure 18. Note 
that the SC87C451 is running with a 4 to 
6MHz oscillator. The reason the oscilla- 
tor needs to be running is that the de- 
vice is executing internal address and 
program data transfers. 

The address of the EPROM location to 
be programmed is applied to ports 1 and 
2, as shown in Figure 18. The code byte 
to be programmed into that location is 



applied to port 0. RST, PSEN and pins 
of ports 2 and 3 specified in Table 2 are 
held at the "Program Code Dat a" leve ls 
indicated in Table 3. The ALE/PROG is 
pulsed low 25 times as shown in Figure 
19. 

To program the encryption table, repeat 
the 25 pulse programming sequence for 
addresses through 1FH, using the 
"Pgm Encryption Table" levels. Do not 
forget that after the encryption table is 
programmed, verification cycles will pro- 
duce only encrypted data. 

To program the lock bits, repeat the 25 
pulse programming sequence using the 
"Pgm Lock Bit" levels. After one lock bit 
is programmed, further programming of 
the code memory and encryption table is 
disabled. However, the other lock bit 
can still be programmed. 

Note that the EA/Vpp pin must not be al- 
lowed to go above the maximum speci- 
fied Vpp level for any amount of time. 
Even a narrow glitch above that voltage 
can cause permanent damage to the de- 
vice. The Vpp source should be well reg- 
ulated and free of glitches and over- 
shoot. 

Program Verification 

If lock bit 2 has not been programmed, 
the on-chip program memory can be 
read out for program verification. The 
address of the program memory locations 
to be read is applied to ports 1 and 2 as 



shown in Figure 20. The other pins are 
held at the "Verify Code Data" levels in- 
dicated in Table 3. The contents of the 
address location will be emitted on port 
0. External pull-ups are required on port 
for this operation. 

If the encryption table has been pro- 
grammed, the data presented at port 
will be the exclusive NOR of the pro- 
gram byte with one of the encryption 
bytes. The user will have to know the 
encryption table contents in order to cor- 
rectly decode the verification data. The 
encryption table itself cannot be read 
out. 

Reading the Signature Bytes 

The signature bytes are read by the 
same procedure as a normal verification 
of locations 030H and 031 H, except that 
P3.6 and P3.7 need to be pulled to a 
logic low. The values are: 

(030H) - 15H indicates manufactured by 

Signetics 
(031 H) - 90H indicates SC87C451 

Program/Verify Algorithms 

Any algorithm in agreement with the 
conditions listed in Table 3, and which 
satisfies the timing specifications, is suit- 
able. 



"Trademark phrase of Intel Corp. 
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Erasure Characteristics 

Erasure of the EPROM begins to occur 
when the chip is exposed to light with 
wavelengths shorter than approximately 
4,000 angstroms. Since sunlight and flu- 
orescent lighting have wavelengths in 
this range, exposure to these light 
sources over an extended time (about 1 
week in sunlight, or 3 years in room level 
fluorescent lighting) could cause inadver- 
tent erasure. For this and secondary ef- 
fects, it is recommended that an 
opaque label be placed over the win- 
dow. For elevated temperature or sol- 
vent environment, use Kapton tape 
Fluorglas part number 2345-5 or equiva- 
lent. 

Table 3. EPROM Programming Modes 



The recommended erasure procedure is 
exposure to ultraviolet light (at 2537 
angstroms) to an integrated dose of at 
least 15W-sec/cm2. Exposing the 
EPROM to an ultraviolet lamp of 
12,000uW/cm2 rating for 20 to 39 min- 
utes, at a distance of about 1 inch, 
should be sufficient. 



Erasure leaves the array 
state. 



an all 1s 



MODE 


RST 


PSEN 


ALE/PROG 


EA/Vpp 


P2.7 


P2.6 


P3.7 


P3.6 


Read signature 


1 





1 


1 














Program code data 


1 





0* 


Vpp 


1 





1 


1 


Verify code data 


1 





1 


1 








1 


1 


Pgm encryption table 


1 





0* 


Vpp 


1 





1 





Pgm lock bit 1 


1 





0" 


Vpp 


1 


1 


1 


1 


Pgm lock bit 2 


1 





0" 


Vpp 


1 


1 









NOTES: 

1. "0" - valid low for that pin, "1" - valid high for that pin. 

2. Vpp = 12.75V ±0.25V. 

3. Vcrj - 5V ±10% during programming and verification. 

"ALE/PROG receives 25 programming pulses while Vpp is held at 12.75V. Each programming pulse is low for 100us (±10us) and 
high for a minimum of 10us. 




MAX 

ACTIVE MODE 



TYP(1) 

ACTIVE MODE 



MAX 

IDLE MODE 



4MHz 8MHz 12MHz 16MHz 
FREQ AT XTAL1 



Figure 13. Ice vs. FREQ 
Valid only within frequency specifications of the device under 1 
TYP(1) - See DC Electrical Characteristics 
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Vee 



"L 



CLOCK 
SIGNAL 



(NC)- 





Vcc 


RST 


PO 
EA 


XTAL2 
XTAL1 
Vss 


IDS 
5D5" 



Figure 14. l C c Test Condition, Active 
All other pins are disconnected 



Vcc 
Ice 





Vcc 

RST PO 

ETC 


(NC) 


XTAL2 
XTAL1 

Vss _ 

IDS 

OT5S" 


SIGNAL 







vcc 



Figure 15. Ice Test Condition, Idle 
All other pins are disconnected 



Vcc-0.5 
0.45V 




0.7VCC 
0.2VCC-0.1 



CHCL — « 



'CHCX 



'CLCL 



Figure 16. Clock Signal Waveform for l cc Tests in Active and Idle 
tCLCH = »CHCL = 5ns 



r 



(NC) 









Vcc 


RST 


PO 




Ea" 


XTAL2 




XTAL1 




Vss 


ID5" 




CDS 



Vcc 
Vcc 



Vcc 



Figure 17. I cc Test Conditions, Power Down Mode 
All other pins are disconnected. V cc = 2V to 5.5V 
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A0-A7 . 
1 • 
1 ■ 
1 • 



I ^ 



4-6MHz 





Vcc 


P1 


PO 


RST 


EA/Vpp 


P3.6 


ALE/PROG 


P3.7 


SC87C451 

PSEN 


XTAL2 


P2.7 




P2.6 




P2.0 


XTAL1 


-P2.3 



fc 



PGM DATA 
+1 2.75V 

26 100us PULSES 
TO GROUND 



■ 

. o 

A8-A11 




ALE/PROG: 



-25 PULSES- 



UUUUlzr-— IJIJULJU 



ALE/PROG: 



IOuSMIN — «| [• 100U.S±10 «| 

n n. 



Figure 19. PROG Waveform 
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1 — 



5- 



4-6MHZ 



I 



RST 



P3.7 



EA/Vpp 

ALE/PROG 
SC87C451 



PSEN 



P2.7 



XTAL1 



P2.0 
-P2.3 




PGM DATA 



(ENABLE) 



Figure 20. Programming Verification 
EPROM PROGRAMMING AND VERIFICATION CHARACTERISTICS T A - 21 °C to +27°C, V cc - 5V±10%, V ss - 0V (see Figure 21) 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


V PP 




Programming supply voltage 


12.5 


13.0 


V 


Ipp 


Programming supply current 




50 


mA 




Oscillator frequency 


4 


6 


MHz 


tAVGL 


Address setup to PROG low 


48tcLCL 






'GHAX 


Address hold after PROG 


48, CLCL 






'dvgl 


Data setup to PROG low 


48t C LCL 






<GHDX 


Data hold after PROG 


48tcLCL 






'ehsh 


P2.7 (ENABLE) high to Vpp 


48, CLCL 






•SHGL 


Vp P setup to PROG low 


10 




us 


»GHSL 


Vpp hold after PROG 


10 




us 


'glgh 


PROG width 


90 


110 


us 


'avqv 


Address to data valid 




48t C LCL 




•elqv 


ENABLE low to data valid 




48t C LCL 




*EHQZ 


Data float after ENABLE 





48t C LCL 




*GHGL 


PROG high to PROG low 


10 




us 
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P1.0-P1.7 . 
P2.0-P2.3 



PORT 



EA/Vpp ■ 



PROGRAMMING* 



'dvgl 

*AVGL 



> ( 



< DATA IN 



25 PULSES 



VERIFICATION" 



> 



i DATA OUT ► 



GHDX 

'ghax 









GHGL 



GHSL 

LOGIC1_ 



LOGIC 



'AVQV 



LOGIC 1 



*ELQV b-a 



•FOR PROGRAMMING VERIFICATION SEE FIGURE 18. 
FOR VERIFICATION CONDITIONS SEE FIGURE 20. 



Figure 21. EPROM Programming and Verification 
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8XC552 OVERVIEW 

Hie 83CS52 is a stand-alone high-performance micro- 
controller designed for use in real-time applications such 
as instrumentation, industrial control, and automotive 
control applications such as engine management and 
transmission control. The device provides, in addition to 
the 80C51 standard functions, a number of dedicated 
hardware functions for these applications. 

The 83C552 single-chip 8-bit microcontroller is manu- 
factured in an advanced CMOS process and is a deriva- 
tive of the 80C51 microcontroller family. The 83C552 
uses the powerful instruction set of the 80C51. Additional 
special function registers are incorporated to control the 
on-chip peripherals. Three versions of the derivative ex- 
ist although the generic term "83C552" is used to refer 
to family members: 

83C552: 8K bytes mask-programmable ROM, 256 bytes 
RAM 

87C552: 8K bytes EPROM, 256 bytes RAM 

80C552: ROMless version of the 83C552 

The 83C552 contains a non-volatile 8K x 8 read-only 
program memory, a volatile 256 x 8 read/write data 
memory, six 8-bit I/O ports, two 16-bit timer/event 
counters (identical to the timers of the 80C51), an addi- 
tional 16-bit timer coupled to capture and compare 
latches, a fifteen-source, two-priority-level, nested inter- 
rupt structure, an 8-input ADC, a dual DAC pulse width 
modulated interface, two serial interfaces (UART and 
I2C bus), a 'watchdog' timer and on-chip oscillator and 
timing circuits. For systems that require extra capability, 
the 83C552 can be expanded using standard TTL com- 
patible memories and logic. 

The 83C552 has two software selectable modes of re- 
duced activity for further power reduction - Idle and 
Power-down. The Idle mode freezes the CPU and resets 
Timer T2 and the ADC and PWM circuitry but allows 
the other timers, RAM, serial ports and interrupt system 
to continue functioning. The Power-down mode saves the 
RAM contents but freezes the oscillator causing all other 
chip functions to become inoperative. 

DIFFERENCES FROM THE 8051 
PROGRAM MEMORY 

The 83C552 contains 8K-bytes of on-chip program mem- 
ory which can be extended to 64K-bytes with external 
memories (see Figure 13). When the EA pin is held 
high, the 83C552 fetches instructions from internal ROM 
unless the address exceeds 1FFFH. Locations 2000H to 
FFFFH are fetched from external program memory. 
When the EA pin is held low, all instructions fetches are 
from external memory. ROM locations 0003H to 0073H 
are used by interrupt service routines. 



8XC552 



DATA MEMORY 

The internal data memory is divided into 3 sections: the 
lower 128 bytes of RAM, the upper 128 bytes of RAM 
and the 128-byte special function register areas. The 
lower 128 bytes of RAM are directly and indirectly ad- 
dressable. While RAM locations 128 to 255 and the spe- 
cial function register area share the same address space, 
they are accessed through different addressing modes. 
RAM locations 128 to 255 are only indirectly address- 
able and the special function registers are only directly 
addressable. All other aspects of the internal RAM are 
identical to the 8051. 

The stack may be located anywhere in the internal RAM 
by loading the eight bit stack pointer. Stack depth is 256 
bytes maximum. 

SPECIAL FUNCTION REGISTERS 

The special function registers (directly addressable only) 
contain all of the 83C552 registers except the program 
counter and the four register banks. Most of the 56 spe- 
cial function registers are used to control the on-chip 
peripheral hardware. Other registers include arithmetic 
registers (ACC, B, PSW), stack pointer (SP) and data 
pointer registers (DHP, DPL). Sixteen of the SFR's 
contain 128 directly addressable bit locations. Table 8 
lists the 83C552's special function registers. 

The standard 80C51 SFR's are present and function 
identically in the 83C552 except where noted in the fol- 
lowing sections. 

TIMER T2 

Timer T2 is a 16-bit timer consisting of two registers 
TMH2 (HIGH byte) and TML2 (LOW byte). The 16-bit 
timer/counter can be switched off or clocked via a 
prescaler from one of two sources: fosc/12 or an exter- 
nal signal. When Timer T2 is configured as a counter, 
the prescaler is clocked by an external signal on T2 
(PI. 4). A rising edge on T2 increments the prescaler 
and the maximum repetition rate is one count per ma- 
chine cycle (1MHz with a 12MHz oscillator). 

The maximum repetition rate for Timer T2 is twice the 
maximum repetition rate for Timer and Timer 1. T2 
(P1.4) is sampled at S2P1 and again at S5P1 (i.e., twice 
per machine cycle). A rising edge is detected when T2 
is LOW during one sample and HIGH during the next 
sample. To ensure that a rising edge is detected, the in- 
put signal must be LOW for at least 1/2 cycle and then 
HIGH for at least 1/2 cycle. If a rising edge is detected 
before the end of S2P1, the timer will be incremented 
during the following cycle; otherwise it will be incre- 
mented one cycle later. The prescaler has a program- 
mable division factor of 1, 2, 4 or 8 and is cleared if its 
division factor or input source is changed, or if the tim- 
er/counter is reset. 



February 1989 



2-53 



Signetics Microprocessor Products 



Section 2 - 8051 Derivatives 



User's Guide 



8XC552 



(FFFFH) 64K 



(FFFFH) 64K 



EXTERNAL 



I1FFFH) 8191 



(2000H) 8192 



(0000H) 



INTERNAL 
(EA - 1! 



EXTERNAL 
(EA - 0) 



(FFHI 255 

(7FHI 127 
(00H) 



OVERLAPPED 
SPACE 



INTERNAL 
DATA RAM 



SPECIAL 
FUNCTION 
REGISTERS 



PROGRAM MEMORY 



Y 

INTERNAL 
DATA MEMORY 



(OOOOH) 
I 



Y 

EXTERNAL 
DATA MEMORY 



Figure 13. Memory Map 



Timer T2 may be read "on the fly", but possesses no 
extra read latches and software precautions may have to 
be taken to avoid misinterpretation in the event of an 
overflow from least to most significant byte while Timer 
T2 is being read. Timer T2 is not loadable and is reset 
by the RST signal or by a rising edge on the input signal 
RT2, if enabled. RT2 is enabled by setting bit T2ER 
(TM2CON.5). 

When the least significant byte of the timer overflows or 
when a 16-bit overflow occurs, an interrupt request may 
be generated. Either or both of these overflows can be 
programmed to request an interrupt. In both cases, the 
interrupt vector will be the same. When the lower byte 
(TML2) overflows, flag T2B0 (TM2CON) is set and flag 
T20V (TM2IR) is set when TMH2 overflows. These flags 
are set one cycle after an overflow occurs. Note that 
when T20V is set, T2B0 will also be set. To enable the 
byte overflow interrupt, bits ET2 (IEN1.7, enable over- 
flow interrupt, see Figure 14) and T2IS0 (TM2CON.6, 
byte overflow interrupt select) must be set. Bit T2B0 
(TM2CON.4) is the Timer T2 byte overflow flag. 
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Figure 14. Timer T2 Interrupt Enable Register (DEN1) 
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Table 8. 8XC552 Special Function Registers 



Symbol 


Description 


Direct 
Address 


Bit Address, Symbol or Alternative Port Function 
MSB LSB 


Reset Value 


ACC* 


Accumulator 


EOH 


E7 


E6 


E5 


E4 


E3 


E2 


EI 


EO 


00H 


ADCH# 


A/D converter high 
Adc control 


C6H 




































xxxxxxxxB 


ADCON# 


C5H 


A.DC.i|ADC.O|ADEX| ADCI |ADCS|AADR2|AADR1 


AADRO 


xxOOOOOOB 


B* 


B register 


FOH 


F7 


F6 


F5 


F4 


F3 


F2 


Fl 


FO 


00H 


CTCON# 


Capture control 
Capture high 3 
Capture high 2 
Capture high 1 
Capture high 
Compare high 2 
Compare high 1 
Compare high 


EBH 


CTN3 


CTP3 


CTN2 


CTP2 ICTNll CTP 


CTNO 


CTPO 


00H 


CTH3# 


CFH 
CEH 
CDH 
CCH 
CBH 
CAH 
C9H 




































xxxxxxxxB 


CTH2# 


















xxxxxxxxB 


CTH1# 


















xxxxxxxxB 


CTH0# 
CMH2# 
CMH1# 
CMH0# 


















xxxxxxxxB 
OOH 
00H 
OOH 


CTL3# 
CTL2# 
CTL1# 
CTL0# 
CML2# 
CML1# 
CML0# 


Capture low 3 
Capture low 2 
Capture low 1 
Capture low 
Compare low 2 
Compare low 1 
Compare low 


AFH 
AEH 

ACH 
ABH 
AAH 
A9H 




































xxxxxxxxB 


















xxxxxxxxB 


















aaaaaaaaB 


















xxxxxxxxB 
OOH 
OOH 
OOH 


DPTR: 
DPH 
DPL 


Data pointer (2 bytes) 
Data pointer high 
Data pointer low 


83H 
82H 


















OOH 

mil 

UUri 








AF 


AE 


AD 


AC 


AB 


AA 


A9 


A8 






Interrupt enable 


Aon 


EA 


EAD 


ESI 


ESO 


ET1 


EX1 


ETO 


ET1 


OOH 








EF 


EE 


ED 


EC 


EB 


EA 


E9 


E8 




IEN1*# 


Interrupt enable 1 


E8H 


ET2 


ECM2 1 ECM1 | ECMO | ECT3 


ECT2 


ECT1 


ECTO 


OOH 






BF 


BE 


BD 


BC 


BB 


BA 


B9 


B8 




IPO* 


Interrupt priority 


B8H 




PAD 


PS1 


PSO 


PT1 


PX1 


PTO 


PXO 


xOOOOOOOB 






FF 


FE 


FD 


FC 


FB 


FA 


F9 


F8 




IP1*# 


Interrupt priority 1 
Port 5 


F8H 


PT2 


PCM2 


PCM1 


PCMO 


PCT3 


PCT2 


PCT1 


PCTO 


OOH 


P5# 


C4H 


ADC7 


ADC6 


ADC5 


ADC4 


ADC3 


ADC2 


ADCI 


ADCO 












C7 


C6 


C5 


C4 


C3 


C2 


CI 


CO 




P4*# 


Port 4 


COH 


CMT1 


CMTO |CMSR5|CMSR4|CMSR3| CMSR2 1 CMSR1 1 CMSRO 


FFII 








B7 


B6 


B5 


B4 


B3 


B2 


Bl 


BO 




P3* 


Port 3 


BOH 


RD 


WR 


Tl 


TO 


INT1 


INTO 


TXD 


RXD 


FFH 








A7 


A6 


A5 


A4 


A3 


A2 


Al 


AO 




P2* 


Port 2 


AOH 


A15 


A14 


A13 


A12 


AH 


A10 


A9 


A8 


FFH 








97 


96 


95 


94 


93 


92 


91 


90 




PI* 


Port 1 


90H 


SDA 


SCL 


RT2 


T2 


CT3I 


CT2I 


CT1I 


CTOI 


FFH 








87 


86 


85 


84 


83 


82 


81 


80 




PO* 


Port 


80H 


AD7 


AD6 


AD5 


AD4 


AD3 


AD2 


AD1 


ADO 


FFH 


PCON 


Power control 


87H 


SMOD 






WLE 


GF1 


GFO 


PD 


IDL 


OOxxOOOOOB 








D7 


D6 


D5 


D4 


D3 


D2 


Dl 


DO 




PSW* 


Program status word 


DOH 


CY 


AC 


FO 


RSI 


RSO 


OV 


Fl 


P 


OOH 


PWMP# 
PWM1# 
PWM0# 


PWM prescaler 
PWM register 1 
PWM register 


FEH 
FDH 
FCH 




OOH 
OOH 
OOH 


RTE# 


Reset/toggle enable 


EFH 


TP47 


TP46 I RP45 


RP44 


RP43 


RP42 


RP41 


RP40 


OOH 


SP 


Stack pointer 


81H 


















07H 


SOBUF 


Serial data buffer 


99H 


















xxxxxxxxB 



* - SFRs are bit addressable. 

# = SFRs are modified from or added to the 80C51 SFRs. 
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Table 8. 8XCS52 Special Function Registers (Continued) 



Symbol 


Description 


Direct 
Address 


Bit Address, Symbol or Alternative Port Function 
MSB LSB 


Reset Value 








9F 


9E 


9D 


9C 


9B 


9A 


99 


98 




SOCON* 


Serial control 


98H 


SMO 


SMI 


SM2 


REN 


TB8 


RB8 


TI 


Rl 


OOH 


S1ADR# 


Serial 1 address 


DBH 




GC 


OOH 


SLAVE ADDRESS 


SIDAT# 


Serial 1 data 


DAH 




OOH 


S1STA# 


Serial 1 status 


D9H 


SC4 


SC3 


SC2 


SCI 


SCO 











F8H 








DF 


DE 


DD 


DC 


DB 


DA 


D9 


D8 




SICON#* 


Serial 1 control 


D8H 




ENS1 


STA 


STO 


SI 


AA 


CR1 


CRO 


xOOOOOOOB 


STE# 


Set enable 


EEH 


TG47 


TG46 


SP45 


SP44 


SP43 


SP42 


SP41 


SP40 


COH 


TH1 

THO 

TL1 

TLO 

TMH2# 

TML2# 


Timer high 1 
Timer high 
Timer low 1 

Timor Inu' 

Timer high 2 
Timer low 2 


8DH 
8CH 
8BH 
8AH 
EDH 
ECH 




OOH 
OOH 
OOH 
OOH 
OOH 
OOH 


TMOD 


Timer mode 


89H 


GATE 


C/T 


Ml 


MO 


GATE 


C/T 


Ml 


MO 


OOH 








8F 


8E 


8D 


8C 


8B 


8A 


89 


88 




TCON* 


Timer control 


88H 


TF1 


TR1 


TFO 


TRO 


IE1 


IT1 


IEO 


ITO 


OOH 


TM2CON* 


Timer 2 control 


EAH 


T21S1 


TSISO 


T2ER 


T2B0 


T2P1 


T2P0 


T2MS1 


T2MS0 


OOH 








CF 


CE 


CD 


cc 


CB 


CA 


C9 


C8 




TM2IR# 


Timer 2 int flag reg 


C8H 


T20V 


CMI2 


CMI1 | CMIO 


CTI3 


CTI2 | CTI1 


CTIO 


OOH 


T3# 


Timer 3 


FFH 




OOH 



* = SFRs are bit addressable. 

# = SFRs are modified from or added to the 80C51 SFRs. 



To enable the 16-bit overflow interrupt, bits ET2 (IE1.7, 
enable overflow interrupt) and T2IS1 (TM2CON.7, 16-bit 
overflow interrupt select) must be set. Bit T20V 
(TM2IR.7) is the Timer T2 16-bit overflow flag. All in- 
terrupt flags must be reset by software. To enable both 
byte and 16-bit overflow, T2ISO and T2IS1 must be set 
and two interrupt service routines are required. A test on 
the overflow flags indicates which routine must be exe- 
cuted. For each routine, only the corresponding overflow 
flag must be cleared. 

Timer T2 may be reset by a rising edge on RT2 (PI. 5) 
if the Timer T2 external reset enable bit (T2ER) in 
T2CON is set. This reset also clears the prescaler. In 
the Idle mode, the timer/counter and prescaler are reset 
and halted. Timer T2 is controlled by the TM2CON spe- 
cial function register (see Figure 15). 

Timer T2 Extension 

When a 12MHz oscillator is used, a 16-bit overflow on 
Timer T2 occurs every 65.5, 131, 262 or 524ms de- 
pending on the prescaler division ratio i.e. the maximum 
cycle time is approximately 0.5 seconds. In applications 
where cycle times are greater than 0.5 seconds, it is 
necessary to extend Timer T2. This is achieved by se- 
lecting fosc/12 as the clock source (set T2MS0, reset 
T2MS1), setting the prescaler division ratio to 1/8 (set 
T2P0, set T2P1), disabling the byte overflow interrupt 
(reset T2IS0) and enabling the 16-bit overflow interrupt 
(set T2IS1). The following software routine is written for 
a three-byte extension which gives a maximum cycle 
time of approximately 2400 hours. 



OVINT: PUSH 
PUSH 
INC 



MOV 
JNZ 



ACC 
PSW 
TIMEX1 



A,TIMEX1 
INTEX 



INC TIMEX2 



MOV 
JNZ 



INC 

INTEX : CLR 

POP 
POP 
RET I 



A,TIMEX2 
INTEX 



TIMEX3 
T20V 



PSW 
ACC 



save accumulator 
save status 
increment first 
byte (low order) 
of extended timer 

jump to INTEX if 
there is no 
overflow 
increment second 
byte 

jump to INTEX if 
there is no 
overflow 
increment third 
byte (high order) 
reset interrupt 
flag 

restore status 
restore accumulator 
return from 
interrupt 



Timer T2, Capture and Compare Logic 

Timer T2 is connected to four 16-bit capture registers 
and three 16-bit compare registers. A capture register 
may be used to capture the contents of Timer T2 when a 
transition occurs on its corresponding input pin. A com- 
pare register may be used to set, reset or toggle Port 4 
output pins at certain pre-programmable time intervals. 



February 1989 



2-56 



Signetics Microprocessor Products 



User's Guide 



Section 2 - 8051 Derivatives 





7 


6 


5 


4 


3 


2 


1 





TM2CON 


T21S1 


•raso 


T2ER 


T2BO 


T2PI 


TWO 
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LSB 



Bit 



Symbol Function 



TM2CON.7 
TM2CON.6 
TM2CON.5 



TM2CON.4 
TM2CON.3 
TM2CON.2 



T2IS 1 Timer T2 1 6-bit overflow interrupt select 
T2IS0 Timer T2 byte overflow interrupt select 
T2ER Timer T2 external reset enable. When this 

bit is set. Timer T2 may be reset by a rising 

edgeonRT2(P1.5). 
T2BO Timer T2 byte overflow interrupt flag 

} Timer T2 prescaler select 



T2P1 


T2P0 


Timer T2 clock 








clock source 





1 


clock source/2 


1 





clock source/4 


1 


1 


clock source/8 



TM2CON.1 T2MS1 
TM2CON.0 T2MS0 



Timer T2 mode select 



T2MS1 


T2MS0 


Mode selected 








Timer T2 halted (off) 





1 


T2 clock source = W12 


1 





Test mode; do not use 


1 


1 


T2 clock source = pin T2 



Figure IS. T2 Control Register (TM2CON) 

The combination of Timer T2 and the capture and com- 
pare logic is very powerful in applications involving rotat- 
ing machinery, automotive injection systems, etc. Timer 
T2 and the capture and compare logic are shown in Fig- 
ure 16. 

Capture Logic 

The four 16-bit capture registers that Timer T2 is con- 
nected to are: CTO, CT1, CT2 and CT3. These registers 
are loaded with the contents of Timer T2 and an inter- 
rupt is requested upon receipt of the input signals CTOI, 
CT1I, CT2I or CT3I. These input signals are shared with 
Port 1. The four interrupt flags are in the Timer T2 in- 
terrupt register (TM2IR special function register). If the 
capture facility is not required, these inputs can be re- 
garded as additional external interrupt inputs. 

Using the capture control register CTCON (see Figure 
17), these inputs may capture on a rising edge, a falling 
edge or on either a rising or falling edge. The inputs are 



sampled during S1P1 of each cycle. When a selected 
edge is detected, the contents of Timer T2 are captured 
at the end of the cycle. 

Measuring Time Intervals using Capture Registers 

When a recurring external event is represented in the 
form of rising or falling edges on one of the four capture 
pins, the time between two events can be measured using 
Timer T2 and a capture register. When an event occurs, 
the contents of Timer T2 are copied into the relevant 
capture register and an interrupt request is generated. 
The interrupt service routine may then compute the in- 
terval time if it knows the previous contents of Timer T2 
when the last event occurred. With a 12MHz oscillator, 
Timer T2 can be programmed to overflow every 524ms. 
When event interval times are shorter than this, comput- 
ing the interval time is simple and the interrupt service 
routine is short. For longer interval times, the Timer T2 
extension routine may be used. 

Compare Logic 

Each time Timer T2 is incremented, the contents of the 
three 16-bit compare registers CMO, CM1 and CM2 are 
compared with the new counter value of Timer T2. When 
a match is found, the corresponding interrupt flag in 
TM2IR is set at the end of the following cycle. When a 
match with CMO occurs, the controller sets bits 0-5 of 
Port 4 if the corresponding bits of the set enable register 
STE are at logic 1. When a match with CM1 occurs, the 
controller resets bits 0-5 of Port 4 if the corresponding 
bits of the reset/ toggle enable register RTE are at logic 
1 (see Figure 18 for RTE register function). If RTE is 
'0', then P4.n is not affect by a match between CM1 or 
CM2 and Timer 2. When a match with CM2 occurs, the 
controller 'toggles' bits 6 and 7 of Port 4 if the corre- 
sponding bits of the RTE are at logic 1. The port latch- 
es of bits 6 and 7 are not toggled. Two additional flip- 
flops store the last operation and it is these flip-flops 
that are toggled. Thus, if the current operation is 'set', 
the next operation will be 'reset' even if the port latch is 
reset by software before the 'reset' operation occurs. The 
first 'toggle' after a chip RESET will set the port latch. 
The contents of these two flip flops can be read at 
STE. 6 and STE. 7 (corresponding to P4.6 and P4.7 re- 
spectively). Bits STE. 6 and STE. 7 are read only (see 
Figure 19 for STE register function). A logic 1 indicates 
that the next toggle will set the port latch; a logic in- 
dicates that the next toggle will reset the port latch. 
CMO, CM1 and CM2 are reset by the RST signal. 

The modified port latch information appears at the port 
pin during S5P1 of the cycle following the cycle in which 
a match occurred. If the port is modified by software, 
the outputs change during S1P1 of the following cycle. 
Each port 4 bit can be set or reset by software at any 
time. A hardware modification resulting from a 
comparator match takes precedence over a software 
modification in the same cycle. When the comparator 
results require a 'set' and a 'reset' at the same time, the 
port latch will be reset. 



February 1989 



2-57 



Signetics Microprocessor Products 



User's Guide 



Section 2 - 8051 Derivatives 



8XC552 







CTOI INT CT1I INT 



CTO 













CT1 1 




i 


I 


CT1 



CT2I INT CT3I INT 

1 



CT2 







t 






CTI3 




r 


1 


CT3 



off 

T2 
RT2 
T2ER 











1/12 


r-i- 




»- 













PRESCALER 



T2 COUNTER 



8 -bit overflow 
interrupt 

16 -bit overflow 
interrupt 



external reset 



s 




R 




P4.0 


s 




R 




P4.1 


s 




R 




P42 


s 




R 




P4.3 


s 




R 




P4.4 


s 




R 




P4.5 


TG 




T 




P4.6 


TG 




T 




P4.7 


STE 


RTE 





I/O port 4 



COMP 



-* INT 



CMOISI 




CM1 { R ) 




CM2 (T) 



COMP|-* INT 



S - vrx 

R - reset 

T - toggle 

TG - toggle status 



T2 SFR address: TM L 2 - lower 8 bits 
TMH2 - higher 8 bits 



Figure 16. Block Diagram of Timer 2 
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Figure 17. Capture Control Register (CTCON) 
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Figure 18. Reset/Tc 



if ' 1 ' then P4.7 toggles on a match between 
CM2 and Timer T2 

if ' I' then P4.6 toggles on a match between 
CM2 and Timer T2 

if • T then P4.5 is reset on a match between 
CM1 and Timer T2 

if '1 ' then P4.4 is reset on a match between 
CM1 and Timer T2 

if ' 1 ' then P4.3 is reset on a match between 
CM1 and Timer T2 

if ' 1 ' then P4.2 is react on a match between 
CM1 and Timer T2 

if ' 1 ' then P4. 1 is reset on a match between 
CM1 and Timer T2 

if '1' then P4.0 is reset on a match between 
CM I and Timer T2 

(RTE) 
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STE (EEH) 



TG47 TG46 



SP45 



SP44 



SP43 



SP42 SP41 SP40 



Bit 



MSB 
Symbol 



LSB 



STE. 7 


TG47 


STE. 6 


TG46 


STE. 5 


SP45 


STE. 4 


SP44 


STE. 3 


SP43 


STE.2 


SP42 


STE.1 


SP41 


STE.O 


SP40 



Function 

Toggle flip-flops 
Toggle flip-flops 

If T then P4.5 is set on a match be- 
tween CMO and timer T2 
If 'V then P4.4 is set on a match be- 
tween CMO and timer T2 
If T then P4.3 is set on a match be- 
tween CMO and timer T2 
If '1' then P4.2 is set on a match be- 
tween CMO and timer T2 
If '1' then P4.1 is set on a match be- 
tween CMO and timer T2 
If '1' then P4.0 is set on a match be- 
tween CMO and timer T2 



Figure 19. Set Enable Register (STE) 

Timer T2 Interrupt Flag Register TM2IR 

Eight of the nine Timer T2 interrupt flags are located in 
special function register TM2IR (see Figure 20). The 
ninth flag is TM2CON.4. 

The CTOI and CT1I flags are set during S4 of the cycle 
in which the contents of Timer T2 are captured. CTOI is 
scanned by the interrupt logic during S2 and CT1I is 
scanned during S3. CT2I and CT3I are set during S6 
and are scanned during S4 and S5. The associated inter- 
rupt requests are recognized during the following cycle. 
If these flags are polled, a transition at CTOI or CT1I 
will be recognized one cycle before a transition on CT2I 
or CT3I since registers are read during S5. The CMIO, 
CMI1 and CMI2 flags are set during S6 of the cycle fol- 
lowing a match. CMIO is scanned by the interrupt logic 
during S2; CMI1 and CMI2 are scanned during S3 and 
S4. A match will be recognized by the interrupt logic (or 
by polling the flags) two cycles after the match takes 
place. 

The 16-bit overflow flag (T20V) and the byte overflow 
flag (T2BO) are set during S6 of the cycle in which the 
overflow occurs. These flags are recognized by the inter- 
rupt logic during the next cycle. 

Special function register IP1 (Figure 20) is used to de- 
termine the Timer T2 interrupt priority. Setting a bit 
high gives that function a high priority, and setting a bit 
low gives the function a low priority. The functions con- 
trolled by the various bits of the IP1 register are shown 
in Figure 20. 

TIMER T3, THE WATCHDOG TIMER 

In addition to Timer T2 and the standard timers, a 
watchdog timer is also incorporated on the 83C552. The 
purpose of a watchdog timer is to reset the micro- 
controller if it enters erroneous processor states (possi- 
bly caused by electrical noise or RFI) within a reason- 



able period of time. An analogy is the "dead man's han- 
dle" in railway locomotives. When enabled, the watchdog 
circuitry will generate a system reset if the user program 
fails to reload the watchdog timer within a specified 
length of time known as the 'watchdog interval'. 
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Figure 20. Interrupt Flag Register (TM2IR) 
and Timer T2 Interrupt Priority Register (IP1) 

Watchdog Circuit Description 

The watchdog timer (Timer T3) consists of an 8-bit tim- 
er with an 11-bit prescaler as shown in Figure 21. The 
prescaler is fed with a signal whose frequency is 1/12 
the oscillator frequency (1MHz with a 12 MHz oscilla- 
tor). The 8-bit timer is incremented every 't' seconds 
where: 

t = 12 x 2048 x 1/fosc (= 2ms at fosc = 12MHz) 
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Figure 21. Watchdog Timer 



If the 8-bit timer overflows, a short internal reset pulse 
is generated which will reset the 83C552. A short output 
reset pulse is also generated at the RST pin. This short 
output pulse (3 machine cycles) may be destroyed if the 
RST pin is connected to a capacitor. This would not, 
however, affect the internal reset operation. 

Watchdog operation is activated when external pin EW is 
tied low. When EW is tied low, it is impossible to dis- 
able watchdog operation by software. 

How to Operate the Watchdog Timer 

The watchdog timer has to be reloaded within periods 
that are shorter than the programmed watchdog interval; 
otherwise the watchdog timer will overflow and a system 
reset will be generated. The user program must there- 
fore continually execute sections of code which reload 
the watchdog timer. The period of time elapsed between 
execution of these sections of code must never exceed 
the watchdog interval. When using a 12MHz oscillator, 
the watchdog interval is programmable between 2ms and 
510ms. 

In order to prepare software for watchdog operation, a 
programmer should first determine how long his system 
can sustain an erroneous processor state. The result will 
be the maximum watchdog interval. As the maximum 
watchdog interval becomes shorter, it becomes more dif- 
ficult for the programmer to ensure that the user pro- 
gram always reloads the watchdog timer within the 



watchdog interval and thus it becomes more difficult to 
implement watchdog operation. 

The programmer must now partition the software in such 
a way that reloading of the watchdog is carried out in 
accordance with the above requirements. The program- 
mer must determine the execution times of all software 
modules. The effect of possible conditional branches, 
subroutines, external and internal interrupts must all be 
taken into account. Since it may be very difficult to 
evaluate the execution times of some sections of code, 
the programmer should use worst case estimations. In 
any event, the programmer must make sure that the 
watchdog is not activated during normal operation. 

The watchdog timer is reloaded in two stages in order to 
prevent erroneous software from reloading the watchdog. 
First, PCON.4 (WLE) must be set. Then T3 may be 
loaded. When T3 is loaded, PCON.4 (WLE) is auto- 
matically reset. T3 can not be loaded if PCON.4 (WLE) 
is reset. Reload code may be put in a subroutine as it is 
called frequently. Since Timer T3 is an up-counter, a 
reload value of 00H gives the maximum watchdog inter- 
val (510ms with a 12MHz oscillator) and a reload value 
of OFFH gives the minimum watchdog interval (2ms with 
a 12MHz oscillator). 

In the Idle mode, the watchdog circuitry remains active. 
When watchdog operation is implemented, the Power- 
down mode cannot be used since both states are contra- 
dictory. Thus, when watchdog operation is enabled by ty- 
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ing external pin EW low, it is impossible to enter the 
Power-down mode and an attempt to set the Power-down 
bit (PCON.l) will have no effect. PCON.l will remain at 
logic 0. 

During the early stages of software development/debug- 
ging, the watchdog may be disabled by tying the EW pin 
high. At a later stage, EW may be tied low to complete 
the debugging process. 

Watchdog Software Example 

The following example shows how watchdog operation 
might be handled in a user program. 

/at the program start: 

T3 EQU OFFH ,■ address of 

/watchdog timer T3 
PCON EQU 087H /address of PCON SFR 

WATCH-INTV EQU 156 /watchdog interval 

/(e.g. 2x100ms) 
/to be inserted at each watchdog reload 
/location within the user program: 

LCALL WATCHDOG 

/watchdog service routine: 

WATCHDOG: ORL PCON,#10H /set condition 

/flag (PCON. 4) 
MOV T3,WATCH-INV /load T3 with 
/watchdog 
/ interval 

RET 

If it is possible for this subroutine to be called in an er- 
roneous state, then the condition flag WLE should be set 
at different parts of the main program. 

SERIAL I/O 

The 83C552 is equipped with two independent serial 
ports: SIO0 and SIOl. SIOO is a full duplex UART port 
and is identical to the 80C51 serial port. SIOl accom- 
modates the 12C bus. 

SIOO 

SIOO is a full duplex serial I/O port identical to that on 
the 80C51. Its operation is identical including the use of 
timer 1 as a baud rate generator. 

SIOl, PC Serial I/O 

The I2C bus uses two wires (SDA and SCL) to transfer 
information between devices connected to the bus. The 
main features of the bus are: 

- Bidirectional data transfer between masters and slaves 
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- Multimaster bus (no central master) 

- Arbitration between simultaneously transmitting masters 
without corruption of serial data on the bus 

- Serial clock synchronization allows devices with differ- 
ent bit rates to communicate via one serial bus 

- Serial clock synchronization can be used as a hand- 
shake mechanism to suspend and resume serial trans- 
fer 

- The I2C bus may be used for test and diagnostic pur- 
poses 

The output latches of PI. 6 and PI. 7 must be set to logic 
1 in order to enable SIOl. 

The 83C552 on-chip I2C logic provides a serial interface 
that meets the I2C bus specification and supports all 
transfer modes (other than the low speed mode) from 
and to the I2C bus. The SIOl logic handles bytes trans- 
fer autonomously. It also keeps track of serial transfers, 
and a status register S1STA) reflects the status of SIOl 
and the I2C bus. 

The CPU interfaces to the I2C logic via the following 
four special function registers: S1CON (SIOl control 
register), S1STA (SIOl status register), SID AT (SIOl 
data register) and S1ADR (SIOl slave address register). 
The SIOl logic interfaces to the external I2C bus via 
two Port 1 pins: P1.6/SCL (serial clock line) and P1.7/ 
SDA (serial data line). 

A typical I2C bus configuration is shown in Figure 22 
and Figure 23 shows how a data transfer is accomplished 
on the bus. Depending on the state of the direction bit 
(R/W), two types of data transfers are possible on the 
I2C bus: 

1. Data transfer from a master transmitter to a slave 
receiver. The first byte transmitted by the master is 
the slave address. Next follows a number of data 
bytes. The slave returns an acknowledge bit after each 
received byte. 

2. Data transfer from a slave transmitter to a master 
receiver. The first byte (the slave address) is transmit- 
ted by the master. The slave then returns an acknowl- 
edge bit. Next follows a number of data bytes trans- 
mitted by the slave to the master. The master returns 
an acknowledge bit after all received bytes other than 
the last byte. At the end of the last received byte, a 
'not acknowledge' is returned. 

The master device generates all of the serial clock puls- 
es and the START and STOP conditions. A transfer is 
ended with a STOP condition or with a repeated START 
condition. Since a repeated START condition is also the 
beginning of the next serial transfer, the I2C bus will not 
be released. 

Modes of Operation 

The on-chip SIOl logic may operate in the following 
four modes: 
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Figure 22. Typical PC Bus Configuration 
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Figure 23. Data Transfer on the PC Bus 



1. Master Transmitter Mode: 

Serial data output through P1.7/SDA while P1.6/SCL 
outputs the serial clock. The first byte transmitted con- 
tains the slave address of the receiving device (7 bits) 
and thejiata direction bit. In this case the data direction 
bit (R/W) will be logic and we say that a 'W is 
transmitted. Thus the first byte transmitted is SLA+W. 
Serial data is transmitted 8 bits at a time. After each 
byte is transmitted, an acknowledge bit is received. 
START and STOP conditions are output to indicate the 
beginning and the end of a serial transfer. 



2. Master Receiver Mode: 

The first byte transmitted contains the slave address of 
the transmitting device (7 bits) and the_data direction 
bit. In this case the data direction bit (R/W) will be log- 
ic 1 and we say that an 'R' is transmitted. Thus the first 
byte transmitted is SLA+R. Serial data is received via 
P1.7/SDA while P1.6/SCL outputs the serial clock. Se- 
rial data is received eight bits at a time. After each byte 
is received, an acknowledge bit is transmitted. START 
and STOP conditions are output to indicate the beginning 
and end of a serial transfer. 
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3. Slave Receiver Mode: 

Serial data and the serial clock are received through 
P1.7/SDA and P1.6/SCL. After each byte is received, an 
acknowledge bit is transmitted. START and STOP condi- 
tions are recognized as the beginning and end of a serial 
transfer. Address recognition is performed by hardware 
after reception of the slave address and direction bit. 

4. Slave Transmitter Mode: 

The first byte is received and handled as in the slave re- 
ceiver mode. However, in this mode, the direction bit 
will indicate that the transfer direction is reversed. Se- 
rial data is transmitted via P1.7/SDA while the serial 
clock is input through P1.6/SCL. START and STOP 
conditions are recognized as the beginning and end of a 
serial transfer. 

In a given application, SIOl may operate as a master 
and as a slave. In the slave mode, the SIOl hardware 
looks for its own slave address and the general call ad- 
dress. If one of these addresses is detected, an interrupt 
is requested. When the microcontroller wishes to become 
the bus master, the hardware waits until the bus is free 
before the master mode is entered so that a possible 
slave action is not interrupted. If bus arbitration is lost 
in the master mode, SIOl switches to the slave mode 
immediately and can detect its own slave address in the 
same serial transfer. 



SIOl Implementation and Operation 



address in 



Figure 24 shows how the on-chip I2C bus interface is 
implemented and the 
ual blocks. 

Input Filters and Output Stages 



describes the individ- 



The input filters have I2C compatible input levels. If the 
input voltage is less than 1.5V, the input logic level is 
interpreted as 0; if the input voltage is greater than 3.0 
V, the input logic level is interpreted as 1. Input signals 
are synchronized with the internal clock (fosc/4) and 
spikes shorter than three oscillator periods are filtered 
out. 

The output stages consist of open drain transistors that 
can sink 3mA at Vout < 0.4V. These open drain out- 
puts do not have clamping diodes to Vdd- Thus, if the 
device is connected to the I2C bus and Vdd is switched 
off, the I2C bus is not affected. 

Address Register, S1ADR 

This 8-bit special function register may be loaded with 
the 7-bit slave address (7 most significant bits) to which 
SIOl will respond when programmed as a slave transmit- 
ter or receiver. The LSB (GC) is used to enable general 
call address (00H) recognition. 



Comparator 

The comparator compares the received 7-bit slave ad- 
dress with its own slave address (7 most significant bits 
in SI ADR). It also compares the first received 8-bit 
byte with the general call address (00H). If an equality 
is found, the appropriate status bits are set and an inter- 
rupt is requested. 

Shift Register, S1DAT 

This 8-bit special function register contains a byte of se- 
rial data to be transmitted or a byte which has just been 
received. Data in S1DAT is always shifted from right to 
left; the first bit to be transmitted is the MSB (bit 7) 
and, after a byte has been received, the first bit of re- 
ceived data is located at the MSB of S1DAT. While data 
is being shifted out, data on the bus is simultaneously 
being shifted in; S1DAT always contains the last byte 
present on the bus. Thus, in the event of lost arbitration, 
the transition from master transmitter to slave receiver 
is made with the correct data in S1DAT. 

Arbitration and Synchronization Logic 

In the master transmitter mode, the arbitration logic 
checks that every transmitted logic 1 actually appears as 
a logic 1 on the I2C bus. If another device on the bus 
overrules a logic 1 and pulls the SDA line low, arbitra- 
tion is lost and SIOl immediately changes from master 
transmitter to slave receiver. SIOl will continue to out- 
put clock pulses (on SCL) until transmission of the cur- 
rent serial byte is complete. 

Arbitration may also be lost in the master receiver 
mode. Loss of arbitration in this mode can only occur 
while SIOl is returning a 'not acknowledge' (logic 1) to 
the bus. Arbitration is lost when another device on the 
bus pulls this signal LOW. Since this can occur only at 
the end of a serial byte, SIOl generates no further clock 
pulses. Figure 25 shows the arbitration procedure. 

The synchronization logic will synchronize the serial 
clock generator with the clock pulses on the SCL line 
from another device. If two or more master devices gen- 
erate clock pulses, the 'mark' duration is determined by 
the device that generates the shortest 'marks' and the 
'space' duration is determined by the device that gener- 
ates the longest 'spaces'. Figure 26 shows the synchroni- 
zation procedure. 

A slave may stretch the space duration to slow down the 
bus master. The space duration may also be stretched 
for handshaking purposes. This can be done after each 
bit or after a complete byte transfer. SIOl will stretch 
the SCL space duration after a byte has been transmitted 
or received and the acknowledge bit has been trans- 
ferred. The serial interrupt flag (SI) is set and the 
stretching continues until the serial interrupt flag is 
cleared. 
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Diagram of the PC Bus Serial Interface 
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1 . Another device transmits identical serial data 

2. Another device overrules a logic 1 (dotted line) transmitted by SIOl (master) by pulling the SDA line LOW. 
Arbitration is lost and SIOl enters the slave receiver mode 

3. SIOl is in the slave receiver mode but still generates clock pulses until the current byte has been transmitted. 

SIOl will not generate clock pulses for the next byte. Data on SDA originates from the new master once it has won 
arbitration. 



Figure 25. Arbitration Procedure 
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1 Another sevice pulls the the SCL line low before the SIOl 'mark' duration is complete. The serial clock generator 
is immediately reset and commences with the 'space' duration by pulling SCL LOW. 

2. Another device stills pulls the SCL line LOW after SIOl releases SCL. The serial clock generator is forced inlo the 
wait state until the SCL line is released. 

3. The SCL line is released and the serial clock generator commences with the mark duration. 



Figure 26. Serial Clock Synchronization 
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Serial Clock Generator 

This programmable clock pulse generator provides the 
SCL clock pulses when SIOl is in the master transmitter 
or master receiver mode. It is switched off when SIOl is 
in a slave mode. The programmable output clock fre- 
quencies are: fosc/120, fosc/9600 and the Timer 1 over- 
flow rate divided by eight. The output clock pulses have 
a 50% duty cycle unless the clock generator is synchro- 
nized with other SCL clock sources as described above. 

Timing and Control 

The timing and control logic generates the timing and 
control signals for serial byte handling. This logic block 
provides the shift pulses for S1DAT, enables the 
comparator, generates and detects start and stop condi- 
tions, receives and transmits acknowledge bits, controls 
the master and slave modes, contains interrupt request 
logic and monitors the I2C bus status. 

Control Register, S1CON 

This 7-bit special function register is used by the micro- 
controller to control the following SIOl functions: start 
and restart of a serial transfer, termination of a serial 
transfer, bit rate, address recognition and acknowledg- 
ment. 

Status Decoder and Status Register 

The status decoder takes all of the internal status bits 
and compresses them into a 5-bit code. This code is 
unique for each I2C bus status. The 5-bit code may be 
used to generate vector addresses for fast processing of 
the various service routines. Each service routine proc- 
esses a particular bus status. There are 26 possible bus 
states if all four modes of SIOl are used. The 5-bit stat- 
us code is latched into the five most significant bits of 
the status register when the serial interrupt flag is set 
(by hardware) and remains stable until the interrupt flag 
is cleared by software. The three least significant bits of 
the status register are always zero. If the status code is 
used as a vector to service routines, then the routines 
are displaced by eight address locations. Eight bytes of 
code is sufficient for most of the service routines (see 
the software example in this section). 

More Information on SIOl Operating Modes 

The four operating modes are: 

- Master Transmitter 

- Master Receiver 

- Slave Receiver 

- Slave Transmitter 

Data transfers in each mode of operation are shown in 
Figures 27-30. These figures contain the following ab- 
breviations: 



Abbreviation Explanation 

S Start condition 

SLA 7-bit slave address 

R Read bit (high level at SDA) 

W Write bit (low level at SDA) 

A Acknowledge bit (low level at SDA) 

A Not acknowledge bit (high level at SDA) 

DATA 8-bit data byte 

P Stop condition 

In Figure 27-30, circles are used to indicate when the 
serial interrupt flag is set. The numbers in the circles 
show the status code held in the S1STA register. At 
these points, a service routine must be executed to con- 
tinue or complete the serial transfer. These service rou- 
tines are not critical since the serial transfer is sus- 
pended until the serial interrupt flag is cleared by 
software. 

When a serial interrupt routine is entered, the status 
code in S1STA is used to branch to the appropriate serv- 
ice routine. For each status code, the required software 
action and details of the following serial transfer are 
given in Tables 9-12. 

Master Transmitter Mode 

In the master transmitter mode, a number of data bytes 
are transmitted to a slave receiver (see Figure 27). Be- 
fore the master transmitter mode can be entered, 
S1CON must be initialized as follows: 
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CRO and CR1 define the serial bit rate. ENS1 must be 
set to logic 1 to enable SIOl. If the AA bit is reset, 
SIOl will not acknowledge its own slave address or the 
general call address in the event of another device be- 
coming master of the bus. In other words, if AA is reset, 
SIOO can not enter a slave mode. STA, STO and SI 
must be reset. 

The master transmitter mode may now be entered by set- 
ting the STA bit using the SETB instruction. The SIOl 
logic will now test the I2C bus and generate a start con- 
dition as soon as the bus becomes free. When a START 
condition is transmitted, the serial interrupt flag (SI) is 
set and the status code in the status register (S1STA) 
will be 08H. This status code must be used to vector to 
an interrupt service routine that loads S1DAT with the 
slave address and the data direction bit (SLA+W). The 
SI bit in S1CON must then be reset before the serial 
transfer can continue. 
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Figure 27. Format and States in the Master Transmitter Mode 
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Figure 28. Format and States in the Master Receiver Mode 
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AND ADDRESSED AS SLAVE 



RECEPTION OF THE GENERAL 
CALL ADDRESS AND ONE OR 
MORE DATA BYTES 



( 60h) 



I A 



A ^PofS^ 



(boh) 


(a oh) 






I A 
1 


, P or Sn 

\\\\ 


(mh) 



LAST DATA BYTE IS NOT ACKNOWLEDGED 



ARBITRATION LOST AS MST AND 
ADDRESSED AS SLAVE BY GENERAL CALL 



I A 



(90h) (aOH^ 



I A -PorS^ 



(98H) 



FROM MASTER TO SLAVE 



FROM SLAVE TO MASTER 



ANY NUMBER OF DATA BYTES 

AND THEIR ASSOCIATED ACKNOWLEDGE BITS 



THIS NUMBER (CONTAINEO IN S1STA) CORRESPONDS TO A 
DEFINED STATE OF THE I'C-bul. See Table 11. 



Figure 29. Format and States in the Slave Receiver Mode 
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RECEPTION OF THE OWN 

SLAVE APDRESS ANO TRANSMISSION IVS-XkNI 
OF ONE OR MORE DATA BYTES t\\V\K\\ 



^1 



FROM MASTER TO SLAVE 



FROM SLAVE TO MASTER 



I • 

BOH 



•41- 



' kVsNN 

DATA K\a\N 

</ NV 



ARBITRATION LOST AS MST 
AND ADDRESSED AS SLAVE 



(coh) 



LAST DATA BYTE TRANSMITTED. kVsNSI KV\\ 
SWITCHED TO NOT ADDRESSED K\*\H ALL " 1 "s fPorSl 
SLAVEIAABITINSICON-0"! IV\>M 



ANY NUMBER OF DATA BYTES 

AND THEIR ASSOCIATED ACKNOWLEDGE BITS 




cb 



THIS NUMBER (CONTAINED IN S1STAI CORRESPONDS TO A 
DEFINED STATE OF THE l 2 C bus; See Table 12. 



Figure 30. Format and States of the Slave Transmitter Mode 



When the slave address and the direction bit have been 
transmitted and an acknowledgment bit has been re- 
ceived, the serial interrupt flag (SI) is set again and a 
number of status codes in S1STA are possible. There 
are 18H, 20H or 38H for the master mode and also 
68H, 78H, or BOH if the slave mode was enabled (AA = 
logic 1). The appropriate action to be taken for each of 
these status codes is detailed in Table 9. ENS1, CR1 
and CRO are not affected by the serial transfer and are 
not referred to in Table 9. After a repeated start condi- 
tion (state 10H). SIOl may switch to the master receiver 
mode by loading S1DAT with SLA+R. 

Master Receiver Mode 

In the master receiver mode, a number of data bytes are 
received from a slave transmitter (see Figure 28). The 
transfer is initialized as in the master transmitter mode. 
When the start condition has been transmitted, the inter- 
nipt service routine must load S1DAT with the 7-bit 
slave address and the data direction bit (SLA+R). The 
SI bit in S1CON must then be cleared before the serial 
transfer can continue. 

When the slave address and the data direction bit have 
been transmitted and an acknowledgment bit has been 
received, the serial interrupt flag (SI) is set again and a 
number of status codes in S1STA are possible. These 
are 40H, 48H or 38H for the master mode and also 
68H, 78H, or BOH if the slave mode was enabled (AA = 



logic 1). The appropriate action to be taken for each of 
these status codes is detailed in Table 10. ENS1, CR1 
and CRO are not affected by the serial transfer and are 
not referred to in Table 10. After a repeated start condi- 
tion (state 10H), SIOl may switch to the master trans- 
mitter mode by loading S1DAT with SLA+W. 

. 

Slave Receiver Mode 

In the slave receiver mode, a number of data bytes are 
received from a master transmitter (see Figure 29). To 
initiate the slave receiver mode. S1ADR and S1CON 
must be loaded as follows: 



S1ADR (DBH) 



7 6 5 4 3 2 1 

x|x|x|x|x|x|x 



• own slave address 



GC 



The upper 7 bits are the address to which SIOl will re- 
spond when addressed by a master. If the LSB (GC) is 
set, SIOl will respond to the general call address (OOH); 
other wise it ignores the general call address. 

76543210 

si con (D8H) | - |ensi|sta|sto| si |aa|cri|cro| 

XI 1 X X 
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Table 9. Master Transmitter Mode 



Status 

Code 

(S1STA) 


Status of the 
PC bus and 
SIOl Hardware 


Application Software Response 


Next Action Taken by SIOl Hardware 


lo/rrom S 1 D A 1 


To SI CON 


51 A 




CI 


AA 


08H 


A START condition 


I nad SI A+W 


X 








X 


SLA+W will be transmitted; 




has been transmitted 












ACK bit will be received 


10H 


A repeated START 


Load SLA+w or 


x 


o 


o 


x 


As above 




condition has been 


I nad ST A+R 


x 


o 


o 


x 


SLA+R will be transmitted; 




transmitted 












SIOl will be switched to MST/REC 
















mode 


18H 


SLA+W has been 


Load data byte or 











X 


Data byte will be transmitted; 




transmitted; ACK 












ACK bit will be received 




has been received 


no SI DAT action or 


1 








X 


Repeated START will be transmitted; 






no SI DAT action or 


o 


1 


o 


x 


STOP condition will be transmitted; 
















STO flag will be reset 






nn Q1 HAT actinn 


1 


] 


o 


x 


STOP condition followed by a 
















START condition will be transmitted; 
















STO flag will be reset 


20H 


SLA+W has been 


Load data byte or 











x 


Data byte will be transmitted; 




transmitted; NOT 












ACK bit will be received 




ACK has been 


no SI DAT action or 


1 








X 


Repeated START will be transmitted; 




received 


no SI DAT action or 


o 


] 


o 


x 


STOP condition will be transmitted; 
















STO flag will be reset 






r\n vS1 OAT yrtirm 
I1U Jl UA 1 dLWUJl 


1 


1 


o 


x 


STOP condition followed by a 
















START condition will be transmitted; 
















STO flag will be reset 


28H 


Data byte in 


Load data byte or 











X 


Data byte will be transmitted; 




SI DAT has been 












ACK bit will be received 




transmitted; ACK 


no SI DAT action or 


1 








X 


Repeated START will be transmitted; 




has been received 


no SI DAT action or 


o 


1 


o 


x 


STOP condition will be transmitted; 
















STO flag will be reset 






no Si DAI action 


1 


1 


o 


x 


STOP condition followed by a 
















START condition will be transmitted; 
















STO flag will be reset 


30H 


Data byte in 


Load data byte or 











X 


Data byte will be transmitted; 




SI DAT has been 












ACK bit will be received 




transmitted; NOT 


no SI DAT action or 


1 








X 


Repeated START will be transmitted; 




ACK has been 


no SI DAT action or 





1 





X 


STOP condition will be transmitted; 




received 












STO flag will be reset 






no SI DAT action 


1 


1 





X 


STOP condition followed by a 
















START condition will be transmitted; 
















STO flag will be reset 


38H 


Arbitration lost in 


No SI DAT action or 











X 


PC bus will be released; 




SLA+R/Wor 












not addressed slave will be entered 




Data bytes 


no SI DAT action 


1 








X 


A START condition will be 
















transmitted when the bus becomes free 
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Status 

Code 

(S1STA) 


status oi trie 
PC bus and 
SIOl Hardware 


Application Software Response 


Next Action Taken by SIOl Hardware 


Tn/Prnm CinAT 
iu/r ruin j i ut\ l 


To SI CON 


STA 


STO 


Si 


AA 


Uon 




Load SLA+R 


X 








X 


SLA+R will be transmitted; 




has been transmitted 












A(""K hit will hp rprpivpH 


1 n ij 
1UH 


A repeated i> 1 AK 1 


Load SLA+R or 


X 








X 


As above 




condition has been 


Load SLA+W 


X 








X 


oLA+w win be transmitted; 




transmitted 












MU1 will be switched to MSI/ 1 RX 
















mode 


38H 


Arbitration lost in 


No SlDAT action or 











X 


1 (_ bus will be released; 




NO I ACK bit 












SIOl will enter a slave mode 






no SlDAT action 


1 








X 


A O A Y% T »..'ll L.. i j i 

A START will be transmitted when 
















trip hn^ hprnmpt frpp 


40H 


SLA+K has been 


No SI DAT action or 


o 


o 


o 


o 


Data byte will be received; 




transmitted, ALK 












NU1 ALK. bit will be returned 




has been received 


no SlDAT action 











1 


Data byte will be received; 
















ACK bit will be returned 


48H 


SLA+R has been 


No SI DAT action or 


1 


o 


o 


x 


Repeated START condition will be 




transmitted; NOT 












transmitted 




ACK has been 


no SlDAT action or 





1 





X 


STOP condition will be transmitted; 




received. 












b 1 U nag will be reset 




* 


no SlDAT action 


1 


1 





X 


STOP condition followed by a 
















START condition will be transmitted; 
















^TO flan will hp rpQPt 


C ALI 


Data byte has been 


Read data byte or 


o 


o 


o 


o 


Data byte will be received; 




received; ACK has 












HAT A 1 W Ml "L J 

NOT ACK bit will be returned 




been returned 


read data byte 











1 


Data byte will be received; 
















ACK bit will be returned 


58H 


Data byte has been 


Read data byte or 


1 








X 


Repeated START condition will be 




received; NOT ACK 












transmitted 




has been returned 


read data byte or 





1 





X 


blUr condition will be transmitted; 
















STO flag will be reset 






read data byte 


1 


1 





X 


STOP condition followed by a 
















START condition will be transmitted; 
















STO flag will be reset 
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Table 11. Slave Receiver Mode 



Stttui 

Code 


Status of the PC bus 
• nd SIOl Hardwire 


Application Software Response 






T 


oSIC 


ON 




Next Action Taken by SIOl Hardware 


(S1STA) 




To/From SI DAT 














ST A 


STO 


SI 


AA 




60H 


Own SLA+W has been 
received; ACK has been 
returned 


No S1DAT action or 
no SI DAT action 


X 

X 












1 


Data byte will be received and NOT ACK will be returned 
Data by te will be received and ACK will be returned 


68H 


Arbitration lost in SLA+R/W 
as master; Own SLA+W has 
been received, ACK returned 


No SI DAT action or 
no SI DAT action 


X 
X 












1 


Data byte will be received and NOT ACK will be returned 
Data byte will be received and ACK will be returned 


70H 


General call address (O0H) 
has been received; ACK has 
been returned 


No SI DAT action or 
no SI DAT action 


X 
X 












1 


Data byte will be received and NOT ACK will be returned 
Data by te will be received and ACK will be returned 


78H 


Arbitration lost in SLA+R/W 
as master; General call 
address has been received; 
ACK has been returned 


No SI DAT action or 
no SI DAT action 


X 
X 













1 


Data byte will be received and NOT ACK will be returned 
Data byte will be received and ACK will be returned 


80H 


Previously addressed with 
own SLV address; DATA 
has been received; ACK has 
been returned 


Read data byte or 
read data byte 


X 
X 












1 


Data byte will be received and NOT ACK will be returned 
Data byte will be received and ACK will be returned 


88H 


Previously addressed with 
own SLA; DATA byte has 
been received; NOT ACK 
has been returned 


Read data byte or 
read data byte or 

read data byte or 

read data byte 





1 
1 




















1 



1 


Switched to not addressed SLV mode; no recognition 
of own SLA or General call address 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. = logic 1 

Switched to not addressed SLV mode; no recognition 
of own SLA or General call address. A START 
condition will be transmitted when the bus becomes free. 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. = logic t. A START condition will be 
transmitted when the bus becomes free. 


90H 


Previously addressed with 
General Call; DATA byte 
has been received; ACK has 
been returned 


Read data byte or 
read data byte 


X 
X 












1 


Data byte will be received and NOT ACK will be returned 
Data by te will be received and ACK will be returned 


98H 


Previously addressed with 
General Call; DATA byte 
has been received; NOT ACK 
has been returned 


Read data byte or 
read data byte or 

read data byte or 

read data byte 





1 




















1 



1 


Switched to not addressed SLV mode; no recognition 
of own SLA or General call address 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. = logic 1 

Switched to not addressed SLV mode; no recognition 
of own SLA or General call address. A START 
condition will be transmitted when the bus becomes free. 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. - logic 1. A START condition will be 
transmitted when the bus becomes free. 


AOH 


A STOP condition or 
repeated START condition 
has been received while still 
addressed as SLV/REC 01 
SLV/TRX 




Read data byte or 
read data byte or 

read data byte or 

read data byte 

, 





1 
1 




















1 



1 


Switched to not addressed SLV mode; no recognition 
of own SLA or General call address 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. = logic 1 

Switched to not addressed SLV mode; no recognition 
of own SLA or General call address. A START 
condition will be transmitted when the bus becomes free. 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. - logic 1. A START condition will be 
transmitted when the bus becomes free. 



February 1989 



2-73 



Signetics Microprocessor Products 



User's Guide 



Section 2 - 8051 Derivatives 



Table 12. Slave Transmitter Mode 



Status 

Code 

(S1STA) 



Statu j of the PC bus 
andSlOl Hardware 



Application Software Response 



To/From SI DAT 



To S ICON 



STA STO SI AA 



Next Action Taken by SIOl 



A8H 



BOH 



B8H 



COH 



Own SLA+R has been 
received; ACK has been 
returned 

Arbitration lost in SLA+R/W 
as master; own SLA+R has 
been received; ACK has been 
returned 

Data byte in SI DAT has 
been transmitted; ACK has 
been received 

Data byte in SI DAT has 
been transmitted; NOT 
ACK has been received 



Load data byte or 

load data byte 
Load data byte or 

load data byte 

Load data byte or 
load data byte 

No SI DAT action or 
no SI DAT action or 



or 



C8H 



Last data byte in SI DAT 
has been transmitted 
(AA = 0); ACK has been 
received 



no SI DAT action 
no SI DAT action 

No SI DAT action or 
no SI DAT action or 

no SI DAT action or 

no SI DAT action 



Last data byte will be transmitted and 
ACK bit will be received 

Data byte will be transmitted; ACK bit will be received 

Last data byte will be transmitted and 
ACK bit will be received 

Data byte will be transmitted; ACK bit will be received 

Last data byte will be transmitted and ACK bits will be 
received Data byte will be transmitted; ACK bit will be 
received 

Switched to not addressed SLV mode; no recognition 
of own SLA or General call address 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if S1ADR. = logic 1 

Switched to not addressed SLV mode; no recognition 
of own SLA or General call address. A START 
condition will be transmitted when the bus becomes free 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. = logic 1 . A START condition will be 
transmitted when the bus becomes free. 

Switched to not addressed SLV mode; no recognition 
of own SLA or General call address 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. = logic 1 

Switched to not addressed SLV mode; no recognition 
of own SLA or General call address. A START 
condition will be transmitted when the bus becomes free 
Switched to not addressed SLV mode; Own SLA will 
be recognized; General call address will be recognized 
if SI ADR. - logic 1 . A START condition will be 
transmitted when the bus becomes free. 



CRO and CR1 do not affect SIOl in the slave mode. 
ENS1 must be set to logic 1 to enable SIOl. The AA bit 
must be set to enable SIOl to acknowledge its own slave 
address or the general call address. STA, STO and SI 
must be reset. 

When S1ADR and S1CON have been initialized, SIOl 
waits until it is addressed by its own slave address fol- 
lowed by the data direction bit which must be '0' (W) for 
SIOl to operate in the slave receiver mode. After its 
own slave address and the W bit have been received, the 
serial interrupt flag (I) is set and a valid status code can 
be read from S1STA. This status code is used to vector 
to an interrupt service routine and the appropriate action 
to be taken for each of these status codes is detailed in 
Table 11. The slave receiver mode may also be entered 
if arbitration is lost while SIOl is in the master mode 
(see status 68H and 78H). 

If the AA bit is reset during a transfer, SIOl will return 
a not acknowledge (logic 1) to SDA after the next re- 
ceived data byte. While AA is reset, SIOl does not re- 
spond to its own slave address or a general call address. 



However, the I2C bus is still monitored and address rec- 
ognition may be resumed at any time by setting AA. This 
means that the AA bit may be used to temporarily iso- 
late SIOl from the I2C bus. 

Slave Transmitter Mode 

In the slave transmitter mode, a number of data bytes 
are transmitted to a master receiver (see Figure 30). 
Data transfer is initialized as in the slave receiver mode. 
When S1ADR and S1CON have been initialized, SIOl 
waits until it is addressed by its own slave address fol- 
lowed by the data direction bit which must be '1' (R) for 
SIOl to operate in the slave transmitter mode. After its 
own slave address and the R bit have been received, the 
serial interrupt flag (SI) is set and a valid status code 
can be read from S1STA. This status code is used to 
vector to an interrupt service routine and the appropriate 
action to be taken for each of these status codes is de- 
tailed in Table 12. The slave transmitter mode may also 
be entered if arbitration is lost while SIOl is in the mas- 
ter mode (see state BOH). 



February 1989 



2-74 



Signetics Microprocessor Products 



User's Guide 



Section 2 - 8051 Derivatives 



8XC552 



If the AA bit is reset during a transfer, SIOl will trans- 
mit the last byte of the transfer and enter state COH or 
C8H. SIOl is switched to the not addressed slave mode 
and will ignore the master receiver if it continues the 
transfer. Thus the master receiver receives all Is as se- 
rial data. While AA is reset, SIOl does not respond to 
its own slave address or a general call address. How- 
ever, the I2C bus is still monitored and address recogni- 
tion may be resumed at any time by setting AA. This 
means that the AA bit may be used to temporarily iso- 
late SIOl from the I2C bus. 



Miscellaneous States 



There are two S1STA codes that do not correspond to a 
defined SIOl hardware state (see Table 13). These are 
discussed below. 

S1STA = F8H: 

This status code indicates that no relevant information is 
available because the serial interrupt flag, SI is not yet 
set. This occurs between other states and when SIOl is 
not involved in a serial transfer. 



set. To recover from a bus error, the STO flag must be 
set and SI must be cleared. This causes SIOl to enter 
the 'not addressed' slave mode (a defined state) and to 
clear the STO flag (no other bits in S1CON are af- 
fected). The SDA and SCL lines are released (a STOP 
condition is not transmitted). 

The Four SIOl Special Function Registers 

The microcontroller interfaces to SIOl via four special 
function registers. These four SFR's (S1ADR, S1DAT, 
S1CON and S1STA) are described individually in the fol- 
lowing sections. 

The Address Register, S1ADR 

The CPU can read from and write to this 8-bit, directly 
addressable SFR. S1ADR is not affected by the SIOl 
hardware. The contents of this register are irrelevant 
when SIOl is in a master mode. In the slave modes, the 
seven most significant bits must be loaded with the 
microcontroller's own slave address and, if the least sig- 
nificant bit is set, the general call address (00H) is rec- 
ognized; otherwise it is ignored. 



S1STA = 00H: 



This status code indicates that a bus error has occurred 
during an SIOl serial transfer. A bus error is caused 
when a START or STOP condition occurs at an illegal 
position in the format frame. Examples of such illegal 
positions are during the serial transfer of an address 
byte, a data byte or an acknowledge bit. A bus error may 
also be caused when external interference disturbs the 
internal SIOl signals. When a bus error occurs, SI is 



1 



S1ADR (DBH) 



ZI 



- own slave address 



GC] 



The most significant bit corresponds to the first bit re- 
ceived from the I2C bus after a start condition. A logic 
1 in S1ADR corresponds to a high level on the I2C bus 
and a logic corresponds to a low level on the bus. 



Table 13. Miscellaneous States 



Status 
Code 
(SI ST A) 



F8H 



00H 



Status of the 
PC bus and 
SIOl Hardware 



No relevant state 
information 
available; SI = 

Bus error during 
MST or selected 
slave modes, due to 
an illegal START or 
STOP condition. 
State 00H can also 
occur when 
interference causes 
SIOl to enter an 
undefined state. 



Application Software Response 



To/From S1DAT 



No SI DAT action 



No SI DAT action 



To SI CON 



STA STO SI AA 



No SI CON action 



Next Action Taken by SIOl Hardware 



Wait or proceed current transfer. 



Only the internal hardware is affected 
in the MST or addressed SLV modes. 
In all cases, the bus is released and 
SIOl is switched to the not addressed 
SLV mode. STO is reset. 
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S1DAT contains a byte of serial data to be transmitted 
or a byte which has just been received. The CPU can 
read from and write to this 8-bit, directly addressable 
SFR while it is not in the process of shifting a byte. This 
occurs when SIOl is in a defined state and the serial in- 
terrupt flag is set. Data in S1DAT remains stable as 
long as SI is set. Data in S1DAT is always shifted from 
right to left: the first bit to be transmitted is the MSB 
(bit 7) and, after a byte has been received, the first bit 
of received data is located at the MSB of S1DAT. While 
data is being shifted out, data on the bus is simultane- 
ously being shifted in; S1DAT always contains the last 
data byte present on the bus. Thus, in the event of lost 
arbitration, the transition from master transmitter to 
slave receiver is made with the correct data in S1DAT. 

7 6 5 4 3 2 1 
S1DAT (DAH) |SD7|SD6|SD5|SD4|SD3|SD2|SDl|SD0| 
< shift direction 

SD7 - SDO: 

8-bits to be transmitted or just received. A logic 1 in 
S1DAT corresponds to a high level on the I2C bus and a 
logic corresponds to a low level on the bus. Serial da- 
ta shifts through S1DAT from right to left. Figure 31 
shows how data in S1DAT is serially transferred to and 
from the SDA line. 

S1DAT and the ACK flag form a 9-bit shift register 
which shifts in or shifts out an 8-bit byte, followed by an 
acknowledge bit. The ACK flag is controlled by the SIOl 
hardware and cannot be accessed by the CPU. Serial 
data is shifted through the ACK flag into S1DAT on the 
rising edges of serial clock pulses on the SCL line. 
When a byte has been shifted into S1DAT, the serial da- 
ta is available in S1DAT and the acknowledge bit is re- 
turned by the control logic during the ninth clock pulse. 



(BSD7) on the falling 
line. 



edges of clock pulses on the SCL 



When the CPU writes to S1DAT, BSD7 is loaded with 
the content of S1DAT.7 which is the first bit to be 
transmitted to the SDA line (see Figure 32). After nine 
serial clock pulses, the eight bits in S1DAT will have 
been transmitted to the SDA line and the acknowledge 
bit will be present in ACK. Note that the eight transmit- 
ted bits are shifted back into S1DAT. 

The Control Register, S1CON 

The CPU can read from and write to this 8-bit, directly 
addressable SFR. The most significant bit is not used 
and a logic 1 will be returned if S1CON.7 is read. Two 
bits are affected by the SIOl hardware: the SI bit is set 
when a serial interrupt is requested and the STO bit is 
cleared when a STOP condition is present on the I2C 
bus. The STO bit is also cleared when ENS1 = '0'. 

7 6 5 4 3 210 

" ensi|sta|sto| si |aa|cri|cro| 



S1CON (D8H) 



ENS1, the SIOl Enable Bit 

ENS1 = '0': when ENS1 is '0', the SDA and SCL out- 
puts are in a high impedance state. SDA and SCL input 
signals are ignored, SIOl is in the 'not addressed' slave 
state and the STO bit in S1CON is forced to '0'. No 
other bits are affected. PI. 6 and PI. 7 may be used as 
open drain I/O ports. 

ENS1 = 'V: when ENS1 is '1', SIOl is enabled. The 
PI. 6 and PI. 7 port latches must be set to logic 1. 

ENS1 should not be used to temporarily release SIOl 
from the I2C bus since, when ENS1 is reset, the I2C bus 
status is lost. The AA flag should be used instead (see 
description of the AA flag in the following text). 

In the following text, it is assumed that ENS1 = '1'. 



-o 



INTERNAL BUS 



1 



SHIFT PULSES 
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Figure 31. Serial Input/Output Configuration 
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SHIFT ACK & SIOAT 



ACK 


[21 


121 


12 


121 


12) 


12) 


121 


,2, 


A 



LOADED BY THE CPU 



(1) Valid data m S1 DAT 

(2) Shifting data in S10AT and ACK 

(3) High level on SDA 



Figure 32. Shift-in and Shift-out Timing 



STA, the START Flag 



STA = '1': when the STA bit is set to enter a master 
mode the SIOl hardware checks the status of the PC 
bus and generates a START condition if the bus is free. 
If the bus is not free, then SIOl waits for a STOP condi- 
tion (which will free the bus) and generates a START 
condition after a delay of a half clock period of the in- 
ternal serial clock generator. 

If STA is set while SIOl is already in a master mode 
and one or more bytes are transmitted or received, SIOl 
transmits a repeated START condition. STA may be set 
at any time. STA may also be set when SIOl is an ad- 
dressed slave. 



ter mode (in a slave mode, SIOl generates an internal 
STOP condition which is not transmitted). SIOl then 
transmits a START condition. 

STO = '0': when the STO bit is reset, no STOP condi- 
tion will be generated. 

SI, the Serial Interrupt Flag 

SI = T': when the SI flag is set, then, if the EA and 
ESI (interrupt enable register) bits are also set, a serial 
interrupt is requested. SI is set by hardware when one of 
25 of the 26 possible SIOl states is entered. The only 
state that does not cause SI to be set is state F8H which 
indicates that no relevant state information is available. 



STA = '0': when the STA bit is reset, no START condi- 
tion or repeated START condition will be generated. 

STO, the STOP Flag 

STO - 'V: when the STO bit is set while SIOl is in a 
master mode, a STOP condition is transmitted to the I2C 
bus. When the STOP condition is detected on the bus, 
the SIOl hardware clears the STO flag. In a slave 
mode, the STO flag may be set to recover from an error 
condition. In this case, no STOP condition is transmitted 
to the I2C bus. However, the SIOl hardware behaves as 
if a STOP condition has been received and switches to 
the defined 'not addressed' slave receiver mode. The 
STO flag is automatically cleared by hardware. 

If the STA and STO bits are both set, then a STOP con- 
dition is transmitted to the I2C bus if SIOl is in a mas- 



While SI is set, the low period of the serial clock on the 
SCL line is stretched and the serial transfer is sus- 
pended. A high level on the SCL line is unaffected by 
the serial interrupt flag. SI must be reset by software. 

SI = '0': when the SI flag is reset, no serial interrupt is 
requested and there is no stretching of the serial clock 
on the SCL line. 

AA, the Assert Acknowledge Flag 

AA = '1': if the AA flag is set, an acknowledge (low 
level to SDA) will be returned during the acknowledge 
clock pulse on the SCL line when: 
-the 'own slave address' has been received 
-the general call address has been received while the 
general call bit (GC) in S1ADR is set 
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-a data byte has been received while SIOl is in the 
master receiver mode 

-a data byte has been received while SIOl is in the ad- 
dressed slave receiver mode 

AA = '0': if the AA flag is reset, a not acknowledge 
(high level to SDA) will be returned during the acknowl- 
edge clock pulse on SCL when: 

-a data has been received while SIOl is in the master 

receiver mode 
—a data byte has been received while SIOl is in the 

addressed slave receiver mode 

When SIOl is in the addressed slave transmitter mode, 
state C8H will be entered after the last serial is trans- 
mitted (see Figure 30). When SI is cleared, SIOl leaves 
state C8H, enters the not addressed slave receiver mode 
and the SDA line remains at a high level. In state C8H, 
the AA flag can be set again for future address 
recognition. 

When SIOl is in the not addressed slave mode, its own 
slave address and the general call address are ignored. 
Consequently, no acknowledge is returned and a serial 
interrupt is not requested. Thus, SIOl can be temporar- 
ily released from the I2C bus while the bus status is 
monitored. While SIOl is released from the bus, START 
and STOP conditions are detected and serial data is 
shifted in. Address recognition can be resumed at any 
time by setting the AA flag. If the AA flag is set when 
the part's own slave address or the general call address 
has been partly received, the address will be recognized 
at the end of the byte transmission. 

CRO and CR1, the Clock Rate Bits 

These two bits determine the serial clock frequency when 
SIOl is in a master mode. The various serial rates are 
shown in Table 14. 

A 12.5kHz bit rate may be used by devices that interface 
to the I2C bus via standard I/O port lines which are 
software driven and slow. 100kHz is usually the maxi- 
mum bit rate and can be derived from a 12MHz oscilla- 
tor or a 6MHz oscillator. A variable bit rate (0.5kHz to 
62.5kHz) may also be used if Timer 1 is not required for 
any other purpose while SIOl is in a master mode. 

The frequencies shown in Table 14 are unimportant when 
SIOl is in a slave mode. In the slave modes, SIOl will 
automatically synchronize with any clock frequency up to 
100kHz. 



The Status Register, SI ST A 

S1STA is an 8-bit read-only special function register. 
The three least significant bits are always zero. The five 
most significant bits contain the status code. There are 
26 possible status codes. When S1STA contains F8H, no 
relevant state information is available and no serial in- 
terrupt is requested. All other S1STA values correspond 
to defined SIOl states. When each of these states is en- 
tered, a serial interrupt is requested (SI = '1'). A valid 
status code is present in S1STA one machine cycle after 
SI is set by hardware and is still present one machine 
cycle after SI has been reset by software. 

Some Special Cases 

The SIOl hardware has facilities to handle the following 
special cases that may occur during a serial transfer: 

Simultaneous Repeated START Conditions 
from 2 Masters 

A repeated START condition may be generated in the 
master transmitter or master receiver modes. A special 
case occurs if another master simultaneously generates a 
repeated START condition (see Figure 33). Until this 
occurs, arbitration is not lost by either master since they 
were both transmitting the same data. 

If the SIOl hardware detects a repeated START condi- 
tion on the I2C bus before generating a repeated START 
condition itself, it will release the bus and no interrupt 
request is generated. If another master frees the bus by 
generating a STOP condition, SIOl will transmit a nor- 
mal START condition (state 08H) and a retry of the to- 
tal serial data transfer can commence. 

Data Transfer After Loss of Arbitration 

Arbitration may be lost in the master transmitter and 
master receiver modes (see Figure 25). Loss of arbitra- 
tion is indicated by the following states in S1STA: 38H, 
68H, 78H and BOH (see Figures 27 and 28). 

If the STA flag in S1CON is set by the routines which 
service these states, then, if the bus is free again, a 
START condition (state 08H) is transmitted without in- 
tervention by the CPU and a retry of the total serial 
transfer can commence. 



Table 14. Serial Clock 



CR1 


CRO 


fox divided by 


bit frequency 








960 


12.5 kHz @fo*:= 12MH2 





1 


120 


100 kHz @ f osc = 12 MHz 


I 





60 


100 kHz <§> fa* = 6 MHz 


1 


1 


96 x (256 - reload value of Timer 1 ) 


0.5 kHz to 62.5 KHz 






(reload value range is to 254 in mode 2) 


atfo*:= 12 MHz 
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Forced Access to the I2C bus 

In some applications, it may be possible for an un- 
controlled source to cause a bus hang-up. In such situ- 
ations, the problem may be caused by interference, tem- 
porary interruption of the bus or a temporary short- 
circuit between SDA and SCL. 

If an uncontrolled source generates a superfluous 
START or masks a STOP condition, then the I2C bus 
stays busy indefinitely. If the STA Dag is set and bus ac- 
cess is not obtained within a reasonable amount of time, 
then a forced access to the I2C bus is possible. This is 
achieved by setting the STO flag while the STA flag is 
still set. No STOP condition is transmitted. The SIOl 
hardware behaves as if a STOP condition was received 
and is able to transmit a START condition. The STO 
flag is cleared by hardware (see Figure 34). 



I2C Bus Obstructed by a Low Level on SCL or SDA 

An I2C bus hang-up occurs if SDA or SCL is pulled 
LOW by an uncontrolled source. If the SCL line is ob- 
structed (pulled LOW) by a device on the bus, no further 
serial transfer is possible and the SIOl hardware cannot 
resolve this type of problem. When this occurs, the prob- 
lem must be resolved by the device that is pulling the 
SCL bus line LOW. 

If the SDA line is obstructed by another device on the 
bus (e.g. a slave device out of bit synchronization), the 
problem can be solved by transmitting additional clock 
pulses on the SCL line (see Figure 35). The SIOl hard- 
ware transmits additional clock pulses when he STA flag 
is set but no START condition can be generated because 
the SDA line is pulled LOW while the I2C bus is con- 
sidered free. The SIOl hardware attempts to generate a 
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Figure 33. Simultaneous Repeated START Conditions from 2 Masters 
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Figure 34. Forced Access to a Busy I*C Bus 
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Figure 35. Recovering from a Bus Obstruction Caused by a Low Level on SDA 



START condition after every two additional clock pulses 
on the SCL line. When the SDA line is eventually re- 
leased, a normal START condition is transmitted, state 
08H is entered and the serial transfer continues. 

If a forced bus access occurs or a repeated START 
condition is transmitted while SDA is obstructed (pulled 
LOW), the SIOl hardware performs the same action as 
described above. In each case, state 08H is entered af- 
ter a successful START condition is transmitted and 
normal serial transfer continues. Note that the CPU is 
not involved in solving these bus hang-up problems. 

Bus Error 

A bus error occurs when a START or STOP condition is 
present at an illegal position in the format frame. Ex- 
amples of illegal positions are during the serial transfer 
of an address byte, a data or an acknowledge bit. 

The SIOl hardware only reacts to a bus error when it is 
involved in a serial transfer either as a master or an ad- 
dressed slave. When a bus error is detected, SIOl im- 
mediately switches to the not addressed slave mode, re- 
leases the SDA and SCL lines, sets the interrupt flag 
and loads the status register with OOH. This status code 
may be used to vector to a service routine which either 
attempts the aborted serial transfer again or simply re- 
covers form the error condition as shown in Table 13. 

Software Examples of SIOl Service Routines 

This section consists of a software example for: 

-Initialization of SIOl after a RESET 
-Entering the SIOl interrupt routine 



—The 26 state service routines for the 
-master transmitter mode 
-master receiver mode 
-slave receiver mode 
-slave transmitter mode 

Initialization 

In initialization routine, SIOl is enabled for both master 
and slave modes. For each mode, a number of bytes of 
internal data RAM are allocated to the SIO to act as ei- 
ther a transmission or reception buffer. In this example 
8 bytes of internal data RAM are reserved for different 
purposes. The data memory map is shown in Figure 36. 
The initialization routine performs the following func- 
tions: 

-S1ADR is loaded with the part's own slave address and 

the general call bit (GC) 
—PI. 6 and PI. 7 bit latches are loaded with logic Is 
-Ram location HADD is loaded with the high order 

address byte of the service routines 
-The SIOl interrupt enable and interrupt priority bits 

are set 

-The slave mode is enabled by simultaneously setting 
the ENS1 and AA bits in S1CON and the serial clock 
frequency (for master modes) is defined by loading 
CRO and CR1 in S1CON. The master routines must be 
started in the main program. 

The SIOl hardware now begins checking the I2C bus for 
its own slave address and general call. If the general 
call or the own slave address is detected, an interrupt is 
requested and S1STA is loaded with the appropriate 
state information. The following text describes a fast 
method of branching to the appropriate service routine. 
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Figure 36. SI01 Data Memory Map 
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SIOl Interrupt Routine 

When the SIOl interrupt is entered, the PSW is first 
pushed on the stack. Then S1STA and HADD (loaded 
with the high order address byte of the 26 service rou- 
tines by the initialization routine) are pushed on to the 
stack. S1STA contains a status code which is the lower 
byte of one of the 26 service routines. The next instruc- 
tion is RET which is the return from subroutine instruc- 
tion. When this instruction is executed, the high and low 
order address bytes are popped from stack and loaded 
into the program counter. 

The next instruction to be executed is the first instruc- 
tion of the state service routine. Seven bytes of program 
code (which execute in eight machine cycles) are re- 
quired to branch to one of the 26 state service routines. 



PUSH 


PSW 


Save PSW 


PUSH 


SI ST A 


Push status code 






(low order address byte) 


PUSH 


HADD 


Push high order address 






byte 


RET 




Jump to state service 






routine 



The state service routines are located in a 256-byte page 
of program memory. The location of this page is defined 
in the initialization routine. The page can be located any- 
where in program memory by loading data RAM register 
HADD with the page number. Page 01 is chosen in this 
example and the service routines are located between 
addresses 0100H and 01FFH. 



The State Service Routines 

The state service routines are located 8 bytes from each 
other. 8 bytes of code are sufficient for most of the serv- 
ice routines. A few of the routines require more than 8 
bytes and have to jump to other locations to obtain more 
bytes of code. Each state routine is a part of the SIOl 
interrupt routine and handles one of the 26 states. It 
ends with a RETI instruction which causes a return to 
the main program. 

Master Transmitter and Master Receiver Modes 

The master mode is entered in the main program. To 
enter the master transmitter mode, the main program 
must first load the internal data RAM with the slave ad- 
dress, data bytes and the number of data bytes to be 
transmitted. To enter the master receiver mode, the 
main program must first load the internal data RAM 
with the slave address and the number of data bytes to 
be received. The R/W bit determines whether SIOl op- 
erates in the master transmitter or master receiver 
mode. 

Master mode operation commences when the STA bit in 
S1CION is set by the SETB instruction and data transfer 
is controlled by the master state service routines in ac- 
cordance with Table 9, Table 10, Figure 27 and Figure 



8XC552 



28. In the example below, 4 bytes are transferred. There 
is no repeated START condition. In the event of lost ar- 
bitration, the transfer is restarted when the bus becomes 
free. If a bus error occurs, the I2C bus is released and 
SIOl enters the not selected slave receiver mode. If a 
slave device returns a not acknowledge, a STOP condi- 
tion is generated. 

A repeated START condition can be included in the se- 
rial transfer if the STA flag is set instead of the STO 
flag in the state service routines vectored to by status 
codes 28H and 58H. Additional software must be written 
to determine which data is transferred after a repeated 
START condition. 

Slave Transmitter and Slave Receiver Modes 

After initialization, SIOl continually tests the I2C bus 
and branches to one of the slave state service routines if 
it detects its own slave address or the general call ad- 
dress (see Table 11, Table 12, Figure 29, and Figure 
30). If arbitration was lost while in the master mode, the 
master mode is restarted after the current transfer. If a 
bus error occurs, the I2C bus is released and SIOl en- 
ters the not selected slave receiver mode. 

In the slave receiver mode, a maximum of 8 received 
data bytes can be stored in the internal data RAM. A 
maximum of 8 bytes ensures that other RAM locations 
are not overwritten if a master sends more bytes. If 
more than 8 bytes are transmitted, a not acknowledge is 
returned and SIOl enters the not addressed slave re- 
ceiver mode. A maximum of one received data byte can 
be stored in the internal data RAM after a general call 
address is detected. If more than one byte is transmitted, 
a not acknowledge is returned and SIOl enters the not 
addressed slave receiver mode. 

In the slave transmitter mode, data to be transmitted is 
obtained from the same locations in the internal data 
RAM that were previously loaded by the main program. 
After a not acknowledge has been returned by a master 
receiver device, SIOl enters the not addressed slave 
mode. 

Adapting the Software for Different Applications 

The following software example shows the typical struc- 
ture of the interrupt routine including the 26 state serv- 
ice routines and may be used as a base for user applica- 
tions. If one or more of the four modes are not used, the 
associated state service routines may be removed but 
care should be taken that a deleted routine can never be 
invoked. 

This example does not include any time-out routines. In 
the slave modes, time-out routines are not very useful 
since, in these modes, SIOl behaves essentially as a 
passive device. In the master modes, an internal timer 
may be used to cause a time-out if a serial transfer is 
not complete after a defined period of time. This time 
period is defined by the system connected to the I2C bus. 
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00D8 
00D9 
00DA 
OODB 



! SIOl EQUATE LIST 

(*********************************************************** 

| m»i * ******* « * k » n «w«*»i « « « ** ************************** 

! LOCATIONS OF THE SIOl SPECIAL FUNCTION REGISTERS 

| ************ ** * ******************************************** 

S1CON -Oxd8 

S1STA -0xd9 

S1DAT -Oxda 

SI ADR -Oxdb 



00A8 
00B8 



IEN0 
IPO 



-Oxa8 
-Oxb8 



I ****** * ** **** * 

I BIT LOCATIONS 



**************** 



**************************** 



00DD 
OOBD 



STA -Oxdd 
SI01HP -Oxbd 



!STA bit in S1C0N 

!IP0, SIOl Priority bit 



! IMMEDIATE DATA TO WRITE INTO REGISTER S1CON 



00D5 
00C5 
00C1 
00E5 



0031 

00A0 

0001 
00C0 
00C1 
0018 



ENS1_NOTSTA_STO_NOTSI_AA_CRO -Oxd5 
ENS l_NOTSTA_NOTSTO_NOTS I_AA_CR0 -Oxc 5 
ENS1_NOTSTA_NOTSTO_NOTSI_NOTAA_CRO -Oxcl 
ENS1_STA_NOTSTO_NOTSI_AA_CRO -0xe5 



[GENERAL IMMEDIATE DATA 

I + ititit -it it it it it it it irit 

OWNS LA -0x31 

ENSIOl -OxaO 

PAG1 -0x01 

SLAW -OxcO 

SLAR -Oxcl 

SELRB3 -0x18 



IGenearates STOP 
!(CR0-100 Khz) 
! Releases BUS and 

!ACK 

! Releases BUS and 

!NOT ACK 

IRelaase BUS and 
Iset STA 



itieiritific ■*■■*■+ 

I Own SLA+Cenerall Call 
Inust be written into SI ADR 
!EA+ES1, enable SIOl interrupt 
(oust be written into IENO 
•select PAG1 as HADD 
ISlA-fW to be transmitted 
ISLA+R to be transmitted 
I Select Register Bank 3 



0030 
0038 
0040 
0048 

0053 



0052 
0051 
0050 



(LOCATIONS IN DATA RAM 

t + 

MTD -0x30 

MRD -0x38 

SRD -0x40 

STD -0x48 

BACKUP -0x53 



NUMBYTMST-Ox52 
SLA -0x51 
HADD -0x50 



! MST/TRX/DATA base address 
! MST/REC/DATA base address 
1 SLV/REC/DATA base address 
! SLV/TRX/DATA base address 

! Backup from NUMBYTMST. 

!To restore NUMBYTMST in case 

!of an Arbitration Lost. 

"Number of bytes to transmit 

lor receive as MST. 

(Contains SLA+R/U to be 

I transmitted. 

IHigh Address byte for STATE 
Itill STATE 25. 
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0000 4100 



■'""•"iinllinuMllun KUUilHt 

(Example to initialize I I C Interface as ilave receiver or 
! slave transmitter and start a MASTER TRANSMIT or a MASTER 
(RECEIVE function. 4 bytes will be transmitted or received. 



.sect strt 
.base 0x00 



ajmp INIT 



**** * * ** ********************* 



! RESET 



0200 7SDB31 



0203 
0205 
0207 
020A 
020D 



D296 

D297 

755001 

43A8A0 

C2BD 



020F 75D8C5 



.sect initial 
.base 0x200 
INIT: 



I ********* 



■ov S1ADR,«0UNSLA 



setb pl(6) 
setb pl(7) 
bov HADD,#PAG1 
orl IEN0,»ENSIOl 
clr SI01HP 



I Load own SLA + enable 
(general call recognition 
I PI. 6 High level. 
(P1.7 High level. 



{Enable SIOl interrupt 
(SI01 interrupt low 
(priority 

■ov S1CON , #ENSl_NOTSTA_NOTSTO_NOTSI_AA_CR0 

Unitialize SLV funct. 



***** 



! START MASTER TRANSMIT FUNCTION 

! 



0212 755204 
0215 7551C0 
0218 D2DD 



■ov NUMB YTMST. #0x4 
■ov SLA,#SLAW 
setb STA 



(Transmit 4 bytes. 
(SLA+W, Transmit funct. 
(set STA in S1C0N 



1 

(START MASTER RECEIVE FUNCTION 

1 



021A 755204 
021D 7551C1 
0220 D2DD 



mov NUMBYTMST,«0x4 
■ov SLA,*SLAR 
aetb STA 



(Receive 4 bytes. 
(SLA+R, Receive funct. 
(set STA in S1C0N 
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******* * *** *** 



\ n**** * t * ********** 

ISIOl INTERRUPT ROUTINE 

I ***** **** ****************** 

.sect intvec 
.base Ox 2b 



IS1STA and HADD arc pushed onto the stack 
Ireturn address for the RET Instruction. 
! The RET Instruction sets the Program Counter to 
IHADD.S1STA and Junps to Che rigth subroutine. 



t** ** * ******* 



ISIOl interrupt vector 
as 



002B CODO 
002D C0D9 
002F C050 
0031 22 



0100 75D8D5 

0103 DODO 
0105 32 



push psw 
push S1STA 
push HADD 
ret 



IJMP to address 
!HADD.S1STA. 



! STATE : 00, Bus error. 




1 ACTION: Enter not adressed SLV no 


de and release bus. 


1 STO reset. 




.sect stO 




.base 0x100 





»ov SlCON,#ENSl_NOTSTA_STO_NOTSI_AA_CR0 Iclr SI 

Iset STO.AA 

pop psw 
retl 
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0108 8551DA 
010B 75D8C5 



| fftHHririrtfirlt 

I MASTER STATE SERVICE ROUTINES 

1 State 08 and State 10 are both for HST/TRX and MST/REC. 
I The R/W bit decides whether the next state Is within 
! MST/TRX mode or within MST/REC node. 

I ******** *** **************** ** * ****** *********************** 

I 

I STATE : 08, A START condition has been transnltted. 
I ACTION: SLA+R/V are transmitted, AOC bit Is received. 



.sect ats8 
.base 0x108 







010E 01A0 



■ov S1DAT , SLA ILoad SLA+R/V 

■ov S1C0N,«ENS1 NOTSTA BOTSTO NOTSI_AA_CR0 

!clr SI 

ajmp INITBASE1 



0110 8551DA 
0113 75D8C5 

0116 01A0 



00A0 75D018 
00A3 7930 
00A5 7838 
00A7 855253 
OOAA DODO 
OOAC 32 



STATE : 10, A repeated START condition has been 
transnltted. 

ACTION: SLA+R/V are transnltted, ACX bit is received. 



sect mtslO 

0x110 



■ov S1DAT.SLA [Load SLA+R/V 

■ov S1C0N,»ENS1_N0TSTA NOTSTO NOTSI_AA_CR0 

Iclr SI ~ 

•jap INITBASE1 



.sect lbasel 
.base OxaO 
INITBASE1 



■ov psw,*SELRB3 
■ov rl,»MTD 
■ov rO,*>MRD 
■ov BACKUP, NUMBYTMST 
pop psw 
reti 



ISave Initial value 
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1 MASTER TRANSMITTER STATE SERVICE ROUTINES 
I ******************************** ***** ftn 



********** 



I ******************************** 



i 

! STATE : 18, Previous state was STATE 8 or STATE 10, 
I SLA+W have been transmitted, ACK hss 

I been received. 

1 ACTION: First DATA Is transmitted, ACK bit 
1 is recleved. 

I 

.sect mtslB 
.base 0x118 



0118 75D018 
011B 87DA 
011D 01B5 



mov psw,<*SELRB3 
■ov SlDAT,@rl 
ajnp CON 



1 

! STATE : 20, SLA+W have been transmitted, NOT ACK 

I has been received 

! ACTION: Transmit STOP condition. 

I 

.sect Dts20 
.base 0x120 



0120 75D8D5 

0123 DODO 
0125 32 



■ov S1C0N , «ENSl_NOTSTA_STO_NOTSI_AA_CR0 

I set STO, clr SI 

pop psw 
reti 



........ — 



STATE : 28, DATA of S1DAT have been transmitted 

ACK received. 
ACTION: If Transmitted DATA is last DATA then 

transmit a STOP condition, else transmit 

next DATA. 

. ...... 

.sect mts28 
.base 0x128 



0128 D55285 
012B 75D8D5 

012E 01B9 



djnz NUMBYTMST , NOTLDAT1 IJMP if NOT last DATA 
mov S1C0N , #ENS l_NOTSTA_STO_N0TSI_AA_CR0 

~1clr SI. set AA 

ajmp RETmt 



OOBO 75D018 
00B3 87DA 
O0B5 75D8C5 

00B8 09 
00B9 DODO 
00BB 32 



.sect mts28sb 
.base OxObO 



N0TLDAT1 : 



CON: 



RETmt 



mov psw,*SELRB3 
mov SlDAT,@rl 

mov S1CON , «ENSl_NOTSTA_NOTST0_NOTSI_AA_CR0 

!clr SI. "clr AA 

inc rl 
pop psw 
reti 
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0130 75D8D5 

0133 DODO 
0135 32 



! STATE : 30, DATA of SI DAT h»ve been transmitted, 

1 NOT ACK received. 

I ACTION: Transmit a STOP condition. 

j ... ...... ...... — .... — ... . ^ . . . 

. sect nts30 
.base 0x130 

mov S1C0N, #ENS1 NOTSTA_STO_NOTSl_AA_CR0 

!aet ST0, clr SI 

pop psv 
reti 



0138 75D8E5 
013B 855352 
013E 01B9 



STATE : 38, Arbitration lost in SLA+U or DATA. 
ACTION: Bus is released, not adressed SLV mode is 

entered. A new START condition is transmitted 

when the IIC bus is free again. 



sect mts38 
base 0x138 



mov S1C0N,#ENS1_STA NOTSTO_NOTSl_AA_CR0 
mov NUMB YTMST, BACKUP 
ajmp RETmt 



t **+********++*+***************+*******************+*+*****-* 

! MASTER RECEIVER STATE SERVICE ROUTINES 

I *********************************************************** 
! *********************************************************** 

! STATE : 40, Previous state was STATE 08 or STATE 10, 
! SLA+R have been transmitted, ACK received. 

I ACTION: DATA will be received, ACK returned. 

! 

.sect mrs40 
.base 0x140 

0160 75D8C5 mov SICON ,#ENSl_NOTSTA_NOTSTO_NOTSI_AA_CR0 

!clr STA,ST0,SI set AA 

0143 01CB ajmp RETmr 



! STATE : 48. SLA+R have been transmitted, NOT ACK 
! received. 

! ACTION: STOP condition will be generated. 

! 

.sect mrs48 
.base 0x148 

0148 75D8D5 STOP: mov SICON, #ENSl_NOTSTA_STO_NOTSI_AA CR0 

"iset STOT clr SI 

014B DODO pop psw 

014D 32 reti 
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! STATE : 50, DATA have been received, ACK returned. 
! ACTION: Read DATA of S1DAT. 

DATA will be received, if it is last 
DATA then NOT ACK wil be returned else ACK 
will be returned. 



! 
I 
! 

! 

.sect arsSO 
.base 0x150 



0150 75D018 
0153 A6DA 
0155 01C0 



00C0 D55205 
00C3 75D8C1 

0OC6 8003 
00C8 75D8C5 

00CB 08 
00CC DODO 
00CE 32 



■ov psw,*SELRB3 
mov @r0 , S1DAT 



a Imp REC1 



.sect mrs50s 
.base OxcO 

REC1: 



!Read received DATA 



djnz NUMBYTMST , N0TLDAT2 
mov S1C0N,#ENS1 NOTSTA NOTSTO NOTSI NOTAA CRO 
' !clr SI.AA " 

sjmp RETmr 

NOTLDAT2: mov S1CON,#ENS1_NOTSTA_NOTSTO_NOTSI_AA_CRO 

!clr SI, set AA 

RETar: inc rO 

pop psw 
reti 



0158 75D018 
015B A6DA 
015D 80E9 



I ......... .... ............. ... — 

! STATE : 58. DATA have been received. NOT ACK 
! returned. 

! ACTION: Read DATA of S1DAT and generate a STOP 
t condition. 

I 

.sect ars58 
.base 0x158 

aov psw,#SELRB3 
aov jarO.SlDAT 
sjap STOP 
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| ********* ttttt* «»******♦********************♦»*»♦*♦*»»»«»++ 

! *********************************************************** 

! SLAVE RECEIVER STATE SERVICE ROUTINES 
! ****************************** 
! ************************ 

! STATE : 60, Own SLA+V have been received, ACK 
! returned. 

! ACTION: DATA will be received and ACK returned. 

! 

..ect srs60 
.base 0x160 

0160 75D8C5 bov SlC0N,#ENSl_NOTSTA_NOTSTO_NOTSI_AA_CR0 

Iclr SI, set~AA 

0163 75D018 bov psw,#SELRB3 

0166 01D0 ajnp INITSRD 

.sect lnsrd 

.base OxdO 

00D0 7840 INITSRD: aov rO,#SRD 

00D2 7908 bov rl,#8 

00D4 DODO pop psw 

00D6 32 reti 

I 

! STATE : 68, Abitratlon lost in SLA and R/W as MST 
! Own SLA+W have been received, ACK returned 

I ACTION: DATA will be received and ACK returned. 
I STA is set to restart MST aode after the 

! bus is free again. 

! • 

.sect srs68 
.base 0x168 

0168 75D8E5 bov S1CON ,#ENSl_STA_NOTSTO_NOTSI AA CR0 

016B 75D018 bov psw,#SELRB3 

016E 01D0 ajap INITSRD 

! 

! STATE : 70, General call has been received, ACK 
I returned. 

! ACTION: DATA will be received and ACK returned. 

! 

.sect srs70 
.base 0x170 

0170 75D8C5 bov SlCON,#ENSl_NOTSTA_SOTSTO_NOTSI_AA_CR0 

Iclr SI, set AA 

0173 75D018 bov psw,#SELRB3 Unitialize SRD counter 

0176 01D0 ajap INITSRD 



! STATE : 78, Arbitration lost in SLA+R/W as MST. 

! General call has been received, ACK returned. 

! ACTION: DATA will be received and ACK returned. 

t STA is set to restart MST aode after the 

! bus is free again. 

! 

.sect srs78 
btit 0x178 



0178 75D8E5 aov SlCON,«ENSl_STA_NOTST0_NOTSI_AA_CR0 

017B 75D018 aov psw,»SELRB3 Unitialize SRD counter 

017E 01D0 ajnp INITSRD 
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STATE : 80, Previously addressed with own SLA. 
DATA received, ACK returned. 

ACTION: read DATA. 

IF received DATA waa the laat THEN superfluous 
DATA will be received and NOT ACK returned ELSE 
next DATA will be received and ACK returned. 



.sect srsSO 
.base 0x180 



0180 75D018 
0183 A6DA 
0185 01D8 



■ov psv,#SELRB3 
■ov grO.SlDAT 
•J-P KEC2 



.sect srsSOs 
.base 0xd8 



"Read received DATA 



00D8 D906 
00DA 75D8C1 

00DD DODO 
OODF 32 
00E0 75D8C5 

00E3 06 
00E4 DODO 
00E6 32 



REC2: 
LDAT: 



N0TLDAT3 : 



RETsr: 



djnz rl .N0TLDAT3 

■ov S1C0N,#ENS1_N0TSTA NOTSTO NOTSI N0TAA_CR0 

IcTr SI.AA 

pop psw 
reti 

■ov S1C0N . »ENSl_N0TSTA_NOTST0_NOTSI_AA_CR0 

!clr SI, "set AA 

inc rO 
pop psw 
reti 



STATE : 88, Previously adreased with own SLA. 

DATA received NOT ACK returned. 
ACTION: No aave of DATA, Enter NOT adressed SLV 

■ode. Recognition of own SLA. General call 

recognized. If SlADR.0-1. 



.sect srs88 
.base 0x188 



0188 75D8C5 
018B 01E4 



■ov S1C0N,#ENS1 N0TSTA_N0TSTO_NOTSI_AA_CR0 

!clr SI. set AA 

ejnp RETsr 



STATE : 90, Previously addressed with general call. 

DATA has been received, ACK haa been returned. 
ACTION: Read DATA. 

After Ceneral call only one byte will be 

received with ACK the second DATA will be 

received with NOT ACK. 

DATA will be received and NOT ACK 

returned. 



.sect ars90 
0x190 



0190 75D018 
0193 A6DA 
0195 01DA 



■ov psw,»SELRB3 
■ov @r0,SlDAT 
a jap LDAT 



!Reed received DATA 
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-AM, ■,»»t«l»A lr»i. 



DATA has been received, NOT ACK has been 
returned. 

ACTION: No save of DATA, Enter NOT adraaaed SLV 

■ode. Recognition of own SLA. General call 
recognited, If S1ADR.0-1. 



aect ara98 
base 0x198 



0198 75D8C5 

019B DODO 
019D 32 



■ov S1C0N,#ENS1_N0TSTA NOTSTO NOTSI AA CRO 

IcTr SI , set AA 

pop psw 
rati 



STATE : AO, A STOP condition or repeated START has 
been received, while still adreaaad as 

SLV/REC or SLV/TRX. 
ACTION: No save of DATA, Enter NOT adreased SLV 

■ode. Recognition of own SLA. General call 
recognired, if SlADR.0-1. 



aect arsAO 
base OxlaO 



01A0 75D8C5 

01A3 DODO 
01A5 32 



■ov S1CON,»ENS1_NOTSTA_NOTSTO_NOTSI_AA_CRO 

Iclr SlT aet AA 

pop psw 
reti 
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I ti nni>i i M *i mumu»> > niiimniiu«iun>i i n i > > < tittt 

| ** ************ ** * * ** ***** * ** **** * ** **** ** ****************** 

I SLAVE TRANSMITTER STATE SERVICE ROUTINES 

I **** * * ********* ***** ** **** ******* * ** * ** ******************** 
I ** * * ****************** * * * * ** * ***** ***** ** * ***************** 



I STATE : A8, Own SLA+R received, ACK returned. 

I ACTION: DATA will be transmitted, A bit received. 

I 

.sect stsaS 
.base 0xla8 



01A8 8548DA 
01AB 75D8C5 

01AE 01E8 



00E8 75D018 
00EB 7948 
00ED 09 
OOEE DODO 
00F0 32 



S1DAT.STD I load DATA in S1DAT 

■ov S1CON.»ENS1_NOTSTA_NOTSTO_NOTSI_AA CRO 

Iclr SI. set AA 

ajnp INITBASE2 



.sect lbase2 
.base OxeS 

INITBASE2: mov psw,#SELRB3 
aov rl, #STD 
inc rl 
pop psw 
retl 



I .... 

I STATE : BO, Arbitration lost in SLA and R/W as MST. 
I Own SLA+R received, ACK returned. 

I ACTION: DATA will be transaltted, A bit received. 
! STA is set to restart MST node after the 

I bus is free again. 



! • 



.sect stsbO 
.base OxlbO 



01B0 8548DA 
01B3 75D8E5 
01B6 01E8 



aov S1DAT.STD lload DATA In SI DAT 

■ov S1C0N , #ENSl_STA_NOTSTO_NOTSI_AA_CR0 
ajstp INITBASE2 



! 

! STATE 
! ACTION 

! 

.sect stsbS 
.base OxlbS 



B8, DATA has been transaltted, ACK received. 
DATA will be transaltted, ACK bit is received. 



01B8 75D018 
01BB 87DA 
01BD 01F8 



mov psw,«SELRB3 
aov SlDAT,@rl 
a jap SCON 



.sect sen 
.base Oxf8 



00F8 75D8C5 

00FB 09 
OOFC DODO 
OOFE 32 



SCON: aov S1CON,»ENS1_NOTSTA_NOTSTO_NOTSI_AA_CRO 

Iclr SI. set AA 

inc rl 
pop psw 
retl 
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! STATE : CO, DATA ha* been trana«itted. NOT ACK 
I received. 

I ACTION: Enter not adreeeed SLV boo*. 

! 

. l*ct *tsc0 
.base OxlcO 

01C0 75D8C5 mow S1CON,#ENS1_NOTSTA_NOTSTO_NOTSI_AA_CRO 

Iclr SI, act AA 

01C3 DODO pop paw 

01C5 32 reti 

! - 

I STATE : C8, Laat DATA ha* been transmitted (AA-O) , 

I ACK received. 

I ACTION: Enter not adraasod SLV node. 

I 

.aect st*c8 
.base OxlcS 

01C8 75D8C5 mov S1CON,#ENS1_NOTSTA_NOTSTO_NOTSI_AA_CRO 

Iclr SI, aet AA 

01CB DODO pop paw 

01CD 32 rati 



I **** **** * * * ** ** * * ** ** ** ******* * * ** ** ** ***** ******* * ****** * 

I END OF SIOl INTERRUPT ROUTINE 

\*** * ********** * * * **** ** **** * * ****** ** *** * **** * * *** ** * ***** 
Huii>uiii ii uMiutiiiim)un»uimiumi»»uu i i>uu 
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RESET CIRCUITRY 

The reset circuitry for the 83C552 is connected to the 
reset pin RST. A Schmitt trigger is used at the input for 
noise rejection (see Figure 37). The output of the 
Schmitt trigger is sampled by the reset circuitry every 
machine cycle. 



is 



RST - 



SCHMITT 
TRIGGER 



on-chip 
resistor| J r rst 



overflow 
T3 



RESET 
CIRCUITRY 



Figure 37. On-Chip Reset Configuration 

A reset is accomplished by holding the RST pin HIGH 
for at least two machine cycles (24 oscillator periods) 
while the oscillator is running. The CPU responds by ex- 
ecuting an internal reset. During reset ALE and PSEN 
output a HIGH level. In order to perform a correct re- 
set, this level must not be affected by external elements. 
The RST line can also be pulled HIGH internally by a 
pull-up transistor activated by the watchdog timer T3. 
The length of the output pulse from T3 is 3 machine cy- 
cles. A pulse of such short duration is necessary in order 
to recover from a processor or system fault as fast as 
possible. 

Note that the short reset pulse from Timer T3 cannot 
discharge the power-on reset capacitor (see Figure 38). 
Consequently, when the watchdog timer is also used to re- 



v D D- 



2 2kF £ 



VDD 



80C552 
83C652 
87C552 



set external devices this capacitor arrangement should 
not be connected to the RST pin, and a different circuit 
should be used to perform the power-on reset operation. 
A Timer T3 overflow, if enabled, will force a reset con- 
dition to the 83C552 by an internal connection, whether 
the output RTS is tied LOW or not. 

The internal reset is executed during the second cycle in 
which RST is HIGH and is repeated every cycle until 
RST goes low. It leaves the internal registers as follows: 



Content 



ACC 


(XXX) 


0000 


ADCON 


xxOO 


0000 


ADCH 


xxxx 


xxxx 


B 


0000 


0000 


CML0-CML2 


0000 


0000 


CMH0-CMH2 


0000 


0000 


CTCON 


0000 


0000 


CTLO - CTL3 


xxxx 


xxxx 


CTH0-CTH3 


xxxx 


xxxx 


DPL 


0000 


0000 


DPH 


0000 


0000 


IENO 


0000 


0000 


IEN1 


0000 


0000 


IPO 


xOOO 


0000 


IP1 


0000 


0000 


PCH 


0000 


0000 


PCL 


0000 


0000 


PCON 


OxxO 


0000 


PSW 


0000 


0000 


PWMO 


0000 


0000 


PWM1 


0000 


0000 


PWMP 


0000 


0000 


P0-P4 


1111 


1111 


P5 


xxxx 


xxxx 


RTE 


0000 


0000 


SOBUF 


xxxx 


xxxx 


SOCON 


0000 


0000 


SI ADR 


0000 


0000 


SI CON 


xOOO 


0000 


SI DAT 


0000 


0000 


S1STA 


1111 


1000 


SP 


0000 


0111 


STE 


1100 


0000 


TCON 


0000 


0000 


THO.THl 


0000 


0000 


TMH2 


0000 


0000 


TLO.TLl 


0000 


0000 


TML2 


0000 


0000 


TMOD 


0000 


0000 


TM2CON 


0000 


0000 


TM2IR 


0000 


0000 


T3 


0000 


0000 



Figure 38 Power-On Reset 



The internal RAM is not affected 
the RAM content is indeterminate. 



by reset. At power-on, 
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INTERRUPTS 

The 83CS52 has fifteen interrupt sources, each of which 
can be assigned one of two priority levels, as shown in 
Figure 39. The five interrupt sou rces com mon t o the 
80C51 are the external interrupts (INTO and INT1), the 
timer and timer 1 interrupts (ITO and IT1) and the se- 
rial I/O interrupt (RI or TI). In the 83C552, the stan- 
dard serial interrupt is called SIOO. Since the subsys- 
tems which create these interrupts are identical on both 
parts, their functionality is likewise identical. The only 
differences are the locations of the enable and priority 
register configurations and the priority structure. This is 



detailed below along with the specifics of the interrupts 
unique to the 83CSS2. 

The eight Timer T2 interrupts are generated by flags 
CTI0-CT13, CMI0-CMI2 and by the logical OR of flags 
T20V and T2BO. Flags CTIO to CT13 are set by input 
signals CTOI to CT3I. Flags CMIO to CMI2 are set 
when a match occurs between Timer T2 and the com- 
pare registers CMO, CM1 and CM2. When an 8-bit or 
16-bit overflow occurs, flags T2BO and T20V are set re- 
spectively. These nine flags are not cleared by hardware 
and must be reset by software to avoid recurring 
interrupts. 
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Figure 39. The Interrupt System 
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The ADC interrupt is generated by the ADCI flag in the 
ADC control register (ADCON). This flag is set when 
an ADC conversion result is ready to be read. ADCI is 
not cleared by hardware and must be reset by software to 
avoid recurring interrupts. 

The SIOl (I 2 C) interrupt is generated by the SI flag in 
the SIOl control register (S1CON). This flag is set when 
S1STA is loaded with a valid status code. 

The ADCI flag may be reset by software. It cannot be 
set by software. All other flags that generate interrupts 
may be set or cleared by software and the effect is the 
same as setting or resetting the flags by hardware. Thus, 
interrupts may be generated by software and pending in- 
terrupts can be cancelled by software. 

Interrupt Enable Registers 

Each interrupt source can be individually enabled or dis- 
abled by setting or clearing a bit in the interrupt enable 
special function registers IEN0 and IEN1. All interrupt 
sources can also be globally enabled or disabled by set- 
ting or clearing bit EA in IEN0. The interrupt enable 
registers are described in Figures 40 and 41. 

Interrupt Priority Structure 

Each interrupt source can be assigned one of two prior- 
ity levels. Interrupt priority levels are defined by the in- 
terrupt priority special function registers IPO and IP1. 
IPO and IP1 are described in Figure 42 and 43. 

Interrupt priority levels are as follows: 
'0' — low priority 
'1' — high priority 



IEN0(A8H) 



7 


6 


5 


4 


3 


2 


1 





EA 


EAD 


ESI 


ESO 


ETI 


EX1 


ETO 


EXO 



Bil 



Symbol Function 



EN0.7 EA Global enable/disable control 

= No interrupt is enabled 

1 = Any individually enabled interrupt will be 
accepted 

IEN0.6 EAD Enable ADC interrupt 

IEN0.5 ESI Enable SIOl (I 2 C) interrupt 

IEN0.4 ESO Enable SIOO(UART) interrupt 

IEN0.3 ETI Enable Timer 1 interrupt 

IEN0.2 EX1 Enable External interrupt 1 

IEN0.1 ETO Enable Timer interrupt 

IEN0.0 EXO Enable External interrupt 



Figure 40. Interrupt Enable Register (IEN0) 



IENl (E8H) 



ET2 BCM2 ECMI BCMO ECD ECT2 ECT1 ECTO 



Bit 



Symbol Function 



IENl. 7 ET2 Enable T2 overflow intemipt(s) 

IENl. 6 ECM2 Enable T2 comparator 2 interrupt 

IEN1.5 ECMI Enable T2 comparator 1 interrupt 

IEN1.4 ECMO Enable T2 comparator interrupt 

IEN 1 .3 ECT3 Enable T2 capture register 3 interrupt 

EN 1.2 ECT2 Enable T2 capture register 2 interrupt 

IEN 1 . 1 ECT 1 Enable T2 capture register 1 interrupt 

IEN 1.0 ECTO Enable T2 capture register interrupt 

In all cases, if the enable bit is '0', then the interrupt is disabled a 
if the enable bit is ' 1', then the interrupt is enabled. 



Figure 41. Interrupt Enable Register (IENl) 



IPO (B8H) 



7 


6 


5 


4 


3 


2 


1 







PAD 


PS1 


1 

PS0 


PTI 


PX1 


pro 


PX0 



Bit 


Symbol 


Function 


IP.7 




Unused 


IP.6 


PAD 


ADC interrupt priority level 


IP.5 


PS1 


SIOl (I 2 C) interrupt priority level 


IP.4 


PS0 


SIOO (UART) interrupt priority level 


IP.3 


PTI 


Timer 1 interrupt priority level 


IP.2 


PXI 


External interrupt 1 priority level 


IP.l 


PT0 


Timer interrupt priority level 


IPO 


PX0 


External interrupt priority level 



Figure 42. Interrupt Priority Register (IPO) 



PT2 


PCM2 


PCMI 


PCM0 






PCT1 




PCD 


PCT2 


PCIu 



Bit 



Symbol Function 



IP 1.7 PT2 T2 overflow interrupt(s) priority level 

IP 1.6 PCM2 T2 comparator 2 interrupt priority level 

IP1 .5 PCM 1 T2 comparator 1 interrupt priority level 

IP1.4 PCM0 T2 comparator interrupt priority level 

IP 1 .3 PCT3 T2 capture register 3 interrupt priority level 

IP 1 .2 PCT2 T2 capture register 2 interrupt priority level 

IP1.1 PCT1 T2 capture register 1 interrupt priority level 

*P 1-0 PCTO T2 capture register interrupt priority level 



Figure 43. Interrupt Priority Register (IP1) 
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A low priority interrupt may be interrupted by a high 
priority interrupt. A high priority interrupt cannot be in- 
terrupted by any other interrupt source. If two requests 
of different priority occur simultaneously, the high prior- 
ity level request is serviced. If requests of the same pri- 
ority are received simultaneously, an internal polling se- 
quence determines which request is serviced. Thus, with- 
in each priority level, there is a second priority structure 
determined by the polling sequence. This second priority 
structure is shown in Table 15. 



Table IS. Interrupt Priority Structure 

Name Priority Within Level 



Source 


Name 


External interrupt 


XO 


SIOl (I 2 C) 


SI 


ADC completion 


ADC 


Timer overflow 


TO 


T2 capture 


CTO 


T2 compare 


CMO 


External interrupt 1 


XI 


T2 capture 1 


CT1 


T2 compare 1 


CM1 


Timer 1 overflow 


Tl 


T2 capture 2 


CT2 


T2 compare 2 


CM2 


S100 (UART) 


SO 


T2 capture 3 


CT3 


Timer T2 overflow 


T2 



(highest) 



(lowest) 



The above Priority Within Level structure is only used 
when there are simultaneous requests of the same prior- 
ity level. 

Interrupt Handling 

The interrupt sources are sampled at S5P2 of every ma- 
chine cycle. The samples are polled during the following 
machine cycle. If one of the flags was in a set condition 
at S5P2 of the previous machine cycle, the polling cycle 
will find it and the interrupt system will generate an 
LCALL to the appropriate service routine, provided this 
hardware generated LCALL is not blocked by any of the 
following conditions: 

1. An interrupt of higher or equal priority level is already 
in progress. 

2. The current machine cycle is not the final cycle in the 

execution of the instruction in progress, (no interrupt 
request will be serviced until the instruction in 
progress is completed). 

3. The instruction in progress is RETI or any access to 

the interrupt priority or interrupt enable registers. (No 
interrupt will be serviced after RETI or after a read 
or write to IPO, IPI, IEO, or IE1 until at least one 
other instruction has been subsequently executed). 

The polling cycle is repeated with every machine cycle, 
and the values polled are the values present at S5P2 of 
the previous machine cycle. Note that if an interrupt flag 
is active but is not being responded to because of one of 
the above conditions, and if the flag is inactive when the 



blocking condition is removed, then the blocked interrupt 
will not be serviced. Thus, the fact that the interrupt flag 
was once active but not serviced is not remembered. 
Every polling cycle is new. 

The processor acknowledges an interrupt request by exe- 
cuting a hardware-generated LCALL to the appropriate 
service routine. In some cases it also clears the flag 
which generated the interrupt, and in others it does not. 
It clears the Timer 0, Timer 1 and external interrupt 
flags. An external interrupt flag (IEO or IE1) is cleared 
only if it was transition-activated. All other interrupt 
flags are not cleared by hardware and must be cleared 
by the software. The LCALL pushes the contents of the 
program counter on to the stack (but it does not save the 
PSW) and reloads the PC with an address that depends 
on the source of the interrupt being vectored to as shown 
in Table 16. 

Table 16. Interrupt Vector Addresses 



Source 


Name 


Vector Address 


External interrupt 


XO 


0003H 


Timer overflow 


TO 


OOOBH 


External interrupt 1 


XI 


001 3H 


Timer 1 overflow 


Tl 


001 BH 


SIO0 (UART) 


SO 


0023H 


SIOl (I 2 C) 


SI 


002BH 


T2 capture 


CTO 


0033H 


T2 capture 1 


CT1 


003BH 


T2 capture 2 


CT2 


0043H 


T2 capture 3 


CT3 


004BH 


ADC completion 


ADC 


0053H 


T2 compare 


CMO 


005BH 


T2 compare 1 


CM1 


0063H 


T2 compare 2 


CM2 


006BH 


T2 overflow 


T2 


0073H 



Execution proceeds from the vector address until the 
RETI instruction is encountered. The RETI instruction 
clears the 'priority level active' flip-flop that was set 
when this interrupt was acknowledged. It then pops the 
top two bytes from the stack and reloads the program 
counter. Execution of the interrupted program continues 
from where it was interrupted. 

I/O PORT STRUCTURE 

The 83C552 has six 8-bit ports. Each port consists of a 
latch (special function registers P0 to P5), an input buff- 
er and an output driver (Port to 4 only). Ports 0-3 are 
the same as in the 80C51, with the exception of the ad- 
ditional functions of Port 1. The parallel I/O function of 
Port 4 is equal to that of Ports 1, 2 and 3. Port 5 may 
be used as an input port only. 
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Figure 44 shows the bit latch and I/O buffer functional 
diagrams of the unique 83C552 ports. A bit latch corre- 
sponds to one bit in a port's SFR and is represented as 
a D Type flip-flop. A 'write to latch' signal from the 
CPU latches a bit from the internal bus and a 'read 
latch' signal from the CPU places the Q output of the 
flip-flop on the internal bus. A 'read pin' signal from 
the CPU places the actual port pin level on the internal 
bus. Some instructions that read a port read the actual 
port pin levels and other instructions read the latch 
(SFR) contents. 



PORT 1 OPERATION 

Port 1 operates the same as it does in the 8051 with the 
exception of port lines PI. 6 and PI. 7 which maybe se- 
lected as the SCL and SDA lines of serial port SIOl 
(I2C). Because the I2C bus may be active while the de- 
vice is disconnected from Vdd, these pins are provided 
with open drain drivers. Therefore pins PI. 6 and PI. 7 do 
not have internal pull-ups. 




READ 
LATCH ' 



ALTERNATE 
INPUT 
FUNCTION 

(a) 

NOTE: 

Pull-up not present on P1.6 and P1.7. 
•Two period active pull-up as in the 80C51. 



READ 
LATCH " 



WRITE TO 
LATCH 



READ PIN - 




P1.X 
LATCH 



ALTERNATE 
INPUT 
FUNCTION 

(b) 



WRITE TO 
LATCH 



READ PIN — 









P5.X 






PIN 



(c) 



Figure 44. Port Bit Latches and I/O Buffers 
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PORT 5 OPERATION 

Port 5 may be used to input up to 8 analog signals to the 
ADC. Unused ADC inputs may be used to input digital 
inputs. These inputs have an inherent hysteresis to pre- 
vent the input logic from drawing excessive current from 
the power lines when driven by analog signals. Channel 
to channel crosstalk (Ct) should be taken into considera- 
tion when both analog and digital signals are simultane- 
ously input to Port S (see D.C. characteristics in data 
sheet) . 

Port 5 is not bidirectional and may not be configured as 
an output port. All six ports are multifunctional and their 
alternate functions are listed in Table 17. A more de- 
tailed description of these features can be found in the 
relevant parts of this section. 

PULSE WIDTH MODULATED OUTPUTS 

The 83C552 contains two pulse width modulated output 
channels (see figure 45). These channels generate puls- 
es of programmable length and interval. The repetition 
frequency is defined by an 8-bit prescaler PWMP which 
supplies the clock for the counter. The prescaler and 
counter are common to both PWM channels. The 8-bit 
counter counts modulo 255 i.e. from to 254 inclusive. 
The value of the 8-bit counter is compared to the con- 
tents of two registers: PWMO and PWM1. Provided the 
contents of either of these regis ters is gr eater than the 
counter value, the corresponding PWMO or PWM1 output 
is set LOW. If the contents of these registers are equal 
to, or less than the counter value, the output will be 
HIGH. The pulse-width-ratio is therefore defined by the 
contents of the registers PWMO and PWM1. The pulse- 
width-ratio is in the range of to 1 and may be pro- 
grammed in increments of 1/255. 

Buffered PWM outputs may be used to drive DC motors. 
The rotation speed of the motor would be proportional to 
the contents of PWMn. The PWM outputs may also be 
configured as a dual DAC. In this application, the PWM 
outputs must be integrated using conventional operational 
amplifier circuitry. If the resulting output voltages have 
to be accurate, external buffers with their own analog 
supply should be used to buffer the PWM outputs before 
they are integrated. The repetition frequency fpwm, at 
the PWMn outputs is given by: 

fosc 

fpwm = 

2 x (1 + PWMP) x 255 

This gives a repetition frequency range of 92Hz to 
23.5kHz (fosc = 12MHz). By loading the PWM registers 
with either 00H or FFH, the PWM channels will output 
a constant HIGH or LOW level respectively. Since the 
8-bit counter counts modulo 255, it can never actually 
reach the value of the PWM registers when they are 
loaded with FFH. 



8XC552 



Table 17. Input/Output Ports 



Port Pin Alternate Function 



PO.O 


ADO 




P0.1 


AD1 




P0.2 


AD2 




P0.3 


AD3 


Multiplexed lower order address/data bus 


P0.4 


AIM 


used during external memory' accesses 


rU.5 


AD5 




P0.6 


AD6 




rU. / 


ALI/ 




Pl.O 


CTOI t 




pi.i 


CT1I I 


Capture timer input signals for timer T2 


PI. 2 


cm [ 




P1.3 


era > 




P1.4 


T2 


T2 event input 


P1.5 


RT2 


T2 umer reset signal. Rising edge triggers 


P1.6 


SCL 


Serial port clock line I 2 C bus 


P1.7 


SDA 


Serial port data line I 2 C bus 


P2.0 


A8 




P2.1 


A9 




P2.2 


A10 




P2.3 


All 


High order address byte used during 


P2.4 


A12 


external memory accesses 


P2.5 


A13 




P2.6 


A14 




P2.7 


A15 




P3.0 


RXD 


Serial input port (UART) 


P3.1 


TXD 


Serial output port (UART) 


P3.2 


INTO 


External interrupt 


P3.3 


INT1 


External intemipt 1 


P3.4 


TO 


Tinier external input 


P3.5 


Tl 


Timer 1 external input 


P3.6 


WR 


External data memory write strobe 


P3.7 


RD 


External data memory read strobe 


P4.0 


CMSRO 




P4.1 


CMSR1 




P4.2 


CMSR2 


Timer T2: compare and set/reset outputs 


P4.3 


CMSR3 


on a match with timer T2 


P4.4 


CMSR4 




P4.5 


CMSR5 




P4.6 


CMTO 


i Timer T2: compare and toggle outputs 


P4.7 


CMT1 


/ on a match with timer T2 


P5.0 


ADCO 




P5.1 


ADC I 




P5.2 


ADC2 




P5.3 


ADC3 


, Eight analogue ADC inputs 


P5.4 


ADC4 




P5.5 


ADC5 


P5.6 


ADC6 




P5.7 


ADC7 
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EM 



6- BIT COMPARATOR 



OUTPUT 
BUFFER 



8- BIT COUNTER 



8- BIT COMPARATOR 



PWM1 



Figure 45. Functional Diagram of Pulse Width Modulated Outputs 



When a compare register (PWMO or PWM1) is loaded 
with a new value, the associated output is updated imme- 
diately. It does not have to wait until the end of the cur- 
rent counter period. Both PWMn output pins are driven 
by push-pull drivers. These pins are not used for any 
other purpose. 

Prescaler frequency control register PWMP 



7 


6 


5 


4 


3 | 2 


1 






PWMP (FEH) 

MSB LSB 
PWMP. 0-7 Prescaler division factor = PWMP + 1. 

Reading PWMP gives the current reload value. The ac- 
tual count of the prescaler cannot be read. 



PWMO (FCH) 
PWM1 (FDH) 



7 


6 


5 


4 


3 


2 


1 






PWM0/1.0-7} Low/high ratio of PWMn ■ 
(PWMn) 



255 - (PWMn) 

ANALOG-TO-DIGITAL CONVERTER 

The analog input circuitry consists of an 8-input analog 
multiplexer and a 10-bit, straight binary, successive ap- 
proximation ADC. The analog reference voltage and an- 



alog power supplies are connected via separate input 
pins. The conversion takes 50 machine cycles i.e. 50us 
at an oscillator frequency of 12MHz. Input voltage swing 
is from 0V to + 5V. Because the internal DAC employs 
a ratiometric potentiometer, there are no discontinuities 
in the converter characteristic. Figure 46 shows a func- 
tional diagram of the analog input circuitry. 

Analog-to-Digital Conversion 

Figure 47 shows the elements of a successive approxima- 
tion (SA) ADC. The ADC contains a DAC which con- 
verts the contents of a successive approximation register 
to a voltage (VDAC) which is compared to the analog 
input voltage (Vin). The output of the comparator is fed 
to the successive approximation control logic which con- 
trols the successive approximation register. A conversion 
is initiated by setting ADCS in the ADCON register. 
ADCS can be set by software only or by either hardware 
or software 

The software only start mode is selected when control bit 
AD CON. 5 (ADEX) = 0. A conversion is then started by 
setting control bit ADCON.3 (ADCS). The hardware or 
software start mode is selected when ADCON.5 = 1 and 
a conversion may be started by setting ADCON.3 as 
above or by applying a rising edge to external pin 
STADC. When a conversion is started by applying a ris- 
ing edge, a low level must be applied to STADC for at 
least one machine cycle followed by a high level for at 
least one machine cycle. 
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ADCO - 
ADC 1 - 
ADC 2 - 
ADC3 - 
ADC 4 - 
ADC5- 
ADC6 - 
ADC 7 - 



ADCON 



ANALOGUE INPUT 
MULTIPLEXER 



10-BIT A/D 
CONVERTER 



analogue ref. 



analogue ground 



ADCH 



INTERNAL BUS 



3 



Figure 46. Functional Diagram of Analog Input Circuitry 



COMPARATOR 




START STOP 



V 0AC 





15/16 


56764 




3/4 


7/8 




28/32 






1/2 





























1 2 3 4 5 6 
t/iau *. 



Figure 47. Successive Approximation ADC 



The low-to-high transition of STADC is recognized at 
the end of a machine cycle and the conversion com- 
mences at the beginning of the next cycle. When a con- 
version is initiated by software, the conversion starts at 
the beginning of the machine cycle which follows the in- 
struction that sets ADCS. ADCS is actually implemented 
with two flip-flops: a command flip-flop which is affected 
by set operations, and a status flag which is accessed 
during read operations. 

The next two machine cycles are used to initiate the 
converter. At the end of the first cycle, the ADCS status 
flag is set and a value of 1 will be returned if the 
ADCS flag is read while the conversion is in progress. 
Sampling of the analog input commences at the end of 
the second cycle. 

During the next eight machine cycles, the voltage at the 
previously selected pin of Port 5 is sampled and this in- 
put voltage should be stable in order to obtain a useful 
sample. In any event, the input voltage slew rate must be 
less than lOV/ms in order to prevent an undefined result. 

The successive approximation control logic first sets the 
most significant bit and clears all other bits in the suc- 
cessive approximation register (10 0000 0000B). The 
output of the DAC (50% full scale) is compared to the 
input voltage Vin. If the input voltage is greater than 
VDAC, then the bit remains set; otherwise it is cleared. 
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The successive approximation control logic now sets the 
next most significant bit (11 0000 0OO0B or 01 0000 
0000B depending on the previous result) and VDAC is 
compared to Vin again. If the input voltage is greater 
than VDAC, then the bit being tested remains set; oth- 
erwise the bit being tested is cleared. This process is 
repeated until all ten bits have been tested at which 
stage the result of the conversion is held in the succes- 
sive approximation register. Figure 48 shows a conver- 
sion flow chart. The bit pointer identifies the bit under 
test. The conversion takes four machine cycles per bit. 

The end of the 10-bit conversion is flagged by control bit 
ADCON.4 (ADCI). The upper 8 bits of the result are 
held in special function register ADCH and the two re- 
maining bits are held in ADCON.7 (ADC.l) and 
ADCON.6 (ADC.0). The user may ignore the two least 
significant bits in ADCON and use the ADC as an 8-bit 
converter (8 upper bits in ADCH). In any event, the to- 
tal actual conversion time is 50 machine cycles. ADCI 
will be set and the ADCS status flag will be reset 50 cy- 
cles after the command flip-flop (ADCS) is set. 

Control bits ADCON.0, ADCON. 1 and AD CON. 2 are 
used to control an analog multiplexer which selects one 
of eight analog channels (see Figure 49). An ADC con- 
version in progress is unaffected by an external or soft- 
ware ADC start. The result of a completed conversion 
remains unaffected provided ADCI - logic 1. While 
ADCS = logic 1 or ADCI - logic 1, a new ADC 
START will be blocked and consequently lost. An ADC 
conversion already in progress is aborted when the Idle 
or Power-down mode is entered. The result of a com- 
pleted conversion (ADCI - logic 1) remains unaffected 
when entering the Idle mode. 

ADC Resolution and Analog Supply 

Figure 50 shows how the ADC is realized. The ADC has 
its own supply pins (AVdd and AVss) and two pins 
(Vref+ and Vref-) connected to each end of the DAC's 
resistance-ladder. The ladder has 1023 equally spaced 
taps, separated by a resistance of 'R'. The first tap is 
located 0.5 x R above Vref- and the last tap is located 
1.5 x R below Vref+. This gives a total ladder resistance 
of 1024 x R. This structure ensures that the DAC is 
monotonic and results in a symmetrical quantization er- 
ror as shown in Figure 51. 

For input voltages between Vref- and (Vref-) + 1/2 
LSB, the 10-bit result of an A/D conversion will be 00 
0000 0000B = 0O0H. For input voltages between (Vref+) 
- 3/2 LSB and Vref+, the result of a conversion will be 
11 1111111 IB - 3FFH. AVref+ and AVref- may be be- 
tween AVdd + 0.2V and AVss- 0.2V. AVref+ should be 
positive with respect to AVref- and the input voltage 
(Vin) should be between AVref+ and AVref-. If the ana- 
log input voltage range is from 2V to 4V, then ten bit 
resolution can be obtained over this range if AVref+ - 
4V and AVref- - 2V. 




Start of Conversion 



RESET SAR 



1 




[BIT POINTER J ■ MSB 




4 


r 1 




[BIT] 


n"1 


< 




1 CONVERSION TIME ] 




[BIT] n -0 



[BIT POINTER] + 1 



TEST END 
BIT POINTER 




EOC ) End of Conversion 



Figure 48. A/D Conversion Flowchart 
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7 


6 


5 


4 


3 


2 


1 





ADC.l 


ADC.O 


ADEX 


ADCI 


ADCS 


AADR2 


AADR1 


AADRO 



Bit 

ADCON.7 
ADCON.6 
ADCON. 5 



Symbol 

ADC.l 
ADC.O 
ADEX 



ADCON.4 ADCI 



ADCON. 3 



ADCS 



ADCON. 2 
ADCON. 1 
ADCON.O 



AADR2 
AADR1 
AADRO 



Function 

Bit 1 of ADC result 
Bit of ADC result 

Enable external start of conversion by ST ADC 

= Conversion can be started by software only (by setting ADCS) 

1 = Conversion can be started by software or externally 
(by a rising edge on ST ADC) 

ADC interrupt flag: this flag is set when an A/D conversion result is 
ready to be read. An interrupt is invoked if it is enabled. 
The flag may be cleared by the interupt service routine. While this 
flag is set, the ADC can not start a new conversion. ADCI can not be set 
by software. 

ADC start and status: setting this bit starts an A/D conversion. It may 
be set by software or by the external signal STADC. The ADC logic 
ensures that this signal is HIGH while the ADC is busy. On completion 
of the conversion, ADCS is reset at the same time the interrupt flag 
is set. ADCS can not be reset by software. A new conversion may not 
be started while either ADCS or ADCI is high. 



ADCI 


ADCS 


ADC Status 








ADC not busy, a conversion can be started 





1 


ADC busy, start of a new conversion is blocked 


1 





Conversion completed, start of a new conversion 






is blocked 


1 


1 


Not possible 



Analogue input select: this binary coded address selects 
one of the eight analogue port bits of P5 to be input to 
the converter. It can only be changed when ADCI and ADCS 
are both LOW. 





AADR2 


AADR1 


AADRO 


Selected Analogue Channel 













ADC0(P5.0) 










1 


ADCI (P5.1) 







1 





ADC2 (P5.2) 







1 


1 


ADC3 (P5.3) 




1 








ADC4 (P5.4) 




1 





1 


ADCS (P5.5) 




1 


1 





ADC6 (P5.6) 




1 


I 


1 


ADC7 (P5.7) 







Figure 49. ADC Control Register (ADCON) 
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total resistance 

- 1023 R + 2 x R/2 

- 1024 R 




R 
R 

R/2 



1023 


MSB 




1022 










1021 






DECODER 


SUCCESSIVE 
APPROXIMATION 
REGISTER 


SUCCESSIVE 
APPROXIMATION 
CONTROL 
LOGIC 


3 






2 






1 









LSB 





AV ref _ 




ready 



value 0000 0000 00 is output for voltages V ref _ to (V ref _ + V2 LSB) 
value 11 11 1111 11 is output for voltages (V ref + -3/ 2 LSB)toV ref + 



Figure 50. ADC Realization 



The result can always be calculated from the following 
formula: 



Result = 1024 x 



Vin - AVref- 



AVref+ - AVref- 
POWER REDUCTION MODES 

The 83C552 has two reduced power modes of operation: 
the Idle mode and the Power-down mode. These modes 
are entered by setting bits in the PCON special function 
register. When the 83C552 enters the Idle mode, the fol- 
lowing functions are disabled: 

CPU (halted) 

Timer T2 (halted and reset) 

PWM0.PWM1 (reset; outputs are high) 

ADC (conversion aborted if in progress) 

In Idle mode, the following functions remain active: 
Timer 



Timer 1 
Timer T3 
SIO0 SIOl 
External interrupts 

When the 83C552 enters the Power-down mode, the os- 
cillator is stopped. The Power-down mode is entered by 
setting the PD bit in the PCON register. The PD bit can 
only be set if the EW input is tied HIGH. 

Power-Down Mode 

The instruction that sets PCON.l will be the last instruc- 
tion executed in the normal operating mode before the 
Power-down mode is entered. In the Power-down mode, 
the on-chip oscillator is stopped. This freezes all func- 
tions; only the on-chip RAM and special function regis- 
ters are held. The port pins output the contents of their 
respective special function registers. A hardware reset is 
the only way to terminate the Power-down mode. Reset 
re-defines all the special function registers, but does not 
change the on-chip RAM. 
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code 
out 



101 



100 



011 



010 



001 



000 




A 



7 



V 



7 




3q 4q 5q 



q = LSB = 5 mV 



v in v digital 



+ q/2 




-q/2 

Symmetrical Quantization Error 



Figure 51. Effective Conversion Characteristic 



In the Power-down mode, Vdd and AVdd can be re- 
duced to minimize power consumption. Vdd and AVdd 
must not be reduced before the Power-down mode is en- 
tered and must be restored to the normal operating volt- 
age before the Power-down mode is terminated. The re- 
set that terminates the Power-down mode also freezes 
the oscillator. The reset should not be activated before 
Vdd and AVdd are restored to their normal operating 
level, and must be held active long enough to allow the 
oscillator to restart and stabilize (normally less than 
10ms). 

The status of the external pins during Power-down is 
shown in Table 18. If the Power-down mode is entered 
while the 83C552 is executing out of external program 
memory, the port data that is held in the P2 special 
function register is restored to Port 2. If a port latch 
contains a '1', the port pin is held HIGH during the 
Power-down mode by the strong pull-up transistor. 



Power Control Register PCON 

The Idle and Power-down modes are entered by writing 
to bits in PCON. PCON is not bit addressable. See Fig- 
ure 52. 

MEMORY ORGANIZATION 

The memory organization of the 83C552 is the same as 
in the 80C51, with the exception that the 83C552 has 8K 
ROM, 256 bytes RAM and additional SFR's. Addressing 
modes are the same in the 83C552 and the 80C51. De- 
tails of the differences are given in the following 
paragraphs. 

In the 83C552, the lower 8K of the 64K program mem- 
ory address space is filled by internal ROM. By tying the 
EA pin high, the processor fetches instructions from in- 
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Table 18. External Pin Status During Idle and Power-Down Modes 



mode 


memory 


ALE 


PSEN 


Port 


Port 1 


Port 2 


Port 3 


Port 4 


PWM0/PWM1 


Idle (1) 


internal 


1 


1 


port deta 


port data 


port data 


port data 


port data 


HIGH 


Idle (1) 


external 


1 


1 


floating 


port data 


address 


port data 


port data 


HIGH 


Power-down 


internal 








port data 


port data 


port deta 


port data 


port data 


HIGH 


Power-down 


external 








floating 


port data 


port data 


port data 


port data 


HIGH 























PCON(87H) 



7 


i 


' 5 ' 


4 


3 


2 


1 





SMOD 






WLE 


OFI 


GPO 


PD 


IDL 



Bit 



Symbol Function 



PCON.7 SMOD Double Baud rate bit When set to logic 1 

the baud rate is doubled when the serial port 
SIO0 is being used in Modes 1. 2 or 3. 
(reserved) 
(reserved) 

Watchdog load enable. This flag must be set 
by software prior to loading Timer T3 
(watchdog timer). It is cleared when Timer 
T3 is loaded. 
General-purpose flag bit 
General-purpose flag bit 
Power-down bit. Setting this bit activates the 
Power-down mode. It can only be set if input 
EW is high. 

PCON.O DDL Idle mode bit. Setting this bit activates the 
Idle mode. 



PCON.6 
PCON.5 
PCON.4 



PCON.3 
PCON.2 
PCON.l 



WLE 



GF1 
GFO 
PD 



If logic Is are written to PD and IDL at the same time, PD 
takes precedence.The reset value of PCON is (0XX0O00O). 



Figure 52. Power Control Register (PCON) 

ternal program ROM. Bus expansion for accessing pro- 
gram memory from 8K upwards is automatic since ex- 
ternal instruction fetches occur automatically when the 
program counter exceeds 8191. If the EA pin is tied low 
all program memory fetches are from external memory. 
The execution speed of the 83C552 is the same regard- 
less of whether fetches are from external or internal 
program memory. If all storage is on-chip, then byte lo- 
cation 8191 should be left vacant to prevent an undesired 
pre-fetch from external program memory address 8192. 



Certain locations in program memory are reserved for 
specific programs. Locations 0000H to 0002H are re- 
served for the initialization program. Following reset, the 
CPU always begins execution at locations O0O0H. Loca- 
tions 0003H to 0075H are reserved for the fifteen inter- 



rupt request service routines. 



Functionally, the internal data memory is the most flex- 
ible of the address spaces. The internal data memory 
space is subdivided into a 256-byte internal data RAM 
address space and a 128-byte special function register 
(SFR) address space, as shown in Figure 53. 



INDIRECT 
ADDRESSING 
ONLY 



UPMR 
121 BYTES 
tNTE RNAL 

RAM 



?55 






SPECIAL 




FUNCTION 




REGISTERS 


12B 





DIRECT 
ADDRESSING 
ONLY 



ADDRESSABLE 
BITS IN RAM 

1 138 BITS) 



REG* 





127 
7 


120 



R7 


BANK 3 


HO 


R7 


BANK 2 


RO 


rT 

RO 


BANK 1 


R7 


BANK 


as 



direct or 
indirect 
addressing 



Figure 53. Internal Data Memory Address Space 
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The internal data RAM address space is to 255. Four 
8-bit register banks occupy locations to 31. 128 bit lo- 
cations of the internal data RAM are accessible through 
direct addressing. These bits reside in 16 bytes of inter- 
nal data RAM at locations 20H to 2FH. The stack can 
be located anywhere in the internal data RAM address 
space by loading the 8-bit stack pointer. The stack depth 
may be 256 bytes maximum. 



The SFR address space is 128 to 255. All registers ex- 
cept the program counter and the four 8-bit register 
banks reside in this address space. Memory mapping the 
SFRs allows them to be accessed as easily as internal 
RAM and as such, they can be operated on by most in- 
structions. The 56 SFRs are listed in Figure 54 and their 
mapping in the SFR address space is shown in Figures 
55 and 56. RAM bit addresses are the same as in the 
80C51 and are summarized in Figure 57. The special 
function bit addresses are summarized in Figure 58. 



ARITHMETIC REGISTERS: 
Accumulator*, B register*, 
Program Status Word* 

POINTERS: 
Stack Pointer, 

Data Pointer (High and Low) 

PARALLEL I/O PORTS: 
Port 5*. Port 4*, Port 3*, 
Port 2*, Port l*,PortO* 

INTERRUPT SYSTEM: 
Interrupt Priority 0*, 
Interrupt Priority 1*, 
Interrupt Enable 0*, 
Interrupt Enable 1* 

PULSE WIDTH MODULATED OIP s 
Pulse Width Modutation Prescaler 
Pulse Width Modulation Register 0, 
Pulse Width Modulation Register 1 

SERIAL 110 PORTS: 
Serial CONtrol*, Serial data BUFfer, 
Serial 1 CONtrol*, Serial 1 DATa, 
Serial 1 STAtus, Serial 1 ADDress, PCON 



TIMERS: 
Timer MODe, Timer CONtrol*, 
Timer Low 0, Timer High 0, 
Timer Low 1, Timer High 1, 
TiMer T2 CONtrol, TiMer Low 2, 
Timer High 2, Timer T3 

CAPTURE AND COMPARE LOGIC 
CapTure CONtrol, 
TiMer T2 Interrupt flag Register, 
CapTure Low 0, CapTure High 0, 
CapTure Low 1, CapTure High 1, 
CapTure Low 2, CapTure High 2, 
CapTure Low 3, CapTure High 3, 
CoMpare Low 0, CoMpare High 0, 
CoMpare Low I , CoMpare High 1 , 
CoMpare Low 2, CoMpare High 2 
SeT Enable, ReseT Enable 

ADC 

ADC cONtrol, ADC High byte 



Note: * Bit and byte addressable 



Figure 54. Special Function Registers 
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REGISTER 
MNEMONIC 



BIT ADDRESS 



DIRECT 
BYTE ADDRESS (MEXI 





T3 
PWMP 



FF FE FD FC FB FA F9 F G 



RTE 
STE 

# TMK2 

# TML2 
CTCON 

TM2CON 



S 1 ADR 
S1DAT 
#S1STA 
SI CON 

PSW 
#CTH3 

# CTH2 
*CTH1 

# CTHO 
CMH2 
CMH1 
CMHO 

TM2IR 



ADCON 
#R5 



F7 FB F5 F4 F3 F2 F1 FO 



EF I EE ED EC I EB EA E0 I E8 



E7 | E6 | E5 | E« | E3 | E2 | El | EO 



OF | DE | DO | DC | DB | DA | D9 | Db" 



D7 | P6 | D5 | D4 | D3 | D2 | D1 | DO 



CF | CE | CD | CC | CB | CA | C» | C8 



c; | ce | cs | c< | C3 | C2 | ci | co 



FFH 
FEH 
FDH 
FCH 



F OH ■ 

EFH 

EEH 

EDH 

ECH 

E8H 

EAH 



DBH 
DAH 
DBH 
DBH - 

OOH - 

CFH 

CEH 

CDH 

CCH 

CBH 

CAH 

CBH 

CBH - 

CBH 
CBH 
C4H 



SFRs conmnng 
* dirtctly » 
bin 



REGISTER 
MNEMONIC 



BIT ADDRESS 
» 



OIRECT 
BYTE ADDRESS IHEXI 



P3 

#CTL3 

* CTL2 

♦ CTL1 

# CTLO 
CML2 
CM LI 
CMLO 

IENO 



SOBUF 
SOCON 



TH1 
THO 
TL 1 
TLO 
TMOD 
TCON 
PCON 



BF I BE BD I BC BB I BA I 86 B8 



| 8B | BB J bSH 



B7 | BB | B5 | »4 | B3 | 82 | Bl | BO 



AF | AE | AD | AC | A8 | AA | A» | A8 



DPL 
SP 



A7 [ AB | A6 | A4 | A3 | A2 | Al | AO 



>F IE ID IC II II II B8 



87 | 16 | 95 | 94 | 93 | 92 | H | 90 



8F | 8E | 80 | 8C | BB | 8A | 89 | B8 



90H . 
AF H 
AE H 
AD H 
ACH 
AB H 
AAH 
ASH 
A8H « 



89 H 

98H ■ 



87 | 86 | 85 | 84 | 83 | 82 | 81 | 80 



63H 
62 H 
8IH 

eoH . 



SFRs containing 
- directly addmnble 
biu 



Figure 55. Mapping of Special Function Registers 
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255 
24« 
240 
232 
224 
216 
208 
200 
192 
1M 
176 
1C> 
160 
152 
144 
136 
128 



246 F8M 

FOH 
ESh 
EOH 
D8H 
DOH 
C8H 
COM 
B8M 
BOH ■ 
UH 
AOH ■ 
MM ■ 
90M • 



3 



DIRECT 
ADDRESS- 
ING 
(BITS) 



DIRECT 

ADDRESSING 

(BITS) 



ADDRESSING 



127 






J» 








127 


120 


32 


7 





24 


R7 

no 


BANK 3 


ti 
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RO 


BANK 2 


• 


R7 
RO 
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NO 
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STACK-POINTER REGISTER-INDIRECT AND 
REGISTER-INDIRECT ADDRESSING 



Figure 56. Special Function Register Bit Address 
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3C 
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30 
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33 
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20 
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27 


20 


25 


24 


23 


22 


21 


20 


23H 
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IE 
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Figure 57. RAM Bit Addresses 
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With A/D, Capture/Compare Timer, 
With High-Speed Outputs, PWM 

Product Specification 



DESCRIPTION 

The S83C552/S80C552 Single-Chip 8-Bit 
Microcontroller is manufactured in an ad- 
vanced CMOS process and is a deriva- 
tive of the SC80C51 microcontroller fam- 
ily. The S83C552/S80C552 has the same 
instruction set as the 80C51. Two ver- 
sions of the derivative exist: 

□ S83C552 - 8K bytes mask program- 
mable ROM 

o S80C552 - ROMIess version of the 
S83C552 

The S83C552 contains a non-volatile 8K 
x 8 read-only program memory, a volatile 
256 x 8 read/write data memory, six 8- 
bit I/O ports, two 16-bit timer/event 
counters (identical to the timers of the 
SC80C51), an additional 16-bit timer 
coupled to capture and compare latches, 
a 15-source, two-priority-level, nested in- 
terrupt structure, an 8-input ADC, a dual 
DAC pulse width modulated interface, 
two serial interfaces (UART and |2C-bus), 
a 'watchdog' timer and on-chip oscillator 
and timing circuits. For systems that re- 
quire extra capability, the S83C552 can 
be expanded using standard TTL compat- 
ible memories and logic. 

The device also functions as an arith- 
metic processor having facilities for both 
binary and BCD arithmetic plus bit-hand- 
ling capabilities. The instruction set con- 
sists of over 100 instructions: 49 one- 
byte, 45 two-byte and 17 three-byte. 
With a 12MHz crystal. 58% of the in- 
structions are executed in 1us and 40% 
in 2us. Multiply and divide instructions 
require 4us. 



FEATURES 

• SC80C51B central processing 

unit 

• 8K x 8 ROM (83C552), expand- 
able externally to 64K bytes 

• 256 x 8 RAM, expandable 
externally to 64K bytes 

• Two standard 16-bit timer/ 
counters 

• An additional 16-bit timer/ 
counter coupled to four 
capture registers and three 
compare registers 

• Capable of producing 8 synch- 
ronized, timed outputs 

• A 10-bit ADC with 8 multi- 
plexed analog inputs 

• Two 8-bit resolution, pulse 
width modulation outputs 

• Five 8-bit I/O ports plus one 
8-bit input port shared with 
analog inputs 

• l2C-bus serial I/O port with byte 
oriented master and slave 
functions 

• Full-duplex UART compatible 
with the standard 80C51 

• On-chip watchdog timer 

LOGIC SYMBOL 



PIN CONFIGURATION 



XTAL1 — » 


XTAL2 «- 


EA — • 


PSEI 


i — 


ALE «- 


AVss _ 


AV0O-* 


AVBEF t _ 


AVKF 




STA0C-« 


pwSo — • 


PWU1 




ADCO— ► 




ADC1 -«■ „ 




A0C2-»" 




A0C3-* 5, 




A0C4— » £ 




A0C5- » 




ADC6— » 




ADC7— » 




cysRO «— 




CUSR1 «— » 




CUSR2-*— 7 




oera*- E 




CMSM-«- £ 












CMT1 




RSI 




a 


— » 



LOW ORDER 
ADDRESS 

AND 
DATA BUS 



- CTOI 

- CT1I 

- CT2I 

- CT3I 

- T2 

■ RT2 
-SCL 
» SOA 



HIGH ORDER 
i ADDRESS 
BUS 



«— RXD/DATA 
„— ••TXD/CLOCK 



INDEX 
CORNER 9 1 




27 43 
TOP VIEW 



Pin 


Function 


Pin 


Function 


1 


P5.0/ADC0 


35 


XTAL1 


2 


VDD 


36 


Vss 


3 


STADO 


37 


Vss 


4 


PWM0 


38 


NC 


5 


PWM1 


39 


P2.0/A08 


6 


EW 


40 


P2.1/A09 


7 


P4.0/CMSR0 


41 


P2.2/A10 


8 


P4.1/CMSR1 


42 


P2.3/A1 1 


9 


P4.2/CMSR2 


43 


P2.4/A12 


10 


P4.3/CMSR3 


44 


P2.5/A13 


11 


P4.4/CMSR4 


45 


P2.6/A14 


12 


P4.5/CMSR5 


46 


P2.7/A15 


13 


P4.6/CMT0 


47 


PSEN 


14 


P4.7/CMT1 


48 


ALE 


15 


RST 


49 


EA 


16 


P1.0/CT0I 


50 


P0.7/AD7 


17 


P1.1/CT1I 


51 


P0.6/AD6 


18 


P1 .2/CT2I 


52 


P0.5/AO5 


19 


P1.3/CT3I 


53 


P0.4/AD4 


20 


P1.4/T2 


54 


P0.3/AD3 


21 


P1.5/RT2 


55 


P0.2/AD2 


22 


P1.6/SCL 


56 


P0.1/AD1 


23 


P1.7/SDA 


57 


P0.0/AD0 


24 


P3.0/RXD 


58 


AVref- 


25 


P3.1/TXD 


59 


AVref+ 


26 


P3.2/INT0 


60 


AVSS 


27 


P3.3/INT1 


61 


AVqd 


28 


P3.4/T0 


62 


P5.7/ADC7 


29 


P3.5/T1 


63 


P5.6/ADC6 


30 


P3.6/WR 


64 


P5.5/ADC5 


31 


P3.7/RD 


65 


P5.4/ADC4 


32 


NC 


66 


P5.3/ADC3 


33 


NC 


67 


P5.2/ADC2 


34 


XTAL2 


68 


P5.1/ADC1 
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ORDERING INFORMATION 

S8nC552-n nna (CPxxxx) 



Custom ROM Pattern No. 

Applies to masked ROM versions 
only. Number will be assigned by 
Signetics. Contact Signetics 
sales office for ROM pattern sub- 
mission requirements. 

1 — Package and Pins 

A68 - 68-Pin Plastic PLCC 

— Speed and Temperature Range 

1 - to +70° C, 1.2 to 12MHz 



■ ROMIess/ROM 

- ROMIess 
3 - ROM 



PART NUMBER SELECTION 


ROMIess Version 


ROM Version 


Temperature & Package 


Frequency 


S80C552-1A68 


S83CS52-1A68 


to +70°C plastic PLCC 


1.2 to 12MHz 



BLOCK DIAGRAM 



XTAL1 - 
XTAL2- 
EA - 
ALE - 



PSEN. 
WR -. 

RD > 



© 



© 



ADO-7 $Z 



® 



© 



TO T1 

® ® 



INTO INT1 

© ® 



TO, T1 

two 16-Brr 

TIMER/ 
EVENT 
COUNTERS 



VbD 
J_ 



YSS 

1 



PWMO PWM1 



CPU 



80C51 
CORE 
EXCLUDING 
ROM/RAM 



PARALLEL 
I/O PORTS 
AND 
EXT BUS 



L _ 



SERIAL 
UART 
PORT 



© 



© 

PROGRAM 
MEMORY 
BKxB 
ROM 



DATA 
MEMORY 
258x8 

RAM 



I/O 
PORT 



® 



AVss AVREF 
— + 

AV DD 



DUAL 
PWM 



FOUR 
16-BIT 
CAPTURE 
LATCHES 



PO P1 P2 P3 



ADCO-7 
STADC 



SDA SCL 
© | © I © 



ADC 




8— BIT 
INTERNAL BUS 



T2 
16-BIT 
TIMER/ 
EVENT 
COUNTER 



© © 
CT0I-CT3I 



THREE 
16-BIT 
COMPARA- 
TORS WITH 
REGISTERS 



COMPARA- 
TOR 
OUTPUT 
SELECTION 



© 
RT2 



T3 
WATCH- 
DOG 
TIMER 



© 



CMSRO— CMSR5 RST 
CMTO. CMT1 



© Alternate function of port 
©Alternate function of port 1 
©Alternate function of port 2 



©Alternate function of port 3 
© Alternate function of port 4 
© Alternate function of port 5 
©Not present In B0C552 
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PIN DESCRIPTION 



MNEMONIC? 


PIN NO. 


TYPE 


NAME AND FUNCTION 


V CC 


2 


I 


Digital Power Supply: +5V power supply pin during normal operation, idle and power- down 


ST A DC 


3 


I 


Start ADC Operation: Input starting analog to digital conversion (ADC operation can also be 








started by software). 


PWMO 


4 


o 


D i ilea WiHth MAHiilatiAn- Oii+niit D 

ruiio vviuin iviou uidiion. uuipui u. 


PWM1 


S 





Pulse Width Modulation: Output 1 . 


EW 


6 


I 


Enable Watchdog Timer: Enable for T3 watchdog timer and disable power-down mode. 


P0.0-P0.7 


57-50 


I/O 


Port 0* Port an R— hit nnpn- drain hifiirpntinmil I /O nort Port fl nine that hauo 1c uuritton tn 
w \s t v i vi i \j i o cii i o kJiK \j yj~ \ t uiqiii L^iuiid^tiuiiaj i / v-* Ltui i. ryi i \j un la 1 1 1 a i i idvc i o w 1 1 1 1 t?i I lkj 








them float and can be used as high-impedance inputs. Port is also the multiplexed low-order 








address and data bus during accesses to external program and data memory. In this application 








it uses strong internal pull-ups when emitting 1s. 


P1.0-P1.7 


16-23 


I/O 


Port 1: 8-bit I/O port. Alternate functions include: 




16-21 


I/O 


(P1.0— P1.5): Quasi-bidirectional port pins. 




22-23 


I/O 


(P1.6, P1.7): Open drain port pins 




16-19 


I 


CT0I — CT3I (P1.0— P1.3): Capture timer input signals for timer 12 




20 


I 


12 (P1.4): 12 event input 




21 


I 


RT2 (P1.5): 12 timer reset signal. Rising edge triggered 




22 


I/O 


SCL (P1.6): Serial port clock line l2C-bus 




23 


I/O 


SDA (P1.7): Serial port data line l2C-bus 


P2.0-P2.7 


39-46 


I/O 


Pe\i*t O- Q hit niiaci hiHiroctirvnal I/O rtrxrt 

rwi i o u 1 1 tjuasi uiuii cijiiuiiai i/\J pui i. 








AltPrnatP Function* Hinh— ordpr arirtrp^ hvtp for pvtprnal mpmnru i*A0.ft— A1R> 


P3.0-P3.7 


24-31 


I/O 


Port 3: 8-bit quasi-bidirectional I/O port. Alternate functions include: 




24 




RxD (P3.0): Serial input port 




25 





TxD (P3.1): Serial output port 




26 




INTO (P3.2): External interrupt 




27 


I 


INT1 (P3.3): External interrupt 




28 


I 


TO (P3.4): Timer external input 




29 


I 


T1 (P3.5): Timer 1 external input 




30 





WR (P3.6): External data memory write strobe 




o I 




RD (P3.7): External data memory read strobe 


P4.0-P4.7 


7-14 


I/O 


Port 4: 8-bit quasi-bidirectional I/O port. Alternate Functions include: 




7-12 


o 


fIM9Rfl — fPA n — DA. K\* Timor TO rnirinaro a nH cci /racal r\i ilm i-fi- nn i m n«^h ,„:«U tiMAv TO 

omgnw umono \r"**.u r**.zjj. irnit^r ountpdie diicj sei/resei ouipuis on a matcn wttn timer 1 «c. 




13, 14 





CMT0, CMT1 (P4.6, P4.7): Timer 12 compare and toggle outputs on a match with timer 12. 


P5.0-P5.7 


68-62, 


I 


Port 5: 8-bit input port. 




1 




ADC0-ADC7 (P5.0-P5.7): Alternate Function: Eight input channels to ADC. 


RST 


15 


I/O 


Reset: Incut to reset the It aim nrovirip^ a rPQPt nulcp ac nntmit when timer tq nwor 








flows. 


XTAL1 


35 


1 


CrvStal InDUt 1* Inntit to thP invprtinn amnlifipr that fnrmc thp ric^illatrir anH innnt tn the inicmil 
**■ "'r"" ■■ "ij-fui iw iiic iiivui liny u 1 1 1 yj\ i\ i t:r nidi iui ilia lilts (JbOMidlui , dllU llipui I(J inC iniSTnai 








dock npnpffltfir RpCPIUPQ thp ovtornal flrtr-L cinnal uuhon an nvtornal o /~» i M -\lAr hpsH 
vjiv^ijrv yciiciaiui . ncucivcs uic CAlcl I leu uiuli\ ciiynal Wllcll all cAlcl llal UoUlllalUI IS US6Q. 


XTAL2 


34 


w 


Crystal Input 2: Output of the inverting amplifier that forms the oscillator. Left open-circuit when 








an external clock is used. 


Vss 


36, 37 


1 


Digital Ground 


PSEN 


47 




Program Store Enable: Active-low read strobe to external program memory. 


ALE 


48 





Address Latch Enable: Latches the low byte of the address during accesses to external memory. 








It is activated every six oscillator periods. During an external data memory access, one ALE 








pulse is skipped. ALE can drive up to eight LS TTL inputs and handles CMOS inputs without an 








external pull-up. 


EA 


49 




External Access: When EA is held at TTL level high, the CPU executes out of the internal pro- 








gram ROM provided the program counter is less than 8192. When EA is held at TTL low level, 








the CPU executes out of external program memory. EA is not allowed to float. 


AV REF . 


58 




Analog to Digital Conversion Reference Resistor: Low-end. 


AV REF+ 


59 


1 


Analog to Digital Conversion Reference Resistor: High-end. 


AV SS 


60 


1 


Analog Ground 


AV CC 


61 


1 


Analog Power Supply 



To avoid 'latch-up' effect at power-on, the voltage on any pin at any time must not be higher or lower than V C c + 0.5V or 
V S s - 0.5V respectively. 
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OSCILLATOR CHARACTERISTICS 

XTAL1 and XTAL2 are the input and out- 
put, respectively, of an inverting ampli- 
fier. The pins can be configured for use 
as an on-chip oscillator, as shown in the 
logic symbol, page 1. 

To drive the device from an external 
clock source, XTAL1 should be driven 
while XTAL2 is left unconnected. There 
are no requirements on the duty cycle of 
the external clock signal, because the 
input to the internal clock circuitry is 
through a divide-by-two flip-flop. How- 
ever, minimum and maximum high and 
low times specified in the data sheet 
must be observed. 



RESET 

A reset is accomplished by holding the 
RST pin high for at least two machine 
cycles (24 oscillator periods), while the 
oscillator is running. To insure a good 
power-on reset, the RST pin must be 
high long enough to allow the oscillator 
time to start up (normally a few milli- 
seconds) plus two machine cycles. At 
power-on, the voltage on Vcc and R ST 
must come up at the same time for a 
proper start-up. 

IDLE MODE 

In the idle mode, the CPU puts itself to 
sleep while all of the on-chip peripherals 
stay active. The instruction to invoke the 
idle mode is the last instruction executed 
in the normal operating mode before the 



idle mode is activated. The CPU con- 
tents, the on-chip RAM, and all of the 
special function registers remain intact 
during this mode. The idle mode can be 
terminated either by any enabled inter- 
rupt (at which time the process is picked 
up at the interrupt service routine and 
continued), or by a hardware reset 
which starts the processor in the same 
manner as a power-on reset. 

POWER-DOWN MODE 

In the power-down mode, the oscillator 
is stopped and the instruction to invoke 
power-down is the last instruction exe- 
cuted. Only the contents of the on-chip 
RAM are preserved. A hardware reset is 
the only way to terminate the power- 
down mode. The control bits for the re- 
duced power modes are in the special 
function register PCON. 

Table 1 shows the state of I/O ports 
during low current operating modes. 



Table 1. External Pin Status During Idle and Power-Down Modes 



Mode 


Program 
Memory 


ALE 


PSEN 


Port 


Port 1 


Port 2 


Port 3 


Port 4 


PWMO/ 
PWM1 


Idle 


Internal 


1 


1 


Data 


Data 


Data 


Data 


Data 


High 


Idle 


External 


1 


1 


Float 


Data 


Address 


Data 


Data 


High 


Power-down 


Internal 








Data 


Data 


Data 


Data 


Data 


High 


Power-down 


External 








Float 


Data 


Data 


Data 


Data 


High 
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ABSOLUTE MAXIMUM RATINGS 1 ' 2. 3 



PARAMETER 


RATING 


UNIT 


Storage temperature range 


_fiR to +1 50 


on 


Voltage on any other pin to Vss 


-0.5 to + 6.5 


V 


Power dissipation (based on package heat transfer 
limitations, not device power consumption) 


1.0 


w 



NOIbS: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics sec- 
tion of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages are with respect to Vss unless otherwise 
noted. 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C, V cc , AV CC - 5V ±10%, V SS , AV SS - 0V 



SYMBOL 


PARAMETER 


TEST 
CONDITIONS 


LIMITS 


UNIT 


Min 


Typical 1 


Max 


Vcc 


Supply voltage 




4.5 




5.5 


V 


ice 


Power supply current: 
Active mode @ 12MHz 
Idle mode @ 12MHz 
Power down mode 


See note 5 




11.5 
1.3 
3 


30 
7 

50 


mA 
mA 
uA 


Inputs 




V,L 


Input low voltage, except EA, P1.6/SCL, 
P1.7/SDA 




-0.5 




0.2V CC -0.1 


V 


V|L1 


Input low voltage to EA 




-0.5 




0.2V cc -0.3 


V 


V|L2 


Input low voltage to P1.6/SCL, P1.7/SDA6 




-0.5 




0.3V CC 


V 


V| H 


Input high voltage, except XTAL1, RST, 
P1.6/SCL, P1.7/SDA 




0.2V OC +0.9 




Vcc+0.5 


V 


V|H1 


Input high voltage, XTAL1 , RST 




0.7V CC 




Vcc+0.5 


V 


V|H2 


Input high voltage, P1.6/SCL, P1.7/SDA6 




0.7V CC 




6.0 


V 


-IlL 


Logical input current, ports 1, 2, 3, 4, except 
P1.6/SCL, P1.7/SDA 


V, N - 0.45V 






-50 


uA 


-Itl 


Logical 1-to-0 transition current, ports 1, 2, 3, 
4, except P1.6/SCL, P1.7/SDA 


See note 4 






-650 


uA 


±I|L1 


Input leakage current, port 0, EA, STADC, EW 


0.45V<V,< V cc 






10 


uA 


**IL2 


Input leakage current, P1.6/SCL, P1.7/SDA 


0V<V,<6V 
0V<V CC <5.5V 






10 


HA 


Outputs 


Vol 


Output low voltage, ports 1, 2, 3, 4 except 
P1.6/SCL, P1.7/SDA 


l 0L - 1.6mA2 






0.45 


V 


Voli 


Output low voltaqe, port 0. ALE, PSEN, PWMO, 
PWM1 


l OL - 3.2mA2 






0.45 


V 


VOL2 


Output low voltage, P1.6/SCL, P1.7/SDA 


l 0L - 3.0mA2 






0.4 


V 


VOH 


Output high voltage, ports 1, 2, 3, 4, except 
P1.6/SCL, P1.7/SDA 


-l OH " 60uA 
V cc " 5V±10% 
-l H - 25uA 
-l 0H " 10uA 


2.4 

0.75V CC 
0.9V CC 






V 
V 
V 
V 


v OH1 


Output high voltage (port in external bus 
mode, ALE, PSEN, PWMO, PWM1J3 


-l 0H - 400uA 
V cc - 5V+10% 
-Ioh " 150uA 
-Ioh - 40fiA 


2.4 

0.75V CO 
0.9V CC 






V 
V 
V 
V 
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DC ELECTRICAL CHARACTERISTICS (Continued) 



SYMBOL 


PARAMETER 


TEST 
CONDITIONS 


LIMITS 


UNIT 


Min | Typical! Max 


Outputs (Continued) 


V<DH2 


High level output voltage (RST) 


-l 0H " 350uA 
-l 0H - 60uA 


2.4 
0.75V CC 






V 


R RST 


Internal reset pulldown resistor 




50 




150 


kQ 


Cio 


Pin capacitance 


Test freq - 1MHz, 
T A - 25°C 






10 


PF 


Analog Inputs 


AV CC 


Analog supply voltage? 


MV CC v CC :nj -^ v 


4.5 




5.5 


v 


AlcC 

AI, D 

Alpo 


Analnn cunnlif fiirront 

Miidiuy supply ouiiciii 
Operating 
Idle mode 
Power-down 


Port S - 1 4V 
AV CC -2-5.5V 






1.0 
50 
50 


mA 
uA 
uA 


AV IN 


Analog input voltage 




AVss-0.2 




AVcc+0.2 


V 


AV ref 


Reference voltage: 
AVref- 
AV REF+ 




AV ss -0.2 




AVcc+0.2 


V 
V 


Rref 


Resistance between AVr£f+ and AVref_ 




10 




50 


k£2 


C|A 


Analog input capacitance 








15 


PF 


'ADS 


Sampling time 








8t CY 


us 


'ADC 


Conversion time (including sampling time) 








50t OY 


us 


DL e 


Differential non-linearity8 




-1 




+2 


LSB 


IL e 


Integral non-linearity8 








±2 


LSB 


os e 


Offset errors 








±10 


mV 




Gain error8 








0.4 


% 


M CTC 


Channel to channel matching 








±1 


LSB 


c, 


Crosstalk9 


0-100kHz 






-60 


dB 



NOTES: 



1. Typical ratings are based on a limited number of samples taken from early manufacturing lots and are not guaranteed. The values listed are 
at room temperature, 5V. 

2. Capacitive loading on ports and 2 may cause spurious noise to be superimposed on the Voi_s of ALE and ports 1 and 3. The noise is due 
to external bus capacitance discharging into the port and port 2 pins when these pins make 1-to-0 transitions during bus operations. 
In the worst cases (capacitive loading > 100pF), the noise pulse on the ALE pin may exceed 0.8V. In such cases, it may be desirable to 
qualify ALE with a Schmitt Trigger, or use an address latch with a Schmi tt Trig ger STROBE input. 

3. Capacitive loading on ports and 2 may cause the VoH on ALE and PSEN to momentarily fall below the 0.9VCC specification when the 
address bits are stabilizing. 

4. Pins of ports 1 (except P1.6, Pi. 7), 2, 3 and 4 source a transition current when they are being externally driven from 1 to 0. The transition 
current reaches its maximum value when V|N is approximately 2V. 

5. See Figures 8 through 11 for ICC test conditions. 

6. The input threshold voltage of P1.6 and P1.7 (SIOI) meets the I2C specification, so an input voltage below 1.5V will be recognized as a log- 
ic while an input voltage above 3.0V will be recognized as a logic 1. 

7. The following condition must not be exceeded: Vcc - 0.2V < AVcC < Vcc + 0.2V. 

8. Conditions: AVREF- - 0V; AVCC - 5.0V, AVREF+ - 5.12V. ADC is monotonic with no missing codes. 
9 This should be considered when both analog and digital signals are simultaneously input to port 5. 
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AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C, V CC . AV CC - 5V ±10%, V SS , AV SS - 0V 









12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


SYMBOL 


FIGURE 


PARAMETER 


Min 


Max 


Min 


Max 


Program Memory 


■"'CLCL 


1 


Oscillator frequency 






1.2 


12 


MHz 


'lhll 


1 


ALE pulse width 


127 




2tci CL-40 




ns 


•avll 


1 


Address valid to ALE low 


28 




'CLCL-55 




ns 


'llax 


1 


Address hold after ALE low 


48 




tCLCL-35 




ns 


•lliv 


1 


ALE low to valid instruction in 




234 




4t C LCL-100 


ns 


*LLPL 


1 


ALE low to PSEN low 


43 




t CLCL -40 




ns 


tpLPH 


1 


PSEN pulse width 


205 




3t C LCL-45 




ns 


'PUV 


1 


PSEN low to valid instruction in 




145 




3tCLCL-105 


ns 


«PXIX 


1 


Input instruction hold after PSEN 












ns 




1 


Input instruction float after PSEN 




59 




tCLQL-25 


ns 


tAvrv 


1 


Address to valid instruction in 




312 




5tCLCL -1 °5 


ns 


<PI.AZ 


1 


PSEN low to address float 




10 




10 


ns 


Data Memory 


'AVLL 


2, 3 


Address valid to ALE low 


43 




'CLCL-40 




ns 


'rlrh 


2, 3 


RD pulse width 


400 




6t OL CL-100 




ns 


'WLWH 


2, 3 


WR pulse width 


400 




6*CLCL-10° 




ns 


'rldv 


2, 3 


RD low to valid data in 




252 




5tcLCL-165 


ns 


•rhdx 


2, 3 


Data hold after RD 












ns 


'rhdz 


2, 3 


Data float after RD 




97 




2t CL CL-70 


ns 


•lldv 


2, 3 


ALE low to valid data in 




517 




8tcLCL-150 


ns 


'avdv 


2, 3 


Address to valid data in 




585 




9, CLCL" 16 5 


ns 


tLLWL 


2, 3 


ALE low to RD or WR low 


200 


300 


3t C LCL-50 


3t C LCL+50 


ns 


•avwl 


2, 3 


Address valid to WR low or RD low 


203 




4t CUCL -130 




ns 


'ovwx 


2, 3 


Data valid to WR transition 


23 




•CLCL" 60 




ns 


'WHQX 


2, 3 


Data hold after WR 


33 




tCLCL-50 




ns 


'rlaz 


2, 3 


RD low to address float 




12 




12 


ns 


'WHLH 


2, 3 


RD or WR high to ALE high 


43 


123 


tCLCL-40 


_ _ tCLCL+40 


ns 


External Clock 


'CHCX 


5 


High time 3 


20 




20 




ns 


'CLCX 


5 


Low time 3 


20 




20 




ns 


*CLCH 


5 


Rise time 3 




20 




20 


ns 


'CHCL 


5 


Fall time 3 




20 




20 


ns 


Shift Register 


»XLXL 


4 


Serial port clock cycle time 3 


1.0 




1 2tcLCL 




us 


<QVXH 


4 


Output data setup to clock rising edge 3 


700 




10tcLCL-133 




ns 


'XHQX 


4 


Output data hold after clock rising edge 3 


50 




2t C LCL-H7 




ns 


tXHDX 


4 


Input data hold after clock rising edge 3 












ns 


<XHDV 


4 


Clock rising edge to input data valid 3 




700 




1°tCLCL-133 


ns 



NOTES: 



1. Parameters are valid over operating te mperat ure range unless otherwise specified. 

2. Load capacitance for port 0. ALE, and PSEN - 100pF, load capacitance for all other outputs - 80pF. 

3. These values are characterized but not 100% production tested. 
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EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is P- PSEN 

always r (- time). The other characters, depending on their Q - Output data 

positions, indicate the name of a signal or the logical status of R - RD signal 

that signal. The designations are: t - Time 

A - Address V - Valid 

C - Clock W - WR signal 

D - Input data X - No longer a valid logic level 

H - Logic level high Z - Float 

I - Instruction (program memory contents) Examples: t AVL L - Time for address vali d to A LE low. 
L - Logic level low, or ALE tu_ PL - Time for ALE low to PSEN low. 




Figure 1. External Program Memory Read Cycle 



V \ 



>: 



• 'lldv ' 



A6-A7 

FROM ri on npi 



'RLDV 
RLAZ 



*WHL 



V 



■\ — 



A0-A7 FROM PCL 



P2.0-P2.7 OR A8-A15 FROM DPH 



X 



A8-A1S FROM PCH 



Figure 2. External Data Memory Read Cycle 
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y — \ 
v — 



A v 



•"'llax - * 



"~ IMC 



FROM ffl OR DPI 



AVWL 



QVWX 



*WH 



DATA OUT 



f WHQX 

XXI 



0-A7 FROM PCL ) C INSTR IN 



^< ' P2.0-P2.7 OR A6-A15 FROM DPH A8-A15 FROM PCH 



Figure 3. External Data Memory Write Cycle 



INSTRUCTION 1° I 1 |2|3|4|5|e|7|8| 



|« — 'XLXL -J 

1_T~ L_J 



'QVXH 



OUTPUT DATA 




Figure 4. Shift Register Mode Timing 
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0.7VCC 
0.2Vcc-0.1 



'CLCH 



'CLCL 



Figure 5. External Clock Drive 



Vcc-0.5 ■ 



XI 



2VCC+0.9 
2VCC-0.1 







AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V il max for a logic "0". 



Figure 6. AC Testing Input/Output 




V LOAD-°- 1V 



For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded v oh /vol level occurs. 'oh/IolS+ 20mA. 



Figure 7. Float Waveform 



E 20 

O 




MAX ACTIVE MODE 



TYP ACTIVE MODE 

MAX IDLE MODE 
TYP IDLE MODE 



4MHz 8MHz 12MHz 16MHz 
FREQ AT XTAL1 



Figure 8. l C c vs - FREQ 
Valid only within frequency specifications of the device under test. 
Maximum values taken at V cc = 5.5V and worst case temperature. 
Typical Values taken at V cc = 5.0V and 25°C. 
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CLOCK 
SIGNAL 



<NC)- 



PO 
EA 



XTAL2 
XTAL1 
Vss 



Figure 9. Ice Test Condition, Active Mode 
All other pins are disconnected 



r 



CLOCK . 
SIGNAL 



. (NC)- 





Vcc 


RST 


PO 




EA 


XTAL2 




XTAL1 




Vss 





Vcc 
Ice 



Figure 10. Ice Test Condition, Idle Mode 
All other pins are disconnected 




Figure 11. Clock Signal Waveform for l C c Tests in Active and Idle Modes 
tcLCH = *CHCL = 5ns 



(NC)- 





Vcc 


RST 


PO 




EE 


XTAL2 




XTAL1 




Vss 





Figure 12. l C c Test Conditions, Power Down Mode 
All other pins are disconnected. V cc = 2V to 5.5V 
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8XC652 OVERVIEW 

The 8XC652 is a derivative of the 80C51 8-bit CMOS 
microcontroller. The 8XC652 contains all of the features 
of the 80C51 (that is the standard counter/timers TO and 
Tl, the standard serial I/O (TJART), and four 8-bit I/O 
ports). In addition, the 8XC652 has the following: 

• 8K bytes of ROM 

• 256 bytes of RAM 

• I2C bus serial I/O 

The 8XC652 is pin-for-pin compatible and fully code 
compatible with the 80C51. There are some differences 
in the PI. 6 and PI .7 pin functions that are described in 
detail later in this section. All of the 80C51 functions 
are present including the external 64K program and data 
memory expansion, Boolean processing, and two reduced 
power modes. 

Differences from the 80C51 

The data and program memory are organized similar to 
the 80C51. The 8XC652 program memory differs in that 
it has 8K bytes of on-chip ROM. When EA is high the 
8XC652 fetches instructions from the internal ROM un- 
less the address exceeds 1FFFH. Locations 2000H to 

FFFFH are fetched from external program memory. 

When EA is held low, all instruction fetches are from 
external memory. 



The organization of the data memory is similar to the 
80C51 except that the 8XC652 has an additional 128 
bytes of RAM overlapped with the special function regis- 
ter space. This additional RAM is addressed using indi- 
rect addressing only and is available as stack space. 
(This memory addition is the same as in the 8052 and 
83C552. See Figure 59 for a memory map.) 

Special Function Registers 

The 8XC652 special function register space is the same 
as that on the 80C51 except that it contains four addi- 
tional SFRs. The added registers are: S1CON, S1STA, 
S1DAT, and S1ADR. In addition to these the standard 
UART special function registers, SCON and SBUF have 
been renamed S0CON and SOBUF for clarity. 

Since the standard 80C51 on-chip functions are the same 
on the 8XC652, the SFR locations, bit locations, and op- 
eration are unchanged. The only exception is in the in- 
terrupt enable and interrupt priority SFRs. These have 
been changed to include the interrupt from the I2C se- 
rial port. Table 19 shows the special function registers, 
their direct address, the bit addresses, and the value in 
the register after a reset. 



64 K 






EXTERNAL 










8192 







8191 




INTERNAL 




EXTERNAL 


(EA- 11 




(EA-01 










255 
127 




OVERLAPPED 
SPACE 



INTERNAL 
DATA RAM 



SPECIAL 



PROGRAM MEMORY 



INTERNAL 
DATA MEMORY 



EXTERNAL 
DATA 



MEMORY 



Figure 59. Memory Map 
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Table 19. 8XC652 Special Function Registers 



Symbol 


Description 


Direct 
Address 


Bit Address, Symbol or Alternative Port Function 
MSB LSB 


Reset Value 


ACC* 


Accumulator 


EOH 


E7 


E6 


E5 


E4 


E3 


E2 


El 


EO 


OOH 


B* 


B register 


FOH 


F7 


F6 


F5 


F4 


F3 


F2 


Fl 


FO 


OOH 


DPTR: 
DPH 
DPL 


Data pointer (2 bytes): 
Data pointer high 
Data pointer low 


83H 
82H 
















OOH 
OOH 








AF 


AE 


AD 


AC 


Ad 


A A 
AA 


A9 


A8 




IE* 


Interrupt enable 


A8H 


EA 










hAl 


ETO 


ET1 


0X000000B 






BF 


BE 


BD 


BC 


BB 


BA 


B9 


B8 




IP* 


Interrupt priority 


B8H 






PS1 


PSO 


PT1 


PX1 


PTO 


PXO 


xxOOOOOOB 






87 


86 


85 


84 


01 

83 


iSZ 


81 


80 




PO* 


Port 


80H 


An? 


a r\f. 


Alls 


ATM 


AD3 


AD2 


AD1 I ADO 


FFH 








Q7 


yo 


95 


94 


93 


92 


91 


90 




rl 


rort 1 


VUl 1 


SDA 


SCL 














T7T7T 7 
I I 1 1 








A7 


A6 


A5 


A4 


A3 


A2 


Al 


AO 




rZ 


rort z 


A All 


A15 


A14 


A13 


A12 


All 


A10 


A9 


A8 


T7TTT-T 

rrn 








D 1 


B6 


B5 


B4 




B2 


Bl 


BO 




P3* 


Port 3 


BOH 


RD 


WR 


Tl 


TO 


INT1 


INTO 


TXD 


RXD 


FFH 


PCON 


Power control 


87H 


SMOD 








GF1 


GFO 


PD 


IDL 


OxxxOOOOB 




9F 


9E 


9D 


9C 


9B 


9A 


99 


98 




S0CON*# 


Serial port control 
Serial data buffer 


98H 


SMO 


SMI I SM2 I REN 


TBB 


RBB | TI 


RI 


OOH 


SOBUF# 


99H 




































xxsxxxxxB 


D7 


D6 


D5 


D4 


D3 


D2 


Dl 


DO 




PSW* 


Program status word 


DOH 


CY 


AC 


FO 


RSI 


RSO 


OV 


fei 


P 


OOH 


S1DAT# 


Serial 1 data 


DAH 


















OOH 


SP 


Stack pointer 


81H 


















07H 


S1ADR# 


Serial 1 address 


DBH 




SLAVE ADDRESS - 






GC 


OOH 



















S1STA# 


Serial 1 status 


D9H 


SC4 


SC3 


SC2 


SCI 


SCO 


o 


o 


o 


F8H 








DF 


DE 


DD 


DC 


DB 


DA 


D9 


D8 




SlCON*# 


Serial 1 control 


D8H 


_ 


ENS1 


STA 


STO 


SI 


AA 


CR1 


CRO 


xOOOOOOOB 








8F 


8E 


8D 


8C 


8B 


8A 


89 


88 




TCON* 


Timer control 


88H 


TF1 


TR1 I TFO 


TRO 


IE1 


IT1 


IEO 


ITO 


OOH 


THl 
THO 
TLl 


Timer high 1 
Timer high 
Timer low 1 


8DH 
8CH 
8BH 


















OOH 
OOH 
OOH 


TLO 


Timer low 


8AH 


















OOH 


TMOD 


Timer mode 


89H 


GATE 


C/T 


Ml 


MO 


GATE 


C/T 


Ml 


MO 


OOH 



* = SFRs are bit addressable 

# - SFRs are modified from or added to the 80C51 SFRs. 



I2C Serial Communication - SIOl 

The I2C Serial port is identical to the I2C serial port on 
the 83C552. The operation of this subsystem is described 
in detail in the 83C552 section of this manual. 

Note that in both the 8XC652 and the 83C552 the I2C 
pins are alternate functions to port pins PI. 6 and PI. 7. 
Because of this PI. 6 and PI. 7 on these parts do not have 
a pull-up structure as found on the 80C51. Therefore 
PI. 6 and PI. 7 have open drain outputs on the 8XC652. 

Idle and Power-down Operation 

Idle mode operation permits the interrupt, serial ports, 



and timer blocks to continue to function while the CPU 
is halted. The following functions remain active during 
idle mode. These functions may generate an interrupt or 
reset and thus end the idle mode: 

- Timer 0, Timer 1 

- SIOO, SIOl 

- External interrupt 

In idle mode, port pins PI. 6 and PI. 7 function as SCL 
and SDA respectively if the I2C serial port is enabled. 
The power-down operation freezes the oscillator. The 
power-down mode can only be activated by setting the 
PD bit in the PCON register. The power-down mode in 
the 8XC652 operates exactly the same as in the 80C51. 
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Interrupt System 

The interrupt system is the same as in the 80C51 except 
that the 8XC652 acknowledges interrupt requests from 
six sources as follows: 

— INTO external interrupt 

— INT1 external interrupt 1 

— Timer overflow 

— Timer 1 overflow 

— I2C serial I/O interrupt 

— UART serial I/O interrupt 

See Figure 60 for a function diagram of the 8XC652 in- 
terrupt structure. Each interrupt vectors to a separate 
location in program memory for its service program. 
Each source can be individually enabled or disabled by a 
corresponding bit in the IE register, moreover each in- 
terrupt may be programmed to a high or low priority 
level using a corresponding bit in the IP register. Also 
all enabled sources can be globally disabled or enabled. 



Both external interrupts can be programmed to be level- 
activated or transition-activated; an active LOW level al- 
lows "Wire-ORing" of several input sources to the input 
pin. 

Each interrupt source can be set for either high priority 
or low priority. If two separate interrupts are requested 
simultaneously the processor will branch to the vector 
associated with the interrupt that has the higher priority. 
If there are simultaneous requests from sources that 
have the same priority, then the interrupts will be serv- 
iced in the following order: 

1 - INTO external interrupt 

2 - I2C serial I/O interrupt 

3 - Time r overflow 

4 - INT1 external interrupt 1 

5 - Timer 1 overflow 

6 - UART serial I/O interrupt 



SI0 1 
INT 



SIO 
INT 



interrupt 
sources 



EXTERNAL 
INTERRUPT 
REQUEST 



I'C 

SERIAL PORT 



INTERNAL 
TIMER 




EXTERNAL 
INTERRUPT 
REQUEST 1 



INTERNAL 
TIMER 
1 



NTERNAL \T 
SERIAL 
PORT !r 



interrupt eneble register 



source enable 



el 

b1 ■ 



interrupt priority 
register 



■ II 

■ a2 



- bl 
-b2 



- cl 

■ c2 



\7 



SOURCE 
IDENTIFICATION 



high 
priority 
interrupt 



• d1 

- d2 



- el 
-e2 



■ f1 

■ 12 



c2 ■ 
02 ■ 



\7 



SOURCE 
IDENTIFICATION 



low 
priority 
interrupt 



Figure 60. Interrupt System 
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A low priority interrupt routine can be interrupted by an 
interrupt having a higher priority. A high priority inter- 
rupt can not be interrupted. All of the features of the 
8XC652 that have not been discussed in this section are 
the same as those on the 80C51. 

Interrupt Enable Register 



Interrupt Priority Register 



IE (A8H) 



7 6 5 4 3 210 

ea| - |esi|eso[eti|exi|eto|exo| 



Bit 

IE.7 



IE.6 
IE. 5 
IE.4 
IE.3 
IE.2 
IE.l 
IE.O 



Symbol Function 
EA General enable/disable control 

= No interrupt enabled 

1 - Any individually enabled 

interrupt will be accepted 
- Unused 

ESI Enable SIOl (I2C) interrupt 
ESO Enable SIO0 (UART) interrupt 
ET1 Enable timer 1 interrupt 
EX1 Enable external 1 interrupt 
ETO Enable timer interrupt 
EXO Enable external interrupt 

- interrupt disabled 

1 - interrupt enabled 



IP (B8H) 




- | - | PS1 |PS0|PT1 PXl|PT0|PX0| 


Bit 


Symbol 


Function 


IP.7 




Unused 


IP.6 




Unused 


IP.5 


PS1 


SIOl (I2C) interrupt priority level 


IP.4 


PSO 


SIO0 (UART interrupt priority level 


IP.3 


PT1 


Timer 1 interrupt priority level 


IP.2 


PX1 


Enable interrupt 1 priority level 


IP.l 


PTO 


Timer interrupt priority level 


IP.O 


PXO 


External interrupt priority level 






= Low priority 






1 = High priority 



The following vectors indicate the ROM location where 
the appropriate interrupt service routine starts. 

Source Vector 
External (X0) 0003H 
Timer overflow (TO) OOOBH 
External 1 (XI) 0013H 
Timer 1 overflow (Tl) 001BH 
Serial I/O (UART) (SO) 0023H 
Serial I/O 1 (I2Q (SI) 002BH 
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DESCRIPTION 

The S83C652/S80C652 Single-Chip 8-Bit 
Microcontroller is manufactured in an 
advanced CMOS process and is a de- 
rivative of the SC80C51 microcontroller 
family. The S83C652/S80C652 has the 
same instruction set as the 80C51. Two 
versions of the derivative exist: 

□ S83C652 - 8K bytes mask program- 
mable ROM, 256 bytes RAM 

□ S80C652 - ROMIess version of the 
S83C652 

This device provides architectural en- 
hancements that make it applicable in a 
variety of applications for general control 
systems. The S83C652 contains a non- 
volatile 8K x 8 read-only program mem- 
ory, a volatile 256 x 8 read/write data 
memory, four 8-bit I/O ports, two 16-bit 
timer/event counters (identical to the 
timers of the S80C51), a multi-source, 
two-priority-level, nested interrupt struc- 
ture, an I2C interface, UART and on-chip 
oscillator and timing circuits. For systems 
that require extra capability, the 
S83C652 can be expanded using stan- 
dard TTL compatible memories and logic. 

The device also functions as an arith- 
metic processor having facilities for both 
binary and BCD arithmetic plus bit-han- 
dling capabilities. The instruction set 
consists of over 100 instructions: 49 one- 
byte, 45 two-byte and 17 three-byte. 
With a 12MHz crystal, 58% of the in- 
structions are executed in 1us and 40% 
in 2us. Multiply and divide instructions 
require 4us. 



FEATURES 

• SC80C51 central processing 
unit 

• 8K x 8 ROM, expandable 
externally to 64K bytes 

• 256 x 8 RAM, expandable 
externally to 64K bytes 

• Two standard 16-bit timer/ 
counters 

• Four 8-bit I/O ports 

• |2C-bus serial I/O port with 
byte oriented master and slave 
functions 

• Full-duplex UART facilities 



- CONFIGURATION 



LOGIC SYMBOL 



XTAL1 — • 
XTAL2 «- 

EA ■ 

PSEN • 

ALE ' 



s« VOORST 

u 



'RXD/DATA — • 
rxD/CLOCK 
IRTfj — • 

mn — * 

TO 



>SCL 
* SDA 



P1.0I 
PI .1 f 

PT.1 
P1.3I 
P1.4f 
PL! 
SCL/P1.6I 
SDA/P1.7[ 
RST[ 

RxD/DATA/P3.o[ 
TxD/CLOCK/P3.l[ 
INT0/P3.2[ 
INT1/P3.3[ 
T0/P3.4p 
T1/P3.5[ 
WR/P3.6F 
RD/P3.7[ 
XTAL2[ 
XTALl[ 
Vss 



Vcc 
PO.O/ADO 
P0.1/AD1 
P0.2/AD2 
P0.3/AD3 
P0.4/AD4 
P0.5/AD5 
P0.6/AD6 
P0.7/AD7 
EA 
ALE 
PSEN 
P2.7/A15 
P2.6/A14 
P2.5/A13 
P2.4/A12 
P2.3/A11 
P2.2/A10 
P2.1/A9 
P2.0/A8 



INDEX 
CORNER 6 






TOP VIEW 




Pin 


Function 


Pin 


Function 


1 


NC 


23 


NC 


2 


P1.0 


24 


P2.0/A8 


3 


P1.1 


25 


P2.1/A9 


4 


P1.2 


26 


P2.2/A10 


5 


P1.3 


27 


P2.3/A11 


6 


P1.4 


28 


P2.4/A12 


7 


P1.5 


29 


P2.S/A13 


8 


SCL/P1.6 


30 


P2.6/A14 


9 


SDA/P1.7 


31 


P2.7/A15 


10 


RST 


32 




11 


RxD/DATA/P3.0 


33 


ALE 


12 


NC 


34 


NC 


13 


TxD//GLOCK/P3.1 


35 


EA 


14 


TOT0/P3.2 


36 


P0.7/AD7 


15 


IRTT/P3.3 


37 


P0.6/AD6 


16 


T0/P3.4 


38 


P0.5/AD5 


17 


T1/P3.5 


39 


P0.4/AD4 


18 


WR/P3.6 


40 


P0.3/AD3 


19 


RT3/P3.7 


41 


P0.2/AD2 


20 


XTAL2 


42 


P0.1/AD1 


21 


XTAL1 


43 


PO.O/ADO 


22 


Vss 


44 


Vcc 
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□ C652-D □□□ (CPxxxx) 



Custom ROM Pattern No. 

Applies to masked ROM versions 
only. Number will be assigned by 
Signetics. Contact Signetics 
sales office for ROM pattern sub- 
mission requirements. 

Package and Pins 

A44 - 44-Pin Plastic LCC 
N40 - 40-Pin Plastic DIP 



— Speed and Temperature Range 

1 - to +70 °C. 1.2 to 12MHz 

2 - -40 to +85°C, 1.2 to 12MHz 

4 - to +70 °C, 1.2 to 16MHz 

5 - -40 to +85 °C, 1.2 to 16MHz 

6 - -40 to +110°C, 1.2 to 12MHz 

ROMIess/ROM 

- ROMIess 
3 - ROM 





PART NUMBER SELECTION 




ROMIess 


ROM Version 


Temperature and Package 


Frequency 


S80C652-1 N40 




u to +/u \j piastic Ulr 


1 .2 to 12MHz 


S80C652-1A44 


CO^f^CCO i AAA 

ooJuDW- 1 A44 


U TO +/U \j plastic L*-fVj 


1 .2 to 12MHz 


S80C652-2N40 


oBjOoW- <^IN4U 


— 4U to +ob l> plastic UIK 




1 .2 to 12MHz 


S80C652-2A44 


CO'3(*'CCO OAAA 
OS JL/Ol>£ — £A44 


4U TO too \s piastre LUb 


1 .2 to 12MHz 


S80C652-4N40 


O O O O O d *t 1 N H U 


U lO t / U \j pidbllt. Ulr 


1 .2 to 16MHz 


S80C652-4A44 


S83C652-4A44 


to +70°C plastic LCC* 


1.2 to 16MHz 


oOUO O a SIN 4U 


S83C652-5N40 


-40 to +85°C plastic DIP* 


1 TO 1 DMnZ 


S80C6S2-SA44 


S83C652-5A44 


-40 to +85°C plastic LCC* 


1.2 to 16MHz 


S80C652-6N40 


S83C652-6N40 


-40 to +110°C plastic DIP 


1.2 to 12MHz 


S80C652-6A44 


S83C652-6A44 


-40 to +110°C plastic LCC 


1.2 to 12MHz 



'Preliminary specification 



BLOCK DIAGRAM 



FREQUENCY 
REFERENCE 



COUNTERS 
I 



TO 



T1 



1--4- -- 



OSCILLATOR 
AND 
TIMING 



PROGRAM 
MEMORY 
(BK x 8 ROM) 



CPU 



I 



DATA 
MEMORY 
(256 x 8 RAM) 



TWO 16-BIT 
TIMER/EVENT 

COUNTERS 
2"? 



INTERNAL 
INTERRUPTS 



64K BYTE BUS 
EXPANSION 
CONTROL 



< > 



|2C 
SERIAL I/O 



»SDa1 SHARED 

\ WITH 
►SCLj PORT 1 



PROGRAMMABLE 
I/O 



PROG SERIAL PORT 
FULL DUPLEX UART 
SYNCHRONOUS SHIFT 



INTO INT1 



EXTERNAL INTERRUPTS 



iniLnnurio ■ ■ i i ' * * * 



_ j 



PARALLEL PORTS. 
ADDRESS/DATA BUS 
AND I/O PINS 



.SERIAL IN SERIAL OUT, 



SHARED WITH 
PORT 3 
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PIN DESCRIPTION 





PIN NO. 




NAME AND FUNCTION 


MNEMONIC 






TYPE 






DIP 


LCC 






P0.7-P0.0 


39-32 


43-46 


I/O 


Port 0: 8-bit open-drain bidirectional I/O port. It is also the multiplexed low-order ad- 
dress and data bus during accesses to external memory (during these accesses it acti- 
vates internal pullups). Port can sink/source 8 LS TTL inputs. 


HI .U-ri . / 


1-8 


2-9 


I/O 


Port 1: 8-bit quasi-bidirectional I/O port. Port 1 can sink/source one TTL (- 4 LS TTL) 








input. It can drive CMOS inputs without external pullups, except P1.6 and P1.7 which 
have open drain outputs. Alternate functions include: 


P1.6 


7 


8 


I/O 


SCL: l2C-bus serial port clock line. 


P1 7 

n./ 


8 


9 


I/O 


SDA: I2C— bus serial port data line. 


P2.0-P2.7 


21 -28 


24-31 


I/O 


Port 2: 8-bit quasi-bidirectional I/O port with internal pullups. During access to 
external memories (RAM/ROM) that use 16-bit addresses (MOVX @DPTR), port 2 emits 
the high-order address byte. When external RAM is accessed with an 8-bit address 
(MOVX @Ri), port 2 emits the contents of the P2 function register. Port 2 can sink/ 
source one TTL (-4 LS TTL) input. It can drive CMOS inputs without external pullups. 


P3.0-P3.7 


10-17 


11, 
13-19 


I/O 


Port 3: 8-bit quasi-bidirectional I/O port with internal pullups. It also serves the follow- 
ing alternative functions: 


P3.0 


10 


1 1 


I 


RxD/DATA: Serial port receiver data input (asynchronous) or data input/output (syn- 
chronous). 


P3.1 


11 


13 





TxD/CLOCK: Serial port transmitter data output (asynchronous) or clock output (syn- 
chronous). 


P3.2 


12 


14 


I 


INTO: External interrupt or gate control input for timer/event counter 0. 


P3.3 


13 


15 


I 


INT1: External interrupt 1 or gate control input for timer/event counter 1. 


P3.4 


14 


16 


I 


TO: External input for timer/event counter 0. 


P3.5 


15 


17 


1 


T1: External input for timer/event counter 1. 


P3.6 


16 


18 





WR: External data memory write strobe. 


P3.7 


17 


19 





RD: External data memory read strobe. 

The generation or use of a port pin as an alternative function is carried out auto- 
matically by the S83C652, provided the associated special function register bit is set 
high. Port 3 can sink/source one TTL (-4 LS TTL) input. It can drive CMOS inputs with- 
out external pullups. 


RST 


9 


10 


1 


Reset: A high level on this pin for two machine cycles, while the oscillator is running, 
resets the device. An internal pull-down resistor permits power-on reset using only a 
capacitor to Vcc- 


XTAL1 


19 


21 


1 


Crystal Input 1: Input to the inverting amplifier that forms the oscillator. Left open- 
circuit when an external oscillator clock is used. 


Vss 


20 


22 




Ground: Circuit ground potential. 


PSEN 


29 


32 


o 


Program Store Enable: Read strobe to the external program memory via port and 2. It 
is activated twice each machine cycle during fetches from external program memory. 
When executino out of external prooram memorv, two activations of PSEN are skipped 
during each access to external data memory. PSEN is not activated (remains hiqh) 
during fetches from external program memory. PSEN can sink/source 8 LS TTL inputs. 
It can drive CMOS inputs without an external pullup. 


ALE 


30 


33 





Address Latch Enable: Latches the low byte of the address during accesses to external 
memory in normal operation. It is activated every six oscillator periods except during an 
external data memory access. ALE can sink/source 8 LS TTL inputs. It can drive CMOS 
inputs without an external pullup. 


EA 


31 


35 


1 


External Access: When EA is held at a TTL high level, the CPU executes out of the 
internal program ROM, provided the program counter is less than 8192. When EA is 
held at a TTL low level, the CPU executes out of external program memory via port 
and port 2. EA is not allowed to float. 


Vcc 


40 


44 




Power Supply: +5V power supply pin during normal operation, idle mode and power- 
down mode. 



NOTE: 

To avoid a 'latch-up' effect at power-on, the voltage on any pin at any time must not be higher or lower than V C c + 0.5V or 
V ss - 0.4V respectively. 
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OSCILLATOR CHARACTERISTICS 

XTAL1 and XTAL2 are the input and out- 
put, respectively, of an inverting ampli- 
fier. The pins can be configured for use 
as an on-chip oscillator, as shown in the 
logic symbol, page 1 . 

To drive the device from an external 
clock source, XTAL1 should be driven 
while XTAL2 is left unconnected. There 
are no requirements on the duty cycle of 
the external clock signal, because the 
input to the internal clock circuitry is 
through a divide-by-two flip-flop. How- 
ever, minimum and maximum high and 
low times specified in the data sheet 
must be observed. 



RESET 

A reset is accomplished by holding the 
RST pin high for at least two machine 
cycles (24 oscillator periods), while the 
oscillator is running. To insure a good 
power-on reset, the RST pin must be 
high long enough to allow the oscillator 
time to start up (normally a few millisec- 
onds) plus two machine cycles. At 
power-on, the voltage on Vcc and RST 
must come up at the same time for a 
proper start-up. 

IDLE MODE 

In the idle mode, the CPU puts itself to 
sleep while all of the on-chip peripherals 
stay active. The instruction to invoke the 
idle mode is the last instruction executed 
in the normal operating mode before the 



idle mode is activated. The CPU con- 
tents, the on-chip RAM, and all of the 
special function registers remain intact 
during this mode. The idle mode can be 
terminated either by any enabled inter- 
rupt (at which time the process is picked 
up at the interrupt service routine and 
continued), or by a hardware reset 
which starts the processor in the same 
manner as a power-on reset. 

POWER-DOWN MODE 

In the power-down mode, the oscillator 
is stopped and the instruction to invoke 
power-down is the last instruction exe- 
cuted. Only the contents of the on-chip 
RAM are preserved. A hardware reset is 
the only way to terminate the power- 
down mode. The control bits for the re- 
duced power modes are in the special 
function register PCON. 

Table 1 shows the state of I/O ports 
during low current operating modes. 



Table 1. External Pin Status During Idle and Power-Down Modes 



Mode 


Program Memory 


ALE 


PSEN 


Port 


Port 1 


Port 2 


Port 3 


Idle 


Internal 


1 


1 


Data 


Data 


Data 


Data 


Idle 


External 


1 


1 


Float 


Data 


Address 


Data 


Power-down 


Internal 








Data 


Data 


Data 


Data 


Power-down 


External 








Float 


Data 


Data 


Data 
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ABSOLUTE MAXIMUM RATINGS 1 ' 2. 3 



PARAMETER 


RATING 


UNIT 




Storage temperature range 


-65 to +150 


°C 


Voltage on any pin to Vss 


-0.5 to + 6.5 


V 




Power dissipation (based on package heat transfer 
limitations, not device power consumption) 


1.0 


w 



raw i co: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any conditions other than those described in the AC and DC Electrical Characteristics 
section of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from the damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages are with respect to V S s unless otherwise 
noted. 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C/110°C, V cc - 5V ±10%, V SS - 0V 



SYMBOL 


PARAMETER 


TEST 


LIMITS 


UNIT 


CONDITIONS 


Min 


TypicaP 


Max 


Vcc 


Supply voltage 




4.5 




5.5 


V 


ice 


Power supply current: 
Active mode @ 16MHz 
Idle mode @ 16MHz 
Power down mode 


See note 5 




11.5 
1.3 
3 


30 
6.5 
50 


mA 
mA 
uA 


Inputs 


V|L 


Input low voltage, except EA, P1.6/SCL, 
P1.7/SDA 




-0.5 




0.2V CC -01 


V 


V| L 1 


Input low voltage to EA 




-0.5 




0.2V CC -0-3 


V 


V|L2 


Input low voltage to P1.6/SCL, P1.7/SDA? 




-0.5 




1.5 


V 


V| H 


Input high voltage, except XTAL1 , RST, 
P1.6/SCL, P1.7/SDA 




0.2V CC +0.9 




Vcc+0.5 


V 


V|H1 


Input high voltage, XTAL1, RST 




0.7Vcc 




Vcc+05 


V 


V|H2 


Input high voltage, P1.6/SCL, P1.7/SDA6 




3.0 




6.0 


V 


-IlL 


Logical input current, ports 1, 2, 3, except 
P1.6/SCL, P1.7/SDA 


V| N - 0.45V 






50 


uA 


-Itl 


Logical 1-to-0 transition current, ports 1, 2, 3, 


See note 4 






-650 


uA 


except P1.6/SCL, P1.7/SDA 






— 


Input leakage current, port 0, EA 


0.45V<V|< V cc 






10 


uA 


±I|L2 


Input leakage current, P1.6/SCL, P1.7/SDA 


0V<V,<6V 
0V<V CC <5.5V 






10 


uA 


Outputs 












Vol 


Output low voltage, ports 1, 2, 3, except 
P1.6/SCL, P1.7/SDA 


l 0L - 1.6mA2 






0.45 


V 


Voli 


Output low voltage, port 0, ALE, PSEN 


l L - 3.2mA2 






0.45 


V 


V L2 


Output low voltage, P1.6/SCL, P1.7/SDA 


l 0L - 3.0mA2 






0.4 


V 


V H 


Output high voltage, ports 1, 2, 3 


-l 0H " 60uA 
-l 0H " 25uA 
-l H - 10uA 


2.4 
0.75V CC 
0.9V CC 






V 
V 
V 


Vom 


Output high voltage (port in external bus 
mode, ALE, PSEN)3 


-l H - 400uA 
-l 0H - 150uA 
-l 0H " 40uA 


2.4 
0.75V CC 
0.9V CC 






V 
V 
V 



February 1989 



2-131 



DC ELECTRICAL CHARACTERISTICS (Continued) 



SYMBOL 


PARAMETER 


TEST 
CONDITIONS 


LIMITS 


UNIT 


Min | TypicaM | Max 


Outputs (Continued) 


Rrst 


Internal reset pulldown resistor 




50 




150 


k£2 


Cio 


Pin capacitance 


Test freq - 1MHz, 
T A - 25°C 






10 


PF 



NOTES: 

1. Typical ratings are based on a limited number of samples taken from early manufacturing lots and are not guaranteed. The values listed are 
at room temperature, 5V. 

2. Capacitive loading on ports and 2 may cause spurious noise to be superimposed on the Vols of ALE and ports 1 and 3. The noise is due 
to external bus capacitance discharging into the port and port 2 pins when these pins make 1-to-0 transitions during bus operations. 
In the worst cases {capacitive loading > 100pF), the noise pulse on the ALE pin may exceed 0.8V. In such cases, it may be desirable to 
qualify ALE with a Schmitt Trigger, or use an address latch with a Schmi tt Trig ger STROBE input. 

3. Capacitive loading on ports and 2 may cause the VOH on ALE and PSEN to momentarily fall below the 0.9VCC specification when the 
address bits are stabilizing. 

4. Pins of ports 1, 2, and 3 source a transition current when they are being externally driven from 1 to 0. The transition current reaches its 
maximum value when Vin is approximately 2V. 

5. See Figures 7 through 10 for ICC test conditions. 

6. The input threshold voltage of P1.6 and P1.7 (SI01J meets the |2C specification, so an input voltage below 1.5V will be recognized as a log- 
ic while an input voltage above 3.0V will be recognized as a logic 1. 



AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C, or T A - -40°C to +85°C/110°C, V CC - 5V ±10%, V SS - OV^ 2 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min | Max 


Min Max 


Program Memory 


1/*CLCL 


1 


Oscillator frequency 






1.2 


16 


MHz 


'lhll 


1 


ALE pulse width 


127 




2t C LCL-40 




ns 


'avll 


1 


Address valid to ALE low 


28 




tCLCL-S 5 




ns 


*LLAX 


1 


Address hold after ALE low 


43 




tCLCL-35 




ns 


'lliv 


1 


ALE low to valid instruction in 




234 




4tcLCL-100 


ns 


'llpl 


1 


ALE low to PSEN low 


43 




tCLCL" 40 




ns 


tPLPH 


1 


PSEN pulse width 


205 




3t CLCL- 45 




ns 


'PLIV 


1 


PSEN low to valid instruction in 




145 




3t C LCL-1°5 


ns 


'pxix 


1 


Input instruction hold after PSEN 












ns 


ipxiz 


1 


Input instruction float after PSEN 




59 




'CLCL- 25 


ns 


*AVIV 


1 


Address to valid instruction in 




312 




5tGLCL-1°5 


ns 


*PLAZ 


1 


PSEN low to address float 




10 




10 


ns 


Data Memory 


*AVLL 


2, 3 


Address valid to ALE low 43 




t CLCL -40 


ns 


'rlrh 


2, 3 


RD pulse width 






6tCLCL-1°0 




ns 


*WLWH 


2, 3 


WR pulse width 


400 




6t CLCL -100 




ns 


*RLDV 


2, 3 


RD low to valid data in 




252 




5t CLCL -165 


ns 


tRHDX 


2, 3 


Data hold after RD 












ns 


'rhdz 


2, 3 


Data float after RD 




97 




2t C LCL-70 


ns 


•lldv 


2, 3 


ALE low to valid data in 




517 




S'CLCL-150 


ns 


*AVDV 


2, 3 


Address to valid data in 




585 




9t C LCL-165 


ns 


*LLWL 


2, 3 


ALE low to RD or WR low 


200 


300 


3t C LCL-50 


3t C LCL+50 


ns 


•avwl 


2, 3 


Address valid to WR low or RD low 


203 




4t C LCL-130 




ns 


*QVWX 


2, 3 


Data valid to WR transition 


23 




tCLCL" 60 




ns 


'WHQX 


2, 3 


Data hold after WR 


33 




'CLCL -50 




ns 


'RLAZ 


2, 3 


RD low to address float 




12 




12 


ns 


tWHLH 


2, 3 


RD or WR high to ALE high 


43 


123 


'CLCL-40 


tCLCL+40 


ns 
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AC ELECTRICAL CHARACTERISTICS (Continued) 



SYMBOL 


FIGURE 


PARAMETER 


12MHz CLOCK 


VARIABLE CLOCK 


UNIT 


Min | Max 


Min Max 


External Clock 


'CHCX 


4 


High time 3 


20 




20 




ns 


<CLCX 


4 


Low time 3 


20 




20 




ns 


tCLCH 


4 


Rise time 3 




20 




20 


ns 


*CHCL 


4 


Fall time 3 




20 




20 


ns 


Shift Register 


'XLXL 


5 


Serial port clock cycle time 3 


1.0 




12t CLCL 




us 


'qvxh 


5 


Output data setup to clock rising edge 3 


700 




10'CLCL-133 




ns 


*XHQX 


5 


Output data hold after clock rising edge 3 


50 




2tCLCL-117 




ns 


tXHDX 


5 


Input data hold after clock rising edge 3 












ns 


'XHDV 


5 


Clock rising edge to input data valid 3 




700 




10t CLCL -133 


ns 



NOTES: 

1. Parameters are valid over operating t empera ture range unless otherwise specified. 

2. Load capacitance for port 0, ALE, and PSEN - 100pF, load capacitance for all other outputs - 80pF. 

3. These values are characterized but not 100% production tested. 

EXPLANATION OF THE AC SYMBOLS 

Each timing symbol has five characters. The first character is 
always T (- time). The other characters, depending on their 
positions, indicate the name of a signal or the logical status of 
that signal. The designations are: 
A - Address 
C - Clock 
D - Input data 
H - Logic level high 

I - Instruction (program memory contents) 
L - Logic level low, or ALE 



P- PSEN 
Q - Output data 
R - RD signal 
t - Time 
V - Valid 
W - WR signal 

X - No longer a valid logic level 
Z - Float 

Examples: t^vLL " Time for address vali d to A LE low. 

t[_Lp|_ - Time for ALE low to PSEN low. 



.P 



PSEN 



s 



zxz 



y v 



"AVIV" 



PLIV 

V'p 



'pxix-* 



A8-A15 



Figure 1. External Program Memory Read Cycle 
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v \ 



PSEN 



PORT 



PORT 2 



A V 



LLOV ' 



'LLWL 



A0-A7 
FROM Rl OR nPI 



l AVDV 



y 



*WHLH 



P2.0-P2.7 OR A8-A15 FROM DPH 



i [ DATA IN A0-A7 FROM PCL > <INSTR I 



A8-A15 FROM PCH 



Figure 2. External Data Memory Read Cycle 



ALE 



v \ 



PORT 







A V 



ao^aT 

FROM Rl OR DPI 



X 



■ \vi_WH- 



y 



*WHLH 



DATA OUT 



*" * *WHQX 

X 7 s . A0 ~ A7 FRO ~ C L 



PORT 2 ^ < [ P2.0-P2-7 OR A8-A15 FROM DPH ^ A8-A15 FROM PCH 



Figure 3. External Data Memory Write Cycle 
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Figure 4. External Clock Drive 



INSTRUCTION |o|l|2|3|4|s|6|7|8| 

- JUUUUUIJIJUUU^^ 




Figure 5. Shift Register Mode Timing 



X0.2VCC+0.9 
0.2VCC-0.1 A 



AC inputs during testing are driven at Vcc-0.5 
for a logic "1" and 0.45V for a logic "0". 
Timing measurements are made at Vih min for 
a logic "1" and V il max for a logic "0". 



Figure 6. AC Testing Input/Output 



V. +0.1V, 
„ LOAD y 
v LOAD C 

V LOAD-°' 1V 



Timing 
Reference 
Points 



— X V OH -0.1V 

7* v OL to.iv 



For timing purposes, a port is no longer floating 
when a 100mV change from load voltage occurs, 
and begins to float when a 100mV change from 
the loaded Vqh'VOL level occurs. i oh /i olS± 20mA. 



Figure 7. Float Waveform 
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CLOCK 
SIGNAL 



. (NC)- 









PO 


RST 


E5 


XTAL2 




XTAL1 




Vss 





Vcc 
Ice 



Figure 8. Ice Tes * Condition, Active 
All other pins are disconnected 



CLOCK 
SIGNAL 



. (NC) 



_D 





Vcc 


RST 


PO 




EK 


XTAL2 




XTAL1 




Vss 





Vcc 



Figure 9. Ice Test Condition, Idle Mode 
All other pins are disconnected 




Figure 10. Clock Signal Waveform for l C c Tests in Active and Idle 
*CLCH = *CHCL = 5ns 



(NC)- 



3 





Vcc 


RST 


PO 




EE 


XTAL2 




XTAL1 




Vss 





Ice 

I 



Figure 11. I cc Test Conditions, Power I 
All other pins are disconnected. V C c = 2V to 5.5V 
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8XC751 OVERVIEW 

The Signetics 83C751/87C751 offers the advantages of 
the SC80C51 architecture in a small package and at a 
low cost. This microcontroller is fabricated with 
Signetics high-density CMOS technology. Signetics epi- 
taxial substrate minimizes CMOS lach-up sensitivity. 
The 83C751/87C751 (hereafter referred to collectively as 
the 83C751) contains a 2K x 8 ROM/EPROM, a 64 x 8 
RAM, 19 I/O lines, a 16-bit auto-reload counter/timer, 
a fixed rate timer, a five source fixed priority interrupt 
structure, a bidirectional Inter-Integrated Circuit (I2C) 
serial bus interface, and an on-chip oscillator. The on- 
board inter-integrated circuit (I2C) bus interface allows 
the 83C751 to operate as a master or slave device on 
the I2C small area network. This capability facilitates 
I/O and RAM expansion, access to EPROM, processor 
to processor communication, and efficient interface to a 
wide variety of dedicated I2C peripherals. The 83C751 
has the following features: 

• SC80C51 based architecture 

• Boolean processor 

• Inter-integrated Circuit (I2C) serial bus interface 

• Fixed-rate timer 

• 16-bit auto reloadable counter/timer 

• Small package sizes 

- 24 pin DIP (300 mil "skinny DIP") 

- 28 pin PLCC 

• 2K x 8 ROM/EPROM 

• Available in erasable quartz lid (87C751), one-time 
programmable (87C751), or mask programmable 
versions (83C751) 

• Wide oscillator frequency range 

• Low power consumption: 

- Normal operation: less than 11mA @ 5V, 12MHz 

• Idle mode 

• Power-down mode 

• CMOS and TTL compatible 



This part is well suited for logic replacement in con- 
sumer and industrial applications. 

DIFFERENCES FROM THE 80C51 

Memory Organization 

The central processing unit (CPU) manipulates operands 
in 2 address spaces as shown in Figure 61. The part's 
internal memory space consists of 2K bytes of program 
memory, and 64 bytes of data RAM overlapped with the 
128 byte special function register area. The differences 
from the 80C51 are in RAM size (64 bytes vs 128 bytes), 
in external RAM access (not available on the 83C751), 
in internal ROM size (2K bytes vs 4k bytes), and in ex- 
ternal program memory expansion (not available on the 
83C751). The 128 byte special function register (SFR) 
space is accessed as on the 80C51 with some of the reg- 
isters having been changed to reflect changes in the 
83C751 peripheral functions. The stack may be located 
anywhere in internal RAM by loading the 8-bit stack 
pointer (SP). It should be noted that stack depth is lim- 
ited to 64 bytes, the amount of available RAM. A reset 
loads the stack pointer with 07F (which is pre-incre- 
mented on a PUSH instruction). 

Special Function Registers 

The 83C751 contains many of the Special Function Reg- 
isters (SFR) that are found on the 80C51. Due to the 
different peripheral features on the 83C751, there are 
several additional SFRs and several that have been 
changed. There is no port 2 on the 83C751 so the P2 
SFR isn't used. The standard UART found on the 80C51 
has been replaced by the I2C serial interface, so the 
UART SFRs, SCON and SBUF, have been replaced by 
I2CON and I2DAT, and two additional I2C registers 
have been added (I2STA and I2CFG). 









(FFH) 255 








SPECIAL 






FUNCTION 






REGISTERS 




(80H) 128 












(3FH) 63 








INTERNAL 






DATA RAM 




(00H) 
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Because the interrupt structure is single level on the 
83C751 there is no need for the IP SFR, so it is not 
used. The counter/timer has only one mode of operation 
so the TMOD SFR is not used. There is also only one 
counter/timer so there is no need for the TL1 and TH1 
SFRs found on the 80C51. These have been replaced on 
the 83C751 by RTL and RTH the counter/timer reload 
registers. Table 20 shows the special function registers, 
their locations, and reset values. 

Data Pointer (DPTR) 

The Data Pointer (DPTR) consists of a high byte (DPH) 
and a low byte (DPL). In the 80C51 this register allows 
the access of external data memory using the MOVX in- 
struction. Since the 83C751 does not support MOVX or 
external memory accesses this register is generally used 
as a 16-bit offset pointer of the accumulator in a MOVC 
instruction. DPTR may also be manipulated as two inde- 
pendent 8-bit registers. 

I/O Port Latches (P0, PI, P3) 

The port latches function the same as those on the 
80C51. Since there is no Port 2 on the 83C751 the P2 
latch is not used. Port on the 83C751 has only 3 bits, 
so only 3 bits of the P0 SFR have a useful function. 



I/O Port Structure 

The 8XC751 has 2 eight-bit ports (ports 1 and 3) and 1 
three-bit port (port 0). All three ports on the 8XC751 
are bi-directional. Each consists of a latch (special func- 
tion register P0, PI, P3), an output driver, and an input 
buffer. Three Port 1 pins and two Port pins are multi- 
functional. In addition to being port pins, these pins 
serve the function of special features as follows: 

Port Pin Alternate Function 

PO.O I2C clock (SCL) 

P0.1 I2C d ata (SDA) 

PI. 5 INTO (external interrupt input) 

PI. 6 INT1 (external interrupt 1 input) 

PI. 7 TO (timer external input) 

Ports 1 and 3 are identical in structure to the same 
ports on the 80C51. The structure of Port on the 
8XC751 is similar to that of the 80C51 but does not in- 
clude address/data input and output circuitry. As on the 
80C51, ports 1 and 3 are quasi-bidirectional while port 
is bi-directional with no internal pullups. 



osc 




/12 













C/T 



C/T=1 



TO PIN 

TP, 

GATE 
INTO PIN 



TL 


TH 




TF 







A-A 



INT 



RELOAD 



RTL 



RTH 







Figure 62. 83C751 Counter/Timer Block Diagram 
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Table 20. 8XC7S1 Special Function Registers 



Symbol 


Description 


Direct 
Address 


Bit Address, Symbol or Alternative Port Function 
MSB LSB 


Reset Value 


ACC* 

R* 

D 

DPH 
DPL 


Accumulator 
B register 

Data pointer (2 bytes): 

r-Ti<rh h\rt#» 

nigu uyie 
Low byte 


EOH 
run 

83H 
82H 


E7 
F7 

DF 


E6 
F6 

DE 


E5 
F5 

DD 


E4 
F4 

DC 


E3 
F3 

DB 


E2 
F2 

DA 


El 
Fl 

D9 


E0 
F0 

D8 


OOH 
OOH 

OOH 
OOH 




«*V* CUIllJ^UIdtlUIl 


ISO l 1/ I\ LJ 


SLAVEN 


MASTRQ 





TIRUN 






CT1 


CTO 


OOOOxxOOB 




WR 


SLAVEN 


MASTRQ 


CLRTI 


TIRUN 






CT1 


CTO 










9F 


9E 


9D 


9C 


9B 


9A 


99 


98 




I2CON*# 


12 C control 


98H/RD 


RDAT 


ATN 


DRDY 


ARL 


STR 


STP 


MASTER 




81H 






WR 


CXA 


IDLE 


CDR 


CARL 


CSTR 


CSTP 


XSTR 


XSTP 














TTP> A T4f 


i- v oata 




RDAT 























em t 
oUrl 






WK 


XDAT 


X 


X 


X 


X 


X 


X 


X 










FF 


FE 


FD 


FC 


FB 


FA 


F9 


F8 




1Z5> 1 A'-F 


I/C control 


F8H 


- 


IDLE | XDAT A 


XACTV |MAKSTR 


MAKSTP 


XSTR | XSTP 


xOlOOOOOB 








AF 


AE 


AD 


AC 


AB 


AA 


A9 


A8 


IE*# 


Interrupt enable 


A8H 


EA 


- 


- 


EI2 


ETI 


EX1 


ETO 


EXO 


OOH 


P0*# 

PI* 

P3* 


Port 
Port 1 
Port 3 


80H 
90H 
BOH 


97 
B7 


96 
B6 


95 
B5 


94 
B4 


93 
B3 


82 
92 
B2 


81 
91 
Bl 


80 
90 
BO 


xxxxxlllB 

FFH 

FFH 




Power control 


Q7IJ 


" 


- 






- 1 - 


PD I IDL 


XXXXXXUUD 








D7 


D6 


D5 


D4 


D3 


D2 


Dl 


DO 




PSW* 


Program status word 


DOH 


CY 


AC 


F0 I RSI 


RSO 


OV 




P 


OOH 


SP 


Stack pointer 


81H 


8F 


8E 


8D 


8C 


8B 


8A 


89 


88 


07H 


TCON*# 


Timer/counter control 


88H 


GATE 


C/T 


TF 


TR | IE0 


ITO 


IE1 


IT1 


OOH 


TL# 
TH# 
RTL# 
RTH# 


Timer low byte 
Timer high byte 
Timer low reload 
Timer high reload 


8AH 
8CH 
8BH 
8DH 




OOH 
OOH 
OOH 
OOH 



* - SFRs are bit addressable. 

# - SFRs are modified from or added to the 80C51 SFRs. 
Timer/Counter 

The 8XC751 has two timers: a 16-bit Timer/Counter and 
a 10-bit fixed rate timer. The 16-bit Timer/Counter's 
operation is similar to Mode 2 operation on the 80C51, 
but is extended to 16 bits. The Timer/Counter is clocked 
by either 1/12 the oscillator frequency or by transitions 
on the TO pin. The C/T pin in special function register 
TCON selects between these two modes. When the 
TCON TR bit is set, the timer/counter is enabled. Regis- 
ter pair TH and TL are incremented by the clock 
source. When the register pair overflows, the register 
pair is reloaded with the values in registers RTH and 
RTL. The value in the reload registers is left unchanged. 
See the 83C751 counter/timer block diagram in Figure 
62. The TF bit in special function register TCON is set 
on counter overflow and, if the interrupt is enabled, will 
generate an interrupt. 



TCON Register 

7 6 5 4 3 210 
|GATE| C/T | TF | TR | IEO | ITO | IE1 | IT1~| 
MSB LSB 

GATE 1 - Timer/counter is enabled only when INTO 
pin is high, and TR is 1. 

- Timer/counter is enabled when TR is 1. 
C/T 1 - Counter/timer operation from TO pin. 

- Timer operation from internal clock. 
TF 1 - Set on overflow of TH. 

- Cleared when processor vectors to interrupt 
routine and by reset. 
TR 1 — Timer/counter enabled. 

- Timer/counter disabled. 
IEO 1 - Edge detected in INTO. 
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ITO 1 - INTO is edge triggered. 

- INTO is level sens itive, 
IE1 1 - Edge detected on INT1. 
IT1 1 - INT1 is edge triggered. 

- INT1 is level sensitive. 

These flags are functionally identical to the corre- 
sponding 80C51 flags, except that there is only one tim- 
er on the 83C751 and the flags are therefore combined 
into one register. 

The I2C watchdog timer, timer I, is also available as a 
general purpose fixed rate timer when the I2C interface 
is not being used. A clock rate of 1/12 the oscillator 
frequency forms the input to a prescaler. This prescaler 
can be programmed for 1 of 4 values to give a range of 
timeout periods (see more discussion in I2C section). 
Timer I has a timeout interval of 1024 machine cycles. 
An external reset on this timer is initiated by a transi- 
tion on the SCL(PO.O) pin. 

I2C Serial Interface 

The I2C bus uses two wires (SDA and SCL) to transfer 
information between devices connected to the bus. The 
main technical features of the bus are: 

- Bidirectional data transfer between masters and slaves 

- Serial addressing of slaves 

- Acknowledgment after each transferred byte 

- Multimaster bus 

- Arbitration between simultaneously transmitting mas- 
ters without corruption of serial data on bus 

A large family of I2C compatible ICs is available. See 
the I2C section of this manual for more details on the 
bus and available ICs. 

The 83C751 I2C subsystem includes hardware to simplify 
the software required to drive the I2C bus. The hardware 
is a single bit interface which in addition to including 
the necessary arbitration and framing error checks, in- 
cludes clock stretching and a bus timeout timer. The in- 
terface is synchronized to software either through polled 
loops or interrupts. Six time spans are important in I2C 
operation and are insured by Timer I: 

- The MINIMUM HIGH time for SCL when this de- 
vice is the master. 

- The MINIMUM LOW time for SCL when this device 
is a master. This is not very important for a single-bit 
hardware interface like this one, because the SCL 
low time is stretched until the software responds to 
the I2C flags. The software response time normally 
meets or exceeds the MIN LO time. In cases where 
the software responds within (MIN HI + MIN LO) 
time, Timer I will insure that the minimum time is 
met. 

- The MINIMUM SCL HIGH TO SDA HIGH time in 
a stop condition. 

- The MINIMUM SDA HIGH TO SDA LOW time be- 
tween I2C stop and start conditions. (4.7us see spec.) 



- The MINIMUM SDA LOW TO SCL LOW time in a 
start condition. 

- The MAXIMUM SCL CHANGE time while an I2C 
frame is in progress. A frame is in progress between 
a Start condition and the following Stop condition. 
This time span serves to detect a lack of software re- 
sponse on this 8XC751 as well as external I2C prob- 
lems. SCL "stuck low" indicates a faulty Master or 
Slave. SCL "stuck high" may mean a faulty device, or 
that noise induced onto the I2C caused all Masters to 
withdraw from I2C arbitration. 

The first 5 of these times are 4.7us (see I2C specifica- 
tion) and are covered by the low order 3 bits of Timer I. 
Timer I is clocked by the 8XC751 oscillator which can 
vary in frequency from 0.5 to 16MHz. A prescaler with 
one of 4 divisor values allows Timer I values to be opti- 
mized for different oscillator frequencies. At lower fre- 
quencies, software response time is increased and will 
degrade maximum performance of the I2C bus. For 
lOOKhz bus performance, the oscillator rate should be 
limited to the 8-16MHz range which is the range that 
the Timer I prescaler was designed for. See special 
function register I2CFG description for prescale values 
(CTO, CT1). 

The MAXIMUM SCL CHANGE time is important but 
its exact span is not critical. The complete 10 bits of 
Timer I are used to count out the maximum time. When 
I2C operation is enabled, this counter is cleared by tran- 
sitions on the SCL pin. The timer does not run between 
I2C frames (i.e. whenever Reset or Stop occurred more 
recently than the last Start). When this counter is run- 
ning, it will carry out after 1024 machine cycles have 
elapsed since a change on SCL. A carry out causes a 
hardware reset of the 83C751 I2C interface and gener- 
ates an interrupt if the Timer I interrupt is enabled. In 
cases where the bus hangup is due to a lack of software 
response by this 83C751, the reset releases SCL and al- 
lows I2C operation among other devices to continue. 

I2C Register I2CON 





7 


6 


5 


4 


3 


2 


1 





Read 


RDAT 


ATN 


DRDY 


ARL 


STR 


STP 


MASTER 




Write 


CXA 


IDLE 


CDR 


CSTL 


CSTR 


CSTP 


XSTR 


XSTP 



Reading I2CON 

RDAT The data from SDA is captured into "Receive 
DATa" whenever a rising edge occurs on 
SCL. RDAT is also available (with 7 low- 
order zeros) in the I2DAT register. The dif- 
ference between reading it here and there is 
that reading I2DAT clears DRDY, allowing 
the I2C to proceed on to another bit. Typi- 
cally, the first 7 bits of a received byte are 
read from I2DAT, while the 8th is read here. 
Then, I2DAT can be written to send the Ack 
bit and clear DRDY. 
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ATN "ATteNtion" is 1 when one or more of DRDY, 

ARL, STR, or STP is 1. Thus, ATN com- 
prises a single bit that can be tested to re- 
lease the I2C service routine from a "wait 
loop". 

DRDY "Data ReaDY" (and thus ATN) is set when a 
rising edge occurs on SCL, except at idle 
Slave. DRDY is cleared by writing CDR = 1, 
or by writing or reading the I2DAT register. 
The following low period on SCL is stretched 
until the program responds by clearing 
DRDY. 

Checking ATN and DRDY 

When a program detects ATN = 1, it should next check 
DRDY. If DRDY = 1, then if it receives the last bit it 
should capture the data from RDAT (in I2DAT or 
I2CON). Next, if the next bit is to be sent it should be 
written to I2DAT. One way or another it should clear 
DRDY and then return to monitoring ATN. Note that if 
any of ARL, STR, or STP is set, clearing DRDY will 
not release SCL to high, so that the I2C will not go on 
to the next bit. If a program detects ATN = 1, and 
DRDY = 0, it should go on to examine ARL, STR, and 
STP. 

ARL "Arbitration Loss" is 1 when transmit Active 

was set, but this 83C751 lost arbitration to 
another transmitter. Transmit Active is 
cleared when ARL is 1. There are 4 separate 
cases in which ARL is set. 

1. If the program sent a 1 or repeated start, 
but another device sent a 0, or a stop, so that 
SDA is at the rising edge of SCL. (If the 
other device sent a Stop, the setting of ARL 
will be followed shortly by STP being sent.) 

2. If the program sent a 1, but another device 
sent a repeated start, and it drove SDA low 
before the 83C751 could drive SCL low. (This 
type of ARL is always accompanied by STR - 
1) 

3. In Master mode, if the program sent a re- 
peated Start, but another device sent a 1, and 
it drove SCL low before this 83C751 could 
drive SDA low. 

4. In Master mode, if the program sent Stop, 
but it could not be sent because another de- 
vice sent a 0. 

STR "STaRt" is set to a 1 when an I2C Start condi- 
tion is detected at a non-idle Slave or at a 
Master. (STR is not set when an idle Slave 
becomes active due to a Start bit; the Slave 
has nothing useful to do until the rising edge 
of SCL sets DRDY.) 

STP "SToP" is set to 1 when an I2C Stop condi- 
tion is detected at a non-idle Slave or at a 
Master. (STP is not set for a Stop condition 
at an idle Slave.) 



8XC751 



MASTER "MASTER" is 1 if this 83C751 is cur- 

rently a Master on the I2C. MASTER 
is set when MASTRQ is 1 and the bus 
is not busy (i.e., if a start bit hasn't 
been received since Reset or a "Timer 
I" time-out, or if a Stop has been re- 
ceived since the last Start). MASTER 
is cleared when ARL is set, or after the 
software writes MASTRQ = and then 
XSTP = 1. 

Writing I2CON 

Typically, for each bit in an I2C message, a service rou- 
tine waits for ATN = 1. Based on DRDY, ARL, STR, 
and STP, and on the current bit position in the message, 
it may then write I2CON with one or more of the follow- 
ing bits, or it may read or write the I2DAT register. 

CXA Writing a 1 to "Clear Xmit Active" clears the 
Transmit Active state. (Reading the I2DAT 
register also does this.) 

Regarding Transmit Active 

Transmit Active is an internal state in the I2C interface 
and is not directly testable. Transmit Active is set by 
writing the I2DAT register, or by writing I2CON with 
XSTR = 1 or XSTP - 1. The I2C interface will only 
drive the SDA line low when Transmit Active is set, and 
the ARL bit will only be set to 1 when Transmit Active 
is set. Transmit Active is cleared by reading the I2DAT 
register, or by writing I2CON with CXA - 1. Transmit 
Active is automatically cleared when ARL is 1. 

IDLE Writing 1 to "IDLE" causes a Slave's I2C hard- 
ware to ignore the I2C until the next Start 
condition (but if MASTRQ is 1 then a Stop 
condition will make the 83C751 into a Master). 

CDR Writing a 1 to "Clear Data Ready" clears 
DRDY. (Reading or writing the I2DAT regis- 
ter also does this.) 

CARL Writing a 1 to "Clear Arbitration Loss" clears 
the ARL bit. 

CSTR Writing a 1 to "Clear STaRt" clears the STR 
bit. 

CSTP Writing a 1 to "Clear SToP" clears the STP 
bit. Note that if one or more of DRDY, ARL, 
STR, or STP is 1, the low time of SCL is 
stretched until the service routine responds by 
clearing them. 
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XSTR Writing l's to "Xmit repeated STaRt" and CDR 
tells the I2C hardware to send a Repeated 
Start condition. This should only be at a Mas- 
ter. Note that XSTR need not and should not 
be used to send an "initial" (non-repeated) 
Start; it is sent automatically by the I2C hard- 
ware. Writing XSTR = 1 includes the effect of 
writing I2DAT with XDAT = 1; it sets Trans- 
mit Active and releases SDA to high during 
the SCL low time. After SCL goes high, the 
I2C hardware waits for the suitable minimum 
time and then drives SDA low to make the 
Start condition. 

XSTP Writing l's to "Xmit SToP" and CDR tells the 
I2C hardware to send a Stop condition. This 
should only be done at a Master. If there are 
no more messages to initiate, the service rou- 
tine should clear the MASTRQ bit in I2CFG to 

before writing XSTP with 1. Writing XSTP - 

1 includes the effect of writing I2DAT with 
XDAT — 0; it sets Transmit Active and drives 
SDA low during the SCL low time. After SCL 
goes high, the I2C hardware waits for the suit- 
able minimum time and then releases SDA to 
high to make the Stop condition. 

I2C Register I2DAT 





7 


6 


5 


4 


3 


2 


1 





Read 


RDAT 























Write 


XDAT 


X 


X 


X 


X 


X 


X 


X 



RDAT "Receive DATa" is captured from SDA every 
rising edge of SCL. Reading I2DAT also 
clears DRDY and the Transmit Active state. 

XDAT "Xmit Data" sets the data for the next bit. 

Writing I2DAT also clears DRDY and sets 
the Transmit Active state. 

Regarding Software Response Time 

Bee ause the 83C751 can run at 16MHz, and because the 
I2C interface is optimized for high-speed operation, it is 
quite likely that an I2C service routine will sometimes 
respond to DRDY (which is set at a rising edge of SCL) 
and write I2DAT before SCL has gone low again. If 
XDAT were applied directly to SDA, this situation would 
produce an I2C protocol violation. The programmer need 
not worry about this possibility because XDAT is applied 
to SDA only when SCL is low. 

Conversely, a program that includes an I2C service rou- 
tine may take a long time to respond to DRDY. Typi- 
cally, an I2C routine operates on a flag-polling basis 
during a message, with interrupts from other peripheral 
functions enabled. If an interrupt occurs it will delay the 
response of the I2C service routine. The programmer 
need not worry about this very much either, because the 
I2C hardware stretches the SCL low time until the serv- 
ice routine responds. The only constraint on the response 
is that it must not exceed the Timer I time-out, which is 
at least 768 microseconds. 



8XC751 

I2C Register I2CFG 





7 


6 


5 


4 


3 


2 


1 





Read 


SLAVEN 


MASTRQ 





TIRUN 






CTl 


CTO 


Write 


SLAVEN 


MASTRQ 


CLRT1 


TIRUN 






CT1 


CTO 



SLAVEN Writing a 1 to "SLAVe ENable" enables 
the Slave functions of the I2C subsystem. If 
SLAVEN and MASTRQ are 0, the I2C 
hardware is disabled. This bit is cleared to 
by reset and by an I2C time-out. 

MASTRQ Writing a 1 to "MASTRQ" requests mas- 
tership of the I2C. If a frame from another 
Master is in progress when this bit is 
changed from to 1, action is delayed un- 
til a stop condition is detected. Then, or 
immediately if a frame is not in progress, 
a start condition is sent and DRDY is set 
(thus making ATN 1 and generating an I2C 
interrupt). When a Master wishes to re- 
lease mastership status of the I2C, it writes 
a 1 to XSTP in I2CON. MASTRQ is 
cleared by Reset and by an I2C time-out. 

CLRTI Writing a 1 to this bit clears the Timer I 

interrupt flag. This bit position always 
reads as a 0. 

TIRUN Writing a 1 to this bit lets Timer I run; a 

zero stops and clears it. Together with 
SLAVEN, MASTRQ, and MASTER, this 
bit determines operational modes as shown 
in Table 21. 

CT1,0 These two bits are programmed as a func- 

tion of the OSC rate, to optimize the MIN 
HI and LO time of SCL when this 83C751 
is a master on the I2C. The time value de- 
termined by these bits controls both of 
these parameters, and also the timing for 
Stop and Start conditions. These bits are 
cleared to 00 by reset. 

The value that should be programmed in these bits is 
given in Table 22, for integer-MHz crystal values. For 
other values, the controlling factor is that the MIN 
TIME must be greater than or equal to 4.7usec. (MEN 
TIME is a range because I2C events are not synchro- 
nized to osc/12.) 

The maximum oscillator frequency (MHz) for a given 
CTl, value is given by: 

(osc/12 count - 0.42) *12 

fosc max = 

4.7 

The 4.7 in the denominator is the minimum LOW time 
for I2C in microseconds. 
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Table 21. Interaction of TIRUN with SLAVEN, MASTRQ, and MASTER 



SLAVEN, 
MASTER 


11KUN 




Operating Mode 


All 





The I2C interface is disabled. Timer I is cleared and does not run. This is the state assumed after 
a reset. If an PC application wants to ignore the I2C at certain times, it should write SLAVEN, 
MASTRQ, and TIRUN all to zero. 


All 


1 


The I2C interface is disabled. Timer I operates as a free-running time base. Use this mode only in 
non-I2C applications. 


Any or all 1 





The I2C interface is enabled. The 3 low-order bits of Timer I run for min-time generation, but 
the hi-order bits do not, so that there is no checking for I2C being 'hung'. This configuration can 
be used for very slow I2C operation. 


Any or all 1 


1 


The I2C interface is enabled. Timer I runs during frames on the I2C, and is cleared by trans- 
itions on SCL, and by Start and Stop conditions. This is the normal state for I2C operation. 


Table 22. CT1 


, CTO Values 



CT1, CTO Values 


Osc/12 Count 


10 


7 


01 


6 


00 


5 


11 


4 



I2C Register I2STA 
7 6 5 

Read 



IDLE XDATA XACTV MAKSTR MAKSTP XSTR XSTP 



MSB 



LSB 



This register is read only and reflects the internal status 
of the I2C hardware. IDLE, XSTR, and XSTP reflect 
the status of the like named bits in the I2CON register. 



XDATA 
XACTV 
MAKSTR 

MAKSTP 

XSTR 

XSTP 

Instruction Set 



The content of the transmitter buffer. 
Transmitter active. 

This bit is high while the hardware is 

effecting a Start condition. 

This bit is high while the hardware is 

effecting a Stop condition. 

This bit is active while the hardware is 

effecting a repeated Start Condition. 

This bit is active while the hardware is 

effecting a repeated Stop Condition. 



The instruction set of the 83C751 is identical to the 
80C51 except for the instructions: MOVX, LCALL, and 
LJUMP which are not implemented. 



Interrupts 



The 8XC751 has 5 interrupt sources with fixed priority 
levels. Interrupt sources common to the 80C51 are the 
external interrupts (INTO, INT1) and the timer/counter 
interrupt (ET0). The I2C interrupt (EI2) and Timer I in- 
terrupt (ETI) are the other two interrupt sources. 

Upon interrupt or reset the program counter is loaded 
with specific values for the appropriate interrupt service 
routine in program memory. These values are: 



Event 

Reset 
INTO 

Coun ter/Timer 

INT1 

Timer I 

PC 



Program Memory 
Address 

000 
003 
00B 
013 
01B 
023 



Priority 

Highest 



Lowest 



The interrupt enable register (IE) is use d to individually 
enable or disable the 5 sources. Bit EA in the interrupt 
enable register can be used to globally enable or disable 
all interrupt sources. The interrupt enable register is de- 
scribed below. All other interrupt details are based on 
the 80C51 interrupt architecture. 

Interrupt Enable Register IE 



EA X 



EI2 ETI EX1 ET0 EX0 



S ymb ol 

EA 



EI2 



ETI 



EX1 



ET0 



EX0 



Position 

IE.7 



IE. 6 
IE. 5 
IE.4 



IE. 3 



IE.2 



IE.l 



LEO 



Function 

Disables all interrupts. If EA = 0. no 
interrupt will be acknowledged. If EA 
= 1, each interrupt source is indivi- 
dually enabled or disabled by setting 
or clearing its enable bit. 
Reserved 
Reserved 

Enables or disables the I2C interrupt. 
If ES = 0, the I2C interrupt is dis- 
abled. 

Enables or disables the Timer I over- 
flow interrupt. IF ETI = 0, the Timer 
I interrupt is disabled. 
Enables or disables external interrupt 
1. If EX1 = 0, external interrupt 1 is 
disabled. 

Enables or disables the Timer 
overflow interrupt. If ET0 - 0, the 
Timer interrupt is disabled. 
Enables or disables external interrupt 
0. If EX0 = 0, external interrupt is 
disabled. 
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DESCRIPTION 

The Signetics S83C751 offers many of 
the advantages of the SC80C51 archi- 
tecture in a small package and at low 
cost. 

The S83C751 Microcontroller is fabri- 
cated with Signetics high-density CMOS 
technology. Signetics' epitaxial substrate 
minimizes CMOS latch-up sensitivity. 

The S83C751 contains a 2K x 8 ROM, a 
64 x 8 RAM, 19 I/O lines, a 16-bit 
counter/timer, a fixed-rate timer, a five- 
source fixed-priority interrupt structure, a 
bidirectional Inter-Integrated Circuit (I2C) 
serial bus interface, and an on-chip 
oscillator. 

The onboard inter-integrated circuit (I2Q 
bus interface allows the S83C751 to op- 
erate as a master or slave device on the 
I2C small area network. This capability 
facilitates I/O and RAM expansion, ac- 
cess to EEPROM, processor-to-proces- 
sor communication, and efficient inter- 
face to a wide variety of dedicated I2C 
peripherals. 



FEATURES 

• SC80C51 based architecture 

• Inter-Integrated Circuit (1%) 
serial bus interface 

• Small package sizes 

- 24-pin DIP (300 mil 

"skinny DIP") 

- 28-pin PLCC 

• Wide power supply voltage 
range 

• Wide oscillator frequency range 

• Low power consumption: 

- Normal operation: less 
than 24mA @ 5V, 12MHz 

- idle mode 

- Power-down mode 

• 2K x 8 ROM, 64 x 8 RAM 

• 16-bit counter/timer 

• Fixed-rate timer 

• Boolean processor 

• CMOS and TTL compatible 

• Well suited for logic replace- 
ment, consumer and industrial 
applications 



LOGIC SYMBOL 



PIN CONFIGURATION 





VgsVccRST 
ill 








PORT 


«-»SCL 
«-»SOA 




















PORT 3 








«-IRTB 








O- 


<-T0 























P3.4I 
P3.3[ 
P3.2[ 
P3.l[ 
P3.0[ 
P0.2T 

po.i/sda[ 
po.o/scl[ 
rst[ 

X2[ 
X1[ 
Vssf 



INDEX 
CORNER 



DIP 



Vcc 
1P3.5 
JP3.6 
]P3.7 
]P1.7/T0_ 
] P1 .6 /INT1 
1P1.5/INT0 
1 P1.4 
]P1.3 
]P1.2 
JP1.1 
|P1 .0 



TOP VIEW 



12 11 
TOP VIEW 



Pin 


Function 


Pin 


Function 


1 


P3.4 


15 


P1.0 


2 


P3.3 


16 


P1.1 


3 


P3.2 


17 


P1.2 


4 


P3.1 


18 


P1.3 


5 


N.C. 


19 


P1.4 

P1.5/INT0 


6 


P3.0 


20 


7 


P0.2 


21 


N.C. 


8 


P0.1/SDA 


22 


N.C. 


9 


P0.0/SCL 


23 


P1.6/ifiTT 


10 


N.C. 


24 


P1.7/T0 


11 


RST 


25 


P3.7 


12 


X2 


26 


P3.6 


13 


XI 


27 


P3.5 


14 


Vss 


28 


Vcc 
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ORDERING INFORMATION 

S83C751-an 



(CVxxxx) 

~t~ 

Custom ROM Pattern No. 

Applies to masked ROM versions 
only. Number will be assigned by 
Signetics. Contact Signetics 
sales office for ROM pattern sub- 
mission requirements. 

Package Codes: 

N24 - Plastic DIP 
A28 - Plastic PLCC 



— Speed and Temperature Range: 

1 - 3.5 to 12MHz, 0°C to +70°C 

2 - 3.5 to 12MHz, -40 °C to +85 °C 

3 - 0.5 to 12MHz, 0°C to +70° C 

4 - 3.5 to 16MHz, 0°C to +70° C 

5 - 3.5 to 16MHz, -40 °C to +85 °C 



PART NUMBER SELECTION 


Part Number 


Speed 


Temperature and Package 


S83C751-1N24 


3.5 to 12MHz 


to +70°C, Plastic DIP 


S83C751-2N24 


3.5 to 12MHz 


-40 to +85°C, Plastic DIP 


S83C751-3N24 


0.5 to 12MHz 


to +70°C, Plastic DIP 


S83C751-4N24 


3.5 to 16MHz 


to +70°C, Plastic DIP 


S83C751-5N24 


3.5 to 16MHz 


-40 to +85°C, Plastic DIP 


S83C751-1A28 


3.5 to 12MHz 


to +70°C, Plastic LCC 


S83C751-2A28 


3.5 to 12MHz 


-40 to +85°C, Plastic LCC 


S83C751-3A28 


0.5 to 12MHz 


to +70°C, Plastic LCC 


S83C751-4A28 


3.5 to 16MHz 


to +70°C, Plastic LCC 


S83C751-5A28 


3.5 to 16MHz 


-40 to +85°C, Plastic LCC 
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PIN DESCRIPTION 





PIN NO. 












MNEMONIC 






TYPE 


NAME AND FUNCTION 




DIP 


PLCC 






v ss 


12 


14 


I 


Circuit ground potential. 


v cc 


24 


28 


I 


Supply voltage during normal, idle, and power-down operation. 


P0.0-P0.2 


8-6 


9-7 


I/O 


□Art fl* Pnrt fl ic a T h»it /inon Hrain htiriirar^i'mn at nr*rt Prtrt fl nine that hat/a nnac u/rittan tr\ 

rWfl U. rUIl U lo a O Ull UfJcll UlaJII Ul U 1 I tL UUI lal [JUil. rvJfl U pllli Uldl ildVtS Ullcb WfllltJil IO 

them float, and in that state can be used as high-impedance inputs. Port also serves as 
the serial I2C interface as shown in the pinout diagram. When this feature is activated by 
software, SCL and SDA are driven low in accordance with the I2C protocol. These pins are 
driven low if the port register bit is written with a or if the I2C subsystem presents a 0. 
The state of the pin can always be read from the port register by the program. 

To comply with the I2C specification, PO.O and P0.1 are open-drain bidirectional I/O pins 
with the electrical characteristics listed in the tables that follow. While these differ from 
'standard TTL' characteristics, they are close enough for the pins to still be used as 

ymitiidi puipus>t; lf\J III HUM dppilOdlloilb. 




7 


8 


l/U 


SDA (P0.1) I2C data. 




8 


9 


I/O 


SCL (PO.O) I2C clock. 


P1.0-P1.7 


13—20 


1 5-20, 
23, 24 


I/O 


Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pullups. Port 1 pins that have 
ones written to them are pulled high by the internal pullups and can be used as inputs. As 
inputs, port 1 pins that are externally pulled low will source current because of the internal 
pullups. (See DC electrical characteristics: Iil). Port 1 also serves the special function 
features of the SC80C51 family as listed below: 




18 


20 




INTO (P1.5): External interrupt 




19 


23 




INT? (P1.6): External interrupt 




20 


24 




TO (P1.7): Timer external input 


P3.0-P3.7 


5-1 


4-1, 


I/O 


Port 3: Port 3 is an 8-bit bidirectional I/O port with internal pullups. Port 3 pins that have 




23-21 


6, 
27-25 




ones written to them are pulled high by the internal pullups and can be used as inputs. As 
inputs, port 3 pins that are externally being pulled low will source current because of the 
pullups (See DC electrical characteristics: Iil). 


RST 


9 


11 


1 


Reset: A high on this pin for two machine cycles while the oscillator is running, resets the 
device. An internal diffused resistor to Vss permits a power-on RESET using only an 
external capacitor to Vcc. 


X1 


11 


13 


1 


Crystal Is Input to the inverting oscillator amplifier and input to the internal clock generator 
circuits. 


X2 


10 


12 





Crystal 2: Output from the inverting oscillator amplifier. 



OSCILLATOR CHARACTERISTICS 

X1 and X2 are the input and output, re- 
spectively, of an inverting amplifier 
which can be configured for use as an 
on-chip oscillator, as shown in the logic 
symbol. 

To drive the device from an external 
clock source, X1 should be driven while 
X2 is left unconnected. There are no re- 
quirements on the duty cycle of the ex- 
ternal clock signal, because the input to 
the internal clock circuitry is through a 
divide-by-two flip-flop. However, mini- 
mum and maximum high and low times 
specified in the data sheet must be 
observed. 

RESET 

A reset is accomplished by holding the 
RST pin high for at least two machine 
cycles (24 oscillator periods), while the 
oscillator is running. To insure a good 
power-on reset, the RST pin must be 



high long enough to allow the oscillator 
time to start up (normally a few millisec- 
onds) plus two machine cycles. At 
power-on, the voltage on V C c and RST 
must come up at the same time for a 
proper start-up. 

IDLE MODE 

In the idle mode, the CPU puts itself to 
sleep while all of the on-chip peripherals 
stay active. The instruction to invoke the 
idle mode is the last instruction executed 
in the normal operating mode before the 
idle mode is activated. The CPU con- 
tents, the on-chip RAM, and all of the 
special function registers remain intact 
during this mode. The idle mode can be 
terminated either by any enabled inter- 
rupt (at which time the process is picked 
up at the interrupt service routine and 
continued), or by a hardware reset 
which starts the processor in the same 
manner as a power-on reset. 



POWER-DOWN MODE 

In the power-down mode, the oscillator 
is stopped and the instruction to invoke 
power-down is the last instruction exe- 
cuted. Only the contents of the on-chip 
RAM are preserved. A hardware reset is 
the only way to terminate the power- 
down mode. The control bits for the re- 
duced power modes are in the special 
function register PCON. 



Table 1. External Pin Status During 
Idle and Power-Down Modes 



Mode 


Port 


Portl 


Port 2 


Idle 

Power-down 


Data 
Data 


Data 
Data 


Data 
Data 
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DIFFERENCES BETWEEN THE 
S83C751 AND THE SC80C51 

Program Memory 

On the S83C751, program memory is 
2048 bytes long and is not externally 
expandable. Program memory can con- 
tain S83C751 instructions and constant 
data. The only fixed allocations in pro- 
gram memory are the addresses at which 
execution is taken up in response to re- 
set and to interrupts, which are as 
follows: 

Program Memory 
Event Address 

Reset 000 
External INTO 003 
Counter/timer 00B 
External INT1 013 
Timer I 01 B 

I2C serial 023 

Counter/Timer Subsystem 

The S83C751 has one counter/timer 
called timer/counter 0. Its operation is 
similar to mode 2 operation on the 
SC80C51, but is extended to 16 bits with 
16 bits of autoload. The controls for this 
counter are centralized in a single regis- 
ter called TCON. 



A watchdog timer, called Timer I, is for 
use with the I2C subsystem. In I2C appli- 
cations, this timer is dedicated to time- 
generation and bus monitoring of the 
I2C. In non-l2C applications, it is avail- 
able for use as a fixed timebase. 

Interrupt Subsystem - Fixed Priority 

The IP register and the 2-level interrupt 
system of the SC80C51 are eliminated. 
Simultaneous interrupt conditions are re- 
solved by a single-level, fixed priority as 
follows: 



Highest priority: 



Lowest priority: 



Pin INTO 

Counter/timer flag 
Pin INT1 
Timer I 
Serial I2C 



Serial Communications 

The S83C751 contains an I2C serial com- 
munications port instead of the SC80C51 
UART. The I2C serial port is a single bit 
hardware interface with all of the hard- 
ware necessary to support multimaster 
and slave operations. Also included are 
receiver digital filters and timer (timer I) 
for communication watch-dog purposes. 
The I2C serial port is controlled through 
four special function registers; I2C con- 
trol, |2C data, I2C status, and I2C config- 
uration. 



Special Function Register Addresses 

Special function register addresses for 
the S83C751 are identical to those of 
the SC80C51, except for the changes 
listed below: 

SC80C51 special function registers not 
present in the S83C751 are TMOD (89), 
P2 (AO) and IP (B8). The SC80C51 regis- 
ters TH1, TL1, SCON, and SBUF are 
replaced with the S83C751 registers 
RTH, RTL, I2CON, and I2DAT, respec- 
tively. Additional special function regis- 
ters are I2CFG (D8) and I2STA (F8). 



Table 2. |2C Special Function Register Addresses 



Register Address 


Bit Address 




Name 


Symbol 


Address 


MSB LSB 


I2C control 


I2CON 


98 


9F 


9E 


9D 


9C 


9B 


9A 


99 


98 


I2C data 


I2DAT 


99 


































I2C configuration 


I2CFG 


D8 


DF 


DE 


DD 


DC 


DB 


DA 


D9 


D8 


I2C status 


I2STA 


F8 


FF 


FE 


FD 


FC 


FB 


FA 


F9 


F8 
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ABSOLUTE MAXIMUM RATINGS 



SYMBOL 


O A D A IICTCD 

PAHAMcTcH 


HA i Iriu 


1 1 M IT 
UNI 1 


T STG 


Storage temperature range 


-65 to +150 


°c 


v CC 


Voltage from V cc to Vss 


-0.5 to +6.5 


V 


v s 


Voltage from any pin to V ss 


-0.5 to V cc + 0.5 


V 




Power dissipation 


1.0 


w 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -45°C to +85°C, V cc - 4.0V to 6.0V, V ss - 0V3 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


LIMITS 


UNIT 


Min 


Max 


V|L 
V| H 
V|H1 


Input low voltage, except SDA, SCL 
Input high voltage, except X1, RST 
Input high voltage, X1, RST 




-0.5 
0.2V cc +0.9 
0.7V CC 


0.2V CC -0.1 
Vcc+0.5 
Vcc+0-5 


V 
V 
V 


V|L1 
V IH2 


SDA, SCL: 
Input low voltage 
Input high voltage 




-0.5 
0.7Vcc 


0.3V CC 

v cc +0 -5 


V 
V 


Vol 

Vni 1 


Output low voltage, ports 1 and 3 
Output low voltage, port 0.2 


Iql ™ 1 .6mA 
l l_ - 3.2mA 




0.45 
0.45 


w 
V 

V 


V H 


Output high voltage, ports 1 and 3 


Iqh ' -60pA 
i-,, _ -25llA 

Ioh " -10(lA 


0.75V CC 
0.9V CC 




V 
V 
V 


VOL2 
C 


Port 0.0 and 0.1 (I2C) - Drivers 
Output low voltage 

Driver, receiver combined: 
Capacitance 


Iql - 3mA 

(over V cc range) 




0.4 
10 


V 
PF 


IlL 

Itl 
Ili 


Logical input current, ports 1 and 3 

Logical 1 to transition current, ports 1 and 38 

Input leakage current, port 


V| N - 0.45V 
V IN - 2V 
0.45 < V| N < V C c 




-50 
-650 
±10 


uA 
pA 
pA 


R RST 


Reset pull-down resistor 




25 


175 


kohm 


Cto 


Pin capacitance 


Test freq - 1MHz, 
T A - 25°C 




10 


PF 


IPD 


Power-down current4 


V CC " 2 to 6.0V 




50 


MA 


ice 


Supply current (see Figure 3) 
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AC SYMBOL DESIGNATIONS H 

Each timing symbol has five characters. The first character is |_ 

always T (- time). The other characters, depending on their Q 

positions, indicate the name of a signal or the logical status of T 

that signal. The designations are: V 

C - Clock X 

D - Input data Z 



- Logic level high 
• Logic level low 

- Output data 

■ Time 

■ Valid 

- No longer a valid logic level 

- Float 



AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -45°C to +85°C , V CC - 5V±20%, V ss - 0V3. * 



SYMBOL 


PARAMETER 


12MHz 


VARIABLE CLOCK 


UNIT 


Min 


Max 


Min 


Max 


1/*CLCL 


Oscillator frequency 






3.5 
3.5 
0.5 


12 
16 
12 


MHz 




External clock (Figure 1) 












*CHCH 


High time 


20 








ns 


'CLCL 


Low time 


20 








ns 


'CLOH 


Rise time 




20 






ns 


tCHCL 


Fall time 




20 






ns 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any other conditions than those described in the AC and DC Electrical Characteristics 
section of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages with respect to V S s unless otherwise noted. 

4. Power-down ICC is measured with all output pins disconnected; port - Vcc; X2, X1 n.c; RST - VSS- 

5. Active ICC is measured with all output pins disconnected; X1 driven with tCLCH. tCHCL - 5ns, V|L - VSS * 0.5V, V|H - VCC - 0.5V; X2 
n.c; RST - port - VCC- 'CC will be slightly higher if a crystal oscillator is used. 

6. Idle ICC is measured with all output pins disconnected; XI driven with tCLCH. tCHCL - 5ns, V|[_ - VSS + 0.5V, V|H - VCC - 0.5V; X2 n.c; 
port - VCC! RST - Vss. 

7. Load capacitance for ports - 80pF. 

8. Pins of ports 1 and 3 source a transition current when they are being externally driven from 1 to 0. The transition current reaches its 
maximum value when V|^ is approximately 2V. 




tCLCL 



Figure 1. External Clock Drive Waveform 



Vcc-oJ 

0.43V 



Figure 2. AC Testing Input/Output Waveform 
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< 

E 





































A 














/ 

















































MAX ACTIVE Ice 5 



TYP ACTIVE Ice 5 



MAX IDLE Ice 6 
TYP IDLE lcc» 



4 8 12 16 

FREQ - MHz 



Figure 3. Ice **■ FREQ 
Maximum l cc values taken at V C c = 6.0V and worst case temperature. 
Typical l cc values taken at V C c = 5.0V and 25°C. 
Notes 5 and 6 refer to AC Electrical Characteristics. 
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DESCRIPTION 

The Signetics S87C751 offers many of 
the advantages of the SC80C51 archi- 
tecture in a small package and at low 
cost. 

The S87C751 Microcontroller is fabri- 
cated with Signetics high-density CMOS 
technology. Signetics epitaxial substrate 
minimizes CMOS latch-up sensitivity. 

The S87C751 contains a 2K x 8 
EPROM, a 64 x 8 RAM, 19 I/O lines, a 
16-bit auto-reload counter/timer, a fixed- 
rate timer, a five-source fixed-priority 
interrupt structure, a bidirectional Inter- 
Integrated Circuit (IZC) serial bus inter- 
face, and an on-chip oscillator. 

The onboard inter-integrated circuit (I2Q 
bus interface allows the S87C751 to op- 
erate as a master or slave device on the 
I2C small area network. This capability 
facilitates I/O and RAM expansion, ac- 
cess to EEPROM, processor-to-proces- 
sor communication, and efficient inter- 
face to a wide variety of dedicated I2C 
peripherals. 



FEATURES 

• EPROM version of S83C751 

• SC80C51 based architecture 

• Inter-Integrated Circuit (I^C) 
serial bus interface 

• Small package sizes 

— 24 pin DIP (300 mil 

"skinny DIP") 

— 28 pin PLCC 

• Available in erasable quartz lid 
or one-time programmable 
plastic packages 

• Wide oscillator frequency range 

• Low power consumption: 

— Normal operation: less 
than 11mA @ 5V, 12MHz 

— Idle mode 

— Power-down mode 

• 2K x 8 EPROM, 64 x 8 RAM 

• 16-bit auto reloadable counter/ 
timer 

• Fixed-rate timer 

• Boolean processor 

• CMOS and TTL compatible 

• Well suited for logic replace- 
ment, consumer and industrial 
applications 



LOGIC SYMBOL 



PIN CONFIGURATION 



VssV cc RST 
Li_i 



m 



p 5 



3% 



s v PP 



^ — p_ 



■•-into 

"-INT1 

■•-to 



P3.4/A4[T 

P3.3/A3[T 
P3.2/M/rzr 

AioLi 

P3.1/A1/rr 
A9Li 

P3.o/Ao/rr 

A81-2- 

P0.2/Vpp[7 
P0.1/SDA/I— 

oe-pgmLL 
po.o/scL/rr 
aselL! 

RSTfF 



!|j_0 

xi[Ti 

Vss[l2 



24]vcc 

23]P3.5/A5 

5i]p3.6/A6 

2l]p3.7/A7 

2o]pi.7/TO/D7 
— |P1.6/TTTTl7 

rriPi.5/iNT0/ 

17]P1.4/D4 
l|]P1.3/D3 
15]P1.2/D2 
14]P1.1/D1 
13]P1.0/D0 



TOP VIEW 



INDEX 
CORNER 4 




12 18 
TOP VIEW 



Pin 


Function 


Pin 


Function 


1 


P3.4/A4 


15 


P1.0/D0 


2 


P3.3/A3 


16 


P1.1/D1 


3 


P3.2/A2/A10 


17 


P1.2/D2 


4 


P3.1/A1/A9 


18 


P1.3/D3 


5 


N.C. 


19 


P1.4/04 


6 


P3.0/A0/A8 


20 


P1 .5/INT6/D6 


7 


P0.2/Vpp 


21 


N.C. 


8 


P0.1/SDA/ 


22 


N.C. 




OE-PGM 


23 


P1.6/IRTI/D6 


9 


P0.0/SCL/ 


24 


P1.7/T0/D7 




ASEL 


25 


P3.7/A7 


10 


N.C. 


26 


P3.6/A6 


11 


RST 


27 


P3.5/A5 


12 


X2 


28 


Vcc 


13 


X1 






14 


Vss 
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Package Codes: 

F24 - Ceramic DIP 
N24 - Plastic DIP (OTP) 
A28 - Plastic PLCC (OTP) 

- Speed and Temperature Range: 

1 - 3.S to 12MHz. 0°C to +70°C 

2 - 3.5 to 1 2MHz. -40 °C to +85 °C 

3 - 0.5 to 12MHz. 0°C to +70° C 

4 - 3.5 to 16MHz, 0°C to +70° C 

5 - 3.5 to 16MHz. -40 °C to +85 °C 



PART NUMBER SELECTION 


Part Number 


Speed 


Temperature and Package 


S87C751-1F24 


3.5 to 12MHz 


to +70°C, Ceramic DIP 


S87C751-3F24 


0.5 to 12MHz 


to +70°C, Ceramic DIP 


S87C751-4F24 


3.5 to 16MHz 


to +70°C. Ceramic DIP 


S87C751-1N24 


3.5 to 12MHz 


to +70°C, Plastic DIP 


S87C751-2N24 


3.5 to 12MHz 


-40 to +85°C, Plastic DIP 


S87C751-3N24 


0.5 to 12MHz 


to +70°C, Plastic DIP 


S87C751-4N24 


3.5 to 16MHz 


to +70°C, Plastic DIP 


S87C751-5N24 


3.5 to 16MHz 


-40 to +85°C, Plastic DIP" 


S87C751-1A28 


3.5 to 12MHz 


to +70°C, Plastic LCC" 


S87C751-2A28 


3.5 to 12MHz 


-40 to +85°C, Plastic LCC* 


S87C751-3A28 


0.5 to 12MHz 


to +70°C, Plastic LCC* 


S87C751-4A28 


3.5 to 16MHz 


to +70°C, Plastic LCC" 


S87C751-5A28 


3.5 to 16MHz 


-40 to +85°C, Plastic LCC" 



"Preliminary Specification 



BLOCK DIAGRAM 



r 



I POTTO I 
I DRIVERS I 



1 



mm 



ADDRESS 
REGISTER 



JL 



PORT 
LATCH 



I REGISTER 



] c 



1- ^ * — . 
STACK 1 
POINTER | 





i 




TIMING 


| 




AM) 






CONTROL 




\ 



PCON 


IZCFG 


I2STA 


TOON 


I20AT 


I2COH 


IE 






THO 


TL0 






RTH 


RTL 




INTERRUPT, 
AND TIMER 
BLOCKS 


2 




- 

E 







PROGRAM 
ADDRESS 
REGISTER 



PC 

1NCREMEI 



NILlj i I 



PROGRAM I 1 



L 1 



HDh 



— ■ ■ ■ 

PORT 1 



PORT 1 
DRIVERS 



;r 



I PORT 3 I 
I "Tf" I 



PORT 3 
DRIVERS 



HI mm 
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PIN CONFIGURATION 



MNEMONIC 


PIN NO. 




NAME AND FUNCTION 


DIP 


PLCC 


TYPE 


Vcc 
V SS 


12 


14 


| 


Circuit ground potential. 


Vcc 


24 


28 


I 


Supply voltage during normal, idle, and power— down operation. 


P0.0-P0.2 


ft— fi 


Q— 7 


I/O 


Port 0: Port is a 3-bit open-drain bidirectional port. Port pins that have ones written to 










them float, and in that state can be used as high-impedance inputs. Port also serves as 










the serial I2C interface as shown in the pinout diagram. When this feature is activated by 










software, SCL and SDA are driven low in accordance with the I2C protocol. These pins are 










driven low if the port register bit is written with a or if the I2C subsystem presents a 0. 










The state of the pin can always be read from the port register by the program. 










To comply with the I2C specification, PO.O and P0.1 are open drain bidirectional I/O pins 










with the electrical characteristics listed in the tables that follow. While these differ from 










'QtflnHard I I 1 ' phsrpptPri'itif'Q thf»w n ro r*lnQ*s Annnnh fnr tho rune tn ctill ho ixcari ac 
z>ia 1 1 \jai u i i l lai av* ici loii^o, incy ale UlUoc c 1 luuy 1 1 IUI lllc pills lU b U 1 1 Uc Ut>c(J dl> 










nonoral ni irnnco 1 1C\ in nnn l?r"* a r\r\ Mr* at ir\nc 










Port also provides alternate functions for programming the EPROM memory as follows: 




6 


7 


N/A 


• pp l"U-^J rrogidniiiiiiig voiiaye nipux. 




7 


8 


| 


OE/PfiM iPO 11 — innilt OF/PfnM uuhioh <5ni=rifioc worifv/ mriHA /nntnnt onahlol nr Iho nm- 
v/Lirum \rWi nipui, UL/ r u ivi , wiiiv^ii opc^lllco VCIIIy HIUUc yuuif_>UI clldLJIcJ Ul lllc [J[U 










gram mode. 










OE/PGM — 1 output enabled (verify mode) 










OE/PGM - program mode. 




8 


9 


I 


ASEL (PO.O) - input which indicates which bits of the EPROM address are applied to port 3. 










ASEL - low address byte available on port 3. 










ASEL - 1 high address byte is available on port 3 (only the three least significant bits are 










used). 




7 


8 


I/O 


SDA (P0.1) I2C data. 




8 


9 


I/O 


SCL (PO.O) I2C clock. 


P1.0-P1.7 


13-20 


15-20, 


I/O 


rwiK 1. rui I 1 Is dll o LHl UIUII trdlulldl l/VJ poll Willi internal pullups. rOII 1 pins tnat II3V6 






23, 24 




ones written to them are pulled high by the internal pullups and can be used as inputs. As 










inputs, port 1 pins that are externally pulled low will source current because of the internal 










pullups. (See DC electrical characteristics: Iil). Port 1 serves to output the addressed 










EPROM contents in the verify mode and accepts as inputs the value to program into the 










selected address during the program mode. 










Port 1 also serves the special function features of the SC80C51 family as listed below: 




18 


20 




INTO (P1.5): External interrupt 




19 


23 




INT1 /Pi fit" Fvtornal inlormnl 

hi i i \ft.oj. cxidnidi nimiiupi 




20 


24 




TO (P1.7): Timer external input 


P3.0-P3.7 


5-1 


4-1 , 


I/O 


Port 3: Port 3 is an 8-bit bidirectional I/O port with internal pullups. Port 3 pins that have 




23-21 


6 f 




ones written to them are pulled high by the internal pullups and can be used as inputs. As 






27-25 




inputs, port 3 pins that are externally being pulled low will source current because of the 










pullups (See DC electrical characteristics: Iil). Port 3 also functions as the address input 










for the EPROM memory location to be programmed (or verified). The 11-bit address is 










multiplexed into this port as specified by P0.0/ASEL. 


RST 


9 


11 


I 


Reset: A high on this pin for two machine cycles while the oscillator is running resets the 










device. An internal diffused resistor to Vss permits a power-on RESET using only an 










external capacitor to Vcc. After the device is reset, a 10-bit serial sequence, sent LSB first, 










applied to RESET, places the device in the programming state allowing programming ad- 










dress, data and Vpp to be applied for programming or verification purposes. The RESET 










serial sequence must be synchronized with the X1 input. 


X1 


11 


13 


I 


Crystal 1: Input to the inverting oscillator amplifier and input to the internal clock generator 










circuits. X1 also serves as the clock to strobe in a serial bit stream into RESET to place the 










device in the programming state. 


X2 


10 


12 





Crystal 2: Output from the inverting oscillator amplifier. 
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OSCILLATOR CHARACTERISTICS 

X1 and X2 are the input and output, re- 
spectively, of an inverting amplifier 
which can be configured for use as an 
on-chip oscillator. 

To drive the device from an external 
clock source, X1 should be driven while 
X2 is left unconnected. There are no re- 
quirements on the duty cycle of the ex- 
ternal clock signal, because the input to 
the internal clock circuitry is through a 
divide-by-two flip-flop. However, mini- 
mum and maximum high and low times 
specified in the data sheet must be 
observed. 

RESET 

A reset is accomplished by holding the 
RST pin high for at least two machine 
cycles (24 oscillator periods), while the 
oscillator is running. To insure a good 
power-on reset, the RST pin must be 
high long enough to allow the oscillator 
time to start up (normally a few millisec- 
onds) plus two machine cycles. At 
power-on, the voltage on Vcc and R ST 
must come up at the same time for a 
proper start-up. 

IDLE MODE 

In the idle mode, the CPU puts itself to 
sleep while all of the on-chip peripherals 
stay active. The instruction to invoke the 
idle mode is the last instruction executed 
in the normal operating mode before the 
idle mode is activated. The CPU con- 
tents, the on-chip RAM, and all of the 
special function registers remain intact 
during this mode. The idle mode can be 
terminated either by any enabled inter- 
rupt (at which time the process is picked 
up at the interrupt service routine and 
continued), or by a hardware reset 
which starts the processor in the same 
manner as a power-on reset. 



POWER-DOWN MODE 

In the power-down mode, the oscillator 
is stopped and the instruction to invoke 
power-down is the last instruction exe- 
cuted. Only the contents of the on-chip 
RAM are preserved. A hardware reset is 
the only way to terminate the power- 
down mode. The control bits for the re- 
duced power modes are in the special 
function register PCON. 

Table 1. External Pin Status During 
Idle and Power-Down Modes 



Mode 


Port 


Portl 


Port 2 


Idle 

Power-down 


Data 
Data 


Data 
Data 


Data 
Data 



DIFFERENCES BETWEEN THE 
S87C751 AND THE SC80C51 

Program Memory 

On the S87C751, program memory is 
2048 bytes long and is not externally 
expandable. Program memory can con- 
tain S87C751 instructions and constant 
data. The only fixed locations in program 
memory are the addresses at which exe- 
cution is taken up in response to reset 
and to interrupts, which are as follows: 

Program Memory 
Event Address 
Reset 000 
External INTO 003 
Counter/timer 00B 
External INT1 013 
Timer I 01 B 

I2C serial 023 

Counter/Timer Subsystem 

The S87C751 has one counter/timer 
called timer/counter 0. Its operation is 
similar to mode 2 operation on the 
SC80C51, but is extended to 16 bits with 
16 bits of autoload. The controls for this 
counter are centralized in a single regis- 
ter called TCON. 



Table 2. 1% Special Function Register Addresses 



Register Address 


Bit Address 


Name 


Symbol 


Address 


MSB 










LSB 


I2C control 


I2CON 


98 


9F 


9E 


9D 


9C 


9B 


9A 


99 


98 


I2C data 


I2DAT 


99 


















I2C configuration 


I2CFG 


D8 


DF 


DE 


DD 


DC 


DB 


DA 


D9 


D8 


I2C status 


I2STA 


F8 


FF 


FE 


FD 


FC 


FB 


FA 


F9 


F8 



A watchdog timer, called Timer j, is for 
use with the I2C subsystem. In I2C appli- 
cations, this timer is dedicated to time- 
generation and bus monitoring of the 
|2C. In non-l2C applications, it is avail- 
able for use as a fixed timebase. 

Interrupt Subsystem - Fixed Priority 

The IP register and the 2-level interrupt 
system of the SC80C51 are eliminated. 
Simultaneous interrupt conditions are re- 
solved by a single-level, fixed priority as 
follows: 



Highest priority: 



Lowest priority: 



Pin INTO 

Counter/timer flag 
Pin INT1 
Timer I 
Serial |2C 



Serial Communications 

The S87C751 contains an I2C serial com- 
munications port instead of the SC80C51 
UART. The I2C serial port is a single bit 
hardware interface with all of the hard- 
ware necessary to support multimaster 
and slave operations. Also included are 
receiver digital filters and timer (timer I) 
for communication watch-dog purposes. 
The I2C serial port is controlled through 
four special function registers; I2C con- 
trol, I2C data, I2C status, and I2C config- 
uration. 

Special Function Register Addresses 

Special function register addresses for 
the S87C751 are identical to those of 
the SC80C51, except for the changes 
listed below: 

SC80C51 special function registers not 
present in the S87C751 are TMOD (89), 
P2 (AO) and IP (B8). The SC80C51 regis- 
ters TH1, TL1, SCON, and SBUF are 
replaced with the S87C751 registers 
RTH, RTL, I2CON, and I2DAT, respec- 
tively. Additional special function regis- 
ters are I2CFG (D8) and I2STA (F8). 
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ABSOLUTE MAXIMUM RATINGS 



SYMBOL 


PARAMETER 


RATING 


UNIT 


TsTG 


Storage temperature range 


-65 to +150 


°C 


v C c 


Voltage from V cc to Vss 


-0.5 to +6.5 


V 


v s 


Voltage from any pin to Vss 


-0.5 to V C c + 0-5 


V 


P D 


Power dissipation 


1.0 


w 


Vpp 


Voltage on V PP pin to V ss 


to +13.0 


V 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V c c - ".5V to 5.5V, V ss - 0V3 





SYMBOL 


PARAMETER 


TEST CONDITIONS 


LIMITS 


UNIT 


Min 


Max 


V,L 
V| H 

v IH 1 


Input low voltage, except SDA, SCL 
Input high voltage, except X1, RST 
Input high voltage, X1, RST 




-0.5 
0.2Vcc + 0-9 
0.7V CC 


0.2V CC -0.1 

Vcc +0 - 5 

Vcc+0.5 


V 
V 
V 


V|L1 
V|H2 


SDA, SCL: 
Input low voltage 
Input high voltage 




-0.5 
0.7V CC 


0.3V CC 
Vcc+0.5 


V 
V 


Vol 
Voli 


Output low voltage, ports 1 and 3 
Output low voltage, port 0.2 


l L - 1.6mA 
Iol - 3.2mA 




0.45 
0.45 


V 
V 


Voh 


Output high voltage, ports 1 and 3 


l 0H - -60uA 
l 0H " -25uA 
l 0H " -10uA 


2.4 
0.75V CC 
0.9 V C c 




V 

V 

V 


VOL2 

c 


Port 0.0 and 0.1 (I2C) - Drivers 
Output low voltage 

Driver, receiver combined: 
Capacitance 


Iql - 3mA 
(over V cc range) 




0.4 
10 


V 
PF 


hL 

Itl 
Ili 


Logical input current, ports 1 and 3 

Logical 1 to transition current, ports 1 and 38 

Input leakage current, port 


V| N - 0.45V 
Vin " 2V 
0.45 < V| N < V CC 




-50 
-650 
±10 


uA 
UA 
uA 


Rrst 


Reset pull-down resistor 




25 


175 


kohm 


Cio 


Pin capacitance 


Test freq - 1MHz, 
T A - 25°C 




10 


pF 


IpD 


Power-down current* 


V cc - 2 to 5.5V 




50 


uA 


Vpp 


Vpp program voltage 


v ss - ov 

V cc " 5V±10% 
T A - 21°C-27°C 


12.5 


13.0 


V 


Ipp 


Program current 


Vpp - 13.0V 




10 


mA 


ice 


Supply current (see Figure 3) 
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AC SYMBOL DESIGNATIONS 


H 


- Logic level high 


Each timing symbol has five characters. The first character is 


L 


- Logic level low 


always T (- time). The other characters, depending on their 


Q 


- Output data 


positions, indicate the name of a signal or the logical status of 


T 


- Time 


that signal. The designations are: 


V 


- Valid 


C - Clock 


X 


- No longer a valid logic level 


D - Input data 


z 


- Float 



AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V C c - 5V±10%, V ss - 0V3. 1 



SYMBOL 


PARAMETER 


12MHz 


VARIABLE CLOCK 


UNIT 


Min 


Max 


Min 


Max 


1 /*CLCL 


Oscillator frequency 










3.5 
3.5 
0.5 


12 
16 
12 


MHz 


'CHCH 
'CLCL 
'CLCH 
'CHCL 


External clock (Figure 1) 
High time 
Low time 
Rise time 
Fall time 






20 
20 


20 
20 






ns 
ns 
ns 
ns 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any other conditions than those described in the AC and DC Electrical Characteristics 
section of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. Ail voltages with respect to Vss unless otherwise noted. 

4. Power-down Ice is measured with all output pins disconnected; port - VCC: X2, X1 n.c; RST - Vss. 

5. Active ICC is measured with ail output pins disconnected; X1 driven with tCLCH. tCHCL - 5ns, Vl(_ - Vss + 0.5V. V|H ~ VCC - 0.5V: X2 
n.c; RST - port - VCC- ICC will be slightly higher if a crystal oscillator is used. 

6. Idle Ice is measured with all output pins disconnected; X1 driven with tCLCH. tCHCL - 5ns. V|L - Vss + 0.5V, V|H " VCC - 0.5V; X2 n.c; 
port - VCC: RST - VSS. 

7. Load capacitance for ports - 80pF. 

8. Pins of ports 1 and 3 source a transition current when they are being externally driven from 1 to 0. The transition current reaches its 
maximum value when V|N is approximately 2V. 




Figure 1. External Clock Drive Waveform 



voc-os 

0.43V 



Figure 2. AC Testing Input/Output Waveform 
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MAX ACTIVE Ice 5 



TYP ACTIVE Ice 5 



MAX IDLE Ice 8 
TYP IDLE IccS 



A 8 12 

FREQ - MHz 



16 



Figure 3. Ice VS. FREQ 
Maximum l C c values taken at V cc = 5.5V and worst case temperature. 
Typical l C c values taken at V C c = 5.0V and 25°C. 
Notes 5 and 6 refer to AC Electrical Characteristics. 
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PROGRAMMING CONSIDERATIONS 

EPROM Characteristics 

The 87C751 is programmed by using a 
modified Quick-Pulse Programming algo- 
rithm similar to that used for devices 
such as the 87C451 and 87C51. It differs 
from these devices in that a serial data 
stream is used to place the 87C751 in 
the programming mode. 

Figure 4 shows a block diagram of the 
programming configuration for the 
87C751. Port pin P0.2 is used as the 
programming voltage supply input (Vpp 
signal). Port pin P0.1 is used as the pro- 
gram (PGM/) signal. This pin is used for 
the 25 programming pulses. 

Port 3 is used as the address input for 
the byte to be programmed and accepts 
both the high and low components of the 
eleven bit address. Multiplexing of these 
address components is performed using 
the ASEL input. The user should drive 
the ASEL input high and then drive port 
3 with the high order bits of the address. 
ASEL should remain high for at least 13 
clock cycles. ASEL may then be driven 
low which latches the high order bits of 
the address internally. The high address 
should remain on port 3 for at least two 
clock cycles after ASEL is driven low. 
Port 3 may then be driven with the low 
byte of the address. The low address will 
be internally stable 13 clock cycles later. 
The address will remain stable provided 
that the low byte placed on port 3 is 
held stable and ASEL is kept low. Note: 
ASEL needs to be pulsed high only to 
change the high byte of the address. 

Port 1 is used as a bidirectional data bus 
during programming and verify opera- 
tions. During the programming mode, it 
accepts the byte to be programmed. 
During the verify mode, it provides the 
contents of the EPROM location speci- 
fied by the address which has been sup- 
plied to Port 3. 

The XTAL1 pin is the oscillator input and 
receives the master system clock. This 
clock should be between 1.2 and 6 
MHz. 

The RESET pin is used to accept the 
serial data stream that places the 
87C751 into various programming modes. 
This pattern consists of a 10-bit code 
with the LSB sent first. Each bit is syn- 
chronized to the clock input, X1. 

Programming Operation 

Figures 5 and 6 show the timing dia- 
grams for the program/verify cycle. 
RESET should initially be held high for at 
least two machine cycles. P0.1 (PGM/) 
and P0.2 (Vpp) will be at Voh as a result 
of the RESET operation. At this point, 



these pins function as normal quasi- 
bidirectional I/O ports and the program- 
ming equipment may pull these lines low. 
However, prior to sending the 10 bit 
code on the reset pin, the programming 
equipment should drive these pins high 
(Vih)- The RESET pin may now be used 
as the serial data input for the data 
stream which places the 87C751 in the 
programming mode. Data bits are 
sampled during the clock high time and 
thus should only change during the time 
that the clock is low. Following transmis- 
sion of the last data bit, the RESET pin 
should be held low. 

Next the address information for the lo- 
cation to be programmed is placed on 
port 3 and ASEL used to perform the 
address multiplexing, as previously de- 
scribed. At this time, port 1 functions as 
an output. 

A high voltage Vpp level is then applied 
to the Vpp input (P0.2). (This sets Port 1 
as an input port.). The data to be pro- 
grammed into the EPROM array is then 
placed on Port 1 . This is followed by a 
series of programming pulses applied to 
the PGM/ pin (P0.1). These pulses are 
created by driving P0.1 low and then 
high. This pulse is repeated until a total 
of twenty-five programming pulses have 
occurred. At the conclusion of the last 
pulse, the PGM/ signal should remain 
high. 

The Vpp signal may now be driven to the 
Voh level, placing the 87C751 in the 
verify mode. (Port 1 is now used as an 
output port.). After 4 machine cycles (48 
clock periods) the contents of the ad- 
dressed location in the EPROM array will 
appear on Port 1 . 

The next programming cycle may now 
be initiated by placing the address infor- 
mation at the inputs of the multiplexed 
buffers, driving the Vpp pin to the Vpp 
voltage level, providing the byte to be 
programmed to Port 1 and issuing the 25 
programming pulses on the PGM/ pin, 
bringing Vpp back down to the Vcc level 
and verifying the byte. 

Programming Modes 

The 87C751 has four programming fea- 
tures incorporated within its EPROM ar- 
ray. These include the USER EPROM for 
storage of the application's code, a six- 
teen byte encryption KEY array and two 
security bits. Programming and verifica- 
tion of these four elements are selected 
by a combination of the serial data 
stream applied to the RESET pin and the 
voltage levels applied to port pins P0.1 
and P0.2. The various combinations are 
shown in Table 3. 



Encryption Key Table 

The 87C751 includes a 16 byte EPROM 
array that is programmable by the end 
user. The contents of this array can then 
be used to encrypt the program memory 
contents during a program memory verify 
operation. When a program memory ver- 
ify operation is performed, the contents 
of the program memory location is 
XNOR'ed with one of the bytes in the 16 
byte encryption table. The resulting data 
pattern is then provided to port 1 as the 
verify data. The encryption mechanism 
can be disabled, in essence, by leaving 
the bytes in.the encryption table in their 
erased state (FFH) since the XNOR 
product of a bit with a logical one will 
result in the original bit. The encryption 
bytes are mapped with the code memory 
in 16 byte groups. The first byte in code 
memory will be encrypted with the first 
byte in the encryption table; the second 
byte in code memory will be encrypted 
with the second byte in the encryption 
table and so forth up to and including 
the sixteenth byte. The encryption re- 
peats in 16 byte groups; the seventeenth 
byte in the code memory will be en- 
crypted with the first byte in the encryp- 
tion table, and so forth. 

Security Bits 

Two security bits, security bit 1 and se- 
curity bit 2, are provided to limit access 
to the USER EPROM and encryption 
key arrays. Security bit 1 is the program 
inhibit bit, and once programmed per- 
forms the following functions: 

1. Additional programming of the US- 
ER EPROM is inhibited. 

2. Additional programming of the en- 
cryption key is inhibited. 

3. Verification of the encryption key is 
inhibited. 

4. Verification of the USER EPROM and 
the security bit levels may still be 
performed. 

(If the encryption key array is being 
used, this security bit should be pro- 
grammed by the user to prevent un- 
authorized parties from reprogramming 
the encryption key to all logical zero 
bits. Such programming would provide 
data during a verify cycle that is the 
logical compliment of the USER EPROM 
contents.) 

Security bit 2, the verify inhibit bit, pre- 
vents verification of both the USER 
EPROM array and the encryption key 
arrays. The security bit levels may still 
be verified. 
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Programming and Verifying 
Security Bits 

Security bits are programmed employing 
the same techniques used to program 
the USER EPROM and KEY arrays using 
serial data streams and logic levels on 
port pins indicated in Table 3. When pro- 
gramming either security bit, it is not 
necessary to provide address or data in- 
formation to the 87C751 on ports 1 and 

Verification occurs in a similar manner 
using the RESET serial stream shown in 
Table 3. Port 3 is not required to be 
driven and the results of the verify op- 
eration will appear on ports 1.6 and 1.7. 



Port 1.7 contains the security bit 1 data 
and is a logical one if programmed and a 
logical zero if erased. Likewise, P1.6 
contains the security bit 2 data and is a 
logical one if programmed and a logical 
zero if erased. 

Erasure Characteristics 

Erasure of the EPROM begins to occur 
when the chip is exposed to light with 
wavelengths shorter than approximately 
4,000 angstroms. Since sunlight and 
fluorescent lighting have wavelengths in 
this range, exposure to these light 
sources over an extended time (about 1 
week in sunlight, or 3 years in room level 
fluorescent lighting) could cause inadver- 



tent erasure. For this and secondary ef- 
fects, it is recommended that an 
opaque label be placed over the win- 
dow. For elevated temperature or sol- 
vent environments, use Kapton tape 
Fluorglas part number 2345-5 or equiv- 
alent. 

The recommended erasure procedure is 
exposure to ultraviolet light (at 2537 
angstroms) to an integrated dose of at 
least 1 5W-sec/cm2. Exposing the 
EPROM to an ultraviolet lamp of 
12,000uW/cm2 rating for 20 to 39 min- 
utes, at a distance of about 1 inch, 
should be sufficient. 

Erasure leaves the array in an all 1s 
state. 



Table 3. Implementing Program/Verify Modes 



Operation 


Serial Code 


P0.1 (PGM/) 


P0.2 (Vpp) 




Program user EPROM 
Verify user EPROM 
Program key EPROM 


296H 
296 H 
292 H 


V IH 


Vpp 
VlH 
Vpp 


Verify key EPROM 
Program security bit 1 
Program security bit 2 
Verify security bits 


292 H 
29AH 
298H 
29AH 


VlH 
* 

VlH 


VlH 
Vpp 
Vpp 
VlH 


NOTE: 

"Pulsed from V| H to V||_ and returned to V|h- 





EPROM PROGRAMMING AND VERIFICATION CHARACTERISTICS T A - 21°C to +27°C, V C C - 5V±10%, V ss - 0V 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


1 /'CLCL 


Oscillator/clock frequency 


1.2 


6 


MHz 


<AVGL* 


Address setup to P0.1 (PROG-) low 


10us + 24t CLCL 






•ghax 




48t C l_CL 






Address hold after P0.1 (PROG-) high 






•dvgl 


Data setup to P0.1 (PROG-) low 


38t C LCL 






tGHDX 


Data hold after P0.1 (PROG-) high 


36tCLCL 






'SHGL 


Vp P setup to P0.1 (PROG-) low 


10 




us 


•ghsl 


Vpp hold after P0.1 (PROG-) 


10 




us 


'glgh 


P0.1 (PROG-) width 


90 


110 


us 








tAVQV** 


Vpp low (V C c) to d ata valicf 




48t CL CL 




<GHGL 


P0.1 (PROG-) high to P0.1 (PROG-) low 


10 




us 


'SYNL 


PO.O (sync pulse) low 


4t C LCL 






'SYNH 


PO.O (sync pulse) high 


StcLCL 






*MASEL 


ASEL high time 


13t CLCL 






'mahld 


Address hold time 


2tCLCL 






'haset 


Address setup to ASEL 


13t C LCL 






'adsta 


Low adress to address stable 


13tci_CL 






NOTES: 

"Address should be valid at least 24t C i_CL before the rising edge of P0.2 (V PP ). 

"For a pure verify mode, i.e., no program mode in between, tAVQV is 14t CLCL maximum. 
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A0-A7/AB-A10 



ADDRESS STROBE 



Vpp/V| H VOLTAGE 
SOURCE 



CONTROL 
LOGIC 





voc 


P10-PJ.7 


v ss 


PO.O/ASEL 






P1j0-P1.7 


PO.1 




P0.2 




XTAL1 
RESET 





Figure 4. Programming Configuration 



XTAL1 



WIN 2 MACHINE 

|«— CYCLES Of TEN BIT SERIAL CODE — A 

RESET _J * I BIT I BIT 1 I BIT 2 I BIT 3 I BIT 4 I BIT 5 I BIT 6 I BIT 7 I BIT 8 I BIT 9 I 

P0.2 UNDEFINED I 

P0.1 UNDEFINED l 



Figure 5. Entry Into Program/Verify Modes 
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P0.2 (Vpp) 5V 



P0.1 (PGM) 



PO.O (ASEL) 



J^'masel - *! 



|" j'sHGL 



V 



25 PULSES 



hi 6 



L..._n_n:":TLJ 



GLGH |j GHGL 

10us MIN 



HIGH ADDRESS X L0W ADDREs"s" 



PORT 1 



|" *j 'aDSTA j* j *DVGL 

l DATA XvAUD DATA^~ DATA TO BE 



GHDX 



PROGRAMMED 



" X INVALID DATA ^ W 



-VERIFY MODE- 



+ 



-PROGRAM MODE- 



-VERIFY MODE- 
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8XC752 OVERVIEW 

The Signetics 83C752/87C752 is a single-chip control 
oriented microcontroller fabricated with Signetics high- 
density CMOS technology minimizing CMOS latch-up 
sensitivity. Being a member of the 80C51 family, the 
83C752 has a powerful instruction set, and has the same 
basic architecture as the 80C51. The 83C752 is essen- 
tially the popular industry-standard 83C751 with the in- 
clusion of a 5-charmel multiplexed 8-bit ADC and a 
PWM output. 

The 83C752 contains a 2K X 8 masked ROM, 64 bytes 
of RAM, 21 I/O lines, a 16-bit auto-reload timer/count- 
er, a fixed rate timer, a seven source fixed priority in- 
terrupt structure, a bi-directional Inter-Integrated Cir- 
cuit (I2C) serial bus interface, and an on-chip oscillator. 
This device also includes a 5-channel multiplexed 8-bit 
A/D converter and an 8-bit PWM output. 

The on-board I2C bus interface allows the 83C752 to op- 
erate as a Master or Slave device on the I2C small area 
network. This capability facilitates I/O and RAM expan- 
sion, access to EEPROM, processor-to-processor com- 
munications, and efficient interface to a wide variety of 
dedicated I2C peripherals. 

The EPROM version of this device, the 87C752, is also 
available in both quartz-lid erasable and plastic one-time 
programmable (OTP) packages. Once the array has been 
programmed, it is functionally equivalent to the masked 
ROM 83C752. Thus, unless explicitly stated otherwise, 
all references made to the 83C752 apply equally to the 
87C752. 

The 83C752 supports two power reduction modes of op- 
eration referred to as the idle mode and the power-down 
mode. 

Idle Mode 

In the idle mode, the CPU puts itself to sleep while all 
of the on-chip peripherals stay active, except for the 
A/D converter and the PWM output. The instruction 
which places the 83C752 into the idle mode is the last 
instruction executed in normal operation before the idle 
mode is activated. The CPU contents, the on-chip RAM, 
and all of the SFRs remain intact during this mode. The 
idle mode can be terminated by any enabled interrupt or 
by a hardware reset. An interrupt will cause processing 
to begin with the interrupt service routine. 

Power-Down Mode 

In the power-down mode, the oscillator is stopped and 
the instruction to invoke power-down is the last instruc- 
tion executed. Only the contents of the on-chip RAM is 
preserved. A hardware reset is the only way to terminate 
the power-down mode. The control bits for the reduced 
power modes are in the PCON register. 



Memory Organization 

The 83C752 manipulates operands in three memory ad- 
dress spaces. The first is the program memory space 
which contains program instructions as well as constants 
such as look-up tables. The program memory space con- 
tains 2Kbytes in the 83C752. 

The second memory space is the data memory array 
which has a logical address space of 128 bytes. However, 
only the first 64 bytes (0 to 3FH) are implemented in 
the 83C752. 

The third memory space is the special function register 
array having a 128 byte address space (80H to FFH). 
Only selected locations in this memory space are used 
(see Table 23). Note that the architecture of these 
memory spaces (internal program memory, internal data 
memory, and special function registers) is identical to 
the 80C51 and the 83C752 varies only in the amount of 
memory physically implemented. 

The 83C752 does not directly address any external data 
or program memory spaces. For this reason, the MOVX 
instructions in the 80C51 instruction set are not imple- 
mented i n th e 83C752, nor are the alternate I/O pin 
functions RD and WR. 

I/O Ports 

The I/O pins provided by the 83752 consists of port 0, 
port 1, and port 3. 

Port 

Port is a 5-bit bi-directional I/O port and includes al- 
ternate functions on some pins of this port. Pins P0.3 
and P0.4 are provided with internal pullups while the 
remaining pins (P0.0, P0.1 and P0.2) have open drain 
output structures. The alternate functions for port are: 

PO.O SCL - the I2C bus clock 
P0.1 SDA - the I2C bus data 
P0.4 PWM - the PWM output 

If the alternate functions, I2C and PWM, are not being 
used then these pins may be used as I/O ports. 

Port 1 

Port 1 is an 8-bit bi-directional I/O port whose structure 
is identical to the 80C51, but also includes alternate in- 
put functions on all pins. The alternate pin functions for 
port 1 are: 

P1.0-P1.4 - ADC0-ADC4 - A/D converter analog in- 
puts 

PI. 5 INTO - external interrupt input 
PI. 6 INT1 - external interrupt 1 input 
PI. 7 - TO - timer external input 
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Table 23. 8XC752 Special Function Registers 



Symbol 


description 


Direct 
Address 


Bit Address, Symbol or Alternative Port Function 
MSB LSB 


Reset \ alue 


ACC* 
ADAT# 


Accumulator 
A/D result 


EOH 
84H 


E7 


E6 


E5 


E4 


E3 


E2 


El 


E0 


OOH 
OOH 


ADCON# 


A/D control 


AOH 




- 


ENADC 


ADCI 


ADCS 


AADR2 


AADR1 


AADRO 


y .'J 1 1 
OOH 

OOH 
OOH 


B* 

DPTR" 
DPL 
DPH 


B Register 

Data pointer (2 bytes)^ 
Data pointer low 
Data pointer high 


FOH 

82H 
83H 


F7 
DF 


F6 
DE 


F5 
DD 


F4 
DC 


F3 
DB 


F2 
DA 


Fl 

D9 


FO 
D8 


I2CFG*# 


I 2 C configuration 


D8H/RD 


SLAVEN 


MASTRQ 





TIRUN 






CTI 


CTO 


OOOOxxOOB 






WR 


SLAVES 


MASTRQ 


CLRTI 


TIRUN 






CT1 


CTO 










9F 


9E 


9D 


9C 


9B 


9A 


99 


98 




I2CON*# 


I 2 C control 


98H/RD 


RDAT 


ATN 


DRDY 


ARL 


STR 


STP 


MASTER 




81H 






WR 


CXA 


IDLE 


CDR 


CARL 


CSTR 


CSTP 


XSTR 


XSTP 




I2DAT*# 


1 Udla 


99H/RD 


RDAT 























80H 






WR 


XDAT 


X 


X 


X 


X 


X 


X 


X 










FF 


FE 


FD 


FC 


FB 


FA 


F9 


F8 




I2STA*# 


I 2 C status 


F8H 




IDLE 


xdataIxactv 


makstrImakstp 


XSTR 


XSTP 










AF 


AE 


AD 


AC 


AB 


AA 


A9 


A8 




IE*# 


Interrupt enable 


A8H 


EA 


EAD 


ETI 


ES 


I: PWM 


F.X1 


ETO 


EXO 


OOH 


P0»# 
Pl'# 
P3*# 


Port 
Port 1 
Port 3 


80H 
90H 
BOH 


97 
B7 


96 
B6 


95 
BS 


84 
94 
B4 


83 
93 
B3 


82 
92 
B2 


81 
91 
Bl 


80 
90 
BO 


xxxlllllB 

FFH 

FFH 


PCON# 


Power control 


87H 


" 


" 


- 




- 




PD 


IDL 


xxxxOOOOB 








D7 


D6 


D5 


D4 


D3 


D2 


Dl 


DO 




PSW* 


Program status word 


DOH 


CY 


AC 


FO 


RSI 


RSO 


OV 






OOH 




P^rV^^ compare 


8EH 




xxxxxxxxB 


PWENA# 

PWMP# 

RTL# 

RTH# 

SP 

TL# 


PWM enable 
PWM prescaler 
Timer low reload 
Timer high reload 
Stack pointer 
Timer low 


FEH 
8FH 
8BH 
8DH 
81H 
8AH 




" 








- 




PWE 


FEH 
OOH 
OOH 
OOH 
07H 
OOH 


















TH# 
TCON*# 


Timer high 
Timer control 


8CH 
88H 


8F 


8E 


8D 


8C 


8B 


8A 


89 


88 


OOH 
OOH 








GATE 


C/T 


TF 


TR 


reo 


ITO 


IE1 


IT1 


OOH 



* = SFRs are bit addressable. 

# = SFRs are modified from or added to the 80C51 SFRs. 



If the alternate functions INTO, INT1, or TO are not 
being used, these pins may be used as standard I/O 
ports. If the A/D converter is not enabled, pins 
P1.0-P1.4 can be used as standard I/O pins. 

Port 3 

Port 3 is an 8-bit bi-directional I/O port whose structure 
is identical to the 80C51. Note that the alternate func- 
tions associated with port 3 of the 80C51 have been 
moved to port 1 of the 83C7S2 (as applicable). See Fig- 
ure 63 for port bit configurations. 

PWM Outputs 

The single PWM output is an alternate function assigned 
to P0.4, and can be used to output pulses of program- 
mable length and interval. The repetition frequency is 
defined by an 8-bit prescaler which generates the clock 
for the counter. This prescaler is contained in the 
PWMP register. 



The 8-bit counter counts from to 254 inclusive. The 
value of the 8-bit counter is compared to the contents of 
the compare register, PWM. When the content's value 
matches that of the PWM register, the PWM output is 
set high. When the counter reaches zero, the PWM out- 
put is set low. The pulse width ratio (duty cycle) is de- 
fined by the contents of the compare register and is in 
the range of to 1 programmed in increments of 1/255. 

The PWM output can be set continuously high by loading 
the compare register with OOH and continuously low by 
loading the compare register with FFH. The PWM out- 
put is enabled by setting the PWE bit in the PWM en- 
able register, PWENA. When enabled, the output is 
driven with a fully active strong pullup. When disabled, 
the pin behaves as a normal bi-directional I/O pin. 
When disabled, the counter remains active. The PWM 
function is disabled by a reset condition. The PWM out- 
put is high during power-down and idle modes and the 
counter is disabled. 



February 1989 



2-163 



A/D Converter 




ALTERNATE 
INPUT 
FUNCTION 




ALTERNATE 

OUTPUT 
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WRITE TO 
LATCH 



PO.X 
LATCH 



ALTERNATE 
INPUT 
FUNCTION 



PO.X 



Figure 63. Port Bit Latches and I/O Buffers 

The repetition frequency is given by: 
fosc 



fpWM = 



2 x (1 + PWMP) 255 

An oscillator frequency of 12MHz results in a repetition 
range of 92Hz to 23.5KHz. 

The low/high ratio of the PWM output is PWM / (255 - 
PWM) for PWM values except 255. A PWM value of 
255 results in the low PWM output. 

If enabled, a PWM interrupt will occur when the PWM 
counter overflows. 

In order for the PWM output to be used as a standard 
I/O pin, the PWM function needs to be disabled. The 
PWM counter can still be used as an internal timer by 
enabling the PWM interrupt. 



The 83C752 contains a 5-channel multiplexed 8-bit A/D 
converter. The conversion requires 40 machine cycles 
(40us at 12MHz oscillator frequency). 

The A/D converter is controlled by the A/D control reg- 
ister, ADCON. Input channels are selected by the analog 
multiplexer by bits ADCON.O through ADCON. 2. The 
ADCON register is not bit addressable. 

ADCON Register 



MSB 






LSB 


X X 


ENADC| ADCI 


ADCS |AADR2 


aadri|aadro 


ADCI ADCS 




Operation 







ADC not busy, a conversion can be started. 


1 


ADC busy, start of a new 


conversion is 




blocked. 






1 


Conversion completed, start of a new conver- 




sion is blocked. 






1 1 


Not possible. 






Input Channel Selection 


ADDR2 


ADDR1 


ADDRO 


Input Pin 











P1.0 








1 


Pl.l 





1 





P1.2 





1 


1 


PI. 3 


1 








PI. 4 



ADCON. 4 ADCI 



ADCON. 3 ADCS 



Position Symbol Function 

ADCON. 5 ENADC Enable A/D function when ENADC = 1. 

Disable A/D function when ENADC - 0. 
Reset forces ENADC - 0. 
ADC interrupt flag. This flag is set when 
an ADC conversion is complete. If IE. 6 - 
1, an interrupt is requested when ADCI — 
1. The ADCI flag is cleared when con- 
version data is read. This flag is read only. 
ADC start and status. Setting this bit starts 
an A/D conversion. Once set, ADCS 
remains high throughout the conversion 
cycle. On completion of the conversion, it 
is reset at the same time the ADCI 
interrupt flag is set. ADCS cannot be reset 
by software. 
ADCON. 2 AADR2 Analog input select. 
ADCON. 1 AADR1 Analog input select. 

ADCON.O AADRO Analog input select. This binary coded 
address selects one of the five analog 
input port pins of PI to be input to the 
converter. It can only be changed when 
ADCI and ADCS are both low. AADR2 is 
the most significant bit. 

The completion of the 8-bit ADC conversion is flagged 
by ADCI in the ADCON register and the result is stored 
in the special function register ADAT. 

An ADC conversion in progress is unaffected by an ADC 
start. The result of a completed conversion remains un- 
affected provided ADCI remains at a logic 1. While 
ADCS is a logic 1 or ADCI is a logic 1, a new ADC 
START will be blocked and consequently lost. An ADC 
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conversion in progress is aborted when the Idle or 
Power-down mode is entered. The result of a completed 
conversion (ADO = logic 1) remains unaffected when 
entering the Idle mode. See Figure 64 for an A/D input 
equivalent circuit. 

The analog input pins ADC0-ADC4 may be used as dig- 
ital inputs and outputs when the A/D converter is dis- 
abled by a in the ENADC bit in ADCON. When the 
A/D is enabled, the analog input channel that is selected 
by the ADDR2-ADDR0 bits in ADCON cannot be used 
as a digital input. Reading the selected A/D channel as 
a digital input will always return a 1 The unselected 
A/D inputs may always be used as digital inputs. 

Counter/Timer 

The 8XC752 counter/timer is designated Timer and is 
separate from Timer I of the I2C serial port and from 
the PWM. Its operation is similar to mode 2 of the 
80C51 counter/timer, extended to 16 bits. When Timer 
is used in the external counter mode, the TO input 
(PI. 7) is sampled every S4P1. The counter/timer func- 
tion is controlled using the timer control register 
(TCON) 



TCON Register 
MSB 



LSB 



GATE C/T TF TR IEO ITO IE1 I IT1 



Position Symbol 

TCON. 7 GATE 1 - 










TCON. 6 


C/T 


1 









TCON. 5 


TF 


1 









TCON.4 


TR 


1 









TCON. 3 


IEO 


1 


TCON. 2 


ITO 


1 









TCON.l 


IE1 


1 


TCON.O 


IT1 


1 










These flags are 
sponding 80C51 fla 
80C51 style timers 
register. 



Function 

Timer is enabled only when INTO pin is 
high and TR is 1 

Timer is enabled only when TR is 1 
Counter operation from TO pin 
Timer operation from internal clock 
Set on overflow of TO 

Cleared when processor vectors to inter- 
rupt routine and by reset 
Enable timer 
Disable timer 
Edge detected on INTO 
INTO is edge triggered 
INTO is level sensitive 
Edge detected on INT1 
INT1 is edge triggered 
INT1 is level sensitive 

functionally identical to the corre- 
gs except that there is only one of the 
and the flags are combined into one 



A communications watchdog timer Timer I, is described 
in the I2C section. In I2C applications, this timer is ded- 
icated to time generation and bus monitoring for the 
I2C. In non-I2C applications, it is available for use as a 
fixed time base. 

The 16-bit timer/counter's operation is similar to mode 
2 operation on the 80C51, but is extended to 16 bits. 
The timer/counter is clocked by either 1/12 the oscilla- 
tor frequency or by transitions on the TO pin. The C/T 
pin in special function register TCON selects between 
these two modes. When the TCON TR bit is set, the 



timer/counter is enabled. Register pair TH and TL are 
incremented by the clock source. When the register pair 
overflows, the register pair is reloaded with the values in 
registers RTH and RTL. The value in the reload regis- 
ters is left unchanged. The TF bit in special function 
register TCON is set on counter overflow and, if the in- 
terrupt is enabled, will generate an interrupt (see Figure 
65). 

I2C Serial I/O 

The I2C bus uses two wires (SDA and SCL) to transfer 
information between devices connected to the bus. The 
main technical features of the bus are: 

• Bidirectional data transfer between masters and slaves 

• Serial addressing of slaves 

• Acknowledgment after each transferred byte 

• Multimaster bus 

• Arbitration between simultaneously transmitting master 
without corruption of serial data on bus 

A large family of I2C compatible ICs is available. See 
the I2C section for more details on the bus and available 
ICs. 

The 83C752 I2C subsystem includes hardware to simplify 
the software required to drive the I2C bus. This circuitry 
is the same as that on the 83C751. (See the 83C751 sec- 
tion for a detailed discussion of this subsystem). 

Interrupts 

The interrupt structure is a seven source, one level in- 
terrupt system similar to the 8XC751. The interrupt 
sources are listed below in their order of polling se- 
quence priority (highest to lowest): 

Priority Source Function 

Highest INTO External interrupt 

TFO Timer flag 

INT1 External interrupt 1 

PWM PWM counter overflow 

TI DC timer overflow 

SIO Serial port interrupt 

Lowest ADC A/D conversion complete 

The vector addresses are as follows: 



Source 

INTO 

TFO 

INT1 

TIMER I 

SIO 

ADC 

PWM 



Vector 
Address 

0003H 
000BH 
001 3H 
001BH 
002311 
002BII 
0033H 



Interrupt Control Registers 

The 80C51 interrupt enable register is modified to take 
into account the different interrupt sources of the 
8XC752. 
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Rm - 0.5-3Kohms 

Cs + Cc - 15pF maximum 

Rs - Recommended < 9.6Kohms for 1LSB @ 12MHz 
NOTE: 

Because the analog to digital converter has a sampled-data comparator, the input looks capacitive to a source. When a 
conversion is initiated, switch Sm closes for 8tcy (8us @ 12MHz crystal frequency) during which time capacitance Cs + Cc 
is charged. It should be noted that the sampling causes the analog input to present a varying load to an analog source. 

Figure 64. A/D Input: Equivalent Circuit 



Interrupt Enable Register 

MSB LSB 
| EA | EAD | ETI | ES |EPWM| EX1 | ETO | EXO | 



Position 


Symbol 


Function 


IE. 7 


EA 


Global interrupt disable when EA = 


IE.6 


EAD 


A/D conversion complete 


IE. 5 


ETI 


Timer I 


IE.4 


ES 


I2C serial port 


IE.3 


EPWM 


PWM counter overflow 


IE2 


EX1 


External interrupt 1 


IE.l 


ETO 


Timer overflow 


IE.O 


EXO 


External interrupt 



Power-Down and Idle Modes 



The 8XC752 includes the 80CS1 power-down and idle 
mode features. The functions that continue to run while 
in the idle mode are Timer 0, the I2C interface includ- 



ing Timer I, the counter portion of the PWM, and the 
interrupts. Upon powering-up the circuit, or exiting from 
idle mode, sufficient time must be allowed for stabiliza- 
tion of the internal analog reference voltages before an 
A/D conversion is started. 

Instruction Set 

The instruction set of the 83C752 is identical to the 
80C51 except that: 

MOVX, LCALL and LJUMP are not implemented. 

If these instructions are executed, the appropriate 
number of instruction cycles will take place along with 
external fetches, however, no operation will take place. 
The LXMP may not respond to all program address bits. 



February 1989 



2-166 



Signetics Microprocessor Products 



User's Guide 



Section 2 - 8051 Derivatives 


8XC 


752 
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C/T> 



C/T-1 



TO PIN 



TR 



GATE -T> p\T 

into pin — ) y 



TL 



TH 



TF 



INT 



RELOAD 



RTL 



RTH 



Figure 65. 83C752 Counter/Timer Block Diagram 



Special Function Registers 



The special function registers (directly addressable only) 
contain all of the 8XC751 registers except the program 
counter and the four register banks. Most of the 21 spe- 
cial function registers are used to control the on-chip 
peripheral hardware. Other registers include arithmetic 
registers (ACC, B, PSW), stack pointer (SP) and data 
pointer registers (DPH, DPL). Nine of the SFRs are bit 
addressable. 

Data Pointer 

The Data Pointer DPTR) consists of a high byte (DPH) 
and a low byte (DPL). In the 80C51, this register allows 
the access of external data memory using the MOVX 
instruction. 

Ports 0, 1, 2 

PO, PI, P2 are the latches of Ports 0, 1, and 2, respec- 
tively. PI and P2 are each 8 bits wide while PO has only 
five valid bits since it represents a 5-bit port. 
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DESCRIPTION 

The Signetics S87C752 offers many of 
the advantages of the SC80C51 archi- 
tecture in a small package and at low 
cost. 

The S87C752 Microcontroller is fabri- 
cated with Signetics high-density CMOS 
technology. Signetics epitaxial substrate 
minimizes CMOS latch-up sensitivity. 

The S87C752 contains a 2K x 8 E- 
PROM, a 64 x 8 RAM, 21 I/O lines, a 
16-bit auto-reload counter/timer, a fixed- 
rate timer, a seven-source fixed-priority 
interrupt structure, a bidirectional Inter- 
Integrated Circuit (I2Q serial bus inter- 
face, an on-chip oscillator, a five chan- 
nel multiplexed 8-bit A/D converter, and 
an 8-bit PWM output. 

The onboard inter-integrated circuit (I2Q 
bus interface allows the S87C752 to op- 
erate as a master or slave device on the 
I2C small area network. This capability 
facilitates I/O and RAM expansion, ac- 
cess to EEPROM, processor-to-proces- 
sor communication, and efficient inter- 
face to a wide variety of dedicated I2C 
peripherals. 



FEATURES 

• EPROM version of S83C752 

• Available in erasable quartz lid 
or One-Time Programmable 
plastic packages 

• SC80C51 based architecture 

• Inter-Integrated Circuit (|2C) 
serial bus interface 

• Small package sizes 

- 28-pin DIP 

- 28-pin PLCC 

• Wide oscillator frequency range 

• Low power consumption: 

- Normal operation: less 
than 11mA @ 5V, 12MHz 

- Idle mode 

- Power-down mode 

• 2K x 8 EPROM, 64 x 8 RAM 

• 16-bit auto reloadable counter/ 
timer 

• 5 channel 8-bit A/D converter 

• 8-bit PWM output/timer 

• Fixed-rate timer 

• Boolean processor 

• CMOS and TTL compatible 

• Well suited for logic replace- 
ment, consumer and industrial 
applications 



LOGIC SYMBOL 



PIN CONFIGURATION 



v ss v cc "st 
i I i. 



LJ < 2 

O \ * 

< o 

O CO 



Vpp 
gt" 1— INTO 
ft i fc — IMT1 
- E ,«-T0 
2 S |«-ADC 

INPUTS 



XXss 



P3.4/A4LL 
P3.3/A3|T 

P3.2/A2/P7- 
A10UL 

P3.l/Ai/rr 

A9L1 
P3.0/A0/rT 
A8L2- 
P0.2/Vpp[T 
P0.1/SDA/i — 

oe-pgmLL 
po.o/scL/rr 
aselLS- 
rst[T 

X2[To 

xiQT 

Vss[TJ 
P1 .0/ADCO/r-T 

Dolli 
P1.1/ADC1/[7J 

m l — 



Vcc 

27]P3.5/A5 

||]P3.6/A6 

5i]p3.7/A7 

rriP0.4/PWM 

^OUT 

ii]po.3 

22]P1.7/ T0/D 7 
— I P1 .6/INT1 / 
HJD6 

P1.S/INT0/ 
D5 
Til AVcc 

TilAVss 

— 1P1.4/ADC4/ 

13 D4 

73P1.3/ADC3/ 
— ! D3 

7i]P1.2/ADC2/ 
— ' no 






TOP VIEW 


Pin 


Function 


Pin 


Function 


1 


P3.4/A4 


15 


P1.2/ADC2/D2 


2 


P3.3/A3 


16 


P1.3/A0C3/D3 


3 


P3.2/A2/A10 


17 


P1.4/ADC4/D4 


4 


P3.1/A1/A9 


18 


AVss 


5 


P3.0/A0/A8 


19 


AVcc 


6 


P0.2/Vpp 


20 


P1.5/INT0/D5 


7 


P0.1/SDA/ 


21 


P1 .6/INT1/D6 




OE-PQM 


22 


P1.7/T0/D7 


8 


P0.0/SCL/ 


23 


P0.3 




ASEL 


24 


P0.4/PWM 


9 


RST 




OUT 


10 


X2 


25 


P3.7/A7 


11 


X1 


26 


P3.6/A6 


12 


Vss 


27 


P3.5/A5 


13 


P1.0/ADC0/D0 


28 


Vcc 


14 


P1.1/ADC1/D1 







NOTE: 

A0-A10 and D0-D7 available for EPROM 
verify only. 
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— Package Codes: 

A28 - Plastic PLOC (OTP) 
F28 - Ceramic DIP 
N28 - Plastic DIP (OTP) 
1 Speed and Temperature Range: 

1 - 3.5 to 12MHz, 0°C to +70°C 

2 - 3.5 to 12MHz, -40 °C to +85 °C 

3 - 0.5 to 12MHz, 0°C to +70° C 

4 - 3.5 to 16MHz. 0°C to +70° C 

5 - 3.5 to 16MHz, -40 °C to +85 °C 



PART NUMBER SELECTION 


Part Number 


Speed 


Temperature and Package 


S87C752-1 F28 


3.5 to 12MHz 


to +70°C, Ceramic DIP 


S87C752-3F28 


0.5 to 12MHz 


to +70°C, Ceramic DIP 


S87C752-4F28 


3.5 to 16MHz 


to +70°C, Ceramic DIP 


S87C752-1 N28 


3.5 to 12MHz 


to +70°C, Plastic DIP 


S87C752-2N28 


3.5 to 12MHz 


. -40 to +85°C, Plastic DIP 


S87C752-3N28 


0.5 to 12MHz 


to +70°C, Plastic DIP 


S87C752-4N28 


3.5 to 16MHz 


to +70°C, Plastic DIP 


S87C752-5N28 


3.5 to 16MHz 


-40 to +85°C, Plastic DIP 


S87C752-1 A28 


3.5 to 12MHz 


to +70°C, Plastic LCC 


CQ7P7f:9 0A90 


O.O TO ItilVlriZ 


—40 to +85 C, Plastic LCC 


S87C752-3A28 


0.5 to 12MHz 


to +70°C, Plastic LCC 


S87C752-4A28 


3.5 to 16MHz 


to +70°C, Plastic LCC 


S87C752-5A28 


3.5 to 16MHz 


-40 to +85°C, Plastic LCC 
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PIN CONFIGURATION (DIP and PLCC) 



MNEMONIC PIN NO. TYPE 



NAME AND FUNCTION 



V S S 

Vcc 

P0.0-P0.4 



P1.0-P1.7 



P3.0-P3.7 



RST 



12 
28 
8-6, 
23, 24 



24 



13-17, 
20-22 



20 
21 
22 
13-17 



5-1 

27-25 



X1 



X2 

AVcc 
AVss 



11 



10 
19 
18 



I 
I 

I/O 



I/O 
I/O 

o 



I/O 



I/O 



o 
I 
I 



Circuit ground potential. 

Supply voltage during normal, idle, and power— down operation. 

Port 0: Port is a 5-bit bidirectional port. Port 0.0 - P0.2 are open drain. Port 0.0 - P0.2 pins 
that have ones written to them float, and in that state can be used as high-impedance inputs. 
P0.3-P0.4 are bi-directional I/O port pins with internal pullups. Port also serves as the serial 
I2C interface as shown in the pinout diagram. When this feature is activated by software, SCL and 
SDA are driven low in accordance with the I2C protocol. These pins are driven low if the port 
register bit is written with a or if the I2C subsystem presents a 0. The state of the pin can 
always be read from the port register by the program. Port 0.3 and 0.4 have internal pull-ups that 
function identically to port 3. Pins that have ones written to them are pulled high by the internal 
pull-ups and can be used as inputs. 

To comply with the I2C specification, PO.O and P0.1 are open drain bidirectional I/O pins with the 
electrical characteristics listed in the tables that follow. While these differ from 'standard TTL' 
characteristics, they are close enough for the pins to still be used as general-purpose I/O in 
non-l2C applications. 
SDA (P0.1) I2C data. 
SCL (PO.O) I2C clock. 

PWM OUT (P0.4) - This pin also functions as the pulse width modulated output. When the PWM 
is enabled, the output (P0.4) has a strong active pull-up and cannot be used as an input, (see DC 
Electrical Characteristics). 

Port also provides alternate functions for programming the EPROM memory as follows: 
V p p (P0.2) - Programming voltage input. 

OE/PGM (P0.1) - Input, OE/PGM, which specifies verify mode (output enable) or the prrogram 
mode. 

OE/PGM - 1 output enabled (verify mode) 
OE/PGM - program mode. 

ASEL (PO.O) - input which indicates which bits of the EPROM address are applied to port 3. 
ASEL - low address byte available on port 3. 

ASEL - 1 high address byte is available on port 3 (only the three least significant bits are used). 
Port 1: Port 1 is an 8-bit bidirectional I/O port with internal pullups. Port 1 pins that have ones 
written to them are pulled high by the internal pullups and can be used as inputs. P0.3-P0.4 pins 
are bi-directional I/O port pins with internal pullups. As inputs, port 1 pins that are externally 
pulled low will source current because of the internal pullups. (See DC electrical characteristics 
liL). Port 1 also serves the special function features of the SC80C51 family as listed below: 
INTO (P1.5): External interrupt 
INT1 (P1.6): External interrupt 
TO (P1.7): Timer external input 

ADC0 (P1.0) - ADC4 (P1.4) - Port 1 also functions as the inputs to the five channel multiplexed 
A/D converter. These pins can be used as outputs only if the A/D function has been disabled. 
These pins may be used as inputs while the A/D converter is enabled. 
Port 1 serves to output the addressed EPROM contents in the verify mode and accepts as inputs 
the value to program into the selected address during the program mode. 
Port 3: Port 3 is an 8-bit bidirectional I/O port with internal pullups. Port 3 pins that have ones 
written to them are pulled high by the internal pullups and can be used as inputs. As inputs, port 
3 pins that are externally being pulled low will source current because of the pullups (See DC 
electrical characteristics: Iil). Port 3 also functions as the address input for the EPROM memory 
location to be programmed (or verified). The 11 -bit address is multiplexed into this port as spec- 
ified by P0.0/ASEL. 

Reset: A high on this pin for two machine cycles while the oscillator is running resets the device. 
An internal diffused resistor to Vss permits a power-on RESET using only an external capacitor 
to Vcc- After the device is reset, a 10-bit serial sequence, sent LSB first, applied to RESET, 
places the device in the programming state allowing programming address, data and Vpp to be 
applied for programming or verification purposes. The RESET serial sequence must be synchro- 
nized with the X1 input. 

Crystal 1: Input to the inverting oscillator amplifier and input to the internal clock generator 
circuits. X1 also serves as the clock to strobe in a serial bit stream into RESET to place the de- 
vice in the programming state. 

Crystal 2: Output from the inverting oscillator amplifier. 
Analog supply voltage and reference input. 
Analog supply and reference ground. 
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OSCILLATOR CHARACTERISTICS 

X1 and X2 are the input and output, re- 
spectively, of an inverting amplifier 
which can be configured for use as an 
on-chip oscillator. 

To drive the device from an external 
clock source, X1 should be driven while 
X2 is left unconnected. There are no re- 
quirements on the duty cycle of the ex- 
ternal clock signal, because the input to 
the internal clock circuitry is through a 
divide-by-two flip-flop. However, mini- 
mum and maximum high and low times 
specified in the data sheet must be 
observed. 

IDLE MODE 

In the idle mode, the CPU puts itself to 
sleep while all of the on-chip peripherals 
stay active, except for the A/D con- 
verter and the PWM output. The instruc- 
tion to invoke the idle mode is the last 
instruction executed in the normal oper- 
ating mode before the idle mode is acti- 
vated. The CPU contents, the on-chip 
RAM, and all of the special function reg- 
isters remain intact during this mode. The 
idle mode can be terminated either by 
any enabled interrupt (at which time the 
process is picked up at the interrupt 
service routine and continued), or by a 
hardware reset which starts the proces- 
sor in the same manner as a power-on 
reset . 

POWER-DOWN MODE 

In the power-down mode, the oscillator 
is stopped and the instruction to invoke 
power-down is the last instruction exe- 
cuted. Only the contents of the on-chip 
RAM are preserved. A hardware reset is 
the only way to terminate the power- 
down mode. The control bits for the re- 
duced power modes are in the special 
function register PCON. 



Table 1. External Pin Status During 
Idle and Power-Down Modes 



Mode 


Port 0* 


Portl 


Port 2 


Idle 

Power-down 


Data 
Data 


Data 
Data 


Data 
Data 



"Except for PWM output (P0.4) 



DIFFERENCES BETWEEN THE 
S87C752 AND THE SC80C51 

Program Memory 

On the S87C752, program memory is 
2048 bytes long and is not externally 
expandable. Program memory can con- 
tain S87C752 instructions and constant 
data. The only fixed locations in program 
memory are the addresses at which exe- 
cution is taken up in response to reset 
and to interrupts, which are as follows: 



Program Memory 



Event Address 

Reset 000 

External INTO 003 

Counter/timer 00B 

External INT1 013 

Timer I 01 B 

I2C serial 023 

ADC 02B 

PWM 033 



Counter/Timer Subsystem 

The S87C752 has one counter/timer 
called timer/counter 0. Its operation is 
similar to mode 2 operation on the 
SC80C51, but is extended to 16 bits with 
16 bits of autoload. The controls for this 
counter are centralized in a single regis- 
ter called TCON. 

A watchdog timer, called Timer I, is for 
use with the I2C subsystem. In I2C appli- 
cations, this timer is dedicated to time- 
generation and bus monitoring of the 
I2C. In non-l2C applications, it is avail- 
able for use as a fixed timebase. 

Interrupt Subsystem - Fixed Priority 

The IP register and the 2-level interrupt 
system of the SC80C51 are eliminated. 
Simultaneous interrupt conditions are re- 
solved by a single-level, fixed priority as 
follows: 

Highest priority: Pin INTO 

Counter/timer flag 

Pin INT1 

PWM 

Timer I 

Serial |2C 
Lowest priority: ADC 

Serial Communications 

The S87C752 contains an I2C serial com- 
munications port instead of the SC80C51 
UART. The I2C serial port is a single bit 
hardware interface with all of the hard- 
ware necessary to support multimaster 
and slave operations. Also included are 
receiver digital filters and timer (timer I) 
for communication watch-dog purposes. 
The I2C serial port is controlled through 
four special function registers; I2C con- 
trol, I2C data, |2C status, and I2C config- 
uration. 

Pulse Width Modulation Output (P0.4) 

The PWM outputs pulses of program- 
mable length and interval. The repetition 
frequency is defined by an 8-bit 
prescaler which generates the clock for 
the counter. The prescaler register is 
PWM P. The prescaler and counter are 
not associated with any other timer. The 
8-bit counter counts modulo 255, that is 
from to 254 inclusive. The value of the 
8-bit counter is compared to the con- 



tents of a compare register, PWM. When 
the counter value matches the contents 
of this register, the output of PWM is set 
high. When the counter reaches zero, 
the output of PWM is set low. The pulse 
width ratio (duty cycle) is defined by the 
contents of the compare register and is 
in the range of to 1 programmed in 
increments of 1/255. The PWM output 
can be set to be continuously high by 
loading the compare register with and 
the output can be set to be continuously 
low by loading the compare register with 
255. The PWM output is enabled by a bit 
in a special function register, PWENA. 
When enabled, the pin output is driven 
with a fully active pull-up. That is, when 
the output is high, a strong pull-up is 
continuously applied. When disabled, the 
pin behaves as a normal bidirectional I/O 
pin, however, the counter remains 
active. 

The PWM function is disable during RE- 
SET and remains disabled after reset is 
removed until re-enabled by software. 
The PWM output is high during power 
down and idle. The counter is disabled 
during idle. The repetition frequency of 
the PWM is given by: 

fpwM -fosc / 2 (1 + PWMP) 255 

The low/high ratio of the PWM signal is 
PWM / (255 - PWM) for PWM not equal 
to 255. For PWM - 255, the output is 
always low. 

The repetition frequency range is 92Hz 
to 23.5kHz for an oscillator frequency of 
12MHz. 

An interrupt will be asserted upon PWM 
counter overflow if the interrupt is not 
masked off. 

The PWM output is an alternative func- 
tion of P0.4. In order to use this port as 
a bidirectional I/O port, the PWM output 
must be disabled by clearing the en- 
able/disable bit in PWENA. In this case, 
the PWM subsystem can be used as an 
interval timer by enabling the PWM 
interrupt. 

A/D Converter 

The analog input circuitry consists of a 
5-input analog multiplexer and an A to D 
converter with 8-bit resolution. The con- 
version takes 40 machine cycles, i.e., 
40us at 12MHz oscillator frequency. The 
A/D converter is controlled using the 
ADCON control register. Input channels 
are selected by the analog multiplexer 
through ADCON register bits 0-2. 
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Special Function Register Addresses 

Special function register addresses for 
the S87C752 are identical to those of 
the SC80C51, except for the changes 
listed below: 



SC80C51 special function registers not 
present in the S87C752 are TMOD (89), 
P2 (AO) and IP (B8). The SC80C51 regis- 
ters TH 1 , TL1, SCON, and SBUF are 
replaced with the S87C752 registers 



RTH, RTL, I2C0N, and I2DAT, respec- 
tively. Additional special function regis- 
ters are I2CFG (D8), I2STA (FB), 
ADCON (AO), ADAT (84), PWM (8E), 
PWMP (8F), and PWENA (FE). 



Table 2. 1% Special Function Register Addresses 



Register Address 


Bit Address 


Name 


Symbol 


Address 


MSB 










LSB 


I2C control 


I2C0N 


98 


9F 


9E 


9D 


9C 


9B 


9A 


99 


98 


I2C data 


I2DAT 


99 


















I2C configuration 


I2CFG 


D8 


DF 


DE 


DD 


DC 


DB 


DA 


D9 


D8 


I2C status 


I2STA 


F8 


FF 


FE 


FD 


FC 


FB 


FA 


F9 


F8 



ABSOLUTE MAXIMUM RATINGS 



SYMBOL 


PARAMETER 


RATING 


UNIT 


T STG 


Storage temperature range 


-65 to +150 


°C 


Vcc 


Voltage from V^c *° Vss 3 


-0.5 to +6.5 


V 


v s 


Voltage from any pin to Vss 3 


-0.5 to V cc + 0.5 


V 


Pd 


Power dissipation 


1.0 


w 



DC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, AV CC - 5V ±10%, AV SS - OV 3 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


LIMITS 


UNIT 


Min 


Max 


ice 


Supply current (see Figure 3) 






TBD 




Inputs 


V|L 
V| H 

Vim 


Input low voltage, except SDA, SCL 
Input high voltage, except X1, RST 
Input high voltage, X1, RST 




-0.5 
0.2V cc +0.9 
0.7V CC 


0.2V CC -0.1 
Vcc+0.5 
Vcc+0.5 


V 
V 
V 


V|L1 
V,H2 


SDA, SCL: 
Input low voltage 
Input high voltage 




-0.5 
0.7V CC 


0.3V CC 
Vcc+0.5 


V 

v 


Outputs 


Vol 

V0L1 


Output low voltage, ports 1, 3, 0.3, and 0.4 (PWM disabled) 
Output low voltage, port 0.2 


Iql - 1 .6mA 
Iql - 3.2mA 




0.45 
0.45 


V 
V 


V H 
VOH2 


Output high voltage, ports 1, 3, 0.3, and 0.4 (PWM disabled) 
Output high voltage, P0.4 (PWM enabled) 


l H " -60uA 
l 0H " ~25uA 
l 0H " -10uA 
l OH " -400uA 
l OH - -40uA 


2.4 
0.75V CC 
0.9V CC 

2.4 

0.9V CC 




V 
V 
V 

V 
V 


VOL2 
C 


Port 0.0 and 0.1 (I2Q - Drivers 
Output low voltage 

Driver, receiver combined: 
Capacitance 


Iol - 3mA 
(over Vcc range) 




0.4 
10 


V 
PF 


IlL 
Itl 
Ili 


Logical input current, ports 1, 3, 0.3, and 0.4 (PWM disabled) 
Logical 1 to transition current, ports 1, 3, 0.3 and 0.4 
Input leakage current, port 0.0, 0.1 and 0.2 


V, N - 0.45V 
V IN - 2V 
0.45 < V, N < V CC 




-50 
-650 
±10 


uA 
uA 
uA 


Rrst 


Reset pull-down resistor 




25 


175 


kohm 


C|0 


Pin capacitance 


Test freq - 1MHz, 
T A - 25°C 




10 


pF 


IPD 


Power-down current6 


V cc - 2 to 5.5V 




50 


uA 


Vpp 


Vpp program voltage 


v ss - ov 

V cc - 5V±10% 
T A - 21°C-27°C 


12.5 


13.0 


V 


Ipp 


Program current 


Vp P - 13.0V 




10 


ItlA 
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DC ELECTRICAL CHARACTERISTICS (Continued) 



SYMBOL 


PARAMETER 


TEST 
CONDITIONS 


LIMITS 


UNIT 


Min | Typical | Max 


Analog Inputs (A/D guaranteed only with quartz window covered.) 


AV c c 


Analog supply voltage9 


AV CC - V C c±0-2 


4.5 




5.5 


V 


Alec 
Alio 

AlpD 


Analog supply current 
Operating 
Idle mode8 
Power-down8 


AV CC -5.12V 






TBD 
TBD 
TBD 


mA 
mA 
mA 


AV IN 


Analog input voltage 




AVss-0.2 




AVcc+0.2 


V 


C|A 


Analog input capacitance 








TBD 


PF 


•ads 


Sampling time 








8t CY 


s 


<adc 


Conversion time 








40t CY 


s 


R 


Resolution 








8 


bits 


Era 


Relative accuracy8 








±1 


LSB 


os e 


Zero scale offsets 




TBD 






LSB 




Full scale gain error8 








TBD 


% 


MCTC 


Channel to channel matching 








TBD 


LSB 


c, 


Crosstalk 


- 100kHz 






TBD 


dB 



NOTES: 

1. Stresses above those listed under Absolute Maximum Ratings may cause permanent damage to the device. This is a stress rating only and 
functional operation of the device at these or any other conditions than those described in the AC and DC Electrical Characteristics 
section of this specification is not implied. 

2. This product includes circuitry specifically designed for the protection of its internal devices from damaging effects of excessive static 
charge. Nonetheless, it is suggested that conventional precautions be taken to avoid applying voltages greater than the rated maxima. 

3. Parameters are valid over operating temperature range unless otherwise specified. All voltages with respect to V s s unless otherwise noted. 

4. Power-down ICC is measured with all output pins disconnected; port - VcC: X2, X1 n.c; RST - Vss. 

5. Ice is measured with all output pins disconnected; XI driven with tCLCH. tCHCL - 5ns, V|L - Vss + 0.5V, V|H - Vcc - 0.5V; X2 n.c; RST - 
port - VCC- ICC will be slightly higher if a crystal oscillator is used. 

6. Idle Ice is measured with all output pins disconnected; X1 driven with tCLCH. tCHCL - 5ns, V||_ - Vss + 0.5V, V|H - Vcc - 0.5V; X2 n.c; 

port o - vee; RST - vss. 

7. Load capacitance for ports - 80pF. 

8. The resistor ladder network is not disconnected in the power down or idle modes. Thus, to conserve power, the user may remove AVCC 

9. If the A/D function is not required, or if the A/D function is only needed periodically, AVCC may be removed without affecting the 
operation of the digital circuitry. Contents of ADCON and ADAT are not guaranteed to be valid. Digital inputs on P1.0-P1.4 will not 
function normally. 



A/D CONVERTER PARAMETER 
DEFINITIONS 

The following list of definitions are in- 
cluded to clarify the specifications given. 
These definitions are not meant to be a 
complete set of A/D parameter defini- 
tions. 

Absolute Accuracy Error 

Absolute accuracy error at a given out- 
put is the difference between the theo- 
retical analog input voltage to produce a 
given output code and the actual analog 
input voltage required to produce the 
same code. Since the same output code 
is produced by a band of input voltages, 
the "required input voltage" is defined as 
the midpoint of the band of input volt- 
ages that will produce that code. Abso- 
lute accuracy error not specified with a 
code is the maximum over all codes. 

Absolute accuracy error includes gain er- 
ror, offset error and relative accuracy 
error, and accounts for all deviations 
from an ideal converter. 



Nonlinearity 

If a straight line is drawn between the 
end points of the actual converter char- 
acteristic such that zero offset and full 
scale errors are removed, then non- 
linearity is the maximum deviation of the 
code transitions of the actual character- 
istic from that of the straight line so con- 
structed. This is also referred to as rela- 
tive accuracy and also integral non- 
linearity. 

Differential Nonlinearity 

Differential nonlinearity is the maximum 
difference between the actual and ideal 
code widths of the converter. The code 
widths are the differences expressed in 
LSB between the code transition points, 
as the input voltage is varied through the 
range for the complete set of codes. 

Gain Error 

Gain error is the deviation between the 
ideal and actual analog input voltage re- 
quired to cause the final code transition 
to a full-scale output code after the off- 
set error has been removed. This may 



sometimes be referred to as full scale 
error. 

Offset Error 

Offset error is the difference between 
the actual input voltage that causes the 
first code transition and the ideal value 
to cause the first code transition. This 
ideal value is 1/2 LSB above V re f-. 

Channel to Channel Matching 

Channel to channel matching is the 
maximum difference between the corre- 
sponding code transitions of the actual 
characteristics taken from different 
channels under the same temperature, 
voltage and frequency conditions. 

Crosstalk 

Crosstalk is the measured level of a sig- 
nal at the output of the converter re- 
sulting from a signal applied to one 
deselected channel. 



February 1989 



2-173 



Signetics Microprocessor Products 



Preliminary Specification 



CMOS Single-Chip 8-Bit Microcontroller S87C752 

Total Error Relative Accuracy 

Maximum deviation of any step point Relative accuracy error is the deviation 

from a line connecting the ideal first of the ADC's actual code transition 

transition point to the ideal last transition points from the ideal code transition 

point. points on a straight line which connects 

the ideal first code transition point and 
the final code transition point, after 
nulling offset error and gain error. It is 
generally expressed in LSBs or in per- 
cent of FSR. 



AC ELECTRICAL CHARACTERISTICS T A - 0°C to +70°C or T A - -40°C to +85°C, V cc - 5V±10%, V ss - 0V3. ? 



SYMBOL 


PARAMETER 


12MHz 


VARIABLE CLOCK 


UNIT 


Min 


Max 


Min 


Max 


1/tCLCL 


Oscillator frequency 






3.5 
3.5 
0.5 


12 
16 
12 


MHz 




External clock (Figure 1) 












*CHCH 


High time 


20 








ns 


<CLCL 


Low time 


20 








ns 


*CLCH 


Rise time 




20 






ns 


tCHCL 


Fall time 




20 






ns 



AC SYMBOL DESIGNATIONS 

Each timing symbol has five characters. The first character is 

always 't' (- time). The other characters, depending on their 

positions, indicate the name of a signal or the logical status of 

that signal. The designations are: 

C - Clock 

D - Input data 



H - Logic level high 
L - Logic level low 
Q - Output data 
T - Time 
V - Valid 

X - No longer a valid logic level 
Z - Float 




Figure 1. External Clock Drive Waveform 



Vcc-OJ 



0< 



02 VCC «.» 

03 VCC -0-' 



X 



Figure 2. AC Testing Input/Output Waveform 
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MAX ACTIVE lcc a 



TYP ACTIVE lcc s 



MAX IDLE Ice 6 
TYP IDLE Icc6 



4 8 12 16 

FREQ - MHz 



Figure 3. l C c vs. FREQ 
Maximum l cc values taken at V C c and Worst Case Temperature 
Typical l cc values taken at V cc = 5V and 25°C 
Notes 5 and 6 refer to AC Electrical Characteristics 



February 1989 



2-175 



Signetics Microprocessor Products 



Preliminary Specification 



CMOS Single-Chip 8-Bit Microcontroller S87C752 



PROGRAMMING CONSIDERATIONS 

EPROM Characteristics 

The 87C752 is programmed by using a 
modified Quick-Pulse Programming algo- 
rithm similar to that used for devices 
such as the 87C451 and 87C51. It differs 
from these devices in that a serial data 
stream is used to place the 87C752 in 
the programming mode. 

Figure 4 shows a block diagram of the 
programming configuration for the 
87C752. Port pin P0.2 is used as the 
programming voltage supply input (Vpp 
signal). Port pin P0.1 is used as the pro- 
gram (PGM/) signal. This pin is used for 
the 25 programming pulses. 

Port 3 is used as the address input for 
the byte to be programmed and accepts 
both the high and low components of the 
eleven bit address. Multiplexing of these 
address components is performed using 
the ASEL input. The user should drive 
the ASEL input high and then drive port 
3 with the high order bits of the address. 
ASEL should remain high for at least 13 
clock cycles. ASEL may then be driven 
low which latches the high order bits of 
the address internally. The high address 
should remain on port 3 for at least two 
clock cycles after ASEL is driven low. 
Port 3 may then be driven with the low 
byte of the address. The low address will 
be internally stable 13 clock cycles later. 
The address will remain stable provided 
that the low byte placed on port 3 is 
held stable and ASEL is kept low. Note: 
ASEL needs to be pulsed high only to 
change the high byte of the address. 

Port 1 is used as a bidirectional data bus 
during programming and verify opera- 
tions. During the programming mode, it 
accepts the byte to be programmed. 
During the verify mode, it provides the 
contents of the EPROM location speci- 
fied by the address which has been sup- 
plied to Port 3. 

The XTAL1 pin is the oscillator input and 
receives the master system clock. This 
clock should be between 1.2 and 6 
MHz. 

The RESET pin is used to accept the 
serial data stream that places the 
87C752 into various programming modes. 
This pattern consists of a 10-bit code 
with the LSB sent first. Each bit is syn- 
chronized to the clock input, X1. 

Programming Operation 

Figures 5 and 6 show the timing dia- 
grams for the program/verify cycle. 
RESET should initially be held high for at 
least two machine cycles. P0.1 (PGM/) 
and P0.2 (Vpp) will be at Voh as a result 
of the RESET operation. At this point, 



these pins function as normal quasi- 
bidirectional I/O ports and the program- 
ming equipment may pull these lines low. 
However, prior to sending the 10 bit 
code on the reset pin, the programming 
equipment should drive these pins high 
(Vih). The RESET pin may now be used 
as the serial data input for the data 
stream which places the 87C752 in the 
programming mode. Data bits are 
sampled during the clock high time and 
thus should only change during the time 
that the clock is low. Following transmis- 
sion of the last data bit, the RESET pin 
should be held low. 

Next the address information for the lo- 
cation to be programmed is placed on 
port 3 and ASEL used to perform the 
address multiplexing, as previously de- 
scribed. At this time, port 1 functions as 
an output. 

A high voltage Vpp level is then applied 
to the Vpp input (P0.2). (This sets Port 1 
as an input port.). The data to be pro- 
grammed into the EPROM array is then 
placed on Port 1 . This is followed by a 
series of programming pulses applied to 
the PGM/ pin (P0.1). These pulses are 
created by driving P0.1 low and then 
high. This pulse is repeated until a total 
of twenty-five programming pulses have 
occurred. At the conclusion of the last 
pulse, the PGM/ signal should remain 
high. 

The Vpp signal may now be driven to the 
Voh level, placing the 87C752 in the 
verify mode. (Port 1 is now used as an 
output port.). After 4 machine cycles (48 
clock periods) the contents of the ad- 
dressed location in the EPROM array will 
appear on Port 1 . 

The next programming cycle may now 
be initiated by placing the address infor- 
mation at the inputs of the multiplexed 
buffers, driving the Vpp pin to the Vpp 
voltage level, providing the byte to be 
programmed to Port 1 and issuing the 25 
programming pulses on the PGM/ pin, 
bringing Vpp back down to the Vcc level 
and verifying the byte. 

Programming Modes 

The 87C752 has four programming fea- 
tures incorporated within its EPROM ar- 
ray. These include the USER EPROM for 
storage of the application's code, a six- 
teen byte encryption KEY array and two 
security bits. Programming and verifica- 
tion of these four elements are selected 
by a combination of the serial data 
stream applied to the RESET pin and the 
voltage levels applied to port pins P0.1 
and P0.2. The various combinations are 
shown in Table 3. 



Encryption Key Table 

The 87C752 includes a 16 byte EPROM 
array that is programmable by the end 
user. The contents of this array can then 
be used to encrypt the program memory 
contents during a program memory verify 
operation. When a program memory ver- 
ify operation is performed, the contents 
of the program memory location is 
XNOR'ed with one of the bytes in the 16 
byte encryption table. The resulting data 
pattern is then provided to port 1 as the 
verify data. The encryption mechanism 
can be disabled, in essence, by leaving 
the bytes in the encryption table in their 
erased state (FFH) since the XNOR 
product of a bit with a logical one will 
result in the original bit. The encryption 
bytes are mapped with the code memory 
in 16 byte groups. The first byte in code 
memory will be encrypted with the first 
byte in the encryption table; the second 
byte in code memory will be encrypted 
with the second byte in the encryption 
table and so forth up to and including 
the sixteenth byte. The encryption re- 
peats in 16 byte groups; the seventeenth 
byte in the code memory will be en- 
crypted with the first byte in the encryp- 
tion table, and so forth. 

Security Bits 

Two security bits, security bit 1 and se- 
curity bit 2, are provided to limit access 
to the USER EPROM and encryption 
key arrays. Security bit 1 is the program 
inhibit bit, and once programmed per- 
forms the following functions: 

1. Additional programming of the US- 
ER EPROM is inhibited. 

2. Additional programming of the en- 
cryption key is inhibited. 

3. Verification of the encryption key is 
inhibited. 

4. Verification of the USER EPROM and 
the security bit levels may still be 
performed. 

(If the encryption key array is being 
used, this security bit should be pro- 
grammed by the user to prevent un- 
authorized parties from reprogramming 
the encryption key to all logical zero 
bits. Such programming would provide 
data during a verify cycle that is the 
logical compliment of the USER EPROM 
contents.) 

Security bit 2, the verify inhibit bit, pre- 
vents verification of both the USER 
EPROM array and the encryption key 
arrays. The security bit levels may still 
be verified. 
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Programming and Verifying 
Security Bits 

Security bits are programmed employing 
the same techniques used to program 
the USER EPROM and KEY arrays using 
serial data streams and logic levels on 
port pins indicated in Table 3. When pro- 
gramming either security bit, it is not 
necessary to provide address or data in- 
formation to the 87C752 on ports 1 and 
3. 

Verification occurs in a similar manner 
using the RESET serial stream shown in 
Table 3. Port 3 is not required to be 
driven and the results of the verify op- 
eration will appear on ports 1.6 and 1.7. 



Port 1.7 contains the security bit 1 data 
and is a logical one if programmed and a 
logical zero if erased. Likewise, P1.6 
contains the security bit 2 data and is a 
logical one if programmed and a logical 
zero if erased. 

Erasure Characteristics 

Erasure of the EPROM begins to occur 
when the chip is exposed to light with 
wavelengths shorter than approximately 
4,000 angstroms. Since sunlight and 
fluorescent lighting have wavelengths in 
this range, exposure to these light 
sources over an extended time (about 1 
week in sunlight, or 3 years in room level 
fluorescent lighting) could cause inadver- 
tent erasure. For this and secondary ef- 



fects, it is recommended that an 
opaque label be placed over the win- 
dow. For elevated temperature or sol- 
vent environments, use Kapton tape 
Fluorglas part number 2345-5 or equiv- 
alent. A/D performance is not guaran- 
teed unless window is covered. 

The recommended erasure procedure is 
exposure to ultraviolet light (at 2537 
angstroms) to an integrated dose of at 
least 15W-sec/cm2. Exposing the 
EPROM to an ultraviolet lamp of 
12,000uW/cm2 rating for 20 to 39 min- 
utes, at a distance of about 1 inch, 
should be sufficient. 

Erasure leaves the array in an all 1s 
state. 



Table 3. Implementing Program/Verify Modes 



Operation 


Serial Code 


P0.1 (PGM/) 


P0.2 (V PP ) 


Program user EPROM 


296H 




Vpp 


Verify user EPROM 


296 H 


VlH 


VlH 


Program key EPROM 


292 H 




Vpp 


Verify key EPROM 


292H 


VlH 


VlH 


Program security bit 1 


29AH 




VPP 


Program security bit 2 


298H 




Vpp 


Verify security bits 


29 AH 


VlH 


VlH 


NOTE: 

'Pulsed from V| H to V| L and returned to V| H . 



EPROM PROGRAMMING AND VERIFICATION CHARACTERISTICS T A - 21 °C to +27°C, V cc - 5V±10%, V ss - 0V 



SYMBOL 


PARAMETER 


MIN 


MAX 


UNIT 


1/t CLCL 


Oscillator/clock frequency 


1.2 


6 


MHz 


'avgl* 


Address setup to P0.1 (PROG-) low 


10us + 24t CL CL 






<ghax 


Address hold after P0.1 (PROG-) high 


48t CL CL 






•dVGL 


Data setup to P0.1 (PROG-) low 


38t CLCL 






Ighdx 


Data hold after P0.1 (PROG-) high 


36t C LCL 






*SHGL 


Vpp setup to P0.1 (PROG-) low 


10 




us 


<GHSL 


Vpp hold after P0.1 (PROG-) 


10 




us 


'glgh 


P0.1 (PROG-) width 


90 


110 


us 


tAVQV** 


Vpp low (V cc ) to data valid 




48t CL CL 




tGHGL 


P0.1 (PROG-) high to P0.1 (PROG-) low 


10 




us 


'SYNL 


PO.O (sync pulse) low 


4'CLCL 






<SYNH 


PO.O (sync pulse) high 


8, CLCL 






•masel 


ASEL high time 


1 3tcLCL 






'mahld 


Address hold time 


2, CLCL 






•haset 


Address setup to ASEL 


13t CLCL 






'adsta 


Low adress to address stable 


13t CLCL 






NOTES: 

"Address should be valid at least 24tci_CL before the rising edge of P0.2 (Vpp). 

"For a pure verify mode, i.e., no program mode in between, tAVQV is 14t CLCL maximum. 
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Figure 4. Programming Configuration 
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Figure 5. Entry Into Program/Verify Modes 
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INTRODUCTION 

The features of the 80C451 are shared 
with the 80C51 or are conventional ex- 
cept for the operation of port 6. The 
flexibility of this port facilitates high- 
speed parallel data communications. This 
application note discusses the use of 
port 6 and is divided into the following 
sections: 

1. Port 6 as a processor bus interface. 

2. Using port 6 as a standard pseudo bi- 
directional I/O port. 

3. Implementation of parallel printer 
ports. 

This information applies to all versions of 
the part: 80C451, 83C451 and the 87C- 
451. 

PORT 6 AS A PROCESSOR 
BUS INTERFACE 

Port 6 allows use of the 80C451 as an 
element on a microprocessor type bus. 
The host processor could be a general 
purpose MPU or the data bus of a 
microcontroller like the 80C451 itself. 
This feature allows single or multiple 
80C451 controllers to be used on a bus 
as flexible peripheral processing ele- 
ments. Applications could include key- 
board scanners, serial I/O controllers, 
servo controllers, etc. 



OPERATION 

On reset, port 6 is programmed correctly for 
use as a bus interface (see Figure 2). This 
prevents the interface from disrupting data on 
the bus of the host processor during power- 
up. Software initialization of the CSR (Control 
Status Register) is not required. A dummy 
read of port 6 may be required to clear the 
IBF (Input Buffer Full) flag since it could be 
set by turn on transients on the bus of the 
host processor. On reset the CSR of the 
83C451 is programmed to allow the following: 

1. AFLAG is an input controlling the port 
select function. If AFLAG is high, the 
contents of the CSR is output on port 6 
when the port is read by the host. If 
AFLAG is low, then the contents of the 
output latch is output when port 6 is read 
by the host. 

2. BFLAG is an input controlling the port 
enable function. In this mode when 
BFLAG is high, the input latch and the 
output drivers are disabled and the flags 
are not affe cted by the IBS (Input Data 
Strobe) or OBS (Output Data Strobe) 
signals. When BFLAG is low, the port is 
enabled for reading and writing under the 
control of IDS and ODS pins. 



Figure 1 shows one possible example of an 
80C451 on a memory bus. This arrangement 
allows the main processor to query port 6 for 
flag status wrthout interrupting the 80C451. If 
the address decoder, shown in Figure 1, 
enables port 6 on the 80C451 when the 
address is 8000H or 8001 H, and the address 
line AO controls the port select feature, then 
the host processor can read and write to port 
6 using address 8000H. Since the port select 
function is being controlled by the address 
line AO, the CSR contents can be read by the 
host processor at address 8001 H. 

By testing the CSR contents in this way, the 
host processor can tell if new data has been 
written to the port 6 output latch since it last 
read the port or if the 80C451 has read the 
last byte that the host wrote to the port. 
Conversely the 80C451 can poll the flags in 
its CSR to see if the host processor has 
written to or read from port 6 since the last 
time it serviced the port. 

If desired, an interrupt source for the 80C451 
can be derived easily from the port enable 
source as shown by the dashed line in Figure 



WHCT373 
LATCH 



WR KB do-07 



301 



62S163 
ADDRESS 
DECODER 



(AFLAO) 



(BFLAQ) IRT5 



J 



Figure 1. An 83C451 on a Microprocessor Memory Bus 
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SOFTWARE EXAMPLES '"P"* buf,er ,ul1 fla 9 (CSR W °>- " (he ""O is Conversely the 80C451 polls the IBF flag and 

To write to port 6 on the bus shown in Figure clear the host writes a byte to address reads a byte from port 6 when it finds the flag 

1, the host processor first reads the CSR BOOOH. This loads the input buffer latch of set. The flag is automatically reset when this 

contents at address 8001 H, and tests the port 6 and sets the input buffer full flag. internal read occurs. 

80C451 ROUTINE TO READ ONE BYTE FROM HOST VIA PORT 6 

RCVR: JNB CSR.O.RCVR ;TEST IBF FLAG 

MOV A.P6 ;WHEN FLAG IS SET READ BYTE 

RET 

80C51 ROUTINE TO WRITE ONE BYTE TO THE 83C451 PORT 6 

H the host processor is an 80C51 the following routine will write a byte of data to the 80C451. The data involved is passed to the routine through 
register 1. 

XMIT: MOV DPTR,8001H 

TEST: MOVX A,@DPTR ;READ THE CSR 

JB ACC.0,TEST ;TEST IBF FLAG 

MOV DPTR,8000H 
MOV A.R1 

MOVX @DPTR,A ;WRITE DATA TO THE 451 

RET 

80C451 ROUTINE TO WRITE ONE BYTE TO HOST VIA PORT 6 

Routines for data transfer in the opposite direction are similar to the above two. The 80C4S1 version is given below. 

XMIT: JB CSR. 1, XMIT ;TEST OBF FLAG 

MOV P6,A ;WRITE DATA 

RET 
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USING PORT 6 AS A 
STANDARD QUASI- 
BIDIRECTIONAL I/O PORT 

To use port 6 as a common I/O port, all of the 
control pins are tied to ground (see Figure 3). 
On hardware reset, bits 2 - 7 In the CSR are 
set to one. Port operation and electrical 
characteristics become identical to port 1 on 
the 80C51 and the 80C451 ports 1, 4, and 5. 
No software initialization is required. 

If desired, AFLAG and BFLAG can be used 
as outputs while port 6 Is operating as a 
standard quasi-bidirectional I/O port ( see Fig- 
ure 4). In this case, only IDS and ODS are tied 
to ground and the CSR is initialized to allow 
operation of AFLAG and BFLAG as simple 
outputs (see Figure 5). 



IMPLEMENTATION OF 
PARALLEL PRINTER PORTS 
USING PORT 6 

The 80C451 is an excellent choice for a 
printer controller. The 80C4S1 has the facili- 
ties to permit all of the intelligent features of a 



B0C451 

OK 

BFLAG 
ICS 
AFLAQ 



Figure 3. Standard I/O Port on Reset 



I 






m 

80C451 




BFLAG 






AFLAG 
6T5s 
ICS 




TC11270S 

Figure 4. Standard I/O Port on Reset 
with AFLAQ and BFLAG as Outputs 



common printer to be handled by a single 
chip: 

1. The features of port 6 allow a parallel 
printer port to be designed with only line 
driving and receiving chips required as 
additional hardware. 

2. The onboard UART allows RS232 inter- 
facing with only level shifting chips add- 
ed. 

3. The 8-bit parallel ports to 6 are ample 
to drive onboard control functions, even 
when ports are used for external memory 
access, interrupts and other functions. 



4. The RAM addressing ability of ports 
and 2 can be used to address up to 64K 
bytes of a hardware buffer/spooler. AF- 
LAG and BFLAG as simple outputs (see 
Figure 5). 

5. The 64K byte ROM addressing capability 
allows space for the most sophisticated 
software. 

In addition, either end of a parallel interface 
can be implemented using port 6, and the 
interfaces can be interrupt driven or polled in 
either case. 
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Figure 5. CSR Programmed to Allow AFLAG and BFLAG to Operate as Outputs and Port 6 as a Standard I/O Port 















DATA TRANSFER SIGNAL PINS 




TYPICAL AUXILIARY PIN FUNCTIONS 






Pin No. 


Ground Return 
Pin No. 


Signal 




Pin No. 


Signal 






1 


19 


STROBE 




12 


PAPER OUT 






2 


20 


DATA 1 




14 


AUTO LINE FEED 






3 


21 


DATA 2 




16 


LOGIC GROUND 






4 


22 


DATA 3 




17 


CHASSIS GND 






5 


23 


DATA 4 




30 


GROUND RETURN 






6 


24 


DATA 5 




31 








7 


25 


DATA 6 




32 


ERROR 






6 


26 


DATA 7 




33 


GROUND RETURN 






9 


27 


DATA 8 




36 


SLCT IN 






10 


26 


ACKNLG 








11 


29 


BUSY 








Figure 6. Parallel Printer Interface Pin Functions 
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TRANSMITTER GENERATED SIGNALS 
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Figure 7. Parallel Printer Interface Signals 



THE INTERFACE 

Data transfer on a parallel printer interface 
occurs across eleven signal lines. The other 
conductors on the standard plug are used as 
ground returns or for auxiliary functions (see 
Figure 6). Only the data transfer signals will 
be considered. 

The Data Transfer Format 

The parallel printer interfaces are far more 
standardized in features than their serial 
counterpart. However at least three signifi- 
cant variations exist in handshake style in 



printers using generic parallel interfaces. This 
fact influences the design of both port hard- 
ware and software. A good transmitter should 
be able to drive devices with all three styles 
of handshakes and a good receiver should 
generate the handshake most likely compati- 
ble with any transmitter. 

The Variations 

Type 1 — Figure 7 shows a common style of 
handshake and is the style that will be imple- 
mented in the receiver examples. A busy 
signal and an acknowledge strobe pulse are 
generated for every byte received. 



Type 2 — Another style of handshake gener- 
ates a busy signal only when the printer will 
not be able to accept more data for a 
relatively long time. Acknowledge pulses are 
created after every byte received. When the 
busy signal is generated after a byte is 
received, the associated acknowledge pulse 
does not occur until after the busy signal 
returns to logic zero, (see Figure 7). 

Type 3 — A third handshake style does not 
generate acknowledge pulses, but a busy 
signal is produced after every byte is re- 
ceived. 
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PARALLEL PRINTER 
INTERFACES USING POLLING 

Transmitter Operation 

This application illustrates the flexibility of the 
port 6 logic in solving an applications prob- 
lem. We need to be able to handle all types of 
acknowledge signals that might be received 
by the transmitter. We will use the ODS pin 
and output buffer full flag logic to record the 
receipt of the acknowledge pulse (see Figure 
8), but not all parallel receivers generate 
acknowledge pulses. We could poll the busy 
signal line, but not all receivers generate busy 
signals for each byte received; so lack of a 
busy signal does not imply that we can send 
another byte. We can, however, expect an 
acknowledge pulse very shortly after the end 
of a busy signal if one is going to arrive at all. 
So we can send a new data byte after having 
received either a positive transition on the 
acknowledge line, or shortly after receiving a 
negative edge on the busy line. 



The CSR is programmed to the output only 
mode. In this mode the ODS pin does not 
control the output drivers but only the output 
buffer full flag. The flag serves to record the 
positive transition of the acknowledge signal. 
The input latch is not used, but the IDS pin is 
used to set the input buffer full flag. This is 
used to record the negative transition at the 
end of the busy signal. Dummy reads by the 
80C451 of port 6 will be used to clear the flag. 
In this example, the AFLAG mode is set only 
to place the port in the output only mode. The 
AFLAG pin is not actually used (see Figure 
10). 

The transmitter's CSR (control status regis- 
ter) is programmed to the following mode 
(see Figure 9): 

1 . CSR bit 6 controls the BFLAG output and 
therefore the strobe line. 

2. The OBF (output buffer full) flag controls 
the AFLAG output. 



3. The OBF is cleared on the positive edge 
of the ODS input. 

4. The IBF flag is cleared on the negative 
edge of the IDS strobe 

NOTE: 

With this combination of modes set, port 6 is 
in the output only mode. 

Receiver Operation 

In receiver operation, the IDS input is used to 
latch in the data transmitted on receipt of the 
strobe pulse. The receiver's CSR is pro- 
grammed to allow the following: 

1. The input buffer full flag is output through 
the BFLAG pin and is used as the busy 
signal to the transmitter. 

2. The IBF flag is set and data is latched on 
the positive edge of IDS'. 

3. Writing to the CSR bit 4 controls the 
AFLAG output and therefore the ac- 
knowledge line. 
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Figure 8. Interconnection tor a Parallel Interface Using Polling 
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Figure 9. CSR Programmed for Polled Transmitter Operation 



February 1989 



3-5 



Signetics Microprocessor Products Application Note 

Operation of Port 6 SC80C451 




OUTPUT DATA 
TO PORT 6 



1 



CLEAR CSR 

BITS 
FOR STROBE 

-~r~ 

SET CSR 




RETURN TO 
CALLING 
PROGRAM 



AF0421DS 

Figure 10. Flow Chart of Polled Parallel Transmitter Operation 
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Figure 11. CSR Programmed for Polled Parallel Receiver Operation 
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CLEAR CSR 
BIT4T0 
ASSERT 
ACKNOWLEDGE 



READ PORT 6 



I 

SET CSR 
BIT 4 TO 
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ACKNOWLEDGE 

I 



RETURN TO 
CALLING 
PROGRAM 

ARM220S 

Figure 12. Flow Chart of Polled Parallel Receiver Operation 



SOFTWARE EXAMPLES 

This polled parallel transmit routine outputs one byte passed to it in the accumulator. 



PJNIT: 
P OUT: 



WAIT: 



MOV CSR,#064H 
JB P5.0 
MOV P6.ACC 
MOV R1.P6 
MOV R1,#02H 
CLEAR CSR. 6 
DJNZ R1,$ 
SETB CSR. 6 
JNB CSR. 1, OUT 
JNB CSR.O.WAIT 
RET 



INITIALIZE PORT 6 OPERATING MODE 
WAIT IF BUSY SIGNAL IS HIGH 
OUTPUT DATA 

DUMMY READ TO CLEAR IBF FLAG 

INITIALIZE DELAY COUNTER 

START STROBE PULSE 

TIME 6 MICROSECOND STROBE PULSE 

END STROBE PULSE 

EXIT IF ACKNOWLEDGE RCV'D 

EXIT IF NEGATIVE BUSY EDGE RCV'D 



This polled parallel receive routine places one byte in the accumulator each time it is called. 



PJNIT: 
P IN: 



MOV CSR,#09CH 
MOV R7.P6 
JNB CSR.O 
CLR CSR.4 
MOV R7.#02H 
DJNZ R7,$ 
MOV A,P6 
MOV R7.#02H 
DJNZ R7,$ 
SETB CSR.4 
RET 



INITIALIZE PORT 6 OPERATING MODE 
DUMMY READ TO CLEAR IBF FLAG 
INPUT BUFFER LATCH FULL? 
BEGIN ACKNOWLEDGE PULSE 
INITIALIZE DELAY COUNTER 
;TIME ACKNOWLEDGE PULSE 
READ BYTE - CLEAR BUSY SIGNAL 
INITIALIZE DELAY COUNTER 
TIME ACKNOWLEDGE PULSE 
END ACKNOWLEDGE PULSE 
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INTERRUPT DRIVEN PARALLEL 
PRINTER INTERFACE 

Transmitter Operation 

The transmitter's CSR (control status regis- 
ter) is programmed to the following mode 
(see Figure 14): 

1 . CSR bit 6 controls the BFLAG output and 
therefore the strobe line. 

2. The OBF (output buffer full) flag controls 
the AFLAG output. 

3. The O BF is cleared on the positive edge 
of the ODS (output data strobe) input. 

4. The IBF flag is set on the negative edge 
of the IDS (input data strobe) pin. 

NOTE: 

With this combination of AFLAG and BFLAG 
modes set, port 6 is in the output only mode. 
The output drivers are always enabled and 
the ODS input is only used to clear the OBF 
flag. 

INTO is programmed to be negative edge 
sensitive and is connected to the OBF flag 
through the AFLAG pin. The OBF is cleared 
on the positive edge of ODS. The net result is 
that INTO is triggered on the end of the ACK 
pulse (a positive edge). This signals the 



transmitter that another byte may be transmit- 
ted. The transmitting 83C451 is free to do 
other tasks prior to this interrupt. 

In this routine. Figure 15, the main program 
establishes a buffer in data memory ended by 
an ASCII end of text character. To begin 
outputting the buffer the routine PSEND is 
called. The rest of the buffer is emptied by the 
interrupt vectors to PSEND1. 

For printers which generate acknowledge 
pulses, output rates of 25k transfers per 
second are achieved. Timer generated inter- 
rupts are used to periodically return program 
execution to the routine to service non-ac- 
knowledging printers and to provide a timeout 
feature. Non acknowledging printers are ser- 
viced at a rate of about 2.5k transfers per 
second. This maximum rate may be varied by 
adjusting the timer reload value. As written, 
the time out procedure attempts to retransmit 
a byte when the printer has not acknowl- 
edged for an excessively long time. 

Receiver Operation 

In receiver operation, the IDS input is used to 
latch in the data transmitted on receipt of the 
strobe pulse. The receiver's CSR is pro- 
grammed to allow the following (see Figure 
16): 



1. The input buffer full flag is output through 
the BFLAG pin and is used as the busy 
signal to the transmitter. The IBF flag is 
set and data is latched on the positive 
edge of IDS. 

2. Writing to the CSR bit 4 controls the 
AFLAG output and therefore the ac- 
knowledge line. 

The receiver is interrupted on the negative 
edge of the data strobe. Data is latched in on 
the positive edge of the strobe pulse (see 
Figure 17). Since the strobe pulse is normally 
very short there is little time lost between 
receiving the interrupt and having valid data in 
the input latch. The receiver is free to do 
other tasks prior to receiving the INTO inter- 
rupt. 



SOFTWARE EXAMPLES 

The software for the interrupt driven parallel 
receiver is similar to the polled receiver exam- 
ple. However, after an interrupt is received, 
this routine checks to confirm that data has 
been latched by the positive edge of the 
strobe pulse before proceeding with the rou- 
tine. 
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Figure 13. Interrupt Driven Parallel Interfaces Using 80C451 Controllers 
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Figure 15. Flow Chart for an Interrupt Driven Parallel Transmitter 
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Figure 16. CSR Programming for Use as an Interrupt Driven Parallel Receiver 




CLEAR CSR 
BIT.! TO 
ASSERT 
ACKNOWLEDGE 



READ PORT 6 



SET CSR 
BIT 4 TO 
DEASSERT 
ACKNOWLEDGE 



RETURN TO 
CALLING 
PROGRAM 



Figure 17. Flow Chart of Interrupt Driven Parallel Receiver Operation 



SOFTWARE EXAMPLES 

The software for the interrupt driven parallel receiver is similar to the polled receiver example. However, after an interrupt is received, this routine 
checks to confirm that data has been latched by the positive edge of the strobe pulse before proceeding with the routine. 



INIT: 



ORG EXTIO 



RCVR: 



MOV CSR,#090H 
SETB EXO 
SETB ITO 
SETB EA 

) 

JMP RCVR 

JNB CSR.0,$ 
CLR CSR. 4 
MOV R7,#02H 
DJNZ R7,$ 
MOV A.P6 
MOV R7,#02H 
DJNZ R7,$ 
SETB CSR.4 
RETI 



INITIALIZE CSR 
ENABLE INTERRUPT 

SET NEG EDGE TRIGGERED INTERRUPTS 
ENABLE ALL INTERRUPTS 

INTERRUPT VECTOR 



CONFIRM DATA LATCHED 
START ACKNOWLEDGE PULSE 
INITIALIZE THE DELAY COUNTER 
TIME ACK PULSE 
READ BYTE - RESET BUSY LINE 



INITIALIZE THE DELAY COUNTER 
TIME ACK PULSE 
END ACK PULSE 



1 
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This is the software for the interrupt driven parallel transmitter example. 

XMIT ROUTINE DRIVEN BY ACK PULSE GENERATED INTERRUPTS, OR TIMER GENERATED INTERRUPTS 
FOR NON ACKNOWLEDGING PRINTERS. READS DATA BUFFER IN EXTERNAL RAM STARTING AT 100H 
AND READING UNTIL 04H IS FOUND. 



ORG RESET 
JMP 26H 
ORG TIMERO 
JMP PSEND1 
ORG EXTIO 
JMP PSEND1 
ORG 26H 

MOV CSR,#064H 
MOV TMOD,#002H 
SETB TOO 
SETB EA 
PSEND: MOV DPTR,#0100H 

PSEND1: CLR EA 

CLR TRO 

CLR ETO 

MOV R7.00H 

MOV R6.00H 

MOV TH0,#-4 

MOV TL0,#00H 

JB 0C8H.BB 

MOV ACC,#00H 

MOVX A.@DPTR 

MOV P6.ACC 

CJNE A,#004H, CONT1 

JMP EOTB 

CONT1: SETB EXO 
CLR OEEH 
INC DPTR 
MOV ACCDPH 
JB ACC.2.EOTB 
SETB OEEH 
JMP CONT 

EOTB: CLR EXO 

SETB OEEH 
SETB EA 
RETI 

BB: INC R7 

CJNE R7,#00H, CONT 
INC R6 

CJNE R6,#10H, CONT 
JMP TO 
CONT: SETB TRO 
SETB ETO 
SETB EA 
RETI 

TO: CLR 0C9H 

NOP 
NOP 

MOV R6.#00H 
MOV R7,#00H 
SETB 0C9H 
JMP PSEND1 



PORT 6 MODE 

; CONFIGURE TIMER TO 16 BITS 

INTO IS EDGE TRIGGERED 

ENABLE INTERRUPTS 

SET DPTR TO START OF TEXT 

BUFFER 

DISABLE INTERRUPTS AND STOP 

TIMER 

IF ENABLED 

;CLEAR TIMEOUT COUNTER 
;SET TIMER INTERRUPT PERIOD 
BUS BUSY 

CLEAR ACCUMULATOR 
RETRIEVE FIRST BYTE 
OUTPUT FIRST BYTE 
LOOK FOR END OF TEXT 

;ENABLE INTO 

;START STROBE PULSE 

LOOK FOR PHYSICAL END OF 

TEXT BUFFER 

END STROBE PULSE 

;END OF TEXT FOUND, DISABLE 
;INT0 



COUNT TIMER TIMEOUTS ON 
BUS BUSY 

LOOK FOR OVERFLOW 
COUNT OVERFLOWS 
TIMEOUT APPROX 5 SEC 

;ENABLE TIMER INTERRUPT 
;START TIMER 



;SEND NEW STROBE PULSE IN 
;RESPONSE TO TIMEOUT 



;RESET TO COUNTER 
;END OF STROBE PULSE 
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DESCRIPTION 

This application note describes a stand 
alone Centronics type parallel printer 
buffer using the Signetics SC87C451 ex- 
panded I/O microcontroller. This type of 
unit would typically be placed between a 
personal computer and its printer. It cap- 
tures the data to be printed at high 
speed, freeing the personal computer to 
go on to other tasks, and sends data to 
the printer as required. As described 
here, 256K dynamic RAMs are used, 
providing over one quarter million char- 
acters of storage. If desired the design is 
easily modified to work with 1 megabit 
DRAMs. Although written with the 87C- 
451 in mind, this design is applicable to 
the 80C451 and 83C451. 

Design Objectives 

The objectives kept in mind during the 
design of this device were: provide a 
substantial size of buffer, keep the parts 
count and the power consumption to a 
minimum, and use readily available com- 
ponents. 

A buffer size of 256k bytes was chosen 
because, although a 64K byte buffer is 
very easily implemented using the 8051 
family's 64K external data storage capa- 
bilities, it is a little too small for today's 
printing applications that print a page of 
text in graphics mode, using up twenty 
times as many bytes as standard printing 
mode. Presenting a method for control- 
ling 256K DRAMs shows off the I/O ca- 
pabilities of the 87C451, and it is very 
easy to add the extra address line for 
one megabit devices if a larger buffer is 
needed. 

The SC8XC451 Microcontroller 

The 8XC451 is an 8-bit microcontroller 
based on the familiar 8051 family of de- 
vices. In fact, it is an 80C51 with three 
added ports: P4, P5 and P6. Ports 4 and 
5 give 12 (16 in PLCC) additional quasi- 
bidirectional I/O lines. Port 6 provides 
another 8 bits of I/O, plus 4 handshake 
lines that can be programmed to operate 
in several useful modes for interfacing. 
The 8XC451 comes in three versions; 
ROM-less 80C451, 83C451 with 4K x 8 
ROM, and 87C451 with 4K x 8 EPROM. 



In this note, port 6 is used in the I/O 
mode as a Centronics compatible printer 
output port. Additionally, the /IDS and 
BFLAG pins normally associated with 
port 6 are used as part of the input port 
logic. For a complete discussion of port 
6 operating modes and programming, 
see the Signetics application note AN- 
408 titled "SC83C451 Microcontroller - 
Operation of Port 6". 

Circuit Description 

Figure 1 is a schematic diagram of the 
printer buffer circuit. Other than the 
87C451 (U1), and the eight 256K DRAMs 
(U5-U12), only two 74LS244 buffers 
(U2, U3) and a 74HCT374 (U4) octal flip 
flop are needed. The U2 and U3 buffers 
are included to provide full drive capabil- 
ity for the output port and some of the 
handshake signals on the input port, as 
the output buffers on the 87C451 can 
only drive 3 LSTTL loads. U4 has 8-bit 
data strobed into it by the /STB pulse of 
the input port. 

As the code size for this application is 
quite small (less than 1K bytes), the on 
chip instruction memory is quite suffi- 
cient for program storage. For a produc- 
tion version, the 87C451 could be re- 
placed with the Signetics 83C451 with a 
4K X 8 masked ROM on chip. Note that 
Port and Port 1 are not used in the 
present design, thus the 80C451 may be 
used in this application with the addition 
of an external address latch and E- 
PROM. 

The /RAS, /CAS, and /WR signals for 
the DRAM array are provided by port 3 
bits /WR, /RD, and T1. Note that as in 
the 80C51, all port 3 signals are mlti- 
functional. That is, each can be treated 
a regular quasi-bidirectional port bit, or 
as having the special function indicated 
by its name. This feature is an advan- 
tage when using /WR and /RD as /RAS 
and /CAS control signals for a DRAM 
array. Treated as a normal port bit, the 
/WR pin is cleared and set by individual 
CLR and SETB instructions for a normal 
length RAM read or write cycle. How- 
ever, when performing a refresh cycle, 
/RAS (port 3 /WR) can be pulsed low 



using a dummy MOVX @R0,A (move to 
external data memory) instruction. This 
allows DRAM refresh to be done much 
more quickly than would otherwise be 
possible. 

Port 1 and one bit from port 4 form the 
9-bit address required when addressing 
the DRAM array. The data inputs to the 
array come from the parallel input data 
lines which are latched by U4. The RAM 
data outputs are fed to port 5. By mak- 
ing the data outputs available to the 
processor, it is possible to add some ad- 
ditional features to the firmware, such as 
control codes for printing multiple copies 
of a document, data compression, data 
conversion, etc. which are not imple- 
mented in this design. 

Port 6 Operation 

The /IDS (input Data Strobe) and 
BFLAG pins are normally used in con- 
junction with the port 6 bidirectional 
mode. In this mode, the /IDS pin is used 
to strobe data into the port 6 input 
latches, and BFLAG is used as flag out- 
put. In this application however, these 
two bits are used to good effect as part 
of the (separate) input port logic. When 
a byte of data is strobed into U4 by the 
printer port of the host computer, the 
/STB signal connected to /IDS sets the 
input buffer full flag (IBF). BFLAG is 
programmed to mirror the contents of 
IBF, and therefore becomes asserted. 
This makes it ideal to be used as the 
BUSY output for the input port. After the 
input port data has been read and stored 
in the RAM buffer, BFLAG is de-asserted 
by performing a dummy read of port 6, 
which clears IBF. To complete the input 
port logic, one of the port 3 pins, P3.4 is 
used as the acknowledge signal, and is 
asserted/ de-asserted by software. The 
/ODS pin is tied to ground to permanent- 
ly enable the port 6 output drivers. This 
does not cause difficulty as no data is 
being input into the port. 

Note that programming port 6 to operate 
in the bidirectional mode as described 
above means the loss of /ODS as an 
acknowledge input. The acknowledge 
input is normally used to clear the OBF 
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(Output Buffer Full) flag, indicating that 
the printer is ready for another charac- 
ter. On the other hand, operating port 6 
in the "output only" mode causes the 
loss of BFLAG as BUSY output. Because 
the input port requires an instant BUSY 
indication while the output port only 
needs to remember the occurrence of 
an acknowledge pulse, it makes sense 
to program port 6 to operate in the 
bidirectional mode, with /ODS grounded 
to enable the output drivers. The /INT1 
pin can be used instead of /ODS to 
record the occurrence of an acknowl- 
edge pulse with the interrupt system. 

Priority and Execution of Tasks 

There are three tasks that must be per- 
formed in this system: Receive - servic- 
ing the input port and storing the input 
character, Transmit - sending stored 
characters to the output port as re- 
quired, and Refresh - performing DRAM 
refresh. The timers and interrupt system 
are used to manage the execution and 
priority of these tasks. Figure 2 illus- 
trates the flow charts for each task. Fig- 
ure 3 is a listing of the firmware code, 
which breaks up into sections performing 
these three functions, as well as an ini- 
tialization section. 

The 51C256 DRAMs require a 256 row 
refresh every 4 milliseconds. Rather than 
do an entire refresh cycle every 4 milli- 
seconds, it is done as 64 rows every 
millisecond. This leaves time for other 
tasks to get service "slices" more fre- 
quently. As DRAM refresh is obviously 
the highest priority, timer is used as 
the refresh interval timer, and is pro- 
grammed to the 16-bit mode, and set to 
the higher priority level in the Interrupt 
Priority (IP) register. The refresh code is 
written in-line rather than in a loop to 
maximize speed. 

An interesting point to note is that when 
there are no characters stored, the 
DRAM does not need to be refreshed. If 
power consumption is of concern, the 
87C451 could be programmed to go into 
idle mode whenever the buffer were 
empty. A character strobed into the in- 
put port would cause an interrupt, re- 
starting the 87C451; DRAM refresh 
would be maintained until the buffer was 
once again empty. 

The next highest priority should be input 
port service, as the reason for having a 
printer buffer is to get the data out of 
the computer as quickly as possible. 
Therefore, the input port /STB signal is 
connected to the /INTO pin (as well as 
U4's clock pin and /IDS). Interrupt is 
programmed in the Interrupt Priority reg- 



ister to be at the lower interrupt level so 
it cannot prevent refresh service. The 
interrupt service routine stores the in- 
put character at the next location in the 
DRAM array, using the technique of a 
circular FIFO buffer. The routine also 
sends back an acknowledge pulse by 
clearing and setting the P3.4 pin, and 
then clears the BUSY (BFLAG) pin by 
performing a dummy read of port 6 (un- 
less this character caused the buffer to 
be completely full). 

During periods of access to the DRAM 
array by the input and output routines, 
the global interrupt enable bit (EA) is 
cleared so that the refresh interrupt does 
not disturb the contents of ports 1 and 4, 
or the /RAS, /CAS, and /WR signals. 

The printer (output port) service routine 
runs all the time, except when the CPU 
is called to service the other conditions, 
therefore having the lowest priority. If 
there are characters in the buffer, polling 
is used to check for output port BUSY 
status. If the printer is not busy, then the 
character is sent, and the output port 
/STB pin (P4.3) is cleared and set. The 
output port /ACK line is connected to 
the /INT1 pin, so that the negative going 
edge of the /ACK signal is recorded as 
an interrupt pending. A very short INT1 
service routine sets a software flag to 
indicate that the printer acknowledge 
the last character. 

Possible Enhancements 

There are a number of features that 
could be added to this design. As men- 
tioned previously, the microcontroller 
could be put into the idle mode when the 
buffer is empty, conserving power. 

The software could be enhanced to pro- 
vide features such as multiple copies off 
a document, data compression, data 
conversion, automatic printer setup, etc. 
The PC operating system could be suita- 
bly modified to send a header for each 
file to be printed, containing these pa- 
rameters. There is plenty of room for op- 
erating firmware expansion, and plenty 
of horsepower left in the 87C451 to han- 
dle these features. 

The two serial port pins RxD and TxD 
were deliberately left unused so that in- 
put and/or output ports are easily imple- 
mented for serial interfaces or printers 
using the built-in UART. The pins used 
for parallel port handshaking could then 
be used as serial handshaking lines, pro- 
viding the standard "modem" signals. 

Combining the above two features, this 
circuit could act as a "splitter". By con- 



necting a daisy-wheel printer to the se- 
rial port, a dot-matrix printer to the par- 
allel port, and sending an "address" flag 
in the file header, simultaneous letter- 
quality and draft printing could be done. 

The size of the DRAM array is easily 
expanded to one megabyte or larger de- 
vices by connecting the additional ad- 
dress pins to port 4 bits 1 and 2. Only 
slight modifications to the operating firm- 
ware would be required. 

Conclusion 

The Signetics SC8XC451 microcontrol- 
lers provide plenty of I/O pins that pre- 
viously had to be implemented by clumsy 
I/O expansion methods. The flexibility of 
port 6 means that this device can be 
used in a wide variety of applications 
requiring special port functions, while still 
using the industry standard 8051 instruc- 
tion set. 

This App Note, describing a typical par- 
allel printer buffer makes full use of the 
8XC451 features, yet allows room for en- 
hancement and expansion. 
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Figure 2. Flowchart of Transmit Operation 
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DISABLE INTERRUPTS 
SEND OUT BUFFER- 
WRITE ADDRESS 



ENABLE INTERRUPTS 
INCREMENT BUFFER- 
WRITE POINTER 




ACKNOWLEDGE INPUT 
DEASSERT BUSY 



^indoneJ 



RETURN TO 
CALLING 
PROGRAM 



^EFRES^ 



RELOAD TIMER TO 
OVERFLOW AFTER 1MS 



SEND OUT REFRESH- 
ROW ADDRESS 
PULSE RAS 



INCREMENT REFRESH- 
ROW POINTER 



REPEATED 
64 TIMES 



SAVE REFRESH- 
ROW POINTER 



RETURN TO 
CALLING 
PROGRAM 



Figure 2. (Cont) Flowchart of Receive and Refresh Operation 
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******************************************************* 

256K PRINTER BUFFER PROGRAM USING THE 8xC451 
FOR CENTRONICS PARALLEL PRINTER PORTS 

SIGNETICS CORPORATION 
October, 1988 

******************************************************* 

$Mod4 51 

$Title(8XC451 Printer Buffer) 
$Date( 10/28/88) 



PORT USAGE: 



PO 



PI 
P2 



P3.0 
P3 . 1 

P3.2 (/INTO) 
P3.3 (/INT1) 
P3 . 4 
P3.5 

P3.6 (/WR) 
P3.7 (/RD) 

P4 . 
P4 . 1 
P4 . 2 
P4 . 3 

P4 . 4-P4 . 7 

P5 

P6 

/IDS 
BFLAG 

AFLAG 
/ODS 



Not used (reserved for data/address bus when external 

program memory is used) . 
Lower 8 bits of DRAM address (AO - A7 ) . 

Not used (reserved for high-order address bus when external 
program memory is used) . 

(Reserved for serial port.) 

(Reserved for serial port.) 

Input port strobe input (interrupt). 

Output port acknowledge input ( interrupt ) . 

Input port acknowledge output. 

DRAM write enable output. 

DRAM row address select output. 

DRAM column address select output . 

Upper bit of DRAM address (A8). 

Reserved as an extra address line for 1 Megabit DRAMS . 
Not used. 

Output port busy input (OBUSY) . 

Unused (not available on 64-pin DIP package) . 

DRAM output data. 

Parallel output port. 

Input port strobe input (I STB) . 

Input port busy output (IBUSY) . 

Output port strobe output (OSTB) . 
Port 6 output enable, tied low. 



Internal Register/RAM Usage: 



REFCNT EQU 



020h 



Low order refresh byte. 



The following refer to the circular FIFO buffer 
implemented in the DRAM array. 



Incoming address low byte. 
Incoming address mid byte. 
Incoming address high byte. 
Outgoing address low byte. 
Outgoing address mid byte. 
Outgoing address high byte. 



INLOW 


EQU 


22h 




INMID 


EQU 


23h 




INHI 


EQU 


24h 




OUTLOW 


EQU 


25h 




OUTMID 


EQU 


26h 




OUTHI 


EQU 


27h 
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OACK 
FOACK 



EQU 
BIT 



28h 

OACK . 



Holds flag for output port acknowledge . 
Bit-address of output port acknowledge flag. 



Miscellaneous Equates : 



TIME 


EQU 


-1000 


Value for 1000 timer clocks = 1 millisecond. 


TIMEHI 


EQU 


HIGH TIME 


High byte of timer value. 


TIMELO 


EQU 


LOW TIME 


Low byte of timer value . 


RAS 


BIT 


P3.6 


DRAM column address select . 


CAS 


BIT 


P3.7 


DRAM row address select. 


DRAMWR 


BIT 


P3.5 


DRAM write control line. 


IACK 


BIT 


P3.4 


Input port ACK output . 


ISTB 


BIT 


P3.2 


Input port strobe line (INTO). 


OBUSY 


BIT 


P4 . 3 


Output port BUSY input. 


OSTB 


BIT 


MAO 


Output port strobe (MAO bit in port 6 CSR) . 


. ************************************************************** 


,- Reset 


and Interrupt Jump Table 




ORG 


OOh 


Power-on reset . 




AJMP 


START 






ORG 


03h 


INT 0. 




AJMP 


INDATA 


Data at input port . 




ORG 


OBh 


Timer . 




AJMP 


REFRESH 


Refresh DRAM array. 




ORG 


13h 


INT 1. 




AJMP 


OPACK 


Output port acknowledge. 



**************************************************************************** 

Power up reset routine: 

Set up refresh timer, enable timer interrupt and 
external interrupt, initialize circular buffer pointers. 



ORG 

START : MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 
MOV 



18h 

SP,#40h 
A, #00 
REFCNT , A 
INLOW,A 
INMID, A 
INHI,A 
OUTLOW,A 
OUTMID,A 
OUTHI , A 



; Initialize stack pointer. 

,• Initialize refresh counter. 
; Initialize FIFO pointers. 
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Initialize interrupt priority register so that DRAM refresh 
(TFO) gets high priority, input port service (IEO) and output 
port acknowledge service get lower priority. All other 
interrupts set to lower priority level . 



MOV IE,#00000111b 

MOV IP,#00000010b 

MOV TLO , #TIMELO 

MOV THO , #TIMEHI 

MOV TMOD,#00000001b 

MOV TCON,#00010101b 



TimerO, INTO, and INT1 enabled. 
Timer high priority. 



Operate TimerO in mode 1 . 
TimerO run, 10 and II = edge. 



Initialize Port 6 Control and Status Register. 

- 'BFLAG' mode set to output value of IBF 

(input port BUSY signal : IBUSY) 

- 'AFLAG' set as logic 1 output 

(output port strobe signal : OSTB) 

- 'IDS' active on negative level 

(input port strobe signal : ISTB) 



MOV 
MOV 
SETB 



CSR,#10011100b 

A,P6 ; Dummy read of P6 to clear IBF (IBUSY) 

EA Enable interrupts . 



Main Routine : 

Executes while not performing DRAM refresh or servicing 
input port interrupt. 

Check if buffer is not empty by comparing input and output 
pointers. If not empty, go to NOTMT to output a byte. 



MAINLP : MOV 
CJNE 
MOV 
CJNE 
MOV 
CJNE 
SJMP 



A,INL0W ; Compare pointers. 

A,0UTL0W,N0TMT 

A, INMID 

A , OUTMID , NOTMT 

A,INHI 

A , OUTHI , NOTMT 
MAINLP 



Buffer is not empty: compute row & column addresses for 
a read cycle from DRAM. 

NOTMT: MOV R4,0UTL0W ; Save low byte of row. 

MOV R5, OUTMID ,• Save upper bit of row. 

MOV A, OUTHI , Shift to align correctly. 

RRC A 

MOV R7,A ,• Save upper column bit. 

MOV A, OUTMID ; Get low byte of column. 

RRC A ; Shift in bit from OUTHI. 

MOV R6,A ,• Save. 

Now do actual DRAM access to get the data byte at computed 
address. Disable interrupts so we don't lose what we put 
out on the ports . 



February 1 989 



3-19 



Signetics Microprocessor Products 



Application Note 



256K Centronics Printer Buffer 



SC87C451 



PLOOPl : JB 



CLR 


EA 


; Disable interrupts . 


MOV 


P1,R4 


,■ Low byte row address . 


MOV 


A, R5 


Get high byte row address . 


ORL 


A, #0FEh 


; Make sure OBUSY stays high. 


MOV 


P4,A 




CLR 


RAS 


; /RAS low. 


MOV 


PI , R6 


; Low byte column address . 


MOV 


A, R7 


; High byte column address . 


ORL 


A, #OFEh 


; Make sure OBUSY stays high. 


MOV 


P4,A 




CLR 


CAS 


; /CAS low. 


MOV 


R4,P5 


; Get the data byte 


SETB 


CAS 


; /CAS high. 


SETB 


RAS 


; /RAS high. 


CLR 


FOACK 


; Clear acknowledge flag. 


SETB 


EA 


; Re-enable interrupts . 


JB 


OBUSY, PLOOPl 


,■ Loop if printer busy. 


CLR 


EA 


,• Disable interrupts . 


MOV 


P6,R4 


; Move byte to output port . 


CLR 


MAO 


; Assert output port strobe. 


NOP 




,■ Kill some time . 


NOP 






NOP 






SETB 


MAO 


De-assert output port strobe 


SETB 


EA 


,• Re-enable interrupts . 



Following waits for /ACK to occur on output port. Loops on 
acknowledge flag which is set by INT1 service routine when 
/ACK occurs . 



PL00P2 : JNB 



F0ACK,PL00P2 



Wait till /ACK occurs . 



INC 

MOV 

CJNE 

INC 

MOV 

CJNE 

MOV 

INC 

ANL 

MOV 



OUTLOW 

A,OUTLOW 

A,#00,PDONE 

OUTMID 

A,OUTMID 

A,#00,PDONE 

A,OUTHI 

A 

A,#03h 
OUTHI,A 



Increment output buffer pointer. 



Eliminate unused address bits 
and save. 



Check if input port busy flag was left asserted, indicating that 
the buffer was full after last input. If so, acknowledge input 
port and de-assert input busy signal . 



PDONE : 



JNB 
CLR 
CLR 
NOP 
NOP 
NOP 
NOP 
NOP 



IBF,MAINLP ; Not busy, return to main loop. 

EA ,• Disable interrupts. 

IACK ,■ Assert /IACK. 

/ Wait 7 microseconds . 
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NOP 










NOP 










MOV 


A,P6 


; Dummy read of P6 clears IBF 


(IBUSY) . 




NOP 




; Wait 5 microseconds . 






NOP 










NOP 










NOP 










NOP 










SETB 


IACK 


; De-assert /IACK. 






SETB 


EA 


; Re-enable interrupts . 






AJMP 


MAINLP 


,• Return to main loop. 







************************************************************** 

Interrupt 1 Service Routine : 

- Called when output port asserts /ACK. 

- Sets FOACK flag and returns . 



OP ACK : SETB 
RET I 



FOACK 



**************************** 



*********************************************** 



DRAM Refresh ( Timer 0) Interrupt Service: 



- Called once every millisecond by timer interrupt . 

- Refreshes 64 rows and then returns . 

- Therefore refreshes all rows every 4 milliseconds . 

(Note that 41256/51C256 DRAM only requires a 256 row refresh.) 



REFRESH : PUSH 
MOV 
MOV 

MOV 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 

MOVX 

INC 



PSW 

THO , #TIMEHI 
TLO , #TIMELO 

PI, REFCNT 

@R0,A 

PI 

@R0,A 
PI 

@R0,A 
PI 

@R0,A 
PI 

@R0,A 
PI 

@R0,A 
PI 

@R0,A 
PI 

@R0, A 
PI 

@R0,A 
PI 

@R0,A 
PI 

@R0,A 
PI 

@R0,A 
PI 



; Reload timer registers . 

Get next row to refresh. 
Pulse /RAS (/WR) . 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 
11 
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MOVX 


@RO,A 


; 12 


INC 


PI 




MOVX 


(§R0 , A 


; 13 


INC 


PI 




MOVX 


@R0,A 


( 14 


INC 


PI 




MOVX 


(§R0,A 


; 15 


INC 


PI 




MOVX 


@R0, A 


; 16 


INC 


PI 




MOVX 


@R0, A 


; 17 


INC 


PI 




MOVX 


@R0,A 


; 18 


INC 


PI 




MOVX 


@R0 , A 


; 19 


INC 


PI 




MOVX 


@R0,A 


1 20 


INC 


PI 




MOVX 


@RO,A 


; 21 


INC 


PI 




MOVX 


(3R0 , A 


; 22 


INC 


PI 




MOVX 


@R0 , A 


; 23 


INC 


PI 




MOVX 


@R0,A 


; 24 


INC 


PI 




MOVX 


@R0 , A 


; 25 


INC 


PI 




MOVX 


(3R0 , A 


; 26 


INC 


PI 




MOVX 


(3R0 , A 


; 27 


INC 


PI 




MOVX 


(3R0,A 


; 28 


INC 


PI 




MOVX 


(3R0 , A 


; 29 


INC 


PI 




MOVX 


@R0, A 


; 30 


INC 


PI 




MOVX 


@R0,A 


; 31 


INC 


PI 




MOVX 


@R0,A 


; 32 


INC 


PI 




MOVX 


(3R0,A 


; 3 3 


INC 


PI 




MOVX 


(§R0,A 


; 34 


INC 


PI 




MOVX 


(3R0 , A 


; 35 


INC 


PI 




MOVX 


@R0 , A 


; 36 


INC 


PI 




MOVX 


@R0,A 


; 37 


INC 


PI 




MOVX 


@R0,A 


; 38 


INC 


PI 




MOVX 


@R0,A 


; 39 


INC 


PI 




MOVX 


@R0,A 


I 40 


INC 


PI 




MOVX 


@R0,A 


; 41 


INC 


PI 
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MOVX 


@R0 , A 


; 42 


INC 


PI 




MOVX 


@R0,A 


; 43 


INC 


PI 




MOVX 


@R0,A 


; 44 


INC 


PI 




MOVX 


(§R0,A 


; 45 


INC 


PI 




MOVX 


@R0 , A 


; 46 


INC 


PI 




MOVX 


(3R0 , A 


; 47 


INC 


PI 




MOVX 


(3R0 , A 


; 48 


INC 


PI 




MOVX 


(§R0 , A 


j 49 


INC 


PI 




MOVX 


@R0, A 


; 50 


INC 


PI 




MOVX 


@R0,A 


; 51 


INC 


PI 




MOVX 


(§R0 , A 


; 52 


INC 


PI 




MOVX 


(§R0 , A 


; 53 


INC 


PI 




MOVX 


@R0,A 


; 54 


INC 


PI 




MOVX 


@R0,A 


; 55 


INC 


PI 




MOVX 


@RO,A 


; 56 


INC 


PI 




MOVX 


@R0,A 


; 57 


INC 


PI 




MOVX 


@R0,A 


t 58 


INC 


PI 




MOVX 


@R0,A 


; 59 


INC 


PI 




MOVX 


@R0, A 


; 60 


INC 


PI 




MOVX 


@R0,A 


f 61 


INC 


PI 




MOVX 


@R0,A 


< 62 


INC 


PI 




MOVX 


@R0,A 


I 63 


INC 


PI 


; Adjust for next time 


MOV 


REFCNT,P1 


; and save. 


POP 


PSW 




RET I 







Data at Input Port: 

This routine is called via interrupt INTO whenever data 
is strobed into the input port. It saves the data into the 
DRAM array and increments the input pointer. If the output 
pointer is now equal to the input pointer, then the buffer 
is full, and we leave the busy flag set so that no more 
data can be input until some is output and the buffer is 
no longer full. 
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INDATA : PUSH 


PSW 




PUSH 


ACC 




MOV 


Rl,INLOW 


• Lower 8 bits of row to Rl . 


MOV 


R2, INMID 


• Upper bit of row to R2 . 


MOV 


A, INHI 


• Get upper 2 bits . 


RRC 


A 


• LSB to carry. 


MOV 


R0,A 




MOV 


A, INMID 




RRC 


A 


• Shift bit into MSB. 


MOV 


R3 , A ) Save . 


CLR 


EA 


• Disable interrupts . 


MOV 


P1,R1 


LSB row address . 


MOV 


A, R2 


MSB row address . 


ORL 


A, #0FEh 


Make sure OBUSY stays high. 


MOV 


P4,A 


MSB row address . 


STBLP : JNB 


I STB, STBLP 


Check for end of strobe before DRAM 


CLR 


RAS 


/RAS low . 


CLR 


DRAMWR 


/WR low. 


MOV 


P1,R3 


LSB column address . 


MOV 


A,R0 


MSB column address . 


ORL 


A, # OFEh 


Make sure OBUSY stays high. 


MOV 


P4,A 


MSB column address . 


MOVX 


A,@R0 


Pulse /CAS low. 


SETB 


RAS 


/RAS high. 


SETB 


DRAMWR 


/WR high. 


SETB 


EA 


Re-enable interrupts . 


INC 


INLOW 


Increment input buffer pointer. 


MOV 


A,INLOW 




CJNE 


A,#00,CKFULL 




INC 


INMID 




MOV 


A, INMID 




CJNE 


A,#00,CKFULL 




MOV 


A, INHI 




INC 


A 




ANL 


A,#03h 


Eliminate unused address bits . 


MOV 


INHI, A 





,■ Compare input pointer to output pointer to see if the buffer is full. 

CKFULL : MOV A, INLOW 

CJNE A , OUTLOW , INCLR 

MOV A, INMID 

CJNE A,OUTMID,INCLR 

MOV A, INHI 

CJNE A , OUTHI , INCLR 

; If we get here, the buffer is full, so skip the acknowledge pulse. 

SJMP INDONE 



; Send acknowledge pulse on /IACK line for 7 microseconds, 
; de-assert input BUSY signal halfway through. 

INCLR: CLR EA ; Disable interrupts. 

CLR IACK f Assert /IACK. 
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INDONE : 



NOP 




NOP 




NOP 




NOP 




NOP 




NOP 




NOP 




MOV 


A,P6 


NOP 




POP 


ACC 


POP 


PSW 


SETB 


IACK 


SETB 


EA 


RET I 




END 





Wait 7 microseconds . 



Dummy read of P6 clears IBF (IBUSY). 

Wait 5 microseconds before clearing /IACK . 



De-assert /IACK. 
Re-enable interrupts . 



t,ht 
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Introduction to the 83C552 

The 83C552 is an 80C51 derivative with 
several extended features: 8k ROM, 256 
bytes RAM, 10-bit A/D converter, two 
PWM channels, two serial I/O channels, 
six 8-bit I/O ports, and four counter tim- 
ers. The architecture of the 83C552 is 
identical to that of the 80C51 making the 
two devices fully code compatible. The 
additional peripheral functions are added 
to the 80C51 Special Function Register 
space and the interrupt structure is modi- 
fied accordingly. This information is de- 
tailed in other references on the 83C552. 
The focus of this application note is on 
one of the timers of the 83C552, Counter 
Timer 2. 

This counter timer includes capture, 
compare and high speed output capabili- 
ties which facilitate many control orient- 
ed tasks. The objective of this note is to 
make users of the 83C552 aware of this 
counter timer subsystem and assist the 
use of this subsystem by a detailed ex- 
planation of its operation supported by 
actual application examples. 

Timer 2 of the 83C552 

Timer 2 of the 83C552 is in fact a timing 
controller and has an associated pro- 
grammable array. The Timer 2 subsystem 
consists of three parts: 

1. the time base consists of a 16-bit 
timer with a 3-bit prescalar. The 
master clock for the subsystem can 
be derived from the on-chip oscillator 
(fosc) or an external input, T2. It has 
an external reset, RT2, by which a 
signal applied to this input can reset 
the timer if the external reset is 
enabled. 

2. a capture system consisting of four 
capture registers and four capture 
inputs which can be used for a wide 
variety of time measurements on ex- 
ternal signals. 

3. a compare system consisting of three 
compare registers and eight associ- 
ated high-speed outputs which can 
be activated upon a match between 
the 16-bit timer and one of the com- 
pare registers. 

For reference a complete block diagram 
of the 83C552 Counter Timer 2 subsys- 
tem is shown in Figure 1. 



16-Bit Counter Timer 

The description of Counter Timer 2 in the 
following paragraphs is intended to be a 
general overview. Details on archi- 
tecture, address locations, interrupt 
structure and timer operation are given 
in the 83C552 Users Manual. This users 
manual may be useful to complement the 
material presented in this application 
note. References to registers, bits, I/O 
ports and on-chip hardware will relate 
directly to 83C552 Users Manual nomen- 
clature. This application note will focus 
on the use of Counter Timer 2 as a pow- 
erful input capture and high speed out- 
put facilitator through some specific ex- 
amples and not on the detailed coding. 

The counter timer consists of a 16-bit 
counter which is readable by software 
through special function registers TM2L 
and TM2H. The timer itself has two 
overflow flags, one after the entire 16-bit 
counter and one attached to the eighth 
stage. This latter flag reflects an over- 
flow from the first byte of the counter. 
These two flags are present in register 
TM2IR and are labeled T2BO for the 
overflow from the first byte and T20V for 
the overflow from the entire 16-bits. 
These flags may be used to generate an 
interrupt. 

The counter timer is controlled directly 
through the special function register 
TM2C0N, the timer 2 control register. 
This register also contains certain status 
flags. 

The prescaler divides the input clock by 
a progammable ratio. The prescaler di- 
vide value is progammable to divide by 
1, 2, 4, or 8 as controlled by T2P0 and 
T2P1 in TM2C0N. 

The input clock to the prescalar is either 
fosc / 12 or the external input, T2. The 
clock input to the prescaler may also be 
shut off. This clock input selection is 
controlled by bits T2MS0 and T2MS1 in 
TM2C0N. 

If T2 is used as the input clock to the 
timer 2 subsystem, the hardware logic 
samples this input and looks for a low to 
high transition. If the logic detects a log- 
ic at the T2 input in state S2P1 of the 
microcontroller and a logic 1 in state 
S5P1 , then this is recognized as a low to 



high transition and the prescaler is in- 
cremented. The prescaler is incremented 
in the second cycle after the cycle in 
which the transition was detected. If the 
transition is detected before S2P1 is fin- 
ished, the prescalar is incremented in the 
next cycle. This timing is shown in Fig- 
ure 2. Note that this sampling rate is 
twice that of the normal 80C51 timers, 
TO and T1 , therefore T2 has twice the 
maximum external counting rate as com- 
pared to the standard timers. 

Any programming of the clock source or 
the prescalar divide ratio results in a 
reset of the prescaler. This allows the 
state of the timer subsystem to be in a 
known state upon programming. The 
main 16-bit timer can not be reset by 
software but it is reset by activating the 
reset pin or using the external reset, 
RT2. The external reset, RT2 can be en- 
abled or disabled by bit T2ER in 
TM2CON. These resets reset the pre- 
scalar as well as the 16-bit counter. 

Only one interrupt is available from the 
16-bit counter timer. Two bits in 
TM2CON control whether TM2L, TM2H, 
or both flags will be used to generate the 
interrupt. A selection for no interrupt is 
also possible. 

Capture System 

The capture system is a powerful tool to 
measure the width of pulses or repeti- 
tion rates. There are four independent 
inputs for the signals to be analyzed, 
CTIO through CTI3. These inputs are al- 
ternate functions to Port 1. Each input is 
connected to a dedicated capture regis- 
ter. A transition at any of these inputs 
will cause the content of the 16-bit 
counter timer to be loaded into the re- 
spective capture register. The capture 
can occur upon various conditions of the 
input signal as specified by certain bits in 
the capture control register, CTCON. 
Each input can be set to cause a cap- 
ture on a low to high transition, a high to 
low transition, or on both transitions. Up- 
on a capture taking place, each input 
causes an interrupt flag to be set in the 
Timer 2 Interrupt Flag Register, TM2IR. 
If enabled an interrupt will be genera- 
ted. 
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CTOI INT 



CTIO 



CT1I INT 



CT2I INT 



CT3I INT 



CTO 



CT 1 



CT2 







? 






CTI3 


1 


r 


1 


CT3 



off 

f osc 
T2 
RT2 
T2ER 



1 



PRESCALER 



_L 



T2 COUNTER 



8 -bit overflow 
interrupt 

16- bit overflow 
interrupt 



external reset 



s 




R 




P4.0 


s 




R 




P4.1 


s 




R 




P4.2 


s 




R 




P4.3 


s 




R 




P4.4 


s 




R 




P4.5 


TG 




T 




P4.6 


TG 




T 




P4.7 


STE 


RTE 




S - set 







I/O port 4 



£0 



COMP -»• INT 



COMP -> INT 



CMO(S) CMI(R) CM2ITI 



COMP INT 



R = reset 

T = toggle 

TG = toggle status 



T2 SFR address: TML2 ■ lower 8 bits 
TMH2- higher 8 bits 







Figure 1. 83C552 Counter Timer 2 Block Diagram 



One of the capture inputs is shown in 
more detail in Figure 3. All of the other 
capture inputs are similar to this one. 
The capture input is gated with the cap- 
ture enable bits CTNO and CTPO which 
are located in CTCON. According to the 
status of these bits, the desired edges 
are selected to generate the capture en- 
able pulse. The input pulse transient de- 
tection is at the input of the enable pulse 
generator. The input signal is sampled at 
S1P1 of the machine cycle. If a logic 1 
is detected when a logic was detected 
at the same time in the previous cycle, 
then the event is taken as a transition. 
An enable pulse is sent to the capture 
register and the contents of timer 2 is 
copied into the capture register at the 



end of this machine cycle. The interrupt 
flag CTIO is also set. 

Compare System 

The compare system of Timer 2 can be 
used to generate a set of outputs whose 
transitions are controlled directly by the 
time defined by the 16-bit counter timer. 
There are eight of these high speed out- 
puts which are directly controlled from 
Counter Timer 2. These outputs are al- 
ternate functions to Port 4. Six of these 
outputs are set - reset controlled 
(CMSRO through CMSR5) and two are 
toggle controlled (CMTO and CMT1). To 
clarify the operation, these two types 
will be discussed separately. In the fol- 
lowing discussions, refer to Figure 4 



which shows the compare system for 
P4.5 (a set - reset high speed output) 
and P4.6 (a toggle high speed output). 

There are two compare registers associ- 
ated with the set - reset outputs. 
These registers are CMO and CM1 . In 
addition there are two enable registers: 
one to enable setting of an output and 
the other to enable resetting of an out- 
put. These registers are STE and RTE 
respectively. The content of CMO and 
CM1 are continuously compared to the 
content of the 16-bit counter. Whenever 
there is a match between the 16-bit 
counter and the contents of CMO, a SET 
pulse is generated. Similarly, whenever 
there is a match between the timer and 
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1 machine cycle 



S1 



7 



S2 



1 2 



S3 



1 2 



S4 



1 2 



S5 S6 



1 2 1 2 



S1 



1 2 



S2 



1 2 



S3 



1 2 



S4 



1 2 



S5 



1 2 



S6 



1 2 



ft 
osc 



Sample 
puis 



The basic microcontroller 
instruction cycle timing 



_n n 



T2 1 
Input 



Counter 
incremented 



n n 



by transition 1 



S1 



1 2 



S2 



1 2 



S3 



1 2 



by transition 2 



Figure 2. The Sampling of the External Clock Signal 



TM2 



CTO 








Figure 3. Capture Subsystem for CTOI 
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CMO(S) CM1(R) CM2(T) 

Comparator^) Comparator! Comparator 



TM2 



Q =Match 



=Match 



:Match 
TM2IR 



CMI 
2 



CMI 
1 



CMI 




I t 



to 

» > Interrupt 
system 





s a 


& 


R Q 



Toggle FF 



software control 
STE 



STE.6 
STE.7 



the contents of CM1, a RESET pulse is 
generated. The set pulse is applied to 
the set - reset outputs, CMSRO through 
CMSR5, through gates controlled by bits 
in STE. Bits through 5 in STE control 
the application of the SET pulse to one 
of the high speed outputs. For example 
STE.O controls the gating of the SET 
pulse to CMSRO, STE.1 controls the 
gating of the SET pulse to CMSR1 and 
so forth. Thus if the corresponding SET 
enable bit in STE is a 1 and a compare 
occurs with CMO, then that high speed 
output will become set. Similarly, the re- 
set pulse from CM1 is applied to the high 
speed outputs CMSRO through CMSR5 
through gates controlled by bits in RTE. 
As with STE, bits through 5 in RTE 
control the application of the reset pulse 
to one of the high speed outputs. If a 
compare occurs between the timer and 
CM1, a high speed output will be reset 
if its corresponding enable bit in RTE is a 
1. Compares with CMO and CM1 set in- 
terrupt flags which, if enabled, can be 
used to generate an interrupt. 



Figure 4. Compare System for P4.5 and P4.6 

The two toggle controlled outputs are 
CMTO and CMT1 and these are associ- 
ated with compare register CM2. These 
outputs are also alternate functions on 
Port 4. Upon a compare between the 
counter and the contents of CM2, CM2 
generates a toggle pulse which is applied 
to the high speed outputs CMTO and 
CMT1 through a set of gates. The gates 
control the application of the toggle 
pulse to the toggle outputs as specified 
by the high order bits of register RTE. 
RTE. 6 controls CMTO and RTE. 7 controls 
CMT1. Should the corresponding bit of 
RTE be set, then the toggle pulse is en- 
abled to the associated high speed out- 
put and that output will toggle upon 
generation of the toggle pulse from CM2. 
The structure of these toggled outputs is 
different from the other high speed out- 
puts in that the toggling is actually ac- 
complished in a separate toggled flip flop 
and not directly in the port latch. This 
toggle flip flop can not be controlled 
directly by software and powers up in an 
indeterminate state. The state of the 
toggle flip flops is readable in STE bits 6 
and 7. 



Application Example - 
Timed Fuel Injection 

In modern automobiles, optimal combus- 
tion is necessary to meet emission stan- 
dards and improve fuel consumption. 
Optimal combustion depends on several 
factors and is enhanced by proper fuel 
injection based upon these factors 
which vary according to engine speed 
and other factors. Thus the task is to 
control the opening and closing of the 
engine fuel injectors of each cylinder 
relative to the crankshaft reference 
point. 



For the application example here, we 
will not consider the factors which de- 
termine the timing relationships. These 
are assumed to be given quantities. The 
example here will focus upon the imple- 
mentation of the injector timing control 
signals and how they are generated us- 
ing the Counter Timer 2 system. The il- 
lustration considers a four cylinder en- 
gine. While this is an automotive applica- 
tion which serves to clearly illustrate 
Counter Timer 2 Subsystem operation, it 
is clear that many systems share similar 



February 1989 



3-29 



Signetics Microprocessor Products 

m » SvW; #» mm 

also support six cylinder engine control. 

Figure 5 shows the injection timing re- 
quired for two consecutive revolutions of 
the engine crankshaft. Start and stop of 
the injection are given relative to a ref- 
erence point on the crankshaft. The cyl- 
inders are numbered in the order of the 
injection sequence (not with reference to 
their physical location). Start of the in- 
jection is usually given in angular meas- 
ure with respect to top dead center and 
the injection duration is assumed to be a 
time value calculated from engine envi- 
ronmental factors and operating parame- 
ters. The angle for the start of the injec- 
tion must be converted into time with 
respect to the reference point. 

The injector drivers are assumed to be 
connected to the Port 4 high speed 
outputs CMSRO through CMSR3. To ob- 
tain the top dead center reference point, 
the signal from the appropriate sensor is 
connected to the capture input CTOI. 
The interrupt for this capture input is en- 
abled so that software can synchronize 
its operation to this time reference and 
make use of the top dead center time in 
the injector timing calculations. The 
software synchronization takes two 
forms. First the captured time is an abso- 



icyisier i^iu. Note that at 12 MHz 
operation, Timer 2 can have a resolution 
as fine as 1 microsecond with a total 
time before overflow of over 65 millisec- 
onds and these times are adjustable by 
increasing the prescalar divide ratio. A 
proper selection can make the timing 
calculations relatively simple. Second, at 
the time the input is captured, flags 
which keep track of the phases of the 
crankshaft cycle are reset when cylin- 
der 1 is at top dead center. These flags 
are used in the interrupt service routines 
to tell which action is required for that 
phase of the crankshaft. 

Consider now the sequence of events in 
one rotation of the engine crankshaft 
and refer to Figure 5 during the discus- 
sion. Assume that the engine is running, 
that all relevant parameters are available 
and that it has been determined that the 
processor is responding to the interrupt 
associated with the top dead center cap- 
ture, CTOI. Interrupts for CTOI, CMO 
(compare register 0), and CM1 (compare 
register 1) are enabled. Upon entering 
the interrupt service routine for CTOI, the 
previous value of the captured top dead 
center time is subtracted from the 
present value and the crankshaft rota- 
tion time is determined. This is used to 
compute the time to open the first injec- 



available for the interrupt service routine 
which responds to a compare from CMO. 
The interrupt service routine is exited. 

The next interrupt to occur per the Fig- 
ure for this example is a result of a 
compare with CM1 which will be a result 
of the injector stop time for cylinder 4 
having been reached. The flags in an 
internal status register are employed to 
keep track of the cylinder number that is 
presently active for both injection stop 
and injection start times. After identifying 
this interrupt from the flags, the proces- 
sor uses the injector start time for cylin- 
der 1 (previously loaded into CMO) and 
the predetermined duration to calculate 
the injector stop time for cylinder 1. 
This value is loaded into compare regis- 
ter CM1 and the reset enable bit for high 
speed output CMSRO is programmed to a 

1. This is bit RTE.O the reset enable bit 
for the cylinder 4 injector is set to (bit 
RTE.3). The interrupt routine is now 
exited. 

The next interrupt to occur will be for 
the start time for the injector for cylinder 

2. This and all subsequent cases follow 
the same sequence of events as for the 
cylinder 1 CMO interrupt described a- 
bove. In this case calculations are made 
for cylinder 2 and loaded into CMO, 



Cyl 1 

Cyl 2 

Cyl 3 

Cyl 4 



Reference 



T-stop 



T-start 

< > j Inject. ; or. 



Shaded areas indicate injectors are on. 
Figure 5. Four Cylinder Injection Timing 
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STE.1 is programmed to a 1 and STE. 
is programmed to a 0. Similarly, the next 
interrupt for CM1 is treated in the same 
way and the sequence of events rotates 
around through all cylinders in turn. The 
flag bits associated with this operation 
keep track of the injector sequencing. 

While this example shows the injection 
stop time of one cylinder overlapping in- 
to the injector on time of the subsequent 
cylinder, close examination of the opera- 
tions described above reveal that the 
start and stop events are independent 
and can overlap or not as required. In 
this way all injectors may be driven in- 
dependently and have overlapping on 
times. 

Given that this is an example applicable 
to general usage, it is possible that in- 
terrupt service routine could be relatively 
long as it would be in an actual injector 
application. Since the service routine 
has other interrupts disabled, the length 
may cause real time conflicts. To elimi- 
nate this potential problem, the interrupt 
service routines are divided into two 
parts. In the first part, all other interrupts 
are disabled and the essential register 
loading is done to prepare for the next 
interrupt. After this is completed, all in- 
terrupts are enabled and the ancillary 
service routine functions are performed 
prior to a return to the main routine. 



As an example consider the interrupt 
service routine for CMO. Upon entering 
the routine, all interrupts are disabled. 
Then the following actions are 
performed: 

- set bit in STE to start next injector 

- clear bit in STE for injector just started 

- load CMO with start time for next 
injector 

- clear CMIO interrupt flag in TM2IR 

Now that the essential set up is made for 
the next interrupt, all interrupts are now 
enabled. However the return to the main 
program is not invoked until the following 
ancillary processing is completed: 

- calculate the next absolute start time 
for the next injector (the next load 
value for CMO) 

- increment the flag so that the next 
entry to this interrupt service routine 
will be able to identify the next injec- 
tor to start. 

The process performing these calcula- 
tions can be interrupted to service real 
time functions. 



Application Example — 
Timed Ignition 

In electronic ignition systems, multiple 
ignition coils may be used and each coil 
is fired by electronic means rather than 
with the old stile mechanical breakers. 
In a four cylinder engine, there may be 
two ingnition coils, one coil providing 
spark for a pair of cylinders. Both plugs 
fire at the same time. For one cylinder, 
the spark occurs at the appropriate time 
while for the other cylinder, the spark 
occurs at the end of the exhaust stroke 
and has no effect. With timing referenc- 
es to crankshaft top dead center provid- 
ed by an external sensor, the ignition 
timing for the engine may be generated 
in the 83C552 and applied to the elec- 
tronic drivers for the ignition coils. 

To illustrate the toggle high speed out- 
puts of the 83C552 Counter Timer 2 
subsystem, the following example will 
discuss the ignition timing in a four cylin- 
der engine employing the two coil ap- 
proach with one coil for a pair of cylin- 
ders. The coil timing is illustrated in Fig- 
ure 6. A reference time is used which is 
a given interval prior to top dead center 
so that the times used in the illustration 
can be always after the reference. 
There are two times of interest for each 
coil: the load time and the ignition point. 



Reference TDC 



Coil 1 



Coil 2 



Load time 



T- 

Ignition Advance 




Figure 6. Four Cylinder, Two Coil Ignition Timing 
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Ignition advance is usually given in de- 
grees crankshaft angle prior to top dead 
center. As with injection, this angle is 
assumed to be derived from other calcu- 
lations and is a given value for this illus- 
tration. This angle must be converted in- 
to a time with respect to the reference 
point. The load time (the time at which 
the coil has to be switched on to reach 
the current that will give sufficient en- 
ergy for an adequate spark) must be 
subtracted from the desired ignition 
point. At the ignition time, the coil will be 
switched off and the spark will be 
generated. 

The coil driver electronics are connected 
to port bits P4.6 and P4.7. Ignition Coil 

1 is connected to P4.6 and ignition Coil 

2 is connected to P4.7. These outputs 
are the toggle high speed outputs con- 
trolled by the 16-bit compare register, 
CM2. The program simply needs to set 
up the compare and control registers to 
turn the coils on and off at the appropri- 
ate times. It is assumed in this example 
that the ignition and load times are given 
quantities and have been determined 
previously. 

Consider now the sequence of events in 
two rotations of the engine crankshaft 
and refer to Figure 6. Assume that the 
engine is running, that all relevant pa- 
rameters are available and that it has 
been determined that the processor is 
responding to the interrupt associated 
with a compare to CM2. The top dead 
center time and crankshaft rotation 
speed have been already determined 
through the top dead center capture, 
CTOI. This is the same as in the injector 
example. The interrupt for CTOI is ena- 
bled. From the top dead center time, the 
times to turn on and turn off the coil 
drivers are computed and made available 
in data storage locations in the micro- 
controller. It is also convenient to have 
flags to identify the step in the complete 
ignition cycle. The flags are cleared in 
the interrupt service routine for top dead 
center of cylinder 1. 



Upon entering the interrupt service rou- 
tine, other interrupts are disabled. Exam- 
ination of the flags reveals that the state 
of the ignition sequence is that Coil 1 
has been turned on to begin the current 
build up (load time). The next event will 
therefore be turning off Coil 2 to cause 
ignition. The interrupt service routine 
then performs the following actions: The 
time to turn off Coil 2 is moved into 
compare register 2, CM2. Bit 6 of RTE 
is cleared; this disconnects the output of 
CM2 from the toggle flip flop of P4.6 
(Coil 1). Bit 7 of RTE is set; this con- 
nects the output of CM2 to the toggle 
flip flop of P4.7 (Coil 2). The flags are 
incremented to indicate that the next in- 
terrupt will be a result of Coil 2 turning 
off and causing ignition. The other inter- 
rupts can be enabled and a return to the 
main program can be executed. After 
the other interrupts are enabled and be- 
fore a return is made to the main pro- 
gram, it may be convenient to do any 
necessary calculations to determine the 
time value to be loaded into CM2 in the 
next CM2 interrupt. 

Since the flip flops are toggled, it is like- 
ly that upon power up of the micro- 
controller, the toggle flip flops will not be 
in the desired state. To get the toggle 
flip flops in the correct state in the igni- 
tion cycle, the flip flops must be toggled 
if they are in the wrong state. To deter- 
mine if this is necessary, the state of 
the toggle flip flops can be read from the 
STE register. The state of the P4.6 flip 
flop is present in STE bit 6 and the state 
of the P4.7 flip flop is present in STE bit 
7. Comparing the actual state to the re- 
quired state determines which if any or 
both of the flip flops must be toggled. If 
a toggle is necessary to put one or both 
of the flip flops in the correct state, the 
corresponding bits in RTE would be set 
for those flip flops requiring the toggle 
and CM2 would be loaded with a value 
that is slightly larger than the present 
contents of Timer 2. If desired for relia- 
bility purposes, the state of the flip flops 
could be checked periodically against 
the ignition cycle flags to determine if a 
correction is necessary. 
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Conclusion 

This application note has examined one 
aspect of the 83C552 CMOS 80C51 de- 
rivative microcontroller. The Counter 
Timer 2 Subsystem has been applied to 
a complex timing task of gasoline engine 
injector valve and ignition coil timing 
control. While this is a specific applica- 
tion to the automotive interests, the re- 
sult are applicable to a wide variety of 
time measurement and control applica- 
tions. The 83C552 would be ideal for 
many electromechanical systems such as 
copy machines, fax machines, industrial 
process control equipment, automatic 
transmission control, and anti-skid and 
anti-lock braking control. 

These application areas are those which 
can successfully employ the 83C552 
Counter Timer 2, however the other fea- 
tures should not be overlooked. When 
combined with the 10-bit A to D Con- 
verter, the Pulse Width Modulator, the 
|2C serial bus and peripheral device fam- 
ily, the 83C552 provides minimum com- 
ponent count solutions for cellular radio 
systems, professional audio systems, and 
medical instrumentation products such as 
bed side patient monitors and analyzers 
for home care and sports use. 
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Microprocessor Division 

8051 family microcontrollers are equip- 
ped with up to two inputs which may be 
used as general-purpose interrupts. A 
typical device provides a total of 5 inter- 
rupt sources. Timer and Timer 1 gener- 
ate vectored interrupts, as does the Se- 
rial Port. Applications that require more 
than two externally signaled vectored in- 
terrupts, and do not use one or more of 
the counters or the serial port, can be 
configured to use these facilities for ad- 
ditional external interrupt inputs. 

This note describes a method to config- 
ure the timer/counters and the serial port 
for use as interrupt inputs. Minimum re- 
sponse time is a goal for this config- 
uration. 

Another popular method to implement 
extra interrupt inputs is to poll under 
software control a port pin configured as 
an input. This method is necessary when 
the on-chip peripherals are in use. Appli- 
cations where this approach is recom- 
mended are ones in which the processor 
spends more than half of the time exe- 
cuting a "wait loop", or a short code 
sequence which jumps or branches back 
on itself without performing any func- 
tions. In this case, the instructions that 
will check the state of input used as an 
interrupt source are inserted into this se- 
quence. Consequently, this input is ig- 
nored when other routines are being ex- 
ecuted. This input may have to be 
latched externally, or the processor may 
miss the signal while executing other 
routines. 

Dedicated interrupt inputs that vector 
the processor to individual service rou- 
tines (as the two general purpose inter- 
rupt inputs work) do not have the draw- 
backs of the method described above. 

COUNTER/TIMER CONFIGURATION 

Timers and 1 are placed in Mode 2, 
which configures the timer register as an 
8-bit counter with automatic reload. The 
counter and reload register are loaded 
with FF hexadecimal which is stored in 
TH1 and TL1 or THO and TLO. 

To prepare one of the timers for this kind 
of operation, a number of control bits 
have to be set up. The following is a list 
of these bits and their values: 
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in TMOD: 

GATE - 
C/T - 1 
M1 - 1 
MO - 



In TCON: 
TFti - 1 



In IE: 

ETi - 1 

EA - 1 



Where T is the timer number being used 
as the external interrupt. The TMOD val- 
ue would be 66 hexadecimal if both tim- 
er are being used as external interrupt 
sources, x6 hex for timer 0, and 6x hex 
for timer 1 . The interrupt priority may 
also be set in the IP register. 

A falling edge on the corresponding 
TimerO or Timerl input (TO or T1) will 
cause the counter to overflow and gen- 
erate a timer interrupt. The counter will 
be automatically loaded with another FF 
from the reload register, so the interrupt 
can occur again as soon as the interrupt 
service routine completes. Counter/Timer 
operation is described in detail in else- 
where in this manual. 







SERIAL PORT CONFIGURATION 

The serial port can be placed in mode 2, 
which is a 9-bit UART with the baud rate 
derived from the oscillator. The external 
interrupt is signaled through this port on 
the RXD receive data pin. Reception is 
initiated by a detected 1 -to-0 transition 
at RxD. The signal must stay at for at 
least five-eighths of a bit period for this 
level to be recognized. Refer to the de- 
scription of baud rates to determine the 
length of a bit period at the oscillator 
frequency selected for the application. 
The input signal should remain low for at 
least one bit period and for not more 
than 9 bit periods. 

To prepare the serial port for use as an 
external interrupt, the following bits must 
be set up: 

In SCON: 

SMO - 1 
SM1 - 
SM2 - 
REN - 1 



rRsT> 



llnterrupt 



Interrupt 1 



Ext. Interrupt 



| Eit. Interrupt 



| Ext. Interrupt h 



X1 80C51 




Port 


X2 

RESET 


Port 1 


EA 


Port 2 


INTO (P3.2) 


P3.1 


INT1 (P3.3) 


P3.6 


TO (P3.4) 


P3.7 


Tl (P3.5) 




RXD (P3.0) 





Figure 1. 80C51 Five Interrupt Configuration 
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The Serial Port Interrupt is then used as 
a general purpose interrupt. The con- 
tents of receive buffer should be ig- 
nored, and will subsequently be overwrit- 
ten during the next interrupt. 



Note that the response time for this input 
will be slower than for the Counter/Timer 
inputs. This is due to the fact that the Rl 
is generated after the eighth serial data 
bit time after the falling edge on RxD. 



; Demonstration program for five external : 
$MOD51 



$TITLE (Five Vectored External Interrupts) 


Interrupt Jump Table 




ORG 


OH 


,• Reset 


AJMP 


Setup 




ORG 


3H 


; External interrupt 0. 


RET I 




/(not implemented in this demo) 


ORG 


OBH 


; Timer interrupt. 


AJMP 


TimO 




ORG 


13H 


/External interrupt 1. 


RET I 




/ ( not implemented in this demo ) 


ORG 


1BH 


,-Timer 1 interrupt. 


AJMP 


Timl 




ORG 


23H 


/Serial port interrupt. 


AJMP 


Serial 




; Begin setup code 




Setup MOV 


SP,#7FH 


/Initialize the stack pointer. 


; Configure 


both timers 




MOV 


TMOD,#66H 


/ Put both counters into mode 2 . 


MOV 


A,#0FFH 




MOV 


TLO , A 


/Load FF hex into both counters 


MOV 


THO , A 




MOV 


TL1,A 




MOV 


TH1,A 




SETB 


ETO 


/Enable Timer interrupt. 


SETB 


ET1 


/Enable Timer 1 interrupt. 


SETB 


TRO 


/Enable Timer to run. 


SETB 


TR1 


/ Enable Timer 1 to run . 


; Configure 


the serial port 




SETB 


ES 


/Enable serial port interrupt. 


MOV 


SCON, #9 OH 


/ Put the serial port in mode 2 . 


SETB 


EA 


/Enable interrupt system. 


Wait : NOP 




/Wait for an interrupt. 


JMP 


Wait 





Serial : NOP 
CLR 
RET I 



RI 



TimO : 



Timl : 



NOP 
RET I 



NOP 
RET I 



/Serial interrupt service routine. 
/Clear receiver interrupt flag. 

/Timer interrupt service routine. 

/Timer interrupt service routine. 



END 
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INTRODUCTION 

For 8-bit applications, such as those requiring 
single-chip microcomputers, certain design 
criteria can be established: 

• A complete system usually consists 
of at least one microcomputer and 
other peripheral devices, such as 
memories and I/O expanders. 

• The cost of connecting the various 
devices within the system must be 
kept to a minimum. 

• Such a system usually performs a 
control function and does not require 
high-speed data transfer. 

• Overall efficiency depends on the 
devices chosen and the 
interconnecting bus structure. 

In order to produce a system to satisfy these 
criteria, a serial bus structure is needed. 
Although serial buses don't have the through- 
put capability of parallel buses, they do re- 
quire less wiring and fewer connecting pins. 
However, a bus is not merely an interconnect- 
ing wire, it embodies all the formats and 
procedures for communication within the sys- 
tem. 

Devices communicating with each other on a 
serial bus must have some form of protocol 
which avoids all possibilities of confusion, 
data ioss and blockage of information. Fast 
devices must be able to communicate with 
slow devices. The system must not be depen- 
dent on the devices connected to it, other- 
wise modifications or improvements would be 
impossible. A procedure has also to be re- 
solved to decide which device will be in 
control of the bus and when. And if different 
devices with different clock speeds are con- 
nected to the bus, the bus clock source must 
be defined. 

All these criteria are involved in the specifica- 
tion of the l 2 C bus. 

THE l 2 C BUS CONCEPT 

Any manufacturing process (NMOS, CMOS, 
l 2 L) can be supported by the l 2 C bus. Two 
wires (SDA- serial data, SCL- serial clock) 
carry information between the devices con- 
nected to the bus. Each device is recognized 
by a unique address - whether it is a micro- 
computer, LCD driver, memory or keyboard 
interface - and can operate as either a trans- 
mitter or receiver, depending on the function 
of the device. Obviously an LCD driver is only 



a receiver, while a memory can both receive 
and transmit data. In addition to transmitters 
and receivers, devices can also be consid- 
ered as masters or slaves when performing 
data transfers (see Table 1). A master is the 
device which initiates a data transfer on the 
bus and generates the clock signals to permit 
that transfer. At that time, any device ad- 
dressed is considered a slave. 

The l 2 C bus is a multi-master bus. This means 
that more than one device capable of control- 
ling the bus can be connected to it. As 
masters are usually microcomputers, let's 
consider the case of a data transfer between 
two microcomputers connected to the l 2 C 
bus (Figure 1). This highlights the master- 
slave and receiver-transmitter relationships to 
be found on the l 2 C bus. It should be noted 
that these relationships are not permanent, 
but only depend on the direction of data 
transfer at that time. The transfer of data 
would follow in this way: 

1) Suppose microcomputer A wants to send 
information to microcomputer B 

- microcomputer A (master) addresses 
microcomputer B (slave) 

- microcomputer A (master transmitter) 
sends data to microcomputer B (slave 
receiver) 

- microcomputer A terminates the 
transfer. 

2) If microcomputer A wants to receive infor- 
mation from microcomputer B 



- microcomputer A (master) addresses 
microcomputer B (slave) 

- microcomputer A (master receiver) 
receives data from microcomputer B 
(slave transmitter) 

- microcomputer A terminates the 
transfer. 

Even in this case, the master (microcomputer 
A) generates the timing and terminates the 
transfer. 

The possibility of more than one microcompu- 
ter being connected to the l 2 C bus means 
that more than one master could try to initiate 
a data transfer at the same time. To avoid the 
chaos that might ensue from such an event, 
an arbitration procedure has been developed. 
This procedure relies on the wired-AND con- 
nection of all devices to the l 2 C bus. 

If two or more masters try to put information 
on to the bus, the first to produce a one when 
the other produces a zero will lose the 
arbitration. The clock signals during arbitra- 
tion are a synchronized combination of the 
clocks generated by the masters using the 
wired-AND connection to the SCL line (for 
more detailed information concerning arbitra- 
tion see Arbitration and Clock Generation). 

Generation of clock signals on the l 2 C bus is 
always the responsibility of master devices; 
each master generates its own clock signals 
when transferring data on the bus. Bus clock 
signals from a master can only be altered 
when they are stretched by a slow slave 
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Table 1. Definition of l 2 C Bus Terminology 



1 tnlVi 




Transmitter 


The device which sends data to the bus 


Receiver 


The device which receives data from the bus 


Master 


The device which initiates a transfer, generates clock 
signals and terminates a transfer 


Slave 


The device addressed by a master 


Mi ilti-mactor 


More than one master can attempt to control the 
bus at the same time without corrupting the message 


Arbitration 


Procedure to ensure that if more than one master 
simultaneously tries to control the bus, only one is 
allowed to do so and the message is not corrupted 


Synchronization 


Procedure to synchronize the clock signals of two or 
more devices 



PULL-UP 
RESISTORS 



(SERIAL DATA LINE) 



(SERIAL CLOCK LINE) 



SCLK1 
OUT 



SCLK 
IN 



DATA1 
OUT 



SCLK 2 
OUT 



4L 



DATA 2 
OUT 



DATA 
IN 



I L. 



DEVICE 1 



Figure 2. Connection of Devices to the l 2 C Bus 
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Figure 3. Bit Transfer on the l 2 C Bus 
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Figure 4. Start and Stop Conditions 



device holding down the clock line or by 
another master when arbitration takes place. 



GENERAL CHARACTERISTICS 

Both SDA and SCL are bidirectional lines, 
connected to a positive supply voltage via a 
pull-up resistor (see Figure 2). When the bus 
is free, both lines are High. The output stages 
of devices connected to the bus must have 
an open-drain or open-collector in order to 
perform the wired-AND function. Data on the 
l 2 C bus can be transferred at a rate up to 
100kbit/s. The number of devices connected 
to the bus is solely dependent on the limiting 
bus capacitance of 400pF. 



BIT TRANSFER 

Due to the variety of different technology 
devices (CMOS, NMOS, l 2 L) which can be 
connected to the l 2 C bus, the levels of the 
logical (Low) and 1 (High) are not fixed and 
depend on the appropriate level of Vdd (see 
Electrical Specifications). One clock pulse is 
generated for each data bit transferred. 

Data Validity 

The data on the SDA line must be stable 
during the High period of the clock. The High 
or Low state of the data line can only change 
when the clock signal on the SCL line is Low 
(Figure 3). 

Start and Stop Conditions 

Within the procedure of the l 2 C bus, unique 
situations arise which are defined as start and 
stop conditions (see Figure 4). 

A High-to-Low transition of the SDA line while 
SCL is High is one such unique case. This 
situation indicates a start condition. 

A Low-to-High transition of the SDA line while 
SCL is High defines a stop condition. 

Start and stop conditions are always generat- 
ed by the master. The bus is considered to be 
busy after the start condition. The bus is 
considered to be free again a certain time 
after the stop condition. This bus free situa- 
tion will be described later in detail. 

Detection of start and stop conditions by 
devices connected to the bus is easy if they 
possess the necessary interfacing hardware. 
However, microcomputers with no such inter- 
face have to sample the SDA line at least 
twice per clock period in order to sense the 
transition. 



TRANSFERRING DATA 
Byte Format 

Every byte put on the SDA line must be 8 bits 
long. The number of bytes that can be 
transmitted per transfer is unrestricted. Each 
byte must be followed by an acknowledge bit. 
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ACKNOWLEDGEMENT 
SIGNAL FROM RECEIVER 



BYTE COMPLETE, 
INTERRUPT WITHIN RECEIVER 



ACKNOWLEDGEMENT 



START 
CONDITION 



CLOCK LINE HELD LOW WHILE 
INTERRUPTS ARE SERVICED 



STOP 
CONDITION 



Figure 5. Data Transfer on the l 2 C Bus 




Figure 6. Acknowledge on the I C Bus 



Data is transferred with the most significant 
bit (MSB) first (Figure 5). If a receiving device 
cannot receive another complete byte of data 
until it has performed some other function, for 
example, to service an internal interrupt, it 
can hold the clock line SCL Low to force the 
transmitter into a wait state. Data transfer 
then continues when the receiver is ready for 
another byte of data and releases the clock 
line SCL. 

In some cases, it is permitted to use a 
different format from the l 2 C bus format, such 
as CBUS compatible devices. A message 
which starts with such an address can be 
terminated by the generation of a stop condi- 
tion, even during the transmission of a byte. 
In this case, no acknowledge is generated. 

Acknowledge 

Data transfer with acknowledge is obligatory. 
The acknowledge-related clock pulse is gen- 
erated by the master. The transmitting device 
releases the SDA line (High) during the ac- 
knowledge clock pulse. 
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The receiving device has to pull down the 
SDA line during the acknowledge clock pulse 
so that the SDA line is stable Low during the 
high period of this clock pulse (Figure 6). Of 
course, setup and hold times must also be 
taken into account and these will be de- 
scribed in the Timing section. 

Usually, a receiver which has been addressed 
is obliged to generate an acknowledge after 
each byte has been received (except when 
the message starts with a CBUS address. 

When a slave receiver does not acknowledge 
on the slave address, for example, because it 
is unable to receive while it is performing 
some real-time function, the data line must be 
left High by the slave. The master can then 
generate a STOP condition to abort the 
transfer. 

If a slave receiver does acknowledge the 
slave address, but some time later in the 
transfer cannot receive any more data bytes, 
the master must again abort the transfer. This 
is indicated by the slave not generating the 
acknowledge on the first byte following. The 

4-3 



slave leaves the data line High and the 
master generates the STOP condition. 

In the case of a master receiver involved in a 
transfer, it must signal an end of data to the 
slave transmitter by not generating an ac- 
knowledge on the last byte that was clocked 
out of the slave. The slave transmitter must 
release the data line to allow the master to 
generate the STOP condition. 



ARBITRATION AND CLOCK 

GENERATION 

Synchronization 

All masters generate their own clock on the 
SCL line to transfer messages on the l 2 C bus. 
Data is only valid during the clock High period 
on the SCL line; therefore, a defined clock is 
needed if the bit-by-bit arbitration procedure 
is to take place. 

Clock synchronization is performed using the 
wired-AND connection of devices to the SCL 
LINE. This means that a High-to-Low transi- 
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Figure 7. Clock Synchronization During the Arbitration Procedure 
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Figure 8. Arbitration Procedure of Two Masters 



tion on the SCL line will affect the devices 
concerned, causing them to start counting off 
their Low period. Once a device clock has 
gone Low it will hold the SCL line in that state 
until the clock High state Is reached (Figure 
7). However, the Low-to-High change in this 
device clock may not change the state of the 
SCL line if another device 
clock is still within its Low period. Therefore, 
SCL will be held Low by the device with the 
longest Low period. Devices with shorter Low 
periods enter a High wait state during this 
time. 

When all devices concerned have counted off 
their Low period, the clock line will be re- 
leased and go High. There will then be no 
difference between the device clocks and the 



state of the SCL line and all of them will start 
counting their High periods. The first device 
to complete its High period will again pull the 
SCL line Low. 

In this way. a synchronized SCL clock is 
generated for which the Low period is deter- 
mined by the device with the longest clock 
Low period while the High period on SCL is 
determined by the device with the shortest 
clock High period. 

Arbitration 

Arbitration takes place on the SDA line in 
such a way that the master which transmits a 
High level, while another master transmits a 
Low level, will switch off its DATA output 
stage since the level on the bus does not 
correspond to its own level. 



Arbitration can carry on through many bits. 
The first stage of arbitration is the comparison 
of the address bits. If the masters are each 
trying to address the same device, arbitration 
continues into a comparison of the data. 
Because address and data information is 
used on the l 2 C bus for the arbitration, no 
information is lost during this process. 

A master which loses the arbitration can 
generate clock pulses until the end of the 
byte in which it loses the arbitration. 

If a master does lose arbitration during the 
addressing stage, it is possible that the win- 
ning master is trying to address it. Therefore, 
the losing master must switch over immedi- 
ately to its slave receiver mode. 

Figure 8 shows the arbitration procedure for 
two masters. Of course more may be in- 
volved, depending on how many masters are 
connected to the bus. The moment there is a 
difference between the internal data level of 
the master generating DATA 1 and the actual 
level on the SDA line, its data output is 
switched off, which means that a High output 
level is then connected to the bus. This will 
not affect the data transfer initiated by the 
winning master. As control of the l 2 C bus is 
decided solely on the address and data sent 
by competing masters, there is no central 
master, nor any order of priority on the bus. 

Use of the Clock Synchronizing 
Mechanism as a Handshake 

In addition to being used during the arbitration 
procedure, the clock synchronization mecha- 
nism can be used to enable receiving devices 
to cope with fast data transfers, either on a 
byte or bit level. 

On the byte level, a device may be able to 
receive bytes of data at a fast rate, but needs 
more time to store a received byte or prepare 
another byte to be transmitted. Slave devices 
can then hold the SCL line Low, after recep- 
tion and acknowledge of a byte, to force the 
master into a wait state until the slave is 
ready for the next byte transfer in a type of 
handshake procedure. 

On the bit level, a device such as a micro- 
computer without a hardware l 2 C interface 
on-chip can slow down the bus clock by 
extending each clock Low period. In this way, 
the speed of any master is adapted to the 
internal operating rate of this device. 
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FORMATS 

Data transfers follow the format shown in 
Figure 9. After the start condition, a slave 
address is sent. This address is 7 bits Jong; 
the eighth bit is a data direction bit (R/W). A 
zero indicates a transmission (WRITE); a one 
indicates a request for data (READ). A data 
transfer is always terminated by a stop condi- 
tion generated by the master. However, if a 



master still wishes to communicate on the 
bus, it can generate another start condition, 
and address another slave without first gener- 
ating a stop condition. Various combinations 
of read/write formats are then possible within 
such a transfer. 

At the moment of the first acknowledge, the 
master transmitter becomes a master receiv- 



er and the slave receiver becomes a slave 
transmitter. This acknowledge is still generat- 
ed by the slave. 

The stop condition is generated by the mas- 
ter. 

During a change of direction within a transfer, 
the start condition and the slave address are 
both repeated, but with the R/W bit reversed. 



l_*J L_ 



_l I 1 1 I 1_ 



START ADDRESS R/W ACK 
CONDITION 



ji 1 L J 

ACK STOP 

CONDITION 



Figure 9. A Complete Data Transfer 



Possible Data Transfer Formats are: 



a) Master transmitter transmits to slave 
receiver. Direction is not changed. 

A - ACKNOWLEDGE 
S - START 
P - STOP 

b) Master reads slave immediately after 
first byte. 



c) Combined formats. 



| S | SLAVE ADDRESS | R/W | A | DATA \ A | DATA I A | P | 

I I I I 

WIWRrTE) DATA TRANSFERRED 

(n BYTES + ACKNOWLEDGE) 



| S I SLAVEADDRESS | R/W | A | DATA | A | DATA | A | P ~\ 

I I e? 1 

*T (READ) DATA TRANSFERRED 

<n BYTES + ACKNOWLEDGE) 



| S | SLAVE ADDRESS | R/W | A | DATA | A | S | SLAVE ADDRESS | RIW | A | DATA j A | P | 



READ OR _ 



(n BYTES 
► ACKNOWLEDGE) 



(n BYTES 
+ ACKNOWLEDGE) 



READ OR J L raRE C TIONOF 
WRITE TRANSFER MAY 

CHANGE AT 
THIS POINT 



NOTES: 

1 Combined formats can be used, for example, to control a serial memory. During the first data byte, the internal memory location has to be written Alter the start condition is repeated, 
data can then be translated. 

2. All decisions on auto-increment or decrement of previously accessed memory locations, etc.. are taken by the designer of the device. 

3. Each byte is followed by an acknowledge as indicated by the A blocks in the sequence. 

4. I 2 C devices have to reset their bus logic on receipt of a start condition so that they all anticipate the sending of a slave address. 
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I I L_ I 




Figure 11. General Call Address Format 



m 

| S | HW | A | HD2' | A | ABCDOOO | X | A | ABCD001 | X | A | ABC DOM | X | A | P | 

Figure 12. Sequence of a Programming Master 



ADDRESSING 

The first byte after the start condition deter- 
mines which slave will be selected by the 
master. Usually, this first byte follows that 
start procedure. The exception is the general 
call address which can address all devices. 
When this address is used, all devices 
should, in theory, respond with an acknowl- 
edge, although devices can be made to 
ignore this address. The second byte of the 
general call address then defines the action 
to be taken. 

Definition of Bits in the First 
Byte 

The first seven bits of this byte make up the 
slave address (Figure 10). The eighth bit 
(LSB - least significant bit) determines the 
direction of the message. A zero on the least 
significant position of the first byte means that 
the master will write information to a selected 
slave; a one in this position means that the 
master will read information from the slave. 



MS6 LSB 

I ! ! I I ! ! I»'wl 

SLAVE ADDRESS - 

Figure 10. The First Byte After the 
Start Procedure 



When an address is sent, each device in a 
system compares the first 7 bits after the start 
condition with its own address. If there is a 
match, the device will consider itself ad- 
dressed by the master as a slave receiver or 
slave transmitter, depending on the R/W bit. 

The slave address can be made up of a fixed 
and a programmable part. Since it is expected 
that identical ICs will be used more than once 
in a system, the programmable part of the 
slave address enables the maximum possible 
number of such devices to be connected to 
the l 2 C bus. The number of programmable 
address bits of a device depends on the 
number of pins available. For example, if a 
device has 4 fixed and 3 programmable 
address bits, a total of eight identical devices 
can be connected to the same bus. 

The l 2 C bus committee is available to coordi- 
nate allocation of l 2 C addresses. 

The bit combination 1111XXX of the slave 
address is reserved for future extension pur- 
poses. 

The address 1111111 is reserved as the 
extension address. This means that the ad- 
dressing procedure will be continued in the 
next byte(s). Devices that do not use the 
extended addressing do not react at the 
reception of this byte. The seven other possi- 



bilities in group 1111 will also only be used for 
extension purposes but are not yet allocated. 



The combination 0000XXX has been defined 
as a special group. The following addresses 
have been allocated: 



FIRST BYTE 




Slave 
Address 


R/W 


0000 


000 





General call address 


0000 


000 


1 


Start byte 


0000 


001 


X 


CBUS address 


0000 


010 


X 


Address reserved for 








different bus format 


0000 


011 


X 






0000 


100 


X 






0000 


101 


X 




To be defined 


0000 


110 


X 






0000 


111 


X 







No device is allowed to acknowledge at the 
reception of the start byte. 

The CBUS address has been reserved to 
enable the intermixing of CBUS and l 2 C 
devices in one system. I 2 C bus devices are 
not allowed to respond at the reception of this 
address. 

The address reserved for a different bus 
format is included to enable the mixing of l 2 C 
and other protocols. Only l 2 C devices that are 
able to work with such formats and protocols 
are allowed to respond to this address. 

General Call Address 

The general call address should be used to 
address every device connected to the l 2 C 
bus. However, if a device does not need any 
of the data supplied within the general call 
structure, it can ignore this address by not 
acknowledging. If a device does require data 
from a general call address, it will acknowl- 



edge this address and behave as a slave 
receiver. The second and following bytes will 
be acknowledged by every slave receiver 
capable of handling this data. A slave which 
cannot process one of these bytes must 
ignore it by not acknowledging. 

The meaning of the general call address is 
always specified in the second byte (Figure 
11). 

There are two cases to consider: 

1 . When the least significant bit B is a zero. 

2. When the least significant bit B is a one. 

When B is a zero, the second byte has the 
following definition: 

000001 10(H'06') Reset and write the pro- 
grammable part of slave 
address by software and 
hardware. On receiving this 
two-byte sequence, all de- 
vices (designed to respond 
to the general call address) 
will reset and take in the 
programmable part of their 
address. 

Precautions must be taken 
to ensure that a device is 
not pulling down the SDA 
or SCL line after applying 
the supply voltage, since 
these low levels would 
block the bus. 

00000010 (H'02') Write slave address by 
software only. All devices 
which obtain the program- 
mable part of their address 
by software (and which 
have been designed to re- 
spond to the general call 
address) will enter a mode 
in which they can be pro- 
grammed. The device will 
not reset. 
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(B) 

| S | 00000000 I A | MASTER ADDRESS | 1 | A | DATA | A | DATA | A | P | 
" * ' (n BYTES + ACKNOWLEDGE) ' 

AF03540S 

Figure 13. Data Transfer From Hardware Master Transmitter 



| S | SLAVE ADDR H^W MASTER | RJW | A | DUMP ADDR FOR H/W MASTER | X | A | P | 

I 

WRITE 

a. Configuring master sends dump address to hardware master 

| S | DUMP ADDR FROM H/W MASTER | R)W | A | DATA | A | DATA | A | P | 

I I » I 

WRITE (n BYTES + ACKNOWLEDGE) 

AF03S70S 

b. Hardware master dumps data to selected slave device 

Figure 14. Data Transfer of Hardware Master Transmitter Capable of Dumping 
Data Directly to Slave Devices 



I 1 I 1 




Figure 15. Start Byte Procedure 



An example of a data transfer of a program- 
ming master is shown in Figure 12 (ABCD 
represents the fixed part of the address). 

00000100 (H'04') Write slave address by 
hardware only. All devices 
which define the program- 
mable part of their address 
by hardware (and which re- 
spond to the general call 
address) will latch this pro- 
grammable part at the re- 
ception of this two-byte se- 
quence. The device will not 
reset. 

00000000 (H'00') This code is not allowed to 
be used as the second 
byte. 

Sequences of programming procedure are 
published in the appropriate device data 
sheets. 

The remaining codes have not been fixed and 
devices must ignore these codes. 

When B is a one, the two-byte sequence is a 
hardware general call. This means that the 
sequence is transmitted by a hardware mas- 
ter device, such as a keyboard scanner, 
which cannot be programmed to transmit a 
desired slave address. Since a hardware 
master does not know in advance to which 
device the message must be transferred, it 
can only generate this hardware general call 
and its own address, thereby identifying itself 
to the system (Figure 13). 

The seven bits remaining in the second byte 
contain the device address of the hardware 
master. This address is recognized by an 
intelligent device, such as a microcomputer, 
connected to the bus which will then direct 
the information coming from the hardware 
master. If the hardware master can also act 
as a slave, the slave address is identical to 
the master address. 

In some systems an alternative could be that 
the hardware master transmitter is brought in 
the slave receiver mode after the system 
reset. In this way, a system configuring mas- 
ter can tell the hardware master transmitter 
(which is now in slave receiver mode) to 
which address data must be sent (Figure 14). 
After this programming procedure, the hard- 
ware master remains in the master transmit- 
ter mode. 

Start Byte 

Microcomputers can be connected to the l 2 C 
bus in two ways. If an on-chip hardware l 2 C 
bus interface is present, the microcomputer 
can be programmed to be interrupted only by 
requests from the bus. When the device 
possesses no such interface, it must con- 
stantly monitor the bus via software. Obvious- 



ly, the more times the microcomputer moni- 
tors, or polls, the bus, the less time it can 
spend carrying out its intended function. 

Therefore, there is a difference in speed 
between fast hardware devices and the rela- 
tively slow microcomputer which relies on 
software polling. 

In this case, data transfer can be preceded by 
a start procedure which is much longer than 
normal (Figure 15). The start procedure con- 
sists of: 

a) A start condition, (S) 

b) A start byte 00000001 

c) An acknowledge clock pulse 

d) A repeated start condition, (Sr) 

After the start condition (S) has been trans- 
mitted by a master requiring bus access, the 



start byte (00000001) is transmitted. Another 
microcomputer can therefore sample the 
SDA line on a low sampling rate until one of 
the seven zeros in the start byte is detected. 
After detection of this Low level on the SDA 
line, the microcomputer is then able to switch 
to a higher sampling rate in order to find the 
second start condition (Sr) which is then used 
for synchronization. 

A hardware receiver will reset at the reception 
of the second start condition (Sr) and will 
therefore ignore the start byte. 

After the start byte, an acknowledge-related 
clock pulse is generated. This is present only 
to conform with the byte handling format used 
on the bus. No device is allowed to acknowl- 
edge the start byte. 
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1 1 
1 1 
1 1 
1 1 



Jl II I L 



J L 



I I 
I I 
I I 
I I 
-TTT 



n DATA BITS 



Figure 16. Data Format of Transmissions With CBUS Receiver/Transmitter 



CBUS Compatibility 

Existing CBUS receivers can be connected to 
the l 2 C bus. In this case, a third line called 
DLEN has to be connected and the acknowl- 
edge bit omitted. Normally. I 2 C transmissions 
are multiples of 8-bit bytes; however, CBUS 
devices have different formats. 

In a mixed bus structure, l 2 C devices are not 
allowed to respond on the CBUS message. 
For this reason, a special CBUS address 
(0000001 X) has been reserved. No l 2 C de- 
vice will respond to this address. After the 
transmission of the CBUS address, the DLEN 
line can be made active and transmission, 
according to the CBUS format, can be per- 
formed (Figure 16). 

After the stop condition, all devices are again 
ready to accept data. 

Master transmitters are allowed to generate 
CBUS formats after having sent the CBUS 
address. Such a transmission is terminated 
by a stop condition, recognized by all devices. 
In the low speed mode, full 8-bit bytes must 
always be transmitted and the timing of the 
DLEN signal adapted. 

If the CBUS configuration is known and no 
expansion with CBUS devices is foreseen, 
the user is allowed to adapt the hold time to 
the specific requirements of device(s) used. 



ELECTRICAL SPECIFICATIONS 
OF INPUTS AND OUTPUTS OF 
l 2 C DEVICES 

The l 2 C bus allows communication between 
devices made in different technologies which 
might also use different supply voltages. 

For devices with fixed input levels, operating 
on a supply voltage of +5V + 10%, the fol- 
lowing levels have been defined: 



= 1.5V (maximum input Low 
voltage) 



W4 = 5Viio% 



DDI V D02 V DD3 



Rp< Rp> I NMOS 



| NMOS | I NMOS I 



I NMOS | 



I 



Figure 17. Fixed Input Level Devices Connected to the l 2 C Bus 



V OD = e. 8 .3V 

, , ,jl,Ll . ^ 

R P< R P< I CMOS I I CMOS I I CMOS I I CMOS 

' it it if— r 



Figure 18. Devices With a Wide Range of Supply Voltages Connected 
to the l 2 C Bus 



V,H,r 



= 3V (minimum input High 
voltage) 



Devices operating on a fixed supply voltage 
different from +5V (e.g. I 2 L), must also have 
these input levels of 1 .5V and 3V for V| L and 
V| H , respectively. 

For devices operating over a wide range of 
supply voltages (e.g. CMOS), the following 
levels have been defined: 

ViLmax = 0-3V DD (maximum input Low 
voltage) 

v iHmin = 0-7V DD (minimum input High 
voltage) 

For both groups of devices, the maximum 
output Low value has been defined: 

v OLmax = 0-4V (max. output voltage Low) 
at 3mA sink current 



The maximum low-level input current at 
V Lmax of both the SDA pin and the SCL pin 
of an l 2 C device is -10jiA, including the 
leakage current of a possible output stage. 

The maximum high-level input current at 
0.9V DD of both the SDA pin and SCL pin of an 
l 2 C device is 10^A, including the leakage 
current of a possible output stage. 

The maximum capacitance of both the SDA 
pin and the SCL pin of an l 2 C device is 10pF. 

Devices with fixed input levels can each have 
their own power supply of +5V ± 10%. Pull- 
up resistors can be connected to any supply 
(see Figure 17). 

However, the devices with input levels related 
to Vdd must have one common supply line to 
which the pull-up resistor is also connected 
(see Figure 18). 
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When devices with fixed input levels are 
mixed with devices with Voo-related levels, 
the latter devices have to be connected to 
one common supply line of +5V ± 10% along 
with the pull-up resistors (Figure 19). 

Input levels are defined in such a way that: 

1. The noise margin on the Low level is 0.1 

V DD . 

2. The noise margin on the High level is 0.2 

Vdd- 

3. Series resistors (Rs) up to 300fi can be 
used for flash-over protection against high 
voltage spikes on the SDA and SCL line 
(due to flash-over of a TV picture tube, for 
example) (Figure 20). 

The maximum bus capacitance per wire is 
400pF. This includes the capacitance of the 
wire itself and the capacitance of the pins 
connected to it. 



TIMING 

The clock on the l 2 C bus has a minimum Low 
period of 4.7us and a minimum High period of 
4us. Masters in this mode can generate a bus 
clock with a frequency from to 100kHz. 

All devices connected to the bus must be 
able to follow transfers with frequencies up to 
100kHz, either by being able to transmit or 
receive at that speed or by applying the clock 
synchronization procedure which will force 
the master into a wait state and stretch the 
Low periods. In the latter case the frequency 
is reduced. 

Figure 21 shows the timing requirements in 
detail. A description of the abbreviations used 
is shown in Table 2. All timing references are 
at ViLmax and V| Lmin . 




Figure 19. Devices With V DD Related Levels Mixed With Fixed Input Level 
Devices on the l 2 C Bus 



ft; 




ft; 


DEVICE 




DEVICE 



Figure 20. Serial 



R s< R s< "ss R s< r p< r p 



(Rs) for Protection 



LOW-SPEED MODE 

As explained previously, there is a difference 
in speed on the l 2 C bus between fast hard- 
ware devices and the relatively slow micro- 
computer which relies on software polling. 
For this reason a low speed mode is available 
on the l 2 C bus to allow these microcomputers 
to poll the bus less often. 

Start and Stop Conditions 

In the low-speed mode, data transfer is pre- 
ceded by the start procedure. 



Data Format and Timing 

The bus clock in this mode has a Low period 
of 130us±25ms and a High period of 
390|us ± 25us, resulting in a clock frequency 
of approx. 2kHz. The duty cycle of the clock 
has this Low-to-High ratio to allow for more 
efficient use of microcomputers without an 
on-chip hardware l 2 C bus interface. In this 
mode also, data transfer with acknowledge is 
obligatory. The maximum number of bytes 
transferred is not limited (Figure 22). 




Figure 21. Timing Requirements for the l z C Bus 
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Table 2. Timing Requirement for the l 2 C Bus 



SYMBOL 


, 

PARAMETER 


LIMITS 


UNIT 


Min 


Max 


'SCL 


SCL clock frequency 





100 


kHz 


tBUF 


Time the bus must be free before a new transmission can start 


4.7 




MS 


tHD; ST A 


Hold time start condition. After this period the first clock pulse is generated 


4 




MS 


tLOW 


The Low period of the clock 


4.7 




MS 


'high 


The High period of the clock 


4 




MS 


*SU; STA 


Setup time for start condition (Only relevant for a repeated start condition) 


4.7 




MS 


tHD; DAT 


Hold time DATA 
for CBUS compatible masters 
for l 2 C devices 


5 
0* 




MS 
MS 


tsU; DAT 


Setup time DATA 


250 




ns 


(H 


Rise time of both SDA and SCL lines 




1 


MS 


tF 


Fall time of both SDA and SCL lines 




300 


ns 


tsU; STO 


Setup time for stop condition 


4.7 




MS 


NOTES: 

All values referenced to Vih and Vn_ levels. 

' Note that a transmitter must internally provide a hoid time to bridge the undefined region (300ns max.) of the falling edge 


of SCL. 





-tjVA/^VA/A/HA/^VA/A/^^ 

1 I I II I C I I II II II 1 I 1 

START START BYTE DUMMY REPEATED ADDRESS ACK DATA ACK STOP 

CONDITION ACKNOWLEDGE START ' nBYTF'S 1 CONDITION 

(HIGH) CONDITION 

Figure 22. Data Transfer Low-Speed Mode 



1 

SDA 1 




iM, — - 






i 


SCL 

!_ 


1 1 
1 1 
1 1 
1 1 

<MD; STA 


i 

1 — = 

i 
i 
i 

h — H 

J 




— K F — - ~~ 

V 


r*— 'su; DAT — " | 

( HD; DAT 


1 1 "1 - ! MD; STA | 
— t'su;STA 'su; STO— " | 

?J L 





WFH461S 



Figure 23. Timing Low-Speed Mode 
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LOW SPEED MODE 



CLOCK 


(low = 130ms ±25/us 


DUTY CYCLE 


(high = 390ms ±25ais 




1:3 Low-to-High (Duty cycle of 




clock generator) 


START BYTE 


0000 0001 


MAX. NO. OF BYTES 


UNRESTRICTED 


PREMATURE TERMINATION OF TRANSFER 


NOT ALLOWED 


ACKNOWLEDGE CLOCK BIT 


ALWAYS PROVIDED 


ACKNOWLEDGEMENT OF SLAVES 


OBLIGATORY 



In this mode, a transfer cannot be terminated 
during the transmission of a byte. 

The bus is considered busy after the first start 
condition. It is considered free again one 
minimum clock Low period, 105ms, after the 
detection of the stop condition. Figure 23 
shows the timing requirements in detail, Table 
3 explains the abbreviations. 



Table 3. Timing Low Speed Mode 



SYMBOL 


PARAMETER 


LIMITS 


UNIT 


Min 


Max 


<BUF 


Time the bus must be free before a new transmission can start 


105 




us 


'hD; STA 


Hold time start condition. After this period the first clock pulse is generated 


365 




us 


IhD; STA 


Hold time (repeated start condition only) 


210 




MS 


ti_OW 


The Low period of the clock 


105 


155 


MS 


tHIGH 


The High period of the clock 


365 


415 


MS 


<SU; STA 


Setup time for start condition (Only relevant for a repeated start condition) 


105 


155 


MS 


*hd; *DAT 


Hold time DATA 
for CBUS compatible masters 
for l 2 C devices 


5 

0* 




MS 
MS 


l SU; DAT 


Setup time DATA 


250 




ns 


tR 


Rise time of both SDA and SCL lines 




1 


MS 


t F 


Fall time of both SDA and SCL lines 




300 


ns 


l SU; STO 


Setup time for stop condition 


105 


155 


us 



NOTES: 

All values referenced to Vih and V, L levels. 

* Note that a transmitter must internally provide a hold time to bridge the undefined region (300ns max.) of the falling edge of SCL. 
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APPENDIX A 

Maximum and minimum values of the pull-up 
resistors R P and series resistors R s (See 
Figure 20). 

In a l 2 C bus system these values depend on 
the following parameters: 

-Supply voltage 

-Bus capacitance 

- Number of devices (input current + leak- 
age current) 

1 ) The supply voltage limits the min- 
imum value of the Rp resistor due 
to the specified 3mA as minimum 
sink current of the output stages, 
at 0.4V as maximum low voltage. 
In Graph 1, V u d against Rp m ,„ is 
shown. 



6 






5 

s 

te 4 

Ul 

$ 3 
S 

I 2 
Z 

3 

1 

n 


































X.R S 


















4 8 12 16 
V DD (V) 

Graph 1 



The desired noise margin of 0.1 V D o for the 
low level limits the maximum value of R s . 



In Graph 2, Rsmax against Rp is shown. 
2) The bus capacitance is the total ca- 
pacitance of wire, connections, and 
pins. This capacitance limits the maxi- 
mum value of Rp because of the 
specified rise time of 1us. 





/v 0D = 2.5V 


/5V 



































400 800 1200 

MAXIMUM VALUE R s (Q) 

Graph 2 























i 




MAX R 

®V 00 = 5 















100 200 300 

BUS CAPACITANCE (pF) 

Graph 3 



In Graph 3, the bus capacitance - R Pmax 

relationship is shown. 

3) The maximum high-level input current 
of each input/output connection has a 
specified value of 10uA max. Due to 
the desired noise margin of 0.2 V DD 
for the high level, this input current 
limits the maximum value of R P . This 
limit is dependent on Vnn. 

In Graph 4 the total high-level input cur- 
rent - Rp m ax relationship is shown. 




40 SO 120 160 200 

TOTAL HIGH LEVEL INPUT CURRENT kA> 



Graph 4 



l 2 C LICENSE 

Purchase of Signetics or Philips l 2 C compo- 
nents conveys a license under the Philips l 2 C 
patent rights to use these components in an 
l 2 C system, provided that the system con- 
forms to the l 2 C standard specification as 
defined by Philips. 
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General Purpose ICs 
LCD Drivers 

PCF8566: 



Application-Oriented ICs 

Video/Radio/Audio 



PCF8576: 



PCF8577/A: 



PCF8578/79: 



96-segment LCD driver 
1:1 - 1:4 Mux 
1 60-segment LCD driver 
1:1-1:4 Mux 
64-segment LCD driver 
1:1-1:2 Mux 
Row/column LCD dot- 
matrix driver; 1:8 - 1:32 Mux 



PCF8200: 

SAA3028: 

SAB3035/36/37: 

TDA8440: 

TDA8443/A: 

TEA6000/6100: 



I/O Expandors 






PCF8574/A: 


8-bit remote I/O port (PC 
bus to parallel converter) 


TEA6300: 


PCF8584: 


8-bit parallel to l 2 C 






converter* 


TEA6310T: 


SAA1064: 


4-digit LED driver 




SAA1300: 


5-bit high-current driver 








TSA5510: 


Data Converters 






PCF8591 : 


4-channel, 8-bit Mux 


TSA6057: 




ADC + one DAC 




TDA8442: 


Quad 6-bit DAC 


Telecom 


TDA8444: 


Octal 6-bit DAC 


NE5750/51: 


Memory 




PCD3311/12: 




PCF8570/C: 


256-byte static RAM 


PCD3341 : 


PCF8571 : 


128-byle static RAM 




PCF8581: 


128-byte EEPROM" 




PCF8582A: 


256-byte EEPROM 


PCD3343: 


PCF8583: 


256-byte RAM/clock/ 






calendar 


PCD3348: 


Clock/Calendars 




UMA1000T: 


PCF8573: 


Clock/calendar 


UMA1010T: 


PCF8583: 


Clock/calendar/256-byte 




RAM 





Voice synthesizer (male/ 
female speech) 
Transcoder (RC-5) for IR 
remote control 
Digital tuning circuits for 
computer-controlled TV 
Video/audio switch 
YUV/RGB matrix switch 
FM/IF and digital tuning IC 
for computer-controlled 
radio 

Sound fader control and 
preamplifier/source 
selector for car radio 
Sound fader control with 
tone and volume control for 
car radio 

PLL frequency synthesizer 
for radio 

PLL frequency synthesizer 
for radio 

Audio processor pair* 
Tone generator (DTMF/ 
modem/musical) 
Advanced 1 to 1 1 0-number 
repertory dialer with LCD 
control 

Microcontroller with 224- 
byte RAM/3k ROM 
Microcontroller with 256- 
byte RAM/8k ROM 
Data processor for mobile 
telephones* 
1 GHz frequency 
synthesizer for mobile 
telephones* 



68000-Based CMOS ^Processor 

SCC68070: 68000 CPU/MMU/UAR" 

DMA/timer 

80C51 -Based CMOS LiController: 

S80C552: ROM-less version of 

S83C552 

S80C652: ROM-less version of 

S83C652 

S83C552: 256-byte RAM/8k ROM 

ADC/UART 

S83C652: 256-byte RAIW8k/ ROIv 

S83C751 : 64-byte RAM/2k ROM 

S87C552: EPROM version of 

S83C552* 
S87C652: EPROM version of 

S83C652* 
S87C751 : EPROM version of 

S83C751 

'also available with extended temperature ranges 

8048 Instruction-Set Based CMC 
^Controllers 

PCF84C00: 256-byle RAM/bond-ou 

version for prototype 
development 
64-byte RAM/2k ROM 
128-byle RAM/4k ROM 
256-byte RAM/8k ROM 
256-byle RAM/8k ROM 
Extended I/O 
128-byle RAMrtk ROM 
96-segment LCD drivei 



PCF84C21 
PCF84C41 
PCF84C81 
PCF84C85 



PCF84C430: 



* Future Device 
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Development Support 
I Tools 

Microprocessor Products 
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DEVELOPMENT SUPPORT TOOLS 

Signetics stocks development support tools to help simplify 
your design activities. These include: 

□ In-circuit emulation development systems 

□ Cross-assemblers 

O Low-cost EPROM programming equipment 

In addition, Signetics works closely with many 'third-party' 
vendors who provide support tools for our wide variety of 
80C51-based microcontroller derivatives. 

DEVELOPMENT SYSTEMS 

In most cases, our development systems are available in 
two versions for ROM and ROMless applications. The 
ROM emulation products are capable of supporting all 
versions of a given device type including EPROM, ROM, 
and ROMless devices. For example, the SMI-83C451 em- 
ulator can support designs based on either the 87C451, 
83C451, or 80C451. In contrast, a ROMless emulator can 
only support applications designed for a ROMless micro- 
controller. For example, the SMI-80C451 emulator can 
only support applications using the 80C451. 

These development systems are designed to connect to the 
serial port of an IBM-PC or compatible personal com- 
puter. The development system package includes the emu- 



lator hardware, host emulation software, cross-assembler, 
user's manuals, cables, and power supply. Note that these 
emulators do not include provisions for programming 
('burning') the EPROM in EPROM-based micro- 
controllers. 

CROSS-ASSEMBLER 

The cross-assembler provided with the development system 
package is also available separately. This assembler sup- 
ports macros and conditional assembly operations and is 
designed to run on an IBM-PC or compatible processor. 
This assembler uses an external text file to define the 
architecture of specific microcontrollers. Support for new 
microcontroller types can be added by creating a simple 
text file to define the new micro-controller, thereby allow- 
ing the assembler to support a variety of product deriva- 
tives now and in future applications. 

EPROM PROGRAMMING SUPPORT 

Signetics works closely with major suppliers of EPROM 
programming equipment to support our family of EPROM 
micro-controllers. As a result, EPROM programming sup- 
port is available within the programming facilities of many 
major distributors and customers. 

Your local Signetics sales office or representative can 
provide a list of manufacturers of EPROM programming 
equipment that offer programming support products for 
Signetics EPROM microcontrollers. 
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SMI-CNV451SD 


PLCC to DIP Adapter for SMI-80C451SD 



The emulator package includes emulator hardware, power supplies, Interface cables, host software and cross-assembler. 
This package requires the use of an IBM-PC or 100% compatibles with 640k RAM, PC DOS version 2.0 or later and an 
RS232 port. 

EPROM MICROCONTROLLER PROGRAMMING SYSTEM 



HAMMING SYSTEM 


Adapter Sockets for SPQM-100SD 


Part No. 


Microcontroller 


DIP 


LCC 


SAM-751SD 


87C751 


24-Pin 




SAM-751 ASD 


87C751 




28-Pin 


SAM-51SD 


87C51 


40-Pin 




SAM-51ASD 


87C51 




44-Pin 


SAM-451SD 


87C451 


64-Pin 




SAM-451 ASD 


87C451 




68-Pin 


SAM-752SD 


87C752 


28-Pin 




SAM-752ASD 


87C752 




28-Pin 
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System Overview 

Signetics-8052 
In-Circuit Emulator 
for 8051 or 8052 
Microcontroller 




i Serially linked to IBM PC or 100% 
compatible hosts 

i Advanced menu driven human interface 

i Real time and transparent emulation up to 
16 MHz 

I Disassembler and Single Line Assembler 

Examine/Modify Memory capabilities 

16 Break and Trace Trigger Conditions 

Supports both modes: 

Microcontroller 

Microprocessor 

9 Probe Clips 

7 External Events 

1 External Trigger Input 

1 External Trigger Output 



i Over 128,000 Break Triggers and 64,000 
Trace Triggers 

i Emulation Memory: 

Standard Optional 

— Program 16K 64K 

— External Data 16K 64K 

i Full Symbolic Debug Capability 
i High Level Language Support 
I Up to 64K Pass Counts 

I Separate Program and Data Memory Mapping 
in 16 byte blocks 

I Experiment Editor/Compiler 

I Trace with 2K frames 

i Opcode Class Editor 



PHILIPS 



98-8270-010 
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Functional Description 



Support 



The Signetics-8052 is an in-circuit emulator which is designed for use in 
developing, testing and debugging designs based on 8051 or 8052 single 
chip microcontrollers. The Signetics-8052 allows the development of 
hardware and software designs to occur simultaneously. 

^ s= s:™:r assists w ,he fo " owing design phases: 

■ Manufacturing 

■ Integration of target software and system hardware 

■ Field Service 





The Signetics-8052 emulator not only assists the designer in developing, testing 
and debugging 8051 or 8052 microcontroller designs, but is also backed by 
Signetics with an extensive service and support policy that includes: 

■ Updates to the Signetics User's Manual and Signetics host Operating System 
software that are provided at no charge for a ninety (90) day period. 

■ Toll free phone number ( 1 -800-A-HLP-4-5 1 ) to resolve system hardware 
and/or software concerns. 

■ A 72-hour repair on disabled systems under warranty. 



Features Description 
Emulator Functions 

■ Microcontrollers supported: 

8031 80C31 8032 
8051 80C51 8052 
87C51 

■ Performance 

Real time 3.5 to 16 MHz 

■ Transparency: 

Operational and electrical 

■ Examine and modify: 

Program 
Internal data 
External data 



■ Advanced menu driven operating system 

■ 1 1 functional capabilities: 
OS-Escape 



Upload 
Download 
Store 

Interrogate 
Macro 



Help 
Configure 
Restore 
Exit 



i Allows user to emulate all t 

of: 

Full operation with external address/data bus 
Single-chip operation with NO external 
address/data bus 



Interrogation 



l Allows the user to: 

Run experiments 

Examine the system status 

Set break and trace triggers 

Examine/ modify data 
l 16 functional capabilities: 

Run 

Single-step 
Reset 

OS -Escape 
Set pass count 

Set simple break and trace triggers 

Set repetition counter 

Set phantom break and trace triggers 

Set trace triggers (start, end & center) 

Turn trace trigger ON/OFF 

View up to 2K of trace buffer 

Examine/ modify: 

Special Function Registers 

Internal data memory 

External data memory 

Program memory 

Emulator experiments 



Experiment 

l Used to specify complex break and trace 

triggers 
I Uses the if-then construct 
■ Allowable trigger conditions are: 

PC address 

PC address range 

Opcode value 

Opcode class 

Special function registers 

Direct byte address 

Direct byte address range 

Direct bit address 

Direct bit address range 

Immediate operand value 

Read/write to bit or direct addresses 

External data address 

External data address range 

Logical AND or OR of any of the above 

Pass count overflow 

External input 
l Over: 128,000 break triggers 
64,000 trace triggers 
l Experiment Editor allows user to create or 

modify experiments by: 
Edit Delete 
Compile Store 
Load Specify Opcode C 

i Opcode class is collection of var 

instructions that make up a set. 
Set is user defined 

Opcode class editor allows user to create, 
delete or edit Opcode classes 



Examine/Modify Memory 

■ Program memory operations: 

Disassemble 
Single line assemble 
Examine/modify raw data 
Mapping 

■ Microcontroller internal and external data 
memory operations: 

Dump 

Scan and modify 
Fill 
Move 
Search 
Compare 
Mapping 

Examine/modify addressable bits 



Macro 

■ Repetitive routine 

■ User created, edited and 
callable at any time 



High Level Language 

■ 'C and PLM support 

■ Variables and Line number break/trace triggers 

■ Variables Accessible 

■ Step - Proceed and Step - Trace of Line 
numbers 



Symbolic Debug 

■ User and Pre-Defined Symbols 

■ Supports MetaLink, Enertec, IAR, Archimedes, 
Signetics, Microtec Research or Intel OMF files 

■ Use a name not address to alter content of: 

bits, bytes, code 



Electrical Specification 

Input Power (typical): 

1.5 amps @ + 5 volts DC + / - 5% 



Mechanical Specification 

Emulator dimensions: 

1.0" x 7.0" x 5.5" 

2.5cm x 17. 8cm x 14.0cm 
Target system cable length: 

35.6cm 

Emulator and target system cable weight: 

2.0 lbs. 

0.9 kg 
Emulator probe head: 

Compatible with 600 mil wide 40 pin DIP on 

100 mil centers 



Host Specification 

An IBM PC, PC XT, PC AT or 100% 

compatible system with 640K bytes of RAM. 

PC-DOS 2.0 or later. 

Two (2) floppy disk drives. 

One (1) RS232C interface card for the PC and 

cable. 



Warranty 

Ninety (90) days limited warranty, parts and 



MetaLink is a trademark of MetaLink Corporation. 
PC-DOS. PC. PC XT and PC AT are trademarks of IBM 
IBM is a registered trademark of IBM Corporation, 
Intel is a registered trademark of Intel C 
"METALINK CORPORATION 1988 
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Signetics 

a division of North American Philips Corporation 

Signetics Company 
811 E. Arques Avenue 
P.O. Box 3409 
Sunnyvale, California 94088-3409 
Telephone 408/991-2000 




System Overview 

Signetics-80C451 
In-Circuit Emulator for 
80C451 Microcontroller 




Serially linked to IBM PC or 100% 
compatible hosts 

Advanced menu driven human interface 

Real time and transparent emulation up to 
12 MHz 

Disassembler and Single Line Assembler 

Examine/Modify Memory capabilities 

16 Break and Trace Trigger Conditions 

Supports 80C451 

9 Probe Clips 

7 External Events 

1 External Trigger Input 

1 External Trigger Output 



■ Opcode Class Editor 

■ Over 128,000 Break and Trace Triggers 

■ Emulation Memory: 

— 64 K Program 

— 64K External Data 

■ Full Symbolic Debug Capability 

■ Up to 64K Pass Counts 

■ Separate Program and Data Memory Mapping 
in 16 byte blocks 

■ Experiment Editor/Compiler 

■ Trace with 4K frames 
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Functional Description 

The Signetics-80C451 is an in-circuit emulator which is designed for 
use in developing, testing and debugging designs based on an 80C451 
single chip microcontroller. The Signetics-80C451 allows the devel- 
opment of hardware and software designs to occur simultaneously. 
The Signetics-80C45 1 emulator assists in the following design phases: 

■ Software Development ■ Integration of target software and 

■ Manufacturing system hardware 



Support 



The Signetics-80C45 1 emulator not only assists the designer in devel- 
oping, testing and debugging 80C451 microcontroller designs, but is 
also backed by Signetics with an extensive service and support policy 
that includes: 

■ Updates to the Signetics User's Manual and Signetics host Oper- 
ating System software that are provided at no charge for a ninety 
(90) day period. 

■ Toll free phone number (1-8O0-A-HLP-4-51) to resolve system 
hardware and software concerns. 

■ A 72-hour repair on disabled systems under warranty. 



Features Description 
Emulator Functions 

I Microcontrollers supported: 

80C451 
i Performance 

Real-time .5 MHz to 12 MHz 
i Transparency: 

Operational and electrical 
i Examine and modify: 

Program 

Internal data 



User Interface 

Advanced menu driven operating system 

1 1 functional capabilities: 

Load OS-Escape 

Upload Help 

Download Configure 

Store Restore 

Interrogate Exit 
Macro 



Interrogation 

Allows the user to: 

Run experiments 

Examine the system status 

Set break and trace triggers 

Examine/ modify data 
15 functional capabilities: 

Run 

Single-step 
Reset 

OS-Escape 
Set pass count 
Set simple break and trace t 
Set repetition counter 
Set phantom break and trace triggers 
Set trace triggers (start, end & center) 
View up to 4K of trace buffer 
Examined modify: 

Special Function Registers 

Internal data memory 

External data memory 

Program memory 

Emulator experiments 



Experiment 

Used to specify break and trace triggers 
Uses the if-then construct 
Allowable trigger conditions are: 
PC address 
PC address range 
Opcode value 
Opcode class 
Special function registers 
Direct byte address 
Direct byte address range 
Direct bit address 
Direct bit address range 
Immediate operand value 
Read/write to bit or direct addresses 
External data address 
External data address range 
Logical AND or OR of any of the above 
Pass count overflow 
External input 
i Over 128,000 break and trace triggers 
i Experiment Editor allows user to create or 
modify experiments by: 

Edit Delete 

Compile Store 

Load Specify Opcode Class 

i Opcode class is collection of 80C451 
instructions that make up a set. 

Set is user defined 

Opcode class editor allows user to create, 
delete or edit Opcode classes 

Examine/Modify Memory 

i Program memory operations: 
Disassemble 
Single line assemble 
Examine/modify raw data 
Mapping 

i Microcontroller internal and external data 
memory operations: 
Dump 

Scan and modify 



Fill 



Move 
Search 
Compare 
Mapping 

Examine/modify addressable bits 



Macro 

■ Repetitive routine 

■ User created, edited and callable at any time 

Symbolic Debug 

■ User and Pre-Defined Symbols 

■ Supports MetaLink. Enertec, IAR, Archimedes, 
Signetics, Microtec Research or Intel OMF files 

■ Use a name not address to alter content of: 

bits, bytes, code 

Optional Products 

■ MetaWARE™ Converter compatible with 900 
mil wide 64 pin DIP on 100 mil centers. 

Electrical Specification 

Input Power (typical): 

I amp @ +25 volts DC +/-5% 

Mechanical Specification 

Emulator dimensions: 
2.0" x 11.0" x 7.62" 

5.1 cm x 27.9 cm x 19.3 cm 
Target system cable length: 

14.0" 
35.6 cm 

Emulator and target system cable weight: 
5.0 lbs. 

2.2 kg 
Emulator probe head: 

Compatible with 68 lead PLCC (J-Bend) on 
50 mil centers 

Host Specification 

An IBM PC, PC XT, PC AT or 100% 

compatible system with 640K bytes of RAM. 

PC-DOS 2.0 or later. 

Two (2) floppy disk drives. 

One (1) RS232C interface card for the PC and 

cable 

Warranty 

Ninety (90) days limited warranty, parts and 
labor. 



Signetics 



Ordering Information 

Order Code: SMI-80C451SD ° dlvlslon °' North Amerioan phlli P s Corporation 
Signetics Company 

MetaLink is a trademark of MetaLink Corporation 811 E Arques Ave 

PC-DOS. PC, PC XT and PC AT are trademarks of IBM. p n ■>_„ » 
IBM is a reaistered trademark of IBM Corporation 

Intel is a registered Bademuk of Intel Corporation Sunnyvale, California 94088-3 

•metalink corporation 198S 5-5 Telephone 408/991-2000 




System Overview 

Signetics-83C451 
In-Circuit Emulator for 
83C451 Microcontroller 




Serially linked to IBM PC or 100% 
compatible hosts 

Advanced menu driven human interface 

Real time and transparent emulation up to 
12 MHz 

Disassembler and Single Line Assembler 

Examine/Modify Memory capabilities 

16 Break and Trace Trigger Conditions 

Supports both modes: 

80C451 with External Addresses 

83C451 Single Chip 

9 Probe Clips 

7 External Events 

1 External Trigger Input 

1 External Trigger Output 



■ Opcode Class Editor 

■ Over 128,000 Break and Trace Triggers 

■ Emulation Memory: 

— 64K Program 

— 64K External Data 

■ Full symbolic Debug Capability 

■ Up to 64K Pass Counts 

■ Separate Program and Data Memory Mapping 
in 16 byte blocks 

■ Experiment Editor/Compiler 

■ Trace with 4K frames 



PHILIPS 
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Functional Description Support 



The Signetics-83C45I is an in-circuit emulator which is designed for 
use in developing, testing and debugging designs based on an 83C451 
single chip microcontroller. The Signetics-83C45 1 allows the 
development of hardware and software designs to occur simultaneously. 
The Signetics-83C451 emulator assists in the following design phases: 

■ Software Development 

■ Manufacturing 

■ Integration of target software and system hardware 

■ Field Service 



The Signetics-83C45 1 emulator not only assists the designer in developing, 
and debugging 83C451 microcontroller designs, but is also backed by Signetics 
with an extensive service and support policy that includes: 

■ Updates to the Signetics User's Manual and Signetics host Operating System 
software that are provided at no charge for a ninety (90) day period. 

■ Toll free phone number (1-800-A-HLP-4-51) to resolve system hardware and 
software concerns. 

■ A 72-hour repair on disabled systems under warranty. 



Features Description 
Emulator Functions 

l Microcontrollers supported: 

83C451 80C451 87C451 
I Performance 

Real-time .5 MHz to 12 MHz 
i Transparency: 

Operational and electrical 
i Examine and modify: 

Program 

Internal data 

External data 



User Interface 

I Advanced menu driven operating system 
i 1 1 functional capabilities: 

Load OS -Escape 

Upload Help 

Download Configure 

Store Restore 

Interrogate Exit 

Macro 



l Allows user to emulate all the operating modes 

of the 83C45I: 

Full 80C451 operation with external address bus 
Single-chip 83C45I with NO external address 
bus and 4K of on-chip code memory 



Interrogation 

l Allows the user to: 

Run experiments 

Examine the system status 

Set break and trace triggers 

Examine/ modify data 
I 15 functional capabilities: 

Run 

Single-step 
Reset 
OS -Escape 
Set pass count 

Set simple break and trace triggers 

Set repetition counter 

Set phantom break and trace triggers 

Set trace triggers (start, end & center) 

View up to 4K of trace buffer 

Examine/modify: 

Special Function Registers 

Internal data memory 

External data memory 

Program memory 

Emulator experiments 



MeiaLink is a trademark of MctaLInk Corporation 
PC-DOS. PC. PC XT and PC AT arc trademarks of IBM. 
IBM is a registered trademark of IBM Corporation. 
Intel is a registered trademark of Intel Corporation 
C METALINK CORPORATION 1988 



Experiment 

■ Used to specify break and trace triggers 

■ Uses the if-then construct 

■ Allowable trigger conditions are: 
PC address 

PC address range 
Opcode value 
Opcode class 
Special function registers 
Direct byte address 
Direct byte address range 
Direct bit address 
Direct bit address range 
Immediate operand value 
Read/write to bit or direct addresses 
External data address 
External data address range 
Logical AND or OR of any of the above 
Pass count overflow 
Externa! input 
I Over 128,000 break and trace triggers 
i Experiment Editor allows user to create or 
modify experiments by: 
Edit Delete 
Compile Store 
Load Specify Opcode Class 

I Opcode class is colleclio; 
instructions that make up a set. 
Set is user defined 
Opcode class editor allows user to create, 
delete or edit Opcode classes 



Examine/Modify Memory 

Program memory operations: 
Disassemble 
Single line assemble 
Examine/modify raw data 
Mapping 

Microcontroller internal and external data 
memory operations: 
Dump 

Scan and modify 

Move 
Search 
Compare 
Mapping 

Examine/modify addressable bits 



Symbolic Debug 

I User and Pre-Defined Symbols 

I Supports MetaLink, Enertec, IAR, Signetics, 

Archimedes, Microtec Research or Intel OMF 

files 

I Use a name not address to alter content of: 
bits, bytes, code 



Optional Products 

i Converter compatible with 900 mil wide 64 pin 
DIP on 100 mil centers. 



Electrical Specification 

Input Power (typical): 

I amp (a + 23 volts DC + / - 5% 



Mechanical Specification 

Emulator dimensions: 

2.0" x 11.0" x 7.62" 

5.1cm x 27.9cm x 19.3cm 
Target system cable length: 

14.0" 

35.6cm 

Emulator and target system cable weight: 

5.0 lbs. 

2.2 kg 
Emulator probe head: 

Compatible with 68 lead plastic leaded chip 

carrier (J-bend) on 50 mil centers 



Host Specification 

An IBM PC, PC XT. PC AT or 100% 
compatible system with 640K bytes of RAM. 
PC-DOS 2.0 or later. 
Two (2) floppy disk drives. 
One (1) RS232C interface card for the PC 
and cable. 



Warranty 

Ninety (90) days limited warranty, parts and 
labor. 



Macro 

I Repetitive routine 
i User created, edited and callable 
at any time 
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Signetics 

a division of North American Philips Corporation 



Signetics Company 
811 E. Arques Avenue 
P.O. Box 3409 
Sunnyvale, California 94088-3409 
Telephone 408/991-2000 




System Overview 

Signetics-80C552 
In-Circuit Emulator for 
80C552 Microcontroller 




Serially linked to IBM PC or 100% 
compatible hosts 

Advanced menu driven human interface 

Real time and transparent emulation up to 
12 MHz 

Disassembler and Single Line Assembler 

Examine/Modify Memory capabilities 

16 Break and Trace Trigger Conditions 

Supports 80C552 

9 Probe Clips 

7 External Events 

1 External Trigger Input 

1 External Trigger Output 



■ Opcode Class Editor 

■ Over 128,000 Break and Trace Triggers 

■ Emulation Memory: 

— 64K Program 

— 64K External Data 

■ Full symbolic Debug Capability 

■ Up to 64K Pass Counts 

■ Separate Program and Data Memory Mapping 
in 16 byte blocks 

■ Experiment Editor/Compiler 

■ Trace with 4K frames 



PHILIPS 
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1030-000/6BS/IM 



Functional I 



The Signetics-80C552 ts an in-circuit emulator which is designed for 
use in developing, testing and debugging designs based on an 80C552 
single chip microcontroller. The Signetics-80C552 allows the 
development of hardware and software designs to occur simultaneously. 
The Signetics-80C552 emulator assists in the following design phases: 

■ Software Development 

■ Manufacturing 

■ Integration of target software and system hardware 

■ Field Service 



Support 



The Signetics-80C552 emulator not only assists the designer in developing, testing 
and debugging 80C552 microcontroller designs, but is also backed by Signetics 
with an extensive service and support policy that includes: 

■ Updates to the Signetics User's Manual and Signetics host Operating System 
software that are provided at no charge for a ninety (90) day period. 

■ Toll free phone number (1-800-A-HLP-4-5I) to resolve system hardware and 
software concerns. 

■ A 72-hour repair on disabled systems under warranty. 



Features Description 
Emulator Functions 

■ Microcontrollers supported: 

80C552 

■ Performance 

Real-time 3.5 MHz to 12 MHz 

■ Transparency: 

Operational and electrical 

■ Examine and modify: 

Program 
Internal data 
External data 



User Interface 

I Advanced menu driven operating system 
i 1 1 functional capabilities: 

Load OS -Escape 

Upload Help 

Download Configure 

Store Restore 

Interrogate Exit 

Macro 



l Allows the user to: 

Run experiments 

Examine the system status 

Set break and trace triggers 

Examine/modify data 
l 16 functional capabilities: 

Run 

Single- step 
Reset 
OS-Escape 
Set pass count 

Set simple break and trace triggers 

Set repetition counter 

Set phantom break and trace triggers 

Set trace triggers (start, end & center) 

View up to 4K of trace buffer 

Examine A/D data 

Examine/modify: 

Special Function Registers 

Internal data memory 

External data memory 

Program memory 

Emulator experiments 



Experiment 

■ Used to specify break and trace triggers 

■ Uses the if-then construct 

■ Allowable trigger conditions are: 
PC address 
PC address range 
Opcode value 
Opcode class 
Special function registers 
Direct byte address 
Direct byte address range 
Direct bit address 
Direct bit address range 
Immediate operand value 
Read/write to bit or direct addresses 
External data address 
External data address range 
Logical AND or OR of any of the above 
Pass count overflow 
External input 

■ Over 128,000 break and trace triggers 

■ Experiment Editor allows user to create or 
modify experiments by: 

Edit Delete 

Compile Store 

Load Specify Opcode Class 

■ Opcode class is c 
instructions that make i 

Set is user defined 
Opcode class editor allows user to ( 
delete or edit Opcode classes 



Examine/Modify Memory 

■ Program memory operations: 

Disassemble 
Single line assemble 
Examine/modify raw data 
Mapping 

■ Microcontroller internal and external data 
memory operations: 

Dump 

Scan and modify 

Fill 

Move 

Search 

Compare 

Mapping 

Examine/modify addressable bits 



Symbolic Debug 

I User and Pre-Defined Symbols 

i Supports MetaLink, Enertec, IAR, Signetics, 

Archimedes, Microtec Research or Intel OMF 

files 

i Use a name not address to alter content of: 
bits, bytes, code 



Optional Products 

I Converter 



Electrical Specification 

Input Power (typical): 

I amp (a 1 + 23 volts DC + / 



Mechanical Specification 

Emulator dimensions: 

2.0" x 11.0" x 7.62" 

5.1cm x 27.9cm x 19.3cm 
Target system cable length: 

14.0" 

35.6cm 

Emulator and target system cable weight: 
5.0 lbs. 
2.2 kg 
Emulator probe head: 

Compatible with 68 lead plastic leaded chip 
-' r(J-bend) on 50 mil centers 



Host Specification 

An IBM PC, PC XT, PC AT or 100% 

compatible system with 640K bytes of RAM. 

PC-DOS 2.0 or later. 

Two (2) floppy disk drives. 

One (1) RS232C interface card for the PC 

and cable. 



Ninety (90) days limited warranty, parts and 
labor. 



Macro 

I Repetitive routine 
I User created, edited and 
callable at any time 



Signetics 

a division of North American Philips Corporation 
Signetics Company 



McuLmk is a trademark of MetaLink Corporation q.j c . Av/*im ia 

PC-DOS, PC. PC XT and PC AT are trademarks of IBM. 011 «*que5 Avenue 

IBM is a registered trademark of IBM Corporation. P.O. BOX 3409 

Intel is a registered trademark of Intel Corporation, SunnVVOle, California 94088-3409 
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System Overview 

Signetics-80C652 
In-Circuit Emulator for 
80C652 Microcontroller 




Serially linked to IBM PC or 100% 
compatible hosts 

Advanced menu driven human interface 

Real time and transparent emulation up to 
12 MHz 

Disassembler and Single Line Assembler 

Examine/Modify Memory capabilities 

16 Break and Trace Trigger Conditions 

Supports 80C652 

9 Probe Clips 

7 External Events 

1 External Trigger Input 

1 External Trigger Output 



■ Opcode Class Editor 

■ Over 128,000 Break and Trace Triggers 

■ Emulation Memory: 

— 64K Program 

— 64K External Data 

■ Full symbolic Debug Capability 

■ Up to 64K Pass Counts 

■ Separate Program and Data Memory Mapping 
in 16 byte blocks 

■ Experiment Editor/Compiler 

■ Trace with 4K frames 



PHILIPS 
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Functional Description 

The Signetics-80C652 is an in-circuit emulator which is designed for 
use in developing, testing and debugging designs based on an 80C652 
single chip microcontroller. The Signetics-80C652 allows the 
development of hardware and software designs to occur simultaneously. 



The Signetics-80C652 emulator assists in the following design phases; 



i Software Development 
i Manufacturing 




Support 

The Signetics-80C652 emulator not only assists the designer in developing, testing 
and debugging 80C652 microcontroller designs, but is also backed by Signetics 
with an extensive service and support policy that includes: 

■ Updates to the Signetics User's Manual and Signetics host Operating System 
software that are provided at no charge for a ninety (90) day period. 

■ Toll free phone number (I-800-A-HLP-4-5I) to resolve system hardware and 
software concerns. 

■ A 72-hour repair on disabled systems under warranty. 



Features Description 

Emulator Functions 

I Microcontrollers supported: 

80G652 
i Performance 

Real-time 3.5 MHz to 12 MHz 
i Transparency: 

Operational and electrical 
l Examine and modify: 

Program 

Internal data 

External data 



User Interface 

■ Advanced menu driven operating system 

■ 1 1 functional capabilities: 

Load OS -Escape 

Upload Help 

Download Configure 

Store Restore 

Interrogate Exit 
Macro 



Interrogation 

■ Allows the user to: 

Run experiments 
Examine the system status 
Set break and trace triggers 
Examine/modify data 

■ 15 functional capabilities: 

Run 

Single-step 
Reset 

OS -Escape 
Set pass count 

Set simple break and trace triggers 

Set repetition counter 

Set phantom break and trace triggers 

Set trace triggers (start, end & center) 

View up to 4K of trace buffer 

Examine/modify: 

Special Function Registers 

Internal data memory 

External data memory 

Program memory 

Emulator experiments 



Experiment 

i Used to specify break and trace triggers 

I Uses the if-then construct 

i Allowable trigger conditions are: 

PC address 

PC address range 

Opcode value 

Opcode class 

Special function registers 

Direct byte address 

Direct byte address range 

Direct bit address 

Direct bit address range 

Immediate operand value 

Read/write to bit or direct addresses 

External data address 

External data address range 

Logical AND or OR of any of the above 

Pass count overflow 

External input 
I Over 128,000 break and trace triggers 
i Experiment Editor allows user to create or 

modify experiments by: 
Edit Delete 
Compile Store 
Load Specify Opcode Class 

I Opcode class is collection of 80C652 

instructions that make up a set. 
Set is user defined 

Opcode class editor allows user to create, 
delete or edit Opcode classes 



Examine/Modify Memory 

i Program memory operations: 
Disassemble 
Single line assemble 
Examine/modify raw data 
Mapping 

i Microcontroller internal and external data 
memory operations: 
Dump 

Scan and modify 

KL 

Search 

Compare 

Mapping 

Examine/modify addressable bits 



Macro 

l Repetitive routine 

I User created, edited and callable at any time 



Symbolic Debug 

i User and Pre-Defined Symbols 

i Supports MetaLink, Enertec, IAR, Signetics, 

Archimedes, Microtec Research or Intel OMF 

files 

< Use a name not address to alter content of: 
bits, bytes, code 



Electrical Specification 

Input Power (typical): 

I amp (a + 23 volts DC + / - 5% 



Mechanical Specification 

Emulator dimensions: 

2.0" x 11.0" x 7.62" 

5.1cm x 27.9cm x 19.3cm 
Target system cable length: 

14.0" 

35.6cm 

Emulator and target system cable weight: 

5.0 lbs. 

2.2 kg 
Emulator probe head: 

Compatible with 40 lead DIP on 100 mil 

centers 



Host Specification 

An IBM PC, PC XT. PC AT or 1007r 

compatible system with 640K bytes of RAM. 

PC-DOS 2.0 or later. 

Two (2) floppy disk drives. 

One (1) RS232C interface card for the PC 

and cable. 



Ninety (90) days limited warranty, parts and 
labor. 



Signetics 

a division of North American Philips Corporation 
Signetics Company 



MetaLink is a trademark of MetaLink Corporation. 811 ArqUeS Avenue 

PC -DOS. PC. PC" XT ami PC AT arc trademarks of IBM p p._ y i.oq 

IBM is a registered trademark of IBM Corporation. . , n ,„ ■ 

Intel is a registered irademark of Intel Corporation. Sunnyvale, California 94088-3409 

ometai.ink corporation 1988 5—11 Telephone 408/991-2000 




System Overview 

Signetics-83C751 
In-Circuit Emulator for 
83C751 Microcontroller 




Serially linked to IBM PC or 100% 
compatible hosts 

Advanced menu driven human interface 

Real time and transparent emulation up to 
16 MHz 

Disassembler and Single Line Assembler 

Examine/Modify Memory capabilities 

14 Break and Trace Trigger Conditions 

Supports 83C751 

9 Probe Clips 

7 External Events 

1 External Trigger Input 

1 External Trigger Output 



I Opcode Class Editor 

i Break and Trace Triggers 

I Emulation Memory: 
— 2K Program 

i Full symbolic Debug Capability 

I Up to 64K Pass Counts 

I Program Mapping in 16 byte blocks 

i Experiment Editor/Compiler 

I Trace with 4K frames 
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Functional Description 

The Signelics-83C75I is an in-circuit emulator which is designed for 
use in developing, testing and debugging designs based on an 83C751 
single chip microcontroller. The Signetics-83C751 allows the 
development of hardware and software designs to occur simultaneously. 
The Signetics-83C751 emulator assists in the following design phases: 

■ Software Development 

■ Manufacturing 

■ Integration of target software and system hardware 

■ Field Service 



Support 

The Signetics-83C751 emulator not only assists the designer in developing, testing 
and debugging 83C751 microcontroller designs, but is also backed by Signetics 
with an extensive service and support policy that includes: 

■ Updates to the Signetics User's Manual and Signetics host Operating System 
software that are provided at no charge for a ninety (90) day period. 

■ Toll free phone number (1-800-A-HLP-4-51) to resolve system hardware and 
software concerns. 

■ A 72-hour repair on disabled systems under warranty. 



Features Description 
Emulator Functions 

l Microcontrollers supported: 

83C751, 87C751 
l Performance 

Real-time 3.5 MHz to 16 MHz 
i Transparency: 

Operational and electrical 
l Examine and modify: 

Program 

Internal data 



User Interface 

l Advanced menu driven operating system 
■ 1 1 functional capabilities: 

Load OS-Escape 

Upload Help 

Download Configure 

Store Restore 

Interrogate Exit 

Macro 



Interrogation 

I Allows the user to: 

Run experiments 

Examine the system status 

Set break and trace triggers 

Examine/modify data 
l 14 functional capabilities: 

Run 

Single-step 
Reset 

OS-Escape 
Set pass count 

Set simple break and trace triggers 

Set repetition counter 

Set phantom break and trace triggers 

Set trace triggers (start, end & center) 

View up to 4K of trace buffer 

Examine/modify: 

Special Function Registers 

Internal data memory 

Program memory 

Emulator experiments 



Experiment 

■ Used to specify break and trace triggers 

■ Uses the if-then construct 

■ Allowable trigger conditions are: 
PC address 

PC address range 

Opcode value 

Opcode class 

Special function registers 

Direct byte address 

Direct byte address range 

Direct bit address 

Direct bit address range 

Immediate operand value 

Read/write to bit or direct addresses 

Logical AND or OR of any of the above 

Pass count overflow 

External input 

■ Break and trace triggers 

■ Experiment Editor allows user to create or 
modify experiments by: 

Edit Delete 

Compile Store 

Load Specify Opcode Class 

■ Opcode class is collection of 83C751 
instructions that make up a set. 

Set is user defined 

Opcode class editor allows user to create, 
delete or edit Opcode classes 



Examine/Modify Memory 

■ Program memory operations: 

Disassemble 
Single line assemble 
Examine/modify raw data 
Mapping 

■ Microcontroller internal memory operations: 

Dump 

Scan and modify 
Fill 
Move 
Search 
Compare 

Examine/modify addressable bits 



Macro 

I Repetitive routine 

i User created, edited and callable at any time 



Symbolic Debug 

i User and Pre-Defined Symbols 

I Supports MetaLink, Enertec. IAR, Signetics. 

Archimedes, Microtec Research or Intel OMF 

files 

I Use a name not address to alter content of: 
bits, bytes, code 



Electrical Specification 

Input Power (typical): 

1 amp @ + 23 volts DC + / 



Mechanical Specification 

Emulator dimensions: 

2.0" x 11.0* x 7.62" 

5.1cm x 27.9cm x 19. 3cm 
Target system cable length: 

14.0" 

35.6cm 

Emulator and target system cable weight: 

5.0 lbs. 

2.2 kg 
Emulator probe head: 

Compatible with 24 lead 300 mil, wide DIP 

on 100 mil centers 



Host Specification 

An IBM PC, PC XT, PC AT or 100% 

compatible system with 640K bytes of RAM. 

PC-DOS 2.0 or later. 

Two (2) floppy disk drives. 

One ( t ) RS232C interface card for the PC 

and cable. 



Ninety (90) days limited warranty, parts and 
labor. 



Signetics 

a division of North American Philips Corporation 



Signetics Company 

IBM is a registered trademark of IBM Corporation. r.U. BOX J4Uy 

Imel is a registered trademark of Intel Corporation. Sunnyvale, California 94088-3409 

-metalink corporation ,«> 5_1 3 Telephone 408/991-2000 




System Overview 



Signetics-ASM51 
8051 Macro 
Cross Assembler 



IBM PC or 100% Compatible Host 

Supports All Members of the MCS-51 Family 

Supports All 5 Memory Spaces 

Uses Standard Mnemonics and Syntax 

Generates Intel HEX and MetaLink or 
Signetics Debug Format for use with 
Signetics emulators 

Conditional Assembly and Full Macro 
Capability including Nesting 



i Symbolic Access to Predefined Hardware 
Registers 

i Fast Assembler Execution Time 

Full Range of Assembly Time Operators, 
Complete Listing and Output Controls and 
choice of Radix 

INCLUDE Statement Allows Development of 
Code In Modules 



PHILIPS 
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Functional Description 

The Signetics-ASM51 Macro Cross Assembler takes an assembly language source file created with a text editor and translates it into a machine language object 
file. This translation process is done in two passes over the source file. The Signetics- ASM5 1 Macro Cross Assembler is supported on IBM PCs and as such 
has faster assembly times than traditional methods. The Signetics-ASM5I Macro Cross Assembler supports modular code development or will assemble 
previously developed code modules through the use of the INCLUDE capability that brings together these code modules at assembly time. 



Features Description 
Products Supported 

8052 8051 80C51 

8032 8031 80C3I 

87C5I 



83C751 
87C75I 



80C552 
83C552 
87C552 



80C45I 
83C451 
87C45I 

80C652 
83C652 
87C652 



Instructions Supported 

l Standard mnemonics plus generic CALL/JMP. 

Assembly Time Operators 

I Operations supported are: + , - , HIGH, LOW, 
MOD, /, *, SHR, SHL, NOT, AND, OR. 
XOR, =. <, >, <>. < = , > = 

l Operations are done in 16-bit 2's complement 
arithmetic. 



Conditional Assembly 

l IF-THEN-ELSE conditional capability, nested 
up to 255 levels. 



Macro Capability 

I Full macro capability exists with up to nine (9) 

levels of nesting. 
I Up to 16 parameters can be specified in a 



Symbols 

l Symbols can be up to 255 characters long, with 

the first 32 being significant 
l Symbols character set include: 
? and (underline) 

A...Z Wqqu8 ifi ■ •' rabi 

a . . . z 
... 9 



Listing Controls 

■ Controls supported: Title, Date, List. Nolist, 
Paging, Nopaging, Eject, Pagelength and 
Pagewidth. 



Output Controls 

l Controls supported: Object, Noobject, Print. 
Noprinl. Symbols, Nosymbols and Debug. 



Assembler Type 

l Two (2) pass, absolute assembler. 



Minimum System Requirements 

An IBM PC, PC XT, PC AT or 100% 
compatible system with 96K bytes of RAM. 
PC-DOS 2.0 or later. 
One (1) floppy disk drive. 



Numbers 

l Numbers can be entered in decimal (default), 
binary, hexadecimal or octal. 



Predefined Addresses 

■ All MCS-51 architecturally defined Special 
Function Registers (SFR) are symbolically 
defined in the Signetics- ASMS 1 Macro Cross 
Assembler. 



Memory Spaces Supported 

■ Code. Data, Bit. External and Indirect. 



Object File Format 

I Standard Intel Hexadecimal Object Code 
Format. 

I MetaLink or Signetics Debug Format for use 
with Signetics emulators. 



Include Capability 

l Any number of files can be included in the 
source file, nested up to eight (8) levels deep. 



Warranty 

Ninety (90) days free update service. 



MeULink it a trademark of MclaLink Corporation 
PC-DOS. PC. PC XT and PC AT arc trademarks of IBM. 
IBM is a registered trademark of IBM Corporation 
Intel is a registered trademark of Intel Corporation, 
^METALINK CORPORATION 1988 
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Universal EPROM Programmer 



SPGM-100 EPROM Microcontroller 
and Standard EPROM Programmer 



FEATURES 

□ Supports standard EPROMs 

□ Modules Available for Micro- 
controller Support 

B 87C751 
B 87C752 

B Others to follow 

□ Connects to IBM PC or 100% 
Compatibles 



□ Uses standard, intelligent and 
quick pulse programming algo- 
rithms 

□ 8K x 8 Data Buffer Standard 
(32K, 64K Optional) 

□ Supports Intel Hex Format 

□ System Includes Power Supply, 
RS-232 Cable, System Software, 
Documentation and Programmer 



PC OR COMPATIBLE 




WALL MOUNT 
POWER SUPPLY 



PROGRAMMING 
SITE 



SPGM-100 



SPGM-100 System Block Diagram 



OPERATIONS 

□ Select EPROM Type 

□ Blank Check 

□ Program EPROM array 

□ Display/Alter Data Buffer 

□ Fill Buffer with Constant 

□ Copy EPROM to Buffer 

□ Verify EPROM Versus Buffer 

□ error Display (Program/Verify) 
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8X305 

Microcontroller 



Microprocessor Products 



Product Specification 



FEATURES 

• Fetch, Decode, and Execute a 
16-bit instruction in a minimum 
of 200 ns (one machine cycle) 

• Bit-oriented instruction set 
(addressable single-or-multiple bit 
subfields) 

• Separate buses for Instruction, 
Instruction Address and Three- 
State I/O 

• Thirteen 8-bit general-purpose 
working registers 

• Source/destination architecture 

• Bipolar low-power Schottky 
technology/TTL inputs and 
outputs 

• On-chip oscillator and timing 
generation 

• Single +5V supply 

• 0.9-in. 50-pin DIP 

• 68-Pin PLCC 

PRODUCT DESCRIPTION 

The Signetics 8X305 Microcontroller 
(Figure 1) is a high-speed bipolar micro- 
processor implemented with low-power 
Schottky technology. In a single chip, 
the 8X305 combines speed, flexibility, 
and a bit-oriented instruction set. These 
features and other basic characteristics 
of the chip combine to provide cost- 
effective solutions for a broad range of 
applications. The 8X305 is particularly 
useful in systems that require high- 
speed bit manipulations — sophisticated 
controllers, data communications, very 
fast interface control, and other applica- 
tions of a similar nature. 

The 8X305 can fetch, decode, and exe- 
cute a 16-bit instruction word in a mini- 

ORDERING INFORMATION 



mum of 200ns. Within one instruction 
cycle, the 8-bit data-processing path can 
be programmed to rotate, mask, shift, 
and/or merge single or multiple bit sub- 
fields and, in addition, perform an ALU 
operation. In the same instruction, an 
external data field can be input, pro- 
cessed, and output to a specified desti- 
nation — likewise, single or multiple bit 
data fields can be internally moved from 
a given source to a given destination. To 
summarize, fixed or variable-length data 
fields can be fetched, processed, oper- 
ated on by the ALU, and moved to a 
different location — all in a timeframe of 
200ns. To interface with I/O and pro- 
gram memory, the 8X305 uses a 13-bit 
instruction address bus, a 16-bit instruc- 
tion bus, an 8-bit bidirectional multi- 
plexed I/O data/address bus and a 5-bit 
I/O control bus. 

A wide selection of I/O devices, inter- 
face chips, and special-purpose parts 
are available for systems use. In most 
applications, the more powerful 8X305 is 
functionally interchangeable with its pre- 
decessor—the 8X300. 

ASSOCIATED DOCUMENTATION 

Other documents directly relating to de- 
sign and applications use of the 8X305 
Microcontroller are: 

• Product Capabilities Manual 

• 8X305 Users Manual 

These documents and other current lit- 
erature (Data Sheets, Product Bulletins, 
Applications Notes, etc.) are available at 
all Signetics Sales and Service Of- 
fices — see rear cover of this data sheet 
for the office in your locality. 



PIN CONFIGURATION 
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DESCRIPTION 


ORDER CODE 


50-Pin plastic DIP 


N8X305N 


50-Pin ceramic DIP 


N8X305I 


68-Pin PLCC 


N8X305A 
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NOTES: 

1. Registers R1-R6. R11 and R14-R16 are general-purpose working registers. 

2. In any instruction where R7 (IVL) or R17 (IVR) is specified as the destination, the 8-bit value is output on the IV bus as an IV device enable address (SC = High) 
specified internal register and may later be accessed as source data. 

3. R12 and R13 are general-purpose working registers for all operations except transmit (XM1T). 

4. The least significant bit of register RIO (OVF) is used to reflect the carryout status resulting from the most recent ADD operation. 

5. Auxiliary register RO #1 is a general-purpose working register that holds the implied operand for Arithmetic and Logical operations; the content of this register is repeated in AUX #2 (shown dotted). The duplicate 
part of the ALU and is shown separate only for layout convenience. 

6. Internal working registers cannot be operated on by the MASK logic. 

7. During NZT instructions the ALU tests lor all bits equal to "0" (Transfer if A * 0) — refer to BASIC OPERATIONS that follow. 

Figure 1. Architecture and Pin Designations for 8X305 Microcontroller 
Pin Numbers Shown are for DIP Packaging 



= left bank and R1 7 - right bank; the results are also stored into the 
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FUNCTION 


PIN NO. 


PIN NO. 


IDENTIFIER 


1, 68 


1 


VCR 


Regulated voltage input from series-pass transistor (2N5320 or equivalent). 


4-11, 62-66 


2-9, 45-49 


Ao-A 12 


Program Address Lines: These active-high outputs permit direct addressing of up to 8192 words 
of program storage; A 12 is least significant bit. 


12, 13 


10, 11 


X1, X2 


Timing generator connections for a capacitor, a series resonant crystal, or an external clock 
source with complementary outputs. 










17-23, 
28-36 


13-28 


l0-ll5 


Instruction Lines: These active-high input lines receive 1 6-bit instructions from program storage; 
l 15 is least significant bit. 


37 


29 


sc 


Select Command: When high (binary 1), an address is being output on pins IVO through !V7. 


38 


30 


wc 


Write Command: When high (binary 1), data is being output on pins IVO through iW. 


39 


31 


LB 


Left Bank Control: When low (binary 0), devices connected to the Left Bank are accessed. (Note: 
Typically, the LB signal is tied to the ME input pin of I/O peripherals). 


45 


32 


RB 


Right Bank Control: When low (binary 0), devices connected to the Right Bank are accessed 
(Note. Typically, the RB signal is tied to the ME input pin of I/O peripherals). 
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PLCC 


DIP 




FUNCTION 


PIN NO. 


PIN NO. 


IDENTIFIER 


46-49, 
55-58 


33-36, 
38-41 


Ivo-iw 


Interface Vector (Input/Output Bus) — these bidirectional active-low three-state lines 
communicate data and/or addresses to I/O devices and memory locations. A low voltage level 
equals a binary "1"; IW is Least Significant Bit. 


50-52 


37 


Vcc 


+ 5V power supply. 


59 


42 


MCLK 


Master Clock: This active-high output signal is used for clocking I/O devices and/or 
synchronization of external logic. 


60 


43 


RESET 


When RESET input is low (binary 0), the 8X305 is initialized — sets Program Counter/Address 
Register to zero and inhibits MCLK. For the period of time RESET is low, the Left Bank/Right Bank 
(LB/RB) signals are forced high asynchronously. 


61 


44 


HALT 


When HALT input is low (binary 0), internal operation of the 8X305 stops at the start of next 
instruction; MCLK is not inhibited nor is any internal register affected. However, both the Left 
Bank/Right Bank (LB/RB) signals are synchronously driven high during the first quarter of the 
instruction cycle time and remain high during the time HALT is low. 


67 


50 


VR 


Internally-generated reference output voltage for external series-pass regulator transistor. 


24-27, 
40-44, 
53, 54 




No Connect 




NOTE: 

Multiple Vcc. GND, and Vcr pins must be externally connected. 

Figure 2. Designations and Descriptions for Pins of 8X305 Microcontroller. 
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FUNCTIONAL OPERATION 
Typical System Configuration 

Although the system hookup shown in Figure 
3 is of the simplest form, it provides a 
fundamental look at the 8X305 Microcontrol- 
ler and peripheral relationships. As indicated, 
the 8X305 can directly address up to 8K 



words of program storage — either ROM or 
PROM. The user interface (iVO through IW) is 
capable of uniquely addressing 256 Input/ 
Output locations and, with additional bank 
bits (LB, RB), this number is expanded to 
512 — each bank comprising 256 address- 
able locations. The addressable locations of 
each bank can be used in a variety of ways; a 



simple method of implementation is shown in 
Figure 3. When LB is active low, the left bank 
is enabled and any one of 256 locations 
within the RAM memory can be accessed for 
input/output operations. A similar set of "en- 
able/access" conditions are applicable to the 
right bank when RB is active low. 



PROGRAM STORAGE 
(READ ONLY MEMORY) 
»K»1« 



SERIES-PASS 
TRANSISTOR 
J(LOCATEO OFF-CHIP)! 



8X450 RAM 
<2W««> 




- I/O DATA AND ADDRESS 
. INSTRUCTION ADDRESS 
-INSTRUCTION 



Figure 3. Typical 8X305 System Hookup 
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BASIC OPERATIONS OF 8X305 

Refer to a later discussion of "Instruction Fields" for a detailed examination of all operand fields and subdivisions thereof - 
(D , Di), "R", "L", "J", and "A". 

MOVE OPERATIONS 



"S" (S , S,),"D" 



h 



SOURCE 



R0-R17 as specified by 
"S" field of instruction. 



■ REGISTER-TO-REGISTER - 



DATA PROCESSING 
(PRE-ALU) 



Right rotate as specified 
by "R" field of 
instruction. 



ALU 



No operation. 



DATA PROCESSING 
(POST-ALU) 



No operation. 



DESTINATION 



R0-R7, R11-R17 as 
specified by "D" field of 
instruction. 



SOURCE 



R0-R17 as specified by 
"S" field of instruction. 



■ REGISTER-TO-IV BUS- 



DATA PROCESSING 
(PRE-ALU) 



No operation. 



ALU 



No operation. 



DATA PROCESSING 
(POST-ALU) 



Shift and merge as 
specified by "D " and 
"L" fields of instruction. 



DESTINATION 



Variable length field of IV 
bus — Left Bank (LB) or 
Right Bank (RB) as 
specified by "D " and 
"Dt" fields of instruction. 



SOURCE 



Variable length field of IV 
bus — Left Bank (LB) or 
Right Bank (RB) as 
specified by "Si" and 
"S " fields of instruction. 



■ IV BUS-TO-REGISTER ■ 



DATA PROCESSING 
(PRE-ALU) 



Right rotate and mask 
as specified by "S " and 
"L" fields of instruction. 



ALU 



No operation. 



DATA PROCESSING 
(POST-ALU) 



No operation. 



DESTINATION 



R0-R7, R11-R17 as 
specified by "D" field of 
instruction. 



SOURCE 



Variable length fieldof IV 
bus — Left Bank (LB) or 
Right Bank (R~B) as 
specified by "Si" and 
"S " fields of instruction. 



IV BUS-TO-IV BUS 



DATA PROCESSING 
(PRE-ALU) 



Right rotate and mask 
as specified by "S " and 
"L" fields of instruction. 



ALU 



No operation. 



DATA PROCESSING 
(POST-ALU) 



Shift and merge as 
specified by "Do" and 
"L" fields of instruction. 



DESTINATION 



Variable length field of iV 
bus — Left Bank (LB) or 
Right Bank (RB) as 
specified by "D " and 
"Di" fields of instruction. 
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ADD OPERATIONS 
REGISTER-to-REGISTER 
REGISTER-to-IV BUS 
IV BUS-to-REGISTER 
IV BUS-to-IV BUS 

AND OPERATIONS 
REGISTER-to-REGISTER 
REGISTER-to-IV BUS 
IV BUS-to-REGISTER 
IV BUS-to-IV BUS 



SOURCE 



PRE-ALU _ 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU I 



SOURCE 



EXCLUSIVE OR (XOR) OPERATIONS 
REGISTER-to-REGISTER 
REGISTER-to-IV BUS 
IV BUS-to-REGISTER 
IV BUS-to-IV BUS 



PRE-ALU 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU 



SOURCE 



PRE-ALU 



Same as MOVE operations, except source 
data is ADDed to contents of Auxiliary 
Register R0 via the ALU; if appropriate, 
Overflow Register R10 (OVF) is also set. 



Same as MOVE operations, except source 
data is ANDed with contents of Auxiliary 
Register R0 via the ALU. 



Same as MOVE operations, except source 
data is Exclusively ORed with contents of 
Auxiliary Register R0 via the ALU. 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



POST-ALU 



DEST 



DEST 



DEST 



DEST 



DEST 



DEST 



DEST 



DEST 



DEST 



DEST 



DEST 



EXECUTE (XEC) OPERATIONS 



h 



SOURCE 



R0 - R1 7 as specified by 
"S" field of instruction. 



DATA PROCESSING 
(PRE-ALU) 



No 



XEC, REGISTER 



ALU 



Add source data to 8-bit 
field specified by 
instruction literal 

(0«J<377 8 ). 



DATA PROCESSING 
(POST-ALU) 



No operation. 



DESTINATION 



Replace 8 LSB of 
Address Register' with 
8-bit sum from ALU. 

PGM CTR unchanged. 



SOURCE 



Left or Right Bank of IV 
bus as specified by "S" 
field of instruction. 



DATA PROCESSING 
(PRE-ALU) 



Rotate and mask as 
specified by "So" and 
"L" fields of instruction. 



XEC, IV BUS 



ALU 



Add masked field of 
source data to 5-bit 
literal specified by "J" 
field of instruction 
(0 < J < 37 6 ). 



DATA PROCESSING 
(POST-ALU) 



DESTINATION 



Replace 5 LSB of 
Address Register' with 
5-bit sum from ALU. 

PGM CTR unchanged. 
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NON-ZERO TRANSFER (NZT) OPERATIONS 



-NZT, REGISTER - 







SOURCE 



R0-R17 as specified by 
"S" field of instruction. 



DATA PROCESSING 
(PRE-ALU) 



No operation. 



ALU 



Test contents of source 
register for all zeroes. 



DESTINATION 



If S ~ 0, increment PC 
by 1; if S =£0, replace 8 
LSB of AR and PC with 
literal specified by "J" 
field of instruction. 



NZT, IV BUS 



SOURCE 



Left or Right Bank of IV 
bus as specified by "S" 
field of instruction. 

1 



DATA PROCESSING 
(PRE-ALU) 



Rotate and mask as 
specified by "S " and 
"L" fields of instruction. 



ALU 



Test contents of masked 
field for all zeroes. 



DESTINATION 



If S = 0, increment PC 
by 1 ; if S 0, replace 5 
LSB of AR and PC with 
literal specified by "J" 
field of instruction. 



TRANSMIT (XMIT) OPERATIONS 
I 



-XMIT, REGISTER- 



SOURCE 




DATA PROCESSING 






(PRE-ALU) 


< J < 377 8 - value 






specified by "J" field of 






instruction. 







ALU 



No operation. 



DATA PROCESSING 
(POST-ALU) 



No operation. 



DESTINATION 



R0-R7. R11. R14-R17. 
Load 8-bit integer 
specified by "J" field 
into register specified by 
"D" field. 



XMIT 8-BIT IMMEDIATE, IV BUS 



SOURCE 




DATA PROCESSING 
(PRE-ALU) 




ALU 




DATA PROCESSING 
(POST-ALU) 




DESTINATION 


<J «377„- value 
specified by "J" field of 
instruction. 




No operation. 




No operation. 




No operation. 




Left(R12) or Right (R13) 
Bank of IV bus as 
specified by "D" field of 
instruction. 



XMIT VARIABLE-BIT FIELD IMMEDIATE IV BUS 



SOURCE 




DATA PROCESSING 








(PRE-ALU) 




< J < 37 8 - value 




No operation. 




specified by "J" field of 








instruction. 









ALU 



DATA PROCESSING 
(POST-ALU) 



Shift and merge source 
data as specified by 
"D " and "L" fields of 
instruction. 



DESTINATION 



Left or Right Bank of IV 
bus as specified by "D" 
field of instruction. 
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Table 1. 



LB 


RB 


FUNCTION 


Low 


Low 


This state is not generated by the 8X305. 


Low 


High 


Enable left bank devices. 


High 


Low 


■ 

Enable right bank devices. 


High 


High 


Disable all devices; IV bus is 3-State. 



Table 2. 



LB/RB 


SC 


WC 


FUNCTION 


High 


Low 


Low 


The IV bus is 3-State and not looking for 
input data. 


Low 


Low 


Low 


The IV bus is reading input data. 


Low 


Low 


High 


Data is being output. 


Low 


High 


Low 


Address is being output. 


X 


High 


High 


This condition is never generated. 



Program Storage Interface 

As shown in Figure 3, program storage is 
connected to output address lines Ao through 
A12 (Ai2 = LSB) and input instruction lines l 
through hs. An address output on Ao/A, 2 
identifies one 16-bit instruction word in pro- 
gram storage. The instruction word is subse- 
quently input on I /Ii5 and defines the Micro- 
Controller operation which is to follow — one 
instruction word equals one completed opera- 
tion. Any TTL-compatible memory can be 
used for program storage provided the worst- 
case access time is compatible with the 
instruction cycle time used for the applica- 
tion — see timing section for appropriate cal- 
culations. 

I/O Interface and Control 

An 8-bit bidirectional I/O bus, referred to as 
the Interface Vector (IV) bus, provides a 
communication link between the Microcon- 
troller and the two banks of I/O devices. The 
LB (Left Bank) and RB (Right Bank) control 
signals identify which bank is enabled; when 



both LB and RB are high (inactive), neither 
bank is enabled and the IV bus is inactive 
(three-state). A functional analysis of the Left 
and Right Bank signals is shown in Table 1 . 

Both data and I/O address information are 
multiplexed on the IV bus. The SC (Select 
Command) and WC (Write Command) signals 
distinguish between data and I/O address 
information as shown in Table 2. 

Data Processing 

Basically, the data processing path of the 
8X305 consists of the Rotate/Mask logic, the 
Arithmetic Logic Unit (ALU), the Shift/Merge 
functions, on-chip memory (sixteen 8-bit reg- 
isters), and the bidirectional IV bus interface 
with its associated driver circuits and internal 
latches. The on-board memory and the IV bus 
are connected to both inputs and outputs of 
the ALU via internal 8-bit data paths — see 
Figure 1 . Inputs to the ALU are preceded by 
right-rotate and data-mask functions; the ALU 
output is followed by the left-shift and merge 
operations. Depending on the desired opera- 



tion, any one or all of the functions (Rotate/ 
Mask/Shift/Merge) can operate on 8 bits of 
data in a single instruction cycle. For a 
summary of all data-processing capabilities, 
refer to BASIC OPERATIONS OF THE 8X305 
described earlier in this data sheet. 

Instruction Cycle 

Each operation of the 8X305 is executed in a 
single instruction cycle. The instruction cycle 
is internally divided into four equal parts — 
each part being as short as 50ns. Figure 4 
shows the general functions that occur during 
each quarter cycle; specifics regarding mini- 
mum/maximum timing and other critical val- 
ues are described later in this data sheet. 
During the first quarter cycle, a new instruc- 
tion from program storage is input via lo — 'is 
and decoded. If an I/O operation is indicated, 
new data is fetched from a specified internal 
register or via the iV bus. At the end of the 
first quarter cycle,, the new instruction is 
latched into the instruction register. 

In the second quarter cycle, the I/O input 
data stabilizes and preliminary processing is 
completed. At the end of this quarter, the N 
latches close and final processing can be 
accomplished, thus completing the input 
phase of the instruction cycle. During the third 
quarter cycle, the address for the next in- 
struction is output to the instruction address 
bus, IV control signals are generated, and 
both data and destination are setup for the 
remainder of the output phase. During the 
fourth quarter cycle, a master clock signal 
(MCLK) generated by the 8X305 is used to 
latch either the l/O-enabling address or the 
I/O data into peripheral devices connected to 
the IV bus. MCLK can also be used to 
synchronize any external logic with timing 
circuits of the 8X305. To summarize the 
action, the first half of the instruction cycle 
deals primarily with input functions and the 
second half is mostly concerned with output 
functions. 
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- INPUT PHASE - 



-OUTPUT PHASE - 



1st 2nd I 

f*— QUARTER— s^f* - QUARTER — **r* — 



INPUT 
INSTRUCTION, 

DECODE 
INSTRUCTION 
AND, IF 
REQUIRED, 
FETCH NEW 
DATA 



2nd 
QUARTER- 
SOU 

LATCH AND 

PROCESS 
INPUT DATA 



3rd 
-QUARTER 
50ns 



NEXT 
INSTRUCTION 
ADDRESS, 
GENERATE 
CONTROL 
SIGNALS, AND 
SETUP I/O 
DATA FOR 
OUTPUT 



4th 
QUARTER— 

sons 

LATCH I/O 
ENABLING 

ADDRESS OR 
HO DATA INTO 
SELECTED 

PERIPHERAL. 




NOTES: 

1. New instruction must be accepted and latched at end of first quarter cycle. 

2. The I/O data latches are open for the first two quarter cycles, that is, for 100ns. 

3. The address changes during third quarter cycle. 

4 IV bus drivers are active (turned on) during third and fourth quarter cycles. 

Figure 4. Instruction Cycle and MCLK with: Crystal = 10MHz and 
Cycle Time = 200ns. 



Table 3. 





1 MSB 


LSB J 


BIT POSITIONS -* 


1 2 


3 4 5 6 7 8 9 10 11 12 13 14 15 




OPCODE 


OPERAND(S) 



INSTRUCTION SET 

General Format and Operating 
Principles 

The 16-bit instruction word (lo through I15) 
from program storage is input to the instruc- 
tion register (Figure 1) and is subsequently 
decoded to implement the events to occur 
during the current instruction cycle. 

The general format for each instruction word 
is shown in Table 3. 

The 3-bit operation code (OPCODE) define 
any one of eight classes of instructions; 
variations within each class are specified by 
the remaining thirteen operand bits. The eight 
instruction classes can be separated into two 
control areas — data and program; general 
functions within these areas are as shown in 
Table 4. 

Instruction Fields 

As shown in Table 5, each instruction word 
consists of an operation code (OPCODE) 
field and from one to three operand fields. 
The possible operand fields are: Source (S), 
Destination (D), Rotate/Length (R/L), Literal 
(J), and Address (A). The OPCODE and 
operand fields are described in the para- 
graphs that follow the table. 



Table 4. 

• Data Control — 
ADD 
AND 
XOR 
MOVE 
XMIT 

• Program Control — 
XEC 

NZT Branch or Test 

JMP 



Arithmetic and Logic Operations 
Movement of Data and Constants 
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Table 5. Functional Description of Instruction Set 







INSTRUCTION WORD 


DESCRIPTION 


STATE OF CONTROL SIGNAL 
DURING INSTRUCTION CYCLE — 
SEE FIGURE 4 














CONTROL 
SIGNAL 


INPUT PHASE 


OUTPUT PHASE 


CLASS = 


MOVE OPCODE = OPERATION = (S) 


— * 


D 








Register-to-Register 






Move content of internal register specified by 


sc 


L 


H if D-07 e , 17 8 




1 1 1 2 


3 | 4 | 5 | 6 | 7 


e | 9 1 10 


11 | 12 | 13 | 14 | IS 




S-field to internal register specified by D-field. 
Prior to the "MOVE" operation, right-rotate 

rnntpntQ rsf internal <5m irfrt r<&niQt^r nr*tal 


wc 


L 


L 




OPCODE 


S 


R 


D 




LB 


H 


L it D - 07 8 




S-00 8 -17 8 D-00 8 -07 8 , 11 8 -17 8 




value (0 through 7) defined by the R-field. 


RB 


H 


L if D - 17 8 




Register-to-IV Bus (Note) 




Move contents of internal register specified by 
the S-field to the IV bus. Before outputting on 
IV bus, data is shifted as specified by the least 
significant octal digit of the D-field and the bits 
specified by the L-field are merged with the 


SC 


L 


L 




I 1 I 2 


3 | 4 | 5 | 6 | 7 


8 | 9 | 10 


11 | 12 | 13 | 14 | 15 




WC 


L 


H 




OPCODE 


S 


L 


D 




LB 


L if D = 20 8 - 27 e 


L if D - 20 8 - 27 8 










d, ; D„ 




RB 


L if D = 30 8 - 37 8 


L if D = 30 8 - 37 8 




S-00 8 -17 


« D-20 8 -37„ 






latched I/O data. 










V Bus-to-Register (Note) 




Move right-rotated IV bus (source) data 
specified by the S-field to internal register 


SC 


L 


H if D-07 8 , 17 8 




I 1 I 2 


3 | 4 | 5 | 6 | 7 


8 | 9 | 10 


11 [ 12 | 13 | 14 | IS 




WC 


L 


L 




OPCODE 


s 


L 


D 




specified by the D-field. The L-fieid specifies 
the length of source data starting from the 
LSB-position and, if less than 8 bits, the 


LB 


L if S = 20 8 - 27 8 


L if D - 07 6 






Si : So 








RB 


L if S-30 8 -37 8 


L it D-17 8 




S = 20 8 - 37 e D = 00 B -07 8 , 11 e -17 B 




remaining bits are filled with zeros. 










IV Bus-to-iV Bus (Note) 




Move right-rotated IV bus (source) data 


SC 


L 


L 




I 1 I 2 


3 1 4 i 5 1 6 1 7 


8 | 9 | 10 


11 | 12 | 13 | 14 | 15 




specified by the S-field to the I/O latches. 
Before outputting on IV bus, shift data as 
specified by the D-field; then merge source 
and latched I/O data as specified by the L 
(length) field. 


WC 


L 


H 




OPCODE 


s 


L 


D 




LB 


L if S = 20 8 - 27 8 


L if D = 20 8 - 27 a 






Si i So 




D, : Do 




RB 


L if S - 30 8 - 37 8 


L if D - 30 8 - 37 8 




S - 20 8 - 37 8 D - 20 8 - 37 a 












CLASS = 


ADD OPCODE 


= 1 OPERATION = (S) + (AUX) -» D 








Same as MOVE instruction class 


Same as MOVE instruction class except that 
contents of AUX (R0) register are ADDed to 
the source data. If there is a "carry" from 
MSB, then R10 (OVF) - 1 (overflow), 
otherwise OVF = 0. 


Same as MOVE instruction class 


CLASS = 


AND OPCODE 


= 2 OPERATION = (S) a (AUX) — D 












Same as MOVE 


instruction 


class 


Same as MOVE instruction class except that 
contents of AUX (R0) register are ANDed 
with source data. 


Same as MOVE instruction class 


CLASS = 


XOR OPCODE 


= 3 OPERATION = (S) ffi (AUX) -» D 








Same as MOVE instruction class 


Same as MOVE instruction class except that 
contents of AUX (R0) register are Exclusively 
ORed with source data. 


Same as MOVE instruction class 


CLASS = 


XEC OPCODE . 


= 4 OPERATION = Refer to Description 










Register Immediate 






Execute instruction at current page address 


SC 


L 


L 




| 1 | 2 


3 | 4 | 5 | 6 | 7 


8 I 9 I 10 


11 I12I13I14I15 




offset by J (literal) + (S). Return to normal 
instruction flow unless a branch is 


WC 


L 


L 




OPCODE 


S 


J 




encountered. 


LB 


H 


H 




S-00 8 -17 8 J = 000 8 -377 8 






Execute instruction at an address determined 
by replacing the low-order 8 bits of the 
Address Register with the following derived 


RB 


H 


H 




V Bus Immediate (Note) 




sum: 

Value of literal (J-field) plus contents of 
internal register specified by S-field 

The PC is not incremented and the overflow 

status (OVF) is not changed. 










| 1 | 2 


3 1 4 1 5 1 6 1 7 


8 | 9 | 10 


11 | 12 | 13 | 14 | IS 




Execute instruction at an address determined 
by replacing the low-order 5 bits of Address 


SC 


L 


L 




OPCODE 


S 


L 


J 




Register with the following derived sum: 
5-bit value of literal (J-field) plus value of 
rotated source data specified by S-field. 
The L-field specifies the length of source 
data starting from the LSB position and, if 
less than 8 bits, the remaining bits are filled 
with zeros; the Program Counter is not 
incremented and the overflow status (OVF) 
is not changed. 


WC 


L 


L 






s, ; so 








LB 


L if S - 20 - 27 8 


H 




S = 20 8 - 37 8 J = 00 8 - 37 8 






RB 


L if S = 30 8 - 37 8 


H 
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Table 5. Functional Description of Instruction Set (Continued) 





INSTRUCTION WORD 


DESCRIPTION 


STATE OF CONTROL SIGNAL 
DURING INSTRUCTION CYCLE — 
SEE FIGURE 4 












CONTROL 
SIGNAL 


INPUT PHASE 


OUTPUT PHASE 


CLASS = 


NZT OPCODE ■ 


- 5 OPERATION = Refer to 


Description 








Register Immediate 






If data specified by the S-field is not equal to 
zero, jump to current page address offset by 


sc 


L 


L 




| 1 [ 2 


3 | 4 | 5 | 6 | 7 


8 I 9 I 10 


11 | 12 [ 13 | 14 | 15 




wc 


L 


L 




OPCODE 


S 


J 




value of J-field; otherwise, increment the 
Program Counter. 

If contents of internal register specified by S- 


re 


H 


H 


S = 00 8 -17 8 J-000 8 -377 8 






m 


H 


H 










field is non-zero, transfer to address 
determined by replacing the low-order 8 bits 
of Address Register and Program Counter 
with "J", otherwise, increment PC. 








IV Bus Immediate (Note) 




If right-rotated and masked IV bus is non- 
zero, transfer to address determined by 










| 1 | 2 


3 | 4 | 5 | 6 | 7 


8 | 9 | 10 


11 I 12 J 13 [ 14 I 15 




sc 


L 


L 




OPCODE 


S 


L 


J 




replacing low-order 5 bits of Address 
Register and Program Counter with "J", 
otherwise, increment PC. (The L-field 


wc 


L 


L 






s, ; so 








re 


L if S = 20 8 - 27 8 


H 




S-20 8 -37 8 J-00 8 - 37 e 






specifies the length of source I/O data 


RB 


L if S - 30„ - 37 8 


H 








starting from the LSB-position and, if less 
zeros.) 


CLASS = 


XMIT OPCODE 


= 6 OPERATION = J -* 












XMIT. Register 








Store 8-bit value specified by "J" into 

ronictor cnoHfioH hu 'TY' 
y &^Jtsi*niwu uy |_/ . 


SC 


L 


L 




| 1 | 2 


3 | 4 | 5 | 6 | 7 


a I 9 1 10 


11 I 12 I 13] 14 [ 15 




WC 


L 


L 




OPCODE 


D 


J 






re 


H 


H 


D-00 e -06 8 , 11 8 . 14 8 -16 8 


J-000 8 - 377 8 




RB 


H 


H 


XMIT, IV Bus Address 






Enable I/O device on the bank specified by 

" n" whnco aiiHroec ic lh« R-hil inloncr 
U , VIIUW CtUUIVso lo 111*3 O Ull IMltiytil 


SC 


L 


H 




I 1 I 2 


3 | 4 | 5 6 | 7 


8 I 9 |10 


11 I 12 I 13 I 14 I 15 




WC 


L 


L 




OPCODE 


D 


J 




specified by J . Address J is stored in 
register "D". 


re 


H 


L if D = 07 8 


D-07 s . 17 8 J-000 8 - 377 8 








RB 


H 


L if D-17, 


XMIT 8 Bits Immediate, IV Bus (Note) 


Store value of 8-bit integer in the previously 
enabled I/O port, at the bank destination (LB 
or RB) specified by "D". Contents of R12 or 
R13 remain unchanged. 


sc 


L 


L 




| 1 | 2 


3 | 4 | 5 | 6 | 7 


8 | 9 | 10 


11 [ 12 1 13 1 14 [ IS 




wc 


L 


H 




OPCODE 


D 


J 




re 


H 


L if D - 12 8 


D-12 6 -13 8 J-000 8 - 377 8 






HB 


H 


L if D - 1 3 e 


XMIT Variable Bit Field Immediate, IV Bus (Note) 


Transmit Least Significant "L" bits of "J" 
field to "L-bit" field of IV bus specified by 


sc 


L 


L 




| 1 [ 2 


3 | 4 | 5 | 6 | 7 


8 | 9 | 10 


11 [ 12 [ 13 1 14 [ 15 




wc 


L 


H 




OPCODE 


D 


L 


J 




"D"; if "L" is greater than 5 bits, the MSB 
bits of destination field is filled with zeros. 


re 


L if D - 20 8 - 27 8 


L if D - 20 8 - 27 e 






Di : D 








m 


L if D - 30 6 - 37„ 


L if D - 30 8 - 37 8 


D-20«-37 8 J-00 8 - 37 8 






























CLASS = 


JMP OPCODE = 7 OPERATION = Refer to Description 








Address 


Immediate 






Jump to address in program storage 
specified by A-field; this address is loaded 


sc 


L 


L 




| 1 | 2 


3 l 4 I 5 I 6 I 7 


8 | 9 1 10 


11 1 12 | 13 1 14 1 15 




wc 


L 


L 




OPCODE 


A 




into the Address Register and the Program 
Counter. 


re 


H 


H 


A-OOOOOs 


-17777 8 






RB 


H 


H 



NOTE: 

S specifies the LSB of rotated input data field 

S, specifies the bank of iV bus from which source data will be input 

D specifies bit position in_l/0 device with which LSB of processed data will be aligned, and 
D, specifies the bank of IV bus which will be the destination. 



December 17, 1986 



6-14 



Signetics Microprocessor Products 



Product Specification 



Microcontroller 



8X305 



Table 6. Octal Addresses and Source/Destination Fields for 8X305 Registers 



ADDRESS 


REGISTER DESIGNATION 


SOURCE 


DESTI- 
NATION 


ADDRESS 


REGISTER DESIGNATION 


SOURCE 


DESTI- 
NATION 


00 e 


mu (AUa) — General 
purpose register 


X 


X 


10 e 


Dili //"M/ET ..Jl.,.. 

n i u (u v r — uvernow 
register) 


X 




01 e 


R1 — General purpose 
register 


X 


X 


11 8 


R11 — General purpose 
register 


X 


X 


02 8 


R2 — General purpose 

l frry l o it^i 


X 


X 


12e 


R12 — General purpose 
rtsyi&iet u*oiej 


X 


X 


03 8 


R3 — General purpose 
register 


X 


X 


13 8 


R13 — General purpose 
register (Note) 


X 


X 


04 8 


R4 — General purpose 
register 


X 


X 


14 8 


R14 — General purpose 
register 


X 


X 


05 8 


R5 — General purpose 
register 


X 


X 


15„ 


R15 — General purpose 
register 


X 


X 


06 8 


R6 — General purpose 
register 


X 


X 


16 8 


R 1 6 — General purpose 
register 


X 


X 


07 8 


R7 — Special purpose 
register (refer to next 
paragraph) 


X 


X 


17 8 


R17 — Special purpose 
register (refer to next 
paragraph) 


X 


X 



NOTE: 

R12 and R13 function as general purpose working registers for all operations except transmit (XMIT). During a transmit instruction where R12 or R13 is the 
destination, the 8-bit "J" field is immediately transferred to the IV bus; for this operation, the contents of the designated register remain unchanged. 

Operations Code Field. The 3-bit OPCODE 
field specifies one of eight classes of 8X305 
instructions; octal designations for this field 
and operands for each instruction class are 
shown in Table 5. 



Source (S) and Destination (D) Fields. The 

5-bit "S" and "D" fields specify the source 
and destination, respectively, for whatever 
operation is defined by the Operation CODE. 
The "S" and/or "D" fields can specify an 
internal 8X305 register or any one-to-eight bit 
field within an I/O device; octal values and 
source/destination field assignments for all 
internal registers are shown in Table 6. 

In instructions where R7 8 (IVL) or R17 8 (IVR) 
is specified as the destination, the 8-bit value 
is output on the IV bus as an I/O device 
address or memory location; register R7 se- 
lects the Left Bank and register R17 selects 
the Right Bank. The results are also stored 
into the specified internal register (R7 8 or 
R17 8 ) and may later be accessed as source 
data. When the IV bus is specified as a 
source and/or destination, the "S" and "D" 
fields are split into two parts, that is, 
• Source (S) - Si, S and Destination 

(D) = D,, D where, 

So specifies the LSB of rotated input 

data field 

S, specifies the bank of IV bus from 
which source data will be input 
D specifies bit position in I/O device 
with which LSB of processed data will 
be aligned and 

D-i specifies the bank of IV bus which 
will be the destination. 
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DESIGNATES LEFT 
(2) OR RIGHT (3)- 
BANK OF IV BUS 



DESIGNATES LSB OF 
-I/O DATA— REFER 
TO TEXT DESCRIPTIONS 



EC 



20,- 
218- 



22.- 



24,- 



27,- 



NOTES: 

1. The field length of 0-to-8 bits 

2. For the Right Bank, 30, - 37, 



by the "L" field, 
equivalent I/O functions. 



RIGHT-ROTATE FUNCTION 

Bit Position -> 1 2 



Rotate (R) and Length (L) Field. The 3-bit 
R/L field performs one of two functions, 
specifying either the field length (L) for I/O 
operations or a right-rotate (R) for internal 
operations. For a given instruction, the speci- 
fied function depends upon the contents of 
the Source (S) and Destination (D) fields. 

When an internal register is specified by both 
the source and destination fields, the "R" 
field is invoked and it specifies a right-rotate 

6-15 



of the data specified in the "S" field (see 
accompanying diagram.) The source-register 
data (up to 8 bits) is right-rotated during the 
"input phase" of the instruction cycle (Figure 
4). This function is always performed prior to 
any ALU operation. (Note: The right-rotate 
function is implemented on the bus and not in 
the source register.) 

When either or both of the source and desti- 
nation fields specify a variable-length I/O 
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1 2 3 4 5 6 7 



I I I II I I I* L = 1 

I I I I I I K L = 2 

I I I I I I* L = 3 

I I I I K L = 4 

I I I I* L = 5 

I I I* L = 6 

I H L = 7 

pS L = 



IV DATA LENGTH SPECIFICATION 
(No Rotate Function Specified) 



data field, the "L" field specifies the length of 
the I/O data field (see following diagram). If 
the source field specifies an TV address 
(20 e - 37 8 ) and the destination field specifies 
an internal register (00$ - 07 e , 11 8 -17 8 ), the 
"L" field specifies the length of source data; 
the source data is formed by right-rotating the 
TV bus data according to the source address 
and then masking result as specified by the 
"L" field. If length is less than 8 bits, all 
remaining bits are set to zero prior to pro- 
cessing data in the ALU. If the source field 
specifies an internal register (00 8 - 1 7 8 ) and 
the destination field specifies TV bus data 
(20 8 -37 8 ), the "L" field specifies the length 
of the destination data. To form the destina- 
tion data, the ALU output is left-shifted ac- 
cording to the destination address and then 
masked to the required length (see TV DATA 
LENGTH SPECIFICATION). The destination 
data is merged with data in the I/O latches to 
finalize the IV bus data. Hence, a one-to-eight 
bit destination data field can be inserted into 
the existing 8-bit I/O port without modifying 
surrounding bits. If both the source and desti- 
nation fields specify TV bus data (20 8 - 37 8 ), 
the "L" field specifies the length of both the 
source and destination data. 

To form the source data, the IV bus input data 
is right-rotated according to the source ad- 
dress and then masked to the required 
length — see IV DATA LENGTH SPECIFICA- 
TION. If length is less than 8 bits, all remain- 
ing bits are set to zero before processing in 
the ALU. To form the destination data, the 
ALU output is left-shifted according to the 
destination address and masked to the re- 
quired length specification. The destination 
data is then merged into the TV bus data that 
was used to obtain the source; thus, if the 
source and destination addresses are on the 
same bank, the TV bus data written to the 
destination I/O Port appears unmodified, ex- 
cept for bits changed during the shift-and- 
mask operations. If the source and destina- 
tion addresses refer to different banks, the 
destination I/O Port is changed to contain the 
contents of the source I/O Port in those bit 
positions not affected by the destination data. 

J Field. The 5-bit or 8-bit "J" field is used to 
load a literal value (contained in the instruc- 
tion) into a register, into a variable I/O data 
field, or to modify the low-order bits of the 
Program Counter. The bit length of the "J" 
field is implied by the "S" and "L" fields in 
the XEC, NZT, and XMIT instructions, based 
on the following conditions: 

• When the Source (S) field specifies an 
internal register, the literal value of the 
"J" field is an 8-bit binary number. 

• When the Source (S) field specifies a 
variable I/O data field, the literal value 
of the "J" field is a 5-bit binary 
number. 



A Field. The 13-bit "A" field is an address 
field which allows the 8X305 to directly 
branch to any of the 8192 locations in Pro- 
gram Storage memory. 

Formation of Instruction 
Address 

The Address Register and Program Counter 
are used to generate addresses for accessing 
an instruction from program storage. The 
instruction address is formed in one of the 
following ways: 

• For all except the JMP, XEC, and a 
"satisfied" NZT instruction, the Program 
Counter is incremented by one and 
placed in the Address Register. 

• For the JMP instruction, the 13-bit "A" 
field contained in the JMP instruction 
word replaces the contents of both the 
Address Register and the Program 
Counter. 

• For the XEC instruction, the Address 
Register is loaded with bits from the 
Program Counter modified as follows: 

XEC using IV Bus Data — low-order 5 
bits of ALU output replaces counterpart 
bits in Address Register. 

XEC using Data from Internal Register — 
low-order 8 bits of ALU output replaces 
counterpart bits in Address Register. 

The Program Counter is not modified for 
either of the above conditions. 

• For a "satisfied" NZT instruction, the 
low-order 5 bits (NZT source is TV bus 
data) or low-order 8 bits (NZT source is 
an internal register) of both the Address 
Register and Program Counter are 
loaded with the literal value specified by 
the "J" field of instruction word. 

Data Addressing 

The source and/or destination addresses of 
the data to be operated upon are specified as 
part of the instruction word. As shown earlier, 



source/destination addresses are specified 
using a 5-bit code (00 e - 37 8 ). When the most 
significant octal digit is a "0" or "1", the 
source and/or destination address is an inter- 
nal register; if the most significant digit is a 2 
or 3, an IV bus operation is indicated — 2 
specifying a Left-Bank (LB) operation and 3 
specifying a Right-Bank (RB) operation. The 
least significant octal digit (0 through 7) 
indicates either a specific internal register 
address or positioning information for the 
least significant bit when specifying IV bus 
data. Referring to Table 5, Auxiliary register 
R0 (00 8 ) is the implied source of the second 
argument for the ADD, AND, and XOR opera- 
tions. IVL register R7 and IVR register R17 
(destination addresses 07 8 and 17 8> respec- 
tively) provide a means of routing enabling 
address information to I/O peripherals. With 
IVL or IVR specified as the destination ad- 
dress, data is placed on the TV bus during the 
output phase of the instruction cycle; simulta- 
neously, a Select Command (SC) is generat- 
ed to inform all I/O devices that information 
on the TV bus is to be considered as an I/O 
address. Since the contents of IVL and IVR 
are preserved, either register may later be 
accessed as a source of data. 

Control outputs LB and RB are used to 
partition I/O bus devices into two fields of 
256 addresses. With LB in the active-low 
state and a source address of 20 8 - 27 8 , the 
left bank of I/O devices are enabled during 
the input phase of the instruction cycle. With 
RB in the active-low state and a source 
address of 30 8 -37 8 , the right bank of de- 
vices are enabled. During the output phase, 
LB is low if the destination address is 07 8 or 
20 e - 27 8 , whereas RB is low if the destina- 
tion address is 17 e or 30 8 -37 8 . Each ad- 
dress field (LB and RB) can have a different 
I/O device selected, that is, data can be 
transferred from a device in one bank to a 
device in the other in one instruction cycle. 
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CONDITIONS LIMITS 

> SO 



100mA <'l c < 
VBE 0N V CE «5V; l c = 500mA < 1V 
V CESAT >C ■ 500mA; l B m 50mA < 0.5V 
BV CE0 > 15V 

«1 



Topical approved parts - 2N5320. 



Voltage Regulator 



DESIGN PARAMETERS 

Hardware design of an 8X305-based system 
largely consists of the following operations: 

• Selecting and interfacing a Program 
Storage device — ROM, PROM, etc. 

• Selecting and interfacing input/output 
devices — RAM, Ports, and other 8-bit 
addressable I/O devices. 

• Choosing and implementing System 
Clock — Capacitor-Controlled, Crystal- 
Controlled, or Externally-Driven. 

• Selection of an off-chip series-pass 
transistor. 



VOLTAGE REGULATOR 

All internal logic of the 8X305 is powered by 
an on-chip voltage regulator that requires an 
external series-pass transistor. Electrical 
specifications for the off-chip power transistor 
and a typical hook-up are shown in the 
accompanying diagram. To minimize lead 
inductance, the transistor should be as close 
as possible to the 8X305 package and the 
emitter should be AC-grounded via a 0.1 (if 
ceramic capacitor. 

All information required for easy implementa- 
tion of these design requirements is provided 
under the following captions: 

• Ordering Information 

• Voltage Regulator 

• DC Characteristics 

• AC Characteristics 

• Timing Considerations 

• Clock Considerations 



• HALT/RESET Logic 



! 
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ABSOLUTE MAXIMUM RATINGS Storage Temperature (T S tg) rating are from -65°C to + 150°C 



SYMBOL 


PIN 


DESCRIPTION 


RATING 


UNIT 


Vcc 


Vcc 


Supply voltage 


+ 7.0 


V 




X1, X2 


Crystal input voltage 


2.0 


V 




All other pins 


Logic input voltage 


5.5 


V 



DC ELECTRICAL CHARACTERISTICS (Commercial Part) 4.75V <V CC < 5.25V, 0°C«T A <70°C 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


LIMITS 


UNIT 


COMMENTS 


Mln 


Typ 


Max 


Vcc 


Supply voltage 




4.75 


5 


5.25 


V 




VlH 


High-level input voltage 




0.9 
2 




2 

5.5 


V 


X1 and X2 
All other pins 


VlL 


Low-level input voltage 








0.5 
0.8 


V 


X1 and X2 
All other pins 


V H 


High-level output voltage 


V C c = min; l OH = -3mA 


2 4 






V 




Vol 


Low-level output voltage 


Vcc ~ rnin; Iol " 6mA 
Vcc-min; l OL =" 16mA 






0.55 
0.55 


V 


Ao through A-12 
All other outputs 


Vcr 


Regulator voltage 


V CC = 5V 




3.1 

2.9 




V 


T A = 0"C 
T A - 70°C 


Vic 


Input clamp voltage 


Vcc = min; l| N = -10mA 






-1.5 


V 


Crystal inputs X1 and X2 
do not have internal 
clamp diodes 


Iih 


High-level input current 


V| H = 0.9V 
v cc = max V|H _ 4 5V 






4 
50 


mA 
uA 


X1 and X2 
All other pins 


IlL 


Low-level input current 


Vcc max, Vu_ = 0.4V 






-3 
-0.2 
-1.6 
-0.4 


mA 


X1 and X2 
IV0 - IV7 
10-115 

HALT and RESET 


"os 


Short circuit output current 


Vcc ™ max; (Note: At any 
time, no more than 
one output should be 
connected to ground.) 


-30 




-140 


mA 


All output pins 


ice 


Supply current 


V cc = max 






180 
195 


mA 


T A = 70°C 
T A = 0°C 


Ireg 


Regulator control 


Vcc - 5.0V 


-10 




-25 


mA 


Max available base drive 
for series-pass transistor 


ICR 


Regulator current 


Vcc - max 






200 
230 


mA 


T A - 70°C 
Ta = 0°C 



NOTES: 

1. Operating temperature ranges are guaranteed after thermal equilibrium has been reached. 

2. All voltages measured with respect to ground terminal. 
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AC ELECTRICAL CHARACTERISTICS (Commercial Part) Conditions: 4.75V < V C c < 5.25V; 0°C « T A « 70°C 

Loading: (See test circuits) 



SYMBOL 


PARAMETER (NOTE 1) 


LIMITS (INSTRUCTION 
CYCLE TIME = 200ns) 


LIMITS (INSTRUCTION 
CYCLE TIME > 200ns) 


UNITS 


COMMENTS 


Min 


Typ 


Max 


Min 


Typ 


Max 


<PC 


Processor cycle time 


200 






200 






ns 




tcp 


X1 clock period 


100 






100 







ns 




tcH 


X1 clock high time 


50 






50 






ns 




tCL 


X1 clock low time 


50 






50 






ns 






MCLK low delay 


15 




40 


15 




40 


ns 




t w 


MCLK pulse width 


35 




55 


T 4Q -15 




T 4Q + 5 


ns 


Note 2 


tDD 


Input data to output data 


70 




105 


70 




105 


ns 




tMHS 


MCLK falling edge to HALT 
falling edge 






30 






T,q-20 


ns 


Note 2 


tMHH 


HALT hold time 
(MCLK falling edge) 


65 






T 1Q + 15 






ns 


Note 2 


tACC 


Program storage access time 






60 








ns 




tio 


I/O port output enable time 
(LR/RB to valide IV data input) 






30 








ns 






MCLK falling edge to address 
stable 






140 






Tiq + 
T 2Q + 40 


ns 


Notes 2, 3, & 4 


t|A 


Instruction to address 






140 






T 2 q + 90 


ns 


Notes 2, 3 & 5 


'|VA 


Input data to address 






85 






85 


ns 


Notes 3 & 6 


*MIS 


MCLK falling edge to instruction 
stable 






25 






TiQ-25 


ns 


Notes 2 & 7 


<MIH 


Instruction hold time 
(MCLK falling edge) 


55 






T 1Q + 5 






ns 


Notes 2 & 8 


•mwh 


MCLK falling edge to SC/WC 
rising edge 


105 




125 


TiQ + 
T 2Q + 5 




T1Q + 
T 2Q + 25 


ns 


Note 2 


•mwl 


MCLK falling edge to SC/WC 
falling edge 


2 




15 


2 




15 


ns 




tMIBS 


MCLK falling edge to LB/RB 
(Input phase) 


5 




25 


5 




25 


ns 




'lIBS 


Instruction to LB/RB 
(Input phase) 






25 






25 


ns 




'moss 


MCLK falling edge to LB/RB 
(Output phase) 


115 




145 


Tio + 
T 20 + 15 




Tio + 
T 2Q + 45 


ns 


Note 2 


tMIDS 


MCLK falling edge to input data 
stable 






55 






T1Q + 
T 2Q -45 


ns 


Note 2 


Imidh 


Input data hold time 
(MCLK falling edge) 


115 






TlQ + 
T 2Q + 15 






ns 


Note 2 


'modh 


Output data hold time 
(MCLK falling edge) 


11 






11 






ns 




Imods 


Output data stable 
(MCLK falling edge) 


123 




150 


T1Q + 
T 2Q + 23 




Tio + 
T 2Q + 50 


ns 


Note 2 


toDSM 


Output data stable 
(MCLK rising edge) 


10 






t 3Q -40 






ns 


Note 2 



NOTES: 

1. X1 and X2 inputs are driven by an external pulse generator with an amplitude of 1.5 volts; all timing parameters are measured at this voltage level. 

2. Respectively, T 1Q , T 2 q, T 3Q , and T 4 q represent time intervals for the first, second, third, and fourth quarter cycles. 

3. Capacitive loading for the address bus is 150 picofarads. 

4- Tmas is obtained by forcing a valid instruction and an I/O bus input to occur earlier than the specified minimum set up time. 

5. T !A is obtained by forcing a valid instruction input to occur earlier than the minimum set up time. 

6. Tiva is obtained by forcing a valid I/O bus input to meet the minimum set up time. 

7- Tmis represents the setup time required by internal latches of the 8X305. In system applications, the instruction input may have to be valid before the worst-case 
set up time in order for the system to respond with a valid I/O bus input that meets the I/O bus input set up time <T| DS and T M | DS ). 

8- T M ih represents the hold time required by internal latches of the 8X305. To generate proper LB/RB signals, the instruction must be held valid until the address 
bus changes. 
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AC TEST CIRCUITS 



OTHER 



OUTPUT ( 
UNDER TEST 



T 



OUTPUT o_ 
UNDER TEST 



300pF 



NOTE: 

Load capacitance includes 



t Jig and Probe Capacitance 



TIMING CONSIDERATIONS 
(Commercial Part) 

As shown in the AC CHARACTERISTICS 
table for the commercial part, the minimum 
instruction cycle time is 200ns; whereas, the 
maximum is determined by the on-chip oscil- 
lator frequency and can be any value the user 
chooses. With an instruction cycle time of 
200ns, the part can be characterized in terms 
of absolute values; these are shown in the 
first "LIMITS" column of the table. When the 
instruction cycle time is greater than 200ns, 
certain parameters are cycle-time dependent; 
thus, these parameters are specified in terms 
of the four quarter cycles (Tiq, T 2 q, T 3q , and 
T 4 q) that make up one instruction cycle — 
see 8X305 TIMING DIAGRAM. As the time 
interval for each instruction cycle increases 
(becomes greater than 200ns), the delay for 



all parameters that are cycle-time dependent 
is likewise increased. In some cases, these 
delays have a significant impact on timing 
relationships and other areas of systems 
design; subsequent paragraphs describe 
these timing parameters and reliable methods 
of calculation. 

Timing parameters for the 8X305 are normal- 
ly measured with reference to MCLK. 

System determinants for the instruction cycle 
time are: 

• Propagation delays within the 8X305 

• Access time of Program Storage 

• Enable time of the I/O port 

Normally, the instruction cycle time is con- 
strained by one or more of the following 
conditions; 



Condition 1 — Instruction or MCLK to LB/RB 
(input phase) plus I/O port ac- 
cess time (TIO) < IV data set- 
up time (Figure 5a). 

Condition 2 — Program storage access time 
(TACC) plus instruction to LB/ 
RB (input phase) plus I/O port 
access time (TIO) plus IV data 
(input phase) to address < in- 
struction cycle time (Figure 
5b). 

Condition 3 — Program storage access time 
plus instruction to address 
< instruction cycle time (Fig- 
ure 5c). 




iv -iv 7 



NOTES: 

© MCLK_lo LB/RB (.npul phase) Of instruction to 

LB/RB (input phase) 
© I/O port access (TIO). 
© IV data setup time (referenced to MCLK). 



PROGRAM 
STORAGE 
ACCESS 



NOTES: 

© Program storage access time. 

© MCLKJO LB/RB (input phase) or instruction to 

LB/RB (input phase) 
© I/O port access (TIO) 
© N data (input phase to address.) 



a. Condition #1 



b. Condition #2 
Figure 5. Constraints of 8X305 Instruction Cycle Time 



c. Condition #3 
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8X305 TIMING DIAGRAM 



-t CP - 



f-»-'i«ci.-»-| 



ADDRESS 



U >.VA- 



— . h 



INSTRUCTION 

H0-H5) 



TMIS 



'mibs\- 



ms-—\ 



K> M 

« — H 








J 

I 



I 



1 INDICATES CHANGING DATA 



OUTPUT 



-INPUT PHASE- 



OUTPUT PHASE - 



- SC = WC = "O" - 



! _ i J 

- lB. fa tot f<x *cut dot* k j ■* tl- " »«t lor output dab) » , 



! ! I 

i.Odrim m*^Wt I/O ortvoro active H output d«i of 



I/O Ohm. Kit.. If output in or 

I/O ~ 

! i 
i i 

r« — r" — i/Obu.« 



NOTE: 

For an instruction cycle time greater than 200ns, the I/O bus can be stable sometime within the third quarter (T^) cycle. 
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SinneitirR Micrnnronp>RRr>r PrnriurtR 

From condition #1 and with an instruction 
cycle time of 200ns, the I/O port access time 
(TIO) can be calculated as follows: 

TMIBS + TIO <TMIDS 
transposing, TIO < TMIDS = TMIBS 
substituting, TIO < 55ns - 25ns 
result, TIO < 30ns 

Using 30ns for TIO, the constraint imposed by 
condition #1 can also be used to calculate 
the minimum cycle time: 

TMIBS + TIO < TMIDS 
thus, 25ns + 30ns < T 1Q + T 2Q - 45 
25ns + 30ns < 1/2 cycle -45 

therefore, the worst-case instruction cycle 
time is 200ns. With subject parameters refer- 
enced to X1 , the same calculations are valid: 

TIBS + TIO + TIDS < 1/2 cycle 
thus, 45ns + 30ns + 25ns < 1 12 cycle 

therefore, the worst-case instruction cycle 
time is again 200ns. From condition #2 and 
with an instruction cycle time of 200ns, the 
program storage access time can be calculat- 
ed: 

TACC + TUBS + TIO + TIVA 
< 200ns 

transposing, TACC < 200ns - TUBS - TIO 
-TIVA 

substituting, TACC < 200ns - 25ns - 30ns 
- 85ns 
thus, TACC < 60ns 

hence, for instruction cycle time of 200ns, a 
program storage access time of 60ns is 
implied. The constraint imposed by condition 
#3 can be used to verify the maximum 
program storage access time: 

TIA + TACC < Instruction Cycle 
thus, TACC < 200ns -140ns 
and, TACC < 60ns 

confirming that a program storage access 
time of 60ns is satisfactory. 

For an instruction cycle time of 200ns and a 
program storage access time of 60ns (Condi- 
tion #2/Figure 5b), the instruction should be 



valid at the falling edge of MCLK. This rela- 
tionship can be derived by the following 
equation: 

200ns -TMAS- TACC 
= 200ns- 140ns -60ns 
= 0ns 

It is important to note that, during the input 
phase, the beginning of a valid LB/RB signal 
is determined by either the instruction to LB/ 
RB delay (TUBS) orthejjelay from the falling 
edge of MCLK to LB/RB (TMIBS). Assuming 
the instruction is valid at the falling edge of 
MCLK and adding the instruction-to-LB/RB 
delay (TUBS = 25ns), the LB/RB signal will 
be valid 25ns after the falling edge of MCLK. 
With a fast program storage memory and with 
a valid instruction before the falling edge of 
MCLK — the LB/RB signal will, due to the 
TMIBS delay, still be valid 25ns after the 
falling edge of MCLK. Using a worst-case 
instruction cycle time of 200ns, the user 
cannot gain a speed advantage by selecting a 
memory with faster access time. Under the 
same conditions, a speed advantage cannot 
be obtained by using an I/O port with fast 
access time (TIO) because the address bus 
will be stable 55ns (TAS) after the beginning 
of the third quarter cycle — no matter how 
early the IV data input is valid. 

CLOCK CONSIDERATIONS 

The on-chip oscillator and timing-generation 
circuits of the 8X305 can be controlled by any 
one of the following methods: 

Capacitor — if timing is not critical 
Crystal — if precise timing is required 
External Drive — if application requires that 
the 8X305 be driven from 
a system clock 

Capacitor Timing. A non-polarized ceramic 
or mica capacitor with a working voltage 
equal to or greater than 25V is recom- 
mended. The lead lengths of capacitor should 
be approximately the same and as short as 
possible; also, the timing circuits should not 
be in close proximity to external sources of 



ProHiiot Rooz-ifir-r-iti^n 



noise. For various capacitor (C x ) values, the 
cycle time can be approximated as: 



C x (in pF) 


APPROXIMATE CYCLE 


TIME 


100 


300ns 


200 


500ns 


500 


1.1ms 


1000 


2.0|iis 



Crystal Timing. When a crystal is used, the 
on-chip oscillator operates at the resonant 
frequency (f ) of the crystal. The series- 
resonant quartz crystal connects to the 
8X305 via pins 10 (X1) and 11 (X2). The lead 
lengths of the crystal should be approximate- 
ly equal and as short as possible. Also, the 
timing circuits should not be in close proximity 
to external sources of noise. The crystal 
should be hermetically sealed (HC type can) 
and have the following electrical characteris- 
tics: 

Type — Fundamental mode, series reso- 
nant 

Impedance at Fundamental — 3512 max. 
impedance at Harmonics and Spurs — 
5on min. 

The resonant frequency (f ) of the crystal is 
related to the desired cycle time (T) by the 
equation: f = 2/T; thus, for a cycle time of 
200ns, f = 10MHz. 


HALT Logic 

The HALT signal is sampled via internal chip 
logic at the end of the first internal quarter of 
each instruction cycle. If, when sampled, the 
HALT signal is active-low, a halt is immediate- 
ly executed and the current instruction cycle 
is terminated. However, the halt cycle does 
not inhibit MCLK nor does it affect any 
internal registers of the 8X305. As long as the 
HALT line is active-low, the SC and WC lines 
are low (inactive), the Left Bank (LB)/Right 
Bank (RB) signals are high (inactive), and the 
IV bus remains in the 3-State mode of opera- 
tion. Normal o peratio n resumes at the next 
cycle in wh ich HALT is high when sampled 
(see HALT TIMING DIAGRAM.) 
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HALT TIMING DIAGRAM 



HALT CYCLE 



— H j-« — Thh 

, ! r 



\\\\\\\\\\\\\\\\\ ' /////////////// 
wv\\\\\\\\\\\\\\ >i /////////////// 




NOTES: 

1. The HALT signal can switch from High to Low at any time during this interval. 

2. The HALT signal can switch from Low to High at any time during this interval. 

TIMING DESCRIPTIONS; 

Ths — setup time from HALT to X1 (independent of instruction cycle time) 
Thh — hold time from XI to HALT (inde pendent of instruction cycle time) 
T MH s — setup time from MCLK to HALT (dependent upon instruction cycle time) 
Tmhh — hold time from MCLK to HALT (dependent upon instruction cycle time) 
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Using an External Clock. The 8X305 can be 
synchronized with an external clock by simply 
connecting appropriate drive circuits to the 
X1/X2 inputs. Figure 8 shows how the on- 
chip oscillator can be driven from the comple- 
mentary outputs of a pulse generator. In 
applications where the Microcontroller must 
be driven from a master clock, the X1/X2 
lines can be interfaced to TTL logic as shown 
in Figure 9. 



RESE T Logic 

RESET (pin 43) can be driven from a high 
(inactive) state to a low (active) state at any 
time with respect to the system clock, that is, 
the reset function is asynchronous. To ensure 
proper operation, RESET must be held low 
(active) for one full instruction time. When the 
line is driven from a high state to an active- 
low state, several events occur — the precise 
instant of occurrence is basically a function of 
the propagation delay for that particular 
event. As shown in the RESET TIMING 
DIAGRAM, these events are: 
• The Program Counter and Address 
Register are set to address zero and 
remain in that state as long as the 
RESET line is low. Other than PC and 
AR, RESET does not affect other 
internal registers. 







„=_n_r^_r-L 






> son 


PULSE 
GENERATOR 


< 


H 


8X305 
MICROCONTROLLER 




• 


l sou 









PULSE GENERATOR CHARACTERISTICS: 

Zout-50S2 
RISETIME < 10ns 
Vout = to 1.5V 
Skew < 10ns 



Figure 8. Clocking With a Pulse Generator 



• The input/output (IV) bus goes 3-State 
and remains in that condition as long 
as the RESET line is low. 

• The Select Command and Write 
Command signals are driven low and 
remain low as long as the RESET line 
is low. 

• The Left Bank/Right Bank (LB/RB) 
signals are forced high asynchronously 
for the period in which the RESET line 
is low. 



During the time RESET is active-low, MCLK is 
inhibited. Moreover, if the RESET line is 
driven low during the last two quarter cycles, 
MCLK may be shortened for that particular 
machine cycle. When RESET line is driven 
high (inactive) — one quarter to one full in- 
struction cycle later, MCLK appears just be- 
fore normal operation is resumed. The RE- 
SET/MCLK relationship is clearly shown by 
"B" in the timing diagram. As long as the 
RESET line is active-low, the HALT signal 
(described next) is not sampled by internal 
logic of the 8X305. 
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1. Using a 74LS136 Quad Execlusive-OR gate (open collector). 2. Using a 74LS266 Quad Exclusive-NOR gate (open collector). 




momma 

L007BSOS 



3. Using a 74F38* Quad NAND gate (open collector). 4. Using a 74LS286 Quad Exclusive-OR gate. 




TTL DRIVER CHARACTERISTICS: 

Fall Time< 10ns 

Skew Between Complementary Outputs < 10ns 
NOTES: 

t. All circuits, as drawn, preserve the phase relationship of SYSCLK to X1. 

2. The resistor values of 1k ohms for open-collector pull-ups and 500 ohms for active pull-up senes resistors are calculated to be optimum for all opening conditions and silicon 
varations. 

3. The 8X305 clock may be driven by circuits other than those shown here. The circuits shown however, have been tested under conditions in excess of those that will be found in a 
normal system. Exclusive-OR /NOR type gates were selected to minimize the skew between the X1 and X2 inputs. 

4. 74LS38 and 74S38 gates were tested in addition to the 74F38 chip. These were found to be the least robust configurations of all those tested, although they did work over normal 
operating conditions abd beyond. When failure occured it was due to excessive skew between X1 and X2 caused by the inverting gate in the X1 leg. 

Figure 9. Clocking With TTL 
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RESET TIMING DIAGRAM 



RESUME NORMAL OPERATION 
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DESCRIPTION 

The Signetics 8X401 Microcontroller Is a 
very high-speed bipolar microprocessor 
implemented with internal ECL technolo- 
gy. The 8X401 Microcontroller combines 
speed, flexibility, and a bit-oriented in- 
struction set to accommodate many so- 
phisticated applications. It excels in sys- 
tems that require high-speed bit or byte 
manipulations, such as high-speed con- 
trollers and data communications. 

The 8X401 can fetch, execute, and gen- 
erate the next instruction address for a 
20-bit instruction in a minimum of 150ns. 
Within one instruction cycle, the 8X401 
can be programmed to input, right-rotate 
and mask single or multiple bit subfields, 
perform an ALU operation, left-rotate, 
merge the subfield into the destination, 
and output. 

To interface with program memory, the 
8X401 uses a 13-bit address bus and a 
20-bit instruction bus. An 8-bit bidirec- 
tional data/address bus, and an I/O 
control and timing bus is used to access 
external peripheral devices. 

ORDERING INFORMATION 



FEATURES 

• Fetches and executes all 
instructions in a minimum of 
150ns 

• Bit manipulation-oriented 
instruction set 

• Separate buses for instruction, 
instruction address and I/O 

• Sixteen 8-bit registers 

• On-chip interrupt control 

• TTL compatible I/O 

• Single +5V supply 

• 0.9-inch 64-pin DIP, 68-pin plastic 
leaded chip carrier 

• Two user-definable status flags 

• Single TTL clock input 

• Three independent I/O banks 

• On-board control sequencer 

• On-chip subroutine capabilities 

• Fixed instruction set — 32 
instructions 



PIN CONFIGURATION 



DESCRIPTION 


ORDER CODE 


64-pin Ceramic DIP - 900 Mil Wide 


N8X401I 


64-pin Plastic DIP - 900 Mil Wide 


N8X401N 





GNOfT 


MjVcc 


Ao[T 


63] CY 


AlfT 


62] IR 


A2f7 


«T)N2 


A3 [J 


m]ps 


A4[T 


|5] SI 


A5[T 


Si] cp 


A6(T 


57] SCR 


A7f7 


56] HALT 


asQo 


55j RESET 


A9Ql 


m]rwc 


A10[« 


53]mCLK 


A11 [13 


H]Vcc 


A1gfl4 


Si] DA0 


NMiQ? 


50] DAI 


iifffw 8X 


W1 49] da! 


gndQ? 


48] DA3 


io Q5 


47]gnO 


n Q5 


46jOA4 


12 [20 


«] DA5 


13 [21 


44] DA6 


14 fj2 


«]DA7 


15 [23 


«] wc 


16 fjf 


4l] SC 


17 [25 


«]e 


is m 


39jB 


19(27 


35] a 


110 [3 


37] 119 


in rs 


3$J 118 


112 rji> 


M]l17 


113 rjr 


M]l16 


114 [32 


33] 115 


COOM20S 
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BLOCK DIAGRAM OF THE 8X401 



ADDRESS 
BUS I 
A12-A0 > 



INSTRUCTION 
BUS 
119-10 



NMI- 



_SCS- 
RESET- 
HaTT- 



PROGRAM 
COUNTER 
(PC) 



ADDRESS 

'<AR> 



ADORESS 
SOURCE 
MUX 



-13 -13 



PROGRAM 

COUNTER 
STACK 



x 



\ 



□ 



ADDRESS FLOW 
F\l INSTRUCTION FLOW 
HH DATAFLOW 
^ ADDRESS BUS 

DATA ADORESS BUS 
INSTRUCTION BUS 



I 

)R7- \ 



LENGTH/MASK 
VECTOR 



GENERAL PURPOSE RO-RB.RF 



INSTRUCTION 
REGISTER (IR) 




R18-R1F 
LEFT ROTATE 



z^™ mm 



TIMING I CONTROL 



R11-R16 
I/O ENABLE 







- PS 

- cr 
■ si 



NOTE: LEFT ROTATE INHIBITED IF R0 IS DESTINATION 



.J 
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PIN DESCRIPTION 



PIN NO. 


IDENTIFIER 


FUNCTION 


1. 17, 47 


GND 


Ground. 


2-14 


A12-A0 


Program Address Lines: These active-high outputs permit direct addressing of up to 8192 
locations of program storage; AO is LSB. 


15 


NMl 


Non-Maskable Interrupt: The falling edge of this active-low input pin generates a non- 
maskable interrupt. 


16 


INT 


Interrupt: This active-low input pin is tested during the fourth quarter of each instruction cycle. 
If an interrupt is indicated and if interrupts are enabled, the address of the next instruction that 
was to be executed is stored onto the program counter stack before the interrupt is serviced. 


18-37 


119-10 


Instruction Lines: These active-high input lines receive 20-bit instructions from program 
storage; 10 is LSB. 


38 


A 


Bank A: When low, devices connected to bank A are accessed. (Note: Typically, the A signal 
is tied to the ME input pin of I/O peripherals.) 


39 


B 


Bank B: When low, devices connected to bank B are accessed. (Note: Typically, the B signal 
is tied to the ME input pin of I/O peripherals ) 


40 


C 


Bank C: When low, devices connected to bank C are accessed. (Note: Typically, the C signal 
is tied to the ME input pin of I/O peripherals ) 


41 


sc 


^plppt r^rtntrftl" \A/h**n hinh an aHrirfscQ i<i hpinn mitmit nn nine nA7 thrnimh RAO 

VsWIIUVI. V¥IIGII IIILJII, CHI 13 UCIIIIJ l_>Ul|^UI \Ji 1 tyJII lo U/A 1 IIIIUUUI1 UnU. 


42 


wc 


Write Control: When high, data is being output on pins DA7 through DAO. 


43-46 
48-51 


DA7-DA0 


Data Address Bus: These active-low, bidirectional, three-state lines are used for I/O; DAO is 
LSB. 


52, 64 


Vcc 


+ 5V power supply. 


53 


MCLK 


Master Clock: This active-high output signal is used to strobe data into data peripherals for 
clocking I/O devices and/or synchronization of external logic. MCLK is active-high in the fourth 
quarter cycle. 


54 


RWC 


Read/Write Clock: This active-high output signal is used for synchronization of external logic 
and is active-high during the third and fourth quarter cycles. 


55 


RESET 


Reset: The RESET input pin is used to initialize the 8X401. 


56 


HALT 


Halt: The HALT input is sampled during the first quarter cycle of each instruction cycle. When 

thf HAI T inm it ic low th^ inctri mtinn p\zpl*> ic nrtl £,v*a(-i itoH 
11 ic i ifiu i ii ipui io iuw, li ic ii tail ui*uui i ^yirfie is i iui cacluicu. 


57 


SCR 


Slow Clock Request: This active-low control input is sampled during the first quarter cycle of 
each instruction. When SCR is asserted, it will cause the current instruction to be executed at 
half of the normal clock rate. This control input is necessary to accommodate I/O devices that 
cannot operate at the 8X401 's full speed, without having to continuously run the 8X401 at half 
speed 


58 


CP 


Clock Pulse: Each 8X401 quarter cycle will correspond to one full cycle of the clock pulse 


59 


SI 


Status Input: The value of the SI pin during the fourth quarter cycle is transferred to SI bit in 
the status register. 


60 


PS 


Programmable Status: The programmable status pin is controlled entirely by the user program. 


61 


NZ 


Non-Zero: The NZ bit of the status register is reflected on this pin. 


62 


IR 


Interrupt Receivable: The IR pin indicates whether an interrupt applied at any point in time 
will be serviced. Interrupts are receivable when the interrupt mask (status register, bit 0) is 
clear and the stack is not full (IM = and SF = 0). 


63 


CY 


Carry: Carry bit from R10 is output on this pin. 
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SMALL SYSTEM 
CONFIGURATION 

The system hookup shown on the next page, 
although of the simplest form, provides a 
fundamental example of the 8X401 Microcon- 
troller and compatible peripheral relation- 
ships. As shown, the 8X401 can directly 
address up to 8K locations of program stor- 
age. 

Each of the three bank pins (A, B, or C) are 
capable of uniquely addressing 256 input/ 
outpu t loca tions via the Data Address bus 
(DA7 - DAO). 

The addressable locations for each bank can 
be used in a variety of ways. The hookup 
shown below is just one method of implemen- 
tation. 

When a particular bank signal is asserted, 
that bank is enabled and any one of 256 
locations on that bank can be accessed for 
input/output operations. 



PROGRAM STORAGE 
INTERFACE 

As shown in the 8X401 small system hookup, 
program memory is connected to output ad- 
dress lines A12 through AO (AO = LSB) and 
input instruction lines 119 through 10 
(I0 = LSB). An address output on A12-A0 
identifies one 20-bit instruction word in pro- 
gram memory. The program memory outputs 
an instruction word on 119-10 which defines 
the microcontroller operation which is to fol- 
low. One instruction word equals one com- 



pleted operation. Any TTL-compatible memo- 
ry can be used for program storage, provided 
the worst-case access time is compatible with 
the instruction cycle time used for the appli- 
cation. See timing section for appropriate 

I/O INTERFACE AND CONTROL 

The Data Address (DA) bus is an 8-bit bidirec- 
tional I/O bus which provides a communica- 
tion link between the 8X401 and the three 
banks of the l/Odevices. The A (A bank), B 
(B bank), and C (C bank) control signals 
identify which bank is enabled. When all three 
banks go high (inactive), neither bank is 
enabled and the DA bus is inactive (three- 
state). A functional analysis of the three bank 
signals is shown below: 



A 


B 


C 


FUNCTION 


Low 


Low 


Low 


This state is not 
generated by the 
8X401. 


Low 


High 


High 


Enable A bank 
devices. 


High 


Low 


High 


Enable B bank 
devices. 


High 


High 


Low 


Enable C bank 
devices. 


High 


High 


High 


Disable all devices; 
DA bus is three- 
state 



Both data and I/O address information are 
multiplexed on the DA bus. The SC (Select 
Command) and WC (Write Command) signals 
distinguish between data and I/O address 
information as shown in the table below. 
Although the table shows bank A only, the 
same conditions apply to banks B and C. 



BANK 
A 


SC 


WC 


FUNCTION 


High 


Low 


Low 


DA bus is three- 
state and not 
looking for input 
data. 


Low 


Low 


Low 


The DA bus is 
reading input data. 


Low 


Low 


High 


Data is being 
output. 


Low 


High 


Low 


Address is being 
output. 


X 


High 


High 


This condition is 
never generated. 
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— 



PROGRAM MEMORY 
(ROM) «K x M 
ROM/PROM 



USER 
|j CONTROLLED - 
INPUTS 



— STATUS OUTPUTS 




INSTRUCTION 
INSTRUCTION DATA 



8X401 Small System Hookup 
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DATA PROCESSING 

The data processing section of the 8X401 
consists of a number of logical subsections. 
In order of processing, the data sees the right 
rotator, the ALU, the left rotator, and the 
merge circuits. Data sources and destinations 
can be various on-chip registers, the bidirec- 
tional DA bus, or immediate subfields. The 
data processing paths are shown below. 



DATA REGISTERS 
General-Purpose Storage 

There are 1 3 source/destination general-pur- 
pose registers available on the 8X401. Three 
of these registers, specifically Registers 0, B, 

and F, have other special functions in addi- 




tion to being general purpose. A summary of 

the registers is listed below: 

• R0 (Auxiliary Register) — Register is 
also used as the implied second 
operand for two operand instructions 
(ADD, ADD with CARRY, XOR, AND). 
The primary operand is specified in the 
source field of the instruction word and 
the AUX register is the implied second 
operand. Prior to performing arithmetic 
or logical operations (other than the 
IMMEDIATE operation), it is assumed 
that RO contains the appropriate data. 
In order to reduce the possibility of 
erroneous results and to minimize the 
number of instructions required to 
transfer a right-justified second operand 



into the AUX, the left-rotate and merge 
functions are inhibited when specifying 
the AUX as a destination address. This 
allows subfields from any internal 
register or I/O bank to be transferred 
to the AUX with the subfield LSB right- 
justified and unspecified bits set to zero. 

• R1 through RA — These 10 addresses 
specify general-purpose, on-chip storage 
registers. 

• RB — Register B is also used as the 
implied source for the XEC instruction. 

• RF — Register F is also used as the 
implied destination for the XOR 
IMMEDIATE and AND IMMEDIATE 
instruction classes. 




ALU 




SOURCE 
MUX 
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Enabled I/O Addresses 

These three registers (RC RD, and RE) al- 
ways contain the address of the most recent- 
ly enabled I/O device for each of the three 1/ 
O banks. When register C, D, or E is the 
specified destination address, the destination 
data is sent to both the on-chip register and 
the corresponding bank on the DA bus. The 
relationship between the register addresses 
and I/O banks is shown below: 

REGISTER BANK 

C A 
D B 

E C 

When these registers are specified as a 
destination address, the L field must be set to 
(full 8-bit operation). Also, note that regis- 
ters C, D, and E may not be used with the 
XMIT 5 or ADD IMMEDIATE 5 instructions. 

Carry 

Register "1 contains the Carry bit. Bit position 
(LSB) is the Carry bit, and positions one 
through seven are always zero. The Carry bit 
is updated each time an ADD, ADD IMMEDI- 
ATE, or ADD WITH CARRY instruction is 
performed. When specifying address 10 as a 
destination, only bit (the Carry bit) will be 
written to. Data written to the Carry bit will be 
the LSB of the right-rotated data after any 
specified operation. 

When the Carry register is the explicit desti- 
nation of any ADD instruction, it will contain 
the carry resulting from the add operation 
rather than the LSB of the sum. Carry can 
also be affected via the Return and Set Carry 
or Return and Clear Carry instructions. 

Status Register 

This address specifies the current condition 
of the 8X401 system. The status register may 
be either a source or destination; however, 
certain bits in the status register are read- 
only. Four status outputs are available on 
8X401 pins. They are NZ (Not Equal to Zero), 
PS (Programmable Status), IR (Interrupts Re- 
ceivable), and Carry (R10, bit 0). The IR pin 
goes high when the interrupt mask is clear 
and the stack is not full. The IR output is 
updated during the 4th quarter cycle. The 
following descriptions define the bits within 
the status register. 

Bit 0: (IM) — This bit represents the Interrupt 
Mask control. When IM is set, the interrupt is 
inhibited. This bit is set automatically by a 
response from a standard or non-maskable 
interrupt, or RESET. IM can also be set or 
cleared by a write to the status register. 

Bit 1: (NZ) — This bit is set whenever the 
ALU output data is not equal to zero after any 
of the following instructions: MOVE, ADD, 
AND, XOR, ADD IMMEDIATE, AND IMMEDI- 
ATE, XOR IMMEDIATE, or ADD WITH CAR- 
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RY. NZ can also be written to directly when 
specified in the destination field. This opera- 
tion will negate and take priority over the 
normal setting by the ALU output. NZ is not 
affected after an XMIT instruction, or after a 
write to R17. 

Bit 2: (PS) — This is the Programmable Sta- 
tus bit. The contents are reflected on the PS 
output pin. This status is controlled entirely by 
the user program. 

Bits 3 and 4: (UFO, UF1) — These two bits 
represent user flags and have no assigned 
functions. They can be used as 1 -bit internal 
flags and are entirely under control of the 
user program. 

Bit 5: (SI) — This bit reflects the state of the 
status input pin. This read-only bit is updated 
during the 4th quarter cycle. 

Bits 6 and 7: (SE, SF) — These read-only bits 
indicate Stack Empty and Stack Full, respec- 
tively. The bits are updated during the 3rd 
quarter cycle within the instruction that alters 
the stack status. 



INSTRUCTION WORD (See 
Table 3) 

Operations Code Field — The 4-bit opcode 
specifies one of 16 classes of instructions. 
Some instructions require two additional su- 
bopcode fields, X and XS. Variations and 
interpretations are displayed in Table 2. 

Source (S) and Destination (D) Fields — 

The 5-bit "S" and "D" fields specify the 
source and destination, respectively, for the 
operation that is defined by the opcode. The 
"S" and/or "D" fields specify an internal 
8X401 register or a variable length field from 
an I/O device. Hexadecimal values and 
source/destination field assignments for all 
internal registers are shown in Table 1. 

When RC-RE (banks A, B, or C, respectively) 
are specified as the destination, the data is 
output onto the DA bus using the specified 
bank. The data is also stored in the specified 
register and may be later accessed as source 
data. 

Rotate (R) and Length (L) Fields — The R 

field is used in conjunction with the L field to 
define the desired data within a register or I/ 
O device. The source data is right-rotated 
prior to ALU operations, such that the bit 
specified by the R field is right-justified. The L 
field specifies the number of bits of data to be 
used for the operation. After the ALU opera- 
tion, the data is left-rotated back to the 
original position prior to merging the data in 
the destination register. 

When the L field specification is (indicating 
a full 8-bit operation), the left-rotate is sup- 
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pressed. This allows byte rotate operations to 
be performed. The left-rotate is also sup- 
pressed when the destination is register 0. 
This is the AUX register and is used as the 
implied second operand in certain instruc- 
tions. 

It should also be noted that subfields are 
defined at the ends of a register; for example, 
bit positions 1, 0, 7, and 6 constitute a 
contiguous 4-bit subfield. 

Data Field — The data field holds data that 
can be processed directly from the instruction 
word. 



LEFT-ROTATE OVERRIDE 
BLOCK 

Register addresses 18-1F are destination 
only and are used to independently control 
left rotation of data prior to storage in the 
destination. Specifying 18-1F as a destination 
causes the data to be returned to the source 
address. 

In order to move a processed subfield within 
the same register but in different bit positions 
(the LSB of the contiguous subfield can vary), 
it is necessary to independently specify the 
LSB for both the source and destination. The 
order of operation is as follows: 

• Register or I/O source data is right- 
rotated as specified by the "R" field. 
Along with the "L" field, the subfield 
data is defined. 

• Subfield data is processed via the ALU. 

• Data is left-rotated 0-7 bits, depending 
on the corresponding register addresses 
18-1F as specified in the destination 
field rather than using the "R" field. 

• After left-rotation the specified subfield 
is merged into those bits of the original 
source data. The unspecified bits of the 
original source data remain unchanged. 

• Result is stored in the register address 
specified by the source field. 

Note that the left-rotate is always inhibited if 
the "L" field is zero. Also, addresses 18-1F 
may not be used in the destination field for 
the XMIT or ADD IMMEDIATE instructions. 
The destination addresses and correspond- 
ing left-rotate values are shown in Table 2. 

DA BUS CONTROL BLOCK 

Register addresses 11-16 are used by the 
8X401 to access I/O devices for either a 
source or destination specified within the 
instruction. Register addresses 13, 15, and 
16 specify banks A, B, and C, respectively, 
whereas addresses 11, 12, and 14 specify 
bank pairs AB, CA, and BC, respectively 
(Table 4). One bank of each pair is known as 
the preferred bank. The preferred banks for 



Slgnetics Microprocessor Products 



Product Specification 



Microcontroller 8X401 



pairs AB, CA, and BC are banks A, C, and B, 
respectively. The first letter from each bank 
pair can serve as a mnemonic aid as to which 
bank is the preferred bank. Having a pre- 
ferred bank is simply a method of determining 
which bank to read when an instruction would 
otherwise indicate that two banks should be 
read at once. 

When used as a source, the appropriate I/O 
bank is enabled and data is read from the 
activated I/O device on that bank. The I/O 
device may have been activated by a previ- 
ous address select instruction where regis- 
ters C-E were the specified destination. If a 
bank pair (addresses 11, 12, or 14) is speci- 
fied as a source, only data from the preferred 
bank of that pair will be read in. 

When addresses 1 1 - 1 6 are specified as the 
destination address, the destination data is 
sent to the DA bus. The Write Control (WC) 
signal goes high, indicating data (as opposed 
to an address) is on the DA bus and is to be 
written to the activated I/O device on the 
selected bank(s). 

When addresses 11 - 1 6 are specified as the 
destination and the "L" field is not zero, the 
following statements apply: If the source is a 
register and the destination is a single bank, 
the bank will be read (or the preferred bank of 
a bank pair will be read) to obtain the data 
required to perform the merge operation. The 
result is that processed data from the speci- 
fied subfield of the source register is returned 
to that selected field of the destination bank 
and any bits outside of the specified subfield 
will be loaded with unprocessed data from the 
I/O device just read. If the destination is a 
bank pair, the data from the procedure just 
described is sent to both banks. Below is an 
example of the outcome of an ADD instruc- 
tion with Length = 4, Rotate = 2, 
Source = R1, and Destination = R1 1 (bank 
pair AB). 



Example 1: 

OPCODE L S R D 

| ADD | 4 | R1 | 2 | R11 

Bank Pair 
AB 

7 6 5 4 3 2 1 

R1 |a|b|c|d|e|f|g|h | 

Specified 
Subfield 

Source register R1. Note specified 
subfield from L = 4 and R = 2. 



R1 + R0 | a' | b' | c' | d' | e' | f | g' [ h' | 

Add R1 with R0 (AUX). Result after 
left-rotate. 



Bank A | ■ | j |k[ I ]m]n|o]p 
Read preferred bank A of AB. 



Bank 


A 




i 


c' 


a 


e' 


r 





p 


Bank 


B 




i 


c' 


& 


e' 


r 





p 



Result after merge. Data put out 
on both banks A and B. 



If, however, the specified source is a bank or 
bank pair, any unspecified bits will contain 
unprocessed data from the source I/O de- 
vice. Below is an example of the outcome 
with Source = R14 (bank pair BC) and Desti- 
nation = R13 (bank A). 

Example 2: 

OPCODE L S R D 

| ADD | 4 | R14 | 2 | R13 

Bank Pair Bank A 

BC 

7 6 5 4 3 2 1 

Bank B a bjc d e f g h 



Specified 
Subfield 

Read Preferred bank B of BC. Note 
specified subfield from L = 4 and 

R = 2. 



: B + R0 a' b' c' d' e' f g' h' 



Add bank B data with R0 (AUX). 
Result after left-rotate. 



Bank A | a | b | C | d' | e' | f' [ g |~h~| 

Result after merge. Unspecified 
bits contain original source data. 



PROGRAM COUNTER STACK 

The 8X401 stack is capable of saving up to 
four return addresses for subroutines and 
interrupts. Addresses are pushed onto the 
stack as a result of a call or a maskable or 
non-maskable interrupt. Addresses are 
popped from the stack as a result of an 
unconditional RETURN, a satisfied condition- 
al RETURN, or a Pop Stack and Jump 
instruction. The status of the stack (whether 
empty, full, or neither) is available from the SE 
and SF flags in the status register and the 
Interrupts Receivable (IR) output pin. 

INTERRUPTS 
Interrupt (INT) 

The interrupt input is tested once each in- 
struction cycle, during the fourth quarter cycle 
(see Figure 1). When the interrupt input is 
taken low and is enabled, the address of the 
next instruction is pushed onto the program 
counter stack. 

Program flow is transferred to address 2 for 
the start of the service routine (Figure 2). This 
is accomplished by inserting a dummy in- 
struction cycle after the interrupt is accepted. 

The interrupt mask bit (R17, bit 0) is set 
automatically as part of the interrupt re- 
sponse. 

The Interrupts Receivable (IR) pin indicates 
whether an interrupt applied at any point in 
time will be serviced. Interrupts are receivable 
when the interrupt mask is clear and the 
stack is not full (IM = and SF = 0). 

Non-Maskable Interrupt (NMI) 

The function of the non-maskable interrupt is 
similar to the standard interrupt, except that 
the interrupt receivable status has no effect 
on its operation and the address jumped to is 
1 rather than 2 (Figure 2). Address 1 should 
contain an unconditional JUMP to the start of 
the NMI service routine. An NMI is triggered 
by a falling edge on the NMI input. The 
interrupt mask is set to prevent normal inter- 
rupts from interfering with the NMI service 
routine. Note that it may not always be 
possible to recover from an NMI, since the 
condition of the interrupt mask prior to the 
NMI is not known, and the NMI response may 
overflow the stack. 

SLOW CLOCK REQUEST (SCR) 

This control input is sampled during the first 
quarter cycle of each instruction along with 
the instruction data. If the input is low, it will 
cause the current instruction to be executed 
at half of the normal clock rate. The purpose 
of this function is to facilitate accesses to I/O 
devices that cannot operate at the 8X401 's 
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full speed, without the need to run the 8X401 
continuously at half speed. 



HALT operation. Like MCLK, RWC continues 
to operate during a HALT operation. 



HALT 

The HALT input is sampled during the first 
quarter cycle of each instruction. If the HALT 
input is low, the instruction cycle is not 
executed. The MCLK continues to operate 
normally (high every fourth quarter cycle), 
even though program execution has ceased. 
When the HALT input goes high, program 
execution will resume at the next falling edge 
of MCLK. The DA bus is also inactive during a 



RE SET L OGIC 

The R ESET pin is used to initialize the 8X401 . 
When RESET is low, the address outputs 
(A12-A0) are high impedance, the stack 
pointer is set to the top of the stack (empty), 
MCLK is inhibited, RWC is low, and the 
interrupt mask (bit 0, register 17) is set. 

When RESET is released, the address out- 
puts all go low (program address 0). A dummy 
instruction cycle occurs to allow time to fetch 



the first instruction from program storage at 
address 0. Only MCLK, RWC, and the ad- 
dress bus are in operation during the dummy 
cycle. The first active instruction cycle will 
begin following the first MCLK after RESET is 
released. The instruction at address should 
be an unconditional jump to the beginning of 
the main program (which may be proceeded 
by a power-up sequence to initialize the 
system (Figure 2). 



If RESET is applied during program execu- 
tion, its effect is immediate. That is, if MCLK is 
high, it may be prematurely terminated by 
RESET. 



Table 1. Hexadecimal Addresses and Source/Destination Specification 



ADDRESS 


DESIGNATION 


S 


D 


ADDRESS 


DESTINATION 


S 


D 


00 


R0 (AUX) — General Purpose 1 


X 


X 


10 


R 10 — Carry 6 


X 


X 


01 


R1 — General Purpose 


X 


X 


11 


R1 1 — Bank Access Command (Bank Pair AB) 


X 


X 


02 


R2 — General Purpose 


X 


X 


12 


R12 — Bank Access Command (Bank Pair CA) 


X 


X 


03 


R3 — General Purpose 


X 


X 


13 


R13 — Bank Access Command (Bank A) 


X 


X 


04 


R4 — General Purpose 


X 


X 


14 


R14 — Bank Access Command (Bank Pair BC) 


X 


X 


05 


R5 — General Purpose 


X 


X 


15 


R15 — Bank Access Command (Bank B) 


X 


X 


06 


R6 — General Purpose 


X 


X 


16 


R16 — Bank Access Command (Bank C) 


X 


X 


07 


R7 — General Purpose 


X 


X 


17 


R 17 — Status 4 


X 


X 


08 


R8 — General Purpose 


X 


X 


18 


R18 — Suppress Left-Rotate 5 




X 


09 


R9 — General Purpose 


X 


X 


19 


R 19 — Left-Rotate 1 Place 5 




X 


OA 


RA — General Purpose 


X 


X 


1A 


R1 A — Left-Rotate 2 Places 5 




X 


0B 


RB — General Purpose 2 


X 


X 


1B 


R1B — Left-Rotate 3 Places 5 




X 


0C 


RC — Address Reg (Bank A) 


X 


X 


1C 


R1C— Left-Rotate 4 Places 5 




X 


0D 


RD — Address Reg (Bank B) 


X 


X 


1D 


R1D — Left-Rotate 5 Places 5 




X 


0E 


RE — Address Reg (Bank C) 


X 


X 


1E 


R1E — Left-Rotate 6 Places 5 




X 


OF 


RF — General Purpose 3 


X 


X 


1F 


R1F — Left-Rotate 7 Places 5 




X 



NOTES: 

1. Also used as implied second operand for two operand instructions. 

2. Also used as implied source for XEC instructions. 

3. Also used as implied destination for XOR IMMEDIATE and AND IMMEDIATE instructions. 

4. Certain bits in the status register are read-only. (See Status Register within text.) 

5. The result is returned to the register address specified by the source field. 

6. Carry register, bit is the carry bit. Bits 1 - 7 are always set to zero. 
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Table 2. Various of Instruction Types 



INSTRUCTION 
TYPE 


VARIATION 


OPCODE 


X 


xs 


DESCRIPTION 


MOVE 


MOV 


0000 






MOVE 


ADD 


ADD 
ADC 
ADS 
AD5 


0001 
0101 
1000 
1001 


- 


- 


ADD 

ADD with CARRY 
ADD IMMEDIATE 8 
ADD IMMEDIATE 5 


AND 


AND 
AN8 
AN5 


0010 
1010 
1011 






AND 

AND IMMEDIATE 8 
AND IMMEDIATE 5 


XOR 


XOR 
XR8 
XR5 


0011 
1100 
1101 


- 


- 


Exclusive-OR 

Exclusive-OR IMMEDIATE 8 
Exclusive-OR IMMEDIATE 5 


XEC 


XEC 


0100 






EXECUTE 


XMIT 


XT8 
XT5 


0110 
0111 






Transmit IMMEDIATE 8 
Transmit IMMEDIATE 5 


RETURN 


RIF NS 
RIF S 
RIF NC 
RIF C 
RIF Z 
RIF NZ 
PSJ 
RTN 
RCC 
RSC 


1110 
1110 
1110 
1110 
1110 
1110 
1110 
1110 
1110 
1110 


000 
001 
010 
011 
100 
101 
110 

111 
111 
111 


- 

00 
10 

11 


RETURN IF SI =0 
RETURN IF SI = 1 
RETURN IF CARRY = 
RETURN IF CARRY = 1 
RETURN IF ALU = 
RETURN IF ALU =t= 
POP STACK and JUMP 
RETURN 

RETURN and CLEAR CARRY 
RETURN and SET CARRY 


JUMP 


JIF NS 
JIF S 
JIF NC 
JIF C 
JIF Z 
JIF NZ 
JSR 
JMP 


1111 
1111 
1111 
1111 
1111 
1111 
1111 
1111 


000 
001 
010 
011 
100 
101 
110 

111 




JUMP IF SI = 
JUMP IF SI = 1 
JUMP IF CARRY = 
JUMP IF CARRY = 1 
JUMP IF ALU = 
JUMP IF ALU=*=0 
JUMP to SUBROUTINE 
JUMP 



Instruction Set Overview: The 8X401 in- 
struction set is summarized in Table 2. Sub- 
sets of each instruction type are grouped 
together showing the variations of each in- 
struction type. The hardware and software 
descriptions can be found in the data opera- 
tions section. 
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Table 3. 8X401 Instruction Formats 



Table 4. I/O Acess Register 



1. Format for the MOVE, ADD, XOR, and ADD with Carry Instructions: 




I I I 
OPCODE 


1 1 
L 


1 1 1 1 
SOURCE 


1 1 
R 


1 1 1 1 
DESTINATION 




2. Format for the XMIT 8 and ADD Immediate 8 Instruction: 




I I I 
OPCODE 


1 1 
L 


1 1 1 1 
DESTINATION 


1 1 1 1 1 1 1 
DATA8 


3. Format for the XMIT 5 and ADD Immediate 5 Instruction: 






I I I 
OPCODE 


1 1 
L 


1 1 1 1 
DESTINATION 


1 1 
R 


1 1 1 1 
DATA5 




4. Format for the AND Immediate 8, and XOR Immediate 8 Instruction: 




I I I 
OPCODE 


1 1 
L 


1 1 1 1 
SOURCE 


1 1 1 1 1 1 1 
DATA8 




5. Format for the AND Immediate 5 and XOR Immediate 5 Instruction: 




! I I 
OPCODE 


1 1 
L 


1 1 1 1 
SOURCE 


1 1 
R 


1 1 1 1 
DATAS 




6. Format for the JUMP, Subroutine Jump, Conditional Jump, and Conditional 
Return Instruction: 




I I I 
OPCODE 


1 1 
X 


1 1 1 1 1 1 1 1 1 1 1 1 
ADDRESS 




7. Format for the Unconditional Return, Return and Set Carry, and Return and Clear 
Carry Instruction: 




1 1 1 
OPCODE 


1 1 
X 


1 1 1 1 1 1 1 1 1 1 1 
XS (UNUSED 




8. Format for the XEC Instruction: 






1 1 1 
OPCODE 


1 1 

L 


Ill 

ADDRESS 





REGISTER 


INPUT 
BANK 


OUTPUT 
BANK 


11 


A 


A & B 


12 


C 


C & A 


13 


A 


A 


14 


B 


B & C 


15 


B 


B 


16 


C 


C 




INPUT INSTRUC- 
TION, DECODE 
INSTRUCTION, 
AND IF 



FETCH NEW 
DATA. 



GENERATE NEW PROCESS DATA 
ADDRESS FOR THRU ALU, GEN- 
NEXT WSTRUC- ERATE SIGNALS, 
TION, LATCH AND AND SETUP I/O 
DATA FOR OUT- 
PUT. STACK 
OPERATION 
(EITHER PUSH, 
POP, OR NOP). 



LATCH I/O ENA- 
BLING ADDRESS 
OR I/O DATA INTO 



UMCLK 
(ACTIVE -) 

STATE) 



Figure 1. Instruction Cycle and MCLK with: Clock Input = 26.67MHz and Cycle Time = 150ns 
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DATA OPERATIONS OF THE 8X401 (See Tables 2 and 
MOVE, ADD, AND, XOR, ADD with CARRY 



SOURCE 



R0-R17 as specified by 
"S" Held of instruction. 



[-ALU 



Right rotate as specified 
by "R" lield of instruction. 



ALU 



Perform appropriate ALU 
operation. (Note 1) 



POST-ALU 



Left-rotate and mask as 
specified by the "R" and 
"L" fields of instruction. 



DESTINATION 



R0-R17 as specified by 
the "Destination" field of 
instruction. (Notes 2 & 3) 



MOVE, ADD, AND, XOR, ADD with CARRY (Using left-rotate override R18-R1F) 



SOURCE 



R0-R17 as specified by 
"S" field of instruction. 



PRE-ALU 



Right-rotate as specified 
by "R" field of instruction. 



ALU 



Perform appropriate ALU 
operation. (Note f) 



ALU 



Left-rotate and mask as 
specified by Ihe "D" and 
"L" fields Of instruction. 
(Note 4) 



DESTINATION 



When R18-R1F are 
specified in the "D" field, 
data is returned to the 
address specified in the 
'Source" field. 



XMIT 8 (XT8), ADD IMMMEDIATE 8 (AD8), AND IMMEDIATE 8 (AN8), XOR IMMEDIATE 8 (XR8) 



SOURCE 



One to eight bit constants 
from data field of 
instruction and register/ 
address specified by either 
the source or destination 




Perform appropriate ALU 
operation- (Note 5) 



POST-ALU 



Mask as specified by the 

"L" field. 



DESTINATION 



XT8, ADS: Results are 
sent to register/ address, 
starting from LSB, 
specified by the destination 
field of the instruction 
word. 

AN8, XR8: Results are sent 
to RF, starting from LSB. 



XMIT 5 (XT5), ADD IMMMEDIATE 5 (AD5), AND IMMEDIATE 5 (AN5), XOR IMMEDIATE 5 (XR5) 



SOURCE 



One to five bit constants 
from data field of 
instruction and register/ 
address specified by either 
the source or destination. 



PRE-ALU 



Right-rotate as specified 
by "R" field, the data 
defined in either the 
source or destination field. 



ALU 



Perform appropriate ALU 
operation. (Note 6) 



POST-ALU 



Left-rotate and mask as 
specified by the "R" and 
"L" fields. 



DESTINATION 



XT5, AD5: Subfield is 
merged into register/ 
address specified by 
destination field. LSB of 
data field is sent to bit 
position of destination 
defined by "R" field. 
AN5, XR6: Subfield is 
merged into register/ 
address specified by 
source field. The "R" 
specifies the LSB position 
of source and RF. Results 
are returned to RF. 



field 



ALL CONDITIONAL AND UNCONDITIONAL RETURNS 



ADDRESS REGISTER (AR) 




PROGRAM COUNTER (PC) 




STACK 


Conditional Returns: If condition is true. 

AR = address from top of stack, else load address from 

instruction word. 

Unconditional Returns: AR = address from top of 

stack. 


PC = AR. 


Conditional Returns: If condition is true. 
POP stack, else NOP. 
Unconditional Returns: POP stack 







ALL CONDITIONAL JUMPS, POP STACK AND JUMP (PSJ), and JUMP (JMP) 



ADDRESS REGISTER 




PROGRAM COUNTER 




STACK 


Conditional Jumps: If condition is true. 

AR - instruction word address, else AR = PC + 1. 

PSJ and JMP: AR = instruction word address. 


PC = AR. 


Conditional Jumps: NOP. 
PSJ: POP stack. 
JMP: NOP. 
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DATA OPERATIONS OF THE 8X401 (Continued) 

CALL (JSR), INTERRUPT (INT), NON-MASKABLE INTERRUPT (NMl) 



ADDRESS REGISTER 




STACK 




PROGRAM COUNTER 


JSR: AR = instruction address. 
INT: AR - address 2. 




PUSH PC + 1. (Note 6) 




PC - AR. 


NMl: AR = address 1, 










XEC 






ADDRESS REGISTER 




PROGRAM COUNTER 




STACK 


Right-most L bits of RB merged into corresponding bits 
in instruction address 




PC not updated. 




NOP. 

















NOTES: 



ALU Descriptions: 

MOVE: 
ADD: 



• No operation 

• Source data ADDed to contents of auxiliary register (R0 - AUX). Carry bit set if carry is generated at MSB of selected data field. 
NZ status bit set if specified bits are not zero after ALU add. 

AND: ■ Source data ANDed to contents of AUX register. NZ status bit updated accordingly. 

XOR: ■ Source data Exclusive-ORed with contents of AUX register. NZ status bit set accordingly. 

ADD with CARRY: * Sum is formed from source data. AUX register, and carry bit (register 10, bit 0). Carry and NZ status bits are set when 
appropriate. 

2. Left-rotate is suppressed when destination is R0 (AUX). 

3. When address registers RC, RD and RE are specified in the destination, source data will also go out on banks A, B, C, respectively. The L -field 
should be zero (a full 8-bit operation) to ensure duplication of the two outputs. 

4. A left-rotate of 0-7 bits will correspond to R18-R1F as specified in the '"Destination" field of instruction word. 



5. ALU 

XMIT: • Input constants from the instruction word to specified destination. NZ flag is not updated when an XMIT is performed: I 

NZ can be written to by an XMIT if R17 bit 1 is within the destination field. 
ADD IMMEDIATE: • Instruction word data is ADDed to data specified by destination tied. The carry bit is set if a carry is generated at the MSB of 

the selected data field. NZ status bit is updated to reflect the value of "L" bits of data after the addition. 
AND IMMEDIATE: ■ Instruction word data is ANDed to data specified by source field. Returning the destination data to RF allows the operation to 

be performed without destroying the original data field. This will facilitate testing of data for certain pre-defined values while still 

preserving the original data for other uses. NZ status bit updated accordingly. Unspecified bits in RF remain unchanged. 
XOR IMMEDIATE: • Same as AND IMMEDIATE, except the logical operation performed is Exclusive-OR. 

6. Note that the stack operation is show before the PC in the CALL and INTERRUPT formats. This is because the stack is actually in operation in 
cycle 3, and the PC is updated in cycle 4 (see Figure 1). In fact, for the Call (JSR) instruction and interrupt servicing, cycle order is important for 
the user to understand the current status of the PC. The other instructions are in reverse order for visual simplicity in keeping with block diagram 
flow, and cycle order is irrelevant. 



RESET VECTOR 



SERVICE ROUTINE 



NMl SERVICE 
ROUTINE 



MAIN 



• The RESET VECTOR. LOCATED AT ADORESS 0. WILL BE 
AN UNCONDITIONAL JUMP TO THE BEGINNING OF THE 



• THE NON-MASKABLE INTERRUPT (NMl) VECTOR, 
LOCATED AT ADORESS 1, IS A JUMP TO THE NMl SERV- 
SERVICE ROUTINE. 

• LOCATED AT ADDRESS 2JS THE ROUTINE THAT 
(INT) 



Figure 2. Typical 8X401 System Memory Map 
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Thermal Junction Temperature 
vs Airflow 

The ceramic package used for the 8X401 has 
no heat sink and a 0j a rating of 30.5°C/W in 
still air. Currently, to ensure operation at 
150ns, the junction temperature of the de- 
vices must be kept below 115°C. The maxi- 
mum power dissipation at that junction tem- 
perature will be 2.4W so that airflow will be 
required for full commercial range operation. 
The ja versus Airflow curve is drawn here: 



DC ELECTRICAL CHARACTERISTICS Commercial Part 4.75V < V cc < 5.25V, 0°C « T A « 70°C' 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


LIMITS 


UNIT 


COMMENTS 


Min 


Typ 


Max 


Vcc 


Supply voltage 




4.75 


5 


5.25 


V 




V,H 


High-level input voltage 




2 






V 




VlL 


Low-level input voltage 








0.8 


V 




VOH 


High-level output voltage 


Vcc = Min, Ioh = -3mA 


2.4 








DA0 through DAT, MCLK, 
SC, WC, AB, BB, CB 


V cc = Min, I h = -400mA 


2.4 






V 


All others 


Vol 


Low-level output voltage 


V cc = Min, I l = 16mA 






0.5 


V 


DA0 through DA7, MCLK, 
RWC, SC, WC, A, B, C 


Vcc " Min, Iol " 8mA 






0.5 


V 


AO through A12, PS, NZ, 
CY, IR 


Vic 


Input clamp voltage 


Vcc = Min, l|N = -10mA 






-1.5 


V 




l]H 


High-level input current 


V cc - Max, V, = 2.7 






20 


uA 




In. 


Low-level input current 


V cc = Max, V, = 0.4V 






-400 


ua 




Iozh 


Off-state output current, 
high-level voltage applied 


V cc = Max, V = 2.7V 






50 


fA 


DA0 through DA7 


lOZL 


Off-state output current 
low-level voltage applied 


V cc - Max, V = 0.4V 






-400 


ma 


DA0 through DA7 


los 


Short circuit output cur- 
rent 2 


V cc = Max, V -j 0V 


-30 




-140 


mA 




'cc 


Supply Current 


V C c = Max 






500 


mA 


T A = 0'C; Cold start 3 






Tj = 115°C 












430 


mA 



NOTES: 

1. 64-pin CDIP, airflow required for commercial operation. (The plastic 64-pin DIP with internal heatsink does not have this requirement.) 
See above for thermal characteristics. 

2. Not more than one output should be tested at a time. 

3. Guaranteed by operation to Ice measured at 26°C. 
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AC ELECTRICAL CHARACTERISTICS (V CC = 5V +5%, o°C < T A < 70°C)' 



O 1 IVl 1_ 


PARAMETER 


150ns CYCLE 


> 150ns CYCLE 


UNIT 


COMMENTS 


Min 


Typ 


Max 


Min 


Typ 


Max 


tpc 


Processor cycle time 


150 












ns 




*CP 


Clock pulse period 


37.5 












ns 




tCH 


Clock pulse high time 


15 












ns 


See Note 2 


t0L 


Clock pulse low time 


15 












ns 




tMCL 


CP1 to MCLK low 






30 








ns 


See Note 2 




CP4 to MCLK high 






40 








ns 




t w 


MCLK pulse width 


25 


31 


38 


T4Q- 12 




T4Q 


ns 






CP1 to RWC low 




34 


40 








ns 




t CH 


CP3 to RWC high 






40 








ns 




tRWCW 


RWC pulse width 


65 


75 


80 


T3Q + T40 
- 10 




T3Q + T4Q 
+ 5 


ns 




(as 


CP2 to address stable 






52 








ns 




*MAS 


MCLK to address stable 






62 






T10 + 24 


ns 




tis 


Instruction setup to CP1 















ns 


See Note 3 




Instruction setup to MCLK 


25 












ns 




t| H 


Instruction hold from CP2 


20 












ns 




'mih 


Instruction hold from MLCK 


25 






T1Q-12 






ns 




l SCH 


CP3 to SC rising edge 






45 








ns 




tMSCH 


MCLK to SC rising edge 






95 






T1Q + T2Q 
+ 20 


ns 




twCH 


CP3 to WC rising edge 






55 








ns 




'mwch 


MCLK to WC rising edge 






105 






T1Q + T2Q 
+ 20 


ns 




'WL 


CP1 to SC/WC falling edge 






35 








ns 


See Note 4 


tMWL 


MCLK to SC/WC falling edge 















ns 




tlBSL 


CP1 to input phase bank signal 
falling edge 






60 








ns 




*MIBSL 


MCLK to input phase bank signal 
falling edge 






33 








ns 




tlBSH 


CP3 to input phase bank signal 
rising edge 






45 








ns 




tMIBSH 


MCLK to input phase bank signal 
rising edge 






95 






T1 Q + T2Q 
+ 20 


ns 




toBSL 


CP3 to output phase bank signal 
falling edge 






53 








ns 




tlidDRQI 


MCLK to output phase bank signal 
falling edge 






105 






T1Q + T2Q 
+ 30 


ns 






CP1 to output phase bank signal 
rising edge 






46 








ns 




*MOBSH 


MCLK to output phase bank signal 
rising edge 







20 








ns 




t|DS 


Input data setup to CP3 


-3 












ns 




<MIDS 


Input data setup to MCLK 


-50 






25-T1Q 
-T2Q 






ns 




*IDH 


Input data hold from CP3 


28 












ns 




tMIDH 


Input data hold from MCLK 


78 






T1Q + T2Q 

+ 3 






ns 




*ODH 


Output data hold from CP1 


35 




55 








ns 




'modh 


Output data hold from MCLK 


10 




25 








ns 
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AC ELECTRICAL CHARACTERISTICS (Continued) 



SYMBOL 


PARAMETER 


150ns CYCLE 


> 150ns CYCLE 


UNIT 


COMMENTS 


Min 


Typ 


Max 


Min Typ Max 


torjS 








70 










'mods 


MCLK to output data stable 






120 






T1Q + T2Q 
+ 45 


ns 






SC/WC rising edge to output driver 
turn on 


18 
















'hs 


Halt setup to CP2 















ns 




*MHS 


Halt setup to MCLK 


-10 












ns 




tHH 


Halt hold from CP2 


50 












ns 




tMHH 


Halt hold from MCLK 


60 






T1Q + 22 






ns 




tsis 


Status input setup to CP1 


10 












ns 




•msis 


Status input setup to MCLK 


40 












ns 




*SIH 


Status input hold from CP1 


20 












ns 




tMSIH 


Status input hold from MCLK 















ns 




'SCRS 


SCR setup to CP1 















ns 




tMSCRS 


SCR setup to MCLK 


25 












ns 




tsCRH 


SPR hnlrl frnm CP9 f^lnw CP9\ 
oon nuiu iiuiii kjrt \oiuw 


20 














See Diagram 
for CP2 


tMSCRH 


SCR hold from MCLK 


63 






ST1Q-12 






ns 


Slow T1Q 


tlNTS 


INT setup to CP1 


10 












ns 




•mints 


INT setup to MCLK 


40 












ns 




tlNTH 


INT hold from CP1 


10 












ns 




tMINTH 


INT hold from MCLK 


-10 












ns 




tCYU 


CP4 to CY update 






60 








ns 




•mcyu 


moli\ to \ji update 






-10 






28-T4Q 


ns 




Wu 


L/r^ to in^ update 






60 








ns 




*MNZU 


rviOLrv to INZ. update 






-5 






33-T4Q 


ns 




t|RU 


CPA In IQ i inHafa 

urt to in update 






75 








ns 




Imiru 


MCLK to IR update 






20 






58 - T4Q 






tpsu 


CP4 to PS update 






60 








ns 




*MPSU 


MCLK to PS update 






-10 






28 - T4Q 


ns 




<ACC 


Program memory access time 
(address stable to valid instruction) 






60 




T2Q + T3Q 
+ T4Q-52 






ns 


tio 


I/O port output enable time 
(bank signal to valid data on bus) 






24 






T1Q + T2Q 
-51 






IRW 


Reset pulse width 


150 






tpc 






ns 




'nmiw 


NMI pulse width 


50 












ns 




'nmis 


NMI setup to CP2 


15 












ns 


See Note 5 


'mnmis 


NMI setup to MCLK 


10 












ns 


See Note 5 



NOTES: 



1. Inputs swing between 0V and 3V. All outputs are measured at 1.5V with loading as specified in the test circuits. 

2. CP1, CP2, CP3, and CP4 refer to the clock pulse that causes the first, second, third, and fourth 8X401 quarter cycles, respectively. Parameters 
referenced to MCLK, CP1, CP2, CP3, and CP4 are measured to the falling edge of those signals. T1Q. T2Q. T3Q, and T4Q represent time intervals 
for the first, second, third, and fourth 8X401 quarter cycles, respectively. Duty cycle can be from 40% to 60%. 

3. Instructions must be setup before CP1. 

4. t WL represents t SC L and t WCL . t MWL represents t M scL and t M wcL 

5. This guarantees NMI is serviced in the current cycle. 
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TEST CIRCUIT 



V L = 2.3 



V L = 2.1V 



OUTPUT 
UNDER ( 
TEST 



OUTPUT 
UNDER I 
TEST 



R1 

100f! 



50 pF 



lOOpF 



MAIN TIMING DIAGRAM 




*— Ukm -*|—<w-»*- 



'mas — -] 



(A12-A0) 



X 



r» 'rwci.-» 

— \i 



'rwch 



INVALID^ 



'mis 




'rwcw *\ 



X 



x: 




" t MSCH~ 



vj. 



, MSCL 



}— *WCH-» 
~ *MWCH — 



[*— *WCL — » 



(DA7-0A0) ' 



< 



[- 'mion -| 

(-•m.dsH 

I h~ l 1DH 

: —I 




riNPUT> 
I DATA i 



OUTPUT DATA 



-•oos- 

' INPUT ' 



| r 

j i 
— i 

h" *ODH ' 

I 

*MOD« »-| 



OUTPUT DATA 



>- 



i i 



"'iBSH— ■ 



" t WOBSL - 



I 



\— <OBSH — 



-'mibsm 

<M<»SH 



THE 3 CYCLES REPRESENT THE FOLLOWING INSTRUCTIONS: 

- TRANSMIT IMMEDIATE ADDRESS TO BANK B (SELECT A PORT ON BANK B) 

- MOVE BANK A DATA TO BANK B 

- ADD IMMEDIATE DATA TO BANK A 
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TIMING SUPPLEMENT: HALT 




HALT 



j V 



DAE 



-cz> 



— CD- 



A, B, OB C 



^cxzx 



TIMING SUPPLEMENT: INT 








Ws- 



INT 



j — 

« *INTH- 

*— UllNTS — *• 

' 1 

i L 



DUMMY 

INSTRUCTION CYCLE 



FIRST INSTRUCTION OF 
" INTERRUPT SERVICE 



ION OF 

E ROUTINE | 

/ — \! 



-'minth 



ADDRESS OF INSTRUCTION 
EXECUTED OUE TO INTERRUPT. 



DC 
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TIMING SUPPLEMENT: NMI 



CP1 CP2 




TIMING SUPPLEMENT: SCR 




X 



X 



■czz>- 



4 V 



A. B, OB C 



x: 
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SCN8049 Series 

SCN8049, SCN8050, SCN8039, 
SCN8040 Single-Chip 8-Bit 
Microcontroller 



Product Specification 



DESCRIPTION 

The Signetics SCN8049 Series micro- 
controllers are self-contained, 8-bit pro- 
cessors which contain the system tim- 
ing, control logic, RAM data memory, 
ROM program memory (8048/49/50 
only), and I/O lines necessary to imple- 
ment dedicated control functions. All 
SCN8049 Series devices are pin and 
program compatible, differing only in the 
size of the on-board program ROM and 
data RAM, as follows: 



TYPE 


RAM SIZE 


ROM SIZE 


SCN8049 
SCN8050 
SCN8039 
SCN8040 


128 X 8 
256 X 8 
128 X 8 
256 X 8 


2K X 8 
4K X 8 



Program memory can be expanded ex- 
ternally up to a maximum total of 4K 
bytes without paging. Data memory can 
also be expanded externally. I/O capa- 
bilities can be expanded using standard 
devices or the 8243 I/O expander. 

The SCN8049 Series processors are 
designed to be efficient control proces- 
sors as well as arithmetic processors. 
They provide an instruction set which 
allows the user to directly set and reset 
individual lines within its I/O ports as 
well as test individual bits within the 
accumulator. A large variety of branch 
and table look-up instructions make 
these processors very efficient in imple- 
menting standard logic functions. Also, 
special attention has been given to code 
efficiency. Over 70% of the instructions 
are a single byte long and all others are 
only 2 bytes long. 

An on-chip 8-bit counter is provided 
which can count, under program control, 
either internal clock pulses (with a divide 
by 32 prescaler) or external events. The 
counter can be programmed to cause an 
interrupt on terminal count. 



FEATURES 

• 8-bit CPU, ROM, RAM, I/O in a 
40-pin package 

• 24 quasi bidirectional I/O lines 

• Two test inputs 

• Internal counter/timer 

• Single-level vectored interrupts: 
external, counter/timer 

• Over 90 instructions, 70% single 
byte 

• 1.36ms or 2.5/js instruction cycle, 
all instructions one or two cycles 

• Expandable memory and I/O 

• Low voltage standby 

• TTL compatible inputs and 
outputs 

• Single + 5V power supply 

LOGIC SYMBOL 



PIN CONFIGURATIONS 



RESET 

SINGLE 
STEP 
EXTERNAL 
MEM 



■<X) 



0>T 
COT 



PROGRAM 

■ STORE 
ENABLE 

ADDRESS 
• LATCH 
ENABLE 

PORT 

■ EXPANDER 
STROBE 



TO fT 




m v cc 


XTAL1 [T 




si ti 


XTAL2 QT 




a] P27 


RESET [T 




37] P26 


ss (T 




36] P25 


int nr 




SU P24 


EA [T 




53] P17 


RD [T 




55J P16 


PSEN [T 




32j P15 


wr rjzf 


DIP 


5j] P14 


ALE QT 




30] P13 


DB0 (Tg 




15 P12 


DB1 BJ 




m pii 


DB2 Q3 




57] P10 


DB3 Q| 




m v DD 


DB4 51 




25] PROG 


OB5 [17 




H P23 


DB6 Q| 




H P22 


DB7 




55] P21 


Vss go 




21] P20 










CO004*PS 


Pin 


Function 


Pin 


Function 


1 


NC 


23 


NC 


2 


TO 


24 


P20 


3 


XTAL1 


25 


P21 


4 


XTAL2 


26 


P22 


5 


RESET 


27 


P23 


6 


SS 


28 


PROG 


7 


INT 


29 


V DD 


8 


EA 


30 


P10 


9 


RT3 


31 


P11 


10 


PSEN 


32 


P12 


11 


wr 


33 


P13 


12 


NC 


34 


NC 


13 


ALE 


35 


P14 


14 


DB0 


36 


P15 


15 


DB1 


37 


P16 


16 


DB2 


36 


P17 


17 


DBS 


39 


P24 


IB 


D84 


40 


P25 


19 


DB5 


41 


P26 


20 


DB6 


42 


P27 


21 


DB7 


43 


T1 


22 


Vss 


44 


Vcc 
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ORDERING INFORMATION 



ROM/RAM (bytes) 

35 = EXT/64 48 = 1K/64 

39 = EXT/128 49 = 2K/128 

40 = EXT/256 50 = 4K/256 



an H □ □ □ □□ (CPxxxx) 



OPERATING TEMPERATURE RANGE 

A = -40°C to +85°C 
C = 0°C to +70°C 

SPEED 

B = 11MHz clock 
6 « 6MHz clock 



CUSTOM ROM PATTERN NUMBER 

Applies to masked ROM versions only. 
Number will be assigned by Signetics. 
Contact Signetics sales office for ROM 
pattern submission requirements. 

■ 40 = Pin DIP 
44 = Pin LCC 



PACKAGE 

N - Plastic DIP 
I = Ceramic DIP 
A = Plastic LCC 



PIN DESCRIPTION 



MNEMONIC 


PIN NO. 


TYPE 


NAME AND FUNCTION 


DIP 


PLCC 


Vss 


20 


22 




Circuit ground potential. 


Vdd 


26 


29 




Low power standby. 


Vcc 


40 


44 




Main Power Supply: +5V during operation. 


PROG 


25 


28 


O 


Output strobe for 8243 I/O expander. 


P10-P17 


27-34 


30-33, 
35-38 


I/O 


Port 1: 8-bit quasi-bidirectional port. 


P20 - P27 


21 -24, 
35-38 


24 - 27, 
39-42 


I/O 


Port 2: 8-bit quasi-bidirectional port. P20-23 contain the four high-order program counter bits 
during an external program memory fetch and serve as a 4-bit I/O expander bus for 8243. 


DB0-DB7 


12-19 


14-21 


I/O 


Data Bus: True bidirectional port which can be written or read synchronously using the RD, 
WR strobes. The port can also be statically latched. Contains the eight low-order program 
counter bits during an external program memory fetch and receives the addressed instruction 
under the control of PSEN. Also contains the address and data during an external RAM data 
store instruction, under control of ALE, RD and WR. 


TO 


1 


2 




Input pin testable using the conditional transfer instructions JT0 and JNT0. TO and be 
designated as a clock output using the ENT0 CLK instruction. 


T1 


39 


43 




Input pin testable using the JT1 and JNT1 instructions. Can be designated the timer/counter 
input using the STRT CNT instruction. 


XTAL1 


2 


3 




Crystal 1: One side of the crystal input for internal oscillator. Also input for external source 
(non-TTL V !H ). 


XTAL2 


3 


4 




Crystal 2: Other side of crystal input. 


INT 


6 


7 




Interrupt: Initiates an interrupt if interrupt is enabled. Interrupt is disabled after a reset. Also 
testable with conditional jump instruction. Interrupt must remain low for at least three machine 
cycles for proper operation. 


RESET 


4 


5 


I 


Reset: Used to initialize the microcomputer. Active low. Internal pullup ~75K£l. During 
program verification the address is latched by a "0" to "1" transition on RESET and the 
data at the addressed location is output on BUS. 


RD 


8 


9 


o 


Read: Output strobe activated during a bus read. Can be used to enable data onto the bus 
from an external device. Used as a read strobe to external data memory. 


WR 


10 


11 





Write: Output strobe during a bus write. Used as write strobe to external data memory. 


ALE 


11 


13 





Address Latch Enable: Occurs once during each cycle and is useful as a clock output. The 
negative edge of ALE strobes address into external data and program memory. 


PSEN 


9 


10 





Program Store Enable: Output occurs only during a fetch to external program memory. 


SS 


5 


6 


I 


Single Step: Can be used in conjunction with ALE to "single step" the processor through 
each instruction. 


EA 


7 


8 


I 


External Access: Forces all program memory fetches to reference external memory. Useful 
for emulation and debug, and essential for testing and program verification. 



NOTE: 

Each pin on these ports can be assigned, 
sets all pins to the input mode. Each pin 
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5 an input by writing a logic "1" to the pin. RESET 



FUNCTIONAL DESCRIPTION 

The following is a general functional description of the SCN8049 Series microcomputers. Refer to the block diagram below. 



BLOCK DIAGRAM 



PORT ! LATCH 
(LOW 4) AND 
EXPANDER 
PORT I/O 



iL 



"JO 



DB7 

EXPANSION TO 
]ar MORE I/O AND 



PORT 2 LATCH 
(HIGH 4) 



75 



HIGH PROGRAM 
COUNTER 

M 



RESIDENT 
ROM 
(&044/4WS0 ONLY) 



: J * BY I r 
\~ \ 3k5»32 " 



TIMER EVENT 
COUNTER 



12 



LOWER 
PROGRAM 

COUNTER ( 



7V 



it 



BUS LATCHES 

AND LOW 
PC TEMP REG 



BUS BUFFER 

7T~ 



fL 



PROGRAM 

STATUS 
WORD 



7y 

3L2 



ACCUMULATOR 



IT 



ARITHMETIC 
LOGIC 
UNIT 
ft 



H 



INSTRUCTION 

REGISTER 
AND DECODER 



RAM SUPPLY 

+ 5V MAIN SUPPLY 

GND 



CONDITIONAL 
BRANCH 

LOGIC 



IE 



IT 



- TESTO 

- TEST 1 

- INT 

- FLAG 
_ FLAG t 

TIMER 
" FLAG 
" CARRY 

- ACC 



ACC BIT TEST 



CONTROL AND TIMING 
TO INT RESET PROG EA XTAL1 XTAL2 A 


E pSEn ss SB wfi 


t M I t t t 


I I II 


TIMING INTEMUPT INITIALIZE HPMIKa M °~, y O*^"™" 
SEPARATE 


PROGRAM SINGLE READ/WRITE 
MEMORY STEP STROBES 
ENABLE 



7T 



PORT! 

BUS 
BUFFER 

AND 
LATCH 



MULTIPLEXER 





REGISTER 




REGISTER 1 




REGISTER 2 




REGISTER 3 




REGISTER 4 




REGISTER 5 


8 


REGISTER 6 


§ 


REGISTER 7 




a LEVEL STACK 
(VARIABLE LENGTH} 




OPTIONAL SECOND 
REGISTER SANK 




DATA STORE 
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PROGRAM MEMORY 

Resident program memory consists of up to 
4K bytes of ROM. The program memory is 
divided into pages of 256 bytes each. As 
shown in the memory map, Figure 1, program 
memory is also divided into two 2048-byte 
banks, MBO and MB1. A total of 4096 bytes 
can be addressed directly. If more memory is 
required, an I/O port can be used to address 
locations over 4095. 

There are three locations in program memory 
of special importance. These locations con- 
tain the first instruction to be executed upon 
the occurrence of one of three events. 



LOCATION 


EVENT 





Activation then deactivation 




of the RESET line. 


3 


Activation of the INT line 




when the external interrupt 




is enabled. 


7 


An overflow of the timer/ 




counter if the T/C interrupt 




is enabled. 



DATA MEMORY 

Resident data memory, as shown in Figure 2, 
of up to 256 bytes of RAM. All 



locations are indirectly addressable by either 
of two RAM pointer registers at locations 
and 1 . The first eight locations of RAM (0-7) 
are designated as working registers and are 
directly addressable by several instructions. 

By selecting register bank 1 , RAM locations 
24-31 become the working registers, replac- 
ing those in register bank (0-7). 

RAM locations 8-23 are designated as the 
stack. Two locations (bytes) are used per 
CALL, allowing nesting of up to eight subrou- 
tines. 

If additional RAM is required, up to 256 bytes 
may be added and addressed directly using 
the MOVX instructions. If more RAM is re- 
quired an I/O port can be used to select one 
(256-byte) bank of external memory at a time. 



PROGRAM COUNTER AND 
STACK 

The Program Counter (PC) is a 12-bit count- 
er/register that points to the location from 
which the next instruction is to be fetched. 
The 8048 and 8049 will automatically address 
external memory when the boundary of their 
internal memory is exceeded. All processors 
access external memory if EA is high. 



An interrupt or CALL to a subroutine causes 
the contents of the program counter to be 
stored in one of the 8 register pairs of the 
program counter stack. The pair to be used is 
determined by a 3-bit stack pointer which is 
part of the Program Status Word (PSW). Data 
RAM locations 8 through 23 are available as 
stack registers and are used to store the 
program counter and 4 bits of PSW. The 
stack pointer, when initialized to 000, points 
to RAM locations 8 and 9. The first subroutine 
jump or interrupt results in the program count- 
er contents being transferred to locations 8 
and 9 of the RAM array. The stack pointer is 
then incremented by one to point to locations 
10 and 11 in anticipation of another CALL. 
Nesting of subroutines within subroutines can 
continue up to eight times without overflowing 
the stack. If overflow does occur the deepest 
address stored (location 8 and 9) will be 
overwritten and lost since the stack pointer 
overflows from 1 1 1 to 000. It also underflows 
from 000 to 111. 

The end of a subroutine, which is signalled by 
a return instruction (RET or RETR), causes 
the stack pointer to be decremented and the 
contents of the resulting register pair to be 
transferred to the program counter. 



2048 
2047 



LOCATION 7 — TIMER 
INTERRUPT VECTORS 
PROGRAM HERE 



LOCATION 3 — EXTERNAL 
INTERRUPT VECTORS 
PROGRAM HERE 



RESET VECTORS 
PROGRAM HERE 



Figure 1. Program Memory Map 



8040/8050 
USER RAM 
128x8 



8039/8049 
USER RAM 
S4«8 



8035/8048 
USER RAM 
32x8 



BANK 1 
WORKING 
REGISTERS 
8x8 

~~ R0' 



8 LEVEL STACK 
OR 
USER RAM 
16x8 



BANK 
WORKING 
REGISTERS 
8x8 



.SI. 

Ro" 



DIRECTLY 
ADDRESSABLE 
WHEN BANK 1 
IS SELECTED 



ADDRESSED 
INDIRECTLY 
THROUGH 
R1 OR R0 

|R0' OR R1 ') 



DIRECTLY 
ADDRESSABLE 
WHEN BANK 
IS SELECTED 



Figure 2. Data Memory Map 
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OSCILLATOR AND CLOCK 

The processor contains its own internal oscil- 
lator and clock driver. A crystal, inductor, or 
external pulse generator may be used to 
determine the oscillator frequency (see Fig- 
ure 3). The output of the oscillator is divided 
by three and can be output on the TO pin by 
executing the ENTO CLK instruction. This 
CLK signal is divided by 5 to define a machine 
(instruction) cycle. It is available on Pin 1 1 as 
ALE. 



c-is- 

(INCLUDES SI 



T l" h 



AY) ~ 

SERIES RESONANT. AT CUT CRYSTAL 



DRIVING 
FROM EXTERNAL 



BOTH XI AND X2 SHOULD BE DRIVEN. 
RESISTORS TO V CC ARE NEEDED TO ENSURE 
Vjh = 3.6V IF TTL CIRCUITRY IS USED. 

THE MINIMUM LOW 



LC 

OSCILLATC 
MODE 



L C NOMINAL 1 
U,H 20pF 
120„H 20pF 




Ji^LC 
_C-JCpp 



Cpp . S-10pF 
XTALi PINTO-PIN 

CAPACITANCE 



EACH C SHOULD BE APPROXIMATELY 20pF. 
INCLUDING STRAY CAPACITANCE. 



Figure 3. Crystal Oscillator Mode 



TIMER/EVENT COUNTER 

An internal counter is available which can 
count either external events or machine cy- 
cles (4- 32). The machine cycles are divided 
by 32 before they are input to the 8-bit 



INTERNAL 
BUS " 



WRITE 
PULSE " 



















FLIP 




FLOP 




CLK 


S 




I/O PIN 
PORT 1 
AND 2 



Figure 4. "Quasi Bidirectional" Port 



counter. External events are input directly to 
the counter. The maximum frequency that 
can be counted is one third of the frequency 
of the cycle counter. The minimum positive 
duty cycle that can be detected is 0.2 tcy- 
The counter is under program control and can 
be made to generate an interrupt to the 
processor when it overflows. 



INTERRUPT 

An interrupt may be generated by either an 
external input (INT, Pin 6) or the overflow of 
the internal counter, when enabled. In either 
case, the processor completes execution of 
the present instruction and then does a CALL 
to the interrupt service routine. After service, 
a RETR instruction restores the machine to 
the state it was prior to the interrupt. The 
external interrupt has priority over the internal 
interrupt. 



INPUT/OUTPUT 

The processor has 27 lines which can be 
used for input or output functions. These lines 
are grouped as 3 ports of 8 lines each which 
serve as either inputs, outputs or bidirectional 
ports and 3 "test" inputs which can alter 
program sequences when tested by condi- 
tional jump instructions. 

Ports 1 and 2 

Ports 1 and 2 are each 8 bits wide and have 
identical characteristics. Data written to these 
ports is statically latched and remains un- 
changed until rewritten. As input ports these 



lines are non-latching; i.e., inputs must be 
present until read by an input instruction. 
Inputs are fully TTL compatible and outputs 
will drive one standard TTL load. 

The lines of ports 1 and 2 are called quasi- 
bidirectional because of a special output 
circuit structure which allows each line to 
serve as an input, an output, or both even 
though outputs are statically latched. Figure 4 
shows the circuit configuration. Each line is 
continuously pulled up to +5V through a 
resistive device of relatively high impedance 
(~-50K). This pullup is sufficient to provide the 
source current for a TTL high level yet can be 
pulled low by a standard TTL gate thus 
allowing the same pin to be used for both 
input and output. To provide fast switching 
times in a "0" to "1" transition a relatively 
low impedance device (~50Kf2) is switched 
in momentarily (~500ns) whenever a "1" is 
written to the line. When a "0" is written to 
the line, a low impedance (~3000fi) device 
overcomes the light pullup and provides TTL 
current sinking capability. 

Since the pulldown transistor is a low imped- 
ance device a "1" must first be written to any 
line which is to be used as an input. Reset 
initializes all lines to the high impedance "1" 
state. This structure allows input and output 
on the same pin and also allows a mix of 
input lines and output lines on the same port. 
The quasi-bidirectional port in combination 
with the ANL and ORL logical instructions 
provide an efficient means for handling single 
line inputs and outputs within an 8-bit proces- 
sor. 
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— L™>- 



ACTIVE 
PULLUP 




r 



10V " 




POWER ON RESET 

Figure 5. Reset Circuits 



BUS 

BUS is also an 8-bit port which is a true 
bidirectional port with associated input and 
output strobes. If the bidirectional feature is 
not needed, BUS can serve as either a 
statically latched output port or non-latching 
input port. Input and output lines on this port 
cannot be mixed. 

As a static port, data is written and latched 
using the OUTL instruction and input using 
the INS instruction. The INS and OUTL in- 
structions generate pulses on the corre- 
sponding RD and WR output strobe lines; 
however, in the static port mode they are 
generally not used. As a bidirectional port, the 
MOVX instructions are used to read and write 
to the port. A write to the port generates a 
pulse on the WR output line and output data 
is valid at the trailing edge of WR. A read of 
the port generates a pulse on the RD output 
line and inpu t data must be valid at the trailing 
edge of RD. When not being written or read, 
the BUS lines are in a high impedance state. 

Test and INT inputs 

Three pins serve as inputs and are testable 
with the conditional jump instruction. These 
are TO, T1, and INT. These pins allow inputs 
to cause program branches without the ne- 
cessity to load an input port into the accumu- 
lator. The TO, T1, and INT pins have other 
possible functions as well. 







POWER SUPPLY 



POWER SUPPLY 
FAIL SIGNAL 



I 

PROCESSOR I 
INTERRUPTED j 

I 



NORMAL POWER 
ON SEQUENCE 
FOLLOWS 







DATA SAVE ACCESS TO 



Figure 6. Power Down Sequence 



RESET INPUT 

The reset input provides a means for initial- 
ization for the processor. This Schmitt-trigger 
input has an internal puliup resistor which in 
combination with an external 1^F capacitor 
provides an internal reset pulse of sufficient 
length to guarantee all circuitry is reset. If the 
reset pulse is generated externally, the reset 
pin must be held at ground (0.5V) for at least 
10 milliseconds after the power supply is 
within tolerance. Only five machine cycles 
(12.5ns @ 6MHz) are required if power is 
already on and the oscillator has stabilized. 
Typical circuitry is shown in Figure 5. 



SINGLE STEP 

By proper control of the 53 line, the micro- 
computer can be made to execute one in- 
struction and then pause or wait until the 
single step switch is activated again. 

POWER DOWN MODE 

The SCN8049 Series devices permit power to 
be removed from all but the data RAM array 
for low power standby operation. In the power 
down mode the contents of data RAM can be 
maintained while drawing typically 5% of 
normal operating power. 

Vcc serves as the 5V supply pin for the bulk 
of the circuitry while the V DD pin supplies only 
the RAM array. In normal operation both pins 
are at + 5V. In standby, V<x is at ground and 
only V DD is mai ntained at its specified volt- 
age. Applying RESET to the processor 
through the RESET pin inhibits any access to 
the RAM by the processor and guarantees 
that RAM cannot be inadvertently altered as 
power is removed from Vqc. 



A typical power down sequence occurs as 
shown in Figure 6. 



INSTRUCTION SET 

The SCN8049 Series instruction set consists 
of over 90 one and two byte instructions (see 
Table 1). Program code efficiency is high 
because: (1) working registers and program 
variables are stored in RAM, which require 
only one byte to address and (2) program 
memory is divided into pages of 256 bytes 
each, which means that branch destination 
addresses require one byte. 

The instruction set efficiently manipulates and 
tests bits in addition to performing logical and 
arithmetic operations upon and the testing of 
bytes. A set of move instructions operates 
indirectly upon either RAM or ROM, which 
permits efficient access of pointers and data 
tables. The indirect jump instruction performs 
a multi (up to 256) way branch upon the 
content of the accumulator to addresses 
stored in a lookup table. The "decrement 
register and jump if not zero" instruction 
saves a byte every time it is used versus 
using separate increment and test instruc- 
tions. 

The on-chip counter enables either external 
events or time to be counted off-line from the 
main program. The processor can either test 
the counter (under program control) or cause 
its overflow to generate an interrupt. These 
features are highly desirable for real time 
applications. See Table 2 for instruction tim- 
ing. 
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ABSOLUTE MAXIMUM RATINGS 1 



SYMBOL 


PARAMETER 


RATING 


UNIT 


T A 


Operating ambient temperature 2 range 
SCN80xxHC 
SCN80xxHA 


to +70 
-40 to +85 


«C 
°C 




Storage temperature range 


-65 to +150 


°C 


V,N 


Input voltages with respect to V ss 3 


-0.5 to +7 


V 


Pd 


Power dissipation 


1.5 


w 



DC ELECTRICAL CHARACTERISTICS T A = o°c to 70°c, v cc = v DD = 5V ±10%. v ss = ov 4 5 



SYMBOL 


PARAMETER 


TEST CONDITIONS 


LIMITS 


UNIT 


Min 


Typ 


Max 


Vn 

V,L1 


Input low-voltage 

All except XTAL1 , XTAL2 

XTAL1, XTAL2 




-0.5 
-0.5 




0.8 

0.6 


V 
V 


Vih 

V,H1 


Input high voltage 
All except RESET, 

XTAL1, XTAL2 
RESET, XTAL1, XTAL2 




2.0 
3.8 




Vcc 
Vcc 


V 
V 


Vol 


Output low-voltage 


Ice = 2.0mA 






0.4 


V 


Vnu 


Output high-voltage 
All except BUS 
BUS 


I h = -125uA 
l OH = -400uA 


2.4 
2.4 






V 
V 


lui 
lu 

■l(2 


Portl, Port2, EA, SS 

T1, Int 

RESET 


V SS + 0.45 < V IN < V CC 
V ss + 0.45 < V, N < V cc 
V SS + 0.45 <V IN < V CC 


-10 




-500 
+ 10 
-300 


uA 
MA 
fiA 


lOL 


Output leakage current 

BUS, TO (high inpedance state) 


V SS + 0.45 < V| N < V CC 






± 10 


uA 


be 


Standby supply current 
8035/8048 
8039/8049 
8040/8050 


RESET < V| L 
All inputs = 0V 

v cc - ov 






2.5 
4.5 
8.5 


mA 
mA 
mA 


Idd + Ice 


Total supply current 
8035/8048 
8039/8049 
8040/8050 


RESET <V IL 




45 
50 
60 


80 
95 
110 


mA 
mA 
mA 


Vdd 


Standby power supply 




2.5 






V 


Ta = -40 to 85°C, Automotive temperature range 8 


V,H 


Input high voltage 

All except XTAL1 and XTAL2 




2.2 






V 


V.H1 


RESET, XTAL1 , XTAL2 




4.0 






V 


l|L1 
IU2 


Input leakage current 
Portl, Port2, EA, SS 
RESET 


Vss+.45<V| N «V c c 
Vss + .45«V| N «V C C 


-5 




-750 
-300 


ma 

uA 


Idd 


Standby supply current 
8035/8048 
8039/8049 
8040/8050 


RESET < V, L 
All inputs = 0V 
V 0C = ov 






3.75 
6.75 
12.75 


mA 
mA 
mA 


Ice + Idd 


Total supply current 
8035/8048 
8039/8049 
8040/8050 


RESET < V, L 






90 
105 
120 


mA 
mA 
mA 
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AC ELECTRICAL CHARACTERISTICS T A = o°C to 70°C 









11 MHz 


6 MHz 




SYMBOL 


PARAMETER 


TEST 
CONDITIONS 7 


VERSIONS 


VERSIONS 


UNIT 
























Min 


Max 


Min 


Max 




(Refer to Figures 7, 8 and 9) 


III 


ALE pulse width 




150 




400 




ns 


tAL 


Address setup to ALE 




70 




150 




ns 


tu 


Address hold from ALE 




50 




80 




ns 


tec 


Control pulse width (PSEN, 




300 




700 




ns 


RD, WR) 














tDW 


Data setup before WR 




250 




500 




ns 


*WD 


Data hold after WR 




40 




120 




ns 


toy 


Cycle time 




1.36 


3.75 


2.5 


15.0 


us 


•or 


Data hold 







100 





200 


ns 


Ird 


PSEN, RD to data in 






200 




500 


ns 


tAW 


Address setup to WR 




200 




230 




ns 


'ad 


Address setup to data in 






400 




950 


ns 


*AFC 


Address float to RD, PSEN 




-10 









ns 


tCA 


Control pulse to ALE 




10 




10 




ns 


(Refer to Figure 10) 


tcp 


Port control setup before 




100 




110 




ns 


falling edge of PROG 














tpc 


Port control hold after falling 




60 




130 




ns 


edge of PROG 














tpR 


PROG to time P2 input must 






650 




810 


ns 




be valid 














top 


Output data setup time 




200 




250 




ns 


tpo 


Output data hold time 




20 




65 




ns 


tpF 


Input data hold time 







150 





150 


ns 


tpp 


PROG pulse width 




700 




1200 




ns 


tpL 


Port 2 I/O data setup 




250 




350 




ns 


tLP 


Port 2 I/O data hold 




20 




150 




ns 



NOTES: 



1 . Stresses above those listed under absolute maximum ratings may cause permanent damage to the device. This is a stress rating only and functional operation of 
the device at these or any other condition above those indicated in the operation section of this specification is not implied. 

2. For operating at elevated temperatures, the device must be derated based on +150°C maximum junction temperature. 

3. This product includes circuitry specifically designed for the protection of its internal devices from damaging effects of excessive static charge. Nonetheless, it is 
suggested that conventional precautions be taken to aviod applying any voltages larger than the rated maximum. 

4. Parameters are valid over operating temperature range unless otherwise specified. 

5. All voltage measurements are referenced to ground (Vss). For testing, all input signals swing between 0.4V and 2.4V with a transition time of 20ns maximum. All 
time measurements are referenced at input voltages of 0.8V and 2.0V and output voltages 0.8V and 2.0V as appropriate. 

6. Typical values are at + 25°C, typical ssupply voltages and typical processing parameters. 

7. Control outputs: C L - 80pF 
Bus outputs: C L - 1 50pF 

tcv - 1 -36jiS for 11 MHz versions 
toy - 2.5jis for 6 MHz versions 

8. Where no specification is shown, the commercial temperature range specification applies. 





U 
1.1 
1.0 
0.9 
0.8 

0.7 

-1 












































s 

+ 
a 
B 






















LIZEDI 






















IORMA 














































ES 


< 


25 SO 75 11 


o 


















TEMPERATURE, *C 
















m 
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TEMPERA 


ZED TOTAL 
CURRENT 
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CN8049 Series 


TIMING DIAGRAMS 



-tCY- 



'LL- 



J V 



— 'AFC >CC - 



'CA 



— 'AL 



'LA 



"\ r 



•or 



BUS FLOATING 



^IDDBES^ FLOATING ^^HSTN^ FLOATING ^ 



'RD- 



-<AD- 



Flgure 7. Instruction Fetch From External Program Memory 



J V 



-'CC -I-— "CA 



\ r 



'AFC 



FLOATING ^ 











|— —I I— <DR 



-<ao- 



Flgure 8. Read From External Data Memory 



j — V 



-'cc- 



| 'DW 1- » -| t wo 

BUS FLOATING ^ADDRESS^f^FLOATING ^ ""^^ FLOATING 



'AW -| 



Figure 9. Write to External Data Memory 
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SCN8049 Series 


TIMING DIAGRAMS (Continued) 





EXPANDER 
PORT 
OUTPUT 



EXPANDER 
PORT 
INPUT 



j — V 



j — V 



^ PORT 2g_3 DATA ^ PORT CONTROL ^ 



DC 



3d 



-'PL- 



<LP 



'DP - 



■<PD 



'PF 



PORT 2 . 3 DATA ^ PORT CONTROL 



'CP 



-I 



-<pc- 



>pp 



f 



Figure 10. Port 2 Timing 



OUTPUT ADDRESS 



EXECUTION 



OUTPUT ADDRESS 



i i I i i i r 

Figure 11. Instruction Cycle 



CLOCK OUT 
ON TO ■ 



PSEN 



RD - 
WR 

PROO* 





SI 


S2 


S3 


S4 


ss 


SI 


S2 


S3 


S4 


SS 




























1 


1 


1 


1 
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Figure 12. Instruction Cycle Timing 
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INSTRUCTION CODE 








FLAGS 








nPQpQiDTinu 




CYCLES 


BYTES 












UMEunuir 

MNtMUNIb 






















D 7 De S 4 D 3 D z D 






c 


AC 


F0 


F1 


F2 


Accumulator 






















ADD A, # data 


(A) «- (A) + data 


Add immediate the specified data 
to the accumulator. 


1 1 
dj de ds d4 d 3 62 di do 


2 


2 


• 










ADD A, Rr 


(A) fei (A) + (Rr) 
for r = 0-7 


Add contents of designated 
register to the accumulator. 


1 1 1 r r r 


1 


1 


* 










ADD A, @ Rr 


(A) <- (A) + ((Rr)) 
(or r-0-1 


Add indirect the contents the data 
memory location to the 
accumulator. 


1 1 r 


1 






• 








ADDC A, # data 


(A) «- (A) + (C) + data 


Add immediate with carry the 
specified data to the accumulator. 


1 1 1 
d 7 d6 ds d4 d 3 dg di do 


2 






• 








ADDC A, Rr 


(A) <- (A) + (C) + (Rr) 
for r-0-7 


Add with carry the contents of the 
designated register to the 
accumulator. 


1 1 1 1 r r r 


1 


1 




• 








ADDC A, @ Rr 


(A) <- (A) + (C) + ((Rr)) 
for r = 0-1 


Add indirect with carry the 
contents of data memory location 
to the accumulator. 


1 1 1 r 


1 






* 








ANL A. # data 


(A) *4 (A) AND data 


Logical AND specified immediate 
data with accumulator. 


10 10 11 
d 7 de d 5 d 4 d 3 d 2 do 


2 














ANL A, Rr 


(A) <- (A) AND (Rr) 
for r = - 7 


Logical AND contents of 
designated register with 
accumulator. 


1 1 1 r r r 


1 


1 












ANL A, @ Rr 


(A) — (A) AND «Rr)> 


Logical AND indirect the contents 


1 1 r 


















for r - - 1 


of data memory with accumulator. 
Complement the contents of the 


110 111 
















CPL A 


(A) «- NOT (A) 
















CLR A 


accumulator. 


















(A) *■ 


Clear the contents of the 


1 1 1 1 


1 


1 












DA A 




accumulator. 




















Decimal adjust the contents of the 
accumulator. 


10 10 111 








• 








DEC A 


(A) *- (A)-1 


Decrement the accumulator's 
contents by 1. 


1 1 1 
















INC A 


(A) *" (A) + 1 


Increment the accumulator's 


1 1 1 1 


















contents by 1. 


















ORL A, # data 


(A) «- (A) OR data 


Logical OR specified immediate 
data with accumulator. 


1 1 1 
<i? d6 ds d 4 d 3 dg di do 
















ORL A, Rr 


(A) «- (A) OR (Rr) 
for r-0-7 


Logical OR contents of designated 
register with accumulator. 


10 1 r r r 
















ORL A, @ Rr 


(A) «" (A) OR ((Rr)) 
for r-0-1 


Logical OR indirect the contents of 
data memory location with 
accumulator. 


1 r 


1 


! 












RL A 


(An + 1) <- (An) 
(A ) *- (A 7 ) 
for N = «- 6 


Rotate accumulator left by 1-bit 
without carry. 


1110 111 


1 


1 












RLC A 


(An + 1) *- (An); 
n = 0-6 
(Ao) *"~ (C) 
(C) <- (A 7 ) 


Rotate accumulator left by 1-bit 
through carry. 


11110 111 




1 












RR A 


(An) «- (An+ 1); 

n-0-6 

(A 7 ) *~ (Ao) 


Rotate accumulator right by 1-bit 
without carry. 


1110 111 


1 


1 












RRC A 


(An) «- (An+ 1); 


Rotate accumulator right by 1-bit 


110 111 


















n - 0-6 


through carry. 






































(A 7 ) «- (C) 






















(C) f~ (Ao) 




















SWAP A 


(A4_ 7 ) «- (Ao-3) 


Swap the 2 4-bit nibbles in the 
accumulator. 


1 1 1 1 


1 


1 












XRL A, # data 


(A) «- (A) XOR data 


Logical XOR specified immediate 
data with accumulator. 


110 10 11 
d 7 de ds d 4 d 3 dg di do 
















XRL A, Rr 


(A) «- (A) XOR (Rr) 
for r-0-7 


Logical XOR contents of 
designated register with 
accumulator. 


1 1 1 1 r r r 
















XRL A. @ Rr 


(A) «- (A) XOR ((Rr)) 
tor r-0-1 


Logical XOR indirect the contents 
of data memory location with 
accumulator. 


1 1 1 r 
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Table 1. Instruction Set (Continued) 









INSTRUCTION 


CODE 






FLAGS 


























MNEMONIC 


FUNCTION 


DESCRIPTION 














CYCLES 


BYTES 


















D 7 6 D 5 D 4 D 3 D 2 


D, 


t>0 






C 


AC 


F0 


F1 


F2 


Branch 


DJNZ Rr, addr 


(Rr) <— (Rr)-1; r=0-7 


Decrement the specified register 


1 1 


1 


1 


r 


r 


r 


2 


2 














if (Rr) # 0: 


and test contents. 


a? 86 


65 34 


33 


a 2 


«1 


80 


















(PC 0-7) «- addr 






























JBb addr 


(ru u — /) * addr IT 


Jump to specified address if 




b 1 








1 





2 


2 














Bb- 1 


accumulator bit is set. 


ay as 


a 5 a< 


a 3 


32 


»1 


Bo 


















(PC) «- (PC) + 2 if Bb 
= 






























JC addr 


(PC 0-7) «™ addr if 


Jump to specified address if carry 


1 1 


1 1 





1 


1 





2 


2 














C- 1 


flag is set. 


a 7 ae 


as *4 


a3 


a 2 


at 


a c 


















(PC) <- (PC) + 2 if C - 






























JFO addr 


(PC 0-7) <- addr if 


Jump to specified address if flag 


1 


1 1 





1 


1 





2 


2 














F0-1 


F0 is set. 


a? a« 


a 5 a 4 


83 


a 2 


at 


<k> 


















(PC) «- (PC) + 2 if 
































FO-0 






























JF1 addr 


(PC 0-7) «- addr if 


Jump to specified address if flag 


1 


1 1 





1 


1 





2 


2 














F1 - 1 


F1 is set. 


a? 36 


a 6 a< 


33 


a 2 


3l 


30 


















(PC) *~ (PC) + 2 if 
































F1 =0 






























JMP addr 


(PC 8-10) «— addr 


Direct jump to specified address 


a 10 a 9 


ae 





1 








2 


2 














8-10 


within the 2K address block. 


a? ae 


65 64 




a 2 


81 


30 


















(PC 0-7) «- addr 0-7 






























(PC 11) «- (DBF) 






























JMPP @ A 


(PC 0-7) «- ((A)) 


Jump indirect to specified address 
within address page. 


1 


1 1 








1 


1 


2 


1 












JNC addr 


(PC 0-7) *- addr if 


Jump to specified address if carry 


1 1 


1 





1 


1 





2 


2 














C-0 


flag is low. 


67 % 


65 64 


S3 


32 


81 


30 


















(PC) «- (PC) + 2 if C - 1 






























JNI 


(PC 0-7) *- addr if 


Jump to specified address if ]NT 


1 








1 


1 





2 


2 














INT - 


input is low. 


a 7 a@ 


65 a4 


a 3 


a 2 


81 


a O 


















(PC) <~ (PC) + 2 if 
































tNTS-1 






























JNTO addr 


(PC 0-7) *- addr if 


Jump to specified address if test 





1 





1 


1 





2 


2 














TO-0 


is low. 


a 7 a6 


a.- ; 34 


a 3 


35 


a 1 


a 


















(PC) <- (PC) + 2 if 
































TO - 1 






























JNT1 addr 


(PC 0-7) «— addr if 


Jump to specified address if test 1 


1 










1 





2 


2 














T1 -0 


is low. 


a 7 aa 


as aa 


23 


32 


3l 


a 


















(PC) «- (PC) + 2 if 
































T1 -1 






























JNZ addr 


(PC 0-7) «i addr if 


Jump to specified address if 


1 


1 





1 


1 





2 


2 














A-0 


accumulator is non-zero. 


a? ae 


85 84 


33 


a 2 


31 


ao 


















(PC) «- (PC) + 2 if A - 






























JTF addr 


(PC 0-7) «- addr if 


Jump to specified address if timer 





1 





1 


1 





2 


2 














TF = 1 


flag is set to 1. 


a? ae 


»5 64 


83 


32 


•t 


30 


















(PC) <~ (PC) + 2 if 
































TF-0 






























JTO addr 


(PC 0-7) <- addr if 


Jump to specified address if test 





1 1 





1 


1 





2 


2 














TO - 1 


is a 1. 


a 7 ae 


a 5 64 


a 3 


a 2 


«1 


ao 


















(PC) <~ (PC) + 2 if 
































TO-0 






























JT1 addr 


(PC 0-7) *- addr if 


Jump to specified address if test 1 


1 


1 





1 


1 





2 


2 














T1 - 1 


is a 1. 


a 7 a« 


85 a. 


3 3 


32 


«1 


»0 


















(PC) «- (PC) + 2 if 
































T1 =0 






























JZ addr 


(PC 0-7) <- addr if 


Jump to specified address if 


1 1 








1 


1 





2 


2 














A-0 


accumulator is 0. 


a 7 ae 


85 84 


3 3 


32 


•i 


30 


















(PC) <- (PC) + 2 if A # 






























Control 


EN 1 




Enable the external (INT) interrupt. 











1 





1 


1 


1 












DIS 1 




Disable the external (INT) interrupt. 





1 





1 





1 


1 


1 












SEL RBO 


(BS) «- 


Select bank (locations 0-7) of 


1 1 








1 





1 


1 


1 
















data memory. 
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Table 1. Instruction Set (Continued) 



MNEMONIC 


FUNCTION 


DESCRIPTION 


INSTRUCTION CODE 


CYCLES 


BYTES 


FLAGS 


7 D 6 5 D 4 D 3 D 2 0, D 


C | AC | F0 | F1 | F2 


Control (Cont.) 


SEL RB1 
SEL MBO 
SEL MB1 
ENTO CLK 


(BS) *- 1 
(DBF) <- 
(DBF) *~ 1 


Select bank 1 (locations 24-31) 

of data memory. 

Select program memory bank 0, 

addresses 0-2047. 

Select program memory bank 1, 

addresses 2048-4095 

Enable clock output on TO pin. 


110 10 10 1 
1110 10 1 
11110 10 1 
1110 10 1 


1 
1 

1 
1 


1 
1 
1 
1 












Data moves 




MOV A, # data 
MOV A, Rr 

MOV A, « Rr 

MOV A, PSW 
MOV Rr, # data 
MOV Rr. A 
MOV @ Rr, A 
MOV @ Rr, # data 
MOV PSW. A 
MOVP A, @ A 
MOVP3 A, @ A 
MOVX A, <§ Rr 

MOVX ® Rr, A 
XCH A, Rr 
XCH A, @ Rr 

XCHD A. @ Rr 


(A) «- data 

(A) «" (Rr); r-0-7 

(A) <- ((Rr)); r-0-1 

(A) «- (PSW) 

(Rr) <- data; r-0-7 

(Rr) «- (A); r-0-7 

((Rr)) *-, (A); r-0-1 

((Rr)) <- data; r-0-1 

(PSW) «- (A) 

(A) - ((A)) 

(A) — ((A)) 
in page 3 

(A) «- ((Rr)); r-0-1 

((Rr)) «- (A); r-0-1 
(A)~(Rr); r-0-7 
(A)~((Rr)); r-0-1 

(A 0-3)-(Rr)(0-3) 
r-0-1 


Move immediate the specified data 
into the accumulator. 
Move the contents of the 
designated register into the 
accumulator. 

Move indirect the contents of data 
memory location into the 
accumulator. 

Move contents of the program 

status word into the accumulator. 

Move immediate the specified data 

into the designated register. 

Move accumulator contents into 

the designated register. 

Move indirect accumulator contents 

into data memory location. 

Move indirect the specified data 

into data memory. 

Move contents of accumulator into 

the program status word. 

Move data in the current page into 

the accumulator. 

Move data in page 3 into the 

accumulator. 

Move indirect the contents of 
external memory location into the 
accumulator. 

Move indirect the contents of the 
accumulator into external memory. 
Exchange the accumulator and 
designated register's contents. 
Exchange indirect contents of 
accumulator and location in data 
memory. 

Exchange indirect 4-bit contents of 
accumulator and data memory. 


1 1 1 
d? d6 d 5 d 4 d 3 d 2 di d 

1 1 1 1 1 r r r 

1 1 1 1 r 

1 1 1 1 1 

1 1 1 1 r r r 
d? dg ds d 4 d 3 d 2 di do 
1 1 1 r r r 

1 1 r 

1 1 1 r 
<h d 6 d 5 it d 3 d 2 di d 
110 10 111 

1 1 1 1 

1 1 1 1 1 

1 1 

1 1 r 
1 1 r r r 
1 r 

1 1 r 




1 

1 

1 
2 
1 
1 
2 
1 
2 
2 
2 

2 
1 

1 

1 


(Lnfc- * 
1 

1 

1 

2 
1 
1 
2 
1 
1 
1 
1 

1 
1 
1 

1 












Flags 


CPL C 
CPL FO 
CPL F1 
CLR C 
CLR FO 
CLR F1 


(C) «~ NOT (C) 
(FO) <- NOT (FO) 
(F1) *- NOT (F1) 
(C) — 
(FO) — 
(F1) <- 


Complement content of carry bit. 
Complement content of flag FO. 
Complement content of flag Ft 
Clear content of carry bit to 0. 
Clear content of flag to 0. 
Clear content of flag 1 to 0. 


10 10 111 
10 10 10 1 
10 110 10 1 
10 10 111 
1 1 1 
10 10 10 1 


1 
1 
1 
1 
1 

i Vm. 


1 
1 
1 
1 
1 
1 












Input/output 


ANL BUS, # data 
ANL Pp, # data 
ANLD Pp, A 


(BUS) <- (BUS) AND 
data 

(Pp) «- (Pp) AND data 
p-1-2 

(Pp) <~ (Pp) AND (A 

0-3) 

p = 4-7 


Logical AND immediate specified 
data with BUS. 

Logical AND immediate specified 
data with designated port (1 or 2). 
Logical AND contents of 
accumulator with designated port 
(4-7). 


















1 1 1 
d? de ds d 4 d 2 d 2 di do 
1 1 1 p p 
d7 d6 ds d 4 d 3 d 2 di do 
1 1 1 1 p p 


2 
2 
2 


2 
2 
1 
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Table 1. Instruction Set (Continued) 





FUNCTION 




INSTRUCTION CODE 


CYCLES 


BYTES 


FLAGS 


MNEMONIC 


DESCRIPTION 


D? 


°6 


Ds D 4 


D 3 D 2 


«1 


Do 


C 


AC 


F0 


F1 


F2 


Input/output (Cont.) 


IN A, Pp 


(A) <- (Pp); p-1-2 


Input data from designated port 
(1-2) into accumulator. 














1 





p 


P 


2 


1 












INS A. BUS 


(A) «- (BUS) 


Input strobed BUS data into 
accumulator. 














1 











1 


2 












MOVD A, Pp 


(A 0-3) «- (Pp); 

p = 4-7 

(A 4 - 7) «- 


Move contents of designated port 
(4 - 7) into accumulator. 














1 


1 


p 


p 


2 


1 












MOVD Pp, A 


(Pp) «- A 0-3; p-4-7 


Move contents of accumulator to 
designated port (4-7). 








1 


1 


1 


1 


p 


p 


1 


1 












ORLD Pp, A 


(Pp) «- (Pp) OR (A 

0-3) 
p-4-7 


Logical OR contents of 
accumulator with designated port 
(4-7). 


1 











1 


1 


p 


p 


1 


1 












ORL BUS, # data 


(BUS) «- (BUS) OR data 


Logical OR immediate specified 
data with BUS. 


1 

dy 



d 6 



d 5 




d 4 


1 
d3 d2 




°1 



do 


2 


t 












ORL Pp, # data 


(Pp) «- (Pp) OR data 
p=1-2 


Logical OR immediate specified 
data with designated port (1-2). 


1 
d7 dfi ds 



d„ 


1 
d 3 d 2 


p 

di 


P 

do 


2 


2 












OUTL BUS, A 


(BUS) «- (A) 


Output contents of accumulator 
onto BUS. 




















1 





1 


2 












OUTL Pp, A 


(Pp) «- (A); p-1-2 


Output contents of accumulator to 
designated port (1 - 2). 








1 


1 


1 





p 


p 


1 


1 












Registers 


DEC Rr 


(Rr) <- (Rr)-1; r = 0-7 


Decrement contents of designated 
register by 1. 


1 


1 








1 


r 


r 


r 


1 


1 












INC Rr 


(Rr) <- (Rr) + 1; r-0-7 


Increment contents of designated 











1 


1 


r 


r 


r 


1 


1 
















register by 1. 
































INC a Rr 


((Rr)) ** ((Rr)) + 1; 
r-0-1 


Increment indirect the contents of 
data memory location by 1. 











1 











r 


1 


1 












Subroutine 


CALL addr 


((SP)) «- (PC), (PSW 
4-7) 

(SP) *~ (SP) + 1 
(PC 8-10) *~ addr 
8-10 


Call designated subroutine. 


ai a 9 as 1 1 
a, i, i 5 4, ij ij a, 




a 


2 


2 














(PC 0-7) <- addr 0-7 
(PC 11) «- DBF 


































RET 


(SP) *- (SP) - 1 
(PC) <- ((SP)) 


Return from subroutine without 
restoring program status word. 


1 

















1 


1 


2 


1 












RETR 


(SP) *T (SP) - 1 

(PC) «- ((SP)) 

(PSW 4-7) *- ((SP)) 


Return from subroutine restoring 
program status word. 


1 








1 








1 


1 


2 


1 












Timer/counter 


EN TCNTI 




Enable timer/counter interrupt. 








1 








1 





1 


1 


1 












DIS TCNTI 




Disable timer/counter interrupt. 








1 


1 





1 





1 


1 


1 












MOV A, T 


(A) ** (T) 


Move contents of timer/counter 
into accumulator. 





1 














1 





1 


1 












MOV T, A 


(T) - (A) 


Move contents of accumulator into 
timer/counter. 





1 


1 











1 





1 


1 












STOP TCNT 




Stop count for event counter or 
timer. 





1 


1 








1 





1 


1 


1 












STRT CNT 




Start count for event counter. 





1 











1 





1 


1 


1 












STRT T 




Start count for timer. 





1 





1 





1 





1 


1 


1 












Miscellaneous 


NOP 




No operation performed 























• 


< 


< 













NOTES: 

1. Instruction code designations r and p form the binary representation of the registers and ports involved. 

2. The dot under the appropriate flag bit indicates that its content is subject to change by the instruction in 

3. Numerical subscripts appearing in the FUNCTION column reference the specific bits affected. 



which it appears. 
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SYMBOL DEFINITIONS 



SYMBOL 


DESCRIPTION 


A 


The accumulator 


AC 


The auxiliary carry flag 


addr 


Program memory address (11 bits) 


Bb 


Bit designator (b = - 7) 


BS 


The bank switch 


C 


Carry flag 


CLK 


Clock signal 


CNT 


Event counter 


D 


Nibble designator (4 bits) 


DBF 


Program memory bank flip-flop 


data 


Number or expression (8 bits) 


F . F, 


Flags 0, 1 


1 


Interrupt 


INT 


External interrupt 



P 


"In-Page" operation designator 


Pp 


Port designator (p = 1 , 2 or 4 - 7) 


PSW 


Program status word 


Rr 


Register designator (r = 0, 1 or - 7) 


SP 


Stack pointer 


T 


Timer 


TF 


Timer flag 


TO, T1 


Testable inputs 0, 1 


# 


Prefix for immediate data 


® 


Prefix for indirect address 


$ 


Program counter's current value 




Replaced by 




Exchanged with 



Table 2. Instruction Timing* 





CYCLE 1 




CYCLE 2 


INSTRUCTION 


S1 


52 


S3 


S4 


S5 


S1 


S2 


S3 


S4 


S5 


IN A.P 


Fetch 
Instruction 


Increment 
Program Counter 




Increment 
Timer 








Read Port 








OUTL P.A 


Fetch 
Instruction 


Increment 
Program Counter 




Increment 
Timer 


Output 
To Port 














ANL P, # data 


Fetch 
Instruction 


* Increment 
Program Counter 




Increment 
Timer 


Read Port 




Fetch 
Immediate Data 




* Increment 
Program Counter 


Output 
To Port 




ORL P. # data 


Fetch 
Instruction 


• Increment 
Program Counter 




Increment 
Timer 


Read Port 




Fetch 
Immediate Data 




* Increment 
Program Counter 


Output 
To Port 




INS A, BUS 


Fetch 
Instruction 


Increment 
Program Counter 




Increment 
Timer 








Read Port 








OUTL BUS. A 


Felch 
Instruction 


Increment 
Program Counter 




Increment 
Timer 


Output 
To Port 














ANL BUS. # data 


Fetch 
Instruction 


« Increment 
Program Counter 




Increment 
Timer 


Read Port 




Fetch 
Immediate Data 




* Increment 
Program Counter 


Output 
To Port 




ORL BUS, # data 


Fetch 
Instruction 


* Increment 
Program Counter 




Increment 
Timer 


Read Port 




Fetch 
Immediate Data 




» Increment 
Program Counter 


Output 
To Port 




MOVX ®R,A 


Fetch 
Instruction 


Increment 
Program Counter 


Output RAM 
Address 


Increment 
Timer 


Output 
Data to 
RAM 














MOVX A.®R 


Fetch 
Instruction 


Increment 
Program Counter 


Output RAM 
Address 


Increment 
Timer 








Read Data 








MOVD A. P, 


Fetch 
Instruction 


Increment 
Program Counter 


Output 
Opcode/Address 


Increment 
Timer 








Read 
P2 Lower 








MOVD P b A 


Fetch 
Instruction 


Increment 
Program Counter 


Output 
Opcode/Address 


Increment 
Timer 


Output Data 
TO P2 
Lower 














ANLD P, A 


Fetch 
Instruction 


Increment 
Program Counter 


Output 
Opcode/Address 


Increment 
Timer 


Output 
Data 














ORLD P, A 


Fetch 
Instruction 


Increment 
Program Counter 


Output 
Opcode /Address 


Increment 
Timer 


Output 
Data 














J (CONDITIONAL) 


Fetch 
Instruction 


* Increment 
Program Counter 


Sample 
Condition 


Increment 
Timer 






Fetch 
Immediate Data 




• Update 
Program Counter 






START CNT/STRT T 


Fetch 
Instruction 


» Increment 
Program Counter 






Start 
Counter 






STOP TCNT 


Fetch 
Instruction 


* Increment 
Program Counter 






Stop 
Counter 






EN I 


Fetch 
Instruction 


* Increment 
Program Counter 




Enable 
Interrupt 






DIS 1 


Fetch 
Instruction 


* Increment 
Program Counter 




Disable 
Interrupt 






ENTQ CLK 


Fetch 
Instruction 


* Increment 
Program Counter 




Enable 
Clock 







NOTES: 

'Valid instruction address are output at this time if external program memory is being accessed. 
"See figures 11 and 12 for instruction cycle and cycle timing. 
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SC80C451/SC83C451 




Pin 


Function 


Pin 


Function 




P5.Q/ ADCO 


™ 


XTAL1 








Vss 












j V |'| • 


™ 














e7T " 




P21/A09 




P4 0/CMSRO 




P2 2/A10 




P4 1 /CMSR 1 




P2 3/A1 1 




P4 2/CMSR2 




P2.4/A1 2 


10 


P4.3/CMSR3 






l< 


P4.4/CMSR4 


M 


P2 6/A14 


12 


P4.5/CMSR5 


M 


P2 7/A15 


13 


P4.6/CMT0 


47 


PSTn" 


14 


P4.7/CMT1 


48 




15 


RST 


49 


EA 


16 


P1.0/CTOI 


SO 


P0.7/AD7 


17 


P1.1/CT1I 


51 


P0.6/AD6 


18 


P1 .2/CT2I 


52 


P0.S/AD5 


19 


Pi .3/CT3I 


53 


P0.4/AD4 


20 


P1.4/T2 


54 


P0.3/AD3 


21 


P1.5/RT2 


55 


P0.2/AD2 


22 


P1 .6/SCL 


56 


P0.1/AD1 


23 


PI .7/SDA 


57 


P0.0/ADO 


24 


P3.0/RXD 


58 


AVraf- 


25 


P3l1 TXE 


M 


AVref* 


26 




M 


AVSS 


27 


P3.3/iTTTT 


51 


avqd 


28 


P3.4/T0 


83 


P5.7/ADC7 


29 


P3.5/T1 


63 


P5.6/ADC6 


30 


P3 f ■TTH 


84 


P5.5/ADC5 


31 


P3.7/R5 


65 


P5.4/ADC4 


32 


NC 


H 


P5.3MDC3 


33 


NC 


87 


P5.2/ADC2 


34 


XTAL2 


68 


P5.1/ADC1 



S83C652/S80C652 



P1.0 
ptA 

PI -2 
PI .3 
PI .4 
P1.5 
SCL/P1 .6 
SDA/P1.7 
RST 

RxD/DATA/P3.0 
TxD/CL0CK/P3. 

I NT0/ P3.2 
INT1/P3.3 
T0/P3.' 
T1/P3.6 
WR/P3.6 
RD/P3.7 
XTAL2 
XTAL1 V9 
Vss[20 



™ PO.O/ADO 
Tt P0.1/AD1 
37 P0.2/A02 
35P0.3/AD3 
35P0.4/A04 
P0.5/AD5 
P0.6/AD6 
P0.7/AD7 



EA 



ALE 
PSEN 
P2.7/A15 
P2.6/A14 
P2.5/A13 
25 P2.4/A12 
24 P2.3/A11 
23]P2.2/A10 
M/Afl 
2l]P2.0/A8 




EA/VPP 






i_4 


ALE/PPOG 


P2.0/A8 
P2.1/A9 








pseFj 

P6.7 


P2.2/A10 


4 






P6.6 


P2.3/A11 








F6 5 


P2.4/A12 








P6.4 


P2.5/A13 
P2.6/A14 








Pfl 8 
P6.2 


P2.7/A15 








P6.1 


P0.7/AD7 








P6.0 


P06/AD6 








AFLAG 


P0.5/AD5 








BFLAG 


P0.4/AD4 






52 


IDS 


P0.3/AD3 








ODS 


P0.2/AD2 








Vss 


P0-1/AD1 








XTAL1 


PO.O/ADO 




DIP 




XTAL2 


Vcc 






P5.7 


P4.3 






.1. 


P5.6 


P4 a 






" 7_ 


P5 S 


P4.1 








P5.4 


■ - I 








P5 3 


Pi G 








P5 2 


Pi 1 








P6.1 


Pi. 2 
PI .3 








P5.0 
P3.7/RD 


Pi 4 








P3.6/WR 


Pi 5 








P3.5/T1 


Pi 6 








P3.4/T0 


PI. 7 


_ 






P3 3 'INT 1 


RST 


z 




.1-! 


P3.2/INT0 


P3.0/RxD 


32 




33 


P3.1/TxD 




EA 








ALE 


P2.0/A8 








PSEN 


P2.1 /A9 








P6.7 


P2.2/A10 


_ 






P6.6 


P2.3/A11 








P6.5 


P2.4/A12 








P6.4 


P2.5/A13 








P6.3 


P2.6/A14 






[3 


P6.2 


P27/A15 








P6.1 


P0.7/AD7 








PS.O 


P0.6/AD6 






54 


AFLAG 


P0.5/AD5 








BFLAG 


P0.4/AD4 








IDS 


P0.3/AD3 


— 






ODS 


P0.2/AD2 








Vss 


P0.1/AD1 








XTAL1 


PO.O/ADO 




DIP 


■-- 


XTAL2 


Vcc 




il, 


P5.7 


P4.3 


i . 






P5.6 


P4 2 








P5.5 


P4.1 


__ 






PS. 4 


F4 Q 






4 "■ 


P5.3 


P t . n 








P5.2 


Pl.1 


24 




■-' 


P5.1 


P1 .2 






z 


P5.0 


P1.3 








P3.7/RD 












PI .5 








P3.5/T1 


PI .8 








P3.4/T0 


Pi .7 
RST 
P3.0/RxD 






M 

33 


P3 3 TF7TT 
P3.2/INT0 
P3.1/TxD 



Pin 


Function 


Pin 


Function 


Pin 


Function 




EA 


24 


P4.2 


47 


P5.3 


2 


P2.0/A8 


25 


P4.1 


48 


P5.4 


1 


P2.1/A9 


26 


P4.0 


«8 


P5.5 


i 


P2.2/A10 


27 


P1.0 


50 


P5.6 


■ 


P2.3/A11 


26 


P1.1 


5! 


PS.7 


8 


P2.4/A12 


2^ 


P1.2 


52 


XTAL2 


7 


P2.5/A13 


SO 


PI .3 


53 


XTAL1 


1 


P2.6/A14 


31 


PI .4 


54 




9 


P2.7/A15 


32 


PI .5 


55 


. . 


10 


P0.7/AD7 


33 


Pi. 6 


5^ 


m 


1 1 


P0.6/AD6 


34 


Pi. 7 


57 


BFLAG 


12 


P0.5/AD5 


35 


AST 


55 


AFLAG 


13 


P0.4/AD4 


M 


P3.0/RxD 


59 


P6.0 


1 4 


P0.3/AD3 


37 


P3.1/TxD 


80 


P6.1 


16 


P0.2/AD2 


38 


P3.2/INT0 


61 


P6.2 


18 


P0.1/AD1 


39 


P3.3/INT1 


S3 


P6.3 


17 


PO.O/ADO 


40 


P3.4/T0 


63 


P6.4 


18 


Vcc 


41 


P3.5/T1 
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